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Preface 


This manual is one of a series designed to instruct and guide the programmer in the use 
of the SPERRY UNIVAC Operating System/3 (OS/3). This manual specifically describes 
OS/3 basic data management and its effective use. Its intended audience is the 
applications programmer with a basic knowledge of data processing, but with limited 
programming experience, as well as the seasoned applications programmer. 

Two other manuals are available that cover OS/3 basic data management; one is an 
introductory manual and the other is a programmer reference manual (PRM). The 
introductory manual briefly describes OS/3 basic data management and its facilities. The 
PRM provides the characteristics of OS/3 basic data management in skeletal form and is 
intended as a quick-reference document for the programmer experienced in the use of 
OS/3 basic data management. 

For systems with interactive facilities, an additional series of manuals is provided to 
instruct and guide the programmer in the use of OS/3 consolidated data management. 
These are: 

■ Introduction to consolidated data management, UP-8824 

■ Consolidated data management concepts and facilities, UP-8825 

■ Consolidated data management macro language user guide/programmer reference, 
UP-8826 

In general, any further references to the term data management in this user guide imply 
basic data management. 

This user guide is divided into the following parts: 

■ PART 1. OS/3 DATA MANAGEMENT 

Introduces OS/3 data management in terms of what it is and how it is used; 
introduces and briefly describes consolidated data management; describes the data 
management/user interface and the relation of data management to other OS/3 
software. 
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■ PART 2. CARD, DISKETTE, and PRINTER FILES 

Describes file and format conventions and the function and operation of OS/3 data 
management in relation to punched card, diskette, and printer files. 

■ PART 3. MAGNETIC TAPE FILES 

Describes file and format conventions and the function and operation of OS/3 data 
management in relation to magnetic tape files. 

■ PART 4. DISK FILES 

Describes file and format conventions and function and operation of OS/3 data 
management as related to disk files. Describes the indexed sequential access method 
(ISAM) both with and without an index structure, the sequential access method 
(SAM), the direct access method (DAM), the indexed random access method (IRAM), 
the multiple indexed random access method (MIRAM), and the nonindexed access 
method. Also includes information on disk space management. 

■ PART 5. PAPER TAPE FILES 

Describes record, character, and file conventions and the functions of OS/3 data 
management for perforated paper tape files. 

■ PART 6. APPENDIXES 

Provide selected functional characteristics of peripheral devices relevant to data 
management use; explain the OS/3 data management procedures for error and 
exception handling; compare the EBCDIC/ASCII/Hollerith codes and other card codes 
used in OS/3; describe the systems standard labels fpr magnetic tape and disk files; 
and describe the consolidated data management migration considerations. 

Statement Conventions 

The conventions used to delineate the data management macroinstructions are; 

■ Positional parameters must be written in the order specified in the operand field and 
must be separated by commas. When a positional parameter is omitted, the comma 
must be retained to indicate the omission, except for the case of omitted trailing 
parameters. 

Examples; 

Assume that CNTRL is a data management macroinstruction with three optional 
positional parameters; A, B, and C. 

TAG1 CNTRL A 
TAG2 CNTRL A,B 
TAG3 CNTRL A,B,C 
TAG4 CNTRL A„C 
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■ A keyword parameter consists of a word or a code immediately followed by an equal 
sign, which is, in turn, followed by a specification. Keyword parameters can be 
•written in: any order in the operand field. Commas are required only to separate 
parameters; however, a comma must neither be coded in column 16 of a continuation 
line nor follow the last keyword of a string. 

Example: 

Assume that the data management DTP macro for a card file (called CARDIN) has 
three keyword parameters: IOAREA1, BLKSIZE, and WORKA. 

CARDIN DTFCD IOAREA1=AREA1,BLKSIZE=80,WORKA=YES 

■ Capital letters, commas, equal signs, and parentheses must be coded exactly as 
shown. The exceptions are those acronyms that are part of generic terms 
representing information to be supplied by the user and the corrimas preceding 
keyboard parameters of declarative macroinstructions. (These commas serve to 
remind the user that keyboard parameters coded in a string must be separated by 
commas.) 

Examples: 

FIELDS=([ADDR][,A2TD][,FREQ]) 

REOC=(MERGE,label,reel,to) 

CMceNUMBCHAR=n 

X'aa'(NOV) 

■ Lowercase letters and words are generic terms representing information that must be 
supplied by the user. Such lowercase terms may contain hyphens and acronyms (for 
readability). 

Examples: 

name 

start- ad dr 

number-of-bytes 

param-1 

CCB-name 

■ Information contained within braces represents mandatory entries of which one must 
be chosen. 

Examples: 

(filename) 

1(1) i 
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Information contained within brackets represents optional entries that (depending 
upon program requirements) ere included or omitted. Braces within brackets signify 
that one of the specified entries must be chosen if that parameter* is, to be included. 

Examples: , : 

[INPUT=NO] 

;OUTPUT=NO] 

fworknamen / 

L'l(O) jj 

An optional parameter which has a list of optional entries may have a default 
specification which is supplied by the operating system when the parameter is not 
specified by the user. Although the default may be specified by the user with no 
adverse effect, it is considered inefficient to do so. For each reference, when a default 
specification occurs in the format delineation it is printed on a shaded background. If, 
by parameter omission, the operating system performs some complex processing 
other than parameter insertion, it is explained under an if-omitted heading in the 
parameter description. 

Examples: 


,MERGE= 


An ellipsis (series of three periods) indicates the omission of a variable number of 
entries. 


Example: 


param-1 ,...,param-n 

Commas are required when positional parameters are omitted, except after the last 
parameter specified. 

Example: 

positional parameter 1, positional parameter 2„ positional parameter 4 
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1. Introduction 


1.1. THE FUNCTION OF DATA MANAGEMENT 

As you know, data processing programs produce desired results by accepting data as 
input, processing the data as appropriate, and outputting the results of the processing 
performed. 

Because most data movement and retrieval operations are inherently the same, regardless 
of the application involved, generalized, preprogrammed data management packages have 
been developed to assist you in performing these tasks. 

The degree of assistance you receive from these packages depends on the insight into 
your problems by data management developers and the success they achieve in providing 
you with the most flexible and convenient data management aids possible. The extent to 
which you can inform the data management system of the characteristics of your data and 
the specific function you want performed on that data is also integral. Therefore, it is 
necessary to establish conventions to communicate, or interface, with your data 
management system. 

Data management services available to you, the programmer, via OS/3 are varied, flexible, 
and powerful. Descriptions of these services and conventions for using them go well 
beyond the scope of what a language manual can and should contain. Hence, this and 
other manuals dealing exclusively with this subject are provided to facilitate your use of 
OS/3 data management. 


1.2. BASIC AND CONSOLIDATED DATA MANAGEMENT 

Until recently, the only method of data management available under OS/3 was DTF 
(define-the-file) or basic data management. The programmers' means for interfacing with 
this data management system is through certain declarative and imperative macros related 
directly to the device from which data is being retrieved or to which data is being moved. 

Now under OS/3, another method of data management is available: GDI (common data 
interface) or consolidated data management. 
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Consolidated data management generally provides all the services basic data management 
does, and then some. The single major difference is that MIRAM (multiple indexed random 
access method) files are the only disk files supported by consolidated data management. 

Consolidated data management can best be described by answering the following 
question: What does consolidated data management provide that basic data management 
doesn't? The answers are: 

■ A single uniform set of declarative and imperative macroinstructions 

With basic data management, you must use a specific declarative macroinstruction 
(DTP) to define your file and the method used to access that file: DTFMT for a 
magnetic tape file, DTFPR for a printer file, DTFIS for an ISAM disk file, and so on. 
Also, with basic data management* the imperative macroinstructions are not the 
same for ail types of access methods. Different instructions are used to perform the 
same functions. For example, to write a record to a tape file you must use a PUT 
instruction. To write a record to an ISAM file, you must use a WRITE, NEWKEY 
instruction. 

Consolidated data management, on the other hand, has a uniform set of declarative 
and imperative macroinstructions that you use to define and process all types of files. 
There are two declarative macroinstructions. These are the CDIB and RIB instructions. 
The CDIB instruction identifies the file and the RIB instruction describes the file 
characteristics and processing requirements. The consolidated data management 
imperative macroinstructions are also the same for all types of files. For example, if 
you want to write a record, you use the DMOUT instruction regardless of the file type. 

■ Control structures cannot be modified 

The control structures for each basic data management DTF macroinstruction are 
generated and maintained within your program region. As a result, these structures 
can be inadvertently modified and compromise the integrity of the file. 

Consolidated data management eliminates this problem because all control structures 
it uses are generated and maintained outside of your program region. As a result, you 
cannot inadvertently modify these control structures. This preserves the integrity of 
the file and prevents the distortion of any action taken on that file by data 
management. The CDIB and RIB macroinstructions generate parameter passing 
structures that are used to communicate inforrhation to data management. 

■ A single file access method for all disk files 

Basic data management supports a variety of disk access methods: SAM, DAM, ISAM, 
ASAM, and so ,on. Thus, you are faced with a decision each time you want to use a 
disk file. You must decide how you want to process the file and then select the access 
method that meets your needs or is required by the programmirig language you 
intend to use. 

Consolidated data management uses one single disk access method, MIRAM, which 
provides all the functions provided by the various basic data management disk access 
methods. As a result, you only have to decide how you want to process the file. 
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Enhanced file sharing 

With basic data management a file can be shared; that is, it can be used by more 
than one program at a time. This sharing, however, is limited because several 
programs can read from the file at the same time, but only one program can write to 
the file. 

Consolidated data management, however, allows complete flexibility; more than one 
program can read from or write to the file at the same time. 

Interactive capabilities 

Basic data management does not support interactive capabilities. 

Consolidated data management, however, supports a wide range of interactive 
capabilities. These allow you to: enter or display data from a workstation; create 
workstation screen formats that aid you in entering data or presenting output data; 
and develop and include dialogs (question and answer sessions) in your program. In 
addition, consolidated data management also supports interactive services that allow 
you to operate your jobs from a workstation, perform housekeeping tasks, and 
communicate with other workstations in your system. 

A high degree of device independence 

Device independence means that, at program execution time, you can change the 
type of device used for a file in your program by changing the job control device 
assignment set for that file. 

This is not possible with basic data management because changing the device type 
requires changing the file definition, recompiling and relinking your program, and 
changing the job control stream before you can execute it with a different device. 

With consolidated data management, a high degree of device independence is 
possible whenever you are processing records sequentially. This is possible because 
device assignment takes place when the file is opened based upon the job control 
device assignments. As a result, you can change the device that a file is processed on 
by changing the job control device assignment set for that file. The file you have 
defined must be compatible with the types of devices you want to use. For example, if 
you define a file that has an 80-byte record size, the records can be output to a card 
punch, printer, tape, disk, diskette, or workstation. If, on the other hand, you define a 
file that has a 200-byte record size, the records can be output to a tape, disk, diskette, 
or workstation. However, they cannot be output to a card punch or printer without 
truncating the data because of the physical limitations of these devices. In addition to 
your files being compatible, your program must also be compatible with the devices 
you want to use. This means you cannot have any instructions in your program that 
are device dependent such as random operations when using a disk or diskette, forms 
control operations when using a printer, or screen management operations when 
using a workstation. 



i 
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Use of a particular data management mode is specified at systems generation time. The 
capabilities just described are provided when consolidated data management (GDI mode) 
alone or in combination with basic data management (CDI/DTF mixed mode) is specified. 

This manual specifically describes basic data management. For more detailed information 
on consolidated data management, see the consolidated data management concepts and 
facilities, UP-8825 (current version) and the consolidated data management macro 
language user guide/programmer reference, UP-8826 (current version). 

If you want to migrate to consolidated data management, see Appendix F. This appendix 
describes the migration requirements for programs written in BAL, RPG II, 1968 American 
National Standard COBOL, 1974 American National Standard COBOL, and FORTRAN. 
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1.3. DATA STRUCTURE 

The structural entities recognized by OS/3 data management are illustrated in the 
following diagram: 



The hierarchy shown is not always followed exactly. The volume concept is not truly 
applicable to printers or card devices. On disk, diskettes, and magnetic tape, a file may 
sometimes be larger than a volume. A record may sometimes be equal to a block, or a 
field equal to a byte. Figure 1—1 illustrates the organization of data on typical peripheral 
devices. 



Figure 1 — 7 . Organization of Data on Typical Peripheral Devices (Part 1 of 2} 
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1.3.1. Definition of Terms 

The following is a brief list of terms and definitions to assist you in understanding the 
general description of data management in this section: 

block 

The portion of a file transferred into or out of main storage by a single access, 
buffer 

An area in main storage for handling a block of data. Must not be smaller than 
the blocks to be handled. 

direct addressing 

Retrieving a specific block or record from disk storage by a single access, using 
numeric values given in a field. 

extent 

A set of contiguous tracks on disk assigned exclusively to one file. Several 
extents may be required to provide space enough for a file. 

field 

One or more contiguous characters, normally comprising a single unit of 
information. 


file 

A delimited storage space having an identifying file name; useful for subdividing 
the entire data mass into manageable groups. Also, the data residing in such a 
storage space. 

partition 

A file subdivision, which is required to have uniform block specifications. OS/3 
data management provides partition-relative block addressing, and individual 
partition extension capabilities. 

pointer 

A field containing a value for direct addressing. In indexed sequential access 
method (ISAM) files, data management introduces pointers between records to 
provide for maintenance of logical sequence of records. 

record 

The collection of contiguous characters designated by the user to data 
management as such, for handling as a unit. Record size must not exceed block 
size. 

volume 

The largest physical unit for data storage, such as a tape reel or disk pack. 
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1.3.2. Punched Card Files 

A punched card file consists of a card deck, input Via a reader, or output via a punch; 
Records can. comprise either a portion of a card or a complete card. The records are made 
up of fields of related characters. Punched card files must be treated as sequential files 
(handled one record at a time in sequential order). ^ 

You must not confuse a deck of cards to be handled as a data management card file with 
control stream cards or with data cards embedded in control streams. You must place the 
data management deck in the card reader when there is a console message calling for 
assignment of the reader to the program. You may begin the deck immediately with a data 
card, but you must end it with an end-of-data card (/*). You cannot place an end-of-data 
card within the deck. 

Details of punched card records and files are presented in Section 2. 

1.3.3. Diskette Files 

Diskette files are sequential, unblocked files processed similarly to card files. In fact, 
diskettes are intended as rapid replacement media for card processing equipment. Each 
diskette is a single-sided, single plate disk with tracks containing fixed sectors. Records 
are recorded on the tracks, one record per Sector. (Sections 4 and 5 discuss the diskette in 
more detail.) 


1.3.4. Printer Files 

Printer files include standard text, listings, forms, and similar printed puptut. The files are 
composed of individual records that are formed in an output area or work area by your 
program and then output to the printer in increments of one record (line). The file is 
output, character by character, in a serial manner. When the printer buffers are loaded, 
the line is then printed. This process repeats, each line in succession, until the entire file 
is printed. A printer record can also contain certain control characters which, although 
part of the output record, are not printed. The control characters allow you to advance the 
paper to a home position, specify a procedure in case of overflow, or select a number of 
lines to be skipped by the printer. Section 6 gives details on printer files and records; 
Section 7 describes the uses of control characters. 


1.3.5. Magnetic Tape Files 

Magnetic tape files are also sequential files, and can span more than one volume (reel). 
Each magnetic tape file is identified by two file header labels; each volume of the file has 
a volume label. Because most magnetic tape files can be read in both a forward and 
backward direction, the file labels are placed both at the beginning and at the end of each 
of these file levels. 



UP-8068 Rev. 4 


SPERRY UNIVAG OS/3 
BASIC DATA MANAGEMENT 


1-8 


Figure 1 — 2 illustrates the relationship of the various elements of a magnetic tape file. The 
volume label (VOL1) has a standard system format that describes the contents of the tape 
volume. The two file header labels (HDRI and HDR2) also are in a standard system format. 
User header labels (UHL), which are optional, may be in a standard format or one that you, 
as a user, c?n structure. A tape mark is next in the sequence, and acts as a delimiter to 
indicate that data blocks or records follow. After the data, another tape mark, two end-of- 
volume (EOV) labels, optional user trailer labels (UTL), and two more tape marks are 
provided as delimiters. A complete description of the magnetic tape file organization and 
conventions isipresented in Section 8; Appendix E describes the labels for magnetic tape 
files. ; ; ; 




LEGEND: 


VOL1 

Volume Label 

HDR1 

File Header Label 1 

HDR2 

File Header Label 2 

UHL 

User Header Labels (optional) 

EOV1 

End of Volume Label 

EOV2 

End of Volume Label 

UTL 

User Trailer Labels (optional) 





Figure 1—2 Magnetic Tape File Organization 


1,3.6; Disk Files 

Provisions for disk files differ from those for sequential devices in that there are several 
data management programs from which to choose. You implement your choice by 
selecting one of several operation codes at the point in your program where the DTF 
(define the file) procedure (proc) is coded. You must consider the services offered by the 
programs to determine which is best suited to your needs for the particular file. (There is a 
certain amount of overlap in the services available, so it is possible for you to meet a 
particular need through either of two programs.) The desire for rapid storage and retrieval 
is usually paramount. In this context, several considerations are pertinent: 

■ Is seareh-by-key needed? 

■ Is appending new data to a series satisfactory, or are insertions necessary? 

■ Are direct addressing or sequential access, or both necessary? 
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■ Is reading or writing blocks sufficient, or is assistance with records needed? 

To satisfy these questions, detailed descriptions of the disk file services are presented in 
Sections 11 through 13. 


1.3.7. Paper Tape Files 

Punched (or perforated) paper tape files are handled at the logical record level by a paper 
tape data management system described in Section 17. The system provided by OS/3 
includes macros, transients* and processing modules with which you can define paper 
tape files and read and write data on paper tape. Translation and letter/figure shifting 
capabilities are provided. ’ 


1*4. PROGRAMMING FOR DATA MANAGEMENT 

All users of OS/3 must employ the conventions established for designating existing files 

and new files in the job control stream. In using data management, you must also code 

appropriately in your BAL program. . 

■ By issuing a DTF declarative macroinstruction provided by data management, you 
cause a DTF table to be created in a data area. By using keyword parameters, you 
describe the file and provide addresses of buffers and work spaces. You must also 
indicate your desire to handle all returns inline, or you must give the address of your 
routine for accepting coritrol when errors or exceptions occur. 

■ By using ordinary assembler instructions, you must reserve Sufficient amounts of 
main storage buffer space and workspace, and you must provide the error/exception 
routine. 

■ By issuing imperative macroinstructions provided with each access method, you 
request data management to perform specific file-processing functions: 

■ You must realize that general registers 0, 1, 14, and 15 are loaded by the imperative 
macroinstructions before the contents of your registers are saved. You cannot afford 
to have vital data in these registers when you call on data management. ' 

■ You must provide a 72-byte register save area. The address of this area can be placed 
in the DTF by specifying the SAVAREA keyword parameter, common to all DTFs. 
Failing to do this, you must provide the address in register 13 when you enter each 
data management imperative macro. 

■ The storage area you specify with the SAVAREA keyword parameter is often useful to 
examine in snaps or dumps of your program region. It comprises 18 full words, the 
first three of which are used by data management. Following these is a display of full 
words for 15 of the general registers, presented in the following order: 14, 15, 0, 1,2, 
and so on, through 12. Register 13 is not included. 
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1.5. OS/3 data management ENHANCEMENTS 

OS/3 data management departs from traditional data management systems in several 
areas. 


1.5.1. ISAM Files 

In OS/3 ISAM files, inserted records are placed in overflow blocks, forming chains 
betvyeen individuai pripne records. This causes all data records to remain where originally 
placed and eliminates time consuming record pushdown. Moreover, the stability of records 
makes it possible to offer direct addressing to every record, a convenience for those who 
can benefit from this feature. 

The ISAM program can also operate on files where the key index structure is never 
formed. This precludes the use of keyed instructions, but leaves the rest of the repertoire 
operative. The ISAM load is still effective for file creation. The resulting file is then 
susceptible to sequential and direct access without keys. 

Eliminating the index does not preclude the ability to insert records. The position for 
insertion cannot be reached by a key search. However, both direct access and sequential 
progression are available to reach any record so that a new record may be inserted after it. 

1.5.2. SAM and DAM Files 

The flexibility of sequential access method (SAM) and direct access method (DAM) 
processing has been augmented in OS/3 by provision of a DTFNI macroinstruction and 
processing module. This module supports an extended repertoire of imperative 
macroinstructions applicable to a file described by the DTFNI macroinstruction. 
Combinations of SAM and DAM imperative macroinstructions may be used; NOTE and 
POINT imperative macroinstructions are provided. There is also provision for partitioning a 
file, using different block specifications for each partition. These are supported by 
partition-relative block addressing. 


1.5.3. IRAM Files 

The indexed random access method (IRAM) is an access method in OS/3 for handling disk 
files and is intended for use by programs written in RPG II language, the sort, and data 
utilities. The functionality of IRAM is equivalent to that provided by OS/3 ISAM and 
ASAM, and by the OS/3 nonindexed access disk methods SAM and DAM (relative record 
addressing); however, those modules (ISAM, ASAM, SAM, and DAM) are considerably 
larger. The IRAM processor cannot access disk files that have been created by other 
access methods nor can IRAM files be processed by other OS/3 disk access methods. 
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1.5.4. MIRAM Files 

The multiple indexed random access method (MIRAM) in OS/3 is used for handling 
sequential, relative, and indexed files in programs. These programs are written in the 
OS/3 version of the 1974 American National Standard COBOL, and for sequential and 
relative (direct) files in programs that are written in FORTRAN IV. MIRAM provides the 
same functions as those provided by OS/3 ISAM, ASAM, IRAM, SAM, and DAM disk 
access methods. The MIRAM processor can access only MIRAM and IRAM characteristic 
files that it has created or IRAM files created by the IRAM processor. It cannot access disk 
files that have been created by other access methods nor can MIRAM files be processed 
by other OS/3 disk access methods. MIRAM files, however, can be processed by using the 
sort/merge and data utilities programs. 


1.5.5. Error and Exception Returns 

OS/3 data management differs somewhat from other data management systems in its 
method of returning control to your program. Control is always returned, whether or not 
an error or exception has been detected. A reply field is always set to indicate the nature 
of the exception, if the function is executed with no defects, control is always returned 
inline to the instruction following the macro call. If you provide the address of an 
error/exception routine in your DTF macroinstruction, control is returned to that address 
on ail occurrences of errors or exceptions. In the absence of this address, all returns are 
made inline (register 14 always contain the inline return address). Appendix B describes 
the error and exception handling features of OS/3 data management. 

Because data management interprets a zero value in the DTF error field of the DTF file 
table as the nonexistence of an error routine, you must hot locate your error routine at 
location 0 relative to the load module. 

Errors occurring during file extend operations are always associated with inability to 
acquire output space for a buffer and consequent loss of output data. On extend failure 
errors, file extend procedures now minimize loss of output data to one record. 


1.5.6. Disk Flexibility and Hardware Constraints 

The obligation to handle disk devices with different characteristics has influenced the 
design of OS/3 data management. It was considered desirable that the disk file processihg 
modules should be independent of the disk type used and should present the same 
interface to you. As a result, OS/3 data management requires, throughout, that all blocks 
in a track or partition be uniform in size and format. On the fixed-sector disk devices, it is 
also necessary that all blocks be multiples of 256 bytes. Furthermore, spanned records 
(those extending beyond a block boundary) are not supported. 

Consequently, during sequential blocking of records, block filling continues until a 
submitted record will not fit in remaining block space. At that point, the full-size block is 
written to disk, and the rejected record is used to begin the next block. 
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The fixed-sector disk does not provide an RO record for identifying the portion of track 
devoted to useful data. Furthermore, the hardware search interrogates the first n bytes of 
every 256 -byte sector. These characteristics cause some restrictions of relative-track DAM 
functions. When employing the WRITE, AFTER macro, you must fill each track because the 
unfilled portion is not identified. When employing keyed operations, you must use a block 
size of 256 bytes; otherwise, false internal hits could be made in blocks of 512 bytes and 
Other multiples of 256 bytes. 

1 .5.7. Shared Data Management Modules 

Under OS/3, all data management modules are shared-code modules. There is only one 
data management module for each access method and when a particular access method is 
requested by a program, one copy of the corresponding module is loaded into main 
storage. This module is then used or shared by all programs requesting the same access 
method. 


1.6. DATA MANAGEMEIMT/USER INTERFACE 

The interface between you and data management consists of: 

■ Declarative macroinstructions 

■ Imperative macroinstructions 


1.6;1. Declarative Macroinstructions 

Your program must inform the system of the parameters, special conditions, current 
status, and optioris pertaining to a file. You must include a declarative (file definition) 
macroinstruction for each file required by your program. As implied by the term 
£/ec/araf/Ve, these macroinstructions generate nonexecutable code, such as constants and 
storage areas for variables. Therefore, you should separate these macroinstructions from 
the inline file processing coding. The declarative macroinstruction and the selected 
keyword parameters in the operand define the file. The first three characters of the 
operation code must be DTF. The last two characters usually indicate the type of device or 
method of accessing. A keyword parameter consists of a word or code immediately 
followed by an equal (=) sign and one specification. 

The format of the declarative macroinstruction is: 


LABEL 

A OPERATION A 

OPERAND 

filename 

DTFcc 

keyword-1 =x,...,keyword-n=z 
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The symbolic name of the file must appear in the label field. The name can have I 
maximum of seven characters and must begin with an alphabetic character. The 
appropriate DTF designation must appear in the operation field; The keyword parameters 
can be written in any order in the operand field and must be separated by commas. 
However, a comma must neither be coded in column 16 of a continuation line nor follovv 
the last keyword of a string. Appropriate assembler rules regarding macroinstructions 
apply to blank columns and continuation statements. Register numbers are specified to the 
data management declarative macroinstructions (DTF) by enclosing th6 number in 
parentheses. Certain DTF parameters can be changed at run time via the data definition 
job control statement (DD). (See Tables 3—1, 7—3, 9—1, 11—3, 13—1, 13B— 1, 15—1, 
15— 2, 15— 3, and 17— 1.) ^ 

The DTFs may have the following forms/ - ' ' 

■ DTFCD 


Defines an input, output, or combined punched card file. ‘ ^ 

■ DTFDA 

Defines either an input or output direct access disk file. 

■ dtfir .• 

Defines input or output indexed or nonindexed IRAM disk files. 

■ DTFIS 

Defines an indexed sequential disk file. - > 

■ DTFMI . ^ 

Defines an input or output indexed or nonindexed MIRAM disk files; 

■ DTFMT 

Defines an input, output, or in/out magnetic tap'd file. 
m. ■■ DTFNI ■ ' ■■ 

Defines a nonindexed input and output disk file. . . 

■ DTFPR - ; 

Defines a printer output file. ' 

■ DTFPT 

Defines an input or output paper tape file. 
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■ DTFSD 

Defines an input, output, or combined sequential access disk file. 

■ DPCA 

Similar to a DTF macroinstruction, but defines a partition of a disk file rather than the 
entire file. 


1.6.2. Imperative Macroinstructions 

Your program must be able to communicate with the data management modules in order 
to process files that have been defined by declarative macroinstructions. Imperative (file 
processing) macroinstructions included in your program communicate with the transient 
routines and logical IOCS shared-code modules. The imperative macroinstructions are 
expanded as inline executable code. Not all macroinstructions are available for use on all 
devices. Some are specifically input-type macroinstructions and cannot be used for a 
device that is exclusively used for output; the opposite is true, also. 

The format of the imperative macrpinstruction is: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

xxxx 

yyyy,...,zzzz 


A symbolic name can appear in the label field. The name can have, a maximum of eight 
charcters and must begin with an alphabetic character. The appropriate verb or code must 
appear in the operation field. The positional parameters (as signified by the name) must be 
written in the specified order in the operand field and be separated by commas. When a 
positional parameter is omitted, the comma must be retained to indicate the omission 
except in the case of omitted trailing parameters. Appropriate assembler rules regarding 
macroinstructions apply to blank columns and continuation statements. 


1.6.3. Assembler Rules for Operand Field 

The operand field of a macroinstruction begins in column 16 and may not extend beyond 
column 71. An operand may be continued onto the next line by inserting an arbitrary 
nonblank character in column 72. Each continuation line starts in column 16. 

The operand field is terminated by the first blank which is not enclosed within 
apostrophes. As operand specification is usually completed before column 40, columns 41 
through 71 are available for comments, but at least one blank space must occur between 
the end of operand specification and the beginning of the comments. 
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Comments are not continued by the insertion of a nonblank character in column 72. 
Lengthy comments can be entered by coding an asterisk (*) in column 1. You will note the 
applications of these rules in the programming examples throughout this rrianual. 
Operands may be continued onto the next line by placing a comma after the last operand 
on the first line and a nonblank character in column 72. However, if you omit the comma 
and at least one blank exists between the last operand on the first line and the nonblank 
character in column 72, the second line of operands is treated as comments. Because the 
second line is treated as comments and not as part of your operand specification, the 
assembler does not flag the missing comma as an error. Up- to two* comment lines are 
permitted. 


1.7. RELATED OS/3 SOFTWARE 

Several OS/3 software components are indirectly involved with data management, while 
others perform functions related to and required for program operation. These components 
include: , > a • 

■ System service programs (SSP) . j i 

■ Job control 

■ Supervisor , , , 

■ Linkage editor 

■ Data utilities 


1.7.1. System Service Programs (SSP) 

The service programs provided to prepare disk and magnetic tape files Jo accept data 
records and blocks are the disk prep program and the magnetic tape prep program. 

The disk prep routine performs a surface analysis for the disk tracks and assigns alternate 
tracks if defects are discovered. The disk prep also establishes a volume table of contents 
(VTOC) for the device so that files can then be placed on the disk. 

The magnetic tape prep routine prepares magnetic tapes in standard label format by 
writing the initial volume label, dummy file header label, dummy file trailer label, and tape 
marks. 

Other system service programs include dump routines in non-narrative or natjrative, 
formats. The SYSDUMP and JOBDUMP routines provide the residerit shared-code 
directory and the preamble EXTRN table in narrative format. 

These routines are described in detail in the system service programs (SSP) user guide, > 
UP-8062 (current version). 
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1;i7.2. Job Control 

The main functions of job control, as related to data management, are: 

■ Allocation of required peripheral devices 

■ File control block (FCB) management 

■ r Catalog management allowing automatic identification of files by name 

■ Loading printer vertical format buffer (VFB) and load code buffers 

■ Defining software facilities (SFT) needed to support the user program 

■ Modifying DTF specifications at run time (DD). 

Peripheral devices are assigned through job control statements that specify logical unit 
numbers, alternate device types, and information about the file. These job control 
statements include: 

// DVC Statement assigns device number. * 

// VOL Statement describes tape and disk volumes. 

// EXT Statement provides disk extent information. 

// LBL Statement provides additional tape and disk identification information.- 

// LFD Statement links the file defined by the DTF macroinstruction with the file and 
device information in the control stream. 

Each part of this manual that deals with a particular access method or device type 
provides you with job control stream examples that illustrate the felafionship beWeeh data 
management entries coded for program assembly and the job control stream statements 
that Gontrol tho prograrri. 

A separate file control block is maintained automatically in main storage for each active 
file. This block contains all descriptive information about the file and is used for reference 
vvhen the file is being accessed. ' » 

OS/3 automatically loads the data management modules needed by your job. However, if 
you have written your own shared-code modules, you must use the SFT job control 
statement to identify and ioad these modules. SFT statements are effective only during the 
job Step in which they are specified. 

For details on OS/3 job control, refer to the job control user guide, UP-8065 (current 
version). ’ ^ 
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1 .7.3. Supervisor 

The supervisor provides the greatest amount of support for the user program and data 
management. This support includes the following: 

■ ■ PIOCS - ' 

Those macroinstructions and routines that schedule and monitor execution of channel 
programs, controlling the actual transfer of physical records between extern a Isources 
and main storage. These routines also provide for device I/O error recovery. 

■ Transient scheduling 

The routines that retrieve transients from auxiliary storage and bring them into main 
storage for execution. These include file open and dose routines. 

■ Operator communication 

The routines that handle the communications concerning volume mounting requests, 
tape mount requests, etc. 

■ File protection 

Protection of files and records during shared file processing. 

■ Timer services 

Used as a reference for computing run time, scheduling, etc. 

■ Disk space management 

Routines for allocating space to disk files and maintaining space accounting through 
standard procedures for updating the volume table of contents (VTOC). 

■ System Access Technique (SAT) 

An input/output control systems that provides a standard interface for tape and disk 
subsystems between OS/3 data management and the PIOCS. 

For details concerning the supervisor, refer to the supervisor user guide, UP-8075 (current 
version). 


1 .7.4. Linkage Editor 

The linkage editor is a system service program that constructs a load module from object 
modules. The linkage editor control statements that define the load module are contained 
in the job control stream beginning with a LOADM control statement and terminated by 
another LOADM control statement or by an end of data (/*) job control statement. For 
details concerning the linkage editor, refer to the system service programs (SSP) user 
guide, UP-8062 (current version). 
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1.7.5. Data Utilities 

The OS/3 data utility and service routines are provided to assist you in manipulating data 
files and preparing card decks. Your use of these routines requires only a minimum 
amount of programming effort. You simply code the appropriate job control statements, 
together with utility and data statements or control specifications, to exchange information 
with OS/3, submit parameters, and start your job. 

"The OS/3 data utilities and service routines are described in detail in the data utilities 
user guide/programmer reference, UP-8069 (current version): 



PART 2. CARD, DISKETTE, AND PRINTER FILES 
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2. Card Formats and File Conventions 


2.1. GENERAL 

This section describes the data formats and file conventions that apply to the card reader 
and card punch subsystems supported by the SPERRY UNIVAC 90/30 System and the 
OS/3; 

■ SPERRY UNIVAC 0604 Card Punch Subsystem 

t - ’ .. .. s. ■ ■ 

■ SPERRY UNIVAC 0605 Card Punch Subsystem 

■ SPERRY UNIVAC 0716 Card Reader Subsystem 

■ SPERRY UNIVAC 0717 Card Reader Subsystem 

■ SPERRY UNIVAC 0719 Card Reader Subsystem 

For the functional characteristics of these subsysterhs, refer to Appendix A. 

2.2. FILE ORGANIZATION 

Your punched card decks may include a start-of-data job control card at the beginning and 
must include an end-of-data job control card at the end of the card deck (Figure 2 — 1). , 
Punched card files can be input (card read), output (card punched), or combined 
(read/punched). 

The basic punched cards for subsystems supported by OS/3 are standard 80-column, 12- 
row rectangular tab cards. However, optional hardware features, available on both 0716 
and 0717 card readers, allow reading Of 51- and 66-column stub cards. The 0716 is 
capable of reading 96-column card data files. 
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Figure 2 — 1. Typical Card File Structure 


2.2.1. Card Input Files 


The card reader handles fixed-length unblocked records, which always have the same 
length for your entire file. This length is equivalerit to the value you selected for the 
BLKSIZE keyword parameter of the DTFCD macroinstruction when defining the file. Figure 
2 — 2 illustrates the fixed-length unblocked format related to card input files; the same 
format is used for combined files (8.2.3). 



record n 

L . J 




NOTES: 

1. The record length, A, must be an even number of bytes, at least as many as specified by the BLKSIZE keyword 
parameter. 

2. The I/O area must be aligned on a half-word boundary and comprise an even number of bytes. 

3. When 51 -column stub cards are processed, the BLKSIZE keyword parameter may specify a 51 -byte length, but the I/O 
area must be 52 bytes in length. A work area may be 51 bytes long. 


Figure 2 — 2. Fixed-length Unblocked Record Format for Input and Combined Card Files 
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2.2.2. Card Output Files 

The card punch files (output) consist of data that is formed into physical records, usually in 
the I/O area, and then output to the card punch, where the records are punched in the 
standard 80-column format. The cards are then accumulated in a stacker, which keeps 
them in sequence. 


2.2.3. Combined Files 

Combined read/punch files are allowed only where the optional read/punch feature is 
installed as part of the card punch. This feature allows you to read cards and punch cards 
in the same file (deck) on a single pass through the card punch. Reading and punching of 
cards can be accomplished in the following ways: 

■ Data can be read from a card then punched on the same card. This requires the 
nonoverlap mode of processing (3.3). 

■ A card deck containing alternating punched and blank cards can be entered; each 
punched card is read and data is punched on the blank card following. The overlap 
mode of processing must be specified (3.3). 

■ Punched cards and blank cards can be grouped; the punched cards are then read, and 
the following group of blank* card is punched with the new data. The overlap mode of 
processing must be specified (3.3). 


2.3. RECORD FORMATS 


2;3.1. Start-of-Data Job Control Statement (/$) 

Data management does not check for a start-of-data card. For cohsistehcy, you may 
choose the /$ card convention as a card file Identification. If you do, so, your program 
should include a check for this card. 


2.3.2. End-of-Data Job Control Statement (/*) 

Data management checks for an end-of-data card when you are reading cards. The format 
of this card is identical to that required by job control. The first two columns contain /*. 
When this configuration is sensed, control is transferred to the end-of-file address 
specified for the file. When an output file is punched, the end-of-data card is not punched 
by logical IOCS. You must supply the end-of-data card for input and combined files. 
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2.3.3. Card Punch Records 

You may form card punch records either in the I/O area or in a designated work area of 
main storage. The records, illustrated in Figure 2 — 3, are of three types: 

■ Fixed-length records 

■ Variable-length records 


■ Undefined-length records 

Fixed- Length 



data 

1 . 

' ^ -I 

Undefined 

■ .‘-I 


data 1 J 


' A— -- ' -- -- >1 


Variable-Length 


b 

r 

u 

data 



. , .. .. .... .J 



N 

j 


..... 

- F— -■ .1 


LEGEND: 


b Block size field, four bytes 
r Record length field, two bytes, binary 

u Reserved (two bytes); may be any two characters chosen by the user 

A Data record length - f - 

C Variable record length , 

D Record size field . 

F I/O area layout ' 

NOTES: 

1 . An I/O area must be so aligned that the first character to be punched falls on a half-word boundary. 

2. Record length, as a binary number, must be placed in the first two bytes of the record length field (r) before punching a variable- 
length, unblocked record. 

3. An even number of bytes should be allocated for data in I/O areas, even though an odd number of columns are to be punched. 
The I/O areas for a file with an odd block size should provide at least block size+1 bytes. 


Figure 2 — 3. Card Punch (Output File) Record Formats 
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3. Function and Operation of 
Punched Card SAM 


3.1. GENERAL 

The OS/3 includes data management modules that you can use to move and manipulate 
sequential access method (SAM) card reader files, card punch files, and combined 
(read/punch) files. These modules allow you to configure your program for each particular 
application and related device types. 

This section contains a brief functional description of punched card SAM operation for 
input files, output files, and combined input/output files. Following the functional 
description is a detailed explanation of the declarative macroinstructions that define the 
three types of files. The section concludes with detailed descriptions of the imperative 
macroinstructions that initiate, conduct, and terminate file processing. 


3.2. FUNCTIONAL DESCRIPTION 


3.2.1. Punched Card Input 

The card reader is a unit record device and is connected to the integrated peripheral 
channel or to the multiplexer channel, if several relatively slow peripheral devices are to 
share I/O jointly. The punched card file comprises data in the Hollerith punched card code 
(Appendix C). The cards are usually divided into fields; these files, in turn, are combined to 
form physical records. 

You define, to the system, the type of file, structure of the data, and the operating 
environment in which your file will be processed through a define the file (DTFCD) 
declarative macroinstruction. At system installation, the system macro library file 
($Y$MAC) is loaded with source code modules that are common to several machine 
operations. These modules include data management modules that are common to several 
device types and access methods. 

When assembling the program, you define the files (input, output, or combined) used in 
the operation through the DTFCD macroinstruction. The source modules for the particular 
data management operation are called in from the macro library during program assembly 
by using imperative macroinstructions which place the modules in your program as inline 
code. Each macroinstruction available for punched card file processing is described in 
detail in 3.3 and 3.4. 
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3.2.2. Punched Card Output 

The punched card output records are constructed in the I/O area or a designated work 
area. Processing data and creating an output on punched cards are similar to the 
procedure described in 3.2:1 except that the CNTRL macroinstruction can be used with the 
0604 Card Punch Subsystem (0604 card punch). 

If the punched card deck is to be inserted in a program, you must punch a start-of-data 
(/$) job control card and an end-of-data (/*) Job control card and add these to the 
beginning and end of the punched card deck. 
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DTFCD 

(card) 


3.3. DEFINE A SAM CARD FILE (DTFCD) 

Function: 

The DTFCD declarative macroinstruction is required for you to define punch card files 
that are accessed by OS/3 SAM. Following is a listing, in alphabetic order, of the 
required and optional keyword parameters that might appear in the operand of the 
DTFCD macroinstruction. A summary of the keyword parameters is provided in Table 
3—1. 

A comma is shown preceding each keyword parameter except the first, to remind you 
that ail keywords coded in a string must be separated by commas. However, a comma 
must neither be coded in column 16 of a continuation line, nor follow the last 
keyword in the string. Refer to the coding examples which follow. 

Format: 




LABEL 


A OPERATION A 


OPERAND 


filename 


DTFCD 


[ASCII=YES] 

[,AUE=YES] 

[,BLKSIZE=n] 

[,CONfROL=YES] 

[,CRDERR=RETRY] 

[,EOFADDR=symbol] 

[, E R ROR=SYmbol] 

,IOAREA1=symbol 

[,IOAREA2=symbol] 

[,lbRE<3={r)] 

jTBL=symbpl] 

,MODE= ( BINARyI 
CC 


TRANS 

[,OPTION-YES] 

[,ORLP=YES] 

[,PTBL=symbol] 

[,OUBLKSZ=n] 

,RECFORM= 


UNDEF 

VARUNB' 


,RECSIZE= 


{r}] 


,SAVAREA-symbol] 
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LABEL 

A OPERATION A 

OPERAND 

filename 

DTFCD 


,TYPEFLE= 

INPUT 



(cont) 




OUTPUT 






1 

CMBND 

1 





”,WORKA=YES] 



Keyword Parameter ASCII: 

ASCII=YES 

Specifies processing in American Standard Code for Information Interchange 
(ASCII). 

For input files, you must specify this parameter if you desire your card data to be 
translated into ASCII code for internal processing and storage. 

For output files, you must specify this parameter if internal processing is in ASCII and 
you desire output in Hollerith punched card code (Appendix C). 

The keyword parameter MODE should be written as MODE=STD if this parameter is 
supplied. 

Keyword Parameter AUE: 

AUE=YES 

Inhibits data management error processing when validity check errors are 
detected on nonbinary input files. 

In punched card input files, a validity check error (also termed a unique unit error) is 
the occurrence of more than one punch jh rows 1 through 7 of any column in a card, 
and usually indicates a mispunch. Each time a validity check error is detected, the 
operator receives a PIOCS message at the system console indicating the problem. The 
card containing the error is the last card in the stacker. The operator has three 
options: He can place the error card in the input hopper and reply "R" to reread the 
card, or he can reply "I" or ''U”, to indicate that the error is to be ignored or is 
unrecoverable. If you have specified AUE— YES, and the operator replies "I" or "U”, 
data management does not branch to your error routine. The error card is skipped (not 
passed on to the user). 

On the other hand, if you do not specify AUE=YES and a validity check error is 
detected, data management branches to your error routine if the operator replies "U". 
When your error routine receives control, data management will have set the unique 
unit error flag (byte 0, bit 2) of filenameC in your DTFCD file table. Refer to Appendix 
B. Data management ignores the AUE keyword parameter if 8413 diskette files are 
used. . ' 

Keyword Parameter BLKSIZE: ! 

BLKSIZE=n 

Specifies the length of the I/O area in bytes. If the records in a file are variable 
length, n specifies the maximum size for records. For variable, unblocked records, 
n includes the block size and recpfd length fields. 
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The user can specify BLKSIZE=1 to BLKSIZE=96 to read from 1 to 96 columns of 
a 96-column card. 

A user program that specifies BLKSIZE=1 to BLKSIZE=80 can read from 1 to 80 
columns of 96-column cards. A program that has a BLKSIZE of 1 to 80 and that 
has been used with 80-column cards, in any mode except binary, can read 96- 
column cards with no program changes. 

A program that specifies BLKSIZE=1 to BLKSIZE=96 to the DTFCD proc call can 
be used to read up to 96 columns of a 96-column card. Such a program can also 
read up to 80 columns of 80-column cards. The DMCS will blank out (insert the 
appropriate blank character, based on data- mode) bytes in the user's I/O and 
work areas for columns beyond 80. At OPEN time, DMCS checks for 80-coiumn 
cards being read with BLKSIZE from 81 to 96. If such a condition exists, a 
message is issued to the operator with a required reply. 

If omitted, the block size is determined from the keyword parameters MODE, 
RECFORM, and STUB. ' 

Keyword Parameter CONTROL: ‘ Z- 

CONTROL=YES 

Specifies that your program will issue one or more CNTRL imperative macros to 
control stacker selection on the 0604 card punch; used only for output or 
combined card files. 

The use of the CNTRL macro, which applies neither to input card files nor to the 0605 
card punch, is explained in 3.4.4. If you specify CONTROL=YES in the DTF for an 
input file, the parameter is ignored, and a diagnostic message is printed in the DTF 
expansion in your assembly listing. 

Keyword Parameter CRDERR: 

CRDERR=RETRY 

Specified if card punch error recovery should be attempted on hole-count errors 
for 0604 and 0605 combined read/punch files or oh the 0604 card punch output 
files with stacker selection. Error cards are automatically selected into the error 
select stacker. If error recovery is not successful; the logical IOCS returns control 
to the address of the user's error, routine (ERROR). If keyword parameters 
CRDERR and ERROR are not specified, the card system returns to your program 
inline when a punch error (hole count error) is encountered. See 3.6.2. 

Error recovery is provided for hole-count errors on 0604 combined read/punch card 
files, 0604 card output files with stacker selection, and punch check errors on 0605 
combined read/punch card files. If the 8413 diskette is used, the CRDERR=RETRY 
parameter is ignored. 

Keyword Parameter EOFADDR: 

EOFADDR=symbol 

Specifies the address to which control is transferred when the end-of-data card 
is sensed. This keyword parameter is required for all input and combined files. 
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Keyword Parameter ERROR: 

ERROR=symbol 

Specifies the address of your error handling routine. When a fatal hardware or 
detectable logical error occurs on a file, you may have control transferred to a 
special error handling routine. If not specified, errors return inline (see 3.6 and 
Appendix B). 

Keyword Parameter IOAREA1: 

IOAREA1=symbGl 

Specifies the address of an I/O area that each input or output file must have 
reserved for its individual use. Keyword parameter IOAREA1 specifies the input 
area for a combined file; IOAREA2 must also be used to specify the combined 
file's output area. I/O areas must contain an even number of bytes for data to be 
punched or read. Odd numbers of columns can be read or punched. If the 
BLKSIZE specification is an odd number of bytes, the I/O areas must be at least 
BLKSIZE + 1 bytes long; this means, for example, if you are using ail of the 51- 
column stub card and have therefore specified BLKSIZE=51, that the length of 
the storage area you define for IOAREA1 must be 52 bytes. The first data byte 
(character read or to be punched) must be aligned on a half-word boundary. The 
length of the area is specified by the keyword parameter BLKSIZE. 

Keyword Parameter IOAREA2; 

IOAREA2=symbol 

May specify a secondary I/O area for standby processing; must be used to 
specify the output area for a combined file. You must allocate I/O areas that 
provide an even number of bytes of data. The first data byte must be aligned on a 
half-word boundary. 

Keyword Parameter lOREG: 

IOREG=(r) 

Specifies the number of the general register (2 through 12) used to reference 
current data. If SAVAREA is specified, register 13 may be used for lOREG. If a 
work area is not required, this keyword parameter must be specified when there 
are two I/O areas. This parameter may not be specified if either a work area or a 
combined file is Specified through the DTFCD macroinstruction. Do not specify 
WORKA if this parameter is specified. 

Keyword Parameter ITBL: 

ITBL=SYmbol 

Specifies the addrass of the 256^byte translation table in your problem program 
when records in an input or combined file are to be translated on input. If the 
keyword parameter MODE=TRANS is specified, the keyword parameter ITBL 
must also be specified. 
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Keyword Parameter MODE: 

This keyword parameter is used to specify the input/output mode of the file and is 
required as part of the DTFCD macroinstructioh. There are four forms of the keyword 
parameter which can be used with all types of files* 

MODE=BINARY 

This form is used for cards read on the card reader in binary mode or for cards 
read or punched on the card punch in column binary (image) mode. An I/O area 
of 160 bytes is required for one 80-coiumn card. 

The binary mode is not available for 96-column cards. This parameter is ignored 
if the 8413 diskette is used. 

MODE=CC 

On the card punch, this form must be specified for cards read or punched in 
compressed code. An I/O area of 80 bytes is required for one 80-cblumn card. 

MODE=STD 

Should be specified for cards to be read or punched in EBCDIC. This keyword 
parameter must be specified if the ASC I l=YES parameter is specified. If no 
MODE keyword is supplied, this option is assumed. 

MODE=TRAIVIS 

You should specify this option to have cards read in EBCDIC and translated by 
your ITBL translation table, or translated by your OTBL translation table and then 
punched in EBCDIC. Each position of your 256-byte translation table contains a 
bit-pattern you have assigned to it. 

On reading a byte or card column in the record to be translated, data 
management places into the receiving byte of your I/O area the bit-pattern it 
finds in the position of your translation table which corresponds to the position 
which the bit- or hole-pattern to be translated occupies in Table C— 1 (Appendix 
C). For example, on reading 12-0-9-8-1 hole-pattern, which occupies position 0 
in the EBCDIC column labeled Hollerith Punched Card Code in Table C — 1, data 
management will place into your I/O area the bit-pattern it finds in position 0 of 
your ITBL translation table. If you move to your I/O or vvofk area the bit-pattern 
which occupies position 1 of your OTBL translation table, data management will 
punch the hole-pattern (12-9-1) which occupies position 1 in the EBCDIC column 
labeled Hollerith Punched Card Code in Table C — 1, and so on. 

Do not use the Hollerith Punched Card Code column in the ASCII portion of Table 
C — 1 for this translation table feature. 

Keyword Parameter OPTION: 

OPTION=YES 

Specifies an optional file: one which you anticipate will not invariably be required 
for every execution of your program. 
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When the OPTION keyword parameter is used, optional file processing is performed 
by data management: 

■ if the OPT positional parameter is included in your DVC job control statement 
and the device is not avaialble at execution time; or 

■ when no device is assigned to the file by your job control statements (i.e., no 
DVC-LFD device assignment set). 

Optional file processing: 

■ For an input or combined file, which you issue a GET imperative 
macroinstruction, data management branches to your end-of'^file routine 
(EOFADDR). No cards are read. You should close the card file. 

■ For an output or combined file, if you issue a PUT or a CNTRL imperative 
maeroinstruction, data management disables these and immediately returns 
control to your program at the normal point. No I/O is performed. 

If you do not specify OPTION=YES, and one of the foregoing conditions occurs, the 
file is not opened. Data management branches tto your error routine, if you have 
supplied one, or to the normal return point in your program if you have not. You will 
not be able to perform further processing on the file. 

Keyword Parameter ORLP: 

ORLP=YES 

May be specified for combined files processed in overlap mode, when you are 
using a card read/punch unit with the prepunch read station feature installed. 

In the overlap mode, each GET or PUT macro processes a different card. Use this 
mode to read a card and then punch data on the following card. In the nonoverlap 
mode, you can read and punch the same card. If you issue a GET maeroinstruction, 
you cause a card to be read. If you issue a GET macro and then a PUT macro, you 
punch data on the same card that was read by the GET macro. In either mode of 
operation, you can issue a series of GET macros or a series of PUT macros. Five 
successive GET macros read five cards; five successive PUT macros punch five cards. 

Three possible combinations for issuing GET and PUT macroinstructions are: 

1. Alternating GET and PUT macroinstructions, when used with alternating 
prepunched and blank cards, produce valid results if overlap is specified. Each 
GET maeroinstruction applies to prepunched input data cards, and each PUT 
maeroinstruction applies to punching data into a blank card. 

2. Multiple GET macroinstructions between single PUT macroinstructions, when 
used with multiple prepunched cards between single blank cards,’ produce valid 
results if, in every case, the number of GET macroinstructions corresponds to the 
number of prepunched cards between each of the blanks that the PUT 
macroinstructions reference. 
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3. Multiple GET and multiple PUT macroinstructions, when used with multiple 
prepunched cards between multiple blanks, produce valid results if the nurnber 
of GET macroinstructions and PUT macroinstructions and the number of 
prepunched and blank cards are Consistent through the program. 

Keyword Parameter OTBL: 

OTBL=symbol 

Specifies the address of the 256-byte translation table in your program when 
records in an output or combined file are to be translated on output. A 
translation table is required if the keyword pararneter MODE=TRANS is 
specified. 

Keyword Parameter OUBLKSZ: 

OUBLKSZ=n 

Specifies the length (in bytes) of the secondary I/O area (IOAREA2) for a 
combined file. If OUBLKSZ is omitted, the size of the output block is assumed to 
be the same length as BLKSIZE. 

Keyword Parartieter RECFORM: 

RECFORM=FIXttNB 

Fixed-length unblocked records are assumed by the logical IOCS when this 
keyword parameter is omitted. For input or combined files, this option 
(RECFORM=FIXUNB) must be used. 

RECFORM=UI\IDEF 

Used for undefined records in output files only. You must specify the RECSIZE 
keyword parameter when this option is used. If the 8413 diskette is used, this 
pararneter specification causes the generation of an invalid DTF field message, 
DM61: 


RECFORM=VARUNB 

Used for variable-length, unblocked records in output files only. 

Keyword Parameter RECSIZE: 

RECSIZE=(r) 

Specified for output files with undefined record format; (r) indicates the number 
(2 through 12) of the general register that holds the length of the output record. 
The record size must be entered into the general register before the PUT 
macroinstruction is issued. If SAVAREA is specified, register 13 may be used for 
RECSIZE. 

RECSIZE=n 

Specifies the record size in bytes used in conjunction with the BLKSIZE 
parameter value. Data management uses both values to invoke multi-sector I/O 
operations in processing diskette files. 
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Keyword Parameter SAVAREA: ' 

SAVAREA=symbol 

Specifies the label of a 72-byte register save area, aligned on a full-word 
boundary. 

Specified for each card file defined for a program. Only one user register save 
area is needed for each program. 

If you have a program written for the SPERRY JJNIVAC 9200/9300 Series, m which 
register 13 is employed, it may be converted to, OS/3 specifications by adding a 72- 
byte labeled save area (aligned on a full-word boundary) and by specifying the 
SAVAREA keyword parameter. Refer to 1.4 for the content of this area. 

If SAVAREA is not specified, register 13 must be loaded with the address of a 72-byte 
register save area, aligned on a full-word boundary, before any imperative macros are 
issued. . 1 r 

Keyword Parameter STUB: 

This keyword parameter is used with 0716, 0717, and 0719 card readers and must 
be supplied when the stub card read feature is to be used. If the 8413 diskette is 
used, both the STUB=51 and STUB=66 parameter specifications are ignored. 

STUB=51 

The stub card read feature applies to cards with 51 columns. 

STUB=66 

The stub card read feature applies to cards with 66 columns. 

The block size specified (BLKSIZE=n) must be less than or equal to the number of 
columns in the card; however, because of the requirement for an even number of 
bytes in the length of the I/O buffer, you must reserve 52 bytes for the buffer in 
defining it with a DC or DS statement in your program when you are reading all 
columns of a 51 -column stub card. 

If omitted, standard 80-column cards are assumed. 

Keyword Parameter TYPEFLE: 

TYPEFLE=l«f*llt 

Describes an iriput file only. This option is assumed if this keyword parameter is 
not specified. 
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TYPEFLE=OUTPUT 

Describes an output file only. 

TYPEFLE=GMBIMD 

Describes the combined file when both the read and punch features are to be 
used. 

Keyword Parameter WORKA: 

WORKA=YES 

Specified if I/O records are to be processed in a work area rather than in the I/O 
area. The address of the current work area must be specified with each GET or 
PUT macroinstruction. If this keyword parameter is specified, the keyword 
parameter lOREG must not be specified. 

The following are examples of coding the DTFCD macroinstruction. 

Examples; 
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Table 3 — 1. Summary of Keyword Parameters for the DTFCD Macroinstruction (Part 1 of 2) ( 


Keyword 

Specification 

input 

Files 

Remarks 

Output 

Cmbnd 

ASCII 

YES 

X 

X 

X 

Specifies processing in ASCII; if used, 
M0DE=STD must be specified 

AUE* 

YES 

X 



Skip cards containing validity check errors. 

BLKSIZE** 

n 

X 

X 

X 

The maximum block size, ih bytes 

CONTROL* 

YES 


X 

X 

Specified if CNTRL macro is to be issued to file 

CRDERR* 

RETRY 


X 


For card punch error recovery; if used, 
CONTROL must not be specified 

EOFADDR 

symbol 

R 


R 

End-of-file routine for input and combined files 

ERROR 

symbol 

X 

X 

X 

Address of the user's unrecoverable error 
routine 

IOAREA1 

symbol 

R 

R 

R 

Address of input/output area; output area for a 
combined file 

IOAREA2 

symbol 

X 

X 

X 

Address of alternate input/output area; output 
area for a combined file 

lOREG 

(r) 

X 

X 


General register (2— 13) that contains the 
address of the current record when processing 
in two I/O areas. Omit WORKA—YES. Must not 
be used for a combined file 

ITBL 

symbol 

X 


X 

Address of input translate table; required when 
M0DE=TRANS is specified 

MODE 

BINARY* 

Y 

Y 

Y 

Specifies cards are to be read or punched in 
column binary 

CC 

Y 

Y 

Y 

Specifies records are to be read or written in 
compresed code 

STD 

Y 

Y 

T 

Specifies records are to be read and written in 
EBCDIC 

TRANS 

Y 

Y ' 

Y 

For records to be read or written in EBCDIC and 
translated by the table specified in the ITBL or 
OTBL entry, respectively 

OPTION 

YES 

X 

X 

X 

Specifies an optional file 

ORLP 

YES 



X 

. Specifies that a combined file is to be processed 
in an overlap mode 

OTBL 

symbol 


X 

X 

Address of output translate table; required when 
MODE=TRANS is specified 

OUBLKSZ 

n ' 



R 

Specifies the length of IOAREA2 for a combined 
file 

RECFORM** 

mm 

R 

Y 

R 

For fixed-length records 

UNDEF* 


Y 


For undefined records 

VARUNB 


Y 


For variable-length records 
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Table 3—1. Summary of Keyword Parameters for the DTFCD Macroinstruction (Part 2 of 2} 


Keyword 

Specification 

Input 

Files 

Remarks 

Output 

Cmbnd 

RECSIZEt 

(r) 


X 


For undefined records; general register (2—13) 
contains record size . 

n 

X 

X 

. r "r 

Specifies record size in bytes and is used yvith 
BLKSIZE for nhulti-sector I/O on diskette. 

SAVAREA . 

YES 

^ 'i 

X 

X 

X 

Specifies 72-byte register^save area 

STUB* 

51 - 

X 



Stub card read for^BI-column cards 

66 

X 



Stub card read for 66-column cards 

TYPEFLE 


R 



For input files ^ 

output' 


R^ 


For output files 

CMBND 

' - 



Hi 

For icombined read/punch file * ’ v 

WORK A 

YES 

X 

x’ ' 

X 

Records are to be processed in work area. Omit 
lOREG 


LEGEND; 


R Required 

X Optional ' 

Y One option required 

*Not appliable for diskette files 
**Parameter may be changed on 
fParameter may be changed on 


3.4. IMPERATIVE MACROINSTRUCTIONS 

There are five imperative macroinstructions available to you for processing punched card 
SAM files: 

Macroinstruction 

OPEN 
GET 
PUT . 

CNTRL 
CLOSE 

The following paragraphs provide you with a detailed description of these 
macroinstructions, and provide' coding examples with explanations, when required, to 
clarify use. f ' • 


Use . _ ■■ , r. . : 

File control 

Record processing 

Record processing , ; 

Output and combined file record control- 
File control 


DD job control statement. | 

DD job control statement for diskette only. 
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OPEN 


3.4.1.. Open a Card SAM File (QPE^J : „ . , , 

Function: ' 

Before a file can be accessed by the logical IOCS, you must issue an OPEN 
macroinstruction. The transient routine called by the OPEN macroinstruction performs 
certain validation chebki dnd initiates file processing. A check is made to determine 
that you have supplied all the necessary keyword parameters defining the file. The 
device allocation performed by the job control program is determined. 

The actions performed by the OPEN transient routine depend on whether the file you 
are' dealing with is an input or an output file. For input files, the first data record is 
npt_available to you until a GET macToinstruction is issued. For output files, no data is 
written; however^ the data area is made available for use. Only one file per card 
reader should be open at any one time during execution of a program. 

Format: 


LABEL 

A OPE RATION A 

OPERAND 

[name] 

OPEN 

Tfilename-1 [,...,filename-n]) 



]( 1 ) : [ 



1 1 ) 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. The file 
name may have a maximum of seven characters; the maximum number of file 
names is 16. 

in:. ^ i : 

(1) or 1 i 

Indicates that register 1 has been prelbaded Ivvith the address of the declarative 
macroinstruction. * 

Example: 


LABEL 

AoperationA 

OPERAI^D 


1 

10 

16 


1 i i i t 1 

, ItoiPieiN, 


1 I 1 1 ! i 1 1 L_ 

1 n n 


Enters the transient routines necessary to prepare the DTF macroinstructions whose 
labels are INPUT, OUTPUT, and LISTING. Checks that they are prepared to access 
these files with the next imperative macroinstruction (GET, PUT, etc.). 
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PUT 


3;4.3. Output a Record (PUT) ’ ■ ' ' 

Function: 

The PUT macroinstruction delivers an output record to the logical IOCS in either the 
output area or a work area specified by you. 

Data management delivers the records singly to your output peripheral device. A 
general register (2 through 13) must be supplied (by means of the lOREG keyvvbrd 
parameter) when a standby area (IOAREA2) is specified and when no work area is 
used. This register provides the logical IOCS with a place to put the address of the 
current output area. Records processed in an I/O area can be referenced directly by 
means of the narhe you “have given to that area (lOAREAl). The Output a tees if6 not 
cleared after the current output data is sent to the device. You should exdrcise care to 
clear the area before use or to supply records, including blanks, which completely fill 
the output area to the logical IOCS to prevent spurious characters from appeariing in 
the data. 

When records are processed in a work area, the logical IOCS moves the record into 
the I/O area. This frees the yvork area for your^subsequent processingr 

When punching a record Gontaining an odd nymber of characters, data management 
places a nonpunching character in the I/O area at the very end of the data you 
supplied. 

Format: 


LABEL 

A OPERATION A 

-.A- - J- ■ ^ - OPERAND ' ' ' ' " 

[name] 

PUT 

C filename ") 

ir’ } 

, r workarea t 

Lir ij 



Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 

Positional Parameter 2: 

workarea 

Is the label of the work area from which the record may be obtained. 
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(0) or 0 

Indicates that register 0 has been preloaded with the address of the work area. 

If omitted, indicates you have chosen processing either by means of a register (lOREG 
keyword parameter) or by directly accessing the data relative to the name of the I/O 
area. 

NOTE: 

When the work area is specified, the keyword parameter WORKA=YES must be present in 
the DTE statement. 

Example: 


‘ LABEL AoPERATIONA OPERAND A 

\ -./V . ■ ,10 ' ' ' 16 ■- ' • 


1 - 1 1 i 1 1 1 


piar, , 


(Tit iY.-i&IUiTiWi&IRIKi . I I I -I I I I 1 I I I I I 1 1 1 1,.L X. 







Programming Considerations: 

■ Variable-Length, Unblocked Records 

You must determine the size of the output recbrd and miist insert the size at the 
beginning of the record before issuing the PUT macroinstruction. Record size includes 
the 4-byte record length field. You may npt access the first four bytes, which are 
reserved for block size. ' 

■ Undefined Output Records 

RECSIZE=(r) must be specified; you must determine and place the record size in this 
register before issuing each PUT macroinstruction. 
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CNTRL 


3.4.4. Controlling Stadker Selectioh on the Card Puncii (CNTRL) 

Function: 

The CNTRL macroinstruction allows you to control stacker selection oh the 0604 card 
punch for output or combined files; In processihg a corhbined file, you may read a 
card, process the data read from a card, and then select an output stacker in 
accordance with the data on the same card. If you issue the CNTRL imperative macro 
in your program, you must specify the CONTROL keyword parameter in the DTFCD 
declarative macro (3.3). 

The CNTRL macro is ignored if you issue it to a card file processed on the 0605 card 
punch because its small error stacker is not designed for selecting cards. 

Format: ^ 


LABEL 

A OPE RATION A 

OPERAND 

[name] 

CNTRL 

('filename') ,SS 

p ) 

- v;','.;. 








i 1 ) 




Positional Parameter 1: , . j 

filename 

Is the label of the DTFCD declarative macro defining the output or combined file. 
(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFCD 
declarative macro. 

Positional Parameter 2: • o : 

-SS ' ^ - V- ■' 

Specifies Stacker selection on the 0604 card punch. • v 

Positional Parameter s: ^ : 

Specifies selection of the normal stacker. ' > ' " 



Specifies selection of the select (error) stacker. If the third positional parameter is 
omitted, specification of the select stacker is assumed.' If the third positional 
parameter is specified, but is not specified as 1 or 2 . specification of the normal 
stacker is assumed; an error flag appears in your program listing. 
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3.4.4.I. Using the CNTRL Imperative Macro 

You issue the CNTRL macro after any PUT or GET imperative macro that punches or reads 
the card you want to select, and before any PUT or GET macro that processes the 
following card. If you issue several CNTRL; macros^ in succession, theTast one you issue 
controls which hopper the card goes into the next time card motion occurs. 

A look at the following schematic diagram of card flow through the 0604 card punch may 
be helpful in visualizing what the CNTRL macro does for you. In Figure 3— r-1, a card moves 
from left tp right from tlpe input hopper, past the optional prepunch read station, to the 
punch station. It then passes into one of the two output hoppers; either the nprmal stacker 
or the select stacker, according to the position of the deflector. The 0604 card punch 
subsystem, itself automatically deflects error cards into the select stacker; it is the deflector 
that can be controlled by the CNTRL macros issued in your program. 





INPUT 

HOPPER 



PREPUNCH 

READ 

STATION 

(OPTIONAL) 


PUNCH 

STATION 



DEFLECTOR 



D 

POSTPUNCH 

READ 

STATION 



SELECT NORMAL 
STACKER STACKER 


. Figure 3 — 1. Schematic Diagrarn of Card Flow through 0604 Card Punch 


The normal sequence is that a card in the postpunch station passes into the normal 
stacker when the following card enters the punch station; if you have set the deflector by 
issuing the CNTRL macro, however, it passes into the select stacker when the card 
following it moves (is fed or punched). Stacker selection for a csrd that has gone through 
the punch station thus takes effect when a macro is executed that moves the following 
card — a GET or PUT macro, depending on file type and your processing. , 


When a card file is opened, then, cards passing the punch station are sent to the normal 
output stacker until you issue: • 1 


■ CNTRL filename,SS; or 


■ CNTRL 


filename,SS,2. 
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Then, the following imperative macro (GET or PUT) that causes Card rhotion results in one 
card being placed in the select stacker. If you do not issue any further CNTRL macros, 
cards following the card that went into thd select stacker are sent into the normal stacker. 
Thus, a CNTRL macro to send a card to the select stacker applies only to one card: To send 
10 cards to the select stacker, you must issue 10 CNTRL macros, properly interleaved vvith 
PUT or GET macros. Note that the CNTRL macro causes no card motion itself. 

For an output file, each PUT macro causes a card to be fed into the 0604 card punch and 
a card to be directed into an output hopiper. You must issue the CNTRL macro after the 
PUT macroThat punches the card you want selected and before your next PUT macro: 

Example: .. / - ■ ; •• 


LABEL AOPERATIONA OPERAND A 

1 : • ^ It) ■ ■ ' ^ 16 ■ 



1. Punches card 1. 


2. Punches card 2; card T Is sent to the normal stacker. 

3. Punches card 3; card 2 is sent to the select stacker. 

4. Punches card 4; card 3 is sent to the normal stacker. 


5. Punches card 5; card 4 is sent to the select stacker. 







UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIO DATA MANAGEMENT 


3-TZ 


6. Punches carfj 6; card 5 is sent to the: normal stacker. 

7. Punches card 7; card 6 is sent to the normal stacker. 

8. On closing the output file, card 7 is sent to the normal stacker. 

9. PUNCH is the logical file name of the output card file being processed. 

When you are processing combined files (TYPEFLE=CMBND), you have two processing 
modes, overlap and nonoverlap. The overlap mode is specified with the ORLP keyword, as 
you recall from 3.3; if you omit the ORLP keyword from the DTP of a combined card file, 
you process the file in the nonoverlap mode. The action of the CNTRL macro is slightly 
different in each of these modes; consider the overlap mode first. 

For a combined card file with overlap, each GET or PUT macro advances a card, and the 
CNTRL macro applies to the card processed by the previous GET or PUT macro. The 
sequence of instructions in the following coding example processes a combined file deck 
named COMBO, in which each punched card is followed by one blank card. A punched 
card is read, data is processed, and some resulting data is punched into the blank card 
following it. 

Example: 



LABEL 

AoperationA 

OPERAND 

A 

1 


10 16 





UP-8068 Rev. 4 


SPERRY UNIVAC 0S/3" i 
BASIC DATA MANAGEMENT 


3-23 


The instruction sequence shown causes all the prepunched cards to be sent .to the 
select stacker and all of the newly punched cards to be sent to the normal stacker. 
Processing continues until an end-of-data {/*) card is detected (2.3.2); at this point, 
the end-of-file routine ENDFL closes the file, and the job terminates. 

On the other hand, consider the nonoverlap mode of processing a combined card file: 
A single card may be processed by a GET and a PUT macro. A CNTRL macro way be 
issued after any macro that processes a card. If a card is processed by both a GET 
and a PUT macro, CNTRL may be issued after! either the GET or the PUT macro to 
control stacker selection of that card. If several CNTRL macros. Which apply to a 
single card, are issued, the last CNTRL determines which stacker is selected. 

The following coding example reads three cards from a combined card file named 
COMB02, processed in nonoverlap mode and containing no blank cards. It punches data 
on all three cards; the first is sent to the select stacker, and the other two cards are sent 
to the normal stacker;- ' ^ ' • ■ 

Example: ■ 


LABEL AOPERATIONA * OPERAND A 

1 10 16 
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CLOSE 


3.4.5. Close a Card SAM File (CLOSE) 

Function:. , 

The CLOSE macroinstr-uction initiates the termination procedures for your card SAM 
file. When all the data in a file has been processed, a CLOSE macroinstruction should 
be issued. - tj).'' '’'' 

Format: ; 'r - ...r ,-:;. ^ - 


LABEL 

AoperationA 

OPERAND 

[name] 

CLOSE 

( filename-1 [,...,filename-n] j 
)(1) ( 

) ’’ ( 

....... .... . 


(*ALL " ) 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macfoihstruction in your program. Filename 
may contain a maximum of seven charaeterS; the maximum number of filenames 
is 16.' 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 

*ALL 

Specifies that all files currently open in the job step are to be closed. 

Example: 


LABEL 

1 

/yjPERATIONA 

10 

OPERAND A 

16 

e.N,x)i?,ap, , 


ClL^>,g,e 


I^N|"P|U|*TI 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 ! 1 1 1 1 1 1 — 1 — 1 — L_ 





^ - ' ' ■ - ■ . ■ ■ ■ 


Enters the transient routine which closes the file described in the DTF macroinstruction 
whose label is INPUT. 
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3.5. ERROR AND EXCEPTION HANDLING 
3.5.1. FilenameC 

When certain errors or exceptions to file processing performance are detected by OS/3 
data management, it wilT make appropriate entries in specific frelds of the t)TF file table, 
which your program may address in order to learn of these conditions and take the proper 
course of action on regaining control. One such field is filenameC, a 1-byte field which 
you may access by concatenating the character C to your 7-character logical filename and 
using the test-under-mask (TM) instruction. 

Refer to Appendix B for the meaning pf the bits in filenameC of the DTFCD file table which 
are set to binary 1 by OS/3 data managerrient for certain error and exception conditions. 


3.5.2. Filenames 

When you have specified CRDERR=RETRY on a card punch file DTFCD and six successive 
attempts to punch a card have failed> OS/3 data management sets the hardware error bit 
in filenameC [see Appendix B) and also places the image of the card which ip in error in 
filenames oi the DTFCD file table. Filenames, which you may address in the same way as 
filenameC, is an 80-byte field for all modes except the binary (image) mode, and a 160- 
byte field for that mode. Filenames does not contain'the error card i'mage if the file is a 
combined file. Software punchcretry applies toithe 0604 card punch. F^r the 0605 
(integrated) punch, the operator can repunch erroneous cards. ; 

3.6. SAMPLE PROGRAMS - I " 

The following examples have been constructed to illustrate typical uses of card input, 
output, and combined files in BAL programs. They also provide examples of the OS/3 job 
control statements you need to implernent your programs. 







LABEL Z^PERATIONA OPERAND A COMMENTS 









LABEL AOPERATIONA OPERAND A COMMENTS 








AoperationA operand a comments 












LABEL AOPERATIONA OPERAND A COMMENTS 
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4. Diskette Formats and 
File Conventions 


4.1. GENERAL 

This section describes the data formats and file conventions that apply to the 8413 
diskette subsystems files supported by OS/3. The 8413 diskette is a rapid replacement 
medium for card processing devices and provides multifile volume and multivolume file 
exchange capabilities. 


4.2. FILE ORGANIZATION 

The 8413 diskette is a single-sided, fixed-sector storage medium used for sequential file 
processing as a substitute for punched card equipment. The diskette subsystem handles 
single or multivolume input, output and combined files. A maximum of 19 files is allowed on 
a single diskette volume. A summary of the 8413 diskette volume characteristics follows: 


Tracks 

Tracks (usable) 

Sectors per track 
Sectors (records) per volume 
Sector size 
Files per volume 
Number of volumes 


77 (0—76) 

73 (1—73) 

26 

1898 
1 28 bytes 
19 maximum 
152 maximum per file 


Figure 4—1 illustrates the track and sector organization of an 8413 diskette volume. 



SECTORS 



Figure 4—1. Typical Organization of a Diskette Volume 








UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


4-3 


File description labels are written on the first track (track 0) of each volume of a diskette 
DTFCD file by data management. The maximum number of files that can be written to a 
volume is 19. The simple 128-byte diskette file label format is: 



Details on the diskette file description label are presented in D.5. 


4.2.1. Diskette Input Files ^ 

Diskette files can be contained on one volume or can span several volumes (multivo|urne 
file). Information on a, diskette volume is organized into two areas; the index track (track 0) 
and the data files (tracks 1 through 73)- Track, 74 is not used; tracks 75 and 76 are 
alternates or spares (See Figure 4—1). , 

The index track (track 0) contains a volume label (VOLI) in sector 7. Sectors 8 through 26 
are used for the file description labels. One file can beflescribed in each sector; therefore, a 
maximum of 19 file description labels can be entered in the track index. 

The data portion of the diskette files contain punch card images (EBCIDIC) with one record to 
each diskette sectqr. Each sector is 1 28 bytes long, and any unused space in the sector after 
the record is hardware padded. 

All diskette input files are read-only sequential files- Multivolume files require that the 
volumes be mounted in the proper sequence;, standard mount messages provide prompting 
to ensure that the volumes are mounted in the correct order. 
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4.2.2. Diskette Output Files 

Diskette output files are read/write sequential files allocated on a sector basis. All files 
must reside in a contiguous area. When the file description label is written, it includes a 
pointer to the beginning of the file. Card images that are read to diskette are entered 
sequentially, one record (card image) per sector; unused space after the record in each 
sector is padded with binary zeros. 


4.2.3. Combined Files 

Diskette combined files are read/write files that are used mainly for updating records. A 
record is read, updated, and then written back into its original location; this is the 
ndnoverlap mode of processing. You should exercise extreme care when using combined 
files, because destruction of the initial contents of the record read may result when writing 
back into that location. The overlap mode of processing for combined files is not supported. 


4.3. RECORD FORMATS 

Diskette records fall into two categories: fixed-length unblocked records and variable-length 
unblocked records. Records are contained one to a sector within a file. There is no record 
blocking of diskette records. 


4.3.1. Fixed-Length Records 

Fixed-length diskette records are all of equal length for a given file. Diskette records are 
generally the length for a given card type image (51, 66, 80, or 96); however, the records 
can be any length from 1 to 128 bytes. Figure 4 — 2 illustrates the fixed-length record 
characteristics. 


4.3.2. Variable-Length Records 

When you use variable-length records, data management preempts the first four bytes Of 
every block (in this case, record) for use as a record descriptor word (Figure 4—2). Data 
managerhent calculates the length of the record and inserts this for you in the first two 
bytes; the other two bytes are used by data management. 

Data management, again reserves the final two bytes of the record descriptor word (RDW) 
for its own use, but the first two bytes must contain the length of the record of which the 
RDW is a part. 

When you specify that your records are variable and unblocked, data management will write 
out one block for each logical record you submit, regardless of the amount of available space 
remaining in the I/O area. 

You must not use the RECSIZE keyword parameter in ydur DTFfor a file containing variable- 
length records, because data management expects to find the record size in the first two 
bytes of RDW. i 
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FIXED-LENGTH 

LOGICAL RECORD 

P 

U A 

1 

128 BYTES ^1 


1 28 BYTES 


VARIABLE-LENGTH 


r 

LOGICAL RECORD 

p 

^4 BYTES 1 

1 1 ® 

1 


1 124 BYTES 

^1 

L 

C 

1 

1 1 28 BYTES 1 


H 


LEGEND: 

r Record descriptor word (RDW) 

A Data record length plus padding to fill out the sector 

B Variable record length 

C I/O area layout 

P Padding 

NOTES: 

1. For input files, data management passes to the user the record length and data portion of the record. 

2. BLKSIZE=n specification on DTF macro and file label block length determines the size of record processed during 
OPEN processing. The maximum block size of multisector I/O is 1024 bytes. 

3. Unused sector space is hardware padded. 

4. Under multisector I/O, user lOAREA contains multiple records in either fixed unblocked or variable unblocked formats. 


Figure 4 — 2. Diskette File Record Formats 
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5, Flipction and Operatibn 

of Diskette 


5.il"'''GElMERAL " r 

This section contains a brief description of the data management modules that apply to 
SAM operation for input files, output files; and combined files used with diskette operation. 
Following the functidnal description is a detailed explanation of the declarative 
macroinstructions that define the'" three types of files. This sectidh concludes with the * 
imperative macroinstructions that initiate, conduct, and terminate file processing. 

NOTE: / ■ / ^ '..r-';' -• ■ ■; vj' v.,- 

The 841 3 diskette processor does not handle compressed code trsIMlatidh. 


5.2. FUNCTIONAL DESCRIPTION 
5.2.1. Input Record Processing 

Diskette input files, like punched card input files (2,2.1), use the fixed unblocked record 
format (RECFORM=FIXUNB). Diskette records range from a fixed length of 1 to 128 bytes 
per sector. In addition, diskette input files can be in variable unblocked record format 
(REGFORM=VARUNB). i ^ ^ ^ ^ ^ ^ 

Data management accesses diskette input files in read mode. only. Oiice data management 
locates a diskette file label at open time, it saves the file label address and certain fields of 
information from the label such as file extent boundaries, i.e. beginning of extent (BOE), end 
of data (EQD), and end of extent (EOE). Data .managerhent then compares file label 
information with DTF specifications to determine if the file should be processed under 
single-sector or multisector I/O. it is the user's responsibility, here td provide I/O areas of 
adequate size to handle the block length specified. ; . 
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5.2.2. Output Record Processing 

Data management accesses an opened diskette output file in both read and write modes. 
Using the file-id qn the job control // LBL statement, data management searches the index 
track fo locate the correspohdihg^file label and saves the file label address to be used at 
close time. Files can be extended or overwritten on output only if the expiration date has 
been surpassed or if INIT is specified on the // LFD statement. 

If specified on the // LBL statement for the output file, the new creation date is then 
inserted in the file label; otherwise, the system date is used as the creation date. 

If INIT is specified on the // LFD job control statement for an output file, the file expiration 
date is ignored and the file is overwritten. If EXTEND is specified on the / / LFD statement, 
the expiration date is checked and if still valid, the file is extended. If neither INIT or EXTEND 
is specified, a normal check of expiration date occurs. 

If rio major file errors occurred to that point, data management writes the label back to the 
index track in its original sector location, positioning occurs if EXTEND mode was specified, 
and data management marks the DTF as opened and passes control to the next instruction. 

Data management writes output files via the PUT imperative macro either by single-sector 
or multisector I/O (determined by BLKSIZE or RECSIZE DTF specifications). When data 
management closes output files, it writes all necessary buffers to the diskette to avoid loss 
of user records, and updates the EOD field ofvthe file label by reading the label, updating it, 
and writing it to its original sector location on the index track. Finally, data management 
resets indicators and fields in the DTF and marks the DTF closed. 



5.2.3. Combined File Record Processing 

Data management handles combined files (files capable of GET/PUT functions) at open 
time the same way it handles input files (5.2.1). 

Likewise, during close operations, data management handles combined files as output files 
(5.2.2) with one exception. If the current EOD is less than the original EOD, i.e., partial 
update occurred, data management does not update the EOD field on the file label. If the 
current EOD is greater than the original EOD, i.e , file extension occurred, data management 
updates the EOD field in the file label. ? 

Data management processes GET and, PUT diskette operations for combined files under 
single-sector l/0.>The IOAREA1 receives the input record via the GET macro. The user must 
move the record to IGAREA2 and then update it. The contents of IOAREA1 are 
superimposed on the updated record in IOAREA2. If an invalid character results, the original 
character in IOAREA1 will be substituted in IOAREA2. From there, the PUT macro writes it 
to the diskette at the sector from which the original record was read. Data management 
repositions back one sector before each write so that the PUT writes directly to the record's 
original location. When a series of PUT macros occurs, however, no backward sector 
repositioning occurs after the second and all succeeding PUT macros. The user must take 
care in moving updated records to avoid loss of existing data. 
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5 2.4. Multisedtor l/d 

Multisector I/O is allowed for the diskette up to a maximum I/O byte count of 1024. This 
means that up to 8 full 128-byte sectors (records) can be read or written with one physical 
I/O. Many more sectors can be handled, if record size is less than 128 bytes. For example, if 
record size is 80, the maximum blocksize that can evenly process multiple sectors is 960 
bytes and the number of sectors accessed in a single physical I/O is 12. 

To process smaller records using multisector I/O, the BLKSIZE and RECSIZE parameters of 
the DTFCD declarative macro must be specified with the blocksize value being an integral 
multiple of the record size. To determine the actual number of sectors to the processed, 
divide your BLKSIZE length DTF specifications by block length field in the file labdl (positions 
23 through 27 in the file label sector). 

The result must be an integral number of sectors. There is no remainder. Records are in 
blocked format in I/O areas; therefore, to facilitate record by record processing, you must 
specifiy either the lOREG or WORKA parameters on your DTFCD macro. 

In addition, the lOAREA buffer space allocation must be increased to equal the new larger 
blocksize specification in the DTFCD macro and reprogramming and reassembling of 
existing card file programs is necessary to use diskette multisector I/O. 

In multisector processing, the initial logical GET brings in a block of sectors and either 
points to a record or rhoves a record to your work area. When all records front a block of 
sectors have been processed, another physical multisector I/O occurs and processing 
continues until the file is exhausted and EOD is reached. Control then passes to your end of 
file routine (EOFADDR=symbol). 


5.2.5. Specifying 8413 Diskette Use ' 

The following steps are required to use the 8413 diskette: 

■ The supervisor which supports the diskette must be generated. See the system 
installation user guide/programmer reference, UP-8074 (current version). 

■ The DSKPRP system utility routine and diskette space management must be applied to 
the diskette to initialize the allocate file space before user program execution. See the 
system service programs (SSP) user guide, UP-8062 (current version). 

■ The appropriate job control statements must be provided to enable diskette recognition 
and scheduling. The // DVC statement specifies logical unit numbers 130, 131, 132, 
or 133 for diskette. The ALT option of this statement allows you to specify multivolume 
processing (using two drives). The // VOL statement supplies the diskette volume 
serial number. On a first run, the // EXT statement allocates sectors. The // LBL 
statement identifies the file (this name should match positions 5—12 on the file label 
of the diskette). 
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Only the first eight positions of the field are used for the file name. The // LBL 
statement can also specify the file creation date, and file expiration date. Finally, 
the // LFD statement specifies the name given for the file description (DTFCD); 

For further detail, see the job control user guide, UP-8065 (current version). 

5.2.6. Diskette Limitations 

The following limitations exist for the 8413 diskette; 

■ All .diskette files are created and retrieved sequentially. ' 

■ Data management requires that each diskette file be opened via an OPEN imperative 
macro before accessing the file and closed via a CLOSE macro when file processing is 

finished. Data management also recognizes a virtual device on an OPEN macro. 

■ The CNTRL imperative macro is ignored when issued to a diskette file. 

■ If an error occurs during file processing in; output mode, and control passes to the 
user's error routine, the user must close the file in error to permit data management to 
update the EOD pointer in the file label. 

■ Maximum block size allowable with multisector I/O is 1024 bytes and file processing is 
limited to tracks 1 through 73 . 

■ Within the same job step, only one logical file (DTP) may access a diskette volume. 

■ Data management cannot process, in a normal GET/PUT sequence, combined files that 
contain logically deleted data records containing 'D' in the first position of the record. 

■ Data management PUT operations do not use multisector processing if spooling out. 
The output writer provides this feature. 

■ All data management mount messages are suppressed in a spooling environment. 

■ If spooling is in operation, a CLOSE macro does not attempt to access the diskette. 
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DTFCD 

(Diskette) 


5.3. DEFINE A SAM DISKETTE FILE (DTFCD) 

Function: 

The DTFCD declarative macro used to define punched card files is also used to define 
diskette files (3.3). Except for the undefined record format specification 
(RECFORM=UNDEF) which generates an invalid DTF field message (PM61; see Table 
B — 1), if issued for a diskette, the following DTFCD parameter specifications do not 
apply to diskette files and are ignored if specified for diskette files: 

AUE=YES 


CONTROL=YES 

CRDERR=RETRY 

MODE=BINARY 

RECFORM=UNDEF 

STUB=51 i 

STUB=66 . 

The format of the DTFCD macroinstruction as it applies to diskette files follows: 
Format: 


LABEL 


A 


OPERATION 


filename 


DTFCD 


A 


OPERAND 


[ASCII=YES] 

[,BLKSIZE=n] 

[,EOFADDR=symbol] 

[,ERROR=symbol] 

IOAREA1=symbol 

[.IOAREA2=symbol] 

[,IOREG= (r)] 

[,ITBL=symbol] 


r .MODE 



L I TRANS 

[,OPTION=YES] 

[,ORLP=YES] 


[,OTBL=symbol] 


[,OUBLKSZ=n] 

^,RECFORM=j 



VARUNB 


}] 
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For a complete description and summary of each keyword parameter, refer to 3.3 and Table 


3—1. 


5.4. IMPERATIVE MACROINSTRUCTIONS 

There are four imperative macroinstructions available to you for processing diskette SAM 
files: 

Macro instruction Use 

OPEN File control 

GET Record processing 

PUT Record processing 

CLOSE File control 

The following paragraphs describe these macroinstructions in detail and provide coding 
examples with explanations. 
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OPEN 


5.4.1. Open a Diskette SAM File (OPEN) 

Function; 

The OPEN macroinstruction is used to open a file for processing. The transient routine 
called by the OPEN macroinstruction makes certain validation checks and then 
proceeds to access the diskette file. The OPEN transient routine accesses input and 
combined files in read only mode (5.2.1). It accesses output files in read snd write 
modes (5.2.2). 

Format: i 


LABEL 

A OPE RATION A 

OPERAND 

[name] 

OPEN 

ffilename-1... 

1(1) 

[,fllename-n]| 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. The file 
name may have a maximum of seven characters; the maximum number of file 
names is 16. 

( 1 ) 

Indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 


Example; 


LABEL 

AoperationA 

OPERAND 


1 

10 


16 


1 1 1 1 1 1 1 


XMilRUiTi > ^UiTtRUiT^ i i i i i i i j i i i i \ i i_Lj — 1 — l_ 


Enters the transient routines necessary to prepare the DTF macroinstructions whose 
labels are INPUT and OUTPUT. Checks that they are prepared to access these files with 
the next imperative macroinstruction (GET, PUT, etc.). 
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GET 


5.4.2. Retrieve Next Logical Record (GET) 

Function: 

The GET macroinstruction makes the next logical record in the input diskette file 
available to you. The data is accessible either in an I/O area or in a work area you have 
specified. Data records must be in fixed unblocked or variable unblocked format (4.3). 

If you specify only one I/O area and require single-sector I/O processing, you access 
records relative to the name of the I/O area. Otherwise, you must specify a register 
(lOREG keyword parameter) used by the card processor to supply the starting address 
of the current record or must specify a work area in the DTF declarative rhacro, 
WORKA=YES. 

If you use multisector, processing, to determine the number of sectors read by one 
physical I/O as a result of a GET macro, divide your DTF blocksize length by the block 
length field in the file label (positions 22^ — 26). The result must be an integral number 
of sectors. There is no remainder. The GEt macro reads a block of sectors and points to 
a record or moves it to a work area until reaching end of data (EOD). Data management 
then passes control to your EOFADDR=symbol routine indicated on, the DTF macro. 

Format: 


LABEL 

A OPE RATION A 

operand 

[name] 

GET 

/filename) f,/ workarea \1 

Id) M t(o) , j] 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. 

( 1 ) _ ■ 

Indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 


Positional Parameter 2: > . 

workarea 

Is the label of an area into which the current record is moved for processing. 
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GET 


3.4.2. Retrieve Next Logical Record (GET) 

Function: 

The GET macroinstruction makes the next logical record in an input file available to 
you. The data is accessible either in the j/Q area or fin a work area you ;have 
specified. The macroinstruction is used for all record types. 

If you specify only one I/O area, you may directly access data relative to the name of 
the I/O area. Otherwise, you must specify a register (through the lOREG keyword 
parameter) to be used by the logical IOCS to give the starting address of the current 
record, or you must specify a work area in the declarative macroinstruction. More 
than one work area may be employed, since the address of the area is specified to the 
logical IOCS with each GET macroinstruction. Each GET macroinstruction may specify 
a different work area, if necesary. 

Format: 


LABEL 

Aoperation a 

OPERAND 

[name] 

GET 

( filename) 

, ( workarea ) 




](1) > 

] (0) [ 




( 1 ) 

L ‘ 0 )J 



Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. 

(1)or1 

indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 

Positional Parameter 2: 

workarea 

Is the label of an area into which the current record is moved for processing. 
(0) or 0 

Indicates that register 0 has been preloaded with the address of a work area. 

if omitted, indicates the user has chosen processing either by means of a register 
(lOREG keyword parameter) or by directly accessing the data relative to the name of 
the I/O area. 

NOTE: 

When a work area is specified, the keyword WORKA=YES must also be specified in 
the DTF statement. 
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Example: 


LABEL 

1 

AoperationA 

10 

OPERAND 

16 

A 

1 , 

, 1 Lie.t , 


IiNli’PiUiTl^ iIiNlWi&IRiKi 1 1 1 1 1 1 1 1 1 — 1 — 1 — 1 — 1 — 1 — 1 — 1 — 1 — 1 — 1 — 

II n 




Places the next record of the file described in the DTP macroinstruction, whose label 
is INPUT, into the area whose label iS INWORK. The optional label HERE may be used 
to reference this point in the program. 
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( 0 ) 

Indicates that register 0 has been preloaded with the address of a work area. 

If omitted, indicates the user has chosen processing either by means of a register 
(lOREG keyword parameter) or by directly accessing the data relative to the name of the 
I/O area. 

NOTE: 

When workarea is specified, the keyword WORKA~YES must also be specified in the 
DTE statement. n ' ' • 

Example: ■ - 


LABEL 

AoperationA 

OPERAND 

'a 

1 


IQi. 

.\16 ^ ^ 


HE-RE, 1 , , 


GlET, , 


[XiMti^Linri € XiMjW^^xrKi i i \ i \ i 1 1 1 1 l ,j i . 1 1 i i i i 


Places the next record of the file described in the DTP macroinstruction, whose label is 
INPUT, into the area whose label is INWORK. The optional label HERE may be used to 
reference this point in the program. 
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PUT 


5.4.3. Writing a Diskette Record (PUT) 

Function; 

The PUT macroinstruction delivers an output record to the card processor. In single- 
sector processing, each PUT macro writes a record to diskette. In multisector 
processing, you use the lOREG or WORKA specifications in the DTF and the PUT macro 
to control the release and writing of individual records from a block of sectors held in 
the output buffer to the output file on the diskette. 

To prevent occurrence of unwanted information in the data, you must be careful to 
clear output record buffer areas before each use or, to supply complete records 
including blanks on each logical PUT. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

PUT 

/filename) I”, /workarea)! 

1(1) / L 1(0) jj 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. 


( 1 ) 

Indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 

Positional Parameter 2: 

workarea 

Is the label of the work area from which the record may be obtained. 


( 0 ) 

Indicates that register 0 has been preloaded with the address of the work area. 

If omitted, indicates you have chosen processing either by means of a register (lOREG 
keyword parameter) or by directly accessing the data relative to the name of the I/O 
area. 
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NOTE: 

When the work area is specified, the keyword parameter WORKA=YES must be present in 
the DTE statement. 

Example: 


LABEL 

AoperationA 


OPERAND 

A 

1 

10 


16 



_J 1 L_i 1 1 1 




UA 

, , , I , , , 

^ I i L_J i \ ! L_J I \ L 


Programming Considerations: 

■ Variable-Length, Unblocked Records 

You must determine the size of the output record and must insert the size at the 
beginning of the record before issuing the PUT macroinstruction. Record size includes 
the 4-type record length field. You may not access the first four bytes, which are 
reserved for block size. 



ur-ouoo nev. 


o-iz 


artttttY urMivMU ua/J 
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CLOSE 


5.4.4. Closing a Diskette File (CLOSE) 

Function: 

V 

The CLOSE macroinstructipn transfers control to a data managernent CLOSE transient 
routine which validates devices. If devices are diskette, a nevv diskette close transient 
receives control and determines the close processing required according to file type. It 
marks the DTF of an input file closed and resets indicators and fields in the DTF where 
applicable (2.4.3). For output files, it writes all necessary b offers to diskette^ updates 
the EOD indicator in the file label, and resets indicators in the DTF before closing the 
file (2.4.4). The diskette close transient closes combined files like output fjles except} 
when updating or not updating the EOD field for partial updates of files or extended 
writes to files (2.4.5). 

Format: . ' ' , ' c,- 


LABEL 

A OPERATION A 

OPERAND 

[name] 

CLOSE 

(filename-1 [,...,filename-n] ) 



<(1) > 



(.*ALL ) 


Positional Parameter 1 : 
filename 

Is the label of the corresponding DTF macroinstruction in your program. Filename 
may contain a maximum of seven characters; the maximum number of filenames 
is 1 6. 


( 1 ) 

Indicates that register 1 has been preloaded with the address of the DTF 
macroinstruction. 

*ALL 

Specifies that all files currently open in the job step are to be closed. 


Example: 


LABEL 

1 

AoperationA 

10 

16 

OPERAND 

A 


ClLOS,)E 

n 

b:M.p,urTi , 

—1 L 1 1 -J i I i 1 1 1 J 

1 1 1 1 1 1 i 1 1 1 1 1 1 1 


Enters the transient routine which closes the file described in the DTF 
macroinstruction whose label is INPUT. 
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6. Printer Formats 

and File Conventions 


6.1. GENERAL 

The section describes the data formats and file conventions that apply to printer 
subsystem files supported by OS/3. The SPERRY UNIVAC 0773 Printer Subsystem, an 
integrated printer, is intended primarily for use with OS/3. However, the SPERRY UNIVAC 
0768, 0770, and 0776 Printer Subsystems are also supported by OS/3. 

A number of terms, used in What follows, are explained here: 

line spacing 

Advancing the paper (or forms) to be printed under the control of a line counter, 
i.e. a specified number of lines. 

line skipping 

Advancing the paper to a line on the form that is specified by a code placed in 
the vertical format buffer (VFB) by the user (or by a punch made by the user in 
the forms control loop). 

paper advance 

Vertical movement of. the form or paper in the printer either after printing or 
without printing, ,, . , , 

vertical format buffer 

A buffer in the 0773, 0770, 0768, and 0776 printers. The buffer contains a 
location for each line on a form. A code may be placed in the location that 
corresponds to a particular line. Your program can then advance the form to that 
line by issuing a skip command and specifying the appropriate code. The paper 
tape loop on the 0768 printer is used in conjunction with the VFB., 

load code buffer 

A buffer located in the printer that allows the specification of any 8-bit code for 
any graphical syrnbol.on the print band or drum. Thus, you can load the EBCDIC 
codes for the graphical characters on the print band into the load code buffer in 
the proper sequence and then print EBCDIC data. 
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6.1.1. 0773 Printer Subsystem 

The 0773 printer has a standard print line of 120 print columns. You can expand this to 
144 print columns through available hardware options. Line spacing (6 or 8 lines per inch) 
is accomplished through a switch on the printer. Paper advance (up to 15 lines) is 
controlled by the VFB and can be accomplished after printing or without printing. 


6.1.2. 0770 Printer Subsystem 

The 0770 printer allows you to use print lines of up to 160 print columns. The line spacing 
(6 or 8 lines per inch) and paper advance (up to 15 lines) are accomplished through the 
VFB. As with the 0773 printer, paper advance can be accomplished without printing or 
after printing. 


6.1.3. 0768 Printer Subsystem 

The 0768 printer allows you to print lines of up to 132 print columns. Line spacing (6 or 8 
lines per inch) is controlled through a punched paper tape loop (forms control loop), and 
paper advance (up to 15 lines) can be accomplished without priming or after printing. 


6.1.4. 0776 Printer Subsystem 

The 0776 printer allows you to print lines of up to T36 print columns. Line spacing (6 or 8 
lines per inch) and paper advance (up to 15 lines) are accomplished through the VFB. As 
with the 0773 printer, paper advance can be apcomplished without priming or after 
printing. 

' r- ' ' -'a" , 

6.1.5. 0778 Printer Subsystem 

The 0778 printer has a standard print line of 120 prim columns. You can expand this 
optionally to 132 print columns. Line spacing (6 or 8 lines per inch) is accomplished 
through a switch on the printer. Paper advance (up to 15 lines) js controlled by the VFB 
and can be accomplished after printing or without priming. , 


6.2. FILE ORGANIZATION 

A print file can be best described as a collection of related data that is output to a printer 
device, one line at a time (band or drum printer). Line printers assemble the contents of a 
complete line (including blank spaces) before actual printing occurs. 

Line printers are provided with the 90/30 system, and operate through OS/3. Therefore, 
not only are you responsible for organizing the data you want printed within each line, but 
you must also consider the vertical separation between lines and pages. 
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Print files described in this section fall into three categories: 


■ general text; 

■ / tabular data; and 

■ data printed on forms. 


6.2.1. Text 

The simplest printer file to understand and use is probably one which consists of plain 
text. For example, assume that each input record is punched card and each output record 
is formed in the I/O area dr in a work area you have specified. The records are output to 
the printer buffer by the physical IOCS. Each time that the printer buffer is full, a print 
command is issued and the line is printed. Figure 6 — 1 is a typical example of text output; 
the annotations point out the record where the home paper instruction should be issued 
and the home paper position necessary to begin printing the lower portion of the text at 
the top of a new page. 


LINE TRUNCATED (BIT 0) 


FIXED LENGTH, UNBLOCKED RECORDS* THE LINE TRUNCATED BIT IS SET 
DURING OPEN PROCESSING IF THE USER HAS SPECIFIED A BLOCK SIZE 
WHTCH INDICATES A PRINT LINE LONGER THAN THE MAXIMUM PRINT LINE 
WHICH CAN BE PRINTED ON THE ASSIGNED PRINTER. OPEN PROCESSING IS 
COMPLETED AND THEN A BRANCH TO THE USER ERROR ROUTINE OCCURS. IF 
THERE IS NO ERROR ROUTINE, THE OPEN ROUTINE RETURNS TO THE USER 
AT NORMAL RETURN POINT. IF THE USER CONTINUES PROCESSING EACH 
PRINT LINE WILL CONTAIN THE MAXIMUM NUMBER OF PRINT 


HOME PAPER ^ 

INSTRUCTION 

HOME PAPER PAGE 

POSITION NUMBER 

1 I 

90/30 PRINTER SYSTEM/USER INTERFACE ' 16 


PAGE POSITIONS WHICH CAN BE PRINTED ON THE ASSIGNED PRINTER. 

HEADING 

VARIABLE LENGTH, UNBLOCKED RECORDS AND-DEFINED RECORDS* 

IF THE USER TRIES TO PRINT A LINE LONGER THAN THE MAXIMUM LINE 
LENGTH INDICATED BY THE BLOCK SIZE SPECIFICATION, A LINE EQUAL 
IN LENGTH TO THE MAXIMUM INDICATED BY BL06k SIZE WILL BE PRINTED, 
AFTER THE LINE IS PRINTED, THE LINE TRUNCATED BIT WILL BE SET AND 
A BRANCH TO THE USER ERROR EXIT OCCURS. IF THERE IS NO ERROR EXIT, 
THE PUT ROUTINE RETURNS TO THE INSTRUCTION AFTER THE PUT MACRO 
INSTRUCTION. NOTE* THE OPEN ROUTINE ADJUSTS- BLOCK . SIZE . IF A PRINT 
LINE LONGER THAN THE MAXIMUM PRINT LINE ON THE ASSIGNED PRINTER 
IS INDICATED BY THE BLOCK SIZE SPECIFICATION. IN THIS CASE, BLOCK 
SIZE IS ADJUSTED TO- INDICATE A MAXIMUM PRINT LINE EQUAL IN LENGTH 
TO THE MAXIMUM PRINT LINE ON THE ASSIGNED PRINTER. 


VERTICAL 

SPACING 


6 LINES/INCH I 


Figure 6—1. Typical Text Output Example 
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6.2.2. Tabular Data ''' n; 

Tabular data and reports generally require a more complex printer file structure since 
there is a more varied spacing requirement, both vertical and horizontal (Figure 6 — 2). 
Also, column headings and similar repetitive items require a more complex program if the 
file is lengthy. The output records are formed in the same manner as those of regular text 
files (in the I/O area or work area) and are output to the printer one line at a time. 


HOME PAPER POSITION 


COLUMN 



Figure 6—2. Sample Table Printout 


6.2.3. Printer Forms 

Printer files that complete or that are added to document forms are usually simple to use 
once they are organized (Figure 6 — 3). By using tine contror and overflow 
macroinstructions, you can achieve desired vertical positioning. By forming your records 
(nroperly in the I/O area or work area, you can achieve the required horizontal positioning 
to place the data on the form where it belongs. , 



sper^y-6.univac 

11 COMPUTER SYSTEMS 



P. 0. BOX 500 

BLUE BELU PA. 19422 


HOME 

INT 

UMS 

POSITION 

SITE 3-r ' : ’ ■ '''■ ' 



ATTN I CATHY SMITH "" 


HOME PAPER . 

INSTRUCTION 

D6866M 8598 UP 8071 

ADDRESS CORRECTION REC3UESTE0 

RETURN POSTAGE GUARANTEED 

0G851 


UD1-527 

- - ■ ■ 


Figure 6—3. Sample Forms Printout 
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6.3. RECORD FORMATS 

You have the option of specifying, in the DTFPR macroinstruction, that a control character 
is to be included in the data records. This character specifies line spacing or skipping 
when the file is printed. The character itself is normally not printed, but is a part of the 
record in storage. If the record is sent to a printer and the user has not specified that the 
record contains a control character, the character is handled as data and printed. I/O 
areas must be large enough to include this character. 

When fixed-length or undefined record formats are used, the control character is the first 
character in the record (Figure 6 — 4). It js the first character following the record length 
specification in a variable-length unblocked record format. The block size of the output 
area must include the byte for the control character. If variable-length, unblocked records 
are to be processed, the block size must account for the initial eight characters as well as 
the control character (nine bytes total) in the output area. Although these characters do 
not appear in the output, the output area must be large enough to accommodate them. 
When a control character is specified, every record must contain a control character. 

When a PUT macroinstruction is executed, the control character in the data record is 
translated to the appropriate command code, (For the character required, see the CTLCHR 
keyword parameter under the DTFPR macroinstruction, 7.3.) The first character in the 
output data after the control character is the first character printed. Logical input/output 
control system (IOCS) modules also automatically issue certain printer control instructions. 
These involve printer overflow conditions and vertical format control. Parameters available 
with the macroinstructions that call the IOCS modules into the program allow you to tailor 
them for each particular task. In this manner, the complex vertical movement and overflow 
sensing functions are made easy for you to control. , 

If the CNTRL macroinstruction is to be issued for the printer, the CONTROL keyword 
parameter is specified and CTLCHR must be drnitted. 
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Fixed-Length '-j'V ■ * >‘7* ' V 



Variable-Length 



LEGEND: 


b Block size field, four bytes 
cc Control character, one byte, optional 

r Record length field, two bytes, binary ^ 

u Reserved (two bytes); can be any two characters you choose. ^ ' 

D Record size field 

A Data record length 

C Variable record length 

F I/O area layout 

NOTES: 

1. You must align an I/O area so that the first character to be printed falls on a half-word boundary. 

2. You must place record length, as a binary number, in the first two bytes of the record length field (r) before printing a 
variable-length, unblocked record. The record length includes the 4-byte record length field and the control character, 
if any. 

3. You should allocate an even number of bytes for data in I/O areas, even though an odd number of columns are to be 
printed. To print an odd number of columns, allocate data areas one byte larger than the number of columns to be 
printed. 


Figure 6 — 4. Printer Record Formats 
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6.4. VERTICAL FORMAT AND LOAD CODE BUFFERS 

In OS/3, you use the job control LCB statement to specify the load code buffer (LCB) and 
the VFB statement to specify the vertical format buffer (VFB) of the following printer 
subsystems: 

■ SPERRY UNIVAC 0768 Printer Subsystem 

■ SPERRY UNIVAC 0770 Printer Subsystem 

■ SPERRY UNIVAC 0773 Printer Subsystem 

■ SPERRY UNIVAC 0776 Printer Subsystem 

■ SPERRY UNIVAC 0778 Printer Subsystem 

Refer to Table A — 3 for operational characteristics of these printers, and to the job control 
user guide, UP-8065 (current version). ® 


6.4.1. Load Code Buffer Interchangeability 

There is no interchangeability of printer load code buffers across devices; an LCB job 
control statement you have specified for a particular printer and print band or drum cannot 
be used for any other. 

6.4.2. LCB Statement Specification 

You specify the codes to be assigned to each graphic symbol on the print band or drum by 
using the X (hexadecimal) or the C (character) positional parameters of the LCB statement. 
You must specify a character code or a hexadecimal specification for each symbol on the 
band or drym* and you may intermix X and C specifications. Each X or C specification 
must be complete on a single card. As many specifications as are necessary to specify an 
entire band or a single repeated font may be made. 

The space or nonprinting code should be specified through the SPACE keyword parameter, 
and not included in the sequence of codes specified through the positional parameters. 

If the number of characters is specified with the NUMBCHAR keyword," it should include 
only the number of codes specified for graphic symbols and should not include the space 
code. 

If the CARTNAME keyword is specified, the operator receives a message to mount the 
specified band, and program execution is suspended until the operator replies to the 
message. If the CARTNAME keyword is not specified, no operator message is issued. 
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6. 4. 2.1. LCB Specification for the 0773 ahjd 0778 Printers 

You may specify 48, 63, 64, or 256 characters for the 0773 and 0778 printers; however, 
any band having more than 64 characters requires the specification of 256 characters. A 
128-character cartridge requires the specification of 256 characters. A 128-character 
cartridge requires that the 128 characters be specified twice on the LCB statement. 

Dueling applies to 48-character bands only; you specify dueling with the DUAL keyword of 
the LCB statement. Four dualing characters may be specified for the 0773 and 0778 
printers; these correspond to the 39th, 40th, 44th, and 47th characters on the band. 

The CARTID specification is optional for the 0773 and 0778 printers. 


6. 4. 2. 2. LCB Specification for the 0770 and 0776 Printers 

You may specify from 24 to 384 characters for the load, cpde buffer of the 0770 and 0776 
printer. For repeating fonts ranging from 24 to 192 symbols, you need only specify the 
characters for a single font: for example you would specify only 128 characters through 
the LCB statement for a repeating font of 1 28 characters. 

Dualing for the 0770 and 0776 printers involves specifying up to four pairs of codes with 
the DUAL parameter. Each pair consists of one code that has been specified for the load 
code buffer, followed by one code that has not. Assuming, for example, that a band 
contains the question mark symbol (?), but not the vertical bar (|), you could substitute ? in 
your printout for | by specifying DUAL = C? |'. Every time your program outputs the EBCDIC 
code for a vertical bar to be printed, a question mark appears on the printed listing. 

For the 0770 and 0776 printer, you must specify the CARTID parameter, and the code you 
specify must be the correct one for the cartridge you intend to use. 

You may also specify a mismatch character for the 0770 or 0776 printer: that is, you may 
specify what character, other than blank (space), is to be printed whenever a character 
misrhatch occurs. 


6. 4. 2. 3. LCB Specification for the 0768 Printer 

You need only specify the string of codes for the load code buffer and the MISM, SPACE, 
and TYPE parameters. You may also specify the optional NUMBCHAR parameter, but the 
other parameters: of the LCB statement do not apply to the 0768 printer. 
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6.4.3. Vertical ‘Format Buffer Interchangeability 

Table 6^1 summarizes the conditions under which a properly specified VFB statement for 
one printer may be used with other devices. There is no difference in the appearance of 
the printed results if the same VFB statement is used from machine to machine under 
these conditions. ' = ? 


6.4.4. VFB Statement Specification 

Specifying a VFB job control statement involves visualizing the form with numbered lines. 
An 11 -inch form to be printed at a density of 8 lines per inch has 88 lines. At 6 lines per 
inch, an 1 1 -inch form has 66 lines. The first printable line on a form is line 1. The last line 
oa an 1 1 -inch form, printed at 8 lines per inch, is line 88. r 

The vertical format buffer can be specified and the program designed so that most printing 
occurs between the home paper code position and the overflow code position on the form. 
The position of the home paper code determines the amount of unprinted space at the top 
of the form, and the overflow code position approximates the amount of unprinted space at 
the bottom of the form. < ;r , o 

Because lines may be printed (a.pd the form advanced) beyond the overflow position, you 
must prgyide enough space between the overflow code position and the bottom of the 
form for any lines (and form advances) that must fit- on a page. Note that you must provide 
at least four lines between the overflow code position and the bottom of the form. This is 
particularly important for VFBs that are used to print dumps, librarian runs, assemblies, 
etc. ■- ^ ‘ : ' ■ / 


6.4. 4.1. Specifying Home Paper Position 

The HP code specified on the VFB job control statement gives the lines number location of 
the home paper position: The specification HP=5 places the home paper position on the 
fifth line of the form. 


6. 4. 4. 2. Specifying Forms Overflow Position 

You use the OVF keyword of the VFB job control statement to specify the forms overflow 
position to printer SAM. You should not specify; the OVF keyword if you do not intend to 
use it. 

When an overflow code is placed in the buffer, a space form operation (advance paper n 
lines) which would move the form to or beyond the overflow position causes forms 
overflow to be detected. On detecting forms overflow, printer SAM takes action according 
to your specifications of the PRINTOV keyword parameters in the DTFPR declarative 
macro. , : ' ; 
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No indication of overflow is returned to you, except that printer SAM transfers control to 
your overflow routine if you have so specified. In this routine, you may take such actions 
as skipping to the top of the next page, printing page numbers, pirinting subtotals, and so 
forth. , - 

You must specify the overflow code position so that enough space is left between the 
overflow position and the bottom of the form to print and space all of the lines that are to 
appear on the page. Printer SAM may print a line on or below the overflow code position 
and perform spacing before branching to your overflow routine. 

If a PUT appears in the overflow routine, the effect vvill be to perform spacing and/or print 
a line between the overflow position and the bottom of the form. 

If the user does not specify the PRiNTOV keyword in the DTP, data management takes no 
overflow action; in this event, the BAL programmer who is not counting lines in his 
program runs some risk of tearing -the form by printing on dr too near the perforations. 

Table 6—1 summarizes the combinations of device-independent control character codes 
permitted when using each type of printer with or without the TYPE parameter 
specification on the VFB job control statement. Because it describes the allowable use of 
device-independent control character codes. Tables 6 — 1, 7 — 1, and 7 — 2 should be used 
conjunctively. Table 7 — 1 interprets the* controi Character codes associated with each of 
four printer functions: print and space, print and skip, spacing, and skipping. Table 7—2 
interprets overflow and home paper control character codes. 

Note that the 0770^ printer has two overflow codes (9 and 12) that the data rnanagerrient 
PRTOV imperative macro can detect selectively. You should specify a secondary overflow 
code (hexadecimal code 9, specified through the OVF2 keyword) only with the 0770 printer 
and only if you are using the PRTOV macro, or (if you are not using data management) its 
PIOCS equivalent. 


6 4.4.3. Specifying Special Forms 

If you specify the FORMNAME keyword in the VFB job control statement, the operator is 
issued a message to mount the specified form, and program execution is halted until the 
operator replies. 


6.4i4.4. Paper Tape Loop, 0768 Printer 

For the 0768 printer, you must provide both a paper tape loop and a VFB job control 
statement. The paper tape should be punched to agree exactly with the VFB statement, 
with the following exceptions: 

1. A 7 should not be punched on the tape. Home paper should be punched either as 15 
(for 8 lines per inch spacing) or as 14 (for 6 lines per inch). Only one home paper 
code may be punched on the tape. 
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2. Channel 1, 2, 3, or 12 should not be punched on the tape. > 


Table 6 — 1. VFB Statement Specification and Interchangeability 




Specification of 
TYPE Keyword 

Statement May 
be Used With 
Printer Types 
(Note 2) 

Other Keywords that the User May Specify (Note 1): 

HP 

OVF 

OVF2 

GDI 

CD2 

CD3 

CD4 

CDS 

CD6 

CD7 

CDS 

CD9 

CD10 

CD11 

CD12 

CD13 

CD14 

GDIS 

=0773 

(or keyword 

omitted) 

07681 TYPE 
0770 y keyword 
0776 j omitted 
0773 

0778 

X 

X 



X 

X 

X 

X 

X 










=0768 

0768 

0770 ) ^ 

07761 

omitted 

X 

X 



X 

X- 

X 

X 

X 


X 


X 

X 


X 

X 

X 

=0770 

Note 3 

0770 

Note 4 

X 

X 

X 

:! 

X 

X 

X 

X 

■ X. 


X ! 

: 

1 

X 

X 


X 



=0776 

0768) ^ 

0770 

omitted 

0776 

X 

X 



X 

X 

X 

X 

X 


'x 


'■ 

X .1 

X 

■ 

i 

X. 




LEGEND: 

X Keyword may be specified. 


Keyword may not be specified. 


NOTES: 


1. This table is concerned with only the keywords shown; the user may always specify the LENGTH, DENSITY, FORMNAME, and USE keywords. 

2. The TYPE keyword should be sfjecified only If a particular printer type must be used. A VFB statement designed for a .particular printer (using the 

permitted key words shown for that printer in Table 6-1 ) may be used with other printers only If the TYPE key word Is omitted. 

3. The user should specify TYPE=0770 only if he specifies a secondary overflow code (OVF2) or if he specifies multiple home paper positions. 

4. If the user does not specify the OVF2 keyword, he may use the VFB statement (TYPE keyword omitted) with the 0768, 0770, and 0776 printers. 

5. The secondary overflow code (OVF2) should be specified only by a data management user who issues the PRTOV imperative macro. Refer to the PRINTOV 

keyword parameter of the DTFPR and PRIO declarative macros. 
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6.4. 4. 5. Vertical Format Buffer Statement Example 

The following example might be a typical VFB statement used to set up the forms spacing 
and skipping required for a printed report. 


LABEL AOPERATIONA OPERAND A COMMENTS 

1 10 16 ' 



Line 1 specifies that the operator use a form called TESTPR. The total number of lines per 
page is 66 at 6 lines per inch. The 0770 printer is being used, The home paper position is 
on line 1 and the overflow area of each page begins on line 52. Note that this includes the 
4-line space between the overflow code position and bottom of page used if a dump, 
librarian run, or assembly is executed. The number 52 is used by data management to test 
for page overflow conditions. Then, according to your PRTOV imperative macro 
specifications, data management skips to the overflow routine or register to handle your 
overflow routine address. 

Line 2 specifies a channel code of CD2 with a line number of 6. This means that 
vvhenever a CNTRL filenarhe,SK,2 irhperative macro is issued in the program, the printer 
immediately skips 6 lines on the page. Here a detail line of a report might be printed. On 
the other hand, if a CNTRL filename,Sk„2 macro is issued in the program, the printer 
skips 6 lines after printing the detail line. The first macro use illustrates immediate 
skipping and the second, delayed skipping. 

A second channel code of Cb3 indicates 46 lines. Similarly, the CNTRL macro could 
specify an immediate or delayed skip of 46 lines where a final total might be printed. 

It is important to realize that the CD number (VFB parameter) relates to a channel code 
and the value indicated on the right of the equal sign indicates the line number to which 
the printer skips. 
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7. Function and Operation 
of SAM Printer Fiies 


7.1. GENERAL 

The OS/3 includes data management modules that can be used to move and manipulate 
sequential access method (SAM) printer files. These modules can function with five 
different printer subsystems: 

■ SPERRY UNIVAC 0773 Printer Subsystem 

■ SPERRY UNIVAC 0770 Printer Subsystem 

■ SPERRY UNIVAC 0768 Printer Subsystem 

■ SPERRY UNIVAC 0776 Printer Subsystem 

■ SPERRY UNIVAC 0778 Printer Subsystem 

This section contains a brief functional description of printer file SAM operation. This is 
followed by a detailed description of the declarative macroinstruction that is used to define 
a printer file and of the imperative macrolnstructions that initiate, conduct, and conclude 
file processing. 


7.2. FUNCTIONAL DESCRIPTION 

At system installation time, the system macro library ($Y$MAC) is loaded with source code 
modules that are common to several machine operations. These modules include data 
management modules that are common to several device types and access methods. 

When assembling the program, you define the characteristics of printer file involved in the 
operation, using the define the file (DTFPR) declarative macroinstruction. This 
macroinstruction creates a table of file characteristics, in main storage, that is referenced 
by your program. 
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The source code modules that are required for your program are called in from the system 
macro library at program assembly time by using imperative macroinstructions. These 
imperative macroinstructions are included in the program you are assembling and result in 
the creation of inline code at the point where the assembler encounters the 
macroinstruction. Positional parameters contained in the imperative macroinstructions 
allow you to modify the basic assembled module so that it meets your particular 
requirements. 

When the file is opened, the characteristics in the file control table set up by the DTFPR 
are examined to determine that they are valid and, if required, that they are present. The 
output records are formed either in the I/O area or a work area. A form of overlap 
processing can be achieved by assigning either two I/O areas or an I/O area and a work 
area. In this way, records can be constructed in one area while others are simultaneously 
being output to the printer from the other area. 

Logical input/output control system (IOCS) modules also automatically issue certain 
printer control instructions. These involve printer overflow conditions and vertical format 
control. Parameters available with the macroinstructions that call the IOCS modules into 
the program allow you to tailor them for each particular task. In this manner, the complex 
vertical movement and overflow sensing functions are made easy for you to control. 

A typical printer SAM operating sequence is described in the follovving example, which 
show the sequence and function of each macroinstruction. The macroinstructions are 
discussed in detail in 7.3 and 7.4. 

Example: 


LABEL AOPERATION.'i OPERAND ' COMMENTS 

1 10 16 

//: jaBL . . J 
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7.3. DEFINE A SAM PRINTER FILE (DTFPR) 

Function: 

The DTFPR declarative macroinstruction is required to define each printer file 
processed in the program. Following the format is a listing, in alphabetical order, of 
the required and optional keyword parameters which may appear in the operand of 
the DTFPR macroinstruction. A description of each keyword parameter follows the 
format. A summary of the keyword parameters is given in Table 7—3. 

A comma is shown preceding each keyword parameter except the first, to remind you 
that all keywords coded in a strinjg must be separated by commas. However, a comma 
must neither be coded in column 16 of a continuation line, nor follow the last 
keyword in the string. Refer to the coding example that follows. 

Format: 


LABEL 


A OPERATION A 


OPERAND 


filename 


DTFPR 


[BLKSIZE=n] 

[,CONTROL=YES] 

[,CTLCHR=DI] 

[,ERROR=symbol] 

,IOAREA1=symbol 

[,IOAREA2=symbol] 

[,IOREG=(r)] 

[,OPTION=YES] 

[,PRAD=n] 


,PRINTOV= 


SKIP I 
symbol > 
YES ) 


,RECFORM= 



UNDEF > 

varunb). 


[,RECSIZE=(r)] 

[,SAVAREA=symbol] 

[,WORKA=YES] 
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Keyword Parameter BLKSIZE: 

BLKSIZE=n 

Specifies the length of the I/O area in bytes. If the record is variable length or 
undefined, h specifies the length of the longest bldfek, including block size and 
record size bytes for the variable-length unblocked records. 

If omitted, the block size (120, 121, 128, or 129) is determined from the CTLCHR and 
RECFORM keyword parameters. 

With RECFORM=FIXUNB specified and CTLCHR not specified, block size is set to 120. 
With RECFORM=VARUNB and CTLCHR specified, block size is set to 129. 

The minimum block size is tyvo bytes. With CTLCHR=DI, RECFORM=VARUNB, and 
maximum print position options installed on the 0773, 0778 and 0770 printers, block 
size can be a maximum of 141 bytes for the 0768 printer, 145 bytes for the 0776 
printer, 169 bytes for the 0770 printer, and 153 bytes for the 0773 and 0778 
integrated printers. If these optional features are not installed on your printers, the 
maximum block sizes for the 0773 and 0778 printer are 129 bytes and for the 0770 
printers are 141 bytes. 

Keyword Parameter CONTROL: 

COIMTROL=YES 

Specified if spacing or skipping lines on the printer is controlled by your program 
through the CNTRL macroinstruction. 

The CONTROL keyword parameter and the CTLCHR keyword pararheter are mutually 
exclusive. If they are both used in the same DTF, an error flag appears in the output 
listing and the control specification is ignored. 

Keyword Parameter CTLCHR: 

This keyword parameter is specified when you wish to use a control character with 
data records. ' 

CTLCHR=DI 

Specifies the device-independent, 2-digit, hexadecimal control character code 
listed in Table 7 — 1. 

The use of device-independent characters allows a single character for each function 
to be used with any printer, even if the hardware opcode varies with printer type. 
With this set of characters, some substitutions have to be made to compensate for 
device characteristics (Table 7— 2). 
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Table 7—1. Device-Independent Control Character Codes (Part 1 of 2} 



D 

Function 

Cot 

(He 



Print and skip 
to code n (Note 7) 
n = 1 (OV) 

2 

3 

4 

5 

6 

7 (HP) 

8 
9 

10 

11 

12 

13 

14 

15 


Space n lines (Note 8) 
n - 1 

2 

3 

4 

5 

6 

7 

8 
9 

10 

11 

12 

13 

14 

15 


Code 12 (OV) 


Code 2 
Code 1 (OV) 
Code 3 
Code 4 
Code 1 (OV) 
Code 5 
Code 7 (HP) 
Code 7 (HP) 


Note 4 (OV) 


Note 2 (OV) 


Note 2 (OV) 

Code 7 (HP) 
Code 7 (HP) 


Chan 9 (OV) 
Note 5 
Note 5 


Chan 1 5 Note 3 


Chan 9 (OV) 

Chan 15 Note 3 
Chan 15 Note 3 


Code 12 (OV) 


Code 7 (HP) Note 4 


Code 12 (OV) 


Code 12 (OV) 

Code 7 (HP) 
Code 7 (HP) 
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Table 7 — 1. Device-Independent Control Character Codes (Part 2 of 2) 


Function 

Dl 

Code 

(Hex.) 

Printer 

0773 and 0778 

0770 

0768 

0776 

Skip to code n (Note 7) 






n= 1 (OV) 

21 


Code 12 (OV) 

Chan 9 (OV) 

Code 12 (OV) 

2 

22 



Note 5 


3 

23 



Note 5 


4 

24 





5 

25 





6 

26 





7 (HP) 

27 


Note 4 

Chan 15 (Note 3) 

Code? (HP) Note 4 

8 

28 

Code 2 




9 

29 

Code 1 (OV) 

Note 2 


Code 12 (OV) 

10 

2A 

Code 3 




11 

2B 

Code 4 




12 

2C 

Code 1 (OV) 

Note 2 

Chan 9 (OV) 

Code 12(OV) 

13 

2D 

Code 5 




14 

2E 

Code 7 (HP) 

Code? (HP) 

Chan 15 (Note 3) 

Code ? (HP) 

15 

2F 

Code 7 (HP) 

' Code? (HP) 

Chan 15 (Note 3) 

Code? (HP) 


LEGEND: 


OV Overflow code 

HP Home paper code 

NOTES: ; 

1. Line spacing of 4-15 lines on the 0768 printer is accomplished by issuing multiple I/O commands. The commands are issued 
by data management. 

2. Code 12 is the primary forms overflow code on the 0770 printer. Code 9 can also be detected as forms overflow code, using 
the PRTOV macro. If the PRTOV macro is not used, however, code 12 should be used as overflow code, and code 9 should 
not be placed in the VFB. 

3. On the 0768 printer, you must Use both a vertical format buffer and a paper tape loop. Using Dl codes 27, 2E, or 2F as 
control characters has no direct effect on line spacing; this is controlled by what is punched on the paper tape loop. The actual 
selection of six or eight lines-per-inch spacing occurs when the operator sets up your form on the 0768 printer to register at 
home paper position and pushes the HP button twice. 

If channel 14 is used as home paper code on the paper tape loop, this causes printing at six lines per inch; using channel 15 
results in eight lines-per-inch spacing. These two codes should not be intermixed. When a Dl code for skip to code 7 is issued, a 
skip is issued to channel 15 on the 0768 printer — this causes an advance to either channel 14 or 15, whichever in punched on 
the paper tape loop. 

4. Code 7 rhust be used as the home paper code on the 0770 and 0776 printers. . . 

5. For the 0768 printer, the software (physical IOCS) provides codes 2 and 3. 

6. Line spacing (print density) is switch-controlled on the 0773 and 0778 printers. You issue instructions to the operaltor via the 
job control VFB statement by using its FORMNAME and DENSITY parameters, and he sets the line rate when the vertical 
format buffer is loaded. 

For the 0770.ahd 0776 printers, line spaciHg is software-controlled via the DENSITY parameter of the VFB statement. 

7. Code n specifies channel code CDI through CD15. (See~7.4.3.) 

8. Code n specifies number of lines to be spaced. (See 7.4.3.) 
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Table 7—2. Overflow and Home Paper Control Character Codes 


Code 

Printers 

0773 and 
0778 

0770 t 

0768 

0776 

Overflow 

Code 1 

Code 9 

Code 12* 

Code 9 

Code 12 

Home paper 

Code 7 

Code 7 

Code 14 

Code 15 

Code 7 


*Code 12 is the primary code; code 9 should not be used with the 0770 printer unless the 
PRTOV macro is used. 


Keyword Parameter ERROR: 

ERROR=SYmbol 

Specifies the address of a special error handling routine to which you may have 
control transferred when a fatal hardware or detectable logic error occurs dh 
your file. Information concerning reasons for the error will be contained in 
fHenameC (see B.4). 

Keyword Parameter IOAREA1: 

IOAREA1=symbol 

Defines the address of the I/O area. Each input or output file must have an area 
reserved for its individual use. The I/O area must be aligned so that the first byte 
of data (the character to be printed in column 1) is on a half-word boundary. 

The I/O area must provida spac% fdr everything included as part of the block length. 
You must allocate I/O areas that contain an even number of bytes, excluding the 
control character, if any. Data management inserts a nonprinting character at the end 
of any user print line which contains an odd number of characters. This extra 
character is placed in ari I/O area before printing the line. 

Examples: . 


LABEL 

1 

AoperationA 

10 

OPERAND A 

16 


I___l L__l 1 1 1 


Dl^. , , 


OiH f , 1 ! i 1 i j 1 

1 I 11 iHa, 1 i-f ,-ivyb,k-,d, jSi 1 

i .Q.nime.ni't 

Ii^iAf 1 i j 1 1 


Di^i 1 1 


DiCiL-jf^iinil j 1 i 1 i 

.•till iIjOiAiRifcAi 1 1 i 1 ! 

O 

1 1 1 1 i 1 

Ii®iAi2i 1 1 } 


1 1 


DiCiLil^jhj i t j 1 1 

1 1 1 L_i iTtPARfcAtSi 1 i 

J 1 ^ I i ! ! 

, 1 i 1 i l 1 1 


i i 1 1 


1__J 1 1 1 I ! 1 1 1 i 1 1 1 1 1 1 i 1 1 1 1 i i 1 i i 1 J L_i 1 1 

f 1 1 1 1 1 1 1 


Dl^i 1 I 


OiMi 11 1 1 1 1 i 1 

, , . , iM,a,l ,T-ivA<B,r,cl, laj 

li i9,hime,h,-t 

t 1 I 1 1 1 f 


1 1 


CiLi 1 1 1 1 i J 1 i I 

, , , , 1 . ,£x,-fc,hia, ,b,yri:ie, 

1 » . 1 i i i 

I^iA li 1 1 1 


^^1 1 1 


lDiCiL.tin)hi| 1 ! t t 1 

1 1 I [ 1 ^ 1 1 j L_ 

J \ i i f I 1 

i 1 i i 1 1 1 


, , 


Q^i f 1 1 1 1 i 11 1 

, , 1 lEiX.-tihia, .byiiiei 

i i i 1 ^ L... i 

mA.2. 1 , , 



1 1 



QCiLjUihj 1 j 1 1 L 

1 i f 1 j 1 A|R|£i A} 2| 1 1 

J \ ! 1 1 \ 1 
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1. Without control character: nn must be even and greater than or equal to 
BLKSIZE. 

2. With control character: nn must be odd and greater than or equal to BLKSIZE. 

Note, in this case, that it is necessary to reserve one byte after the half-word 
alignment, because the first character to be printed rriust be on a half-word 
boundary, and a control character is being used. Remember that the block length 
always includes one byte for the control character when one is used. 

Keyword Parameter IOAREA2: 

IOAREA2=symbol 

Provides a second I/O area to allow overlapped processing and speed I/O 
operations. 

The same conditions that apply for IOAREA1 also apply for IOAREA2. If IOAREA2 is 
specified and WORKA is not, you must specify the lOREG keyword parameter. No 
additional processing speed is obtained when both the IOAREA2 and WORKA 
keyword parameters are specified. Most efficient processihg is obtained with either of 
the following: 

IOAREA1, IOAREA2, and lOREG 
or 

IOAREA1 and WORKA 
Keyword Parameter lOREG: 

' ^ IOREG=(r)-' ' ' 

Specified when a general register (2 through 12) is used to reference current 
data. If SAVAREA is specified, register 13 is also available. The register must be 
specified if two output areas are used and records are not to be processed in a 
work area. 1 

After each line is printed, and before returning to your prograrri, data management 
loads the register specified by lOREG with one of the following, depending dh your 
record format: 

■ The address Where the firSt character of the next record to Tje output should be 
placed when fixed-length, unblocked or undefined records are used. This is either 
a control character (if used) or the character in print position -1. 

■ The address of the Idcatidn where the 4^byte* record length field, followed by the 

control character, if any, and data to be printed, Shdu Id be placed for variable- 
length unblocked records. ' ' 

The lOREG and WORKA keyword parameters are mutually exclusive. If both are 
specified, the WORKA keyword parameter is ignored and an error flag appears in the 
DTP listing. 
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Keyword Parameter OPTION; 

OPTION=YES 

Allows you to specify an optional file: one which you anticipate will not invariably 
be required to be printed every time your program is executed. 

When the OPTION keyword parameter is used, the PUT, CNTRL, and PRTOV 
imperative macroinstructions are disabled: . k 

■ if an OPT positional parameter is included in the DVC job control statement and 
the device is not available at execution time; or 

■ when no device is assigned to the file by your job control statements, (i.e., no 
DVC-LFD sequence). 

If the OPTION keyword parameter is used under these conditions, the occurrence of a 
PUT, GNTRL, or PRTOV pnacroinstruction results in a branch back to your program, 
and no I/O is performed. ' 

If the OPTION keyword parameter is not specified and one of the two previously 
stated conditions exists, the file is not opened; an error bit is set in the file table and 
the program branches to your error routine. If you have not provided an error routine, 
control returns to you inline. 

Keyword Parameter PRAD: 

PRAD=n 

Allows you to specify a standard form advance of from 1 to 15 lines, where n is 
the number of lines the form is to be advanced and ranges from 1 through 15. 
The form advance takes place after the line is printed. 

On the 0768 printer, spacing of 4 through 15 lines is accomplished by issuing 
multiple I/O commands because this device can advance only three lines under one 
I/O command. If the PRAD and CTLCHR keyword parameters are not specified, 
PRAD=1 is assumed; if both are specified, the control character will determine the 
line advancement. 

A delayed CNTRL macro instruction, which spaces or skips lines after printing, 
overrides the PRAD keyword parameter specification for one print operation only. 

Keyword Parameter PRINTOV: - 

This keyword parameter specifies the action to be taken when the forms overflow 
code is detected during a space or print and space command. The forms overflow 
code cannot be detected on skip or print and skip commands. 
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There are three PRINTOV option specifications that can be made: , 

PRINTOV=SKIP 

Specifies an automatic skip to the home paper position. 

PRINTOV=symbol 

Specifies that control is transferred to your overflow routine. When this 
option is specified, the form will not be automatically advanced to the home 
paper position. 

In the overflow routine, you may print total lines, skip to home paper, and print 
page headings. To branch back to the point in the program where processing 
would have continued (if overflow hadn't occurred) you may use the address in 
register 14. If imperative macros (CNTRL, PUT) are issued in the overflow routine, 
you should store register 14 before issuing the macro and restore it after the 
instruction is executed. , 

If overflow is detected during the issuance of, a GNTRL macro, control will be 
transferred to your overflow routine. 

PRINTOV==YES 

Specifies that the PRTOV imperative macroinstruction will be used in the 
program to control overflow detection and actions. 

To use the forms overflow features, you must load the proper forms overflow 
code in the VFB for the 0770, 0776, 0768, and 0773, printers. If the PRTOV 
imperative macrpinstructions are to be u?ed with the 0770 printer, each code 
required must be loaded in the VFB. The VFB is loaded through job control 
statements. The 0768 printer alsaTequires a paper tape loop whjch must agree 
with the VFB statement. 

OS/3 data management will execute one user-issued CNTRL or PUT macroinstruction 
after the immediate CNTRL or PUT instruction on which forms overflow was detected. 
If the imperative macro issued after the macro on which overflow was detected 
results in a forms advance to a skip code (VFB pr paper tape cede), ypur pverflew 
eptiens will not be executed. 
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Keyword Parameter REGFORM: - - 

One of the following three options describing the record format should be specified: 
RECFORM= aMMi 

Fixed-length records for print files are assumed by the logical IOCS when 
‘ this keyword parameter is omitted. 

RECFORM=UNDEF 

Used for undefined records. You must specify the RECSIZE keyword 
parameter when this format is used and enter the size of each record into 
the RECSIZE register before issuing each PUT macroinstruction. See Figure 
6—4. ; 

RECFORM=VARUNB 

Used for variable-length, unblocked records. 

Before issuing a PUT macroinstructiony you must include a valid record length value 
(a binary number) in the record. This record length, inserted into the first two bytes of 
the 4-byte record size field, must include the control character, if provided, as well as 
four bytes for the record size field itself. See Figure 6 — 4. 

Keyword Parameter RECSIZE: 

-■'RECS1ZE=(r)- 

For output files with undefined record format, spieclfies the number (2 through 
12) of the general register that holds the size of the output record. If SAVEAREA 
is 'specified, register 13 may be used as the RECSIZE register. The record size 
must be entered into the geherSi register before the PUT macroinstruction is 
issued. 

Keyword Parameter S AVAR EA: : . 

SAVAREA=symbbl j 

If you have a program written for a SPERRY UNIVAC 9200/9300 System or 
similar system (in which register 13 was used), you may convert the program to 
run under OS/3 by adding a 72-byte labeled save area (aligned on a full-word 
boundary) by adding this keyword parameter. 

This keyword parameter should be specified by you for each DTF in a program. Only 
one register save area is needed per program. Refer to 1.4 for the content of this 
area. 

If this keyword is not present in a DTF, logical IOCS will assume that register 13 has 
been loaded with the address of a 72-byte save area, aligned on a full-word boundary. 
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Keyword Parameter UCS: 

This keyword parameter is specified to determine whether character mismatches are 
to be ignored or hot. A mismatch occurs whenever the printer attempts to print a bit 
configuration which is not present in the printer's load code buffer. This parameter 
has two formats; 



Character mismatches are ignored by the program. All unprintable 
characters are printed as the nonprinting code (NP) in the load code buffer. 
When the standard load code is used, a blank (40ie) is printed. 

UCS=ON 

The operator is notified of character mismatches. If an error routine has 
been provided, control will be transferred to that routine and the registers 
restored. If no error routine has been provided, a message will be issued 
and control will return to the program as if no error had occurred. 

Keyword Parameter WORKA: 

WORKA=YES 

Specifies a work area for preparation of output records. The address of the 
current work area must be specified with each PUT macroinstruction. - 

The WORKA and lOREG keyword parameters are mutually exclusive; if both are 
specified, the WORKA keyword parameter is.,ignored and an error flag appears in the 
DTP listing. Best efficiency is obtained with either of the following combinations: 

IOAREA1, IOAREA2, end lOREG 

or ' ■ 

IOAREA1 and WORKA 

Example: . T ..Jl 


LABEL AOPERATIONA ' OPERAND A 

1 10 16 ’ 72 



1 


1 



1 1 1 1 1 1 I 


1 , 1 1 


HHHHIHIIIMIIIHIIIIIHI 


__I 1 1 1 1 L_1 


1 1 II 


1 1 1 1 1 1 1 1 1 1 1 1 I 1 i 1 1 1 1 1 i 1 1 1 i i i 


nsm 



1 

^i^5iAi*Ri£|Ai=[Gii‘RiEl&jHi i 1 i i i t 1 i i i i 1 i 1 


I 1 1 1 1 1 1 


||P||||||||[|P|^ 


BiLiKi^iIIZiB— 1 1 i3lE*iji 1 1 1 I 1 1 1 1 1 1 j ! 1 1 1 


-j i 1 i 1 1 1 


1 1 1 1 


RiECiPi&iRh't i i i t i I i i i i i < i 
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Table 7 — 3. Summary of Keyword Parameters for DTP PR Macroinstruction 


Keyword 

Specifications 

OUTPUT 

File 

Remarks 

BLKSIZE* 

n 

X 

The maximum block size in bytes 

CONTROL 

YES 

X 

Specified if CNTR L macro instruction is issued to 
line spacing or skipping 

CTLCHR , 

Dl 

Y 

Device-independent control characters 

ERROR 

symbolic label. 

X 

Address of your unrecoverable error routine 

IOAREA1 

symbolic label 

R 

Address of output area 

IOAREA2 

symbolic label 

X 

Address of alternate output area 

lOREG 

(r)=5general register 

X 

General register (2 through 12) that contains the 
address of the current record each time a PUT is 
issued. Register 13 may be used when SAVAREA 
keyword parameter is used. 

OPTION 

YES 

X 

Specifies an optional file that has not been allocated 
by job control 

PR AD 

n ' 

X 

Number of lines (1 to 15) to be spaced 

PRINTOV 

SKIP 

X 

Automatic skip to home paper position on printer 

symbolic label 

X 

Address of your overflow routine 

YES , 

X 

Specifies execution of PRTOV imperative macros in 
program 

RECFORM* 

fimuB 

Y 

For fixed-length records 

UNDEF 

Y 

For undefined records 

VARUNB 

Y 

For variable-length, unblocked records 

RECSIZE 

{r)-general register 

X 

General register (2 through 13) that contains the 
length of each record when RECFORM=UNDEF 

SAVAREA 

symbolic label 

X 

Specifies 72-byte register save area 

UCS 

OFF 


Character mismatches will be ignored. 

ON 

Y . , 

Operator is notified of character mismatches. 

WORKA 

YES 

X 

Process records in work area. 


LEGEND^ ' 

R Required 

X Optional 

Y One option required 

Value assumed if keyword is not specified 
* Parameter may be changed on DD job control statement 
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7.4. IMPERATIVE MACROINSTRUCTIONS 

There are five imperative macroinstructions available to you for processing SAM printer 
files: 


Macroinstruction Use 


OPEN 
PUT 
CNTRL 
PRTOV 
CLOSE 

The following paragraphs describe the macroinstfuctions and their related parameters in 
detail and provide you with coding examples and explanations, when required, to clarify 
use. 


File control 
Record processing 
File control ' 

File control 
File control - 
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OPEN 


7.4.1. Open a Printer File (OPEN) 

Function: ^ 

Before a file can be accessed by the logical IOCS, an OPEN macroinstruction is 
issued. The transient routine called by the OPEN macroinstruction performs certain 
validation checks and initiates file processing. A check is made to determine if all the 
necessary keyword parameters defining the file have been supplied. The device 
allocation performed by the job control program is determined, and the \/0 register is 
set up if one is specified. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

OPEN 

(filename-1 [,. 

rr 

..,filename-n]| 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. The 
filename may have a maximum of seven characters. The maximum number of 
filenames is 16. 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 

Examples: 


LABEL 

1 

Z^perationA 

10 

OPERAND A 

16 

DiMai. 1 , , 


SiPiBNi 


PiRiMTil 1^ iPiPiMtTl2i{ 1 11 1 { 11 1 1 1 1 11 1 1 1 1 1 1 i_ 

1 1 1 1 1 1 I 


I . , . 


1 i 1 1 1 1 1 1 L J t I 1 1 1 1 1 i 1 1 J 1 1 1 1 1 1 1 1 1 L_ 

1 1 1 I I I 1 


LiAi 1 1 


i Ip i‘Pi’RiNlTf^i 1 1 1 1 1 1 1 1 1 i t I 1 I j 1 j \ 1 [ 1 1 1 L_ 

DM,aZ 1 , . 






^|t 1^)1 I 1 I 1 J 1 -j 1 1 1 i 1 L_J l_J l—J 1 L_J 1 1 1 1 — 1 1 — L_ 



Uf'-BUbb Kev. # , ; SPSHHY UNIVAU Ub/fa 7-17 

BASIC DATA MANAGEMENT 

1. Open printer files labeled PRNT1 and PRNT2. 

2. Open printer file labeled PRNT4. 
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PUT 


7.4.2. Output a Record (PUT) 

Function: 

The PUT macroinstruction delivers an output record to the logical IOCS in either an 
output area or a work area you have specified. This output record could be a line to 
be printed or, if the record comprises only control characters, could cause carriage 
movement alone. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

PUT 

(filename) 

IV' 1 

, (workarea) 

it !J 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. 

Positional Parameter 2: 

workarea 

Is the label of the work area from which the record may be obtained. 

(0) or 0 

Indicates that register 0 has been preloaded with the address of the work area. 

If omitted, indicates that you have chosen processing either by means of a register 
(lOREG keyword parameter) or by directly accessing the data relative to the name of 
the I/O area. 

NOTE: 

When the work area is specified, the keyword parameter WORKA=YES must be present in 
the DTF statement. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


7-19 


Examples: 


LABEL 

1 

AoperationA 

10 

operand a 

16 

.. i 1 L_J 1 1 1 


PIO.T, , 


i M 1 I 1 1 1 1 1 1 t 1 1 1 1 i 1 1 1 I i 1 i 1 1 1 1 f 

1 { \ I 1 1 1 


PlUT, , 


Pil^MT " \Z 1 ^ 1 1 1 i i 1 I I 1 1 1 1 1 1 1 1 1 1 1 1 1 1 

_J 1 1 t 1 1 1 


^ lAi i 1 


Ol 1 i 1 1 1 1 1 1 1 1 1 i 1 1 i 1 1 1 i i 1 1 1 1 

1 i t 1 Lj L_ 


PlU.T, , 


\ 1 i 1 1 1 1 \ 1 1 1 1 1 1 I L 4 j 1 1 1 1 


1. Print a line, or space the paper. The record is located in an output area. The file 
characteristics are contained in the DTP table labeled PRNT1. 

2. Move the record in the work area WORK1 to an output area and print, space 
paper, or both. 

3. Move a record from the work area whose address is stored in register 0 and 
print, space paper, or both. 

Programming Considerations: 

When WORKA=YES is used, a work area must be specified with each PUT 
macroinstruction. When only one I/O area is specified, you may move the records to 
be printed directly into the I/O area. If you specify two I/O areas, you must use the 
I/O register (lOREG keyword parameter) to move records to be printed into one of the 
I/O areas before issuing each PUT macroinstruction. 

When printing variable-length, unblocked records, you must place the record length 
(as a binary value) in the first two bytes of the record size field. Undefined-length 
records require that you place the record length in the required register (specified by 
the RECSIZE keyword parameter) before issuing each PUT macro instruction. 

When you want to use control characters to position the form only (no printing) for 
variable-length, unblocked, or undefined record formats, you can indicate that the 
record contains no characters to be printed. 

When you are printing records in undefined or variable, unblocked format, printer 
SAM checks whether the number of columns being printed is greater than zero every 
time. If you try to print zero columns, data management normally issues error 
message DM18 (RECORD SIZE INVALID), sets the record size invalid error flag (byte 
0, bit 7) in fUenameC, and branches to your error routine. Refer to Appendix B. 

However, this error processing does not take place when you are performing an 
advance-only operation using control characters; you may then indicate that there is 
no data to be printed. With either undefined or variable, unblocked records, you must 
place the record size in either the RECSIZE register or in the record size field in the 
record before issuing each PUT macro. To indicate that you have no data to be printed 
when your records are variable, unblocked, you may place a record size of five bytes 
in the record size field — provided that you limit this to advance-only operations. 
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When you are printing a record containing an odd number of characters to be printed, 
data management places a nonprinting character in the I/O area after the last byte of 
user-supplied data. 
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CNTRL 


7.4.3. Control Printer Foriris (CNTRL) 

Function: 

The CNTRL macroinstruction controls printer forms spacing and skipping. Forms 
motion can occur before, after, or both before and after a line is printed. 

Format: ' 


LABEL 

A OPERATION A 

“ OPERAND 

[name] 

CNTRL 

|filenamei, |SK| [,m][,n] 





Positional Parameter 1: 
filename 

Is the label of the corresponding DTF macroinstruction in the program. 

(1) or 1 

indicates that register 1 has been preloaded with the address of the declarative 
macroinstruction. ■ . . i ; 

Positional Parameter 2: i?: ; 

SK ■ ' ■ ■ ' 

Indicates that forms skipping is desired. 

SP 

Indicates that forms spacing is desired. 

Positional Parameter 3: 
m 

Specifies either the. number of lines (0 through 15) fdr immediate spacing, or the 
channel code (1 through 15) for immediate skipping. The PUT macro performs 
spacing after printing. The number of lines spaced is determined by the PRAD 
keyword parameter (default causes advance of one line). Immediate CNTRL 
spacing is in addition to any spacing performed on a previous PUT 
macroinstrUction. It should be noted that forms overflow processing can be 
initiated after CNTRL processing (immediate or delayed) is performed. 
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^Positional Parameter 4: 
n 

Specifies either the number of lines (0 through 15) for delayed spacing, or the 
channel code (1 through 15) for delayed skipping. 

Examples: 



LABEL 

1 

AoperationA 

10 

OPERAND r .. ' A 

16 

DiMtOiTi 1 i \ 


ClNTiRL 


*PiRXiN|T!^| ^l^lPl ^ I3l ^l5l 1 1 1 1 1 ! 1 1 1 1 1 } 1 1 1 i i 1 

_j 1 1 1 1 ] 1 


?iyiTi 1 


^ iWii)iF?lKi 1 1 1 1 i 1 t 1 i i 1 i t 1 1 1 1 1 1 1 1 

•PiMiOiSi 1 ■ 1 


C.IH,T,1?,L 


J^i^lXi fill 1 i t i 1 I 1 1 1 1 i 1 1 1 1 1 

: r 1 1 1 I"| 1 


BUJi'l 


|2i ^ ' r i I n i i r 1" t i i I i i i i 1 i 

i 1 1 t 1 


^NlTiKltr 

. 

\.y iJ 1 i 1 i 1 1 I 1 1 1 i 1 1 1 1 1 1 1 i 


1. Space three lines before printing the next line in file PRINT2 and five lines after 
printing the next line. 


2. Skip to the home paper position. 

3. After printing the next line, skip to the home paper position. ^ 

Programming Considerations; 

Because of differences betyveeti the jP770, 0773, 0776, 0778, and 0768 printers, 
substitutions have to be made for some skip codes on each type of printer. Table 7 — 4 
lists these substitutions. On the 0768 printer, data management accomplishes 
spacing greater than three lines by issuing multiple I/O commands,’ If you issue 
several control commands in succession, specifying delayed spacing or skipping, only 
the last delayed spacing or skipping option is executed. 


Table 7 — 4. Device Skip Code Table (Part 1 of 2} 




Printer Code Substitution 



0773 and 
0778 

0770 

0768 

0776 

Skip to code n, m 
n, m= f 1; (OV) 


Code 12 (OV) 

Chan9(OV) 

Code 12 (OV) 

2 

3 

4 



Note 6 : , 

Note 6 , 


5 




“ ■■ 

6 

7 (HP) 


Note 2 

Chan 15 (Note 4) 

Code .7 (HP) Note 2 

8 

Code 2 




9 

Code 1 (OV) 

Note 5 (OV) 


Code 12 (OV) 
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Table 7—4. Device Skip Code Table (Part 2 of 2) 


Function 

Printer Code Substitution 

0773 and 
0778 

0770 

0768 

0776 

10 

Code 3 




. . . . -V- • 11 

Code 4 




12 

Code 1 (OV) 

Note 5 (OV) 

Clian 9 (OV) 

Code 12 (OV) 

13 

Code 5 




14 

Code 7 (HP) 

Code 7 (HP) 

Chan 15 (Note 4) 

Code 7 (HP) 

15 

Code 7 (HP) 

Code 7 (HP) 

Chan 15 (Note 4) 

Code 7 (HP) 


LEGEND: 

OV Overflow code or channel 
HP Home paper code 
NOTES: 

1. A blank in the code substitution column indicates that no substitution is made; data management skips to the code 
you have specified. 


2. Code 7 must be used as the home paper code on the 0770 and 0776 printers. 


3. A skip to code 7 control causes a skip to the home paper code on all printers. On the 0768 printer, the skip is to 
channel 14 or TS Jskip tp channel 15 is^issued to the printer). On the 0768 printer, the home paper code used on the 
tape loop sets the number of lines printed per inch. Channel 14 results in 6 lines/inch line spacing and channel 15 
results in 8 lines/inch spacing. 


4. A skip to channel 15 issued to the 0768 printer causes an advance to the home paper position, regardless of whether 
channel 14 or 15 is punched in the paper-tape forms control loop. 


5. Code 12 is the primary forms overflow control code for the 0770 printer. Code 9 can also be detected as forms 
overflow code, using the PRTOV macro. If the PRTOV macro is not used, however, code 12 should be used as overflow 
code, and code 9 should not be placed in the VFB. 


6. Data management accomplishes spacing greater than three lines on the 0768 printer by issuing a number of I/O 
commands. If the user issues several control commands in succession, specifying delayed spacing or skipping, only 
the last delayed spacing or skipping option is executed. 

7. For the 0768 printer, the software (physical IOCS) provides codes 2 and 3. 
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PRTOV 


7.4.4. Print Overflow Action (PRTOV) - 

The PRTOV macroinstruction specifies the action to taken when a forms overflow 
condition occurs. / 

Format: ---i' i 


LABEL 

A OPE RATION A 

OPERAND 

[name] 

PRTOV 

( filename) 

Is” }' 

r,/9 \1 r, (over-flowname) 

L |{o) !• 


Positional Parameter 1 ; 


^..filename 

Is the label of the corresponding DTF macroinstruction in the progfarri. ' 

(1) or 1 

Indicates ithat register 1 has been preloaded with the address of the declarative 
macroinstruction. : . -i , r 

Positional Parameter 2: . r ^ v/ 


Indicates that forms overflow is to rbe indicafed, by channel 9. 


Indicates that forms overflovv is to be indicated by channel 1 2 (0770 printer only). 


Positional parameter 2 is ignored for all printers except the 0770 printer. If omitted, 
channel 9 is assumed for the 0768 printer, and channel 1 is assumed for the 0773 
and 0778 printers. Channel 1 is the only overflow code recognized by the 0773 and 
0778 printers. Channel 12 is the only overflow code recognized by the 0776 printer. 


Positional Parameter 3: 


overflowname 

Is the label of your overflow routine. When overflow occurs and this option is 
specified, the logical IOCS transfers control to this address. 
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(0) or 0 

Indicates that register 0 has been preloaded with the address of your overflow 
. routine. . .'.u . 

If omitted, ther logical. IGCS provides an automatic skip to home paper in the paper 
tape loop. ; . . ® n . 


Examples: 



t. If an overflovv condition occurred on a previous PUT, or immediate CNTRL 
macrpinatruction execMtiQn on Tilp FILEI, branch to routine OVFLO. Overflow 
codes detected are: : 

0773 printer — code 1 
0770 printer — code 1 2 
0768 printer — code 9 
0776 printer — code 12 
0778 printer — code 1 

2. If an immediate overflow condition occurred on a previous PUT or immediate 
CNTRL macroinstruction execution issued on FILE1, skip to home paper position. 

(Lines 3 and 4 of the example show selective overflow detection, which is possible 

only on the 0770 printer.) 

3. If an overflow code 9 was detected on a previous PUT or immediate CNTRL 
macroinstruction execution, skip to the home paper position. 

4. If an overflow code 12 (0770 printer only) was detected on a previous PUT or 
immediate CNTRL macroinstruction execution, branch to routine OVFLOB. 

5. If an overflow code is detected, a skip to home paper position will occur. 
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Programming Considerations: 

When you use the PRTOV macroinstruction in your program, you must specify the 
PRINTOV=YES keyword parameter in the DTP macroinstruction for the file. The 
PRTOV macroinstruction can be used with the 0770 printer to selectively check for a 
code 9 or code 12 forms overflow condition. 

When the PRTOV macroinstruction is used, the logical IOCS performs either a Skip to 
the home paper channel or a branch to your forms overflow routine when a forms 
overflovv condition is detected on the preceding print or space command. The forms 
overflow code is not recognized during a skip operation. 

OS/3 data management executes one user-issued CNTRL or PUT macrdinstruction 
after the immediate CNTRL or PUT instruction on which forms overflow is detected. If 
the imperative macro issued after the macro on which pverfloyw yvas detected results 
in a forms advance to a skip code (VFB or paper tape code), your overflow options will 
not be executed. 

The PRTOV macroinstruction may be issued after each CNTRL or PUT 
macroinstruction, or, it can be issued after only a PUT macroinstruction. It is also 
permissible to issue a CNTRL, PUT, PRTOV macrpinstruction sequence. 

If an overflow routine is specified, the printer carriage is not automatically restored to 
the home paper position. t , ; / 

The address of the instruction after the PUT macroinstruction, which detected the 
overflow condition, is stored In register 14. If imperative macrOinstructiohs are issued 
in your overflow routine, register 14 should be stored before Issuing the instruction, 
and restored after execution of the instruction. 
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CLOSE 


7.4.5. Close a Printer File (CLOSE) 

Function: 

The CLOSE macroinstruction is issued when all the data in a file has been processed. 
This macroinstruction calls a transient routine which checks for errors that may have 
occurred in the final output operation and then prevents further access to the file. 

Format: ; 


LABEL 

Aoperation a 

OPERAND 

[name] 

CLOSE 

filename-1 [,...,filename-n]^ 

m ( 



/ 1 ( • 



V*ALL ; 


Positional Parameters: . -r 

filename 

Is the label of the corresponding DTF macroinstruction in your program. The 
maximum number of filenames is 16. 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the .declarative 
macroinstruction. " 

*ALL 

Specifies that all files currently open in the job step are to be closed. 
Examples; 


LABEL 

1 

AoperationA 

10 

OPERAND A 

16 

■0,m8,7i 1 . , 


ClLffifSB 


PiRiNTi&l I 1 1 1 1 1 1 1 1 ! 1 1 — 1 — \ 1 — i — i — [ — 1 — L_ 

1,1 1 1 1 1 


lilt 


t 1 1 1 1 1 1 1 i 1 1 1 1 -J I 1 — 1 — 1 — 1 — 1 — I — 1 — 1 — 1 — 1 — 1 — 1 — 1 — 1 — J ^ 

1 i 1 I 1 1 I 


L.iAi 1 1 


1 lyiPiRiNiTtl 1 1 1 1 1 1 1 1 1 1 1 1 1 1 i — 1 — 1 — ! — 1 — 1 — 1 — 1 — 1 — 1 — L_ 

DM 8,81 1 , , 






^ I < 1 *) 1 1 1 1 1 1 1 1 1 J 1 L_J 1 1 — 1 — 1 — 1 — I — 1 — i — 1 — 1 — i — 1 — ! — i — 1 — L 


1. Close print files labeled PRNT2 and PRNT4. 

2. Close print file labeled PRNT1 . 
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7.5. EftROR AND EXCEPTION HANDLING 



7.5.1. FilenameC 

When certain errors or exceptions to file processing'performance %e detected by 6S/3 
data management, it will make appropriate entries in specific fields of the DTF file table, 
which your program may address in order to learn of these conditions and take the prope“f 
course of action on regaining control. One such field in the DTFPR file table \sfilenameC, 
a 1-byte field vvhich you may access by concatenating the character C to your 7^character 
file name and using the assembler language fesf-t/dc/er-masA: (TM) instruction. 

Refer to Appendix B for the meanings of the bits in fifenameC of the DTFPR file table 
which are set to binary 1 by OS/3 data management for certain error and exception 
conditions. 


7.5.2. Truncation of Print Line 

When OS/3 data management detects that the execution of a PUT macroinstruction has 
resulted in the printing of a truncated line, it sets the line truncated flag in fHenameC (bit 
0, byte 0) (Appendix B). However, it does not pass control to your error routine until after 
the printer file has been closed, by which time other truncated lines may have also been 
printed. Depending on your requirements, you may find it useful in your program to test 
for setting of the line truncated bit after each execution of the PUT macro and provide for 
a flag character to be printed with the next line to speed visual location of all truncation 
errors on your printout. 


7.6. SAMPLE PROGRAM 

The following sample program. Constructed to illustrate a typical use of the OS/3 data 
management printer system in a BAL program, also indicates where to place the OS/3 job 
control statements needed to implement it. 






LABEL AoPERATIONA OPERAND A COMMENTS 

























PART 4. DISK FILES 
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10. ISAM Formats and File Conventions 


10.1. GENERAL 

The indexed sequential access method (ISAM), one of the five methods that OS/3 data 
management provides for handling your disk files, may be used with all available disk 
subsystems. These are: SPERRY UNIVAC 8411 Disk Subsystem; SPERRY UNIVAC 8414 
Disk Subsystem; SPERRY UNIVAC 8415 Disk Subsystem; SPERRY UNIVAC 8416 Disk 
Subsystem; SPERRY UNIVAC 8418 Disk Subsystem; SPERRY UNIVAC 8424 Disk 
Subsystem; SPERRY UNIVAC 8425 Disk Subsystem; SPERRY UNIVAC 8430 Disk 
Subsystem; and SPERRY UNIVAC 8433 Disk Subsystem. The 8415, 8416, and 8418 disk 
subsystems are fixed-sector disks, on which data records are written in fixed physical 
sectors of 256-byte lengths. All data transfers must be multiples of this length. The others 
are variable-sector disks. Each OS/3 data management processing module handles aM disk 
types, in order to give you as much device-independence as possible. You seldom need to 
be concerned with most of the details of the way these disk subsystems operate. Those 
functional characteristics you will find useful, however, are presented in Appendix A. 
ISAM does not support the 8413 diskette." 

ISAM is the only method that gives you the capability of building a hierarchy of index 
blocks to support a search of your files by key; its search-by-key function allows you 
to perform random retrieval in a relatively short time. In 08/3 ISAM, a key is a 
character string that you specify within each logical record, to uniquely identify that 
record. Its minimum length is 3 bytes; its maximum is 253. One restriction on the 
content of keys is that no byte of any key may contam the hexadecimal value FF 
(11111111 in binary). A key that contains FF^e rnay produce erratic results during 
retrieval by key. Another restriction on the content of keys is that you may not have 
a key constituted entirely of binary O's; this key is reserved for a dummy record that 
data management creates and inserts at the start of every ISAM file. The reasons for 
these restrictions on key size arid content are developed later in the manual. 

As in other OS/3 data management systems, a logical record is simply what you tell 
data management it is — a charadter string that you define and that data 
management handles as an entity in storage and retrieval. 
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To use ISAM's search-by-key function, you must first present your records serially with 
keys and load them sequentially onto disk. You present your records to data management, 
unblocked and one at a time, in ascending order of these keys. Data management blocks 
your initial records into an area of your file, termed the prime data area, and builds the 
index structure used to effect random retrieval by key. After initially creating your ISAM 
file, you may add new records, presented in any key order. OS/3 ISAM does not place 
these in the prime data area; it places your new records in an overflow area of your file 
and logically chains them to the proper points in the pre-existing series of records, 
maintaining the effect of one long, orderly series. (Other ISAM systems insert new records 
on the original prime data tracks, and existing records are pushed down; OS/3 avoids this 
inefficient process.) 

You may retrieve and update your records in any of the following ways: 

■ sequentially, progressing from any record toward the end of the series; 

■ randomly, by presenting a key; or 

■ randomly, by presenting a relative address. 

Another significant point of difference between this and other similar access methods is 
that OS/3 ISAM also allows you the option of side-stepping the formation of the ISAM 
index. When you dp so, your records need not be keyed, and the key-based functions of 
the ISAM repertbire are inoperative, yet you retain full abilities for sequential access, 
direct access, and inserting records. 

The advantages of using OS/3 ISAM without an index (ASAM) are these: 

■ Although your ASAM file is, in effect, a sequential file, under ISAM you have direct 
addressing capabilities that are not available to you under the OS/3 sequential 
access method (SAM). 

■ Your ability to add records to an ISAM file gives you the capability of building a 
header-trailer file and forming trailers dynamically. 

Another advantage of OS/3 ISAM over earlier systems is that a program referencing 
several disk files, one of which is an ISAM file with index, may employ the same 
processing module to reference the other files; that is, you may use an OS/3 ISAM 
module to process ASAM files sequentially or directly. 

Usually, an OS/3 ISAM file will be one of several files occupying the same disk pack. 
Every pack is provided with a volume table of contents (VTOC), which facilitates system 
control of disk. space and file location. (The VTOC and the system standard disk labels used 
in common by all OS/3 data management access methods are described in Appendix D of 
this manual. But it is worth npting at this ppint that ISAM does not support user labels for 
disk files.) 
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10.2. ISAM FILE ORGANIZATION 

When you are using the index-building feature of OS/3 ISAM, your file space on disk is 
divided into two parts: the index area and the data area. The index area is devoted entirely 
to 256-byte index blocks, formatted for hardware search. 

An ISAM key search, which always starts at the beginning of the top index, executes a 
disk search and retrieves a block that contains an entry pointing to another index track. 
When this is searched, a second index block is read; the second block contains an entry 
pointing to the desired data block in the data area. (In some cases, however, vvhen the size 
of your keys and the size of your file are unusually large, data management will need to 
make one additional index-track search to reach this data-pointer level in the index. A 
number of measures, developed later in some detail, will help you minimize this index- 
searching overhead; for the moment, however, remember that you do have some options.) 

The index area is formatted to permit hardware search, equal/high. By "hardware search, 
equal/high", we mean that the disk subsystem itself, once provided with your key and 
positioned to the index track by data management, tests each index block as it comes 
under the head to see whether the key on disk is equal to or greater than the key 
presented to it. Key comparisons are made within the disk control unit and do not involve 
transmission of key information to main storage. Only when a hit is made does the 
physical input/output control system (IOCS) return the index block to main storage, where 
data management examines it to decide which block to search for next. No read from your 
data area on disk is performed until a hit in the block index has pointed to the data block 
sought. When this data block is brought into main storage, data management searches it 
there for the logical record you have requested. 

This exploitation of the hardware search capability of the disk subsystems makes for 
speed, but a hardware search of the entire index can be avoided when you place part of it 
in main storage. This point is developed further in 10.2.4 and 10.2.5. See also the 
discussion of the INDAREA keyword parameter (11.4.5). 

The data area of your file contains only data bocks, which are not formatted for hardware 
search, and cylinder overflow control records (QOCR). The data blocks are either prime 
data blocks filled during your initial file load, or overflow 6aXa blocks, filled by your 
subsequent additions to the file. These blocks are identical in form; the only difference is 
their location, in either the prime data area or the overflow area of the cylinder. You will 
specify the percentage of each cylinder of your file that data management is to reserve for 
overflow when you first design and describe the file, using a certain keyword parameter in 
the declarative macro that defines it to OS/3 ISAM. Figure 10 — 1 shows the two partitions 
of an indexed OS/3 ISAM file. 
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ISAM Index Partition 


4 tracks 
(2 tracks 
on 8416 
and 8418 
disks) 



index entries) 


[ index muctum 
ind^ entries) 


256-byte index 
blocks, hardware- 
searchable. 


ISAM Data Partition 


prime data area 


overflow data 
area 




user-specified 
data blocks, 
not hardware- 
searchable 


LEGiEND: 

Cylinder overflow control record; written by data rnanagement in last block of cylinder and points to the location 
of remaining overflow space on this cylinder. 

Supplied by OS/3 data management. 

Data supplied by you; you also specify to OS/3 data management the percentage of cylinder area that is to be 
assigned to receive overflow records. The breakpoint between prime and overflow need not fall at a track 
boundary. 

Figure 10 — 1. The Two Partitions of an indexed OS/3 ISAM File: Cylinder Formats of the Index Partition snd the Data Partition 


COCR 



□ 
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Because it is unlikely that you will use the overflow areas at the same rate in all your 
cylinders, some may be filled while others are hardly touched; this is where the COCR 
comes in. When a cylinder's overflow area can take no more, OS/3 ISAM will place 
records ordinarily destined for that cylinder onto other cylinders having overflow space 
available. The COCR is in the last data block of the cylinder, and is used to keep track of 
available overflow space. 

During its original loading of your file into data blocks on disk, data management inserts a 
5-byte data pointer field after each prime data record. It Will use these fields later, 
whenever you present new records for insertion, to set up the required logical sequence 
and to keep it current. (You have a use for this data pointer, too, for retrieval of records 
without keys; this point is developed later,) .. .. 

New records are never actually inserted, although a rewritten record, which is an update 
of a record already on disk, is written back into the location of the original. As stated 
previously, data management- places new records in the overflow area and chains them 
into logical sequence. All records remain at the locations where they were originally 
placed, making it easy for you to point to the records of one ISAM file from the records of 
some other file. Because an updated rec'ord is always written back to its original spot, you 
must never alter either the original key or record length of a record when you update it. 

The most significant three bytes of the 5-byte data pointer contain the record's block 
number, relative to the start of the data area; its least significant two bytes contain’ the 
byte position of the record within this block. You may address all ISAM data records 
directly by their 5-byte relative addresses of this format, which you will express in binary 
form. 


10.2.1. IS AM Record Formats 

Your OS/3 ISAM file may contain either fixed-length or variable-length blocked records — - 
this is a difference between OS/3 and some earlier systems, which allowed only fixed 
record lengths. You present your records one by one, and l§AM blocks them. 

If your records are variable, you must insert into the leading two bytes of every logical 
record the length of that particular record in binary form. Fixed records do not require this 
2-byte field. (It is worth noting, if you are familiar with other systems using a 4-byte record 
length field at the head of each variable record and reserving two of these bytes for 
system use, that OS/3 ISAM does not do so — only two bytes are used for record length; 
the rest of the record is yours). 

When you submit keyed records to OS/3 ISAM (which you must do when you are using 
the index feature and may do even when you are not), all logical records in the file must 
have keys. Each key must be unique in content, equal in size to the other keys, and must 
be located at the same distance from the start of its record. As noted before, a key may 
always be embedded in a record; its length may not be less than 3 bytes nor exceed 253 
bytes. 

Figures 10—2 and 10—3 show the formats of OS/3 ISAM logical records, keyed and 
un keyed. 
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Key at Head of Record 


key 

data 



K 

1^— 

’ D 


^ — — — — — — — -v 1 


Key Internal to Record 


data 

key 

data 





' R 

1^ ^ 1 


Without Key 


data 


R 


LEGEND: 

K Record key. All keys in a keyed file must have the same length; each record in a keyed file must have one (and only 
one) unique key; and the starting location of the key must be the same in each record. You specify the length of the 
key with the KEYLEN keyword parameter; minimum length is 3 bytes, maximum is 253. 

L Key location. The starting location of the key must be the same in each record. You may specify the number of bytes 
of data preceding the key with the KEYLOC keyword parameter. If keyword is omitted, ISAM assumes the key starts in 
the first byte of a fixed record. 

D Data portion of your logical record 

R Length of logical fixed-length record (key plus data). You specify this length, measured in bytes, with the RECSIZE 
keyword parameter; it must never exceed the value of data block size, less seven bytes. 

Figure 10 — 2. Fixed- Length ISAM Records with and without Keys 






UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


10-7 


Key at Head of Record 


rl 

key 

data 





-> 1 \. "'W' 

\ # 

V 


Key Internal to Record 


rl 

data 

key 

data 

— F-- 

i w 




n 


V ^ 


Without Key 


rl 

data 




V » 


LEGEND: 

F A 2-byte record length field. You insert the length of each variable record into this field in binary; the length includes 
this 2-byte field and is equivalent to V in this figure. 

D Data portion of your logical record 

V Length of a variable record. Includes key plus data, plus two bytes for the record length field. You never specify this 

length with a keyword parameter but place it in the leading two bytes of each variable record {in the field represented 
by F in this figure). 

K Record key. All keys in a keyed file must have the same length; each record in a keyed file must have one (and only 
one) unique key; and the starting location of the key must be the same in each record. Minimum key length is 3 bytes; 
the maximum Is 253. You specify the length of the key with the KEYLEN keyword parameter. 

L Key location. The starting location of the key must be the same in each record. You may specify the number of bytes 
that precede the key with the KEYLOC keyword parameter. If you omit the keyword, ISAM assumes the key begins in 
the third byte of a variable record. 

Figure 10 — 3. Variable-Length ISAM Records with and without Keys 
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10.2.2. ISAM Data Block Format 

When OS/3 ISAM writes your records to the disk, it blocks them into data blocks, the size 
of which you specify. (This data block length is the same as the length of your I/O area, or 
data buffer, and may contain unused space, for reasons discussed later.) All data blocks 
begin with a 2-byte field called the block header, which states the number of bytes in the 
block that are currently occupied. Because every logical record is accompanied by the 5- 
byte data pointer just mentioned, the maximum size of any logical record is thereby limited 
to data block size minus seven bytes. And, because the effective data length of a variable 
record is further reduced by its own 2-byte record length field, the number of bytes of data 
that your longest variable record may contain is no more than data block size less nine 
bytes. 

Although you should use as large a block as you can afford to have in main storage, data 
buffer size is not entirely up to you. It may never be less than 256 bytes, for example, 
because this is the length of the index blocks, and ISAM handles these through the I/O 
buffer (whose length you specify when you specify data block size to data management). 
Furthermore, you should set data block size at some multiple of 256 bytes if you are using 
the fixed-sector 8415, 8416, or 8418 disks at your installation. If you do not specify a 
multiple of 256 bytes, ISAM increases your specification to the next higher multiple. If 
your data block size is less than 256 bytes, then you must specify a BLKSIZE length of 256 
bytes or more. Finally, whether you are using this or the variable-sector 8411, 8414, 
8424, 8425, 8430, or 8433 disks, the block size you specify must not exceed the track 
size for these devices: 


SPERRY UNIVAC Track Si: 
Disk Subsystem in Bytes 

841 1 

3625 

8414 

7294 

8415 

1 0,240 

8416 

10,240 

8418 

10,240 

8424 

7294 

8425 

7294 

8430 

13,030 

8433 

1 3,030 


Figure 10—4 illustrates the layout of two ISAM data blocks on disk, one containing two 
fixed-length records, and one containing two variable-length records. The legend relates 
the segments shown to various keyword parameters you will use in the DTFIS declarative 
macroinstruction to define your file to OS/3 ISAM. (The DTFIS macro and its keyword are 
described in detail in Section 11.) 

Note that Figure 10 — A shows some unused space at the end of each data block. You 
should avoid this (if you can) when you specify data block size for a file containing fixed 
records, by ensuring that the sum of your logical record size, plus five bytes for the record 
pointer following each record, divides evenly into the block size — not forgetting that block 
size must always include the 2-byte block header field. 

On the other hand, it is generally not possible for you to avoid some unused space in the 
data block when your ISAM file contains variable records. 
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LEGEND: 


B Block header, written by data management in the buffer* This is always two bytes long and contains (in binary) 
the number of bytes in the data block which hold usable information. In the example shown, this figure would 
equal (I) minus (U); it includes the total space occupied by the records themselves and the 5-byte data pointers, 
one of which follows each of the records. Because data management appends the block header in the buffer, 
and it is placed in the buffer with the block when it is retrieved, you must allow for this 2-byte headdr in 
calculating the data block size, which you specify with the BLKSIZE keyword parameter. However, it is not 
moved to your record work area (the address of which you specify with the WORK 1 keyword parameter) where 
data management presents your records, one by one. 

K Record key. This may be internal to the record instead of being located (as shown) at the head of the 
record. All keys in a file must have the same length; each record in a keyed file must have one and 
only one unique key; and the starting location of the key must be the same in each record of the file. 
You specify the starting location of the key with the KEYLOC keyword parameter, and its length with 
the KEYLEN parameter; minimum key length is 3 bytes and maximum is 253. (When you present a key 
that you want ISAM to match by search you load it in an area of your program specified by the 
KEYARG keyword parameter.) 

D Data portion of your logical record 

F A 2-byte record length field of a variable record 

P Record pointer, a 5-byte divider which follows every record that data management writes into the data 
block. The record pointers are written by data management, but you must allow space for them in 
calculating your I/O area length, which you specify with the BLKSIZE keyword parameter. Data block 
size and I/O buffer size may differ; the buffer must be at least the size of the data blocks, but may be 
greater. The record pointer contains, in binary, the block number and byte position In that block of the 
next sequential logical record in the file, in the form rrrbb, where: rrr is the block number, relative to 
the data partition; and bb is the displacement, measured in bytes, of the record into that block (a record 
preceded by 125 bytes will have a displacement value of 125). You will use this 5-byte "address” when 
you retrieve records directly, rather than by key. (This address Is always returned to you by data 
management after each record is loaded or added to your file; it is your responsibility to access it and 
store it for later use, if you plan to use it. Data management places this 5-byte Value in the field of 
your DTP called fUenameH.) 


Figure 10—4. Layout of ISAM Data Blocks (Prime or Overflow) on Disk Each Containing Two Logical Records (Part 1 of 2} 
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U Any unused space at the end of a data block. Usually unavoidable in data blocks containing variable-length 
recprds, this dead space may also occur in files of fixed records, if the sum of the logical record size (R) plus five 
bytes for the record pointer (P) does hot divide evenly into (1), the data block size you specify. 

R Length of logical fixed-length record (key plus data). You specify this, measured in bytes, with the RECSIZE 
keyword parameter. This must never exceed the value of the data block size, /ess seven bytes. 

V Length of logical variable-length record (2-byte record length field, plus key, plus data). You never specify this 
length with a keyword parameter; you place it in the 2-byte record-length field at the head of each logical 
record. Like the length of a fixed record, it may never exceed the value of data block size, less seven bytes. 


I Length of I/O area, which you specify with the BLKSIZE keyword parameter. It includes the 2-byte block header 

length, plus the record length of each logical record in the block, plus the 5-byte record pointer that must follow 
each record. It also includes such unused space as you have been unable to avoid. 

Figure 10—4. Layout of ISAIVI Data Bloc/(s (Prime or Overflow) on Dis/i Each Containing Two Logical Records (Part 2 of 2} 


Figure 10—5 is a schematic diagram of OS/3 ISAM's method of chaining records in 
logical seguence. The upper tier of records represents those placed into the prime data 
area by an initial load of the file in ascending order of record keys (keys being represented 
by the numbers). After the initial load, the record pointer that follows each record 
contained the hexadecimal pattern FO AA AA AA AA, indicating that the next record in 
physical sequence was also the next in logical sequence in the file. (The record pointer 
after the record whose key is 750 still points in this way to the start of the one whose key 
is 809, for example.) After the lower tier of four records was added (to the overflow area), 
data management revyrote some record pointers as necessary to chain the new records 
into their logical sequence. The record pointer following record 827 originally contained 
the pattern pointing to record 902, which is the next record in sequence in the original file 
and happens to be the first record in the next data block. After the addition of record 901, 
data management rewrote this to point to the new record; the new record pointer 
following 901 is now the one pointing to 902. 



Figure 10—5. Schematic Diagram of ISAM Records Chained into Logical Sequence after Adding 
Records to the File (Part 1 of 2) 
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LEGEND; 

bh Block header, a 2-byte field atthe head of each physical data block. Written by data management to indicate the 
number of bytes in the block that are devoted to usable data. 

rp Record pointer, a 5-byte field inserted by data management following each logical record written to a 
data block. Originally, after initial load, contains hexadecimal pattern FO AA AA AA AA, pointing to next 
sequential record in the file. Rewritten by data management as necessary to point to records “inserted” 
by addition after initial load. 

I I Logical records submitted by you in ascending order of keys. The top tier represents prime data records 
submitted by an initial load; the lower tier represents four records submitted by a subsequent operation, placed 
in overflow, and chained into logical sequence by OS/3 ISAM. 

I j Supplied by OS/3 ISAM 



Unused space in physical data block 

Figure 10—5. Schematic Diagram of ISAM Records Chained into Logical Sequence after Adding 
Records to the File (Part 2 of 2J 


10.2.2.1. Calculating Space Requirements for the File 

To calculate the number of cylinders required for data in an ASAM or ISAM file, you may 
proceed as follows: 

1. Calculate r, the number of logical records per data block (r is an integer): 

r = (block size) — 2 bytes 

(average record size) + 5 bytes 

2. From this, calculate b, the number of prime data blocks required for the initial ISAM 
load: 


. number of records to be loaded 

b = — 

r 

3. Then calculate d, the total number of data blocks (prime plus overflow): 


j ^ 100 b 

100 — (percent overflow) 

4. Calculate the cylinder capacity of the disk subsystem you are using: 

cylinder capacity = (number of surfaces per disk unit) (track capacity) 

The number of surfaces and the track capacity for the various disk subsystems are 
shown in Table A-4. 


5. Calculate the number of data blocks of the desired size each cylinder can hold: 


number of data 
blocks each cylinder 
can hold 


cylinder capacity 


block size 
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6. Finally, convert d into Cd, the number of cylinders required for data: 

d 

(number of data blocks each cylinder can hold) 


10.2.3. ISAM Index Blocks 

The index area of your ISAM file is, as we stated previously, entirely devoted to 256-byte 
index blocks, which are written for you on the index tracks by OS/3 data management. 
The format of these blocks is shown in Figure 10—6; they contain keys and 3-byte 
pointers to the prime data blocks and are hardware-searchable. 


ISAM Index Block on a Fixed-Sector 8416 Disc 











HK 

PH 


Pi 


P2 

Kn 

P 

n 



256 bytes 


ISAM Index Block on a Variable-Sector Disc 


HK 

(gap) 

PH 

Ki 

Pi 

^2 

P2 

Kn 

K| 


sum = 256 bytes 

LEGEND: 

HK High key of the block. 

PH Pointer following the high key of the block — points to next level below 
P A 3-byte pointer to next level below 



Unused space in index block 


Ki,K 2 ,...Kn are ascending keys, < HK 


Figure 10 — 6. Format of Full OS/ 3 ISAM Index Blocks 
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Note that all the entries are fixed-length and that the index block has no block header 
field. If the final block of an index level happens to be a full block, it will have the form 
shown in Figure 10—6, and the high key of the block will contain all 1 bits. If the final 
block is not full, its form will differ in that the top entry with a key of all 1 bits will be 
repeated between the last record pointer and the unused space. As a result, a scan of a 
final index block in main storage will search only valid information; there is no possibility 
of its running on into the spurious information contained in the unused space. 

Each scan of index blocks in main storage begins at the K, position. In the ordinary full 
block, the result may be a hit on or before Kn; if it is a miss, the search uses the PH 
pointer to locate the next index block to scan. 



r 

( 
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Note that like the ISAM data blocks, the index blocks may also contain unused space if 
the sum of the key length (measured in bytes and uniform for every key in the file), plus 
three bytes for the track or block pointer that follows each key, does not divide evenly into 
256. If your keys are 40 bytes long, for example, you can fit only five of them (and their 
accompanying 3-byte pointers) into 256 bytes and will have 41 unusable bytes left over. If 
you are designing a file, therefore, and have some latitude in choice of key length, it is 
wiser not to establish it arbitrarily, but to choose a key length that will give you the least 
wasted space in the index blocks. Figure 10 — 7 recapitulates much of what has been 
discussed so far: it shows the layout of an index partition and a data partition of an 
indexed ISAM file as they appear on disk: 


INDEX 

PARTITION 



SUM = 256 bytes 



Figure 10 — 7 . OS/ 3 ISAM File Structure (Part 1 of 2) 
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LEGEND: 

K Record key 

P Pointer 

bh Block header 

r Logical record 

Unused space at block end 


COCR Cylinder overflow control record; written by data management 
□ System-supplied pointers, headers, and count fields on disk 

Figure 10^7. OS/3 ISAM File Structure (Part 2 of 2) 



10.2.4. Calculating Space for the ISAM Index Area 

You may calculate your disk space requirements for the block index of your ISAM file by 
the process shown below. Because the space needed to hold your index is inversely 
proportional to the size of your data blocks, you should favor larger over smaller data 
blocks when you design your file, to avoid excessive index space. 


To calculate the number of cylinders (Cj) that your block index will need, you start with 
your block size, the average size of your records (if they are variable), the total number of 
records in your file, and the size of keys in the file. These are the five steps we suggest 
you take; they can, of course, be compressed into one calculation: 

1. Calculate r, the number of logical records per data block (r is an integer, naturally): 

_ blocksize — 2 

average record size + 5 


2. Calculate b, the number of prime data blocks you require: 


total number of records to be loaded 



3. Calculate e, the number of entries data management will make per index block (e is 
also an integer): 



^ 256 

® keysize + 3 

4. The next calculation gives i, the number of index blocks you will have: 


b 



I 


e 
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5. Dividing this by the number of index blocks each cylinder may hold (a constant 
depending on the disk subsystem) gives Cj, the number of cylinders your block index 
will require: 


' number of index blocks per cylinder 

These are the numbers of 256-byte ISAM index blocks that each cylinder may hold on 


disk subsystems used by OS/3: 

SPERRY UNIVAC Number of 256-byte 

Disk Subsystem Index Blocks per Cylinder 

8411 

100 

8414 

340 

8415 fixed 

120 

8415 removable 

80 

8416 

280 

8418 

280 

8424 

340 

8425 

340 

8430 

551 

8433 

551 


The foregoing calculations hold good for the second level of your ISAM index: the block 
index. For a useful approximation of the disk occupied by the entire index (when there is 
no intermediate index), you need add only the number of tracks that ISAM sets aside for 
the first level, which is the top index: two tracks for an ISAM file residing on an 8415, 
8416, or 8418 fixed sector disk, and four tracks for the variable sector 8411, 8414, 8424, 
8425, 8430, and 8433 disks supported by OS/3. 

The calculation of the amount of disk space actually occupied by your top index (without 
the repetition pattern mentioned in 10.2.3) is more complex. Of course, you can readily 
figure the maximums: 


Disk Subsystem 
on Which ISAM 
File Resides 

Maximum Number 
of Tracks for 

Top Index 

Track Capacity 
in 256-byte 

Top Index 

Blocks 

Maximum Number 
of Bytes for 

Top Index 

8411 

4 

10 

10,240 

8414 

4 

17 

17,408 

8415 

2 

40 

20,480 

8416 

2 

40 

20,480 

8418 

2 

40 

20,480 

8424 

4 

17 

1 7,408 

8425 

4 

17 

1 7,408 

8430 

4 

29 

29,696 

8433 

4 

29 

29,696 
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However, these maximums are rarely reached in practice; few files require more than 3K 
bytes for the top index. 

The most convenient procedure for learning the size of the top index is to access 
filenames after issuing the ENDFL imperative macro that terminates the initial file load or 
each subsequent extension of it (11.5.2.3). ISAM places the number of bytes required to 
hold the top index of a file in main storage in this 2-byte field, which is half-word aligned 
and addressed by concatenating the character "S" to your 7-byte file name. This is the 
figure you need to know for subsequent random operations on your file, because you can 
improve the speed of your keyed search operations (for add and retrieval) by providing 
main storage space for some or all of the top index. 


10.2.5. Loading the Top Index into Main Storage 

To speed random retrieval or record insertion operations in an ISAM file, you may specify 
that data management is to place as much as possible of your top index in the index buffer 
(INDAREA, 11.4.5) for subsequent search there. Doing so minimizes the hardware search 
of this part of your index on disk; if you can allow enough space in main storage for the 
entire top index, a search of it on disk is eliminated altogether. Only top index entries may 
be brought into main storage. 

As explained in 11.4.5, when you specify random retrieval operations, or record insertion 
operations, or both, you may direct ISAM to bring your top index into main storage by 
proper specification of the INDAREA and INDSIZE keywords. 

When your ISAM file is first opened for random retrieval or record insertion, if you have 
specified that your top index is to be brought into main storage, the OPEN transient 
computes the number of top index blocks that can be held in a table of the size you have 
specified with the INDSIZE keyword, reads this number of top index blocks (commencing 
with the trailing block and working toward the start of the index), and transfers these 
blocks to the INDAREA buffer. Although the top index blocks are not reformatted, ISAM 
eliminates any unused space in each 256-byte index block. The appearance of your top 
index in main storage is then as depicted in Figure 10— 8. Notice that the part of your top 
index that is in main storage always includes at least the Vast block, which contains the 
high key (hexadecimal FF). Including this key guarantees that an equal/high comparison 
will result when the index is searched in main storage. 

The search of the index in main storage is initiated by a READ, KEY; ADD; or WRITE, 
NEWKEY macro issued to the file. First, the search compares the key argument (KEYARG, 
1 1.4.9) to the low key of the top index segment in the INDAREA table. If the argument is 
equal to or greater than the low key of the INDAREA table, then a comparison is made 
against the high key of eac\\ block of the top index in the table until an equal/high 
comparison results. Then each entry in the block thus located is searched on an 
equal/high basis, to isolate the index entry that corresponds to the key argument. The 
search next turns to the block index on the disk (via the intermediate index, if one is 
present on disk) and from there to direct access of the prime data block sought. 
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K Record key 

P 3-byte pointer to next index level below 

Unused space in top index block on disc 

Figure 10 — 8. Blocks of an ISAM Top Index on Disk and Corresponding INDAREA Table in Main Storage 
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Referring again to Figure 10—8, consider that the KEYARG field contains the key 13.5. 
The search follows the following logic: 

1. Compare KEYARG (KA) to Kro, low key of the INDAREA index table: KA > Kiq. 
Therefore continue search in table. 

2. Compare KA: K 12 , high key of block 1: result low. 

3. Compare KA: K 15 , high key of block 2: result high. 

4. Therefore search block 2, each entry: result is hit on Kt 4 . Search of INDAREA table in 
main storage is complete; P 14 points to next lower level of index, on disk. 

On the other hand, if the key argument is lower than the low key of the INDAREA table, 
the search moves the disk, where a hardware search of the top index begins in the usual 
manner, as described in 10.2. The part of your top index that you have placed in main 
storage is not searched again on disk. 


10.3. ALTERNATE SEQUENTIAL ACCESS METHOD (ASAM) 

OS/3 ISAM provides the usual ISAM capabilities of retrieving sequentially or by key; and 
provides the additional capability of retrieving by address. The coding necessarily includes 
the simpler coding required for SAM processing and relative record DAM processing. 
Therefore, it was not difficult to provide handling for unkeyed sequential files wherein the 
index structure is omitted and keyed functions are avoided. This alternate sequential 
access method is called ASAM. 

Some of the reasons for using ASAM files are: 

1. A program is required to retrieve from a keyed file and from a sequential file. If these 
are specified respectively as ISAM and ASAM files, the same data management 
coding handles both. 

2. Direct addressing into an essentially sequential file is desired, and ASAM handling is 
found to fulfill the need. 

3. It is desired to insert new data between records of a previously formed file, and to 
retain direct access capabilities. The inserted data may be additional records of the 
same nature as the original records, or they may be addenda to the record from 
which they are chained. 

The important things to remember about ASAM files are these: 

■ No index or index space is provided; hence records may not be retrieved by key 
search. 

■ Records may be retrieved randomly (as in ISAM) by providing the record address that 
was returned to you at the time the record was placed in the file. You must make 
your own arrangements for retention of addresses; alternatively, you may calculate 
addresses, if your records are of fixed size. In this case, remember that there is one 
dummy record at file start. 
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■ Any block may be retrieved by providing the 3-byte number, followed by the 2-byte 
field containing binary 2 (the address of the first record of the block). 

■ Sequential retrieval is the same as in ISAM except that the SETL, KEY and SETLG, 
KEY imperatives cannot be used to start the sequence. 

■ If records are not to be added, you may specify zero overflow space. Nevertheless, the 
5-byte pointers will be appended to records. 

■ It may be desirable to have prime records of one size and addenda of other sizes. 
Remember that all records must have variable record formats, if there is to be any 
variance in size. 

■ In order to add records, you must provide ASAM with the address of the record that is 
to be followed by the new record. 

■ ASAM files will usually be defined as unkeyed. If keys are specified, ASAM will reject 
duplicate and out-of-sequence keys during LOAD. When such checking is necessary, 
you may save some coding by having ASAM do it. 

■ As in ISAM, you must use the SETL and ESETL imperatives to start and end a 
sequential progression. While you are in sequential mode you may not perform 
random functions. 

Figure 10—9 shows the logical aspect of an ASAM file in which not more than one 
addendum record in overflow has been chained from the prime record to which it relates. 

Because you may logically insert new records at any point in the ASAM file, it is possible 
to subordinate or connect several addendum records in overflow to each prima data 
record. A file you may structure this way may be of more interest or use to you than one 
based on the one-to-one relationship suggested so far. If you add your new records to 
overflow and provide ASAM with the address of the same prime data record for each of a 
group of, say, three records that you want related to it, these are chained in the sequence 
shown in Figure 10 — 10. The same chaining can be obtained by successive adds on three 
separate occasions — a point to remember, therefore, is that when you retrieve these 
sequentially, the order of retrieval is inverted. The last record of a string added to overflow, 
chained from a given record, is the first retrieved. 

This "last in, first out" (LIFO) retrieval sequence results automatically when you chain a 
series of overflow records from one prime record and is satisfactory for some applications. 
However, when you want some other order in sequential retrieval, you may set up the file 
for this when you provide ASAM, for each new record, with the address of the record 
(which may be overflow or prime) from which it is to be chained. 

Note that there is no pushdown or relocating of records added to the overflow area; the 
physical location of a new record blocked into overflow is not determined by the position of 
the prime record from which it is chained nor by the relative location of other records 
chained from the same prime record. 
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LEGEND: 


bh Block header, a 2-bYte field written by data management at the head of each physical data block to indicate 
the number of bytes of usable data in the block. 


Record pointer, a 5-byte field inserted by data management following each logical record in the data block. 
Those inserted following the prime records initially loaded into the ASAM file were originally dummied and 
contained the hexadecimal pattern FO AA AA AA AA. This pattern indicated that no related record had been 
added in overflow, chained from this prime record, and that the next record in logical sequence was therefore 
the next in physical sequence. When the overflow records were added, data rnanagement rewrote the record 
pointers following those prime records from which an overflow record was chained. The pointer following the 
first prime record, for example, points to the start of its addendum record in overflow; the pointer after the 
second prime data record (for which no overflow record was added) still contains the dummy pattern pointing 
to the next sequential record, in the prime data area. 


□ Logical data records, prime and overflow, provided by the 
Supplied by OS/3 ASAM. 


Unused space in physical data block. 

Figure 10—9. Logical Aspect of an ASAM File Containing Not More than One Record Chained in Overflow from Any One 
Prime Data Record ' 
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10.3.1. ASAM Data Formats 

The formats of the ASAM data records and data blocks are the same as in OS/3 ISAM, 
and separate figures of those for ASAM are not necessary. Figures 10—2, 10—3, and 
10 — 4 illustrate both keyed and nonkeyed records. Bear in mind, when you review these 
figures for ASAM, that you will be most likely to omit record keys when you want to omit 
the construction and use of an index structure. If you key in your ASAM file, your records 
will look like the keyed examples illustrated. 


10.4. MULTIVOLUME ISAM FILES 

You may split an ISAM file across several disk volumes. It is important to remember that 
all volumes of a multivolume ISAM file must be mounted online for all file processing: 

During your load operations, data management monitors continually to ensure that it does 
not exceed the prime data area you have allocated. If your load fills the prime area of a 
volume, data management continues the load onto the succeeding volume, if there is one. 
If there is no other volume, it seeks additional space on the current volume and notifies 
you if there is no additional space available. When you terminate the load, data 
management saves the progress point for later use if you should extend the file. 
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11. Functions and Operation of ISAM 


11.1. GENERAL 

In the previous section, the discussion of the OS/3 indexed sequential access method 
(ISAM) aimed primarily at describing file organization, data record and data block formats, 
and the format of the index blocks in the index structure that is characteristic of the 
traditional ISAM file. The salient feature of processing an ISAM file that you have 
constructed with a directory or index structure is the search-by-key function, which is 
used to retrieve your records by key. 

We also pointed out the option for creating a nondirectory ASAM file, in which your 
records need not be keyed, and for which data management builds no index structure. 
Accessing records directly without use of an index is accomplished by providing record 
pointers, rather than keys. Sequential processing of either type of ISAM file is essentially 
the same. In our discussion of the structure and content of OS/3 ISAM files, we gave you 
a certain insight into the means OS/3 provides for processing them. 

This section builds on that foundation, presenting first an overview of OS/3 ISAM 
functions. It then presents a declarative macroinstruction, DTFIS, of a specific type, with 
which you define your file to OS/3 data management and outline to OS/3 ISAM some of 
your intentions for processing it. The DTFIS macro establishes a file control table that data 
management uses, during its processing of your file, to keep you and itself informed of the 
characteristics of the file and the results of processing. (Both the macro and the file table 
it creates are frequently termed the "DTF,” from the initials of the phrase define the file 
we use to distinguish this type of declarative macro from others.) 

You describe significant characteristics of your ISAM file, and provide OS/3 data 
management with certain particulars it needs for processing it, by means of some 27 
keyword parameters that you specify as operands of the DTFIS declarative macro. Two of 
these keywords, which provide the size and symbolic name of the input/output area (or 
I/O buffer) that every OS/3 data management file needs for its exclusive use, are always 
required. Most of the other keywords are mandatory under certain conditions or for certain 
processing functions. Others you will specify entirely at your option. The greater part of 
the DTFIS macro discussion concerns its keyword parameters. 
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Following the detailed descriptions of the keywords, this section then presents the set of 
12 imperative macroinstructions that make up the OS/3 data management repertoire for 
processing your ISAM files. Each macro is detailed individually, and the discussion of each 
one points out any way in which your use of it will change when you use it with the 
indexed form or the nondirectory form of OS/3 ISAM. 

Next, we explain the methods you have of linking your program to the OS/3 ISAM 
processing modules. An explanation of OS/3 ISAM s system for handling error and 
exception conditions follows this, and recapitulates certain points made during 
descriptions of the imperative macros. A number of programming examples conclude the 
section. 


11.2. FUNCTIONAL DESCRIPTION. OS/3 ISAM 

Perhaps the best way to obtain a quick overview of the functions for which OS/3 ISAM 
has been designed is to look at the imperative macros you will issue in your basic 
assembly language (BAL) program to process your ISAM files. But, before studying each of 
these macros in detail (they are described fully in 1 1.5), it may be more useful to consider 
their functional groupings; these are discussed in the next two paragraphs. 


11.2.1. Processing an Indexed ISAM File 

As you have noted in Section 10, OS/3 ISAM is provided primarily to enable you to 
organize and process disk files from which you will have frequent need to retrieve records 
directly by key, but for which sequential processing is also important to you. ISAM 
facilitates the search-by-key function by providing a key-based index structure; it 
implements this function through a repertoire of key-related imperative macros. OS/3 
ISAM also provides you with a set of imperatives for sequential processing. Table 11—1 
lists the imperatives available for processing an indexed ISAM file. The imperative macro 
calls are grouped in sets according to functions and are repeated to point out that some 
are used in more than one setting. Note that those you would expect to call many times in 
your BAL program have been indented in the list to identify them. (The name of the ISAM 
file in the illustration is “EMPLMST” - possibly a master file of employees at some 
installation.) 
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Table 11—1. Imperative Macro Calls for Processing an OS/ 3 ISAM File with an Index Structure, Listed by Functions 


Functions 

Imperative Macro Calls 

Initiating and Terminating 

OPEN EMPLMST 


Processing of the File 

CLOSE EMPLMST 


Loading or Extending 

SETFL EMPLMST 


the File 

WRITE EMPLMST, NEWKEY 
ENDFL EMPLMST 

Inserting New 

Records 

WRITE EMPLMST, NEWKEY 
WAITF EMPLMST 

Random Processing. 

Retrieval and Updating 

READ EMPLMST, KEY 

WAITF EMPLMST 

if WRITE is used 

READ EMPLMST, ID 

WAITF EMPLMST 

WRITE EMPLMST, KEY 

WAITF EMPLMST 
/BOF ^ 

Sequential Processing. 
Retrieval and Updating 
if PUT is used 

SETL EMPLMST,/ 

JGKEY 

V|D > 
GET EMPLMST, (0) 
PUT EMPLMST 
ESETL EMPLMST 



NOTES: 

1. The ADD imperative macro is equivalent to the WRITE,NEWKEY 
macro for inserting new records. 

2. The UPDT imperative macro is equivalent to the WRITE, KEY macro 
for random updating. 


11.2.2. Processing an ISAM File without an Index Structure 

When you specify a nondirectory ISAM file, you can no longer locate records by presenting 
a key to data management. Three of the standard imperative macros are no longer 
available to you: 

READ, KEY 
SETL, KEY 
SETL, GKEY 

Otherwise, the function repertoire is the same. Despite the fact that keys are not used, 
some macro calls retain the KEY operand. 

The WRITE, KEY macro, for example remains available to you for inserting a trailer record 
in overflow, but you provide this macro with the relative address of the header record from 
which the trailer depends, not its key. 

Sequential processing is the same as for indexed files, except that no index is available fpr 
selecting the starting point for a sequential retrieval sequence. Here again, you will 
provide a relative record address to the SETL macro. 
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Table 11—2 lists the calls for the imperatives available for processing a nondirectory ISAM 
file. The calls are grouped in sets according to functions and, as in Table 11 — 1, are 
repeated to indicate that some operate in more than one setting. Those calls that you 
should expect to use many times in your BAL program are indented to identify them. 
(Again, the 7-character file name of the nondirectory ISAM file being processed in the 
illustration is "EMPLMST.") 


jqIjIq / /__2. Imperative Macro Calls for Processing a Nondirectory OS/3 ISAM File without an Index Structure, Listed by 
Functions 


Functions 


Imperative Macro Calls 

initiating and Terminating 

OPEN 

EMPLMST 

Processing of the File 

CLOSE 

EMPLMST 

Loading or Extending 

SETFL 

EMPLMST 

the File 


WRITE EMPLMST, NEWKEY 


ENDFL 

EMPLMST 

Adding Trailer 


WRITE EMPLMST.NEWKEY 

Records 


WAITF EMPLMST 

Random Processing. 


READ EMPLMST, ID 

Retrieval and Updating 


WAITF EMPLMST 

if WRITE is used 


WRITE EMPLMST, KEY 

WAITF EMPLMST 

Sequential Processing. 
Retrieval and Updating 

SETL 

EMPLMST, 

if Put is used 


GET EMPLMST, (0) 

PUT EMPLMST 


ESETL 

EMPLMST 


NOTES: 


1, The ADD imperative macro is equivalent to the WRITE.NEWKEY 
macro for inserting new records. 

2. The UPDT imperative macro is equivalent to the WRITE, KEY macro 
for random updating. 


11.2.3. Deleting Records from an ISAM File 

A function for which OS/3 ISAM does not provide you a specific imperative 
macroinstruction is record deletion. However, to help you in this aspect of managing a file, 
OS/3 ISAM establishes a 2-byte field in the DTFIS file table (half-word-aligned) in which 
your program may keep a count of the number of records you have tagged for deletion. 
You may address this field, which is available for the life of the file, by concatenating the 
character "T” to your 7-character file name; this field will be termed filenameT in this 
manual. 

You, of course, must establish your own convention for tagging records in your file that 
are to be deleted; there is no field in the OS/3 ISAM data formats dedicated to this use 
(nor, if you recall, does OS/3 ISAM provide for user file labels in which you might record 
deletion statistics instead of using filenameT). 
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Because tagging a record for deletion will most likely be part of a rewrite operation (for 
which you issue the WRITE, KEY macro), it would be logical also to increment the count in 
fUenameT either before or after the rewrite operation. Because your count of records you 
have tagged for deletion is always available to you in the DTP, you can access it as an aid 
in deciding when to reorganize your ISAM file. 

There is no way to avoid retrieving records you have tagged for deletion; they will always 
be read by a READ or GET imperative macro. For this reason, to tag records that you have 
decided should be removed from the file is an important part of your processing them. You 
should, of course, also provide in your program for checking against the presence of this 
flag whenever you retrieve a record. 
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DTFIS 


11.3. DEFINING AN OS/3 ISAM FILE (DTFIS) 

In order to process a file by OS/3 ISAM, you must define it to data management by 
issuing the DTFIS declarative macro in your BAL program. (The macro call is derived from 
the phase define the file for indexed sequential.) 

The symbolic name of your file (filename) may contain no more than seven characters and 
must begin with an alphabetic character. This file name is also used by the OS/3 ISAM 
imperative macros to identify the file to be processed. It must be the same as the file 
name you have included in the LFD statement in the device assignment set of OS/3 job 
control statements by which you allocate the file. (See the job control user guide, UP-8065 
(current version) for the details of OS/3 job control statements.) 

The DTFIS declarative macro generates a file table that data management uses to keep 
itself and you informed of the characteristics of the file and of the results of your 
processing it with the ISAM imperative macros. The DTF generator assures that the file 
table is automatically aligned on a full-word boundary. The size of this file table varies 
according to the processing to be performed (which you may specify via the lOROUT 
keyword parameter, 11.4.8): 

DTF File Table Size, 

in Bytes lOROUT Specification 


332 

LOAD 

372 

RETRVE 

396 

ADD 

396 

ADDRTR 


As you execute each imperative macro, data management places an informative reply, 
indicating normal completion or exceptions (including unrecoverable error conditions) in a 
special field of the DTF file table. If you have not provided an error exit, you must 
remember to access this field when control returns inline to you after execution of each 
imperative. 

You address this field (called filenameC) by concatenating the character "C” to the name 
of your file. Some of the imperative macros also pass information to you in other special 
fields of the DTF file table, which you may address similarly by concatenating a specific 
character to your file name (details are given for each macro separately in 11.5, and these 
are recapitulated in 11.7). Because the maximum length for symbolic names throughout 
OS/3 is eight characters, data management therefore limits you to a maximum of seven 
for file names. 


In addition to the file table just mentioned, the DTFIS declarative macro also generates 
certain references so that you may link a BAL program with a DTFIS file table you have 
generated in a separate assembly: 


■ 


An ENTRY definition for filename. You must specify a corresponding EXTRN definition 
for filename within your program. 
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■ An EXTRN definition for each symbolic name you have supplied with certain of the 
DTFIS keyword parameters described in what follows. You must specify a 
corresponding ENTRY definition for each of these symbolic names. 

Following is a listing of the required and optional keyword parameters you will specify as 
operands of the DTFIS declarative macroinstruction. These are listed here in alphabetic 
order, but you may specify them in any convenient order, just so you separate them with 
commas. The paragraphs following this format statement discuss the use of each keyword 
parameter, and a table summarizing the keywords follows the descriptions. 

Refer to the preface of this manual for OS/3 data management format statement 
conventions and to 1.6.3 for rules concerning continuation of statements. A comma is 
shown preceding each keyword parameter except the first, to remind you that all keywords 
coded in a string must be separated by commas. However, a comma must neither be 
coded in column 16 of a continuation line, nor follow the last keyword in the string. Refer 
to the coding examples which follow. 

Format: 


LABEL 


A OPERATION A 


filename 


DTFIS 


ACCESS= 


OPERAND 


EXC ) 

excrI 

SRD ( 
SRDO; 


BLKSIZE=n 

[,ERROR=symbol] 

[,INDAREA=symbol] 

[,INDEXED=NO] 

[,INDSIZE=n] 

,IOAREA1=symbol 

[,IOAREA2=symbol] 

UOREG=(r)] 

TlOROUT=(tOAD 
) ADD 
j RETRVE 
lADDRTR 

[.KEYARG=symbol] 

[,KEYLEN=n] 

[.KEYLOC=n] 

[,LOCK=NO] 

[,PCYLOFL=nn] 
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LABEL 


A OPERATION A 


filename 

(cont) 


DTFIS 


,RECFORM= 


OPERAND 


|FIXBLK ) 
IVARBLKj 


[,RECSIZE=n] 


[,SAVAREA=symbol] 


JYPEFLE= ( RANDOM^ 
^RANSEQ > 
iSiQNTL ) 


[,UPDATE=NO] 

[,VERIFY=YES] 

[,WORK1=symbol] 

[,WORKS=NO] 


11.4. DTFIS KEYWORD PARAMETERS 

The following is a discussion of the use of each of the keywords that you may specify as 
operands of the DTFIS declarative macroinstruction; the discussions are arranged 
alphabetically for ease of reference. Table 11-3, following these descriptions, summarizes 
all of the keywords. 


11.4.1. Specifying File Accessing Options (ACCESS) 

In a multitasking environment, the file lock feature can prevent the loss or destruction of 
y data. This feature allows you to control the sharability (specify the read/write 
requirements) of a file while you are using it. This feature only applies to those files you 
specified as lockable. The procedure for specifying which files are lockable is described in 
16.1.4. 

You can specify the sharability of a lockable file by using either the ACCESS or LOCK 
keyword parameter (11.4.1). It is recommended that you use the ACCESS parameter 
because it provides greater flexibility (more read/write options available) than the LOCK 
parameter. If both the ACCESS and LOCK parameter are specified in the same DTF 
macroinstruction, the ACCESS specification will override the LOCK specification. 

\ 

Keyword Parameter ACCESS: 

ACCESS=EXC 

Specifies exclusive read/update/add use of the file. No other jobs can access the 
file while it is being used. 

NOTE: 

This specification is equivalent to the default value for the LOCK parameter, that is, 
"" LOCK=NO is omitted. 





UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


11-9 
Update C 


ACCESS=EXCR 

Specifies read/update/add use of the file and also allows other jobs to read from 
the file while it is being used. (Only ACCESS=SRD can be specified for other 
Jobs.) 

ACCESS=SRD 

Specifies that only the read function is allowed for the file and allows other jobs 
read/update/add use of the file. (Only ACCESS=EXCR, SRD, or SRDO can be 
specified for other jobs.) 

ACCESS=SRDO 

Specifies that only the read function is allowed for the file and also allows other 
jobs to read from the file. Writing to the file is not allowed from the job 
associated with this DTP or from other jobs. (Only ACCESS=SRD or SRDO can 
be specified for other jobs.) 


11.4.2. Specifying Size of Data Blocks (BLKSIZE) 

To specify the size of the physical data blocks in your ISAM file, you must supply this 
required keyword parameter in your DTFIS declarative macro. (See 10.2.2 for a discussion 
of ISAM data block formats; these are shown in Figure 10-4.) 

Keyword Parameter BLKSIZE: 

BLKSIZE=n 

Specifies the size of the blocks in the file, where n is the size in bytes. This 
keyword is always required. Size may not be less than 256 bytes nor exceed 
the track size for the disk subsystem on which the file resides: 

SPERRY UNIVAC Track Size, 

Disk Subsystem in Bytes 


8411 3625 

8414 7294 

8415 10,240 

8416 10,240 

8418 10,240 

8424 7294 

8425 7294 

8430 1 3,030 

8433 1 3,030 

When you specify fixed-length records (by default, or by specifying 
RECFORM=FIXBLK), your BLKSIZE specification n should equal record size + 5 bytes, 
multiplied by the number of records per data block, adding two bytes for the block 
header. The block size need not be the same as your I/O buffer allocation, which may 
be specified with a define storage (DS) statement elsewhere in your program, but it 
must not exceed the length of the buffer. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


11-10 


When 8415 disks are used, the ISAM blocksize is restricted. For each cylinder, ISAM 
requires at least two blocks of space reserved for overflow. The following algorithm 
calculates b, the total number of overflow blocks per cylinder: 

b = blocks per track x tracks per cylinder 

A minimum of one block per track may be specified and two tracks per cylinder (8415 
removable) or three tracks per cylinder (8415 fixed). The number of blocks per cylinder is 
then multiplied by the percentage of overflow (maximum 80%) and rounded up to the next 
integer value. If less than two, the resulting overflow block count is set to 2. The overflow 
block count is then subtracted from the total number of blocks per cylinder to calculate d, 
the data blocks per cylinder, a value which must be nonzero. 

d = b — overflow block count 

When applied to the 8415 disk (fixed or removable) the algorithm for calculating number of 
overflow blocks per cylinder (b) can result in a value identical to the total number of blocks 
per cylinder, thus leaving no space for data. If this condition occurs, the OPEN imperative 
macro generates the message: DM61 INVALID DTF FIELD: PARAMETER, OR PARAMETER 
COMBINATION. This restriction condition can occur only with large block sizes (one or two 
blocks per track) and large overflow percentages (70 to 80%). 


11.4.3. Specifying Your Error Exit (ERROR) 

When a fatal hardware or detectable logic error occurs on an ISAM file, or an exception is 
detected to exact performance of the function you have requested, data management 
returns control to your error-handling routine, if you have coded one and provided its 
address with the ERROR keyword parameter. If you have no error routine, control returns 
to you inline, at the instruction in your program next after the imperative macroinstruction 
that initiated the transfer of control. 

It is your responsibility to interrogate the error/status codes and take appropriate action. If 
you choose to continue processing, it is useful to know that data management provides 
you an inline return address in register 14; this inline return is to the instruction in your 
program next following the imperative macro that initiated the transfer of control to your 
error routine. 

When OS/3 data management transfers control, the addressable field filenameC in the 
DTFIS file table contains information on the reasons for the error. (See 1 1.7 and Appendix 
B.) 

Keyword Parameter ERROR: 

ERROR=symbol 

Specifies the address of your errorrhandling routine, to which data management 
transfers control for all conditions of error or exception to exact performance of 
the function you have requested. When data management transfers control, 
filenameC contains information on the reasons for the error. 

If omitted, control returns to you inline. 
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11.4.4. Describing an Index Area in Main Storage (INDAREA, INDSiZE) 

This pair of keyword parameters is required when you are loading an indexed file but 
optional at other times. (It is not used when your file is a nondirectory ASAM file and has 
no index.) You specify a main storage location into which ISAM may load part of your top 
index by the INDAREA keyword, and you specify the length of this area, in bytes, with the 
INDSIZE keyword Like the I/O area, your index area must always be half-word aligned. 

For loading operations, the length of the index area must always be at least 256 bytes 
because ISAM uses this space to create the 256-byte index blocks as loading proceeds. 
(See 10.2.3.) 

An optional OS/3 ISAM facility, by which ISAM places all or part of the top index in main 
storage to speed random retrieval or record insertion, may be invoked by specifying the 
INDAREA and the INDSIZE keywords under the following conditions: 

■ The KEYARG and KEYLEN keywords are also specified (11.4.9, 11.4.10). 

■ IOROUT=ADD, I0R0UT=ADDRTR, or IOROUT=RETRVE is also specified (1 1 .4.8). 

■ TYPEFLE=RANDOM or TYPEFLE=RANSEQ is also specified (11.4.15). 

The INDSIZE, INDAREA, and KEYLEN parameters define the size and address of the index 
buffer and the amount of the top index that * may be brought into main storage 
automatically when the file is opened. ISAM determines the size of the top index table 
entries from the length of keys specified by the KEYLEN keyword and ensures that the 
length of the INDAREA table (specifledCby the INDSIZE keyword) will accommodate at least 
one block of top index entries. If your INDSIZE specification is less than this minimum, 
your attempt to invoke this facility is negated, and appropriate diagnostic messages are 
printed in the DTFIS macro expansion in your assembly listing. ISAM automatically rounds 
your INDSIZE specification c/owa? to an integer multiple of one block of top index entries. 

To ascertain the total number of bytes actually required to hold the entire the entire top 
index in table form in the INDAREA buffer, you may access filenames \r\ Xhe DTF on 
completion of a file load sequence; refer to 10.2.4. 

For a description of the operation of the ISAM index-in-main-storage facility, refer to 

10.2.5. 

Keyword Parameter INDAREA: 

INDAREA=symbol 

Specifies location in main storage in which ISAM builds index blocks during load 
operations, or where ISAM places top index table for random retrieval or record 
insertion, where symbol (address) is the location. Must be half-word aligned. 
Required for load operations; optional for others. Length of area specified by 
INDSIZE keyword. 
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Keyword Parameter I NDSIZE: 

INDSIZE=n 

Specifies length of index area in main storage, where a? Is the length, in bytes. 
For load operations, the length must be at least 256 bytes; excess space is 
unused: For random processing, length greater than 256 bytes is optional; ISAM 
ensures that INDAREA acconrirnodates at least one block of top index entries 
(three bytes greater than KEYLEN specification). 

11.4.5. Eliminating the Index Structure (INDEXED) 

This keyword is used when you want to eliminate construction of the ISAM index 
structure. 

Keyword Parameter INDEXED: 

INDEXED=NO 

Specifies that you have elected the option to create a nondirectory ISAM file and 
to reference its records by relative addresses, rather than by keys. Data 
management does not construct the index; key-based processing functions are 
inoperative. 

If omitted, the index structure is provided. 


11.4.6. Specifying I/O Buffers (IOAREA1, IOAREA2) 

All ISAM operations require at least one I/O area, half-word-aligned and at least 256 
bytes in length. You specify its address with the I OAR EA1 keyword. You may specify a 
second area, of equal size, which must also be aligned on a half-word boundary, with the 
optional IOAREA2 keyword. To do so will increase the speed of your processing; you will 
notice that the benefits are more pronounced for load and sequential retrieval than for 
random operations. 

Keyword Parameter IOAREA1: 

IOAREA1=symboi 

Required to specify location of input/output area, where symbol (address) is the 
location. Must be half-word aligned. Length must equal or exceed the number of 
bytes specified with BLKSIZE keyword. 

Keyword Pararneter IOAREA2: 

IOAREA2=symbol 

Specifies location of optional additional input/output area, where symbol 
(address) is the location. Must also be half-word aligned and will be same size as 
the required area specified by the IOAREA1 keyword. You may improve the speed 
of sequential I/O operations if you specify this keyword. 
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11.4.7. Specifying Current Record Pointer (lOREG) 

When you are referencing your records in the I/O areas rather than in the work areas, 
you need to specify a general register to be used to point to the current I/O area. 
Registers 2 through 12 are always available; if you have specified the SAVAREA keyword 
parameter, general register 13 is also available. (See 11,4.18 for details on the use of 
record work areas.) 

Keyword Parameter lOREG: 

lOREG-(r) 

Required to specify the general register to be used to point to the current I/O 
area when you are not referencing records in the work areas, where r is the 
number of the general register. Registers 2 through 12 are available, and register 
13 is also available if you have specified the SAVAREA keyword. 


11.4.8. Specifying the Type of File Processing (lOROUT) 

You may specify the type of processing to be performed on your file with the optional 
lOROUT keyword; this parameter has four forms. Note that you may also specify the type 
of retrieval with the TYPEFLE keyword (1 1.4.15). 

A file-loading operation (IOROUT=LOAD) may end with the final data block only partly full. 
When this occurs, data management stores the exact location of unused file space in the 
disk volume table of contents (VTOC) for later recovery and use as needed. 

You may add records (IOROUT=ADD) with keys higher than the final prime data record, 
which is contained in the data block marked as the logical end of file. As data 
management places these in overflow, they do not affect the location of unused prime 
space. , ^ 

If you should introduce new records by resuming load operations (IOROUT=LOAD), these 
must be submitted in ascending order of keys; all must have higher keys than the current 
highest key (whether in a prime record or an overflow record already on disk). 

If you add enough records to an ISAM file, some cylinder ovef low space will become filled, 
and data management will be unable to place added records on the cylinder where they 
belong. When this occurs, data management resorts to using space on the earliest cylinder 
having available overflow and adds records at the earliest possible point of the following 
sequence: 

1. On the cylinder reached by prime search 

2. On the cylinder having the current COCRS* 

3. On a cylinder newly set as having the COCRS (discovered by progressing through 
COCR blocks to one showing space available) 


*The COCRS is a special cylinder overflow control record that data management writes and maintains in the DTF and 
VTOC to control remaining overflow space on the cylinder that is currently used to accept overflow records from other 
cylinders. 
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Keyword Parameter lOROUT: 

IOROUT=ADD 

Specifies that new records are to be inserted into a file. You may not specify the 
ADD form of this keyword unless you have allocated an overflow area with the 
PCYLOFL keyword parameter (11.4.12). 

IOROUT=ADDRTR 

Specifies that new records are to be inserted in the file and that records will also 
be retrieved and updated randomly or sequentially. You may not specify the 
ADDRTR form of this keyword unless you have allocated an overflow area with 
the PGYLOFL keyword (11.4.12). 

IOROUT=|^^r' 

Specifies that either a new file is to be created or an existing file is to be 
extended. ISAM assumes that the LOAD form has been specified if you omit the 
lOROUT keyword parameter. 

IOROUT=RETRVE 

Specifies that your records are to be retrieved or updated randomly or 
sequentially. 

If omitted, IOROUT=LOAD is assumed. Type of retrieval may be specified with the 
TYPEFLE keyword (11.4.15). 

11.4.9. Specifying Location of Retrieval Search Argument (KEYARG) 

Whether you are referencing records by key (as when you are using ISAM with the index 
structure) or by relative address (as with the nondirectory form of ISAM), you need a field 
in which to present data management either with the key it is to match by the search-on- 
key function or with the relative disk address at which it is to access your record directly. 
You specify this field with the KEYARG keyword parameter. 

You should avoid presenting ISAM with either the address or the all-zero key of the 
dummy record at file start as a search argument. The dummy record is not available for 
you to use, and efforts to retrieve or overwrite it result in the error processing described 
under the various imperative macros involved. You may, on the other hand, safely specify 
an all-zero key in the KEYARG field when you issue the SETL, GKEY imperative: data 
management prepares to give you the first record after the dummy, and no error 
processing results. 

The length of the KEYARG area will be five bytes when you use it only for relative 
addressing, but it must equal the actual length of the keys in your records (specified by the 
KEYLEN keyword) when you are using the indexed form of ISAM. You may omit the 
KEYARG keyword parameter when you are not retrieving records. 
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Keyword Parameter KEYARG: 

KEYARG=symbol 

Specifies the field in your program where you will place addresses or keys to 
effect retrieval of your records, where symZio/ (address) is the location in this 
field. The length of the KEYARG area is five bytes when you use it for relative 
addressing and equal to key length (KEYLEN keyword parameter) otherwise. May 
be omitted when you will not retrieve records. 


11.4.10. Specifying Length and Location of Records Keys (KEYLEN, KEYLOC) 

When your records have keys (as they must when you use the indexed form of ISAM, and 
may when you are using the nondirectory form), all keys in the file must have the same 
length, and every record must have a key. The key need not begin at the head of the 
record; it may be internal to the record, in fact, but the starting place for the key must be 
the same in every record. The minimum length for a key is 3 bytes; the maximum is 253. 
Each key must be unique. No byte of any record's key may contain the hexadecimal value 
FF, nor may any of your keys duplicate the all-zero key or the dummy record that ISAM 
creates and inserts at the start of the file. 

You specify the length of the key in bytes with the KEYLEN keyword parameter and the 
number of bytes of data that precede the key with the KEYLOC keyword. You must specify 
the KEYLEN parameter for an indexed ISAM file; you need not specify it for a nondirectorty 
file unless you want ISAM to check the sequence of your keys during the load operation 
(remember that sequence checking is done automatically only when you are loading your 
records for an indexed ISAM file, to which you present them in ascending order of keys). 

You need not specify the KEYLOC keyword if the key is at the head of the record. When 
you omit this keyword, ISAM assumes that you have specified KEYLOC=0 for fixed records 
or KEYL0C=2 for variable records (each of which, as you recall, contains its record length 
in the leading two bytes). 

Keyword Parameter KEYLEN: 

KEYLEN=n 

Specifies the length of keys in an ISAM file, where n is the length in bytes. All 
keys in an ISAM file must have the same length; the minimum length is 3 bytes, 
and the maximum is 253. Required for indexed ISAM files; optional otherwise. If 
specified for a nondirectory ISAM file, causes data management to check 
sequence of keys during a record load. 

Keyword Parameter KEYLOC: 

KEYLOC=n 

Specifies the number of bytes that precede the key of an ISAM record, where n 
is this number. The location of the keyfield must be the same within all records 
of the file. 

If omitted, ISAM assumes that you have specified a value of zero for fixed records or 
two for variable records. 
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11.4.11. Suppressing a File Lock (LOCK) 

f 

As we mentioned earlier, there are two ways to specify the sharability of your disk files. We 
have already discussed the ACCESS keyword parameter and now we will discuss the other 
way; that is, the LOCK keyword parameter. 

Two options are available with the LOCK parameter: 

1 . The file is exclusively locked when it is opened during the execution of your program. 
You have exclusive use of the file. You can read, update, and add to the file. No other 
user can open the file until you close it. 

2. A read-only lock is applied to the file when it is opened. You can only read from the 
file and all other uses can only read from the file. 

Keyword Parameter LOCK: 

LOCK=NO 

This is equivalent to specifying ACCESS=SRDO. It should not be used in the 
same DTF as the ACCESS keyword parameter. If it is, the ACCESS keyword 
parameter will override it. 

If you omit both LOCK=NO and the ACCESS keyword parameter, this is equivalent to 
specifying ACCESS=EXC. 

f 
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11.4.12. Providing Cylinder Overflow Area (PCYLOFL) 

For both the indexed and the nondirectory ISAM file, you specify the percentage of the 
space of each cylinder that data management is to reserve for overflow with the PCYLOFL 
keyword parameter. You will recall that it is to the overflow area that data management 
writes records added after your initial load. The maximum percentage is 80. 

If you specify a zero value or if you omit the PCYLOFL keyword altogether, you may not 
add records to the file; any you attempt to insert will be rejected. 

Keyword Parameter PCYLOFL: 

PCYLOFL=nn 

Specifies the percentage of each cylinder that data management is to reserve for 
overflow, where nn is the percent. The value of nn may range from 00 through 
80. If you specify PCYLOFL=00, records presented later for insertion will be 
rejected. 

If omitted, data management assumes that you have specified PCYLOFL=00. 


11.4.13. Specifying Record Size and Format (FtECFORM, RECSIZE) 

Records in an ISAM file are fixed or variable in length and are blocked by data 
management. You may specify the format with the RECFORM keyword parameter; if your 
records are fixed length, you must specify this length with the RECSIZE keyword. All fixed 
records must have the same length in an ISAM file. 

Keyword Parameter RECFORM: 

RECFORM=FIXBLK 

Specifies that your records are fixed-length, blocked. You must also specify the 
RECSIZE keyword. 

RECFORM=VARBLK 

Specifies that your records are variable-length, blocked. You do not specify the 
RECSIZE keyword. 

If omitted, data management assumes that you have specified RECFORM=FIXBLK, 
and you must specify the RECSIZE keyword parameter. 

Keyword Parameter RECSIZE: 

RECSIZE=n 

Specifies the length of fixed records, where n is this length, measured in bytes. 
Required for fixed-length records only; must be specified if you omit the 
RECFORM keyword. Not used for variable records. 
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11.4.14. Specifying a Save Area for Contents of General Registers (SAVAREA) 

Before you issue an imperative macro for processing any OS/3 data management file, you 
may first load general register 13 with the address of a 72-byte labelled save area — 
always aligned on a full-word boundary — in which data management will expect to save 
the contents of your registers. If you do not want to provide this information with every 
call, you may place the location of the save area in the DTP file table by specifying the 
SAVAREA keyword. Refer to 1 .4 for the content of this area. 

Keyword Parameter SAVAREA: 

SAVAREA=symbol 

Specifies the address of a 72-byte labeled save area for the contents of general 
registers, full-word-aligned, where symbol (label) is the address. Used only when 
register 13 is not loaded with save area address before each issue of imperative 
macros to the file. 

If omitted, data management assumes that you have preloaded register 13 with 
address of a save area before issuing each imperative. 


11.4.15. Specifying the Type of Retrieval (TYPEFLE) 

When you are performing retrieval operations on your ISAM file, indexed or nondirectory 
(and therefore have specified iOROUT=RETRVE or IOROUT=ADDRTR (11.4.8.)), you may 
specify the type of processing (random or sequential) with the TYPEFLE keyword 
parameter. You do not use the TYPEFLE keyword unless you are retrieving records. 

Keyword Parameter TYPEFLE: 

TYPEFLE=RANDOIVI 

Specifies that random (direct) retrieval operations are to be performed. 

TYPEFLE=SEaNTL 

Specifies that sequential retrieval operations will be performed. 

TYPEFLE=RANSEQ 

Specifies that both random and sequential retrieval will be peformed. 

If omitted, data management assumes that you have specified TYPEFLE=SEQNTL. Not 
used unless records are to be retrieved. IOROUT=RETRVE or IOROUT=ADDRTR must 
also be specified (11.4.8). 


i 
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11.4.16. Forestalling Use of Update Functions (UPDATE) 

When you want to avoid the possibility of inadvertently writing to an ISAM file that you 
intend to be a read-only file, you may specify the UPDATE keyword parameter in the DTFIS 
macro. This keyword sets a bit in the DTF file table that causes data management to set 
the invalid macro error flag (byte 0, bit 6) in filenarheC if you should issue a PUT or WRITE 
imperative macro to this file, and you then may take no action on the file other than to 
close it. (See Appendix B.) 

Keyword Parameter UPDATE: 

UPDATE=NO 

Specifies that data management is to flag a subsequent issue of the PUT or 
WRITE macro as an invalid macro (byte 0, bit 6 oi filenameC); no further 
reference to the file, other than to close it, is possible. 

If omitted, the possibility of inadvertent updating of the file is not forestalled. 


11.4.17. Specifying Parity Check of Output Records (VERIFY) 

When you need data management to make a parity cheek of your records after it has 
written each one to disk you must specify the VERIFY keyword parameter; otherwise, no 
check reading will be done. You should remember that specifying a parity check will 
necessarily increase the execution time required for the PUT and WRITE macros by about 
one rotation period per block. You must weigh this overhead against the advantage of 
immediate notification of problems within your file. 

Keyword Parameter VERIFY: 


VERIFY=YES 

Specifies that data management is to cheek parity of output records after they 
have been written to disk. Necessarily increases execution time for PUT and 
WRITE macros. If bad parity is detected, data management sets output parity 
check flag (byte 2, bit 2) in filenameC and transfers control to your error routine 
or to you inline. 

If omitted, no output parity verification will be done. 


11.4.18. Specifying Location of Record Work Areas (WORK1, WORKS) 

For loading and adding functions (that is, when you have specified IOROUT=LOAD, 
IOROUT=ADD, or IOROUT=ADDRTR, 11.4.8), you must provide ISAM with the location of 
a record work area by specifying the WORK1 keyword parameter. Furthernibre, unless you 
have selected a general register to be the current record pointer (lOREG keyword 11.4.7), 
you must also specify a record work area for random retrieval. 
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For sequentid! retrieval, you do not specify the location of a record work area in the DTF, 

and data management ignores the WORK1 keyword if it is present. You have two other 
options for sequential retrieval: 

1. Working in the input buffer. To do this, you specify the lOAREAl and IOAREA2 
keywords and both the lOREG and the WORKS keyword parameters. 

2. Transferring records to the work area. To do this, you do not specify either the lOREG 
or the WORKS keyword parameter; you specify the location of the work area in the 
second positional parameter of each GET imperative macro you issue (1 1.5.5. 2). 

An important point to remember is that the record work area, however you specify it, holds 
one record at a time. An obvious point is that its size is governed by your record length; if 
your records are variable, the size must accommodate the largest of these. 


Keyword Parameter WORKl: 

WORK1=symbol 

Provides the location of a record work area, where symbol (address) is the 
location. Required for load and add functions (when IOROUT=LOAD, 
IOROUT=ADD, or IOROUT=ADDRTR has been specified). Also required for 
random retrieval unless you have specified the lOREG keyword parameter. Is 
ignored for sequential retrieval. 

Keyword Parameter WORKS: 

WORKS=NO 

When lOREG keyword is also specified for sequential retrieval, indicates that you 
will process records in the current input buffer. 

If omitted, and lOREG keyword is not specified, data management expects to transfer 
seqdentially retrieved records (one at a time) to the work area you specify as an 
operand of each GET macro you issue (11.5.5.2). 

11.4.19. Nonstandard Forms of the Keyword Parameters 


When the assembler is preparing your DTF, it uses a specific list of keywords. Discovery of 
a keyword that is not on the list results in an assembly error. In order that existing 
programs may require minimal changes for assembly in OS/3, the list of acceptable 
keyvi/ords has been expanded beyond those listed as standard. The acceptable variations 
are: 

OS/3 Standard Acceptable 


BLKSIZE 

ERROR 

INDAREA 

INDSIZE 

lOAREAl 

IOAREA2 

lOREG 


BKSZ 

ERRO 

INDA 

INDS 

lOAl, lOAREAL, lOAREAR, lOAREAS 

IOA2 

lORG 
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OS/3 Standard 

Acceptable 

lOROUT 

lORT 

KEYARG 

KARG 

KEYLEN 

KLEN 

KEYLOC 

KLOC 

PCYLOFL 

PCYL, CYLOFL, CYL 

RECFORM 

RCFM 

RECSIZE 

RCSZ 

SAVAREA 

SAVE 

TYPEFLE 

TYPE 

UPDATE 

UPDT 

VERIFY 

VRFY 

WORK1 

WRK1, WORKU WO 


Note that there are no acceptable variations for the INDEXED or the WORKS keywords and 
that none of the completion values (the values to which you equate these keywords) may 
vary from the OS/3 standards given in the preceding paragraphs. 


11.4.20. Recapitulation of DTFIS Keyword Parameters 

Table 11—3 lists all of the keyword parameters that may be used as operands of the 
DTFIS declarative macroinstruction. An example of coding the DTFIS declarative macro 
follows the table. 


Table 1 1 — 3. Keyword Parameters of the DTFfS Declarative Macro Instruction (Part 1 of 2} 


keyword 

Specification 

File Function 

Remarks 

L 

A 


T 

ACCESS* 

EXC 

S 

S 

S 

S 

This DTF: read/update/add use 

Other jobs: no access 

EXCR 

■ 

■ 

i 

s 

This DTF: read/update/add use 

Other Jobs: read use 

SRD 

■ 

■ 

■ 

s 

This DTF: read use 

Other jobs: read/update/add use 

SRDO 

■ 

■ 

i 

s 

This DTF: read use 

Other jobs: read use 

BLKSiZE * 

n 

R 

R 

R 

R 


ERROR 

symbolic label 

0 

0 

D 

H 

Address of subroutine to handle errors and exceptions 

INDAREA 

symbolic label 

R 

0 

B 

B 

Address of main storage area to contain index 

INDEXED. 

NO 

0 

0 

a 

B 

Specifies that file is not to be indexed 

INDSIZE ** 

n (in bytes) 

R 

0 

i 

B 

Size of index area in main storage; minimum size 
is 256 bytes. 

IOAREA1 

symbolic label 

R 

R 

B 

D 

Address of I/O area in main storage 
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Table 1 1-3. Keyword Parameters of the DTFIS Declarative Macro Instruction (Part 2. of 2) 




File Function 

Remarks 

Keyword 

Specification 

L 

A 

s 


IOAREA2 

symbolic label 

O 

0 

0 


Address of a second .1/0 area in main storage to speed 
processing « * ^ 

lOREG 

{r)=general register 



0 

0 

Contains address of. the I/O area in main storage. 

lOROUT 

ADD 


R 



Insert new records to file. 


ADDRTR 


R 

S 


insert new records and retrieve records randomly 
or sequentially. 


i tOAO- 

R 




Create new file or extend existing file. 


RETRVE 



s 

s 

Retrieve ahd/br update randomly or sequentially. 





0 

R 

Address of field containing key of desired record. 

KEYLEN ** 

n 

1 

0 

0 


Key length in bytes for ISAM file. When specified 
for nonindexed files, a sequence check of keys is made. 

KEYLOC** 

n 

■ 

■ 


0 

Location, in bytes, of the key within a record. If 
omitted, KEYLOC=0 for fixed-length records; 

KEYLOC=2 for variable-length records. 

LOCK 

NO 

b 

D 


0 

Requests file lock not be set on a lockable file Bt OPEN 

PCYLOFL 

nn to 80) 

0 

■ 

I 

■ 

Percentage of cylinder (blocks) available for overflow 

RECFORM * 




B 


Specifies fixed-blocked records , 


VARBLK 


S 

s 

s 

Specifies variable-blocked records ’ 

RECSIZE* 

n 

0 

0 

0 

0 

Size, in bytes, of fixed records to be processed 

SAVAREA 

• symbolic label 

0 

0 

0 

0 

Address of general register save area 

TYPEFLE 

RANDOM 



r 

0 

Specifies random file processing function 


RANSEQ 



0 

0 

Specifies random/sequential file processing function 


SEQNTL 



0 


Specifies sequential file processing function 

UPDATE 

NO 



0 

o 

Eliminates update capability 

VERIFY 

YES 

0 

0 

0 

0 

Specifies a parity check of data records is to be 
made after being written to output disc 

WORK1 

symbolic label 

R 

. R 


0 

Address of work area for records being loaded, 
reloaded, extended, or inserted 

WORKS 

NO 

_ 


0 


No record work area available for sequential 
retrieval . 


LEGEND: 

L File creation or extension 
A Record insertion 
S Sequential retrieval 
T Random retrieval 
O Optional 
R Required 
S Select one 

Value assumed if keyword is not specified- 

•Parameter may be changed by DD job control statement. 

••Parameter may be changed by DD job control statement, indexed mode only. 
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Example: 


LABEL AOPERATIONA OPERAND A COMMENTS 
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11.5. IMPERATIVE MACROS FOR ISAM FILES 

To process your ISAM files, you will issue imperative macros in your BAL program to 
communicate with OS/3 data management. These imperative macros expand as inline 
executable code to set up linkages, pass required parameters, and initiate transfer of 
control to the various ISAM transients and logic modules. 

As explained in further detail in 1 1.7 and Appendix B, data management sets a flag in a 4- 
byte addressable field in your DTF file table (labelled filenameC), after the execution of 
each irhperative macro you issue, to inform you of the normal completion of the 
processing you have specified or of error or exceptional conditions. If you do not provide 
an error/exception handler routine, it is your responsibility to interrogate filenameC after 
each inline return and to take appropriate action in your program. 

Certain of these imperative macros also provide other useful information to you, in 
different fields of the DTF file table (filenameH, filenameP, and so on). These actions are 
pointed out in the individual macro descriptions and also recapitulated in 11.7. 

The imperative macro descriptions are grouped according to the file processing functions 
involved: 

■ Basic macroinstructions: OPEN and CLOSE 

■ File loading and extending macros: SETFL; WRITE, NEWKEY; and ENDFL 

■ Random processing macros: READ, KEY; READ, ID; WRITE, KEY; UPDT; and WAITF 

■ Record insertion macros: WRITE, NEWKEY; ADD; and WAITF 

■ Sequential processing macros: SETL, GET, PUT, and ESETL 


11.5.1. Basic Macroinstructions 

You must use the OPEN and CLOSE macroinstructions to initiate and terminate action on 
an ISAM file. They call transient routines into main storage to perform the necessary 
preparation and close-out. The OPEN macroinstruction must be issued before any other 
macro function can be performed. 
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OPEN 


11.5.1.1. Initializing an ISAM File (OPEN) 

Format; 


LABEL 

A OPERATION A 

OPERAND 

[name] 

OPEN 

(filename-1 [,...,filename-n]) 



{(1) \ 



(l ) 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS declarative macroinstruction in the 
program. The maximum number of file names is 16. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 

Examples: 


LABEL AOPERATIONA OPERAND A 


1 10 16 


1 1 1 1 1 1 1 


1 1 I i 


1 f t I ! 1 ! 1 ! 1 1 1 1 i 1 1 i 1 [ 1 1 1 1 1 J 1 I 1 i 

1 1 1 i 1 1 




i i hi i i i 1 t i_ j_..s 1 1 ! 1 i L_jl 1 \ 1 1 L. 

1 1 1 1 I 1 i 


I 1 1 1 


1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 11 1. -1 1. J ^ ^ 1 1 1 i 1 1 1 L- 

i 1 1 i 1 1 I 




^1 t i 1 I 1 1 i 1 1 1 1 i 1 I 1 1 1 -L J ! \ 1 ! l__i \ L. 

1 1 i 1 1 1 1 


1 1 I L- 


1 i i 1 1 i ,1 i lJ — 1 1 1 [ 1 J — 1 .. i 1 1 i... 1 L 1. i-i.- 
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11.5.1.2. Terminating an ISAM File (CLOSE) 

Function: 

You must use the CLOSE macroinstructioh to terminate processing of your file. The 
CLOSE macroinstruction calls on a transient routine that performs required 
termination operations, such as updating the format 2 label. Once your file is closed, 
no other macroinstructions can be executed for the file until it is reopened by the 
OPEN macroinstruction. 

Format: 


LABEL 

A OPERATION A 


OPERAND 

[name] 

CLOSE 

r filename-1 [,. 
)(1) 

(*ALL 

...,filename-n] | 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS declarative macroinstructio-^ n your 
program. The maximum number of file names is 16. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 

*ALL 

Specifies that ail files currently open in the job step are to be closed. 


Example: 


LABEL AOPERATIONA OPERAND A 


1 10 16 


i t 1 I 1 1 t 


1*1 1 i 


1 i 1 1 i ! 1 I 1 1 1 1 1 1 1 1 1 1 J 1 ! ! 1 1 1 1 1 1 — 1 — 1 — L_ 

i 1 1 ! 1 1 1 


1 • 1 1 ! 


1 1 1 1 1 1 1 j 1 1 1 1 1 1 1 1 1 1 ! 1 1 1 1 1 1 — 1 — 1 — \ — I — 1 — i— 

i 1 1 1 1 1 .1 


ClLjQAjlE, 


EiMPiLi/^l^iTi 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 \ 1 ^ 1 i 1 L_ 
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Programming Considerations: 

When you have issued a CLOSE macro, you may access filenames, if desired, to 
ascertain the number of bytes required to hold the top index in main storage (1 1.6.2). 


11.5.2. Loading and Extending an ISAM File 

Whether a new ISAM file is to be loaded (created) or an existing one is to be extended by 
adding records at the end, the file processing functions are the same. Both functions are 
indicated in the DTFIS declarative macrpinstruction when you specify IOROUT=LOAD. 
Records for the file are supplied in a work area to be blocked by data management. 

The imperative macroinstructions you require are the same in either case. The two 
processing functions are differentiated by the disk format 2 label. Once a file has been 
loaded successfully and a CLOSE macroinstruction has been executed for it, subsequent 
processing of a file for which you have specified IOROUT=LOAD extends, rather than 
creates, the file. 

The three imperative macroinstructions are: 

■ SETFL, which initiates the processing sequence: 

■ WRITE, NEWKEY, which loads a record to the file; and 

■ ENDFL, which terminates the processing sequence. 

You do not follow the WRITE, NEWKEY macro with the WAITF macro for a load operation, 
although the WAITF macro is required after ail other uses of the WRITE macro and all 
uses of the READ macro in OS/3 ISAM. 
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SETFL 


11.5.2.1. initiating the Load Sequehce (SETFL) ■ 

Function: 

The SETFL /set //7e /oad/ macroinStructiori calls on a transient routine which sets up 
controls in the DTFIS file table and in the indexes on the disk to prepare file for 
loading (or extending). 

Format: 


LABEL 

A OPE RATION A 

OPERAND 

[name] 

SETFL 

' ('filename') 



iv S - 


Positional Parameter 1: 


filename 

Is the label of the corresponding DTFIS file table in your program. 

(1) or 1 ■ " 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 

Example: ^ '-c ^ 


LABEL AOPERATIONA OPERAND A 

1 10 16 


Hmm 


nm 



HHRMH 


mm 



HHHH 





HHHH 


imm 



mum 




miHiiiiimmiiiiiiimmiiiil 
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WRITE, NEWKEY 


11.5.2.2. Writing Initial Records to the File (WRITE, NEWKEY) 

Function: 

The WRITE, NEWKEY macroinstruction (that is, WRITE is the operation code, and 
NEWKEY is positional parameter 2) writes a logical record to a file being loaded or 
extended Specifically, it transfers a record from the working storage area to the I/O 
area. Before issuing the WRITE, NEWKEY macroinstruction, you must have stored the 
logical record in the work area. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

WRITE 

(filename) .NEWKEY 






i 1 ) 


Positional Parameter 1: 


filename 

Is the label of the corresponding DTFIS declarative macroinstruction in the 
program. 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the DTFIS file 
table. 

Positional Parameter 2: 

NEWKEY 

Indicates that a new record is to be loaded into an ISAM file. 

Examples: 


LABEL AoPERATIONA OPERAND A 

1 10 16 




1 . . . 


1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 II i -j ! 1 1 i 1 1 i i • i 5 L_ 

I 1 t 1 III 


WlR.r.TiE- 


ewT’iL - ,N.£|yv/:K&Vi 1 1 1 1 1 1 1 1 1 1 1 1 I 1 1 1..-l_ 

1 i 1 1 1 i 1 

1 1 1— 1 1 ...1 1 






UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


11-29 


Programming Considerations; 

The WRITE, NEWKEY macroinstruction causes the following actions: 

■ The key in the work area is checked against the key of the last record transferred 
into the I/O area, and if it is not greater, either a duplicate key or a sequence 
check error has occurred. Data rrianagement sets the appropriate flag in the 
filenameC field of the DTFIS file table and returns control to your error-handling 
routine, if you have one, or to you inline. The record in error is not transferred to 
the I/O area, and you may resume normal processing with another valid logical 
record. 

■ The record and its key are transferred from the work area to the I/O area. 

■ When the I/O area cannot accommodate the entire record, a block is writteri into 

the prime data area on the disk, and the given record is used to start the next 
block. 

■ When a block is written, a key-pointer entry is formed for the block index, 

provided that you have specified an indexed file. For an ASAM file 

(INDEXED=NO), this action is omitted. 

■ Following execution of the WRITE, NEWKEY macroinstruction, the disk address of 
the logical record is available to you in a DTFIS addressable field labeled 
fUenameH. You may save these addresses during load and present them later for 
direct accessing. A 3-byte count of the total number of logical records in the 
prime data area (contained in fUenameP of the DTFIS file table) is also available 
to you. 

You may not overwrite the dummy record at file start, which is not available to 
you for storing data. If you issue the VVRITE, NEWKEY macro with a search key of 
all binary O's in your KEYARG field (this being the key reserved for the dummy), 
error processing results. Data management sets the invalid ID error flag in 
fUenameC, issues error message DM24 (INVALID REQUEST (ID) — OUTSIDE FILE 
LIMITS), and branches to your ERROR routine. Refer to Appendix B. 


Examples: 


LABEL AOPERATIONA OPERAND A 

1 10 16 


_J 1 1 1 ! L J 


W1g,TiTi£ 


eiNVPiLiMl^iTi^iNiBIWKEi'f, 1 i ■ , , l , , , , i , , , , | . 

1 1 1 1 1 1 


1 1 L 1 


I 1 i i i . 1 1 1 1 1 i 1 1 i 1 i i 1 i 1 1 1 ! 1 I 1 1 t i 1 1 

— L 1 1 ,. ,J 


wP,r,r,E 


Cl ! 1 1 1 1 I 1 1 I 1 ! j 1 s 1 I i ! 1 i i 1 1 i 


1. Assuming register 1 has been preloaded with the EMPLMST address, and the 
WRITE, NEWKEY macroinstruction has been executed successfully, the field in 
the DTDIS file table labeled EMPLMSTH holds the logical record address. 

2. If an error or warning condition has occurred, the field in the DTFIS file table 
labeled EMPLMSTC contains an indication of this condition. 
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ENDFL 


11.5.2.3. Terminating th(B Load Sequence (ENDFL) 

Function: 

The ENDFL {end file load) macroinstruction calls on a transient routine that 
terminates your file loading or extending functions for the file and writes the final 
block on the disk. Also, file parameters are tested and any required index processing 
is performed. ' 

Format: ^ ‘ ' , . ' ' ' 


LABEL 

A OPE RATI ON A 

OPERAMD 

[name] 

ENDFL 

( filename ) 



<{1) [ 





Positional Parameter 1: . . ^ ^ , 

filename 

Is the label of the corresponding DTFIS file table in your program. 

' '(1) or 1 ; ^ 

Indicates that, you have preloaded register 1 with the address of the DTFIS file 
table. 

Example: , ,,, ,, ,■ .i 


LABEL AOPERATIONA OPERAND A 

1 10 16 


nmm 

1 

mu 

1 


HHmi 

1 


1 
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11.5.3. Inserting New Records in an ISAM File 

Once an ISAM file has been created, you can add new records to the file, providing that 
you allocated overflow space on disk during load. Each new record is placed in the 
overflow area and chained into logical sequence. You specify this file processing function 
by specifying IOR0UT=ADD (or IOROUT=ADDRTR, if retrieval is also desired) in the DTFIS 
declarative macroinstruction and use either the ADD or the WRITE,NEWKEY imperative 
macro to add each new record. 

You supply nevy records in a work area,, as you did during file creation. However, keys of 
added records need not be in ascending sequence. For ASAM files, the area specified by 
the KEYARG keyword parameter must contain the address of the record from which the 
current item is to be chained. The DTFIS keyword parameters must be equated to the 
same specifications as when the original fjle was created. 

You issue the imperative macroinstructions WRITE, NEWKEY (or ADD) and WAITF to add 
records to an ISAM file. The form of the WRITE, NEWKEY macroinstruction for adding to a 
file is the same as you use for loading or extending a file, although the functions 
performed are different. ,, , 

In ISAM, there is no restriction preventing the adding of records vyith keys lower than the 
key of the first record loaded, except the key of all binary zeros. ISAM has begun the file 
with a dummy record having this key; so error processing will result if you attempt to add 
a record whose key is binary 0. This is described under the WRITE, NEWKEY macro 
description in 11.5.2.2. 

In the course of adding records to a file, overflow areas may become filled. After each 
WAITF macroinstruction, the conditions are reflected in the program-addressable fields in 
the DTFIS file table. These fields are as follows: 

■ FUenameA 

A 2-byte field indicating the number of prime data cylinders having full cylinder 
overflow areas. This field is set to zero if you have not specified cylinder overflow 
with the PCYLOFL keyword. 

■ File name O 

A 2-byte field indicating the total number of overflow records. 

■ FUenameP 

A 3-byte field indicates the total number of prime data records in the file. 
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WRITE, NEWKEY 


11.5.3.1. Adding a New Record to Overflow in an Existing File (WRITE, NEWKEY) 

Function: 

When you specify IOROUT=ADD or IOROUT=ADDRTR, the WRITE, NEWKEY 
macroinstruction logically inserts a new record in an existing file. You cannot use this 
macroinstruction unless you have allocated cylinder overflow area during load with 
the PCYLOFL keyword (11.4.12). Before issuing the WRITE, NEWKEY 
macroinstruction, you must have stored the logical record in the working storage area 
in the logical record format. 

In response to this macroinstrucfion, data management does the following: 

1. Searches through the index to locate the record's prime data block. This block or 
the overflow chain is then searched to determine the position into which the 
new record should be inserted. 

2. Places the new record in Overflow. 

3. Installs chaining in the blocks as necessary to maintain logical sequence. 

For ASAM files, the index search is replaced by a direct access to the proper block; 
you provide data management with the 5-byte file-relative address of the record from 
which the new record is to be chained by loading it into the KEY ARG field before 
issuing the WRITE, NEWKEY macro (11.4.9). 

To ensure that all the actions initiated by the WRITE, NEWKEY macroinstruction have 
been Completed, you must execute a WAITF macroinstruction. When control is 
returned to you from the latter, the work area is available for further insert records. 
The record just inserted is no longer in WORK1. 

Format: 


LABEL 


A OPERATION A 


WRITE 


{ filename 

( 1 ) 


OPERAND 


,NEWKEY 



ur~ouoo nev. 


I I“CSCS 


DrcnrtT uimivmu 
BASIC DATA MANAGEMENT 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS declarative macro in your program. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 

Positional Parameter 2: 

NEWKEY 

Indicates that a new record is to be written into an ISAM file. 

Examples; 


LABEL AOPERATIONA OPERAND A 

1 10 16 


_J™JI L_J 1 L_ 1 




^ iNiElWKE'Vi 1 i i i i 1 ! i i t 1 i ! i i 1 i 

_J 1 L_J Li -T 


lE 


i^i^ iNlEiWiKiE-iVl 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 ,, 1 1 1 1 


Prograrnming Considerations: 

If an error or warning condition has occurred, the field in the DTFIS file table labeled 
EMPLMSTC will contain an indication of the condition. 
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11.5.3.2. Adding a New Record to Overflow in an Existing File (ADD) 

Function: 

The ADD imperative macro, exactly equivalent to the WRITE, NEWKEY macro used 
when IOROUT=ADD or IOROUT=ADDRTR is specified, adds a new record to the 
overflow area of an existing ISAM or ASAM file and chains it into the appropriate 
logical sequence. 

As with the WRITE, NEWKEY macro, you must have previously provided an overflow 
area with the PCYLOFL keyword (11.4.12) when you originally created the file, and 
you must specify the lOROUT keyword as just stated. You store the logical record in 
the work area before you issue the ADD macro, and you issue a WAITF macro after it, 
before issuing another function to the file. 

If your file is an ASAM file, the ADD macro does not conduct a search on key but 
directly accesses the data block (prime or overflow) containing the record from which 
the new one is to be chained. You provide data management yvith the 5-byte file- 
relative address of this record by loading it into the KEYARG field before issuing the 
ADD macro (11.4.9). 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

ADD 

( filename ) 



<(1) > 



1 1 ) 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS declarative macro in your program. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 
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WAITF 


11.5.3.3. Ensuring Completion of Record Transfer (WAITF) 

Function: 

The WAITF macroinstruction ensures that the transfer of a record between main 
storage and disk has been completed. It must be issued after you issue one of the 
following macros and before you attempt to process another record: ADD; 
WRITE,NEWKEY; READJD; READ.KEY; or WRITE.KEY. Any exceptional (error or status) 
conditions detected during the execution of the WAITF instruction are reflected in the 
DTFIS filenameC field when control is returned to you. 


Format: 


LABEL 

AoperationA 

T OPERAND 

[name] 

WAITF 

/ filename) 



HD r 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS file table in your program. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 


Example: 


LABEL AOPERATIONA OPERAND ‘ A 

1 10 16 


L_-J. J_ _ l [ 1 I 


1,11 


1 i i 1 lit 1 i 1 I I 1 i 1 1 i 1 i i I I i . 1 1 I I 1 1 i I 

1 1 i 1 1 L_J_ 


wiA.r.r.F 


^ j 1 1 1 1 1 1 I 1 1 1 1 [ L_J 1 1 1 I 1 1 1 1 1 1 1 


11.5.4. Processing an ISAM File Randomly 

You can retrieve individual logical records in random order for processing and updating. 
The record to be retrieved from the file is designated by its key or address and, in the case 
of an updating operation, is written back into the file. 

You indicate the random retrieval (and updating) file processing function in the DTFIS 
macroinstruction by specifying IOROUT=RETRVE (or IOROUT=ADDRTR if new record 
insertions are also to be performed), and TYPEFLE=RANDOM (or TYPEFLE=RANSEQ if 
sequential processing functions are also to be performed). 

The following imperative macroinstructions are used in the random processing of an ISAM 
file: READ, ID; READ, KEY; UPDT; WRITE, KEY; and WAITF. 
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RlAD, ID 
READ, KEY 


11.5.4.1. Retrieving a Record {READ, ID and READ, KEY) 

Function: 

The READ macroinstruction initiates the retrieval of a single logical record from an 
ISAM file. Before issuing the instruction, you must have stored the key dr the address 
of the record to be retrieved in the main storage area equated tO the KEYARG 
keyword parameter of the DTFIS declarative macroinstruetion. 

For indexed files, data management uses the argument for an indexed Search and 
retrieval of a record with a matching key. ASAM files treat the argument as a relative 
address and retrieve the block and record. If a work area has been specified in the 
DTFIS macroinstruction, the logical record is transferred to the work area designated. 
If the lOREG keyword parameter is used, the address of the first character of the 
logical record is placed in the general register specified by lOREG. 

To ensure that the retrieval operation has been completed, you must execute a WAITF 
macroinstruction before attempting to access the logical record retrieved. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

READ 

(filename) 

,nD 1 ^ 



<{1) > 

\ KEY / 



ll ) 



Positional Parameter 1: . 

filename 

Is the label of the corresponding DTFIS file table in your program. 

(1) or 1 

Indicates that you have preloaded register 1 with the addres of the DTFIS file 
table. 

Positional Parameter 2: , 

ID 

Indicates that random retrieval by location is performed. 

' -KEY', . ■./ . 

Indicates that random retrieval by key is performed. 
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Examples: 


LABEL AOPERATIONA OPERAND A 

1 10 16 





raEAT>, 


! 1 I 1 1 1 1 j 1 1 i 1 1 1 i 1 1 1 1 1 

-J 1 1 i 1 1 t 


iN(A,I,T,F 

_ 

rTj 1 1 L_j 1 1 1 1 t 1 1 .1 1 1 1 1 1 1 1 1 1 1 1 1 


Programming Considerations: 

When Control is returned to you after execution of the WAITF macroinstruction, the 
logical record associated with the argument in the area specified by KEYARG is 
available in either the work area or the I/O area, depending upon the DTFIS 
macroinstruction specifications. If the record is available in the I/O area, the register 
specified by the lOREG keyword parameter contains the address of the first character 
of the logical record. The disk address of the physical record is available at the 
address EMPLMSTG in the DTFIS file table. Indications of any exceptional (status or 
error) conditions are available at EMPLMSTC. 

The dummy record containing an all-zero key and inserted by data management at file 
start is not available for you to retrieve. If you issue the READ, ID macro with the 
address of the dummy specified in the KEYARG field (11.4.9), data management sets 
the invalid ID error flag in fUenameC and issues error message Dl\/I24 (INVALID 
REQUEST (ID)— OUTSIDE FILE LIMITS). If you issue the READ, KEY macro with a key 
of all binary O's specified in the KEYARG field, data management sets the record not 
found i\ag in filenameC and issues error message DM31 (RECORD NOT FOUND FOR 
RANDOM FUNCTION). In either case, control transfers to your ERROR routine if you 
have specified one; otherwise, errors return to you inline. Refer to Appendix B. 
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WRITE, KEY 


11.5.4.2. Updating a Record (WRITE, KEY) 

Function: 

The WRITE,KEY macroinstruction initiates rewriting (updating) of the last record 
retrieved with a READ macroinstruction. You must not alter the key field or the record 
length field (for variable records) in any way. 

Format: ^ 


LABEL 

A OPERATION A 

OPERAND 

[name] 

WRITE 

(filename^ ,KEY 



<(1) > : 



i 1 ) 


Positional Parameter 1: . 

fileirame 

Is the label of the corresponding DTFIS file table in your program. 

(1) dr 1 

Indicates that you have preloaded register 1 with address of the DTFIS file table. 
Positional Parameter 2: 

KEY 

Indicates that the last record retrieved by a READ, KEY or READ, ID 
macroinstruction is to be rewritten in the file. 


Example: 


LABEL 

1 

AoperationA 

10 

OPERAND A 

16 

1 1 t 1 1 1 < 


1 III 

1 

L 1 i 1 1 i 1 1 i ! i 1 1 1 L J 1 1 1 1 1 i 1 i I 1 1 L 

1 1 1 1 1 1 1 

1 


1 


I 1 1 I 1 I i 

1 

mm 


✓ 

1 1 i 1 1 1 I 1 I 1 1 1 I ! 1 1 1 1 t 1 1 1 1 1 1 i 1 1 1 1 f 

1 1 1 1 i I 1 
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Programming Considerations: 

In response to a WRITE, KEY macroinstruction, the updated logical record from the 
work area is moved to the correct location in the I/O area, and the block is rewritten. 
If the record is updated in the I/O area through the use of the lOREG keyword 
parameter, no move is required since the record is already in its correct location. 

You must use a WAITF macroinstruction following the WRITE macroinstruction to 
ensure completion of the rewrite function. When control returns to you after the 
execution of your WAITF macroinstruction, the logical record last retrieved by a READ, 
KEY or READ, ID nnacroinstruction,’as well as the block that contains it, will have 
been rewritten onto your disk file. Any indications of exceptional conditions (error or 
status) detected during the write and wait operations are available to you at address 
EM^LMSTC in the DTFIS file table. 

If you have tagged the record for deletion, according to your own conventions, you 
may increment the 2-byte tagged-for-deletion field at address EMPLMSTT in the 
DTFIS file table either before or after the rewrite operation. This count is available for 
the life of the file to help you decide when file reorganization is beneficial. 
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UPDT 


11.5.4.3. Updating Last Record Retrieved (UPDT) 

Function: 

You issue the UPDT imperative macro (which is exactly equivalent to the WRlTE,KEY 
macro for updating randomly processed files) to revvrite to its original disk location in 
an ISAM or ASAM file the updated logical record last retrieved by a READ, ID or 
READ.KEY macroinstruction. You do not use the UPDT rhdcro unless you Have 
updated the record; in updating, you must neither alter the key nor change the length 
of the record. Like the WRITE,KEY macro, the UPDT macro must be followed by a 
WAITF macro before you issue another function to the file. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

UPDT 

C filename ) 



](1) \ 



{ 1 ) 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS declarative macro in your program. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 


11.5.5. Processing an ISAM File Sequentially 

You may also retrieve and update logical records sequentially. The first record to be 
retrieved may be designated by the beginning of the file, by a relative record disk address, 
by a specified key, or by any key greater than or equal to a specified value. The SETL 
macroinstruction specifies which kind of starting point is desired. Individual records are 
then retrieved in sequence by the GET macroinstruction. Where an updating operation is 
to be performed, the individual records are rewritten into the file by means of the PUT 
macroinstruction. 

You indicate the sequential retrieval (and updating) file processing function in the DTFIS 
declarative macro by equating the lOROUT keyword parameter to RETRVE (or to ADDRTR if 
new record insertions are also to be performed), and the TYPEFLE keyword parameter to 
SEQNTL (or to RANSEQ if random processing functions are also to be performed). 
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To terminate a retrieval sequence, you issue an ESETL macroinstruction. This ensures that 
logical records committed to output by the PUT macroinstruction are written onto the disk. 
After the ESETL macroinstruction has been executed, another retrieval sequence may be 
initiated by executing a SETL macroinstruction. Also, if you have specified 
TYPEFLE=RANSEQ in the DTFIS declarative macro, the READ,KEY; READ,ID; and 
WRITE,KEY macroinstructions may be issued, once you have terminated the sequential 
mode. 
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11.5.5.1. Initializing a Retrieval Sequence (SETL) 

Function: 

The SETL macroinstruction initializes a retrieval sequence. It specifies the file from 
which the records are to be retrieved and the point at which the retrieval is to start. 
For the starting point, the SETL macroinstruction can select the beginning of the file 
or other file locations. When control is returned to you from the SETL 
macroinstruction, the retrieval sequence may start. 

Format: 


LABEL 


A OPE RATION A 


[name] 


SETL 


( filename' 

( 1 ) 


i 


1 


OPERAND 


( BOF 
) GKEY 

( KEY 


Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS file table in your program. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 

Positional Parameter 2: 

BOF 

Indicates that the retrieval sequence is to begin with the first logical record of 
the file. 

GKEY 

Indicates that the retrieval sequence is to start with the first logical record whose 
key is greater than or equal to the value in the area equated to the KEYARG 
keyword parameter of the applicable DTFIS macroinstruction. Used only for 
indexed files. 


ID 


Indicates that the retrieval sequence begins at the location given in the KEYARG 
keyword parameter in the applicable DTFIS macroinstruction. 
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KEY 

Indicates that the area equated to the KEYARG keyword parameter in the 
applicable DTFIS macroinstruction holds the key of the first logical record to be 
retrieved. Used only for indexed files. 

Examples: 


LABEL 

1 

AoperationA 

10 

OPERAND 

16 



A 

liillli 


SLEiT.L, 


JL [T 1 ^ i \ L j j { 1 11 ! ! r [ 1 1 i 1 1 

1 L 11 1 t 






7 

EH,p.LMi4r,^,Kav, , 1 

1 -1 1 


i f t ! i t 1 ! 1 I 


Programming Considerations: 

When your file is an ASAM file, the KEY and GKEY positional parameters of the SETL 
macroinstruction should not be used. 

The dummy record inserted by ISAM at file start, whose key is all binary O's, is not 
available for you to retrieve. If you issue the SETL,BOF macro, or issue the 
SETL,GKEY impqrative macro vyith an all-zero key specified in the KEYARG field, 
ISAM prepares to give you the first record after the dummy, and no error processing 
results. 

On the Other hand, if you issue the SETL,KEY macro with a search key of all binary 
O's specified, data management sets the record not found error flag \n filenameC and y 
issues error message DM31 (RECORD NOT FOUND FOR RANDOM FUNCTION). If you 
issue the SETUGKEY macro and the search key specified is greater than the highest 
key in the file, DM32 (RECORD NOT FOUND FOR SEQUENTIAL FUNCTION) is issued. 

If you issue the SETL,ID macro with the address of the dummy record specified as a ^ 
search argument, data management sets the invalid ID error flag and issues error 
message DM24 (INVALID REQUEST (ID)--OUTSIDE FILE LIMITS). Control is 
transferred in either case to your ERROR routine if you have specified one; otherwise, 
to your program inline. Refer to Appendix B. 
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11.5.5.2. Retrieving Next Logical Record (GET) 

Function: 

The GET macroinstruction retrieves the next logical record in sequence. It must be 
part of a valid retrieval sequence initiated by a SETL macroinstruction. If the block 
containing the next logical record is not already in main storage, the GET instruction 
reads it into the I/O area designated by the DTFIS macroinstruction. The DTF 
parameters you specify indicate preference for one of the following two modes of 
handling the logical record: 

■ By omitting the WORKS and lOREG keyword parameters, you choose to specify 
the work area that is to receive the logical record with every GET 
macroinstruction. 

■ When you specify the WORKS and lOREG keyword parameters, you choose to 
process the record in the I/O buffer area. The value specified in the lOREG 
keyword parameter is the number of the general register that points to the 
record. 

If the GET instruction requires the reading of a new block, and if a PUT 
macroinstruction was executed for any logical record in the previous block, then the 
previous block, as updated, is written back onto the disk before the new block is read. 

Format: 


LABEL 

A OPE RATI ON A 

OPERAND 

[name] 

GET 

( filename ) 

", /workname'i " 




](1) [ 

](0) i 




il ) 

L U ij 



Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS file table in your program. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFIS file 
table. 
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Positional Parameter 2: 
workname 

Is the label of the work area into which the record is to be transferred. 

(0) or 0 

Indicates that register 0 has been preloaded with the address of the work area 
into which the record is to be transferred. 

Positional parameter 2 is not required if the WORKS keyword of the DTFIS declarative 
macro was equated to NO. 

Examples: 


LABEL AOPERATIONA OPERAND A 

1 10 16 


-L-J — l—l L..i I 


1 1 t 1 


J... 1 ' 1 1-1 i i 1 r 1 1 1 1 1 r 1 11 1 1 1 1 i 1 1 1 1 1 1 :! ! 

_J I I L I 1 ■ 


6lEiT 1 


^ 1 ! 1 1 1 i 1 1 1 1 1 1 t 1 [ 1 1 f 

—I 1 1 1 1 1 1 

_ 

^IBTi I 


Sjfviip iTi — 1 — 1 — 1 1 1 1 1 1 1 ! 1 1 1 1 1 I 1 ! 1 1 t 1 1 1 


1. The next logical record of EMPLSMST is transferred into the work area labeled 
EMRCD. Any abnormal conditions are indicated by the bit settings in addressable 
field at location EMPLMSTC. The disk address from which the logical record was 
transferred is available to you in the addressable field at location EMPLMSTG. 

2. The register equated to the lOREG keyword parameter (for example, register 4) 
holds the address of the first character of the logical record. Addressable fields 
EMPLMSTC and EMPLMSTG have the same significance as in example 1. 
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11.5.5.3. Updating a Record (PUT) 

Function: 

The PUT maGroinstruction indicates that the last record retrieved by a GET 
macroinstruction has been updated and is to be rewritten on the disk. It must be part 
of a valid retrieval sequence initiated by a SETL macroinstruction and must follow a 
GET macroinstruction. Updating takes place in a sequential retrieval operation only 
through the execution of the PUT macroinstruction. If a record retrieved by a GET 

instruction is not updated, there is not need to execute a PUT instructron. 

The PUT macroinstruetion sets an indicator in the DTFIS file control table to ensure 
that a write is done before the present block is abandoned. The next block is not 
accessed until all logical records in the present block have been processed. 

Like the GET macroinstruction, the PUT macroinstruction has two forms: the form 
that uses a work area and the form that uses an I/O area. If the DTFIS 
macroinstruction has specified use of a work area, then the PUT macroinstruction 
must specify the address of that work area from which an updated record will be 
transferred to the I/O area. This may be the same area specified in the preceding 
GET macroinstruetion, or it may be a different area. Under no circumstances may the 
original record length be changed during update operations, nor may you alter the 
keyfield of the updated record. j 


If you have equated the WORKS keyword parameters of your DTFIS to NO, then you 
must also select a general register to be the current record pointer by specifying the 
lOREG keyword, and you will supply the address of the logical record in this register 
when you execute the previous GET macroinstruetion. In this event, data 
management assumes that you udpated the record in the I/O area. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

PUT 

/ filename Y 

, /workname^ 

To' !J 
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Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS file table in your program. 

(1)or1 

Indicates that you have preloaded register 1 with the address of the DTFIS 
macroinstruction. 

Positional Parameter 2: . 

workname 

Is the label of the work area from which the recprd is to be transferred. 

(0) or 0 

Indicates that you have preloaded register 0 with the address of the work area 
from which the record is to be transferred. 

Positional parameter 2 is not required if the WORKS keyword of the DTFIS declarative 
macro was equated to NO. 

Examples: 


LABEL AOPERATIONA OPERAND A 

1 10 16 


—JL-J LJ ! 1 L_ 


-J 1 L_„L„ 


ill 1 1 I 1 1 1 1 1 ) 1 ! 1 it 1 1 it 1 1 1 ' 1 1 i t , i it 

--J-JL-J — L_J 1 1 


PlU.T, , 


1 ^ iC 1 - 1 *1 ( I I I ill I t ! ‘ 1 1 1 1 1 1 1 , 



PlOiT, 1 


iL j — 1 — 1 — L_i — I 1 1 |_j j 1 1 i 11 ill i i i 1 i 


1. The logical record last retrieved from EMPLMST is replaced by a record in the 
work area whose address is specified in register 0. An indicator in the DTFIS file 
control table is set to initiate rewriting of the block before the next record is read 
into the I/O area. 

2. The logical record, whose address was supplied in the register specified by the 
lOREG keyword parameter when the preceding GET macroinstruction was 
executed, is assumed to have been updated. 
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11.5.5.4. Terminating a Retrieval Sequence (ESETL) 

Function: 

The ESETL macroinstruction terminates a retrieval sequence initiated by a SETL 
macroinstruction. If there are any updated logical records that have not yet been 
rewritten, they are rewritten at this time. After the ESETL instruction has been 
executed, another retrieval sequence may be initiated by means of a SETL instruction. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

ESETL 

/ filename k 



(1) ( 





Positional Parameter 1: 
filename 

Is the label of the corresponding DTFIS file table. 

(1) or 1 

Indicates that you have preloaded the address of the DTFIS file table into register 
1 . 


Examples: 


LABEL AOPERATIONA OPERAND A 

1 10 16 


^■IHM 

1 


1 



— — 1 

1 


1 

Eflilllllllllllllllll 

mwH 
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11.6. ERROR AND EXCEPTION HANDLING 


11.6.1. FilenameC 

Whether OS/3 data management detects certain errors or exceptions to file-processing 
performance, or it ascertains that the processing you requested was carried out exactly as 
specified, it makes appropriate entries in a 4-byte, full-word-aligried addressable field of 
the DTFIS file table, designated //7e/7a/77eC. You address this field by concatenating the 
character "C” to your 7-character logical file name and may use the BAL test-under-mask 
(TM) instruction to ascertain its contents. 

Each of the 32 bits in the 4-byte field filenameC has its own significance as a status or 
error flag. It is your responsibility to provide the coding for testing the bits of filenameC 
and for taking action appropriate to the condition reported. If you have provided an 
error/exception handling routine, data management returns control to this routine in all 
events other than successful, unexceptional performance of the requested function. (In the 
absence of such a routine, control invariably returns to you inline.) You can avoid the need 
to check filenameC at the inline return points by including the necessary coding in your 
error routine. Table B — 3 in Appendix B gives the meaning of the bits in filenameC that 
are set by OS/3 ISAM for you. 


11.6.2. Other Addressable Fields of the DTFIS File Table 

The OS/3 ISAM imperative macros also provide other information to you, in different 
fields of the DTFIS filestable. Most of these actions have been discussed in the previous 
paragraphs describing these imperatives. Table 11—4 summarizes the information 
provided in these fields and indicates the length of each field and whether it is half-word- 
aligned or fuli-word-aligned. The individual fields are addressed by concatenating the 
character in the left-hand column of the table to your 7-character file name. 


Table 11—4. Summary of Filename-Addressable Fields in DTFIS File Table (Part 1 of 2} 


Field 

Addressable 
by Suffix 
to Filename 

Content 

Alignment 

Length, in Bytes 

A 

Number of cylinders with full overflow area 

H 

2 

C 

Error and Exception Conditions ~ see Appendix B 

F 

4 

G 

Relative disc address from which the last record 
was retrieved 

U 

5 

H 

Relative disc address to which the |ast record was 
written 

U 

5 

0 

Total number of overflow records 

H 

2 

P 

Total number of prime data records 

U 

3 
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Table 11 — 4. Summary of Filename-Addressable fields in DTFIS File Table (Part 2 of 2} 


Field 

Addressable 
by Suffix 
to Filename 

Content 

Alignment 

Length, in Bytes 

R 

Number of overflow records retrieved that were not 
first in the chain 


2 

S 

Number of bytes required to hold top index in main storage 

H 

2 

T 

Number of records your program has tagged for deletion 

H 

2 


LEGEND: 


H Half-word aligned 
F Full-word aligned 
U Unaligned 


11.7. PROGRAMMING EXAMPLE 


11.7.1. Sample ISAM File Load Program 

The following coding forms contain a sample program for the initial load of an indexed 
ISAM file, including the OS/3 job control statements you need to assemble and execute it. 
The logical name of the file in the example is "AFILE." A note may be in order about the 
boundary alignment of the storage areas and buffers shown in the example (REGS, WKSP, 
INDBUF, and DATABUF). The register save area, aS you recall from 11.4.14, must be full- 
word^aligned aligned, and the others need to be aligned on half-word boundaries. 

That they are so aligned in the example, without the usual full- or half word constants 
needing to be defined to skip bytes ahead of them and force alignment, is the result of 
special circumstances: * 

■ The first of these areas (REGS) immediately follows the DTF. 

■ The OS/3 DTF generator automatically ensures that the DTF file table is full-word- 
aligned. 

■ The length of the DTF file table generated when you have specified IOROUT=LOAD is 
332 bytes (11.3). 

This is enough to ensure that REGS Is full-word aligned; its 72-byte length and the even 
lengths of the other areas, in turn, cause them to be properly aligned. In the real world, of 
course, you will seldom find circumstances so neat. 
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10 16 
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12. IRAM Formats and 
File Conventions 


12.1. GENERAL 

The indexed random access method (IRAM), a fifth access method in OS/3 for handling 
disk files, is available for programs written in RPG II language. RPG II programs compiled 
in the IBM System/3 mode automatically access all disk data files via IRAM; however, 
RPG II programs compiled in OS/3 native mode may advantageously specify the use of 
IRAM instead of other OS/3 disk access methods. 

The main advantage in using IRAM in RPG 11 is the inherent saving of main storage. Only 
one of two IRAM processing modules is required: the smaller module (about 1350 bytes) 
provides random and sequential functions for processing nonindexed IRAM files. The 
larger module (about 2050 bytes) provides the same functions and also keyed functions for 
random and sequential processing of IRAM files created with indexes. 

The functionality provided by IRAM is equivalent to that provided by OS/3 ISAM and 
ASAM, and by the OS/3 nonindexed access disk methods, SAM and DAM (relative record 
addressing); however, these modules are considerably larger than those of IRAM. It is also 
equivalent to that provided for sequential, direct, and indexed files processed with RPG II 
programs under IBM System/3. IRAM files may reside on any of the disk subsystems used 
with OS/3. An IRAM file may occupy from one to eight disk packs, which must be of the 
same type. 

The IRAM processor can access only disk files it has created or files created by the 
MIRAM processor that have IRAM characteristics. It cannot access disk files that have 
been created by the OS/3 ISAM, ASAM, DAM, or SAM access methods, nor can IRAM 
files be processed by these access methods. IRAM files can be processed using the OS/3 
independent sort/merge program, however, and by the data utilities program. RPG II users 
converting to OS/3 from IBM System/3, moreover, may transcribe existing data files to 
IRAM format by using procedures detailed in the System/3 to OS/3 transition user 
guide/programmer reference, UP-8379 (current version). 


12.1.1. IRAM Concepts 

A number of features and concepts distinguish IRAM from other disk access methods: 

■ Data records in IRAM files are of uniform, fixed size and may span physical blocks 
and sectors, tracks, and even cylinders as required. They may extend from one 
volume onto another (unless the file is created for processing only a single volume at 
a time). 
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■ Data records are written on disk compactly, as a continuous string of bytes, without 
any space in the string being used for system control or overhead. The data string is 
enlarged only by appending records. 

■ The string of data records is always usable in sequential and direct access modes, 
with direct access being made by a file-relative record number. Moreover, the data 
can be specified to be indexed by key; this causes IRAM to build a suitable index 
structure that resides in a second partition, separately from the data. 

■ An indexed IRAM file can be referenced by the additional modes of random-by-key 
and sequential-by-key. 

■ Indexed IRAM files, multivolume or single-volume, may be created by means of an 
orderly load (records submitted in ascending order of keys) or a disorderly load (record 
keys in no particular order), and they may be extended by appending records in either 
manner. If orderly load or extend is specified, automatic sequence checking is 
performed and results in immediate rejection of any record with an out-of-sequence 

. ;:,key. ' ^ " n . 

■ Duplicate keys are not permitted; a record with a key duplicating one already in the 

file is rejected immediately. IRAM does not sort the index at the completion of a 
disorderly load, but maihtains the index current on a record-by-record basis. 

■ r When a new record has been added to an indexed or noniridexed IRAM file, it is 

immediately available for retrieval. 

■ Multivolume IRAM files may be created for processing with either one volume online 
at a time/; or with all volumes online. They must be processed in the same manner as 
created. 

■ All programs accessing an IRAM file need not use the same data buffer size for I/O 

as was used to create the file. However, all those accessing an indexed IRAM file 

must use the same index, buffer size (unless they are not issuing keyed functions). 

■ IRAM's restrictions are the following: 

— All records are fixed-length. 

— Duplicate keys are rejected in indexed files. 

The maximum key length is 80 bytes (RPG II allows only 29 bytes, however). No 
byte of a record key may contain the hexadecimal value 'FF'. 

— The minimum size for the index buffer is 256 bytes. 

— No IRAM function is provided for deleting records — logical deletion and physical 
removal are responsibilities of the user's programs. 

The following subsections describe the IRAM record and file formats and conventions and 
the processing of sequential, direct, and indexed IRAM files. 
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12.2. IRAM FILE CONVENTIONS AND FORMATS 

A nonindexed IRAM file contains only one partition, the data partition, which IRAM defines 
to the system access technique (SAT) as containing 256-byte physical blocks, unkeyed. An 
indexed file, on the other hand, contains yet a second partition, the index partition, 
specified to SAT as containing 256-byte keyed blocks. The data partition of an indexed 
IRAM file is laid out exactly like that in a nonindexed file; it precedes the index partition, 
which begins on a separate cylinder from it. 


12.2.1. The Data Partition 

The data partition, cylinder aligned, consists of a single, compact string of data records, 
spanning the sector or physical block boundaries as necessitated by their uniform, fixed 
lengths. Records may be keyed or unkeyed; they contain no bytes reserved for control 
overload, nor are there any such nondata bytes in the string. Figure 12—1 shows the 
appearance of IRAM data records and lists the rules for their structure. 

When these data records are stored in an IRAM file, the records are loaded consecutively, 
arranged in the same order as you originally presented them to the IRAM processor. 
Although the records are stored in 256-byte sectors on your fixed-sector disk packs, and in 
256-byte physical blocks on variable-sector disks, the data records may span these 
physical boundaries. Record-length and sector-length need not coincide, as shown in 
Figure 12 — 2. Your data records are also independent of track boundaries, cylinder 
boundaries, and even volume boundaries (except when a multivolume file is created for 
single-volume processing). The data partition of your IRAM file is a long continuous string 
of data records. When new records are added, they are appended to the string, that is, 
added at the end as a continuation of the original string of records. 


12.2.2. Entries in the index Partition 

As it loads your keyed records into the data partition of an indexed file, IRAM extracts the 
key from each record and constructs a 3-byte pointer from the file^relative record number 
of the position to which the record is written. From these it forms an index entry for each 
record, and stores the entry in the index partition. The index entry for each record is then 
equal to the specified key length plus three bytes; it is stored in what is called the fine 
level of the IRAM index. 

The fine level of index is not formatted for hardware search, unlike the other levels of 
index described in subsequent paragraphs. It is treated as a chain of multisector blocks 
(each sector being 256 bytes long, as previously stated). Initially, each fine-level index 
block is only partly filled (to just beyond the three-quarter level) with index entries so as to 
permit later insertion of new entries, as required. All entries in the fine-level index are 
maintained in ascending key order. Figure 12 — 3 represents a fine- level index block 
comprising three 256-byte sectors. 
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LEGEND: 


K = Record key. All keys in a keyed file must have the same length; each record in a keyed file must have one 
unique key; and the starting location of the key must be the same in each record. You specify the length of the 
key, which may range from a minimum length of 3 bytes to a maximum of 80. (The maximum key length for 
RPG II records is 29 bytes.) No byte of any key may contain the hexadecimal value 'FF'. 


L ~ Key location. The starting location of the key must be the same in each record. You may specify the number of 
bytes of data preceding the key. If you default, IRAM assumes the key starts in the first byte of the record. 


D = Data portion of your logical record 

R = Length of logical record (key plus data). You specify this length, measured in bytes. All records in an IRAM file 

must have the same length. r 


Figure 12—1. IRAM Data Records with and without Keys 
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C / EXAMPLE 1 
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A!! sectors equal 256 bytes. 

Records in example 1 equal approximately 190 bytes each. 

Records in example 2 equal approximately 300 bytes each. 

Records in exarnple 3 equal approximately 70 bytes each. 

Figure 12 — 2. IRAM Data Records Spanning Disk Sectors on a Fixed Sector Disk 



Figure 12 — 3. Typical Fine-level Index Block of Three Sectors 
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One other hierarchic level of index is always created: the coarse-level index. This is 
hardware searchable and comprises 256-byte blocks, each containing a variable number of 
entries similar to those at the fine level. One difference, however, is that the 3-byte 
pointer in each coarse-level entry does not represent the file-relative number of a record 
in the data partition; it points to another index block at a lower level — either a fine-level 
index block, or a block in what is called the mid-level index. Another difference is that, 
instead of containing a 6-byte control area, each coarse-level block uses its final byte to 
indicate the number of bytes in the block that represent active entries. The index entries in 
a coarse-level block are filed in descending order of key values, the high key of the block 
being the first encountered by the hardware search. Mid-level index blocks have the same 
construction as those in the coarse level; refer to Figure 12^ — 4. The mid-level index is 
created by IRAM as required; the process is described in the following subsection. 


ACTIVE ENTRIES 


INACTIVE AREA 



Figure 12—4. Typical Coarse- or Mid-Level Index Sector 


12.2.3. Structure of IRAM Index 

When the IRAM processor builds an index for your file, it creates at least two levels of 
index: a fine level and a coarse level. If your file is veiy large, one or more rhid-levels of 
index are created as they are needed. 

The fine level of index consists of an entry for every record in the data partition of your 
file. The fine-level entries are filed in ascending key order until an index block (256 bytes) 
is filled. At this time, one coarse-level entry is made that points to the high key entry in 
that filled fine-level block. As each fine-level block is filled, another coarse-level entry is 
made. This patterh is continued until all your records are on file. 

The coarse-level index is arbitrarily allocated by IRAM; its size is disk-dependent. On the 
fixed-sector 8415, 8416, and 8418 disks, IRAM allocates two tracks; on the variable-sector 
8411, 84-14, 8424, 8425, 8430, and 8433 disks, it allocates four. If the coarse-level index 
is filled before air your records are on file, a mid-level index is created. The IRAM 
processor allocates a new track, designates it as a mid-level index, and copies three- 
quarters of the entries from the filled coarse-level track onto this mid-level track. The 
IRAM processor creates a new entry in the coarse-level index that points to the high key 
of a block in the mid-level. In this manner, three-quarters of a track on the coarse-level 
index are replaced by a single entry. 

As new fine-level entries are recorded, one entry is made in the coarse-level index for 
each filled index block in the fine level, just as before. When the coarse-level track is filled 
again, another mid-level track is allocated, three-quarters of the coarse-level entries on 
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that track are moved into, the mid-level indexj track, land one new coarse-level entry is 
created to point to the high key of the second track of the mid-level index. This process 
can be repeated until each entry in the coarse-level index points to the high key of a track 
in the mid-level index. Figure 12—5 illustrates the structure of an IRAM index. 



4 TRACKS 

(2 TRACKS ON 

8416 AND 8418 DISCS) 

ADD 1 TRACK AT 
A TIME, AS NEEDED. , 


ONE ENTRY FOR 
EVERY RECORD IN 
DATA PARTITION 


Figure 12—5. (RAM index Partition 

At this point, the addition of new records would cause another mid-level index to be 
created between the filled coarse-level index and the old mid-level index. A search for a 
specific data record by key in a 4-level index would proceed as follows (refer to Figure 
12 — 6 ): _ ■; ^ ■■ " 

■ the search begins in th© coarse-level index; ’ 

■ a hit is made that points to the new mid-level index; 

■ the new mid-level is searched; 

■ a hit is made that points to the old mid-level index; 

■ the old mid-level is searched; 

■ a hit is made that points to the fine-level index; 

■ the fine-level is searched; . 

■ a hit is made which points to the data record in question; and 
the data record is retrieved. 
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It is not likely that your file would be large enough to require more than three index levels, 
but IRAM can create an index for any size file up to the physical limitation of eight disk 
devices. 



Figure 12—6. Typical Search of 4-Level IRAM Index 
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12.2.4. Estimating Disk Space Required for an indexed IRAM File 

To estimate the number of cylinders for your primary allocation of disk space to an indexed 
IRAM file, follow the straightforward procedure outlined herein. The result is a good first- 
level approximation for your use in specifying the EXT statement in the job control device 
assignment set that is used in allocating disk space for an indexed IRAM file to be Created 
by your program. The same calculations may also be used for specifying the number of 
cylinders to be allocated for an indexed IRAM file to be generated from another file by the 
OS/3 data utility program (as in the task of transcribing your data files in the System/3- 
to-OS/3 transition process). 

The number of cylinders required for an indexed IRAM file includes those occupied by the 
data partition and the index partition; the latter comprises the fine-level index and the top 
levels of index (the coarse-level and the mid-level, if any). Your initial space allocation for 
an indexed IRAM file must always be at least two cylinders because the data partition and 
the index partition are separate, and each is cylinder-aligned. To obtain the approximate 
size of the space the file will occupy, proceed as follows. 

First, calculate D, the number of 256-byte sectors required for your data records: 

record-length • number-of-records (1) 

D = 

256 

Next, calculate B, the number of index blocks required by your fine-level index: 
number-of-records • (keylength + 3) /4\ (2) 


(256 • m) — 6 \3/ 

where: 

the factor 4/3 is used because the average fine-level index will be 3/4 full, m is the 
number of 256-byte sectors in the index buffer. (See 13.2.1.) 

Next, calculate F, the number of 256-byte sectors required by your fine-level index: 

F = m • B (3) 

NOTE: 

Over 95 percent of the file allocation is used by the sum of the data requirements (Dj and 
the fine-level requirements (F). Unless you need a more accurate estimate, skip the 
calculations to obtain the number of 256-byte sectors required for the coarse level (T) and 
the mid-levels (S) of the index, and do your final calculation as described in step 6 with T 
and S set to zero. 

Next, do the following calculations to obtain the number of 256-byte sectors required for 
the top levels of the index — the coarse-level, T, and the mid-level, S. 
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The coarse-level calculation is automatic: IRAM always sets aside two tracks of coarse- 
level index for an indexed IRAM file that resides on an 8416 or 8418 fixed-sector disk; it 
sets aside four tracks for a file on a variable-sector disk (841 1, 8414, 8430, or 8433). The 
number of sectors these tracks contain are found in column T of Table 12 — 1. If they can 
contain enough index entries to point to all your fine-level index blocks, no mid-level index 
is needed. 

On the other hand, if the number of fine-level index blocks exceeds what the maximum 
coarse-level index can control, IRAM automatically creates one or more tracks of mid-level 
index, one at a time, as it finds the need to control the remainder. You may proceed as 
follows to calculate the number of sectors these mid-level index tracks will contain: 


■ Take (from Table 12 — 1) the value T, which represents the number of sectors 
allocated to the coarse-level index for a file on the type of disk this index is to reside 
on, calculate E, the number of index entries that T can contain, and compare this 
number to B: 


E = 


255 


(keylength-f3) 


• T 


(4) 


where: 

[ ] implies the integer value only: no remainder. 

If E is equal to or greater than B, no mid-level index is required. The value S (the 
number of sectors required for the mid-level) in step 6 is set to zero. 

■ On the other hand, if E is less than B, a mid-level index will be constructed; proceed 
to calculate S, the number of sectors it will contain: 

S = B — E /j4\ (5) 

r 255 1 \ 3 / 

Lkeylength + sj 

where: 

The factor of 4/3 is used because the average mid-level index vvill be 3/4 full. 

The final calculation of the number of cylinders to allocate to the whole file is represented 
by the following formula: 

(F + T + S) D (6) 

U • N A • N 

where: 

C 

Is the number of disk cylinders to allocate to the indexed IRAM file. 

A 

Is the disk dependent number of 256-byte sectors per track (data partition) from 
Table 12—1. 
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D 

Is the number of 256-byte sectors required for the data partition. 

F 

Is the number of 256-byte sectors required by the fine-level index. 

T ■ ■ : . .. . ■, ^ . , ;■ 

Is the disk-dependent number of sectors allocated automatically for the coarse- 
level index, from Table 12-1. 

S 

Is either zero (when no mid-level index is required), or the number of mid-level 
index sectors required. 

U ~ 

Is the disk-dependent number of 256-byte sectors per track, from Table 12-1. 

N 

Is the disk-dependent number of tracks per cylinder, from Table 12-1. 

Example: 

Given the following parameters, calculate the number of cylinders to allocate for an indexed 
IRAM file residing on an 8416 disk: 

Number of records: 77,500 

Record length: 512 bytes i 

Key length: 28 bytes 

Index buffer length: 512 bytes 

■ D = record-length • number of records (1) 

256 


= 512 • 77,500 

256 

= 155,000 sectors for data partition. ' 

B = number-of-records • (keylength-F3) • 4 

(256-m)-6 ’'3 

= 77,500(28+3) • 4 

(256-2)-6 3 

= 6331 blocks for fine-level index. 
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F = m • B (3) 

= 2 • 6331 

= 1 2,662 sectors for fine-level index. 

The coarse-level index for an IRAM file on an 8416 disk contains 80 sectors; by 
inspection this number can be seen to be too small to avoid the need of a mid-level 
index. 


r 


255 


L(keylength-h3)J 


1 T 


(4) 


r_2^i- 

L(28-I-3)J 


80 


[8.22] • 80 = 8 • 80 = 640 index entries can be contained by T. 


B 


r 255 1 

L(keylength+3)J 

6331-640 4 


4 

3 


(5) 


8 


949 sectors for mid-level index. 

(F -f- T + S) + D 
U N A • N 

(12,662 + 80 + 949) 

40 ■ 7 


( 6 ) 


+ 1 55,000 


40 • 7 


= 168,691 

280 

= 603 cylinders to be allocated for file. 


12.2.5. Estimating Disk Space Required for a Nonindexed IRAM File 

To estimate the number of cylinders to be allocated for an IRAM file created vvithout an 
index, proceed to calculate D, the number of 256-byte sectors required for your data 
records, using formula 1 in the preceding subsection, and divide by the product of A times 
N (taken from Table 12-1); 
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Table 12 — 7. Disk-Dependent Factors for Calculating Size of Top-Level Index for an IRAM File 


SPERRY UNIVAC 
Disk Subsystem 

U 

(Number of 256-byte 
sectors per disk track 
for Index partition) 

A 

(Number of 256-byte 
sectors per disk track 
for data partition) 

T 

(Number of sectors 
allocated to course- 
level index) 

N 

(Number of tracks 
per disk cylinder) 

8416 

40 

40 

80 

7 

8418 

40 

40 

80 

7 

8411 

10 

11 

40 

10 

8414 

17 

20 

68 

20 

8424 

17 

20 

68 

20 

8425 

17 

20 

68 

20 

8430 

29 

33 

116 

19 

8433 

29 

33 

116 

19 
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Functions and Operations 
of IRAM 



13.1. PROCESSING NONINDEXED IRAM FILES 

Nonindexed IRAM files are created with specific processing requirements in mind. A 
sequential nonindexed file is one in which the physical, consecutive order of records on 
disk is of specific significance to your application, and you expect to process these records 
one after the other. A direct nonindexed file, on the other hand, is one arranged on disk so 
as to provide ready access to a specific record without processing any of the records 
preceding it. The consecutive, physical order of records in the direct file is usually of less 
importance than your ability to access each record at random, independently of any other 
record in the file. 

A capability that sets IRAM off from other disk access methods, however, is that record 
retrieval, update, and other operations on nonindexed files may be performed 
consecutively or randomly, regardless of the primary purposes for which files were 
created. The direct file created randomly by relative record number has several special 
characteristics that need separate consideration; for this reason, the processing 
procedures for the randomly processed and sequentially processed consecutive file are 
taken up separately in the following paragraphs. 

Nonindexed IRAM files spanning two or more volumes may be created with only one 
volume mounted at a time, or with all volumes mounted. They must always be processed 
in the same way as they were created: only one volume online, or all online.* However, it 
is important to realize that the nonindexed multivolume file intended for single-volume 
processing may not be created randomly by relative record number, nor may it be 
processed this way. Multivolume files for which relative record addressing is planned must 
have all volumes mounted — whether they are sequentially processed or randomly 
processed consecutive files. 

All IRAM files may be processed with a randomly-ordered disk file that contains relative 
record addresses; this type of file is knoyvn to the RPG II programmer as a tag, or 
ADDROUT, file. You may create such a file from an IRAM file by means of the ADDROUT 
option of the independent OS/3 sort/merge program; this process is documented in the 
sort/merge user guide, UP-8342 (current version). 

For details of the actual programming specifications you must use for creating and 
processing IRAM files in OS/3 using RPG II, refer to the RPG II programmer reference, 
UP-8044 (current version). 


*The IBM System/3 programmer recognizes the file created to be processed with all volumes mounted as an online 
multivolume file; the file created for single-volume processing he recognizes as an offline multivolume file. 
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13.1.1. Processing Sequential I RAM Files 

A sequential file is one organized consecutively, its records being written on the disk in 
the physical order in which you provide them to IRAM, They are usually processed 
consecutively, one after the other, in the order in which they occur on the disk, and 
usually all the records in the file are processed. IRAM furnishes you functions for 
consecutive processing, but also provides functions for random processing, by relative 
record number. The following subsections discuss procedures for creating and extending a 
sequential IRAM file; for adding, retrieving, updating, and deleting records; and for 
reorganizing a sequential IRAM file. 

13.1.1.1. Creating a Sequential IRAM File 

You define your IRAM file as an output file to be created in a sequential (consecutive) file 
processing mode, and you specify the uniform size of your fixed-length records and the 
size of your data buffer (or buffers). You may use two contiguous I/O areas, each half- 
word aligned, for double buffering if you desire, but they must have the same length. 

To calculate the minimum size that you may specify as data buffer length, use the 
following algorithm: 

■ If record size divides into 256 bytes without remainder, minimum buffer size is 256 
bytes. 

■ If record size is a multiple of 256 bytes, the minimum buffer size equals record size. 

■ Otherwise, minimum buffer size depends on the sum of record size + 255 bytes. If 
the sum is a multiple of 256 bytes, then the minimum buffer size equals this sum. If 
not, you must round this sum upward to the next multiple of 256 bytes; this, then, is 
the minimum buffer size. 

The same algorithm is used for minimum data buffer length calculations in creating direct 
and indexed IRAM files as well. To specify data buffers larger than the minimum may 
enhance your program's performance. Note that subsequent programs processing this file 
need not specify the same data buffer size that you use to create the file, but they must, of 
course, specify at least the minimum. 

After the file is opened, your records are submitted to IRAM, one after the other, until you 
have no more records available. IRAM stores them in the data partition in the order of 
submission — this is the consecutive order in which you may process them later. The 
relative record number of the last record written is recorded by IRAM in the file control 
table and the volume table of contents. Records are stored as a single, compact string of 
bytes, without any space in the string unused or devoted to system overhead. IRAM 
performs no sequence checking or duplicate record rejection in loading a sequential IRAM 
file; these functions, if they are necessary, are up to your programs. 
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13.1.1.2. Extending a SequentiallRAM File 

Once the String of data records has been created, it may be enlarged through IRAM only 
by appending new records at the end. IRAM does not provide functions for inserting new 
records within the string, nor for adding them at the head of the string. Records may not 
be appended during retrieval processing. 

The usual method of appending new records to a sequential file is essentially the same as 
file creation. Again, the file is defined as an output file for sequential processing, and the 
same specifications made as before (except, as previously noted, that this program need 
not use data buffers of the same size as the file-creating program used). After the file is 
opened, your new records are submitted to IRAM and stored in consecutive order, as in 
file creation; all are appended to the data string. This procedure requires you to specify the 
EXTEND option in the LFD job control statement for the file. 

It is also possible, in IRAM, to extend a sequential file in random mode — again by 
appending each new record to the end of the string. For this manner of enlarging the file, 
you redefine it as a chained output file for random (direct) processing, and you define a 
field in your program to be used for providing a relative record number for each new 
record IRAM is to append. You must also define a record work area in your program (equal 
in size to one record length) in which you make each record available to IRAM. When the 
file is opened, IRAM automatically initializes the relative record number field to the next 
record number available for file extension. You use this for the first record to be appended, 
incrementing the field by 1 for each succeeding record before you issue the output 
function to append it to the file. 


13.1.1.3. Adding Records to a Sequential File 

When you have to enlarge a sequential file by inserting new records between existing 
records, or by adding them at the head of the string, you must make use of processors 
other than IRAM, which has no sequential or random functions for performing these tasks. 
Your new records must be sorted into the consecutive sequence in which you expect to 
process them, and be provided as an input file (together with your IRAM file) to either the 
OS/3 independent sort/merge program or the OS/3 data utilities program. Either of these 
processors can be used to create a new sequential IRAM file containing your inserted or 
added records in their proper consecutive order. Refer to current versions of the OS/3 
sort/merge user guide, UP-8342, or the OS/3 data utilities user guide/programmer 
reference, UP-8069, for the details of these procedures. 


13.1.1.4. Retrieving and Updating Records in a Sequential IRAM File 

You may retrieve or retrieve-and-update records in an IRAM file either in sequential 
(consecutive) order or at random (using relative record number). Recall that if yours is a 
multivolume file, however, it must have been created for processing with all volumes 
mounted if you are to process it via relative record number (see 13.1). For consecutive 
retrieval, define the IRAM file as a nonindexed input file for sequential (consecutive) file 
processing mode. For consecutive retrieval-and-update, define the IRAM file as a 
nonindexed update file for sequential processing. If your processing is to begin elsewhere 
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than at the first record of the file, you must predefine a field in your program where you 
must provide the relative record number of the starting point to IRAM by setting a lower 
limit for processing before you issue the input function (these actions are not required 
when your program is to read all the records). Your retrieval may begin at any record 
number that is not higher than the current file limit; once this record has been retrieved, 
however, the remainder of the records in the file are read automatically in unbroken, 
consecutive order, unless you select a second starting point. 

You may provide two data buffers if you are only retrieving records without updating, but 
you must provide only one data buffer if you are updating. The lengths of these buffers 
must be the same, but need not equal the data buffer size used to create the file. 

IRAM provides data records to you in the data buffer in the same consecutive order in 
which it received them at file creation or extension, and in the same order that they were 
written on the disk. Consecutive retrieval continues until the file is closed or the end of file 
is reached; if it is to be terminated by the end-of-file condition, you must have specified 
the address of a routine for handling this event; If the relative record number you specified 
as the starting point lies outside the file limit, retrieval does not take place; control is 
transferred to an error routine with status flags set to indicate a no-find condition. 

Random retrieval by relative record number from a sequential file requires that you define 
the file as a chained input file for random processing by relative record number. Your 
program defines a field in which you will supply the desired relative record number to 
IRAM and moves this number into the field before you issue the input function. If you 
request a number that lies outside the current file limit, IRAM transfers control to an error 
routine with status flags set to indicate a no-find condition. Random retrieval terminates 
when the file is closed. 

For random retrieval-with-update from a sequential file, you proceed as for random 
retrieval, but you may predefine a field in your program as a record work area (of a size 
equal to record length) from which you will make the updated record available to IRAM 
instead of using the data buffer. (Only one data buffer may be used in the update mode.) 
IRAM will make the retrieval record available to you in this record work area, instead of in 
the data buffer, if your program specifies if before you issue the input function. You 
retrieve by supplying IRAM with the desired relative record number in the predefined field 
of your program before you issue the input function. The output function to write the 
changed record back to the file does not require a relative record number and none should 
be supplied. 

Updating records in any IRAM file may include marking records that have become inactive 
with a deletion flag — according to your own conventions. Such records will always be 
retrieved; therefore, if your update processing does include the writing of a deletion flag, 
then your retrieval programs must include checking for the presence of this flag to 
determine whether each record retrieved is to be bypassed or processed. 

Records may not be appended during retrieval or retrieval-and-update operations. 
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13.1.1.5. Deleting Records from a Sequential I RAM File 

IRAM does not provide a function for logically deleting records from a file nor for. 
physically removing them from the unbroken string of data records. As records become 
inactive or otherwise eligible for removal from the file, your update programs should mark 
them in some way (of your own choosing) so that they can be recognized for bypassing — 
and for eventual physical removal when you reorganize the file. A common method for 
logically deleting a record is to write a conventional deletion flag in a specific byte of the 
record. Because IRAM has no means of checking this flag for you, logically deleted records 
will always be retrieved; your programs must check for the presence of the delete code. 


13.1.1.6. Reorganizing a Sequential IRAM File 

A sequential file may eventually require reorganization. One reason may be to conserve 
disk space by physically removing records that have been logically deleted from the file; 
another may be to reorder the file according to a more convenient physical sequence than 
was used to create or extend it. 

Two methods are available to you for reorganizing a sequential file. Either the independent 
sort/merge program or the data utilities program will accept your IRAM file as input and 
resequence the data records, physically deleting records you have tagged. For details on 
these processors, refer to the current versions of the sort/merge user guide, UP^B342, 
and the data utilities user guide/programmer reference, UP-8069. 


13.1.2. Processing Direct IRAM Files 

A direct IRAM file is one organized to allow any record in the file to be retrieved directly 
when the location of the record, in relation to the beginning of the file, is specified. The 
IRAM processor does not search an index or process other records that, precede the one to 
be retrieved; ail records in the file are assigned to specific file-relative positions, 
independent of the order in which they are presented to IRAM for writing to the file. 

IRAM provides not only functions for direct or random processing but also functions for 
consecutive processing of records in a direct file. The following subsections diskuss 
procedures for creating and extending a direct IRAM file; for adding, retrieving, updating, 
and deleting records; and for reorganizing the file. 


13.1.2.1. Creating a Direct IRAM File 

When your plans for processing a nonindexed IRAM file call for each record to be assigned 
to a specific disk location, you create a direct file by presenting your records, one by one, 
to the IRAM processor in a work area, and by supplying the file-relative position to which 
each record is to be written on disl^. This position is not a disk address, but a file-relative 
record number that you supply to IRAM in a predefined field of your program before your 
issue each output function to write a new record to disk. The RPG II programmer knows 
this type of file as a chained output file. 
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The relative record number that you assign to each record as it is written out may have 
been determined directly from some control field in the new record itself, or it may have 
been derived from the record by a conversion process that you have programmed 
separately. Or, it may have been obtained from some other source entirely: a control field 
in a record in some other file. In any event, it is entirely possible that a number of the 
relative record positions available in the extent you have allocated to this direct IRAM file 
will not be occupied by a data record in your initial load. It is also possible, on the other 
hand, that your method of obtaining a relative record number may result in your assigning 
the same number to two or more records. 

When you are creating a direct IRAM file randomly by relative record number, IRAM does 
not check for duplicate assignment of relative record numbers, nor does it detect or 
prevent two records being loaded into the same position in the file. Later addition of 
records or extension of the file may, likewise, result in overwriting record positions already 
containing valid records that you do not intend to be ''updated” in this backhand way. 
Such problems must be dealt with in your programming and in your preparation of the file 
before you load. 

IRAM preformats the extents of direct files residing on the variable-sector 8411, 8414, 
8424, 8425, 8430, and 8433 disk subsystems, initializing or "dummying" all relative 
record positions to binary 0; it does not do so, however, for files on the fixed-sector 8415, 
8416, and 8418 disks. Record positions on the latter disks will contain spurious data (from 
your point of view) resulting from previous uses of the disk, or residual patterns from prior 
disk prep or testing routines. Before loading a direct IRAM file onto an 8415, 8416, or 
8418 fixed-sector disk, you should therefore take care of dummying with a file preparation 
program of your own: one that writes into all record positions the null pattern (blanks, 
zeros, or whatever you determine) that your subsequent load program will recognize as 
virgin territory. In this way, the algorithm in your load program for detecting and 
preventing the collision of synonyms will be more likely to work as you intend. 

In calculating the minimum size of your data buffers, follow the same procedure as for a 
sequential file, described in 13,1.1.1. 


13.1.2.2. Extending a Direct IRAM File 

You enlarge or extend a direct IRAM file, which has been created randomly by relative 
record number, in the same way as you created it. That is, provide each new record to 
IRAM, singly in a work area or I/O area, and supply the relative record number for the 
record before you issue the output function to write it, placing this number in a predefined 
field in your program. 

When a direct IRAM file is opened for extension in random mode, IRAM automatically 
initializes the predefined relative record number field in your program by moving into it the 
next available record numbef. This number is the next relative record position where IRAM 
expects to write the first data record to be appended to the string of records in the file. It 
has recorded this record position in the volume table of contents (VTOC) of the file and in 
the file control table as an end-of-data address. 
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You must use this IRAM-supplied relative record number with the first new record you add 
to the file, and each successive relative record number you provide (by incrementing the 
content of this field) must be 1 higher than the current highest numbered record. 
Therefore, if you are enlarging your file by adding data records by relative record numbers 
that you are calculating or obtaining by algorithm, your file extension program should 
provide a dummy record for each consecutive relative record position to which a record 
containing actual data is not to be written. (An alternative, of course, is to extend your 
direct file vyith all dummied records, to be updated later at random by actual data records 
whose relative record numbers you provide by the same process used in file creation.) In 
either case, the dummying is your own convention, recognized by your programs — not by 
IRAM. 

Records may not be appended during retrieval operations. 

13.1.2.3. Adding Records to a Direct IRAM File 

In the sense of appending new records to the end of the string of data records in a direct 
IRAM file, adding records extends the file; this process is described in the preceding 
paragraph. In the quite different sense of inserting new data records into the existing data 
string, however, adding new records by relative record number is tantarnount to updating 
without prior retrieval. However, an important difference between this way of adding 
records and the update procedures described in the following paragraph is that your direct 
file must not be defined as an update file. 

To insert new records by relative record number without fjrst retrieving the record at the 
specified file-relative position, you must deine your file as an output file. To add a new 
data record to an output file in this method, your program must predefine both a record 
work area (size equal to record length) and the field in which you supply to IRAM the 
relative record number of the position within the file to which the new record is to be 
written. You provide the relative record number in this field before you issue the output 
function. 

Whether you use this method of inserting new data records into a direct IRAM file 
depends upon your methods for generating or obtaining relative record numbers and for 
dealing with synonyms. Some methods rely on your examining a record position before 
you add a new record; to add bindly in these methods would eventually destroy the 
integrity of your file. 


13.1.2.4. Retrieving and Updating Records in a Direct IRAM File 

There are three methods available for record retrieval or retrieval-with-update from a 
direct IRAM file. If you specify sequential processing mode, you may retrieve data records 
in the order in which they occur on disk. You may retrieve records randomly by supplying 
relative record numbers in your program, and you may retrieve records randomly by 
processing your direct IRAM file with a tag file that contains a set of relative record 
numbers produced by the ADDROUT option of the sort/merge program. 
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For consecutive retrieval, define the direct IRAM file as an input file for sequential 
processing mode; for retrieval-with-Update; define it as an update file. (Only one data 
buffer may be specified for update mode.) When you issue the input function, consecutive 
retrieval begins automatically with the first record position in the data partition. 

If you do not want to begin processing with the first consecutive record in the file; you 
may issue the appropriate function to set a different lower limit for retrieval. You must do 
this after the file is open, having predefined a field in which you provide the relative record 
number of the starting position desired for retrieval. Your first input function retrieves the 
record at this position, and the succeeding input functions retrieve data records in 
consecutive order. You may reset the lower limit at any time while the file is open. 

To retrieve randomly by relative record number, define the direct IRAM file as an input file 
for random processing mode; for retrieval-with-update, define it as an update file. Your 
program must predefine the field in which you supply IRAM with the desired relative 
record number, which you do before issuing each input function. The output function for 
writing a retrieved, updated record back to its original disk location does not require a 
relative record number, and hone should be supplied. 

If your updating programs include provisions for tagging records for deletion, or 
ovehA/riting them with a null pattern (blanks, zeros, etc.) so that they may be recognized as' 
available for reuse, your retrieval programs should include a check for these conventions 
in order to avoid unnecessary processing of invalid records. IRAM itself has no means of 
avoiding the retrieval of logically deleted records. 

If your file contains Synonyms, your retrieval and updating programs must, obviously, 
contain the necessary coding to locate the desired record. 

13.1.2.5. Deleting Records from a Direct IRAM File 

Because IRAM does not provide a function for logically deleting a record from a file, your 
update programs should provide for whatever means are necessary, according to your own 
conventions. Although you may flag each record for later deletion when your updating 
program determines that it is eligible for- removal from the file, consider also the 
alternative of overwriting a record that- you no longer want to process with the null pattern 
that (according to your own programming conventions) is recognized as a relative record 
position available for reassignment to a new record. Depending upon your method of 
handling synonyms in your direct file, there may be synonym linking or chaining 
information in a record that should not be deleted when its data content is inactivated by 
your logical deletion procedure. 


13.1.2.6. Reorganizing a Direct IRAM File 

Unlike a sequential IRAM file, a direct file cannot be usefully reorganized with the 
sort/merge or data utility programs. It is not feasible, for example, to physically remove 
records flagged for deletion in copying a direct file with the data utility because of the 
inevitable change in the file-relative positions of the valid records carried over to the new 
file. They are carried over in the same consecutive order that they held in the old file; but, 
because the data utility has no means of generating new relative record numbers and 
substituting these in your synonym linkage fields, these fields are unchanged and are no 
longer valid. 
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Even though your file does not contain synonyms, if the valid records are to be written to 
relative record positions contained in or derived from a control field in each record, the 
data utility or sort/merge program nonetheless lacks the facility to write them to the 
desired locations in the new file. A method for compressing a direct file without synonyms 
would be to copy it consecutively, via the data utility, and to use the resulting sequential 
IRAM file as input to a direct IRAM file-creation program you have written in RPG II. This 
effectively recreates a direct IRAM file in a smaller disk space. 

For details on the use of the data utility, refer to the data utilities user guide/programmer 
reference, UP-8069 (current version). 


13 . 2 . PROCESSING INDEXED IRAM FILES 

Indexed IRAM files contain two separate partitions: a data partition with fixed-length 
records ordered consecutively in the order of submission and stored (exactly as in 
nonindexed IRAM files) in a single compact string of bytes; and, an index partition, 
containing blocked index entries at two or more hierarchic levels. Each data record in the 
data partition contains a key, a character string specified by -the user, that uniquely 
identifies the record. All keys in the IRAM file are of the same length; a key may start at 
the head of the record it identifies, or it may be elsewhere within the record, but the 
location of all keys must be the same for all records in one file. For details on the structure 
of keyed records and the IRAM index, refer to 12.2. 

If the index partition is activated during processing, data records may be referenced 
randomly or sequentially by the values of their keys. When the index partition is inactive, 
data records may be accessed consecutively (in the physical order in which they occur oh 
disk) or randomly, according to their relative positions in the data partition. However, 
records may not be added unless the index is active. Activating the index is a specific 
detail? of file definition, performed before the file is opened. 

A multivolume indexed IRAM file may be created for processing with all volumes online, or 
with only one volume online at a time, and it must always be processed in the mode for 
which it was created. When a multivolume file is created for single-volume processing, 
random processing must always use the keyed retrieval functions, for which the index 
partition must be active; random retrieval by record number is not possible. 

Both multivolume and single-volume indexed lRAM files may be created in an orderly or 
disorderly load. In an ordered load, records are submitted to IRAM in ascending order of 
key values; an out-of-sequence record is rejected, and an error is reported. In an 
unordered load, no checking of key sequence is performed by IRAM. In both types of load, 
however, IRAM checks for duplicate keys; a record whose key duplicates a key already in 
the file is rejected, and an error is reported. 

A new data record with a key duplicating one already in the file may not be added to the 
file at any time. No sequence checking of keys may be specified during file extension 
operations. All IRAM files may be processed randomly with a tag file containing relative 
record numbers of the records selected for processing. Such a disk file maybe prepared 
from the IRAM file by using the ADDROUT option of the independent sort/merge program; 
for details, see the sort/merge user guide, UP-8342 (current version). In addition, an 
indexed IRAM file may be processed sequentially with a file containing record key limits. 
Alternatively, the lower limit may be set within the RPG 11 program. 
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The following subsections discuss, in general terms, procedures for creating and extending 
an indexed IRAM file; for adding, retrieving, updating, and deleting records; and for 
reorganizing an indexed IRAM file. For detailed programming specifications, refer to the 
RPG II programmer reference, UP-8044 (current version). 


13.2.1. Creating an indexed IRAM File 

You define your IRAM file as an indexed output file and present each data record to IRAM 
in a predefined record work area (of a size equal to one record length) before you issue the 
output function to write it to the data partition. All data records are of a uniform length, 
and each contains a unique record key. You must specify the record length, the key length, 
and the fixed location of the key in all records when you define the file. 

Other specifications you must make in defining the file include: 

■ the size and address of your primary data buffer; 

■ the size and address of your index buffer; and 

■ the address of a field in your program that is to contain a search key. 

For calculating the minimum data buffer size you may specify, follow the same procedure 
used for creating a sequential IRAM file — described in 13.1.1.1. The primary data buffer 
is half-word aligned and contiguous to the index buffer in main storage. You may 
optionally specify a secondary data buffer (except for update operations); this must be 
contiguous to the primary buffer and of exactly the same size. The secondary data buffer 
follows the primary buffer in main storage. 

The index buffer in main storage is also half-vvord aligned and has a minimum length of 
256 bytes; if larger, its size must be a multiple of 256 bytes. The RPG II compiler specifies 
this minimum length for you and provides you with means for increasing the size of the 
index buffer (by one or more (up to nine) 256-byte increments) to enhance the 
performance of your programs: not only the load program itself, but all programs 
subsequently accessing the indexed IRAM file when its index is active. You should do so if 
you can afford the main storage, bearing in mind that all subsequent programs that use 
keyed functions must specify the same index buffer size you used to create the file. (They 
need not use the same data buffer size, however; see 13.1.1.1.) 

A good rule of thumb in determining your index buffer size is to multiply the sum of your 
specified key length plus three bytes by 20, rounding the result upward to the next 
multiple of 256 bytes. This figure is used in calculating disk space required for an indexed 
IRAM file (see 12.2.4). 

The length of the field you must predefine in your file creation program to hold a search 
key is your specified key length plus three bytes. This field is required in any program that 
uses keyed functions. IRAM uses this field itself, arid sometimes overlays it. Your 
programs should avoid this field except for placing a search key in it, just prior to 
requesting- a random read. 
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In defining the file for creation, you may specify that IRAM is to check that the sequence 
of the keys in your submitted data records is in ascending order. If you do so, you must 
submit them in this order for the load (but not necessarily in subsequent file extensions); 
an attempt to load a data record containing an out-of-sequence or duplicate key is rejected 
immediately, and an error is reported. 

If you do not request key sequence checking, you may submit your data records to IRAM in 
any key order; only duplicate keys will be rejected. Depending on the bias of your key 
distribution in this disordered load, you should expect the process to be less than half as 
fast as an orderly load with sequence checking. 


13.2.2. Extending an Indexed IRAM File 

Once the file is created, it may be extended in the same manner we have just described 
for creating the file. IRAM appends new records to the end of the data string. If you have 
specified sequence checking in creating the file, you are not constrained to extending the 
file with an orderly sequence of added record keys, but if you do specify sequence 
checking for extending the file, the key in each record submitted must be successively 
higher than any in the file or volume. Duplicate keys are rejected. You may also add new 
records while you are retrieving existing records from the file; see 13.2.4. 

Once you have successfully added a new record to an indexed IRAM file, it is immediately 
available for retrieval. This is true because IRAM updates the index structure on a record- 
by-record basis during load, extend, and add operations. It does not sort the index 
following a disorderly load, but maintains the fine-level index in unbroken ascending key 
order at all times. Refer to 12.2 for details. 


13.2.3. Retrieving and Updating in an IRAM File with Index Active 

When a multivolume indexed file has been created for single-volume processing, random 
retrieval from each volume must always be performed with the index marked active, using 
the key of the desired record as a search argument. It is not possible to retrieve records 
from the mounted volume at random by relative record number. 

Random retrieval from a single-volume indexed file is not limited in this vyay. You may 
retrieve records at random by key when the index is active, and at random by relative 
record number when it is not. The same is true for multivolume files created for 
multivolume processing. When the index is marked inactive, IRAM files may be processed 
only in retrieval and update modes, as described in 13.2.5. When the index is marked 
active, all retrieval from an IRAM file is done by key. 

To retrieve randomly by key, define the file as an input file for random mode processing 
and specify that the index is active. Your program predefines a field in which you provide 
IRAM with the key of the desired record as a search argument before you issue the input 
function. The length of this field is three bytes greater than the key length specified for the 
file. No search key may contain a byte with the hexadecimal value 'FF'. 
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If you have specified update mode, random retrieval may be followed by an output function 
to update the record retrieved. I RAM prevents you from issuing the update function if the 
desired record has not been found. In updating a keyed record, you should take care not to 
alter its key in any way. IRAM does not check for alteration of the key nor does it prevent 
your update from being issued if the key of the updated record duplicates one already in 
the file. IRAM updates without reference to the index; therefore, if an updated record is 
written back to the file with a key that has been changed, subsequent retrieval by key is 
either impossible or unreliable. 

Sequential retrieval by key requires that the file be defined as an input file for sequential 
processing and that the index be marked active. Before you issue the input function to 
retrieve the first record, you must establish the value of the record key at which the 
retrieval sequence is to begin. This is done by issuing a function to set the lower limit for 
retrieval and providing a key value in a predefined field of your program. IRAM will then 
search for a record containing a key equal to or greater than this value. 

If the value you supply is zero, the record retrieved by your first input function is the 
record containing the lowest key in the file. {This is the first record in the data partition 
only if the file was created with an orderly load.) If the value you supply is greater than the 
highest key contained in the fine index, no retrieval Sequence can begin. In this case, 
IRAM reports a "no-find". 

Once a sequential-by-key retrieval sequence has been successfully started, it continues 
until: 

■ you reach end of file dr end of volume; 

■ you specify a new lower limit to start a new sequential retrieval sequence; 

■ you reset file processing mode from sequential to random; or 

■ the file is closed (by your program or by IRAM, as in case of I/O error). 

A sequential-by-key retrieval Sequence is not terminated when you add a new record 
during retrieval operations, but is resumed with your next input function (see 13.2.4). 

If your updating operations include provisions for flagging records (by your own 
conventions) that are to be deleted from the file, your retrieval programs Should include 
coding to check for the presence of this delete flag, and to bypass or process each record 
accordingly. IRAM does not recognize your deletion code and will not avoid retrieval of a 
flagged record. 

13.2.4. Adding Records during Retrieval — Index Active 

Provided that you have marked the index active and have specified that you intend to add 
during retrieval, you may provide a new record to IRAM in a predefined work area in your 
program and request that it be appended to the file. IRAM refuses the action if the key of 
the new record duplicates a key already in the file, but the value of the key may be lower 
than or greater than any key in the file, or fall within the range of the existing keys. You 
may not specify that IRAM is to check key sequence when you add during retrieval. 
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If you append a new record in this manner during a sequential retrieve-by-key operation, 
the retrieval sequence is not terminated, but resume with your next issue of an input 
function. A record may not be added to an indexed I RAM file unless its index is active. 


13.2.5. Retrieval and Update when Index Is Inactive 

An indexed IRAM file may be processed only in retrieval or retrieval-and- update modes 
when the index is marked inactive. Update is not possible without prior retrieval. Programs 
accessing such files may not issue any keyed function, nor may they add new records. 
Attempts to extend the data partition are disallowed and result in an error report with 
status flags set to indicate an invalid macro issue. IRAM does not use an index buffer for 
the nonkeyed retrieval or update functions allowed for an indexed IRAM file processed 
with an inactive index, and therefore, your program does not require or define an index 
buffer. 

When its index is inactive, random retrieval and retrieval-with-update of an indexed IRAM 
file may be performed by relative record number — but only if the file is a 1 -volume file or 
was created for multivolume processing and all volumes are mounted. Define the file as 
an input file for random processing mode, with update if desired. The file may not be 
defined as an output file. Your program predefines the field where you provide the relative 
record number of the desired record before you issue the input function to retrieve it. An 
input request with a file-relative record number higher than the highest number recorded 
for the file results in transfer of control to your error routine, with status flags set to 
indicate an end-of-file condition. To terminate random retrieval, you close the file. For 
update, you may use a work area (length equal to one record length), or one data buffer to 
present the updated record to IRAM. Two buffers may not be specified for update 
processing. 

The other method for retrieval or retrievaUwith-update/ from an indexed IRAM file with its 
index inactive, is consecutive processing. For this, define the file as an input file for 
sequential mode processing (with update if desired) and mark the index inactive. 

If yours is a 1 -volume file, or was created for multivolume processing and all volumes are 
to be mounted, you may set the lower file limit for consecutive retrieval. Your program 
predefines a 4-byte field in which you supply IRAM with the file-relative record number 
where consecutive processing is to begin; you move this number into the field before you 
issue the function to set the lower processing limit. Your first input function then retrieves 
the record at this file-relative address, and your successive input functions retrieve the 
remaining records in their consecutive, physical order on disk. If you do not set a lower 
limit, consecutive retrieval starts with the first record in the file. Retrieval terminates when 
IRAM detects end-of-file; it detects end-of-volume conditions automatically and issues 
mount messages to the operator for subsequent volumes. 

If your file is a multivolume indexed file created for single-volume processing, you do not 
have the option of setting a //7e-relative lower limit for consecutive retrieval. If you are to 
provide a record number to IRAM intended to be a lower limit for retrieval, you must 
realize that IRAM treats this as a vo/i/me-relative record number — the first record in the 
volume data partition being record number 1. (This is the first record retrieved if you do 
not set a lower limit.) Consecutive retrieval terminates when end-of-volume is detected by 
IRAM. 
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13.2.6. Deleting Records from an Indexed IRAM File 

Because IRAM does not provide a function for deleting records from your files, you must 
tend (yourself) to whatever is necessary for this purpose in your programming. A common 
method of logically deleting a record from a file that is being updated is to mark it with a 
deletion code: for example, a specific character in a specific data byte. Records so marked 
or flagged for deletion may later be physically removed from the file when it is reorganized 
— offline from IRAM processing. In the meantime, your retrieval programs should be 
coded so as to check for the presence of your conventional deletion flag in each record 
retrieved so that a logically deleted record may be recognized and bypassed. IRAM has no 
provisions for recognizing your deletion flag and avoiding the retrieval of records 
containing it. 

In establishing your own convention for logical deletion, restrict your flagging to one or 
more data bytes, recalling the unpredictable results of changing the key of a record in an 
indexed IRAM file during update (12.2.3). The index of the IRAM file is not available to you 
for marking index entries that refer to records you intend to be logically deleted, and you 
should not attempt this. 


13.2.7. Reorganizing an indexed IRAM File 

You may have occasion to reorganize an indexed IRAM file: for example, to compress it by 
physically removing data records tagged for deletion, or to resequence the data records for 
more efficient or convenient processing. If you have created or extended your file with the 
disorderly load option, but then find increasing need to scan it in key sequence, you would 
improve your sequential retrieval program's performance as a result of dumping the file 
and reloading it in an ascending key order. 

To reorganize an IRAM file, you will generally need to use other processors: either the 
independent sort/merge program, or the data utility program. Either of these, for example, 
will accept your IRAM file as input and delete or omit records as specified in the process 
of sorting or copying and recreating the file. These procedures are documented in the 
current version of the sort/merge user guide, UP-8342 and the data utilities user 
guide/programmer reference, UP-8069. 

When your multivolume indexed IRAM file has been created for single-volume processing, 
you may find a need to regroup data records onto different volumes for more convenient 
processing. You cannot perform this task with the data utility program, however, because 
the utility is not parameterized to allow you to select the volume onto which a given record 
is to be copied. For this sort of reorganization, therefore, you would need to prepare a 
specific RPG II program. 
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13.3. DEFINING AN OS/3 IRAM FILE (DTFIR) 

The DTFIR declarative macro is used to define an IRAM file to data management. It 
establishes a 240-byte nonindexed file table or a 307-|-KEYSIZE-byte indexed file table. 

Normally, you do not need to know what the format of the DTFIR macro is because the file 
definition statements you use in your program to define the file are effectively translated 
into a DTFIR macro. 

If, however, you want to temporarily change your file definition at run time by using a DD 
job control statement, you must know what the format is. To help you in these cases, the 
DTFIR Macro format and a summary of the keyword parameters (Table 13 — 1) that 
indicates which parameters can be changed by the DD job control statement are provided. 
Examples of typical DTFIR macros follow Table 13 — 1 and detailed descriptions of the 
individual DTFIR keyword parameters are provided in 13.4. 

Format: 


LABEL 


A OPERATION A 


filename 


DTFIR 


ACCESS= 


OPERAND 


(EXC 
lEXCR 
)SRD 
' SRDO 


[ ADD=YES] 
,BFSZ=n 

[,EOFA=symbol] 

[,ERRO=symbol] 

[,INDA=symbol] 

[,INDS=n] 

[,INDX=YES] 

,IOA1=symbol 

[,IOA2=symbol] 

[,IORG=(r)] 

[,KARG=symbol] 

[,KLEN=n] 

[,KLOC=n] 

[LOCK=NO] 
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LABEL 


filename 


Aoperation a 


DTFIR (cont) 


r.MODE=/iiMi 
L l RAND 

[,OPTN=YES] 


operand 

iT" 


,RCSZ=n 


[,SKAD=symbol] 

[,SQCK=YES] 

r,TYPE= (iiiMi 11 
L \ OUTPUT jj 

[,UPDT=YES] 

[,VRFY=YES] 

[,VMNT=ONE] 

[,WORK=YES] 


Table 13—1. Summary of DTFIR Keyword Parameters (Part 1 of 2 } 


Keyword 

Specification 

Keyed Operations 

Nonkeyed Operations 



Restrictions 

Remarks 

INPUT 

OUTPUT 

INPUT 

OUTPUT 

ACCESS* 

EXC 


0 

0 

0 


This DTP: read/update/add use 

Other jobs: no access 

EXCR 

H 

X 

0 

0 


This DTP; read/update/add use 

Other jobs: read use 

SRD 

■ 

X 

0 

0 


This DTP: read use 

Other jobs: read/update/add use 

SRDO 

B 

0 

o 

0 


This DTP: read use 

Other jobs: read use 

ADD 

YES 

B 

X 

X 

X 

Used only with keyed operations 

Indicates new records are to be added 

to a file 

BFSZ* 

n 

B 

R 

R 

R 

Always required 

Supplies data buffer size 


symbol 


X 

R 

X 

Required if iV!ODE=SEQ 

Address of end-of-file routine 



0 

0 

0 

0 


Address of error-handling routine 


symbol 


R 

X 

X 

Used only with keyed operations 

Address of main storage area to 
contain index 

HMDS** 

n 


R 

X 

X 

Used only with keyed operations 

Indicates size of index area 


YES 

R 

R 

X 

X 

Used only with keyed operations 

Indicates keyed operations 

mmn 

symbol 

B 

R 

R 

R 

Always required 

Address of primary buffer 


sy mbo! 


0 

0 

0 

Not permitted when UPDT^YES 

Address of secondary buffer 
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Table 13—1. Summary of DTF1R Keyword Parameters (Part 2 of 2 } 


Keyword 


Keyed Operations 

Nonkeyed Operations 


Remarks 


INPUT 

OUTPUT 

INPUT 

OUTPUT 

Restrictions 

lORG 

(rj^general register 

0 

X 

0 

0 

Not permitted when WORK=YES 

Indicates I/O buffer index register 

KARG 

symbol 

R 

R 

X 

X 

Used only with keyed operations 

Address of field containing key of 
desired record • 

KLEN"* 

n 

R 

R 

X 

X 

Used only with keyed operations 

Indicates key length 

KLOC"* 

n 

R 

R 

X 

X 

Used only with keyed operations 

Indicates the byte number location 
of the key within a record 

LOCK 

NO 

0 

0 

0 

0 


Indicates file lock 

MODE 

SEQ 

S 

S 

S 

S 


Sequential file processing (default) 


RAND 

S 

S 

S 

S 


Random file processing 

OPTN 

YES 

0 

0 

0 

0 


Optional file for sequentially 
processed files. 

RCSZ* 

n 

R 

R 

R 

R 

Always required 

Indicates record size 

SKAD 

symbol 

X 

X 

R 

R 

Required if MODE=RAND 

Address of seek address field 

SOCK 

YES 

X 

0 

X 

X 

Used only with keyed operations 

Indicates that sequence of keys for 
ordered load should be verified 

TYPE 

INPUT 

R 

X 

R 

; X 


Indicates input file type (default) 


OUTPUT 

X 

R 

X 

R 


Indicates output file type 

UPDT 

YES 

0 

X 

0 

X 

Input only 

Indjcateiupdate capability 

VRFY 

YES 

0 

0 

0 

0 

Used for TYPE=fNPUT and 
permitted only when ADD=YES 
or UPDTFYES 

Read/check of output records 
to be performed 

VMNT 

ONE 

o 

0 

0 

0 

Not permitted when MODE=RAND 
unless IN DX=YES 

Defines file to be processed with 
only one volume online at any tirhe 

WORK 

YES 

0 

R 

0 

0 

Also required for keyed 
operations when TYPE=INPUT 
and ADD=YES. Not permitted 
in conjunction with lORG 

Indicates that the record processing 
is in a work area 


LEGEIMD: 

O = Optional 
R = Required 
S = Select one 
X = Not used 

"Parameter may be changed on DD job control statement. 

* "Parameter may be changed on DD job control statement for index mode only. 
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Example (IRAM Output File): 


LABEL AOPERATIONA OPERAND A COMMENTS 

1 10 16 72 

>ie , , , iD,e,F 

n 

mugiii 



1 


. iRXL 

1 



. . . , ! , . . . I . i . < 1 . i T * 1 . , i . 1 > . I . 1 . 1 I 1 1 , 1 1 1 1 1 . i ^ 

1 






1 1 i 1 1 1 1 f 1 i i 1 ! 1 1 I i i i. 1 i 1 t 1 1 1 i i 1 i r .1 1 1 i 1 1 i i 1 1 i \ i ! 1 1 1 ! i ! 1 1 — 1 L 

1 

1 

F.T.LE)oiiJrr. 




. I , 1 1 . . . , 1 , , I i L.1 1 i 

i 


1 i 1 i 1 1 1 


RRjSS 


! ! 1 i lJ 1 i 1 1 1 1 1 ! 1 1 1 t 1 i ! 1 1 1 i I j 1 1 1 1 1 1 1 1 1 1 1 1 i 1 1 1 1 1 

s 







s 


HMinii 


Hum 


I.Kl.’DA.siPfLAC-Bhj. * . i , 1 1 , , 1 i 1 i . 1 I 1 1 1 1 1 i i t i ! 1 f t t 1 i . i 1 1 I 

E 


HUHH 


liSH 



S 

__i 

mmn 


mu 


i t , , , ! . , , . 1 . 1 1 M , t > . 1 1 I f . 1 . . i . i . i i.,1 1 1 t I 1 1 1 1 i • 1 



MHIIII 




1 . 1 . , 1 ■ 1 , , 1 , 1 1 1 i , 1 ■ ■ 1 , ■ i . 1 ■ ■ . ■ 1 i . L 1 1 ■ ■ i . i . . ■ 1 1 

2 


mum 





a 


mmH 


imi 


■ i ■ ■ , 1 1 . i . 1 1 1 i ■ 1 1 i . 1 t 1 . . ..1 ■,.LU-J.....l-l_L-L J- 1 . i -1-.1 . 1, 

S 

__jL 

MMHM 


mu 



a 

1 

iSlHIl 


iMi 


MfeiP,£g’l^2A^iD.yl . . . . i 1 . . 1 i ■ 1 . 1 1 11 Ill L i I-J 1 1 i-x 1 1 t 

K 


mmiii 




1 1 , 1 1 1 1 1 1 1 1 1 i 1 1 1 1 1 1 1 1 1 1 1 l„ 




Example (IRAM Input File): 


LABEL Zk)PERATIONA OPERAND A COMMENTS 

1 10 16 11 




Die.FXN 


,T,R,E. ifiaCMArr, ,F,b,ia ,PgflCiE,4,^XHiQ ,A,M, lliH,PiE,KieP, Xi'llP.U.T, FlLLE , 1 , , . 1 1 

1 




LiA,8,E,L 



1 







1 




Dir.PTXtg 



R 






Slf“l^l3riiS!^| i2i ^1 1 1 1 i i 1 1 1 1 1 ! ! ! 1 1 ! 1 ! 1 1 1 ! 1 ! 1 1 1 1 1 j i 1 i 1 i 1 1 ! 1 i 1 i 1 1 t 1 

e 

_L 






B 






1 1 1 1 1 I 1 [ 1 1 i 1 1 1 1 1 i 1 1 1 1 1 1 ! i 1 1 1 ) 1 1 1 1 [ 1 1 I 1 1 1 1 1 1 I 1 1 1 1 


_L 





XtN IC^fAi”!t^L-iAiC.iEi ti^i III 1 1 1 1 i 1 I i 1 ! 1 t 1 1 ! i i 1 i 1 [ i ! 1 J j 11 i 1 1 L .L.±. i 1 11 1 1 


J 

1 1 i ( 1 1 1 


till 


A 1 1—1 i 1 'll 1 1 1 1 1 1 1 1 ! i 1 1 1 1 I 1 1 1 ! 1 1 1 1 1 1 1 1 i 1 1 1 1 1 i i 1 i i! i I 1 1 1 

B 

_L 

1 1 1 i 1 1 t 


III! 


I(lilD^l'®!Z|^^»l jl 1 i 1 1 1 1 ! 1 ! ! 1 i 1 1 i 1 ...i 1 1 1 ! 1 S i 1 1 1 1 ! 1 1 i 1 i 1 1 1 i .1 1 1 ! 1 1 .1 1 1 

a 




j t 1 1 


f 1 i 1 1 1 t 1 1 1 1 i i i 1 1 1 i I i 1 1 1 1 j 1 1 ! i 1 i -i 1 1 1. .1 -.1 — 1 — 1 — 1 — i — 1 — L J. . 

i 






l^AI^iCa (l ^1 1 1 1 I t 1 1 1 1 1 1 1 1 1 1 I 1 1 ! 1 1 1 1 1 1 1 I ! 1 1 1 i 1 1 1 1 i 1 i 1 1 1 1 1 

1! 




lilt 


XlLtEi^~3 lOi f 1 1 i 1 1 1 1 1 t 1 1 1 1 1 t i 1 1 i i i ! 1 i 1 1 1 i 1 i i i ! i I i 1 t 1 1 i 1 1 i.i._i X..1. 

B 

- 

1 1 f f III 


1 I 1 1 


1 1 1 1 i ! 1 1 1 i 1 i ! 1 i 1 ! 1 1 1 1 ! i i ( 1 1 1. . .., — L_j i 1 1., 1 1. 1 i L -J — i — i — L_j — L . 

B 

i 1 i 1 III 


lilt 


y\(^t)iE^EAiSiQyi i 1 i i 1 1 1 1 i 1 1 1 i ! L [ 1 i i 1 1 i 1 1 ! I 1 1 „„ J_..j 1 1 1 1 1 ,,t i. ,,,1 — 1 1 i 1 1 i 

I 

, 

till III 




l^iC^iEi =1^1 2 i 1 1. L. J i . 1.1. ..1.1 i....i. 1. i i. i ! ..1 ..i J. L ...1 i....i X 1...1 .X X.-L i 1 1 i. i.^X- 

1 



13.4. DTFIR KEYWORD PARAMETERS 


13.4.1. Specifying File Accessing Options (ACCESS) 

See 11.4.1 for a detailed explanation of each ACCESS keyword parameter. 

Note that indexed files should not be shared in an environment that permits only one 
writer to a file but any number of readers. If a file is shared, readers may get 
unpredictable results; that is, DM24, DM39 error messages or no-find errors may result 
when attempting to read records that were previously accessible. Consequently, the 
ACCESS=EXCR or ACCESS=SRD specification should not be made for an indexed file in 
either the DTFIR declarative macroinstruction or the DD job control statement. 
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Records added by the writer (ACCESS=EXCR) to a nonindexed file, in a shared 
environment that permits one writer and any number of readers, are not available to the 
reader (ACCESS=SRD). Once the writer closes the job, any added records will be available 
to users who subsequently open the file. 
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13.4.2. Specifying the Addition of Records to I RAM Input File (ADD) 

The ADD parameter indicates that records may be added to an input file during record 
retrieval. These additions may be made only to indexed files processed by key. 

Keyword Parameter ADD: 

ADD=YES 

If specified, the DTFIR declarative macro must also contain the INDX=YES 
keyword parameter. 

13.4.3. Specifying the Buffer Size for IRAM File (BFSZ) 

The BFSZ parameter indicates the size of the data buffer in the IRAM file. 

Keyword Parameter BFSZ: 

BFSZ=n 

Is always required, n represents the number of bytes in the data buffer. The size 
must be at least 256 bytes as well as a multiple of 256. To calculate minimum 
buffer size, see 13.1.1.1. 


13.4.4. Specifying the End-of-File Handling Routine (EOFA) 

When data management senses the end of data while processing an IRAM input file 
sequentially by key or consecutively, it looks for the symbolic address of the user's end-of- 
data routine and transfers control there. 

Keyword Parameter EOFA: 

EOFA=symbol 

Specifies the symbolic address (name) of your required routine that handles the 
end-of-data condition for IRAM input files. This parameter is required if 
MODE=SEQ is included in the DTFIR declarative macro; however, it is optional 
for randomly processed input files. 

13.4.5. Specifying Error Routines (ERRO) 

When data management detects any error or exception in processing, it looks for the 
symbolic address of your error-handling routine. 

Keyword Parameter ERRO: 

ERRO=symbol 

Specifies the symbolic address (name) of the user error-handling routine. When 
data management transfers control to the error routine, fUenameC contains 
information on the reasons for the error. (See Tables B— 1 and B— 3.) If ERRO 
parameter is omitted, control returns to your program inline. 
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13.4.6. Naming Main Storage Location for Index Block Processing (INDA) 

During keyed operations, IRAM processes index blocks in a main storage index area. 
Keyword Parameter INDA: 

INDA=symbol 

Specifies the symbolic address of this index block processing area in main 
storage. The specified area rhust be half-word aligned and its length must be 
specified in the INDS parameter. The location of the index area in main storage 
must immediately precede the primary I/O buffer area (I0A1). This parameter is 
required for all keyed or indexed IRAM file processing. 


13.4.7. Specifying the Index Area Length in Main Storage (INDS) 

When data management processes indexed (keyed) IRAM files, it uses an index area in 
main storage. The length of this area must be defined. 

Keyword Parameter INDS: 

INDS=n 

Indicates the number of bytes used in main storage for the index area named in 
the INDA parameter. The index area length must be at least 256 bytes and, in 
addition, a multiple of 256 bytes. Both INDS and INDA parameters are required 
specifications for IRAM indexed files. 


13.4.8. Indicating Processing by Key (INDX) 

Data management processes nonindexed and indexed IRAM files. 

Keyword Parameter INDX: 

INDEX=YES 

Indicates that IRAM file processing is to be performed by key. This parameter is 
required for input and output indexed IRAM files. In addition, the parameters 
INDA, INDS, KARG, KLEN, and KLOC must be specified if INDX=YES is used. 


13.4.9. Identifying the I/O Area (IOA1) 

When data management processes nonindexed or indexed IRAM files, it always uses at 
least one required I/O area. 

Keyword Parameter IOA1: 

IOA1=symbol 

Specifies the symbolic address of the I/O processing area. I0A1 must be half- 
word aligned and greater than or equal to 256 bytes, a multiple of 256, and 
consistent with the BFSZ specification. IOA1 must immediately follow the index 
buffer (INDA), if specified, and must immediately precede the secondary I/O 
buffer (IOA2), if specified. 
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13.4.10 Identifying an Additional I/O Area (IOA2} 

An additional I/O area may be indicated optionally for double buffering. 

Keyword Parameter I0A2: 

IOA2=symbol 

Specifies the symbolic address of secondary I/O area. Similar to IOA1, the I0A2 
parameter must be half-word aligned, the same size as the required I0A1 
parameter, and immediately follow the primary I/O buffer. IOA2 may not be 
specified if the UPDT=YES parameter is specified. 



13.4.11. Pointing to Current I/O Area (lORG) 

When you are not referencing records in work areas, you must indicate an I/O buffer 
index register number. 

Keyword Parameter lORG: 

IORG=(r) 

Indicates the register number used to point to the current I/O area. Registers 2 
through 12 are available. Either the lORG or WORK parameter may be specified, 
but not both. If both parameters are specified, the WORK parameter specification 
is used. 


13.4.12. Naming a Place for Key Retrieval (KARG) 

When using indexed (keyed) operations, the user must name and define a location in his 
program where keys are placed for retrieval of IRAM records. 


Keyword Parameter KARG: 

KARG=symbol 

Provides the symbolic address of the field In the user's program where keys are 
placed. The length of KARG must be equal to the specification in the KLEN 
parameter plus 3. The KARG parameter is required for all keyed operations. 



13.4.13. Specifying Key Lengths for IRAM Files (KLEN) 

In processing indexed IRAM files, data management must have the length of keys in an 
IRAM file. 

Keyword Parameter KLEN: 

KLEN-WV 

Specifies the number of bytes in a key for an IRAM indexed file. All keys must be 
the same length; the minimum length is 3 bytes and the maximum, 80 bytes. 
This parameter is required for all keyed operations. 
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13.4.14. Specifying Number of Bytes Preceding Keys (KLOC) 

Often keys do not appear at the beginning of a record; when they do not, the number of 
bytes offset must be indicated. 

Keyword Parameter KLOC; 

KLOC=n 

Indicates the number of bytes preceding the key of an IRAM record. The key 
location must be the same within all records of the file. If the key begins in the 
first byte of the record, KL0C=0 should be specified. This parameter is required 
for all keyed operations. If the KLOC parameter is omitted, IRAM assumes a 
value of zero; i.e., the keys begin in the first byte of each record. 


13,4.15. Suppressing a File Lock (LOCK) 

For a detailed explanation of the LOCK keyword parameter, see 11.4.11. 


13.4.16. Specifying Retrieval and Load Modes for Indexed and Nonindexed IRAM Files 
(MODE) 

Data management can process IRAM files sequeritially or randomly according to the 
MODE keyword parameter specification. 

Keyword Parameter MODE: 

MODE=SEQ 

Specifies sequential retrieval operations for an indexed IRAM file and sequential 
retrieval or sequential load operations for nonindexed IRAM files. Sequential 
mode is assumed if no MODE parameter is specified. 

MODE=RAN 

Specifies random (direct) retrieval operations for an indexed file and random 
retrieval or random load operations for a nonindexed file. 

13.4.17. Specifying Optional Files (OPTN) 

Sometimes you will not need to use a file bn every program execution. In this case, the 
file is considered optional. Only sequentially processed input or output IRAM files can be 
optional files. 

Keyword Parameter OTPN: 

OPTN=YES 

Specifies that the sequential input or output file defined by the DTFIR macro is 
an optional file. When this parameter is specified for an. input file not allocated to 
a device by the DVC job control statement, data management transfers control to 
your EOFA routine on the first issue of an input operation. When the OPTN 
parameter is specified for an output file, data management transfers control to 
your program inline and with no error. 
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13.4.18. Specifying Record Length (RCSZ) 

This parameter is always required and specifies the length of each record in bytes. 
Keyword Parameter RCSZ: 

RCSZ=n 


13.4.19. Locating Relative Disk Address for Processing IRAM File by 
Relative Record Numbers (SKAD) 

When data management randomly processes files defined by the DTFIR macro, you must 
specify the SKAD parameter. 

Keyword Parameter SKAD: 

SKAD=symbol 

Specifies the symbolic address of an area in your program into which you load 
the relative disk address for use in processing nonindexed files by relative record 
number. The form of a record address is a 4-byte value, and the first record is, 
relative record 1 . 


13.4.20. Verifying Ascending Record Key Order during File Creation (SOCK) 

Data management can verify that record keys are in ascending sequence during file 
creation. This check is possible only on keyed operations, i.e., indexed files. 

Keyword Parameter SQCK: 

SQCK^YES 

Specifies that data management should verify ascending key sequence on file 
creation for indexed files. 


13.4.21. Specifying the File Type (TYPE) 

The DTFIR declarative macro describes input and output files. The TYPE parameter 
designates input or output file types. 

Keyword Parameter TYPE: 

TYPE=INPUT 

Specifies a read-only DTFIR file. 

If omitted, data management assumes the TYPE=INPUT specification. You may not 
issue an output function to this file unless: 

■ you specify either the UPDT=YES or ADD=YES parameter; or 

■ you close the file, reset the file processing direction, and reopen the file. 
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TYPE=OUTPUT 

Specifies a write-only file. 

You may not issue an input function to this file unless you close, reset, and 
reopen the file. 


13.4.22. Updating Records (UPDT) 

When you wish to updatp a nonindexed or indexed input file and you have also specified 
TYPE=INPUT, you specify the UPDT parameter. If this parameter is omitted, you cannot 
update a file. 

Keyword Parameter UPDT: 

UPDT=YES 

13.4.23. Verifying Output Records (VRFY) 

Data management can check parity of output records after they have been written to disk. 
If it detects bad parity, data management sets the parity check flag (byte 2, bit 2) in 
filenameC and transfers control to your error routine or to your program inline if you have 
no error routine. Specifying this parameter results in an increase in execution times for 
update and file addition operations. 

Keyword Parameter VRFY: 

VRFY=YES 

13.4.24. Specifying File Processing with One Volume Online at a Time (VMNT) 

IRAM files created with one volume online at a time must be processed in the same 
manner. 

Keyword Parameter VMNT: 

VMNT=ONE 

Specifies that only one volume be processed online at any time. This parameter 
cannot be used if the MODE=RAND parameter is specified unless the INDX=YES 
parameter is also specified. 


13.4.25. Specifying Input or Output Record Processing in a VVork Area (WORK) 

To specify that input or output records are to be processed in a work area rather than an 
I/O buffer area, you specify the WORK parameter. 
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Keyword Parameter WORK; s i 

WORK=YES 

May not be specified in the same DTFIR with the lOREG parameter. When you 
issue the input, output, or file addition operations' you specify the address of the 
work' area. The WORK parameter is required for indexed files when 
TYPE=OUTPUT or when TYPE=INPUT and ADD=YES. 


13.4.26. Nonstandard Forms of the Keyword Parameters 

OS/3 data management accepts certain variant spellings for the keyword parameters 
described in this section. These variations are: 


DTFIR 

OS/3 

Spelling 

Standard Form 

BFSZ 

BLKSIZE/BKSZ 

EOFA 

EOFADDR 

ERRO 

ERROR 

INDA 

INDAREA 

INDS 

INDSIZE 

INDX 

INDEXED 

IOA1 

IOAREA1 

IOA2 

IOAREA2 

lORG 

lOREG 

KARG 

KEYARG 

KLEN 

KEYLEN 

KLOC 

KEYLOG 

OPTN 

OPTION 

RCSZ 

RECSIZE 

SKAD 

SEEKADDR . 

TYPE 

TYPEFLE/TYPF 

UPDT 

UPDATE 

VRFY 

VERIFY 

WORKA 

WORKA 


13.5. IRAM KEYWORD PARAMETERS — DD JOB CONTROL STATEMENT 
SUPPORT ONLY 

The following keyword parameters can be specified only by using a DD job control, 
statement. 
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13.5.1. Variable Sector Support for IRAM Files (VSEC) 

In IRAM files, both the data and index partitions in the DTF specify a fixed sector size of 256 
bytes. This is required for the sectorized devices (8415, 8416, and 8418 disk subsystems), 
which are formatted for a 256-byte sector. The spisctor channel devices (841 1, 8414, 8424, 
8425,, 8430, and 8433 disk subsystems) have no such constraint. However, they are 
preformatted at OPEN time to accept the 256-byte sector size. This sectorization requires 
hardware overhead and thus decreases the effective capacity of the disk. 

Variable sector support eliminates the problem. It allows you to create IRAM files with data 
partition sector sizes larger than 256 bytes on the selector channel devices. Since the 
hardware overhead remains constant, the use of the larger sector size increases the 
effective capacity of the disk. 

To use variable sector support, you must specify it in a DD job control statement that you 
include in your job control stream when the file is created. The format of this DD job control 
statement is: 

//DDVSEC=(n \ 
lYESf 


where: 

VSEC=n 

Specifies the sector size (number of bytes) to be used in creating the file. 
VSEC=YES 

Specifies that the sector size is to be computed at OPEN time, based upon record 
size and buffer size. The computed sector size will be the largest multiple of record 
size that does not exceed the buffer size. 

If you use a DD statement to specify a sector size for a file, the statement must be used in 
all subsequent job control streams that access the file, unless you specify the ACCEPT 
parameter in the LFD statement for the file. If you do, the DD statement that specifies 
variable sector support may be omitted. 

The message DM17 INVALID BLOCK SIZE SPECIFICATION is displayed if you use the VSEC 
parameter incorrectly in a DD job control statement. This occurs if: 

■ a sector size other than 256 bytes is specified for a sectorized device; 

■ the VSEC parameter specifies a sector size that is different from the sector size used to 
create the file; or 
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changing the sector size results in the buffer size being less than the minimum buffer 
size required. To compute the minimum buffer size, the following rules apply: 

— ^ If the record size divides evenly into the sector size, the minimum buffer size is 
equal to the sector size. 

— If the record size is a multiple of the sector size, the minimum buffer size is equal 
to the record size. 

— If neither of the preceding rules apply, add the sector size to the record size, 
subtract 1, and then round up to the next multiple of the sector size tO find the 
minimum buffer size. 


13.5.2. File Recovery Support for IRAM Files (RECV) 

When you perform operations such as adding or updating records to a file, the physical file 
structure constantly changes during execution of your program; If your program runs to 
completion and the file is successfully closed, the file limits information contained in the file 
labels is updated. If a system failure occurs, the file is not closed and the file limits 
information is not updated. The effect of a system failure on a nonindexed file is that the file 
reverts back to its original state before it was opened. For example, added records are lost. 
In the case of an indexed file, system failure may cause the file to be compromised; that is, it 
must be recreated. 

File recovery support eliminates these problems. It allows you to create IRAM files that can 
be reopened after system failure. It does this by updating the file limits information and 
writing it on the disk each time an operation that affects the information is performed. If you 
have specified file recovery and there is a system failure, you can reopen your file because 
the file limits information was saved. 

To use file recovery support, you must specify a DD job control statement that you include in 
your job control stream when the file is created. The format for this DD job control 
statement is: 

// DD RECV^YES 

This statement is only valid at file creation time. It should not be included in the job control 
stream for subsequent jobs that process the file after creation. 

If a system failure occurs during file creation, you will have to start over because the file 
creation program must run to completion and the file must be successfully closed before 
you can use the file recovery facility. If file creation is successful, the file recovery facility is 
activated each time you open the file. 
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If you are processing an indexed file (created with file recovery) where the physical file 
structure is changing and the structure modification process is interrupted by an operator 
cancel, HPR, or a hardware I/O error, the file may be compromised. If the file is 
compromised and you attempt to reopen |t, the error message DM66 FILE COMPROMISED 
is displayed to inform you that the file should not be used. If you want to open the file solely 
for reading its data contents in order to recreate the file, the file recovery support facility 
allows you to override the error condition. This is accomplished by including the appropriate 
DD job control statement in the job control stream when you reopen the file. The format for 
this DD job control statement is: 

// DD RECV^FCE 

This statement causes the file compromised error to be ignored. The message DM66 FILE 
COMPROMISED does not appear when the statement is present. The statement should not 
be used unless you receive the error message, and then only \i you want to reopen the file 
to read its data contents in order to recreate the file. 

13.5.3. Automatic Computation of Initial Allocation Percentages for IRAM Files 
(AUTO) 

Normally, when an indexed IRAM file is created, 50% of the initial allocation is assigned to 
the data partition, and 1% is assigned to the index partition. The remainder is left as 
unassigned space to be used for logical extensions to the file. As the file is loaded, the data 
partition and the index partition are filled at different rates. This results in the two partitions 
extending on an alternating basis which, for large files, tends to rapidly use up the extent 
table entries. This causes the extent table to be exhausted and the error message DM45 — 
EXTENT TABLE EXHAUSTED to be displayed. 

Automatic computation of initial allocation percentage helps minimize the problem. It 
causes the entire initial allocation to be assigned to the index and data partitions in a 
calculated ratio based upon the record and key sizes. 

To use the automatic computation of initial allocation percentage, you must specify it in a 
DD job control statement that you include in your job control stream when the file is 
created. The format of this DD job control statement is; 

// DD SIZE=AUTO 

This statement is only valid at file creation time and has no effect at other times. When it is 
encountered in the file creation job control stream for an IRAM file, this statement causes 
n% of the. initial allocation to be assigned to the data partition and (100— n)% to the index 
partition. The value n is calculated at file open time and is dependent upon the record and 
key sizes. 
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There are two major factors that determine the accuracy of the calculated ratio: 

1. The manner in which the file is loaded: Space in the index partition is used more 
efficiently if the records are loaded in ascending key sequence rather than in unordered 
key sequence. 

2. The size of the file: Due to possible roundoff in the computation, the result is more 
accurate for relatively large files than for smaller files. For example, a given set of 
record and key lengths may yield a ratio of 3 to 1 . For a 100 cylinder file, the allocation 
would be 75 cylinders for the data partition, 25 cylinders for the index partition. For a 
10 cylinder file, the allocation would be 8 cylinders for the data partition, 2 cylinders for 
the index partition. 
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13A. MIRAM Formats 

and File Conventions 



13A.1. GENERAL 

The multiple indexed random access method (MIRAM), a sixth disk access method in 
OS/3, is used for handling sequential, relative, and indexed files in programs that are 
written in the OS/3 1974 American National Standard COBOL language, and for 
sequential and relative (direct) files in programs that are written in FORTRAN IV language. 
MIRAM provides the same functions as those provided by OS/3 ISAM, ASAM, IRAM, 
SAM, and DAM disk access methods. A MIRAM file may reside on any of the disk 
subsystems used with OS/3, and it may occupy from one to eight disk packs, which must 
be of the same type. 

The MIRAM processor can access only MIRAM characteristic files and IRAM characteristic 
files that it has created or IRAM files created by the IRAM processor. It cannot access disk 
files that have been created by the ISAM, ASAM, DAM, or SAM access methods, nor can 
MIRAM files be processed by these access methods. MIRAM files can be processed by 
using the sort/merge program, however, and by the data utilities program. 

A MIRAM characteristic file is one that meets any of the following conditions: 

■ More than one key per record is permitted. 

■ The file contains variable-length records. 

■ Records may be logically deleted from the file (RGB is present). 

■ Duplicate record keys are permitted, or key changes are allowed on update. 

■ The length of a key in a record is one or two bytes. 
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An IRAM characteristic file differs from a MIRAM characteristic file in that it meets none 
of the conditions required for the latter; that is: 

■ Only one key per record is permitted. 

■ The file contains fixed-length records. 

■ Records cannot be logically deleted from the file (RGB not present). 

■ Duplicate record keys or key changes during update are not permitted. 

■ The minimum length of the record key must be three bytes. 

Note that IRAM characteristic files can be accessed by all programs that access IRAM 
files. 

The discussions that follow deal with MIRAM characteristic files. For information on IRAM 
characteristic files, refer to Section 12. 


13A.1.1. MIRAM Concepts 

MIRAM has a number of features and concepts that distinguish it from other disk access 

methods. 

■ The data record slots in MIRAM files, for either fixed- or variable-length records, are 
of uniform size and may span physical blocks, sectors, tracks, and cylinders as 
required. They may even extend from one volume to another (unless the file was 
created for processing only a single volume at a time). 

■ Data records are written on disk compactly as a continuous string of bytes. 

■ The string of data records can always be accessed sequentially (consecutively) or by 
relative record number. In addition, the data can be specified to be indexed by up to 
five keys; this causes MIRAM to build a suitable index structure for each key type in a 
partition separate from the data. 

■ An indexed MIRAM file can be accessed by the additional random-by-key or 
sequential-by-key modes using a given key of reference, which can be changed. 

■ Indexed MIRAM files, either multivolume or single-volume, may be created by means 
of an orderly load (records submitted in ascending key order) or a disorderly load 
(records submitted in no particular key order) and they may be extended by appending 
records in either manner. MIRAM does not sort the index at the completion of a 
disorderly load, but maintains the index current on a record -by- record basis. 

\ 

■ MIRAM files are always extended unless the INIT parameter is specified on the LFD job 
control statement of the device assignment set. The EXTEND parameter is not 
supported for MIRAM files. 

f 
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■ Duplicate keys are permitted. 

■ When a new record has been added to an indexed or nonindexed file, it is 
immediately available for retrieval. 

■ Multivolume MIRAM files may be created for processing with either one volume 
online at a time, or with all volumes online. They must be processed in the same 
manner as they were created. 

■ All programs that access a MIRAM file need not use the same data buffer size for 
input/output as was used to create the file. Those that access an indexed MIRAM 
file, however, must use the same index buffer size. 

■ MIRAM allows you to logically delete records in your files; that is, it allows you to 
mark records so that in subsequent processing they will be ignored. 

■ MIRAM's restrictions are: 

- The maximum key length is 80 bytes. 

- No byte of a record key may contain the hexadecimal value 'FF'. 

- The minimum size for the index buffer is 256 bytes. 


13A. 2. MIRAM FILE ORGANIZATION 

All MIRAM characteristic files contain two partitions: the data partition, which MIRAM 
defines to the system access technique (SAT) as containing 256-byte unkeyed physical 
blocks, and the index partition, which is defined as containing 256-byte keyed blocks. If 
the file is a nonindexed file, the index partition is not used; that is, no entries will be 
placed in it and no space will be allocated to it. If the file is an indexed file, entries will be 
placed in the index partition and space will be allocated to it. 

For indexed files, the data partition precedes the index partitions, which begins on a 
separate cylinder. 


13A.2.1. The Data Partition 

The data partition is arranged in the same way for both nonindexed and indexed files. It is 
cylinder-aligned and consists of a single compact string of data records that may be keyed 
or unkeyed. The formats of the MIRAM data records are shown in Figure 13A-1. 
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R 


— - ; r- S — — — — 

LEGEND: 

rcb = Record control byte (optional). Used to indicate that a record has been logically deleted from the file. For MIRAM 

fixed-length records, this byte is placed at the beginning of each record. For variable-length records, the third 
byte of the record descriptor word (RDW) is used as the rcb. 

R = Length of the logical record (RDW plus keys plus data). You specify this length as the number of bytes. For 

variable-length records, this value, expressed in binary, must be placed in the first two bytes of the RDW. 

Figure 13A — 1. MIHAM Characteristic Data Record Formats (Part 1 of 2} 
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RDW = 4-byte record descriptor word for variable-length records. The first two bytes contain the logical record length (r) 
expressed in binary; the third byte may be used as the rcb; the fourth byte is not used. 

L p = The starting location of record key n (n = 1 through 5) of a MIRAM file data record when the key does not start 

in the first byte of the record. L p represents the number of bytes (RDW plus data) that precede key n. The 
starting location of key n must be the same in each record. Key n must have the same length in each record (a 
minimum of 1 byte and a maximum of 80), and no byte may contain the hexadecimal value 'FF'. 

S = Slot size. All records are written into fixed-size slots. Slot size equals the record size + 1 for fixed-length 

records with a record control byte; otherwise, slot size equals the record size. Slot size for variable-length 
records equals maximum record size + 4-byte record descriptor word. 

P = Padding. 


Figure 13 — 1. MIRAM Characteristic Data Record Formats (Part 2 of 2} 





I 
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When data records are stored in a MIRAM file, the records are placed in uniform size 
record slots and are arranged in the same order you originally presented them to the 
MIRAM processor. These data records are stored in 256-byte physical blocks or sectors on 
your disk packs. Since the record slot size does not have to conform to the physical block 
or sector size, the records may span these physical boundaries as shown in Figure 13A-2. 


EXAMPLE 1 


PHYSICAL BLOCK 1 OR SECTOR 1 PHYSICAL BLOCK 2 OR SECTOR 2 PHYSICAL BLOCK 3 OR SECTOR 3 



EXAMPLE 2 


PHYSICAL BLOCK 1 OR SECTOR 1 PHYSICAL BLOCK 2 OR SECTOR 2 PHYSICAL BLOCK 3 OR SECTOR 3 



EXAMPLE 3 

PHYSICAL BLOCK 1 OR SECTOR 1 , PHYSICAL BLOCK 2 OR SECTOR 2 PHYSICAL BLOCK 3 OR SECTOR 3 



















1 

2 

3 

4 


4 

5 

6 

7 

8 


8 

9 

10 

11 

12 


NOTES: 

1. All physical blocks or sectors are 256 bytes. 

2. 1, 2, 3 ... n represent record slots. - 

3. Record slots in Example 1 are approximately 190 bytes each. 

4. Record slots in Example 2 are approximately 300 bytes each. 

5. Record slots in Example 3 are approximately 70 bytes each. 

Figure 1 3A — 2. Mi RAM Data Record Slots Spanning Physical Block or Sector Boundaries 

Your data records may also span track boundaries, cylinder boundaries, and volume 
boundaries (except when a multivolume file is created for processing with only one volume 
online at any one time). When new records are added to a file, they are appended to the 
existing data record string; that is, they are added at the end as a continuation of the 
original string. 
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13A. 2. 2. Entries in the Index Partition 

If you have keyed records, entries are placed in the index partition as these records are 
loaded into the data partition. MIRAM extracts all the keys from each record (a maximum 
of five keys is permitted) and constructs a 3-byte pointer for each of the keys from the file 
relative record number of the position the record was written to. From these it forms an 
index entry for each of the keys in the record and stores them in the index partition. The 
index entry for each key consists of the key plus three bytes (it is equal to the specified key 
length plus three bytes) and it is stored in an area of the index partition, which is called a 
fine-level index. If you had three keys in each record, the index entry for each key would 
be stored in a separate fine-level index; that is, the entry for key 1 would be stored in the 
fine-level index for key 1, the entry for key 2 would be stored in the fine-level index for key 
2, and the entry for key 3 would be stored in the fine-level index for key 3. 

A fine-level index is not formatted for hardware search, unlike the other levels of index 
that will be described subsequently. It is treated as a chain of multisector blocks where 
each sector is 256 bytes long. All entries in a fine-level index are maintained in ascending 
key order. Figure 13A — 3 shows a typical fine-level index block of three sectors. 



Figure 13A—3. Fine-Level index Block 
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When a fine-level index is created, another hierarchical level of index is always created - 
the coarse-level index. This is hardware searchable and is composed of 256-byte blocks 
that contain entries similar to those in the fine-level index. They differ, however, in that 
the 3-byte pointer in each coarse-level entry does not represent the file-relative number of 
a record in the data partition. Instead, it points to another index block at a lower level - 
either a fine-level block or a block in what is called a mid-level index. Another difference is 
that instead of having a 6-byte control area, each coarse-level block uses its final byte to 
indicate the number of active entries. The entries in a coarse-level block are filed in 
descending key order. The high key of the block is the first one encountered by the 
hardware search and its length is equal to the longest key in the group plus four bytes. 
Both the coarse-level and mid-level blocks have the same format (Figure 13A-4). 


ACTIVE ENTRIES INACTIVE AREA 



Figure 13A— 41 Coarse- or Mid-Level Index Block " 

13A.2.3. MIRAM Index Structure 

As you know, you can specify up to five keys for a file. For each key that you specify, the 
MIRAM processor will build a separate index structure. In those cases where you have 
more than one key, these separate index structures will allow you to use any of the key 
types as the key of reference to access your data records when you subsequently use the 
file in a program. 

When the MIRAM processor builds an index structure for your file, it creates a minimum 
of two levels of index: a fine-level index and a coarse-Level index. If your file is very large, 
one or more mid-level indexes are created as needed. The fine-level index consists of one 
entry for every record in the data partition of your file. The fine-level entries are filed in 
ascending key order until an index block (256 bytes) is filled. At this time, one coarse-level 
entry is made that points to the high key entry of that filled fine-level block. As each fine- 
level block is filled, another coarse-level entry is made. This process continues until all 
your records are on file. 

The coarse-level index is automatically allocated by MIRAM. Its size is always one track 
regardless of the type of disks being used. If the coarse-level index is filled before all your 
records are on file, a mid-level index is created. The MIRAM processor allocates two 
tracks, designates them as a mid-level index, and copies the entries from the coarse-level 
track onto these tracks. It then places two entries in the coarse-level index. Each entry 
points to a high key in one of the tracks in the mid-level index. In this manner the entries 
on the coarse-level track are replaced by two entries. As new fine-level entries are 
recorded, one entry is made in the coarse-level index for each filled index block in fine- 
level index and when the coarse-level index is filled a new mid-level index is created just 
as before. This process continues until all records are on the file. Figure 13A-5 shows the 
structure of a MIRAM index. 
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ADD 2 TRACKS AT A 
TIME As NEEDED 


ONE ENTRY FOR 
EVERY RECORD IN 

data partition 

Figure 13A—5. MIRAM Index Partition 

13A.2.4. Retrieving Records from an Indexed MIRAM File 

To show how records are retrieved from an indexed MIRAM file, assume that a file with a 
4-level index has been created. A search for a specific data record by key in this case 
would proceed as follows: 

■ the search begins in the coarse-level index; 

■ a hit is made that points to the first mid-level index; 

■ the new mid-level is searched; 

■ a hit is made that points to the second mid-level index; 

■ the second mid-level is searched; 

■ a hit is made that points to the fine-level index; 

■ the fine-level is searched; 

■ a hit is made that points to the data record in question; and 

■ the data record is retrieved. 
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13A.2.5. Estimating Disk Space Required for an Indexed MIRAM File 

The following procedure will allow you to estimate the number of cylinders for your 
primary allocation of disk space to an indexed MIRAM file. The result is a good 
approximation that you can use in specifying the EXT statement in the job control device 
assignment set that allocates disk space for an indexed MIRAM file to be created by your 
program. This procedure can also be used to determine the number of cylinders to be 
allocated for an indexed MIRAM file that is to be generated from another file by the OS/3 
data utility program. 

The number of cylinders required for an indexed MIRAM file includes those occupied by 
the data partition and the index structures for each key type in the file. To estimate the 
number of cylinders the file will require, proceed as follows: 

First, calculate D, the number of sectors required for your data records (the data partition). 
Step 1 : 

D = record-length • number-of-records 

S 


where: 

S is the sector size. The default size is 256 for all types of disk subsystems. For 841 1 , 
8414, 8424, 8425, 8430, and 8433 disk subsystems, this value can be greater than 
256. 

Next, calculate B|, the number of index blocks required by your fine-level index for key;. 
Step 2: 

B I = number-of-records • (keylengthi + 3) ■ M \ 

(256 • m) — 6 U/ 

where: 

the factor of 4/3 is used because the average fine-level index will be 3/4 full. 

m is the number of 256-byte sectors in the index buffer. (See 13B.3.1.) 

Then calculate Fj, the number of 256-byte sectors required by your fine-level index for 
keyi. 

Step 3: 

F i = m • Bi 

Repeat steps 1 through 3 as many times as necessary and then calculate F, the number of 
256-byte sectors required by your fine-level indexes for all keys in the file. 
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Step 3a: 

.n ■ ■ ' ' 

F = S Fi. 

i=i ■ 

where: 

n is the number of keys in the file. 

Then perform the final calculation. This calculation, which is the sum of the data 
requirements and the fine-level index requirements, represents over 95 percent of the 
space required for an indexed file. Once this is determined, it is a simple matter to figure 
out what your space requirements are for a given file. 

Step 4: 

r F D 

q.i 

where: 

C 

Is the number of cylinders to allocate to the indexed MIRAM file. 

A 

Is the disk dependent number of 256-byte sectors per track for data partition 
(Table 13A— 1). 

D 

Is the number of 256-byte sectors required for the data partition. 

F ■ 

Is the number of 256-byte sectors required by all the fine-level indexes in 

the file. 

U 

Is the disk-dependent number of 256-byte sectors per track for index 
partition (Table 13A— 1). 

N 

Is the disk dependent number of tracks per cylinder (Table 13A— 1). 



UP-8068 Rev, 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


13A-11 


Example: 

Assume that you want to calculate the number of cylinders to allocate for an indexed 
MIRAM file and the following conditions apply: 


Number of records 

77,500 

Record length 

512 bytes 

Keylengthi 

28 bytes 

Keylength 2 

30 bytes 

Sector size (data partition) 

256 bytes 

Index buffer length 

512 bytes 

Type of disk 

8433 


D = record length • number-of-records 

256 

= 512-77,500 
256 

= 1 55,000 sectors for data partition. 

B, = number-of-records • (keylength, -f 3) ^ 1 \ 

(256 • m) - 6 \3 / 

= 77,500 • (28 + 3) /4\ 

(256 - 2) - 6 . V3 j 

= 633l index blocks required for the fine-level index for keyi. 


■ F, = m ■ B, 


= 2 - 6331 



1 2,662 sectors for the fine level index for keyi. 

number-of-records - (keylength 2 + 3) / 4 V 

(256 - m) - 6 V 3 / 


= 77,500 - (30 + 3) /4 \ 

(256 - 2) - 6 ' \ 3 / 



6739 index blocks required for the fine-level index for key 2 . 
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■ F 2 — m • B 2 
= 2 • 6739 


— 13,478 sectors for the fine-level index for key 2 . 

■ F = n 

2 Fi 

1=1 

= Fi + F2 


= 12,662 + 13,478 


= 26,140 sectors for all the fine-level indexes for all keys in the file. 


The maximum coarse-level index on an 8433 disk can contain 132 sectors. As you 
can see, this number is too small to contain all of the index blocks for either of the 
keys. 


U • N ^ A • N 

= (26,140 + 58 + 2090) 1 55,000 

29-19 ^ 33-19 

= ^9 cylinders to be allocated to the file. 

/VOTE- 

After you have calculated your disk space requirements and you proceed to create your 
file, you must provide enough volumes to hold the file. This must be considered because 
the amount of space available is not the same for all types of disk. Refer to Table A — 4 to 
determine how many volumes you will need based upon your calculations and the type of 
disk you intend to use. 


13A.2.6. Estimating Disk Space Required for a Nonindexed MIRAM File 

The following procedure will allow you to estimate the number of cylinders required for 
your primary allocation of disk space to a nonindexed MIRAM file. First, you must calculate 
D, the number of 256-byte sectors required for your data records (13A.2.5). Then, divide by 
the product of A times N (from Table 13A — 1): 


A \ 


c = 


A - N 
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Table 13A — 1. Disk-Dependent Factors for Determining Disk Space Requirements 


SPERRY UNIVAC 
Disk Subsystem 

U 

(Number of 256-byte 
sectors per disk track 
for index partition) 

A 

(Number of 256-byte 
sectors per disk track 
for data partition 

N 

(Number of tracks 
per disk cylinder) 

8415 

40 

40 

2* 




3** 

8416 

40 

40 

7 

8418 

40 

40 

7 

8411 

10 

11 

10 

8414 

17 

20 

20 

8424 

17 

20 

20 

8425 

17 

20 

20 

8430 

29 

33 

19 

8433 

29 

33 

19 


*Removable portion 

** Fixed portion 






t: 


/ 
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13B. Functions and Operations 
of MIRAM 


13B.1. GENERAL 

Before you create a MIRAM file (a MIRAM characteristic file unless noted otherwise) you 
must carefully consider how you will use the file in subsequent programs because this 
governs how it should be created. If you expect to process unkeyed records consecutively 
or you need to access specific records quickly without processing the preceding ones, the 
file should be created as a nonindexed file. If you intend to process keyed records either 
consecutively or randomly, the file should be created as an indexed file. 

After you have created a MIRAM on file, you can perform retrieval, update, and other 
operations either consecutively or randomly, or you can switch back and forth between 
consecutive and random operations. Both nonindexed and indexed MIRAM files that span 
two or rnore volumes can be created with only one volume online (mounted) at a time, or 
with all volumes online. A multivolume file must always be processed in the same way it 
was created; only one volume is online at a time, or all volumes are online. 

The discussions that follow are at a general level. For details of the actual programming 
statements you use for creating and processing MIRAM files in OS/3, refer to the OS/3 
1974 American National Standard COBOL programmer reference, UP-8613 (current 
version), or the OS/3 FORTRAN IV supplementary reference, UP-8474 (current version). 


13B.2. PROCESSING NONINDEXED MIRAM FILES 

A nonindexed file is one that is organized consecutively. Its records are written on the disk 
in the physical order they are presented to the MIRAM processor. The records are 
processed consecutively in the order they appear on the disk. A nonindexed file can also 
be one that is organized relatively; each record in the file is written on the disk in a 
specific position relative to the beginning of the file (independent of the order in which 
they are presented to the MIRAM processor). This allows any record in the file to be 
retrieved directly without processing any preceding records when the location of the 
record is specified. 

The following subsections describe the general procedures for creating and processing 
nonindexed files. 
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13B.2.1. Creating a Sequential MIRAM File 

If you want to create a file for sequential processing, you must define the file as a 
sequential output file jn your program. You must also specify the uniform size of your 
record slots and the size and address of your data buffers (I/O areas). If you have variable- 
length records, the slot size must be large enough to hold the maximum size record plus 
the required 4-byte record descriptor word (RDW). You may use two data buffers, each 
half-word aligned, but they must be contiguous and the same size. The minimum data 
buffer size that you can specify for your program is determined as follows: 

■ If the slot size divides into 256 without remainder, the minimum buffer size is 256 

bytes. 

■ If the slot size is a multiple of 256, the minimum buffer size is equal to the slot size. 

■ If the slot size does not divide into 256 without remainder and is not a multiple of 

256, add 255 to the slot size and rdund this surri upward to the next multiple of 256. 

(Note that for fixed-length records, the slot size + 1 must "be used in your buffer 
calculation; This is required because space must be provided in the buffer for the extra 
byte, the RGB, that is appehded to the front of each fixed-length redord by the MIRAM 
processor and is not counted when you specify your slot size.) 

This calculation also applies when you create relative or indexed files. If you specify data 
buffers larger than the minimum, you may improve your program's performance. Note that 
when a file is processed in subsequent programs, you do not have to specify the same 
data buffer size that you used to create the file, but it must be at least the minimum. 

After you open the file, you submit your records, one after the other, until you have no 
more records. The records are stored in the data partition in the order you submitted them. 
When the file is subsequently processed, it is processed in the same order. The MIRAM 
processor records the relative record number of the last record written in the file control 
table and the volume table of contents. 


13B.2.2. Extending a Sequential MIRAM File 

Once a sequential file has been created, it can be extended (enlarged) only by appending 
new records at the end of the existing data string. Records cannot be inserted between 
existing records nor can they be appended during retrieval or update operations. 

Extending a sequential file is essentially the same process as creating the file because the 
same specifications are made. The difference is that you must define the file as a 
sequential file that is to be extended rather than a sequential output file. After you open 
the file you submit the new records, one after another, as in file creation, and they are 
stored in consecutive order starting after the last record of the existing data string. 
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13B.2.3. Adding Records to a Sequential MIRAM File 

If you want to enlarge a sequential file by inserting records between existing records or 
appending records at the head of the existing data string, you must use some other 
processor. A way to solve this problem is to sort the new records into the consecutive 
sequence you expect to process them, and then use them as an input file (together with 
you sequential MIRAM file) to the sort/merge program or the data utilities program to 
create a new sequential file with the new records in the proper order. Refer to the 
sort/merge user guide, UP-8342 (current version) or the data utilities user 
guida/programrner reference, UP-8069 (current version) for details. 


13B.2,4. Retrieving and Updating Records in a Sequential MIRAM File 

You can retrieve records or retrieve and update records in sequential (consecutive) order in 
a sequential file. For sequential retrieval, you must define the file as a sequential input file 
in your program. For sequential retrieval and update, you must define the file as a 
sequential file for update^ You can provide two data buffers. If you do,' the lengths of these 
buffers, need not be the same as the data buffer that vyas used to create the file. However, 
if two buffers are used, each one must be the same size as the other. 

The MIRAM processor will provide the records in the same order that they were written on 
disk when the file was created or extended. Consecutive retrieval will continue until you 
close the file or the end of file is reached. If the file Is to be terminated by end of file, you 
must have specified the address of a routine for handling this situation in your program. 
Records may not be appended during retrieval operations or retrieval and update 
operations. 


13B.2.5. Deleting Records from a Sequential MIRAM File 

If a MIRAM file is defined as a sequential file in your program, you cannot logically delete 
records from your file (mark specific records so they will be bypassed when the file is 
processed in subsequent programs). To delete records, the file must have been created as 
a relative file. 


13B.2.6. Reorganizing a Sequential MIRAM File 

At some point you may want to reorganize a sequential file. Perhaps your experience in 
using the file has shown that a different physical sequence of records would be more 
convenient. There are two methods that you can use to reorganize your file — the 
sort/merge program or the data utilities program. Either of these will accept your file as 
input and resequence the data records. For details, refer to the sort/merge user guide, 
UP — 8342 (current version) or the data utilities user guide/programmer reference, 
up — 8069 (current version). 
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13B.2.7. Creating a Relative -Mi RAM File 

If you require a file in which each data record is to be assigned to a specific position on 
disk, you must create a relative file. You do this by defining the file as a relative otitput 
file. You must also specify the uniform size of your record slots and the size of your data 
buffer. The minimum data buffer calculation is the same as that described for a sequential 
file in 13B.2.1. 

After you open the file, you present each record, one by one, to the MIRAM processor in a 
work area you have defined along with the file relative position the record is td occupy. 
This position is not a disk address. It is a 4-byte file-relative number (relative to the 
beginning of the file; position 1 is relative record number 1 , etc) that you supply in a field 
you have defined before you issue the output function to write the record to disk- 

The method you use to determine the relative record number that you assign to each 
record is up to you. It can be a potential source of trouble if you are not careful; the 
method you use may generate a relative record number of a record that has already been 
placed on the file. If an output fuhction is issued in this situation, the attempt to place the 
new record in ah occupied position will be rejected and an error condition will result. 


13B.2.8. Extending a Relative MIRAM File 

Extending a relative file is essentiaily the same as creating' it. You provide each record to 
be placed in the file in a work area, and you supply the relative record address for the 
record in a predefined field before you issue the output function. If you direct a record to a 
point beyond the current file end (established at file creation: that is, the relative record 
address of the last valid record on the file), any gap will be filled with void records. If you 
direct a record to a position short of the file end, the operation will be rejected if it is 
occupied by a valid record. » 


13B.2.9. Retrieving and Updating Records in a Relative MIRAM File 

You can retrieve records or retrieve and update records in a relative file sequentially 
(consecutively) or randomly by relative record number. You also have the ability to switch 
retrieval methods (between sequential and random retrieval), and to specify at what point 
you want to commence sequential retrieval. 

For sequehtial retrieval, define the file as an input file for sequential processing. For 
retrieval with update, define the file as a rT update file. When you isSiie an input function, 
retrieval begins automatically with the first record position in the file. 

If you do not want to begin your sequential processing with the first record, you can issue 
a function that establishes the starting point. This must be done after the file has been 
opened and before you issue an input function. To establish a starting point, you must 
place a relative record number in a predefined field in your program and then use the 
starting point function to specify where the starting point is to be; that is, the starting 
point is equal to, greater than, or not less than the relative record number you have 
supplied. Your first input function retrieves the record at the starting point. The 
subsequent input functions will retrieve the records in consecutive order. You can change 
the starting point at any time while the file is open. 
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For random retrieval by relative record nurnber, define the file as an input file for random 
retrieval. For retrieval with update, define the file as an update file. For random retrieval, 
you must supply the relative record number of the desired record in a predefined field in 
your program before you issue an input function. If you update a retrieved record, the 
output function to rewrite this record does not require you to supply a relative record 
number. 


13B.2.10. Deleting Records From a Relative MIRAM File 

If you want to logically delete records from a relative file, you must define the file as an 
update file. After the file is opened, you can delete a record by first issuing an input 
function for that record, and then following this with a delete function. The delete function 
logically deletes the record by marking it as a void record. (The record is not physically 
removed from the file.) The marking process consists of setting the high order bit in the 
RGB. 

When a deleted record is encountered in subsequent sequential processing, it is bypassed. 
If you are retrieving records randomly and you specify the relative record number of a 
deleted record, it is treated as a no find. 


13B.2.11. Reorganizing a Relative MIRAM File 

If you want to reorganize a relative file, you cannot do it in a straightforward manner. For 
example, if you have logically deleted records in a relative file and you use the data utility 
program to remove the invalid records and recopy the file, the relative position of the valid 
records will change. This occurs because the valid records are copied in the same 
consecutive order that they appeared on the old file. As a result, any subsequent 
processing of the new file may prove unsatisfactory because the valid records will not be 
where they originally were. 

A possible solution would be to use the data utility program to remove the invalid records 
and copy the valid records to a sequential file. This sequential file could then be used as 
input to a relative file creation program that will place the valid records in the positions 
you want them to be. 


13B.3. PROCESSING INDEXED MIRAM FILES 

An indexed MIRAM file contains a data partition with the data records ordered 
consecutively in the order that you submitted them, and an index partition that consists of 
one or more index structures arranged in ascending key order. The number of index 
structures is governed by the number of keys specified for the file. Each data record can 
contain from one to five keys (uniform length character strings that uniquely identify the 
record). A key may start at the head of the record or may be embedded within it; however, 
the location of each key type must be the same for all records in the file. Duplicate key 
values are permitted. 
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When you create an indexed file for processing one volume online at a time or with all 
volumes online, you can submit your records to the MIRAM processor as an orderly load 
or a disorderly load. The former means that the data records are submitted in ascending 
key order and the latter that the records are submitted in any other order. In both cases, 
the records are placed in the data partition in the order submitted; however, the keys are 
always arranged in ascending key order in the index structures. The following subsections 
describe the general procedures for creating and processing indexed files. 


13B.3.1. Creating an Indexed MIRAM File 

To create an indexed MIRAM file you must define the file as an indexed output file in your 
program. You must also specify the following: 

■ uniform size of your record slots; 

■ the size and address of your data buffers; 

■ the length and location of all keys in your records; 

■ the size and address of your index buffer; and 

■ the address of a field in your program that is to contain a search key. 

If you have variable-length records, the slot size must be large enough to hold the 
maximum size record plus the required 4-byte record descriptor word (ROW). You may use 
two data buffers (each half-word aligned), but they must be contiguous, the same size, and 
they must immediately follow the index buffer. The minimum data buffer calculation is the 
same as that described for a sequential file in 13B.2.1. 

The index buffer is also half-word aligned and must be at least 256 bytes in length. It 
can be larger; however, if it is, it must be a multiple of 256 bytes up to a maximum of 
32,512 bytes. The index buffer must immediately precede the primary data buffer. A 
good rule to apply when determining your index buffer size is to multiply the sum of the 
largest specified key plus 3 bytes by 20, rounding the result up to the next multiple of 
256. 

The length of the field that is to contain a search key must be equal to the length of the 
largest key in your file plus three bytes. 

After you open the file, you present each record to the MIRAM processor in a work area 
you have defined, and then you issue an output function to write the record to disk. 

13B.3.2. Extending an Indexed MIRAM File 

Extending an existing indexed file is essentially the same process as creating the file. As 
in creating the file, you present each record to the MIRAM processor in a work area you 
have defined and then you issue an output function to write the record to disk. The 
records are appended to the end of the data string in the data partition. Your records can 
be submitted as an orderly load or a disorderly load. In either case, the records are placed 
in the data partition in the order submitted and the record keys are placed in the index 
structures in ascending key order. After a record has been successfully added to the file, it 
is immediately available for retrieval because the index structures are updated each time a 
record is added to the file. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


13B-7 


13B.3.3. Retrieving and Updating Records in an Indexed MIRAM File 

You can retrieve records or retrieve and update records in an indexed file sequentially 
(consecutively) or randomly by key. You also have the ability to switch retrieval methods 
(between sequential and random) and to specify at what point you want to commence 
sequential retrieval. 

For sequential retrieval, define the file as an input file for sequential processing. For 
sequential retrieval with update, define the file as an update file. 

After the file is opened, the sequential position is established at the lowest key value in 
the keyi index structure. If you want a different starting point, you must establish a new 
starting point (the value of the record key at which retrieval is to begin). To do this, you 
must place a key value in a predefined field in your program and then use the starting 
point function to specify where the starting point is to be; the starting point is equal to, 
greater than, or not less than the key value you have supplied. Your first input function 
retrieves the record at the starting point and the subsequent input functions will retrieve 
the records in consecutive order. 

After a sequential-by-key retrieval sequence has been started, you can continue it until: 

■ you reach the end of file or the end of volume; 

■ you specify a new starting point; 

■ you change the file processing mode from sequential to random; or 

■ you close your file or it is closed as the result of an error. 

For random retrieval by key, define the file as an input file for random retrieval. For 
retrieval with update, define the file as an update file. For random retrieval you must 
supply the key of the desired record in a predefined field in your program before you issue 
an input function. If you update a retrieved record, the output function to rewrite this 
record does not require you to supply a key value. 

If you are performing a sequential retrieval sequence and you interrupt it to perform a 
random retrieval operation, the sequential retrieval sequence cannot be resumed at the 
point it was interrupted (unless random retrieval with hold is requested). 

If you have specified that duplicate keys are permitted and you are performing a sequential 
retrieval sequence, records with duplicate keys will be retrieved in the order they were 
presented to the file during file creation. If you perform a random retrieval, the first record 
encountered in a duplicate key series that contains a key equal to the search key will be 
retrieved. 
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13B.3.4. Adding Records to an indexed MIRAM File during Retrieval 

You can add records to an indexed file during retrieval if you have defined the file as an 
update file. To add a record during retrieval you must provide the new record in a 
predefined work area in your program, and then issue an output function to place it in the 
file. The record will be placed in the file if the value of the record key is less than or 
greater than any key in the file, or it falls within the range of the existing keys. If you have 
specified that duplicate keys are not permitted, the record will be rejected if its record key 
duplicates the key of a record that is already in the file. 

If you interrupt a sequential retrieval sequence to add a record, the sequence will be 
resumed at the point it was interrupted when you issue the next input function. 

13B.3.5. Deleting Records from an Indexed MIRAM File 

If you want to logically delete records, you must define the file as an update file. After the 
file is opened, you can delete a record by first issuing an input function to retrieve the 
record and then follow this by a delete function. The delete function logically deletes the 
record by marking it as a void record. (The record is not physically removed from the file.) 
This marking consists of setting the high order bit in the RGB. 

When a deleted record is encountered in subsequent sequential processing, it is bypassed. 
If you are retrieving records randomly and you specify the key of a deleted record, it is 
treated as a no find. 


13B.3.6. Reorganizing an Indexed MIRAM File 

Your experience in processing an indexed file may indicate that the file should be 
reorganized. For example, your processing may have logically deleted a large number of 
records and you want to compress the file by physically removing these records. Another 
reason to reorganize' is that the file was created or extended with disorderly load, and you 
want to improve your program's performance because the majority of your processing 
involves sequential retrieval. 

In the former case, you can use the data utility program to delete the invalid records. In 
the latter case, you can use the sort/merge program to sort your data records in 
ascending key order. For details refer to the data utilities user guide/programmer 
reference, UP-8069 (current version) or the sort/merge user guide, UP-8342 (current 
version). 


13B.4. DEFINING AN OS/3 MIRAM FILE (DTFMI) 

The DTFMI declarative macro is used to define a MIRAM file. It establishes a 388-byte file 
table. 

Normally, you do not need to know what the format of the DTFMI macro is because the 
file definition statements you use in your program are effectively translated into a DTFMI 
macro. 
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If, however, you want to temporarily change your file definition at run time by using a DD 
job control statement, you must know what the format is. To help you in these cases, the 
DTFMI macro format and a summary of the keyword parameters (table 13B — 1) that 
indicates which parameters can be changed by the DD jpb control statement are provided. 
Examples of typical DTFMI macros follow Table 13B— 1, and detailed descriptions of the 
individual DTFMj keyword parameters are provided in 13B.5. 


Format: 


LABEL 


5 OPERAT iON A 


OPERAND 


filename 


DTFMI 


( EXC 

ACCESS= } 

) SRD 

(SRDO 

,BFSZ=n 
[,EOFA=symbol] 
[,ERRO=SYmbol] 
[,IISIDA=symbol] 
[,INDS=n] 

,IOA1=symbol 
[,IOA2=symbol] 
[.IORG=(r)] 
[,KARG=symbol] 


,KEYn 
[,LOCK=ISIO] 


=('■'"■»] [{chT}]) 


,MODE= 1 

ma- ) 

RAN > 

ranh) 

[,OPTN=YES] 

,PROC= 1 
[,RCB=NO] 

UNK }J 

,RCFM= 1 

•}] 

,RCSZ=n 

— > 


.RETR= < 

S) 1 


,SKAD=symbol 

[,VMNT=ONE] 

[,VRFY=YES] 

[.WORK=YES] 
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Table 13B—1. Summary of DTFM! Keyword Parameters (Part 1 of 2) 


Keyword 

Specifi- 

cation 

Keyed 

Opera- 

tions 

Nonkeyed 

Opera- 

tions 

Restrictions 

Remarks 

ACCESS* 

EXC 

S 

S 


This DTF: read/update/add use , 

Other jobs: no access 


X 

s 


This DTF: read/update/add use 

Other jobs: read use 

SRD 

X 

s 


This DTF: read use 

Other jobs: read/update/add use 


S 

s 


This DTF: read use 

Other jobs: read use 

BFSZ* 

n 

R 

R 

Always required 

Supplies data buffer size 

EOFA 

symbol 

0 

0 


Address of end-of-file routine 

ERRO 

symbol 

0 

0 


Address of error handling routine 

INDA 

symbol 

R 

X 

Used only with keyed 
operations 

Address of index buffer 

INDS** 

n 

R 

X 

Used only with keyed 
operations 

Indicates size of index buffer 

10A1 

symbol 

R 

R 

Always required 

Address of primary data buffer 



0 

0 

Only allowed with sequential 
output or unkeyed sequential 
input 

Address of secondary data 
buffer 

lORG 

{r)~general 

register 

0 

0 

Not permitted when 

WORK=YES 

Indicates I/O buffer index 
register 

KARG 

symbol 

R 

X 

Used only with keyed 
operations 

Address of field that contains key 
of desired record 

KEYn** 

n 

R 

X 

Used only with keyed 

operations. 

n>1 , key length <3, 

duplicate keys, or changes 

to keys not permitted 

for IRAM characteristic 

files. 

Indicates key length, key 
location, and whether duplicate 
keys or changes to keys are 
allowed 

LOCK 

NO 

0 

0 


Indicates file lock 

MODE 

SEQ 

S 

S 


Sequential file processing 
{default) 

RAN 

S 

s 


Random file processing 

RANH 

|B 

s 


Random file processing (hold sequential 
position) 

OPTN 

YES 

0 

0 


Optional file 

PROC 

KEY 

s 

X 


Keyed (index and data) operation 
(default) 

UNK 

X 

R 


Nonkeyed (data) operation 
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Table 13B—1. Summary of DTFMl Keyword Parameters (Part 2 of 2j 


Keyword 

Specifi- 

cation 

Keyed 

Opera- 

tions 

Nonkeyed 

Opera- 

tions 

Restrictions 

Remarks 

RGB 

NO 

0 

0 

Required for IRAM 
characteristic files 

No record control, byte 

RCFM 

FIX 

s 

s 


Fixed-length records (default) 

VAR 

s 

s 

Not permitted for IRAM 
characteristic filbs 

Variable-length records 

RCSZ* 

n 

R 

R 

Always required ‘ 

Indicates record size 

RETR 

INF 

s 

S 

Update not allowed 

Retrieval for 
information (default) 

MOD 

s 

s 


Retrieval for modification 

REP 

S 

S 


Retrieval for replacement 

SKAD 

symbol 

R 

R 

Always required 

Address of seek , 

address field ^ 

VRFY 

YES 

0 

0 


Check parity of output records 
after they have been written 

VMNT 

ONE 

0 

0 

Nonkeyed random operations 
and random output 
operations not allowed. 

Defines file to be processed 
with only one volume 
online at a time 

WORK 

YES 

0 

0 

Required for all output, 
keyed update, and delete 
functions 

Indicates that record processing 
is in a work area 


LEGEND: 


O = Optional 

R = Required 

S = Select one 

X = Not used 

*Parameter may be changed on DD Job control statement. 

**Parameter may be changed on DD job control statement for indexed file only. 
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13B.5. DTFMI KEYWORD PARAMETERS 

The following paragraphs discuss how each of the DTFMI keyword parameters are used. 


13B.5.1. Specifying File Accessing Options (ACCESS) 

See 11.4.1 for a detailed explanation to the ACCESS keyword parameter. 

Note that indexed files should not be shared in an environment that permits only one writer to 
a file but any number of readers. If a file is shared, the readers may get unpredictable results; 
that is, DM24, DM39 error messages or no-find errors may result when attempting to read 
records that were previously accessible. Consequently, the ACCESS=EXCR or ACCESS=SRD 
specification should not be made for an indexed file in either the DTFMI declarative 
macroinstruction or the DD job control statement. 

Records added by the writer (ACCESS=EXCR) to a nonindexed file, in a shared 
environment that permits one writer and any number of readers, are not available to the 
reader (ACCESS=SRD). Once the writer closes the job, any added records will be available 
to users who subsequently open the file. 

13B.5.2. Specifying the Buffer Size for a MIRAM File (BFSZ) 

The BFSZ parameter specifies the size of the data buffer in the file. 

Keyword Parameter BFSZ: 

BFSZ=n 

Is always required, n represents the number of bytes in the data buffer. The size 
must be at least 256 bytes as well as a multiple of 256. To calculate the 
minimum buffer size, see 13B.2.1. 


13B.5.3. Specifying the End-of-File Handling Routine (EOFA) 

When data management senses the end of data while you are processing a MIRAM file 
sequentially by key or consecutively, it looks for the symbolic address of your end-of-file 
handling routine and transfers control to that address. 

Keyword Parameter EOFA; 

EOFA=symbol 

Specifiers the symbolic address of your end-of-file handling routine. 


13B.5.4. Specifying Error Handling Routines (ERRO) 

When data management detects any error or exception in processing, it looks for the 
symbolic address of your error handling routine. 
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Keyword Parameter ERRO: 

ERRO=symbol 

Specifies the symbolic address of your error handling routine to which data 
management transfers control when an error is detected. When control is 
transferred to this routine, filenameC contains information on the reasons for the 
error (see Tables B — 1 and B— 3). If this parameter is omitted, control is returned 
to your program inline. 


13B.5.5. Naming the Main Storage Area for In^ex Block Processing (INDA) 

During keyed operations, index blocks are processed in a main storage index area. 
Keyword Parameter INDA: 

INDA=symbol 

Specifies the symbolic address of the main storage area in which index blocks 
are processed. This area must be half-word aligned and must immediately 
precede the primary I/O (data) buffer area IOA1. This parameter is required for 
all keyed operations and it requires that all related keyword parameters must be 
specified: INDS, KARG, and KEYn. ilf INDA is specified and any of the related 
parameters are omitted, it is assumed that indexed operations were not intended 
to be used, and none will be permitted. 


13B.5.6. Specifying the Index Area Length in Main Storage (INDS) 

When indexed files are processed, the index blocks are processed in the index area 
specified by INDA. The length of this area must be specified. 

Keyword Parameter INDS: 

INDS=n 

Specifies the number of bytes to be used in main storage for the index area 
named in the INDA parameter. The length must be at least 256 bytes or a 
multiple of 256 up to a maximum of 32*512 bytes. This parameter is required 
for all indexed files. 


13B.5.7. Identifying the Primary Data Buffer (iOA1) 

When any file is processed, at least one data buffer is required and this area must be 
identified. 

Keyword Parameter IOA1: 

IOA1=symbol 

Specifies the symbolic address of the primary data buffer. This area must be half- 
word aligned, greater than or equal to 256, a multiple of 256, and it must be 
consistent with the BFSZ parameter. It must immediately follow the index area 
(INDA) if specified, and must immediately precede the secondary data buffer 
(IOA2) if specified. 
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13B.5.8. Identifying the Secondary Data Buffer (IOA2) 

If you want to use double buffering to improve the performance of your program you can 
specify an additional buffer in certain cases. 

Keyword Parameter IOA2: 

IOA2=symbol 

Specifies the symbolic address of a secondary data buffer. As with IOA1, this 
buffer must be half-word aligned, the same size as I0A1, and must immediately 
follow the primary buffer (10A1). You can use a secondary data buffer only when 
performing keyed or nonkeyed sequential output or nonkeyed sequential input 
operations. 


13B.5.9. Pointing to the Current Data Buffer (lORG) 

If you are not referencing records in work areas, you must specify a data buffer index 
register number. 

Keyword Parameter lORG: 

IORG=(r) 

Specifies the number of the general register to be used to point to the current 
data buffer when you do not reference records in the work area. Registers 2 
through 12 may be used. Either IQRG or WORK must be specified. If both are 
specified, the WORK parameter is used. 


13B.5.10. Naming the Key Argument Field (KARG) 

If you are using keyed operations, you must name the location in your program where you 
will place the search key for record retrieval. 

Keyword Parameter KARG: 

KARG=symbol 

Specifies the symbolic address of the field in you program where keys are placed 
to effect the retrieval of records. The length of this area must be equal to the 
largest key in your program plus 3 bytes. This parameter is required for all keyed 
operations. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


13B-16 


13B.5.11. Specifying the Keys for an Indexed File (Keyn) 

When you process an indexed file, you must specify (for each key in your records) the 
length, location, if duplicate keys are permitted, and whether the key may be changed 
during update. 

Keyword Parameter KEYn: 

KEVn=(s,[,],[|NPUP|],[{NCHG|]) 

Specifies one of up to five keys for an indexed file; that is, 1 ^ n ^ 5. There must 
be a KEYn parameter for each key in the file, s specifies the size of the key and 
may range from 1 to 80 bytes. I specifies the number of bytes preceding the key. If 
I is omitted, 0 is assumed for fixed records and 4 for variable records. DUP 
specifies that duplicate keys are allowed. NDUP specifies that they are not allowed 
and is the default case. CHG specifies that the key can change during update. 
NCHG specifies that it cannot change and is the default case. 

KEYn parameters are required unless you intend to accept the KEYn parameters 
that were specified when the file was created. If so, no KEYn specifications should 
be present. 

For IRAM characteristic files, n > 1, s < 3, DUP, and CHG are not permitted. 


13B.5.12. Suppressing a File Lock (LOCK) 

See 11.4.11 for a detailed explanation of the LOCK keyword parameter. 

13B.5.13. Specifying Processing Mode for MIRAM Files (MODE) 

MIRAM files can be processed sequentially or randomly as specified by the MODE 
keyword parameter. 

Keyword Parameter MODE: 

^Speci^s sequential file processing. This is the default case. 

MODE=RAN 

Specifies random file processing. 

MODE=RANH 

Specifies random file processing (hold sequential position). 
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13. B. 5. 14. Specifying Optional Files (OPTN) 

If your program does not need to use a particular file each time you execute the program, 
the file is considered an optional file. Only sequentially processed files can be optional 
files. 

Keyword Parameter OPTN: 

OPTN=YES 

Specifies that the sequentially processed file is an optional file. When this 
parameter is specified for a file not allocated to a device by a DVG job control 
statement, control is transferred to your EOFA routine when you issue an input 
operation. Control is transferred to your program inline with no error when you 
issue an output operation. 


13B.5.15. Specifying Type of Operations (PROC) 

When you process a file you must specify the type of operations you are going to perform 
(keyed operations or nonkeyed operations). 

Keyword Parameter PROC: 



Specifies keyed operations. This is the default case. 


PROC=UI\IK 

Specifies nonkeyed operations. 


13B.5.1 6. Specifying Record Control Byte (RGB) 

When a file is created, a record control byte (RCB) is appended to the beginning of each 
record unless you specify that you do not want this. 

Keyword Parameter RCB: 

RCB=NO 

This specification only applies to files that are being created. It is required for 
IRAM characteristic files and it specifies that each record is not to contain a 
record control byte. If this parameter is specified, delete functions will not be 
permitted when the file is subsequently processed. The default case is that each 
record will contain an RCB. When the file creation program is completed and the 
file is closed, the format label is marked to indicate vyhether or not the RCB is 
present. Once the file is created, this format label indication cannot be changed; 
that is, if you subsequently process the file and attempt to use the RCB 
parameter, the format label indication will override it. 
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13B.5.17. Specifying Record Format (RCFM) 

This parameter specifies the record format, either fixed-length or variable-length. 
Keyword Parameter RCFM: 


Specifies fixed-length records. This is the default case. 


RCFM=VAR 

Specifies variable-length records. The first four bytes of a variable-length record 
is the record descriptor word (ROW). The first two bytes of the ROW contain the 
effective record size that you supply on output and data management supplies on 
input. The record size includes the 4-byte ROW. Variable-length records are 
contained within a fixed-size slot that is equal to the RCSZ specification. 


13B.5.18. Specifying Record Length (RCSZ) 

This parameter is always required. It specifies the length of each record in bytes. 
Keyword Parameter RCSZ: 

RCSZ=n 

Specifies the length of each record in bytes. If you have variable records, this 
parameter should specify the maximum size plus the 4-byte record descriptor 
word (RDW) required for variable-length records. (See Figure 13A— 1.) 

13B.5.19. Specifying the Record Retrieval Purpose (RETR) 

If you are going to retrieve records for other than information purposes, you must use this 
parameter. 

Keyword Parameter RETR: 



Specifies that records are to be retrieved for information purposes only. This is 
the default case. 


RETR=MOD ‘ 

Specifies that records are to be retrieved for modification. 

RETR=REP 

Specifies that records are to be retrieved for replacement. 
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13B.5.20. Specifying the Location of the Relative Disk Address for Processing a 
MIRAM File by Relative Record Numbers (SKAD) 

This parameter is always required. It specifies where the relative disk address is placed in 
your program for use in processing by relative record number. 

Keyword Parameter SKAD: 

SKAD=symbol 

Specifies the symbolic address in your program where you place the relative disk 
address for use in processing files by relative record number. The form of the 
relative disk address is a 4-byte value. The first record is relative record 1. 

13B.5.21. Verifying Output Records (VRFY) 

You can specify that data management is to check the parity of output records after they 
have been written to disk. 

Keyword Parameter VRFY: 

VRFY=YES 

Specifies that data management is to check the parity of output records after 
they have been written to disk. If it detects bad parity, data management sets the 
parity check flag (byte 2, bit 2) in filenameC and transfers control to your error 
routine, or to your program inline if you have no error routine. If you specify this 
parameter, it will result in an increase in execution times for output operations. 


13B.5.22. Specifying File Processing with One Volume Online at a Time (VMNT) 

If you want to process a file with one volume online at a time, you must specify this 
parameter. 

Keyword Parameter VMNT: 

VMNT=ONE 

Specifies that the file is to be processed with only one volume online at any time. 
A file that is created in this manner must be processed in this manner. Nonkeyed 
random operations are not permitted. If a file was not created for processing with 
one volume online at a time, it cannot be processed in this manner. 
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13B. 5.23. Specifying Record Processing in a Work Area (WORK) 

You can use this parameter to specify that your records are to be processed in a work area 
rather than in a data buffer (I/O) area. 

Keyword Parameter WORK: 

WORK=YES 

Specifies that input and output records will be processed in a work area rather 
than a data buffer area. The lORG parameter should not be specified when the 
WORK parameter is specified. If both are specified, the WORK parameter is used. 
When you issue input, update, output, or delete operations, you specify the 
address of the work area. The WORK parameter is required for all output, keyed 
update, and delete operations. 

13B.5.24. Nonstandard Forms of the Keyword Parameters 

OS/3 data management accepts certain variant spellings for the keyword parameters 
described in this section. These variations are: 


DTFMI 

Spelling 

OS/3 

Standard Form 

BFSZ 

BLKSIZE/BKSZ 

EOFA 

EOFADDR 

ERRO 

ERROR 

IN DA 

INDAREA 

INDS 

INDSIZE 

IOA1 

IOAREA1 

IOA2 

IOAREA2 

lORG 

lOREG 

KARG 

KEYARG 

OPTN 

OPTION 

RCFM 

RECFORM 

RCSZ 

RECSIZE 

SKAD 

SEEKADR 

VRFY 

VERIFY 

WORK 

WORKA 
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13B.6. MIRAM KEYWORD PARAMETERS — DD JOB CONTROL STATEMENT 
SUPPORT ONLY 

The following keyword parameters can be specified only by using a DD job control 
statement. 


13B.6.1. Variable Sector Support for MIRAM Files (VSEC) 

The detailed explanation of this facility for IRAM files (13.5.1) also applies to MIRAM files. 


13B.6.2. File Recovery Support for MIRAM Files (RECV) 

The detailed explanation of this facility for IRAM files (13.5.2) also applies to MIRAM files. 


13B.6.3. Automatic Computation of Initial Allocation Percentages for MIRAM Files 
(AUTO) 

The detailed explanation of this facility for IRAM files (13.5.3) also applies to MIRAM files 
except that normally 0% of the initial allocation is assigned to the index partition for MIRAM 
files. 
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14. Nonindexed Disk File Formats 
and Conventions 


14.1. GENERAL 

This section describes the disk file formats and conventions that are part of the indexed 
file processor system Of OS/3 data management. The system comprises three basic 
methods for processing or accessing disk files without indexes: the sequential access 
method (SAM); the direct access method (DAM); and a combination of these two, termed 
simply the "nonindexed method," which has no acronym. 

The three methods of processing are explained in detail in Section 15, which describes: 

■ the logical input/dutput control system (IOCS), or processor, that OS/3 data 
management furnishes you for each method; 

■ the imperative macroinstructions that constitute the actual repertoire of file- 

processing functions available to you; and ‘ 

■ the define-the-file (DTP) declarative macros you will use to inform data management 
how your files are to be accessed and how you have structured them. 

In both this section and Section 15, the term "DTP” is applied both to this type of 
declarative macro and to the file table that each DTP sets up for data management to use 
vvhile you are processing your file. 

You define your sequentially processed disk files to data managerhent with the DTPSD 
declarative macro; consequently, these files are often called DTPSD files. Direct access, or 
randomly processed, files (these terrhs are synonymous in this manual) are defined by the 
DTPDA declarative macro and are termed DTPDA files. Piles that you want to process by a 
combination of both setjuential and random techniques you will define tb data 
management with the DTPNI declarative macro. You may subdivide your DTPNI files into 
as many as seven file partitions; you define certain details of each partition with yet a 
fourth type of DTP declarative macro: the DPCA macro. 
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To summarize: 

■ Three access methods: 

Sequential access method (SAM) 

Direct access method (DAM) 

Nonindexed access method (a combination of SAM and DAM techniques) 

■ Four define-the-file (DTF) declarative macros: 

DTFSD — defines a sequentially processed, nonindexed disk file 

DTFDA — defines a randomly processed (direct access), nonindexed disk file 

DTFNI — defines a nonindexed disk file that is to be processed sequentially, randomly, 
or by a corribinatiqn of both techniques = 

DPCA — defines certain particulars of a partition of a DTFNI file 

The various access methods and nonindexed disk file descriptions share certain concepts 
of file organization, file labelling, record formats, and record addressing; these are 
described generally in this section, although some details are further developed in Section 
15. You will notice some differences from the OS/3 indexed sequential access method 
(ISAM), described in earlier sections of this manual; chief of these, of course, is the 
absence of any index structure. Another difference is that ISAM does not allow you to 
have your own header and trailer labels. A third point of difference lies in the concept of 
keys (14.3.3). 


14.2. FILE ORGANIZATION 

All DTFSD, DTFDA, and DTFNI files in the OS/3 nonindexed processor system may reside 
on one or more disk volumes and may be termed mu/f/Vo/u/ne ///es. Multivolume DTFNI 
and DTFDA files must have all volumes of the file mounted and online for processing and 
may consist of no more than eight volumes. Multivolume DTFSD files are maintained in 
single-volume mode — only qnq of your disk packs being online at any time; there is no 
limit imposed by OS/3 on the total nurpher of volumes you may have, in a DTFSD file. 
Data management coipmunicates with the operator for you, autornatically, to request and 
validate mounting of the successive volumes, of a. multivolume OTFSD file. 

All. OS/3 nonindexed disk files are terminated by a logical end-of-file (EOF) ppintqr to the 
block one after the highest block in the file in which you have placed a data record. The 
address of this block is file- or partition-relative; that is, its numbering is related to the 
address of the block that begins the file or — if you are considering a partition of a file — 
begins this partition. The significance of the logical EOF pointer lies in the actions that 
occur when the address is accessed during sequential processing of an input file. 
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In DTFSD files (which have only one volume mounted online at a time), the EOF pointer 
also indicates the logical end-of.-volume (EOV) for the online volume. When you have 
finished creating such a file and issue the CLOSE imperative macro to terminate 
processing, data management stores the address of the block next after the current block 
as the EOF/EOV pointer of end-pf-data ID (EODID) in the DTF file table and on the disk 
format 2 label for the file. No special .flag or notation is written in the data area at this 
relative disk address. When data management encounters the EOF address during input of 
your file, it transfers control to a routine you have prepared to handle the end-of-file 
condition. (This routine, called the EOFADDR routine from the keyword parameter by 
which you specify it in your DTF, is described in 1 5.6.4; see 15.7.2 for thp CLOSE macro.) 
You should remember that, for multivolume DTFDA and DTFNI files (all volumes of which 
are mounted and online at all times when you are processing), there is no EOV in the 
DTFSD sense and no need for an EOFADDR routine except for input DTFNI files you 
process sequentially. i 

I ’ . . ; , , ... 

14.2.1. Partitioning DTFNI Files 

You may subdivide each DTFNI file into as many as seven file partitions, each with its pvvn 
partition name, record size, block size, and other characteristics. You define the overall file 
characteristics, name all the file partitions, and describe the first partition in the DTFNi 
declarative macro; you then use separate DPCA declarative macros for each partition to 
define the characteristics of the partition. Every DTF file table has a length of 242 bytes, 
but the table established by the DPCA declarative macro is only 82 bytes long; it is termed 
\he partition control appendage' You access a file partition for processing by name, using 
the SETP macro (15.7.4). 

1,4.2.2. , Subfiles in DTFNI Partitions y , . A C ' 

You may furthpr sLibdiyide each partitipn pf a DTFNI file into as many as 71 serial subfiles, 
which yoq must create in sequence. (They need not be* processed sequentially, and you 
may, acces^s, them for processing in any order, once yop have created them.) Unlike a file 
partition, which may differ, in certain chargcteristics frorn the basie^DTFNI file, a subfile 
must not differ from the partition in any respect. Another difference between a subfile 
and a partition is that a subfile has no name; you address one by using its partition- 
relative serial nurpber iasfan operand of the SETS.macro by which you access your subfiles 
(the SETS rnacro is idescribeel in 15.7.6). To help it keep abreast of your processing of 
subfiles, data rnanagement maintains subfile tables; if reserves one track of the first 
volume of a file , for these vyhen you so instruct it by specifying the SUBFILE keyword 
parameter in your DTFNI or DPCA declarative macro (15.6.26). Figure 14— 1 depicts the 
organization of a DTFNI file into partitions and subfiles. 
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Characteristics defined by 
DTFNI 
declarative 
macro 
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selected by 
SETP imperative 
macro . 


Characteristics are 
those of parent 
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via SUBFILE keyword 
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or DPCA macros. 

Accessed ;(after partition is 
selected by SETP macro) 
via SETS macro. 
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be accessed ranjdomly. 
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Figure 14—1. Organization of a DTFNI Disk File into Partitions arid Subfiles „ 


14.2.3. System Standard Labels for Nonindexed Disk Files 


In processing your DTFSD, DTFDA, and DTFNI files, data management uses the OS/3 
system standard labels for disk files. The system standard labels comprise the OS/3 
standard volume label (VOLT) and Seven types of disk format labels, designated format 0, 
format 1, and so on, located in a directory called the volume table of contents (VTOC). Data 
management accesses these standard labels to retrieve information it needs about your 
file and to add inforrnation on certain file characteristics to them. All are described in 
Appendix D. 

For example, data management retrieves the VOLT label to find the location Of the VTOC. 
Here, it will read the first record in the VTOC (the format 4 label) to obtain the address of 
the last active format 1 label and will search the VTOC up to that address to locate the 
format 1 label for the current file. It needs this format 1 label, and any format 3 labels it 
may point to, for information about the extent space and secondary allocation for the file. 

If your file is an output file, data management will rewrite the format 1 label to add to it 
some of the file characteristics you have defined in your DTF. If your file is currently an 
input file, data management retrieves and checks these characteristics. In addition, data 
management maintains a format 2 label to control file partitions and save information on 
existing and newly created files. 
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A look at Appendix D will make the foregoing clearer when you need to go into it. For the 
moment, however, it may be more important for you to know that these actions of data 
management are. automatic and that you will rarely need to be concerned with-the details. 
(Section 16 has further information on management of your disk resources.) 


14.2.4. Optional Standard User Labels 

Unlike OS/3 ISAM, which does not allow them, the nonindexed file processor system does 
support standard user header labels (UHL) and user trailer labels (UTL). These are optional, 
unblocked records, which you may process on the opening or closing of a volume with a 
routine you make available to data management by specifying its address in the LABADDR 
keyword parameter in your DTF (15.6.14). 


14.2.4.1. User Header Labels 

If you have UHL, data management writes these on the first track of each volume of a 
DTFSD file, and on the first track of the first volume of a DTFDA or DTFNI file. You may 
have no more than eight UHL, and they may not be blocked. This is their simple 80-byte 
format: 




t . 

Label ID 

- 



Label Data ^ 

Field 

Bytes 

Code 

Description 

Label ID 

0—3 

EBCDIC 

Contains 4-byte label identifier:' 

UHL, followed by a label number 
which ranges frOm 1 through 8 

Label Data 

4—79 

User option 

Contains 76 bytes of user-specified 


header label data 
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14.2.4.2. User Trailer Labels " 

Data rnanagemerit writes your optional UTL bn the first track of eac/t volume of a DTFSD 
file and on the first track of the first volume DTFDA or DTFNI files; your UTL follow your 
UHL. You may have no more than eight, and they may not be blocked. This is their 80-byte 
form: 



Field 

Bytes 

Code 

Description 

Label ID 

0—3 

EBCDIC 

Contains 4-byte label identifier: 

UTL, followed by a label number vvhich 
ranges from 1 through 8 

Label Data 

4—79 

User option 

Contains 76 bytes of user-specified 
trailer label data 

NONINDEXED FILE 

RECORD FORMATS 


The nonindexed processor system handles four record formats: 

■ Fixed-length, blocked 

■ Fixed-length, unblocked 

■ Variable-length, blocked 

■ Variable-length, unblocked, 

DTFSD and DTFNI files may comprise records in any of these four formats, but DTFDA files 
may not be specified as having blocked records (that is, physical blocks containing more 
than one logical data record, fixed- or variable-length). 
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It might be well at this point to review three OS/3 definitions: 
block 

The portion of a file transferred into or out of main storage by a single access, 
buffer 

An area in main storage for handling a block of data. Must not be smaller than 
the blocks to be handled. 

record 

The collection of contiguous characters, designated as such to data management 
by the user, for handling as a unit. Record size must not exceed block size. 

The system does not handle undefined records; if you do not specify the record format in 
your DTP, data management assumes that your records are fixed and unblocked (that is, 
you have oniy one fixed-length logical record in each physical block). No record may 
occupy more than one block, nor may any record or block span from one disk track to 
another. 


14.3.1. Fixed-Length Records 

Fixed-length logical records are all of equal length for a given file or partition. When you 
specify that your fixed-length records are unblocked (or leave this specification to data 
management's default assumption, just mentioned), you do not need to specify the 
RECSIZE keyword parameter because data management takes the number of bytes per 
records as being what you specified with the BLKSIZE keyword. However, when you block 
your fixed-length records, you must specify both the BLKSIZE and RECSIZE keywords, and 
the value of BLKSIZE must be an exact multiple of RECSIZE. 

When you are using the variable-sector SPERRY UNIVAC 8411, 8414, 8424, 8425, 8430, 
or 8433 Disk Subsystems, your BLKSIZE specification governs exactly the number of 
bytes of data read or written. On the other hand, if you are using the fixed-sector SPERRY 
UNIVAC 8415, 8416, or 8418 Disk Subsystem and do not specify a bloCksize that is a 
multiple of 256 bytes, the block written will always be larger than the specified block size; 
this is because the system writes or reads only in multiples of 256 bytes tos the 8416 disk. 
Your BLKSIZE specification controls the number of bytes treated as data within a logical 
block, which is a multiple of 256. (For example, if you specify BLKSIZE5=400 for a file that 
is to reside on an 8416 disk, data management will write out a block of 51 2 bytes.) You 
must be sure to reserve adequate buffer space for this circumstance, because a 5T2-byte 
block will be read into the buffer during retrieval, f 

Figure 14 — 2 illustrates the two fixed-length record formats and their relationship to the 
I/O area and DTF keyword parameters. 
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FIXED-LENGTH, UNBLOCKED RECORD 


logical record 


^ D 

^ I 

FIXED-LENGTH, BLOCKED RECORDS 


logical record 

logical record^ 

logical record^ 

logical record^ 

■ . h-.' ■' ■ ■ 


' 






. , 


LEGEND: 

D Length of data in each logical record; you specify this length only when your records are blocked, using the RECSIZE 
keyword parameter in your DTF macro, 

1 Length of I/O area; you always specify this with the BLKSIZE keyword parameter of your DTF macro instruction. If 
your file is to reside on an 841 6 disc, I must be a multiple of 256 bytes, and therefore the length of the block may 
exceed the nearest multiple of fixed-record length. 

NOTE: 

In preparing the illustration of blocked records, the arbitrary choice was made to show four logical records per physical block. The 

actual number you choose is a matter of file design. Remember that blocking is. not specifiable for DTFDA files. 

Figure 14—2. Fixed-Length Physical Record Formats, Non indexed Disk Files without Keys 


14.3.2. Variable-Length Records 

When your records are variable-length, OS/3 data management preempts the first four 
bytes of every block for use as a block descriptor wore/ (BDW). Data management 
calculates the effective length of the block and inserts this for you into the first two bytes 
of the BDW; it reserves the last two bytes of the BDW for its own use. You need not be 
concerned with the BDW, therefore, other than to allow for the fact that it reduces by four 
bytes the block space available for your logical records. 

You are concerned, however, with the first four bytes of every logical record; these are 
also needed by data management for control and constitute the record descriptor word 
(RDW). 

Data management, again, reserves the final two bytes of the RDW for its own use, but the 
first two bytes must contain the length of the record of which the RDW is a part. Before 
submitting a new record to be blocked, you must place the proper binary value in this 2- 
byte field. 
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When you specify that your records are variable and unblocked, data management will 
write out one block for each logical record you submit, regardless of the amount of 
available space remaining in the I/O area. If you have specified blocked records, data 
management will pack as many complete records as possible into each block before 
writing it. In either case, the length of the block it vvrites will be the nurnber of bytes you 
have specified with the BLKSIZE keyword parameter, unless more must be written 
because of roundup for the 8416 disk. 

Unless your logical records follow some unusual pattern, there will always be varying 
amounts of unused space at block ends. 

You must not use the RECSIZE keyword parameter in your DTP for a file containing 
variable-length records because data management expects to find the record size in the 
first two bytes of the ROW. 

Figure 14—3 illustrates the layout of both formats for variable records and relates these to 
the length of the I/O area. 

VARIABLE-LENGTH, UNBLOCKED RECORD 


bdw 

rdw 

logical record 

■ 






^ — R— ►i 

\ / 



^ V — ^1 

— 1 



VARIABLE-LENGTH, BLOCKED RECORDS 


bdw 

rdw^ 

logical record,j 

rdw^ 

logical record^ 

■ 











\y > ' : 




pr- : r— V 


r ■ . . 1 


LEGEND: ^ ^ 

B Block descriptor word, four bytes. You must reserve space for this in your I/O area; it is also part of the block on 

disc. Data management calculates the block length in bytes and writes this in the first two bytes of the BDW; the last 
two bytes are reserved. 

R Record descriptor word, always first four bytes of each variable-length record. You determine the length of each 

logical record in bytes, including this 4-byte RDW, and place it in the first two bytes of the RDW. The last two 
bytes are reserved. 

Figure 14—3. Variable-Length Physical Record Formats, Nonindexed Disk Files without Keys (Part 1 of 2} 
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LEGEND <cbrit): 

D Variable length of the data portion of your record. 

V Length of the variable record (measured in bytes); includes four bytes for the RDW. You insert this number into the 

first two bytes of the RDW, in binary form. 


I 



Length of the physical block, both on disc and in the I/O area. The I/O area length you specify via the BLKSIZE keyword 
parameter must accommodate the largest variable-length block in your file. 

Unused space . 


Supplied by data management 


NOTE: 

In preparing this illustration of blocked records, an arbitrary choice was made to show two logical records per physical block. 
The actual number you choose is a matter of file design. Remember that you may not specify blocked record format for 
DTFDA files. This does not mean that OS/3 DAM does not handle the block format in which the unblocked variable-length 
record is shown here and actually exists on disc. It does. The point is that DAM does not block or deblock records for you. If 
what you can only describe to DAM via the DTFDA macro as an unblocked record is actually a block of logical records, you 
must provide for blocking and deblocking them yourself. 

You will probably find the DTFNI file the better alternative; for one thing, the PUT and GET imperative macros may 
be issued to a DTFNI file for record level access; but they cannot be issued to a DTFDA file. In random processing 
of a DTFNI input file containing fixed, blocked records, data management provides you with the displacement of the 
desired record in the block, loading this into filenameD after the READ/WAITF macro sequence. 


Figure 14—3. 


Variable-Length Physical Record Formats, Nonindexed Disk Files without Keys (Part 2 of 2} 


14.3.3. Optional Key Fields with Nonindexed Files 

Up to this point, our discussion of record formats has ignored an optional feature you may 
want to, include in the design of your DTFDA and DTFNI files: a leading key to identify each 
physical block. 

A key in the nonindexed file processor system is simply a character string, unrelated to the 
disk location of a physical block, which you specify and write with the block to uniquely 
distinguish that block from all others in the area of search. Search can be confined to a 
single track or can run from starting point to end of cylinder. Key length has certain limits, 
but key content is almost entirely up to you. The only restriction is that no byte of any key 
may contain the hexadecimal value FF. This value may produce erratic results during 
keyed retrieval. Otherwise, keys to your files may be constructed according to any scheme 
meaningful in the context of your file-processing needs, although uniqueness within the 
search area is assumed to be necessary because you will search for one specific block in 
the area, seeking to identify it by its key alone. Keys may be used with DTFDA and DTFNI 
files, arid partitions of DTFNI files; they are not used vvith DTFSD files.* 


*03/ 3 data management does not provide you with a means for using keys in processing your DTFSD files because, in 
sequentially constructed files like these, each block is already uniquely identified by its relative location. OS/3 assumes that 
your reasons for organizing the file for sequential access only do not include a heed to identify a block by some other means. 
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If you are familiar with OS/3 ISAM, you might note at this point that/ in the nonindexed 
file processor system, you associate a key only with a physical whereas in ISAM 

each of your logical recorcfe may have a key. 

Sequential processing does not necessarily preclude the presence of keys. A DTFNI file or 
partition, for example, which you may always process sequentially, may have a key 
associated with each block of data. If it does, moreover, you must take the key into 
account when youjissue the sequential access PUT and C3ET imperative macros to process 
the file. (This point is developed further in 15. 7.9. 5.) 

A point to note here, perhaps, is that processing a file with the OS/3 sort/merge program 
is quite different from sequential processing in the data management sense. With 
sort/merge, you are concerned only with sequential organization of files and use the term 
key in a very different sense: a record may contain a number of fields, located anywhere 
within it, which sort/merge uses to resequence the file. Each of these fields is considered 
a sorting /rey; these may overlap and need not be unique. In the dMa management 
nonindexed system, however, keys are used only in direct access files and only with 
blocks; each block has only one key, always unique, and always located in front of the 
block? 

You have noted that the length of the key has certain limits in the nonindexed processor 
system: the minimum key length is 3 bytes, and the maximum is 255 bytes. Another point 
to remember is that all keys in any one file must have the Same length;' the only exception 
to this rule is the partitioned DTFNI file, in which each partitipn may have its own unique 
key length, uniform throughout the partition. You may not include blocks without keys in a 
file of keyed blocks. 

When you are processing blocks with keys, you infotm data management of the actPal key 
length it will find or place with your blocks on disk by specifying the KEYLEN keyword 
parameter in the DTFDA, DTFNI, or DPCA declarative macro. 

The various forms of the READ and WRITE imperative macros are designed to give you a 
useful set of options for retrieving records by key and writing or updating the key and data 
portions; these are described in Section 15. 

The effects of keys on the physical block length and, consequently, on the layout of your 
blocks on disk and in the I/O buffer are illustrated in Figure 14 — 4 for both fixed and 
variable records. 
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FIXED-LENGTH, UNBLOCKED RECORD 
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FIXED-LENGTH, BLOCKED RECORDS 


key field 

logical record^ 

logical record^ 







1^ ^ ' ^1 


VARIABLE-LENGTH, UNBLOCKED RECORD 
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VARIABLE-LENGTH, BLOCKED RECORDS 



Figure 14 — 4. Keyed Fixed- and Variable-Length Physical Record Formats, Nonindexed Disk Files (Part 1 of 2} 
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LEGEND: 


K Key field, supplied by you. Minimum 3 bytes, maximum 255. All keys in same partition or file must have same 

length. Notice that only a block has a key; individual records within a block do not. 

B Block descriptor word, always four bytes. You reserve space for this at the head of the block, after the keyfield; data 

management calculates and inserts block length into first two bytes. Last two bytes are reserved. 

R Record descriptor word, always the first four bytes of your variable-length record. You determine the length of each 

logical record in bytes, including this 4-byte RDW, and place it in the first two bytes of the RDW. The last two 
bytes are reserved. 


D Length of the data portion of your logical record; varies for variable-length records. Always the same for each fixed- 

length record throughout file. 

V Length of a variable record; includes four bytes for the RDW. You insert this number (measured in bytes) into the 

first two bytes of the RDW, in binary form. 


I Length of the physical block, both on disc and in your I/O area. The I/O area length you specify via the BLKSIZE 

keyword parameter must accommodate the largest physical block in a file of variable-length records. 



Unused space, if any 


Supplied by data management 


NOTE: 

In preparing these illustrations of blocked records, an arbitrary choice was made to show two logical records per physical 
block, in both the fixed- and variable-length formats. The actual number you choose is a matter of file design. You may not 
specify that records are blocked for DTFDA files. 

Figure 14—4, Keyed Fixed- and Variable-Length Physical Record Formats, Nonindexed Disk Files (Part 2 of 2) 
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15. Nonindexed File Access Methods: 
Fuiictioh and Operation 


15.1. GENERAL 

This section describes the nonindexed file processor system used with OS/3 data 
management. The. nonindexed file processor system is a generalized input/output Control 
system (IOCS) that enables you to create and maintain data files on all disk subsystems 
supported by OS/3 and to process these files in a sequential order, a random order, or by 
a combination of both sequential and random file processing techniques. It Offers standard 
techniques for processing sequential access method (SAM) files and direct access method 
(DAM) files, as well as enhanced capabilities for processing nonindexed files by a 
combination of both methods. 

The nonindexed processor system operates on disk files that you describe to OS/3 data 
management through DTP (define the file) declarative macroinstructions: 

■ SAM files are defined by the DTFSD declarative macro; 

■ DAM files by the DTFDA declarative macro; and 

■ nonindexed files through the DTFNI macro. 

You provide descriptive information to the declarative macros by specifying the keyword 
parameters associated with each. From these, data management builds the appropriate 
DTF file table for the type of file you have selected. 

You perform I/O operations upon your file by issuing imperative macroinstructions in your 
basic assembly language (BAL) program. These, providing the essential interface between 
your program and OS/3 data management, are what you use to access and generate data 
within your file and to position it for more effective processing. Data management 
communicates directly with the resident systems access technique (SAT) of the OS/3 
supervisor for access to the physical input/output control system (PIOGS). 
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The transient routines invoked by the OPEN macro, for example, complete setting up your 
DTP file definition tables and perform certain checks to ensure the integrity of your 
definition. Once you have opened a file, you may then access it via the imperative 
processing macros (GET, PUT, ONTBL, READ, WRITE, etc). You terminate your file 
processing by issuing a CLOSE macro and Can then do no further processing on the data 
in the file until you reopen it by issuing another macro. 

When you are processing files sequentially, the GET macro reads data blocks and delivers 
individual records to you, one at a time. You output records to the disk file with the PUT 
macro, which you may also use to update records. Data management provides buffering 
via blocked records and automatically blocks and deblocks them for you. You may overlap 
your I/O with your sequential processing by specifying a work area, or a second I/O area, 
in addition to the one I/O area that is always required for each file. As is true throughout 
OS/3 data management, your I/O areas must be half-word aligned. 

For randomly processing files, data management offers you the capability to erase data 
from an expired or newly allocated file, to create blocks in a file, or to expand a file by 
generating data blocks in space newly allocated to it. You retrieve records via the READ 
macro and output them via the WRITE macro; each >of these macros has several forms, 
which you specify as required, to access a block by its relative disk address, or by a key to 
be matched via search and an address for starting the search. 

You may subdivide each nonindexed file, defined by the DTFNI declarative macro, into as 
many as seven file partitions, each having its own I/O area and characteristic block size, 
record size, and key length. Each partition of a DTFNI file may be further subdivided into aS 
many as 71 serial subfiles. You may gain access to the specific partition and subfile 
required by issuing special imperative macros (SETP, SETS, for example) provided for this 
purpose. 

For all three file types, OS/3 data management gives you the option of generating and 
processing your own standard user header and trailer labels. You may accompish this by 
coding a special user label processing routine, which receives control from the OPEN and 
CLOSE transients. You should remember that user standard labels are associated with 
your file and are not maintained at, the partition or subfile level. Your. label processing 
routine, furthermore, may not issue any of the file processing imperative macros, although 
a special macro, LBRET, is available for use in this routine. 

It is important for you to keep in mind, as you study this section, that differences exist 
between OS/3 data management and the data management of SPERRY UNIVAC or other 
systems you may be acquainted with. Another point to remember is that some macros are 
used for other types of OS/3 data management files than those described in this section, 
with slight differences in format or effect. For example, the imperative macro SETF (1 5.7.8) 
is also used for magnetic tape files defined by the DTFMT declarative macro, but in its tape 
application has no UPDATE positional parameter. 
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Following functional descriptions of each of the three file processing methods, this section 
of the manual presents a discussion of the DTF declarative macros. A summary of the 37 
keyword parameters (Table 15— 7) and a description of their use follow these. The next 
paragraphs present a summary of the 18 imperative macros used in processing your files, 
and a detailed description of the use of each follows the summary. The final paragraphs of 
this section discuss the error and exception handling features of the nonindexed file 
processor system. You will find numerous coding examples throughout. 


15.2. FUNCTION DESCRIPTION. OS/3 SAM 

As you have just noted, you use the DTFSD declarative macro to define disk files that data 
management is to process as sequential access files. During your processing of DTFSD 
files, you should keep in mind that multivolume DTFSD files are maintained in single- 
volume-mounted mode, only the current volume being online at any one time. Data 
management takes care of communicating with the operator to request and validate the 
mounting of subsequent DTFSD volumes autorriatically. Files defined as sequential access 
by the DTFSD declarative macro may contain fixed- or variable-length records, blocked or 
unblocked. 

For input operations, you use the GET macro; data management reads the input data and, 
deblocking it automatically if required, delivers the records, one at a time, to you. For 
output, you deliver records to data management one at a time via the PUT macro; when a 
full block of records is ready, data management writes it to disk. You may process input or 
output records in a work area or directly in the I/O area. 

If you use a work area, data management rnoves an output recprd from the work area to 
the J/O area; it rnoves an input record from the I/O area to the work area; If your records 
are blocked, or if you provide two I/O areas without a work area, you must supply an 
index register (via the lOREG keyword parameter of your DTF), into which data 
management places the starting address of the current record position in the I/O area. 

You may overlap your I/O operations with your other processing if you provide one or 
more work areas or a second I/O area in addition to the one I/O area you must always 
provide. 

When you are processing variable-length, blocked records in the output mode and do not 
provide a work area, you must yourself test whether the next record will fit in the space 
remaining in the current output area. When it does not, you issue a TRUNC imperative 
macro to output a truncated block to disk. Data management provides you with the 
number of bytes remaining in the I/O area in a register that you specify via the VARBLD 
keyword parameter of your DTFSD declarative macro. 

When you are processing input records from a DTFSD file, you may reach a point where 
you want to omit processing the records remaining in the current block or volume and 
begin vvith the first record of the next. You may accomplish either of these actions by 
issuing the RELSE imperative nnacro for skipping the remaining records in the current 
block, or the FEOV macro for skipping the remainder of the current volume. 
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When necessary, you may use the PUT imperative macro to update records you have 
retrieved, but you may not change their record length. You issue the PUT macro for the 
record to be updated following the GET macro by which it is retrieved. 

In addition, you may extend a DTFSD file beyond the current end-of-file (EOF) address of 
the last volume of the file. There are two ways of doing this: in the update mode, you 
provide for this extension by coding it in your EOF routine; for owfptyf files, you specify the 
extend mode of processing in the LFD job control statement of the device assignment set 
by which you allocate the file. (The details of these two methods are developed under the 
discussion of the PUT macro; see 15.7.9.2 and 15.7.9.3.) 

To use a DTFSD file as a disk work file, creating and then processing it under the same 
DTF file descriptor, you initially specify TYPEFLE=INOUT in the DTF, open the file for 
output and create it, and then close it. Changing the file processing direction to input via 
the SETF imperative macro, you then reopen the file, using the same DTF, to retrieve and, 
optionally, update your records. The details of this method are developed under the 
discussions of the SETF rriacrd (15.7.8) and the PUT macro (15.7.9.1). 


15.3. FUNCTIONAL DESCRIPTION, OS/3 DAM 

You define DAM files^ which you process at random with OS/3 data managemeht, by 
means of the DTFDA declarative macro. 

Another way in which OS/3 DAM differs from OS/3 SAM and OS/3 nonindexed file 
access method is that DAM supports fixed- and variable-length records in unblocked 
format only, whereas the other two also support blocked records. Consequently, you have 
no need of a work area or a second I/O area, as you do for processing sequential blocked 
records or for overlapping I/O with processing, and therefore the DTFDA declarative macro 
does not have IOAREA2, lOREG, RECSIZE, nor WORKA keyword parameters associated 
with it. ' 

A third point of difference to remember between SAM and DAM is that all volumes of a 
multivolume DAM file are kept online when you are processing; there is no EOF concept 
in the SAM sense and consequently no EOFADDR keyword parameter associable with the 
DTFDA declarative macro, nor is there a combined input/output file type 
(TYPEFLE=INOUT), or need'for an UPDATE keyword parameter. 

OS/3 DAM provides you with a means for creating records in a file, erasing data from an 
old or newly allocated file, and expanding a file by generating records in space newly 
allocated to it. 

The input work horse for direct access files is the block-level READ imperative macro, 
which has two forhris (READ,KEY and READ,ID) for accessing a block through a search on 
key (starting the search at an address you specify) and for accessing a block directly at a 
relative disk address (ID) that you provide to data management. You indicate to data 
management which of these forms of the READ macro you intend to uSe by specifying the 
READKEY and READID keyword parametes In your DTFDA declarative, and ydu provide 
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data management with READ-related information in a number of other DTP keyword 
parameters, discussed in 15.7.T4. To give data management time to locate the blbek you 
want and to move it to the I/O area, you must issue a WAITF imperative macro after every 
READ macro issued to a DTFDA file, before you may issue another imperative to the file. 
This assures you that the data transfer has taken place as specified before you proceed 
further (15.7.16), 

Another imperative macro for DTFDA files that must be paired with a following WAITF 
macro — and for the same reasons is the direct access output processing macro, 
WRITE, which, like READ, is also a block-level macro. The WRITE macro has five forms 
that may be used with each other and with the two READ macro forms to create, update, 
and’ erase direct access disk files. Two of these forms (WRITE,RZERO and 
WR1TEvAFTER,EOF) do hot actually output a block to disk. You use these to reposition the 
disk' access arm to a hew track, or to record the ID returned after the last block was 
written as the end of data in the file. These forms of the WRITE command, and the WRITE- 
1 related DTFDA keyword parameters, are developed in detail in 15 7.11 and 15.6. 


15.4. FUNCTIONS OF THE OS/3 NONINDEXED FILE ACCESS METHOD 

The logical IOCS processor, which processes non indexed files you define with the DTFNI 
declarative macro, will also process sequential files defined by the DTPS D macro and 
direct access files you define with the DTFDA macro. It supports all OS/3 random access 
file processing imperative macros and all the sequential processing macros; however, only 
files you define by the DTFNI macro may be processed by the combination of Aot/? direct 
and sequential processing techniques. Similarly, it is important to remember that only to 
DTFNI files may you issue the following five imperative macros: NOTE, POINT, POINTS, 
SETP, and SETS. 

The DTFNI declarative macro has a number of unique keyword parameters you will specify 
to realize other extensions to file processing techniques which apply to nonindexed disc 
files under OS/3 data management: the PCA and SUBFILE keyword parameters, for 
example, by which you specify that your DTFNI file is subdivided into file partitions and 
that these, in turn, are subdivided into partition subfiles. You will note also the SIZE and 
\JOS {unit of store) keyword parameters, which you use for dynamic allocation and 
extension of DTFNI files to the partition level. 

You may subdivide a DTFNI file into aS many as seven file partitions, each of which has -its 
own I/O area or areas and its own characteristic record size, block size, and record format. 
Each partition you may further subdivide into a maximum of 71 subfiles, having the same 
characteristics as the partition of which it is a part. You define a DTFNI file as being 
partitioned by specifying two or more PCA keyword parameters in the DTF and by coding a 
DPCfK {define partition control apjoenafafl'e) declarative macro for the Second through the 
seventh partitions of the file. In the D PCA declaratives, you specify a keyword parameter 
for each aspect in which the partition differs from the parent DTFNI file; for this reason, 
you do not prepare a separate DPCA description for the first partition — it is already fully 
described in the DTFNI macro.* 


*lt is not mandatory, of course, that each partition of a DTFNI file have different record lengths or formats; however, even 
though a partition may be the same as the parent DTFNI file in all other respects, if it is a partition it has its own separate 
name, blocksize, and I/O area and requires its own DPCA declarative macro for separate identity and accessibility. 
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When you open the DTFNI file for processing, only the first partition is set active and 
available to you for processing; to gain access to some other partition, you issue the SETP 
imperative macro to the file and specify the partition you want to process by name. 
Subsequent processing is carried out on this partition until you select another by issuing 
another SETP macro. When you have selected the partition you want to process, you issue 
a SETS imperative macro to specify whichever subfile it is you want to process, having 
previously indicated that data management is to support subfiles for this file via the DTFNI 
or DPCA keyword parameter SUBFILE. These procedures are detailed further in the 
descriptions of the DTFNI and DPCA declaratives (15.5.3 and 15.5.4) and the SETP and 
SETS imperative macros (15.7.4 and 15.7.5). 

OS/3 data management will allocate and extend DTFNI space automatically for you, as 
you need it, using the disk space management routines of the OS/3 supervisor and taking 
its cues from both your job control statements and your DTFNI/DPCA keyword parameters. 
It satisfies the space requirement for the first partition from the first available area of the 
extents you specified in the device assignment set of job control statements by which you 
initially allocate the file; to the first partition it allocates that percent of the total file 
allocation you have specified in the SIZE keyword parameter of the DTFNI declarative 
macro. ; ' 

You use the UOS keyword parameter to indiate the percentage of additional space data 
management will dynamically allocate to this partition, should you ever issue a WRITE or 
PUT output imperative macro referencing a block or record that lies beyond the current 
maximum relative block address for the partition. The UOS keyword parameter specifies 
the percentage of the secondary allocation data management may assign. (You will have 
specified the total number of tracks or cylinders by which the file may be extended 
dynamically in the third positional parameter of the EXT job control statement in your 
device assignment set for the file.) 

Further details on dynamic extension are given in descriptions of the SIZE and UOS 
keyword parameters (1 5.6.24 and 1 5.6.29); each DPCA declarative macro has its unique 
SIZE and UOS keyword parameters. You should also remember that DTFNI files will not be 
dynamically extended beyond the volumes on which they initially reside. 

Should you ever want to expand a growing DTFNI file beyond the physical volumes you 
originally allocated to it (assuming that these volumes are still full after your efforts to 
reorganize the file and scratch expired or unused portions of it), you will need to copy the 
file sequentially off to tape or other disk devices, using one of the OS/3 data utility 
programs, redefine the file with a new DTFNI macro, reallocate this to new devices, and, 
copying it back, effectively create a new file. (The OS/3 data utility programs are described 
in the data utilities user guide, UP-8069 (current version). 

Other enhancements that apply only to processing your DTFNI files are the NOTE and 
POINT imperative macros. You use the NOTE macro to access the partition-relative 
address of the current record or block, which data management places in the DTFNI file 
table for you to reference. You may then use the current address for file positioning via 
the POINT macro, which updates the current record address in the DTF as you direct; your 
subsequent file processing proceeds from this updated address. (Further details are 
developed on the NOTE and POINT macros in 15.7.17 and 15.7.18.) 
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The imperative macro POINTS is useful to you for initializing the relative block address of 
the current partition; you select the current partition, as previously described, with the 
SETP macro. (The POINTS macro is fully described in 15.7.6.) 


15.5. NONINDEXED DISK FILE DECLARATIVE MACROS 

You will use the four DTF declarative macros described in the following paragraphs to 
define disk files and partitions to OS/3 data management. Note that, although the DTF 
keyword parameters listed in the following statement formats are presented in alphabetic 
order, you may code these in any convenient order, just so you separate them with 
commas. 

Following the statement formats are tables summarizing the required and optional 
keyword parameters; the detailed descriptions of the keyword parameters are presented in 
15.6 and a table recapitulating all of them follows the descriptions. Except for the LACE 
keyword (15.6.8) and the LOCK keyword (15.6.36), the keywords are described in 
alphabetic order. 

Refer to the Preface of this manual to review OS/3 statement conventions, and to 1.6 for 
a general discussion of DTF macros and BAL rules for coding their operands. 

In the declarative macroinstruction format delineations that follow, a comma is shown 
preceding each keyword parameter except the first, to remind you that all keywords coded 
in a string must be separated by commas. However, a comma must not be coded in 
column 16 of a continuation line, nor follow the last keyword in the string. Refer to the 
coding examples that follow. 
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DTFSD 


15.5.1. Defining a Sequential Disk File (DTFSD) 

Function: 


You will use the DTFSD declarative macro instruction to define input and output disk 
files that you intend to process sequentially. The DTFSD macro establishes a 242-byte 
file table. Table 15 — 1 summarizes the DTFSD keyword parameters. These are 
described in detail in 15.6. A coding example follows Table 15—1. 

Format: 


LABEL 


AoperationA 


OPERAND 


filename 


DTFSD 


ACCESS= 


EXC )" 
EXCRl 
SRDOl 
SRD ; 


BLKSIZE=n 

,EOFADDR=symbol 


■,ERROPT= (IGNORE V' 
ISKIP /. 


[,ERROR=symbol] 

,IOAREA1=symbol 

[,IOAREA2=symbol] 

[.IOREG=(r)l 

[,LABADDR=symbol] 

[,LACE=n] 

[,LOCK=NO] 

[,OPTION=YES] 

",RECFORM= r FIXBLK ) 

l 

jVARBLK ( 

warunb; 


[,RECSIZE=n] 

[,SAVAREA=symbol] 

[,TRLBL=YES] 


(continued) 
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LABEL 


A OPERATION A 


DTFSD (cont) 


,TYPEFLE= 


OPERAND 


INOUT ) 

imrr > 

output) 


[,UPDATE=YES] 

[,VARBLD={r)] 

[,VERIFY=YES] 

[,WORKA=YES] 


Table 15—1. Summary of Keyword Parameters for DTFSD Macro Instruction (Part 1 of 2) 


Ktyword 

Specification 

Files 

Remarks 

Input 

Output 

In/Out 

ACCESS* 

EXC 

X 

X 

X 

Request exclusive use of file for 
associated DTF 


EXCR 

X 

X 

X 

Request exclusive use of file for 
associated DTF while permitting read 
use for other jobs 


SRD 

X 



Request read function for file 
associated with DTF while permitting 
read/write for other jobs 


SRDO 

X 



Request read function for both files 
associated with DTF as well as other 
jobs. No writing permitted. 

BLKSIZE* 

n=m3ximum block size 

R 

R 

R 

The maximum block size, in bytes 

EOFADDR 

symbolic label 

R 


R 

Identifies EOF routine 

ERROPT 

IGNORE 

X 

X 

X 

Ignore parity error 


SKIP 

X 

X 

X 

Bypass parity error 

ERROR 

symbolic label 

X 

X 

X 

Address of user's unrecoverable 
error routine 

lOAREAl 

symbolic label 

R 

R 

R 

Address of I/O area 

IOAREA2 

symbolic label 

X 

X 

X 

Address of alternate I/O area 

lOREG 

(r)=general register 

X 

X 

X 

Required if records are processed in the 

I/O area and records are blocked 

LABADDR 

symbolic label of user's 
label routine 


X 

X 

Required if user header or trailer labels 
are to be created 



X 



Required if user header or trailer labels 
are to be retrieved 

LACE* 

n=lace factor 

X 

X 

X 

Specifies factor for record 
interlace 

LOCK 

NO 

X 

X 

X 

Specifies that file lock is not to be set 
on a lockable file at OPEN, pjermitting 
read-only access 

OPTION 

YES 

X 



Specifies file not always to be processed 
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Table 15— 1. Summary of Keyword Parameters for DTFSD Macro Instruction (Part 2 of 2) 


Keyword 

Specification 

Files 

Remarks 

Input 

Output 

In/Out 

RECFORM* 

FIXBLK 

Y 

Y 

Y 

For fixed-length, blocked records 


X 

X 

X 

For fixed-length, unblocked records; 
assumed 

VARBLK 

Y 

Y 

Y 

For variable-length, blocked records 

VARUNB 

Y 

Y 

Y 

For variable-length, unblocked records 

RECSIZE* 

n=number of bytes in 
record 

X 

X 

X 

For fixed-length, blocked records 

SAVAREA 

symbolic label 

X 

X 

X 

Specifies address of save area for 
contents of general registers 

TRLBL 

YES 

X 

X 

X 

Read or write user trailer labels when 

CLOSE issued to file. (Specify LABADDR 
also.) 

TYPEFLE 

INOUT 



R 

For I/O files 


X 



For input files; assumed 

OUTPUT 


R 


For output files 

UPDATE 

YES 

X 


X 

Required if records are to be written 
back to the same location from which 
they were read 

VARBLD 

(r)=general register 


X 

X 

Required for variable-length, blocked 
records built in output area; register 
contains number of bytes left in output area. 

VERIFY 

YES 

X 

X 

X 

Check parity after records have been written. 

WORKA 

YES 

X 

X 

X 

Process records in work area. 


LEGEND: 


R Required Assumed parameter, if none specified 

X Optional * Parameter may be changed on DD job control statement. 

Y One option required 

Example: 




This example defines a file ACCNTS that is a SAM input file (by TYPEFLE default 
option). The required I/O area is designated symbolically as READ. The block size is 
800 bytes, record size is 100 bytes, and records are fixed and blocked. An end of file 
routine FINIS has been specified to handle that occurrence. No special label handling 
or error routines are provided; therefore, errors will return inline. 









UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


15-11 
Update C 


DTFDA 


15.5.2. Defining a Direct Access Disk File (DTFDA) 

Function: 

You will use the DTFDA declarative macroinstruction to define files that are to be 
randomly processed. The DTFDA macro establishes a 242-byte file table. A summary 
of DTFDA keyword parameters is presented in Table 15 — 2; these are described in 
detail in 15.6. A coding example follows the table. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

filename 

DTFDA 

“ACCESS= (EXC r 
) EXCR f 
)SRD r 
(SRDO)_ 

[ AFTER=YES] 

,BLKSIZE=n 

[,ERROR=symbol] 

[,IDLOC=symbol] 

,IOAREA1=symbol 

[,KEYARG=symbol] 

[,KEYLEN=n] 

[,LABADDR=symbol] 

[.LACE=n] 

[,LOCK=NO] 

[,READID=YES] 

[,READKEY=YES] 

r ,RECFORM= (Fixuisia n 

L IVARUNB j J 

|■,RELATIVE= 

t,SAVAREA=symbol] 

,SEEKADR=symbol 

[,SRCHM=YES] 

[,TRLBL=YES] 

(continued) 
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LABEL 

A OPE RATI ON A 

OPERAND 


DTFDA (cont) 

r ,TYPEFLE= /jMpyf n 

L l OUTPUT j J 

[,VERIFY=YES] 

[,WRITEID=YES] 

[,WRITEKEY=YES] 


Table 15—2. Summary ofDTFDA Keyword Parameters (Part 1 of 2} 


Keyword 

Specification 

Files 

Remarks 

Read 

Write 

ACCESS* 

EXC 

X 

X 

Request exclusive use of file for 
associated DTF 

EXCR 


X 

Request exclusive use of file for 
associated DTF while permitting read 
use for other jobs 

SRD 

X 


Request read function for file 
associated with DTF while permitting 
read/write for other jobs 

SRDO 

X 


Request read function for both files 
associated with DTF as well as other 
jobs. No writing permitted. 

AFTER 

YES 


X 

A capacity record on each track is assumed. 

BLKSIZE* 

n-maximum block size 

R 

R 

Length of IOAREA1, in bytes 

ERROR 

symbolic label 

X 

X 

Address of user error routine 

IDLOC 

symbolic label 

X 

X 

Address of field containing the record ID 

IOAREA1 

symbolic label 

R 

R 

Name of I/O area defined by user 

KEYARG 

symbolic label 

X 

X 

Address of field for key used for key search 

KEYLEN* 

n=kev length 

X 

X 

Length of the key in bytes 

LABADDR 

... 

symbolic label 

X 

X 

Address of user label handling routine 

LACE* 

n=jace factor 

X 

X 

Specifies factor for record interlace 

LOCK 

NO 

X 

X 

Specifies that file lock is not to be set 
on a lockable file at OPEN, permitting 
read-only access. 

READID 

YES 

X 


Record referenced by ID 

READKEY 

YES 

X 


Record referenced by KEY 

RECFORM* 

FiXUNS 

Y 

Y 

For fixed-length records 

VARUNB 

Y 

Y 

Variable-length records 

RELATIVE 

R 

X 

X 

Relative addressing — record 

T 

X 

X 

Relative addressing — track 
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Table 15—2. Summary of DTP DA Keyword Parameters (Part 2 of 2} 


Keyword 

Specification 

Files 

Remarks 

Read 

Write 

SAVAREA 

symbolic label 

X 

X 

Specifies the address of a save area for 
contents of general registers 

SEEKADR 

symbolic label 

R 

R 

Address of track reference field 

SRCHM 

YES 

X 

X 

Search multiple tracks. (If specified, file 
must be allocated on a cylinder basis.) 

TRLBL 

YES 

X 

X 

User standard trailer labels are to be read 
or written when CLOSE Issued to file. Specify 
LABADDR also. 

TYPEFLE 


Y 

Y 

Check standard labels 

OUTPUT 

Y 

Y 

Write standard labels 

VERIFY 

YES 


X 

Records are to be check-read 

WRITEID 

YES 


X 

Output record is located by means of its 
relative disc address (ID). 

WRITEKEY 

YES 


X 

Output record is located by key. 


LEGEND; 


R Required 

X Optional 

Y One option required 

Assumed parameter, if none specified 
* Parameter may be changed on DD job control statement. 

Example (DAM Input File): 


LABEL ."iOPERATIONA OPERAND COMMENTS 

1 10 16 

n 

BO 

^ , ©e f 

I 

LlAm 

£ 

£ 

F.&R^IAT SCF A, PI-R,E,CT ACCESS rNPUT fI,L£ 



I,.- .1 . 1 .. I I . 

I) ,rNF,I,L£_,^^ . ...J. i , , 





1 , , 1 . , , , - ... 1 , . ! . 

1.1. ' L..J L. 1 


1 . 



r.NF,r,LsE. . 


PTfPA 


B,LK:,SI2E=,I,1 1,1 . 1 ,I,NA,T?,EA, J,S ,1,1 1 1, aXTES LbNGi 

1 

i 1 ^ 1 i 



i i . I 


lCrA1^,£jAi =lNiASEA,,, ,I,NA-R,E^ ,IS INPUT, /b.UTPUT A1?EA 

4 

5 

6 

7 

it.... 

1 ! ) 1 1 ! 1 




K,Ey,L,£:N = EO,, ,E,A’c,H, ;l?ECil3PO ttA^ ,A aiO-BYT-E KEY 

.... 1 1 . 


i 1 i t 


R,EAP,IP=,YE,S„, , KEAPi XNF,I,L,E,,XP W,i,L,L: BE ISSUED 

t ! t 1 1 1 r 


lilt 


R,E,CF,la;R,N(=Fr,K,U,NB,i Al-L RE,C.{)Ri)S ARE TH,£ SAME; S'l 2 E 

1 1 i 


i 1 1 1 


S,E,EKADR = ID|APR , ,IP,AD'R ,X.S ,A 'I -byte .FXELXi - DISC ID 




Example (DAM Output File): 


1 1 , . ! i . 


1 . . 



X 

X 

X 

X 

,> 1 1 1 i .1 1 

1 . 1 1 1 i i 

1 1 1 1 1. i 1 

1 1 1 i i 1 . 

, 1 1 . 1 . 1 

6!U,TF,I|L,E, 




ELKSI.E.E ,= ,5,1.2. 1 , , , , 1 , , , , , , 

i 1 1 1 i . . 


i < 1 ! 


I,GA.R^AI =AUiTP,U,T, 





TY,p,E,FL,E=,<9,u,rp,u,r,„ , 

.till.. 


1 , . i 


V,ER,r,F,Y=,YE6i,, , . , , ! , , , , 1 , , . , 1 , 1 , . , 

< 1 . . 1 . . 


1 < . . 


KE,Y,L,E,N=,1 . . , , , ; . , 

X 

K 

i 1 1 1 1 » i 

J .1 i i i 1 t 

1 1 i 1 

1 I i i i . . 


[ill 


W1?I,T,E,ID=,Y,E,S,, , , , , 1 , . , , , 

__J 1 1 1 — 1 — 1 1 


-ill! 

- 

reap.ip°ye^. , , , , 1 , , J 
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DTFNI 


15.5.3. Defining a Nonindexed Disk File (DTFNI) 

Function; 

You will use the DTFNI declarative macro instruction to define disk files that are to be 
processed sequentially, randomly, or by a combination of sequential and direct access 
processing techniques. The DTFNI macro establishes a 242-byte file table. See 15.5.4 
for a description of the DPCA declarative macro, which you use to define the second 
and all subsequent partitions of a partitioned DTFNI file. Table 15 — ^3 summarizes the 
DTFNI and DPCA keyword parameters; coding examples follow the table. Keyword 
parameters are detailed in 15.6. 

Format: 


LABEL 


A OPERATION A 


filename 


DTFNI 


r ACCESS= 


OPERAND 


( )' 

) EXCR ( 

)SRD ( 
(SRDO; 


[AFTER=YES] 

,BLKSIZE=n 

j" ,ERROPT= |IGNORE|J 


[,EOFADDR=symbol] 

[,ERROR=symbol] 

[,IDLOC=symbol] 

,IOAREA1=symbol 

[,IOAREA2=symbol] 

[,IOREG=(r)] 

[,KEYARG=symbol] 

[,KEYLEN=n] 

[,LABADDR=symbol] 

[,LACE=n] 

[,LOCK=NO] 

[,OPTION=YES] 

[[,PCA1=symbol] ,...,[PCA7=symbol] ] 
[,READID=YES] 

[,READKEY=YES] 
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LABEL 

A OPERATION A 

OPERAND 

. . ' ' . 

DTFNI (cont) 

r ,RECFORM= ( FIXBLK )~ 

IFIXUNB f 
jVARBLK ( 

L warunb’- 

[,RECSIZE=n] 

■ ,RELATiyE= 1 R| j 

[,SAVAREA=symbol] 

,SEEKADR=symbol 

[,SRCHM=YESi 

[,SIZE=n] 

[,SUBF1LE=YES] 

[,TRLBL=YES] 
r,TYPEFLE= f INOUT 

< INPUT > 

L i OUTPUT ) _ 

[,UOS=n] 

[,UPDATE-YES] 

[,VARBLD=(r)] ~ 

[iVERIFY=YES] 

[,WORKA=YES] 

[,WRITEID=YES] 

[,WmTEKEY=YES] 
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DPCA 


15.5.4. Defining a Partition Control Appenidage (DPCA) 

When you have a DTFNI file that is to contain two or more partitions, you use a DPCA 
declarative macro to define separately the second and each of the subsequent partitions 
(that is, partitions 2 through 7). Descriptive information for the first partition (and for the 
parent file as a whole) is contained in the 242-byte DTFNI file table. The DPCA declarative 
macro sets up an auxiliary file table, called a control appendage, which defines 

the aspects in which each partition differs from the first and occupies only 82 bytes of 
main storage. 

Notice that the label of each DPCA macro is partition-name; this is the symbolic label of 
the partition you have specified ip the corresponding PCA keyword parameter of the parent 
DTFNI macro. 

You should also note the absence of all strictly f/7e-relative keyword parameters from the 
DPCA macro: ERROPT, ERROR, and LABADDR, for example. The reason for this is to 
simplify matters for you: OS/3 data management relies upon the DTFNI file table for all 
file-relative keyword parameters, and you do not specify these again in the DPCA macros. 

Following the format statemerit. Table 15— 3 summarizes the DTFNI and the DPCA 
keyword parameters; these are//in turn, detailed in 15.6. Coding examples follow the table. 

Function: 

You use the DPCA macro to define the second and all subsequent partitions of a 
multipartitioned DTFNI file. A maximum of seven partitions may be defined in all. The 
DTFNI file table contains descriptive information for the first partition. Separate DPCA 
macros establish partition control appendages defining each of the others (partitions 2 
through 7). 

Format: 


LABEL 

A OPERATION A 

OPERAND 

partition-name 

DPCA 

BLKSIZE=n 

[,EOFADDR=symbol] 

,10 AR E A1 =sy mbol 
[,IOAREA2=symbol] 

[,IOREG=(r)] 

[,KEYARG=symbol] 

[,KEYLEN=n] 

[,LACE=n] 
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LABEL 


A OPE RATION A 
DPCA (cont) 


r,RECFORM= 


OPERAND 


(FIXBLK ) 

) fixunb ( 

) VARBLK ( 
' VARUNB ; 


[,RECSIZE=n] 

[,SIZE=n] 

[,SUBFILE=YES] 

[,UOS=n] 

[,VARBLD=(r)] 

[,WORKA=YES] 


Table 15—3. Summary of DTFNf and DPCA Keyword Parameters (Part 1 of 3) 


Keyword 

Specification 

Used 

for 

DPCA 

Files 

Remarks 

Input 

Output 

in/Out 

ACCESS* 

EXC 

No 

X 

X 

X 

Request exclusive use of file for 
associated DTF 

EXCR 


X 

X 

X 

Request exclusive use of file for 
associated DTF while permitting read 
use for other jobs 

SRD 





Request read function for file 
associated DTF while permitting, 
read/write for other jobs 

SR DO 

No 

■ 



Request read function for both files 
associated with DTF as well as other 
jobs. No writing permitted 

AFTER 

YES 

No 


X 

X 

A WRITE. AFTER macro will be issued. 

BLKSIZE* 

n=maximum block size 

R 

R 

R 

R 

Length of IOAREA1, in bytes 

EOFADDR 

symbolic label 

■ 

■ 

X 

X 

Address to which control is passed when end 
of sequentially processed file is reached 

ERROPT 

IGNORE 

No 

Y 

Y 

Y 

Ignore parity error 

SKIP 


Y 

Y 

Y 

Bypass parity error 

ERROR 

symbolic label 


X 

X 

X 

Address of user error routine 

ID LOG 

symbolic label 

No 

X 

X 

X 

Address of field containing the record ID 

IOAREA1 

symbolic label 

R 

R 

R 

R 

Name of I/O area defined by user; always 
half-word aligned 

IOAREA2 

symbolic label 

m 

X 

X 

X 

Name of alternate I/O area 

lOREG 

(r) general register 

X 

■ 

X 

X 

Required if records are processed in the 

I/O area and records are blocked 

KEYARG 

symbolic label 

X 

X 

X 

X 

Address of field for key used for key search 

KEYLEN* 

n=key length 

X 

X 

X 

X 

Length of the key in bytes 

LABADDR 

symbolic label 

No 

X 

X 

X 

Address of user label-handling routine 









LACE 


n=lace factor 


Specifies the factor for record interlace 
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Table 15—3. Summary of DTFN I and DPCA Keyword Parameters (Part 2 of 3) 


Keyword 

Specification 

Used 

Files 

Remarks 

DPCA 

Input 

Output 

IN/Out 

LOCK 

NO 

No 

X 

X 

X 

Specifies that file lock is not to be set 
on a lockable file at OPEN, permitting 
read-only access 

OPTION 

YES 

No 

X 

X 

X 

Specifies an optional file 

PCAn 

symbolic label 

No 

X 

X 

X 

Specifies the address of partitions (1 to 7) 
used to subdivide a file 

READID 

YES 

No 

X 


X 

A READ. ID macro will be issued. 

READKEY 

YES 

No 

X 


X 

A RE AD, KEY macro will be issued. 

RECFORM* 

FIXBLK 

Y 

Y 

Y 

Y 

Fixed-length, blocked records 



Y 

Y 

Y 

Y 

Fixed-length records, unblocked 


VARBLK 

Y 

Y 

Y 

Y 

Variable-length, blocked records 


VARUNB 

Y 

Y 

Y = 

Y 

Variable-length records, unblocked 

RECSIZE* 

n=number of bytes 

In record 

X 

X 

X 

X 

Specifies record size 

RELATIVE 

R 

No 

X 

X 

X 

Relative addressing — record 


T 

No 

X 

X 

X 

Relative addressing — track 

SAVAREA 



X 

X 

X 

Specifies save area for contents of general registers 

SEEKADR 

symbolic label 

No 

R 

R 

R 

Address of track reference field 

SIZE* 

n=percent 

X 

X 

X 

X 

Specifies percentage of total file allocation to 
be initially assigned to partition 

SRCHM 

YES 

No 

X 

X 

X 

Search multiple tracks. (If specified, file must be 
allocated on a cylinder basis.) 

SUBFILE 

YES 

X 

X 

X 

X 

Support division of file partitions into subfiles 

TRLBL 

YES 

No 

X 

X 

X 

Read or write user trailer labels when CLOSE 
issued to file. (Specify LABADDR also) 

TYPEFLE 

INOUT 

No 



R 

This file may be used as either an input file or 
an output file. 



No 

X 



Read and check standard labels for file. If file is 
processed sequentially, the PUT macro may not be 
issued for this file unless UPDATE=YES has also 
been specified in the DTF. 


OUTPUT 

No 


R 


Write standard labels for th s file. If file Is 
processed sequentially, the GET macro instruction 
may not be issued. 

UOS* 

n=percent 

X 

X 

X 

X 

Specifies percentage of secondary allocation to 
be used for extending partition 

UPDATE 

YES 


B 

H 

X 

Write records back into same location from which 
they were read. 

VARBLD 

(r)=general register 

X 

X 

X 

X 

Required for variable-length, blocked records that 
are built in output area; register contains number of 
bytes left In output area. 

VERIFY 

YES 

No 


X 


Records are to be check-read. 
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Table 15—3. Summary of DTFNI and DPCA Keyword Parameters (Part 3 of 3) 


Keyword 

Specification 

Used 

for 

DPCA 

Files 

Remarks 

INPUT 

OUTPUT 

IN/OUT 


YES 

Yes 

X 

X 

X 

Process records in work area 


YES 

No 


X 

X 

A WRITE, ID rhacro will be issued 

WRITE KEY 

YES 

No r 


^X, v"' 

X 

A WRITE, KEY macro will be issued 


LEGEND: 


Required ^ 

Optional 

One option requited 

Assumed parameter, if none specified 

Parameter may be changed on DD job control statement. 


Examples of DTFNI declarative macros used to define a nonpartitioned, nonindexed file and a 
nonindexed file containing two partitions. 

Example: 



LABEL 

AoperationA- 

OPERAND 



1 


10 16 


72 

80 
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Examples of DPCA declarative macros used to define partitions of a multipartitioned DTFNI file: 


LABEL AOPERATIONA OPERAND 

1 10 16 72 80 

1 1 < i 1 1 1 


till 


... 

1 1 [ 1 1 1 1 1 i 1 1 11 I 1 1 1 1 L 1_ 


1 i 1 i 1 i I 



DfPCA 


RiL. iXSiE* t ^ 1 1 \2n pi 1 1 1 1 i 1 — L JL_ 

% 

. 

i 1 i 1 1 I t 

1 t 1 1 i 1 i 


ill! 


EtoR,Al?rDTR=iEiMlDiJ,<S)iaj| , i , , J_ 

X 

i f 1 1 1 i 1 

1 i 1 1 1 i 1 


III! 


LAitliE'i- 1 1 I ! 1 1 1 t 1 1 1 1 1 1_ 


! i 1 1 1 1 1 

1 1 1 1 i 1 1 


1 i i ( 


r^A12,BA,l ,=P,12ir,ME,,, 1 , , , 1 I 


» 1 i 1 1 1 1 

1 1 1 i 1 1 1 


I 1 1 1 


I^>A1^,EA,2„=,6e^c,e>,N,■b,l 1 1 ^ I. i_ 


_L_J 1 l—J 1 l_ 

1 1 1 t 1 1 1 


i ! I 1 


T ^ 1 C i5 [ ) 1 1 i ! j i 1 L J — 


111 1 1 1 L— 

1 1 1 1 1 1 I 


1 i 1 1 


E,EC.,P^rEM=,F,IlXB^L,K,i 1_ 


_J__i 1 1 L-J 

1 1 1 1 1 1 1 


I ] t 1 


Ri£*iCt^iI IZnEi^ 1 1 i i J i i i l i — 


_JL_J Li L_J L_ 

1 1 I 1 i 1 1 


1 . . 1 


dtlfZiBt^^lZpi 11 t 1 I I 111 11 1 L. L_ 


V 1 i ^l 1 [■,..,1 

i i i t 1 1 ( 


till 


i L J 1 1 t i 1 i 1 -1- 1 I 1 1 1 i _.i — 1 1 


A- -1 1 1 L. 

IMRIiLieZ, 


DlP^,A, 


'fetLi^SiIKiEi^if 1 1 L_jL_j__j_ L 

A 

__J lJ LJ___L_X 

1 i 1 t 1 i i 


till 


r,&,ArRaAili=iT,NlA'REAII;,, 1 1 1 L 

>< 

1 1 1 1 L _l L_ 

1 1 1 1 1 I I 


III! 


IIii^iAiTSSAii^ iXiNiAil2tEtAi& ^ 1 i i i 1 


111 r X J L-. 

I III ill 


1 1 1 1 


RietLi6iIlZiE=i2i5‘i49i^i 1 1 III 1.L.L i 


-_J--lJLJL 1 ^ ' Ll: ...l.-.-J— 

II 1 1 III 

i 




W&RiKnAiJSi^/iEi^i 1 1 1. 1 1 111 1 L. 1 


I f 1 t i l 1 


15.6. KEYWORD PARAMETERS FOR DECLARATIVE MACROS 

The following paragraphs describe each of the 36 required and optional keyword 
parameters used as the operands of the declarative macros that are part of the nonindexed 
file processing system of OS/3 data management. These declarative macros include the 
DTFSD, DTFDA, DTFNI, and DPCA declarative macros, which you use to define your disk 
files and partitions. The keyword parameters are presented in alphabetic order for ease of 
reference. Subsection 15.6.36 lists certain nonstandard forms of these parameters that 
are supported by OS/3 data management so that existing programs prepared for other 
systems may be run under OS/3 with minimum change. 

Table 15—7 shows which keyword parameters are used with which macro; if you code a 
keyword parameter for a declarative macro that does not support it, this error will be noted 
at assembly time, and flagged in your assembly listing with an appropriate, self- 
explanatory error message. 
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The following descriptions also include notations as to which declarative macros support 
each keyword parameter and point out any difference in meaning of a keyword when it is 
applied to the various file definitions or processors. 


15.6.1. Specifying File Accessing Options (ACCESS) 

For a description of the ACCESS keyword parameter, see 11.4.1. 

Records added by the writer (ACCESS=EXCR) to a file, in a shared environment that 
permits one writer and any number of readers, are not available to the reader 
(ACCESS=SRD). Once the writer closes the job, any added records will be available to 
users who subsequently open the file. 


15.6.2. WRITE.AFTER or WRITE,RZERO Macro Issue (AFTER) 

When you intend to issue one of the following forms of the WRITE macro to a DTFDA file 
or to a DTFNI file you are processing randomly, you must specify the AFTER keyword 
parameter in your DTF: 

WRITE,AFTER (15.7.11.1) 

WRITE,AFTER,EOF (1 5.7.1 1 .3) 

WRITE,RZERO (15.7.11.2) 

If you specify the AFTER keyword parameter in the DTF for a file that you are creating on a 
variable-sector 8411, 8414, 8424, 8425, 8430, or 8433 disk, data management expects 
that you will do so using these macros and does not preformat the file at OPEN time. 
Because the WRITE, ID macro conducts a search and relies on preformatting, you may not 
issue this macro to a file on a variable-sector disk when you have specified the AFTER 
keyword parameter; data management can find no relative disk addresses to match against 
the content of your SEEKADR field. See the description of the WRITE,ID macro (1 5.7.1 1 .4). 

The foregoing restriction does not apply to a file on a fixed-sector 8416 disk, which is 
preformatted by definition. 

Keyword Parameter AFTER; 

AFTER=YES 

Specified if a subsequent WRITE macroinstruction contains an AFTER or an 
RZERO positional parameter. This keyword parameter is used only when creating 
or adding blocks sequentially, marking the end of data in the file, or repositioning 
the disk head to a new track. 
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15.6.3. Specifying Block Length (BLKSIZE) 

Each input or output file and partition must have at least one I/O area (buffer) reserved for 
its individual use. The symbolic address of this area is defined by the IOAREA1 keyword 
parameter, which is required for all DTFs (15.6.10), but you also need the BLKSIZE 
keyword parameter to specify the maximum length of the blocks placed within it. The 
BLKSIZE keyword parameter is therefore required for DTFSD, DTFDA, DTFNI, and DPCA 
declarative macros. 

These factors determine the size of your I/O area, which you specify elsewhere in your 
program with the BAL define constant (DC) or define storage (DS) statement: 

1 . The length of the data to be read or written — If the records in the file or partition are 
variable-length, the block size and buffer must accommodate the length of the largest 
record, which includes the data length and the four bytes reserved at the head of 
each record for the record descriptor word (RDW). Fixed-length records do not contain 
an RDW (14.3.2). 

2. The track capacity of the device on which the file is written — This must not be 
exceeded by fixed- or variable-length records. (See Appendix A for the operational 
characteristics of the disk subsystems supported by OS/3.) 

3. Whether records are variable-length — For blocked or unblocked variable records, 
your block size and buffer length specifications must include the length of the largest 
logical record plus the four bytes required for the block descriptor word (BDW) at the 
head of each block. This point is important for you to remember when you are 
processing files defined by the DTFDA macro, which does not support blocked record 
formats — a BDW is calculated by data management for the blocks of these records 
as well. Look for this in Figure 15—1. 

4. The length of the record key — You specify the key length of the KEYLEN keyword 
parameter when you are referencing blocks by key, generating new blocks with keys, 
or updating or reading both key and data areas of blocks (15.6.14). Therefore, 
whenever you specify the KEYLEN keyword parameter, your block size must also 
include the length of the key. 

5. Whether you are processing optional user labels — User header labels (UHLs) and 
user trailer labels (UTLs) have a standard length of 80 bytes. The I/O area must be at 
least 80 bytes long when these labels are to be processed in your program; in OS/3, 
UHLs and UTLs are handled only in the I/O areas, not in a work area. Refer to 14.2.4, 
15.6.15, and 15.7.3. 

An important point to note is that, although you must always reserve an 8-byte field 
immediately preceding the I/O area for data management use when you are processing 
output files, these eight bytes are not included in your block size specification. Remember, 
also, that the I/O area is always half-word aligned; this is true throughout OS/3 data 
management. 

For example, it would be incorrect to reserve a 68-byte field when your BLKSIZE 
specification is 60 bytes; the following coding example shows one way to do this in OS/3. 
Other systems you may be familiar with do it differently. 
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Example: 




1. SAMPFLE is a DTFNI file; block size is 60 bytes. 

2. I/O buffer's symbolic address is lODAM. 


3. SAMPFLE is an output file; data management requires eight bytes for its use 
immediately preceding the buffer. 

4. Other keyword parameters are not shown. The following define storage (DS) 
statements must be coded elsewhere in your program, not as part of the DTFNI 
macro call. 

5. Half-word alignment required for all I/O buffers in OS/3 data management. No 
label required. 

6. Eight bytes are required for data management use immediately preceding the I/O 
buffer. No label required. 

7. Storage area lODAM defined as 60 bytes in length, not 68. 


NOTE: 

Lines 5 and 6 were written as shown merely to document two separate points 
explicitly. Most BAL programmers will probably replace these two lines of coding with 
a single define storage (DS) statement having simply a D (double word) for an 
operand. Such an instruction will reserve eight bytes and force half-word alignment 
— a neater way to discharge both requirements at once. 

Figure 15 — 1 illustrates the contents of the I/O area under some of the situations just 
described; Table 15 — 4 summarizes what data management moves into the I/O area when 
you specify certain combinations of the keyword parameters in your DTF. 
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LEGEND: 

D Data portion of logical record. Data Management assumes this equals block size when records are fixed, unblocked. 

I Length of IOAREA1; specified by BLKSIZE. I/O area is always half-word aligned. 

R Record descriptor word (RDW), a 4-byte record-length field containing the length of the record in the first two bytes; 
inserted by user. 

B Block descriptor word (BDW), 4-byte block length field containing the length of the block in the first two blocks; 
calculated by data management. 

V Variable-length record; length is specified by RECSIZE and is contained in first two blocks of RDW. 

K Keyfield, from 3 bytes to 255 bytes in length; its actual length is specified by KEYLEN except when you want keys 

i ignored. (In this event/ you specify KEYLEN=0 or omit the keyword.) Note that only a block, not a record, has a key. 

dm Eight-byte field that you reserve for data management use with output files; immediately precedes I/O buffer but its 
length is not included in BLKSIZE. I/O area is always half-word aligned. 

ill Calculated by data management; user supplies space. 

□ User-supplied. 

Figure 15—1. Record Formats and I/O Area Contents for Nonindexed Disk Files 
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Table 15 — 4. I0AREA1 Contents 


Keyword 

Specification 

KEYLEN 

AFTER 

READID or 

WRITEID 

I/O Area Contents 

AFTER=YES 

= 0 

= YES 



Data 



= YES 

- 

key. Data 

READID=YES 

=^0 

= YES 

= YES 

Key, Data 

or 

9^0 

Not specified 

= YES 

Key, Data 

WR[TE1D=YES 

= 0 

= YES 

= YES 

Data 


= 0 

Not specified 

= YES 

Data 

READKEY=YES 

#0 

= YES 

= YES 

Key, Data 

or 

=5^0 

= YES 

Not specified 

Key, Data 

WRITEKEy=YES 

= 7*^0 

Not specified 

= YES 

Key, Data 


9^0 

Not specified 

Not specified 

Key, Data 


\ 

The BLKSIZE and RECSIZE parameters must be specified such that there are no more than 
255 records in a block for FIXBLK files defined by the DTFSD or DTFNI declarative 
macroinstruction. If this maximum blocking factor is exceeded, an attempt to open the file 
results in control being returned to your error routine (or inline if none was specified) and 
bit 2 (invalid DTF) and bit 4 (error found in open) set in byte 0 of filenameC. 

f 

Keyword Parameter BLKSIZE: 

BLKSIZE=n 

Specifies the length of the I/O area, where n is the maximum size of the block in 
bytes. If the records in the file or partition are variable-length, n must include 
four bytes for the BDW. If the KEYLEN keyword parameter is specified, you must 
also include in n the specified length of the key. 



15.6.4. Address for Routine on End-of-Input File or Partition (EOFADDR) 

You must supply the address of the routine you code to handle end-of-data processing for 
input files processed sequentially by specifying the EOFADDR keyword parameter. This 
keyword is required for input files defined by the DTFSD declarative macro and for 
sequentially processed input files defined by the DTFNI macro. You may not need it for a 
sequentially processed partition defined by a DPCA macro unless you have special end-of- 
data requirements for that partition: if you do not specify the EOFADDR keyword 
parameter in a DPCA declarative macro, data management will transfer control, on 
sensing end of data, to the address specified by the EOFADDR keyword parameter of the 
parent DTFNI macro. 

In addition to performing normal file termination procedures by using the CLOSE 
imperative macro in your end-of-file or end-of-partition routine (15.7.2), you may optionally 
extend your file or partition beyond the logical end-of-file; this option is open to you only 
for sequentially processed input files in the update mode (that Is, you have specified 
UPDATE=YES in the DTFSD or DTFNI declarative macro). The details on this method of 
extension are developed under the PUT imperative macro (15.7.9). 
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Keyword Parameter EOFADDR: 

EOFADDR=symbdl 

Specifies the address of a routine you have coded to handle end-of-data for a 
DTFSD input file or a sequentially processed DTFNI input file, where symbol is 
the symbolic address to which data management transfers control on sensing 
end of data. Required for DTFSD input files and for sequentially processed DTFNI 
input files. 


15.6.5. Handling Parity Errors on Sequential Disk Files (ERROPT) 

Your may use the ERROPT keyword parameter to specify action data management is to 
take when it is informed of a parity error from which the physical IOCS has tried 
unsuccessfully to recover. Its use is optional for sequentially processed input or output 
files defined by the DTFSD or DTFNI declarative macros. It is not supported by the DTFDA 
macro. 

Keyword Parameter ERROPT: 

ERROPT=IGNORE 

Specifies that data management is to make the block or record available to you in 
the I/O area as if no parity error had occurred. 

ERROPT^SKIP 

Specifies that data management is to bypass or skip over an input block or logical 
record, which it does not make available to you for processing. For output 
records, data management ignores the block or record as if it were written 
correctly. 

If you omit the ERROPT keyword parameter, on detecting a parity error, data management 
transfers control to your error-handling routine if you have specified one; otherwise 
control returns to you inline. 


15.6.6. Error Processing (ERROR) 

You may have data management transfer control, on detecting an error or exception 
condition, to a special error processing routine you have defined by the ERROR keyword 
parameter. The ERROR keyword parameter may be used with input or output files defined 
by the DTFSD, DTFDA, or DTFNI declarative macros. You do not specify it in a DPCA 
declarative: on detecting an error or exception condition while processing a partition, data 
management transfers control to the address specified by the ERROR keyword parameter 
Of the DTFNI macro defining the file to which the partition belongs. 

An exception condition, as distinguished from a hardware or detectable logic error, is not 
necessarily an unforeseen result in processing your file. It may simply signal the 
completion of I/O or an anticipated end of data, cylinder, track, or volume condition; on 
the other hand, it may also indicate that the expected record was not found. 
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Before data management transfers control to your error handling routine, it displays 
and/or logs an error message. Data management error messages are documented in the 
system messages operator/programmer reference, UP-8076 (current version) and briefly 
described in Appendix B. 

When your error routine receives control, data management will have already made other 
information available to you in certain fields of the DTP file table. One field, which your 
error routine should access dynamically to take appropriate action, is fUenameC.lhxs field 
of the DTP contains four contiguous bytes; data management sets certain bits of these to 
binary 1 as flags to indicate specific error conditions; refer to Appendix B (Table B— -3) for 
the significance of the flags. You may address this field in your program by concatenating 
the character C to your 7-character logical file name. 

Another field in the DTP file table, in which data management informs you of the general 
error/status condition, is more useful to examine in debugging a program than to access 
dyamically in your error routine. This field, designated filenameE and always decimal byte 
56 in the DTP, is loaded by data managerhent with a hexadecimal error message code: the 
numeric component of the numbered data management error message to which it 
corresponds. Note these in the leftmost column in Table B — 1. FilenameE can be quickly 
located by the tag generated in the expansion of your DTP declarative macro. 

You should realize that not all of the flags set in fUenameC represent error conditions 
causing transfer of control to your error routine. The two exceptions in the nonindexed 
disk file processor system are: 

■ last block on track accessed (byte 0, bit 0); and 

■ I/O completed (byte 1 , bit 0). 

These two do not represent errors; they signal conditions you rnight expect to use in the 
normal course of processing to determine the need to branch in your program. If you use 
either of these flags in this way, your must test for them inlinPi you will miss your cue if 
you test only in your error routine. 

It is your responsibility to interrogate the error/status codes and take appropriate action. If 
you choose to continue processing, however, it is useful to remember that data 
management provides you an inline return address in general register 14; the inline return 
is to the instruction in your program next following the imperative macro that initiated the 
transfer of control to your error routine. 

If you do not specify the optional ERROR keyword parameter in your DTP, data 
management returns control to you inline, when an error is detected, to the instruction 
next following the imperative macro. In this situation, of course, it is up to you to 
interrogate error/status codes inline and to take appropriate action inline. 
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Keyword Parameter ERROR; 

ERROR— symbol 

Specifies the address of your error handling routine, to which data management 
transfers control upon detecting an error condition, where symbol is the symbolic 
address of this routine. 

If you omit specification of this optional keyword parameter, data management returns 
control to your program inline, at the instruction next after the imperative macro that 
initiated transfer of control to your error routine. 


15.6.7. Specifying Field for Return of Relative Disk Address (IDLOC) 

When you want data management to return to you the relative disk address (or ID) of a 
block after you have issued a READ or WRITE imperative macroinstruction, you specify the 
IDLOC keyword parameter in your DTF. The ID return is made by the WAITF macro you 
issue following the READ or WRITE macro. 

If you issue a READ,ID macro or a WRITE macro with the ID, AFTER, or RZERO positional 
parameter, data management returns to you the ID of the next block in the file or partition. 

On the other hand, if you issue a READ, KEY or a WRITE,KEY macro, data management 
returns the same ID as is supplied in the SEEKADR field. 

The form in which the ID is stored for you (as a relative record or a relative track address) 
is governed by how you specify the RELATIVE keyword parameter (1 5.6.22). 

The IDLOC keyword is specified only for files defined by the DTFDA declarative macro or 
for randomly processed files defined by the DTFNI macro. (When you are processing a 
partition of a DTFNI file, data management uses the IDLOC keyword you specified in the 
DTFNI macro defining the file to which the partition belongs.) 

When you specify the IDLOC keyword parameter, you provide the symbolic address of the 
field to which data management makes its return. You should remember that OS/3 data 
management assumes that the size and format of this field are the same as those of the 
field ypu have supplied via the SEEKADR keyword parameter, which you are required to 
specify for DTFDA files and randomly processed DTFNI files. In some situations, you will 
find'it an advantage to make the IDLOC and the SEEKADR fields (15.6.26) physically one 
and the same, so that data management automatically updates the SEEKADR field for you. 

For example, if you are creating an output file with the WRITE,ID macro (15.7.11.4), you 
must provide data management with the relative disk address, or ID, to which each block 
is to be written by moving this ID into the SEEKADR field before issuing the macro: the ID 
is what guides the macro. After successful execution of the WRITE,ID macro, the following 
WAITF macro (15.7.16) returns to your IDLOC field the ID of the next block in physical 
sequence in your file. If this address is indeed where your next record goes, you move the 
contents of the IDLOC field to the SEEKADR field — but, if you had made these two fields 
the same area in main storage, then data management has in effect updated the 
SEEKADR field for you automatically, and you can issue another WRITE,ID macro. 
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Consider, on the other hand, the WRITE,AFTER imperative macro (15.7.1 1.1). This macro 
does not require you to preload the SEEKADR field to guide it, but relies upon your having 
positioned your file to where it is to write. Yet, to specify both the IDLOC and the 
SEEKADR keywords and to make the fields the same simplifies your handling of the end- 
of-track occurrence. The ID returned by the WAITF macro that follows each WRITE,AFTER 
macro is (as with the WRITE, ID macro) the relative disk address of the next block. If you 
have specified relative track addressing (with RELATIVE = T), the ID is not automatically 
incremented to become the address of the first block on the new track unless you have 
moved each previously returned ID to the SEEKADR field. To avoid this, and to avoid 
testing inline for setting of the last-block-on-track-accessed bit in filenameC after each 
WRITE,AFTER issue and repositioning your file to the head of the next track with a 
WRITE,RZERO macro (as described in 15.7.11.1), you may rely on the automatic 
incrementing that data management provides, by making the IDLOC and SEEKADR fields 
the same area. 

On the other hand, if you are updating your file with the READ,ID/WRITE,ID macro 
combination, you would not want to have data management automatically update the 
SEEKADR field with the ID return for you. This is because the ID returned after the WAITF 
that follows the READ,ID macro is the address of the next block in the file. You would be 
overwriting that block with the information intended for the current block if you had made 
the IDLOC and the SEEKADR fields physically one and the same — not a good practice in 
update mode. 

Table 15 — 5 recapitulates the situations just described. 


Tab/e 15—5. Relative Disk Address (ID) Returned after a READ or WRITE Macroinstruction 
when IDLOC Keyword Is Specified 


Imperative 

Macros 

DTF Keyword 
Parameters 

ID Returned by 

WAITF Macro 

Form* of ID Returned, if: 

RELATIVE=R 

RELATIVE=T 

READ, KEY 

READKEY=YES 

JD of the block 
retrieved 

rrrr 

tttr 

WRITE, KEY 

WRITEKEY=YES 

Same ID as that 
of block retrieved 

READ, ID 

READID=YES 

I D of next block 

in the file 

rrrr 

tttr 

WRITE, ID 

WRITEID=YES 

WRITE, AFTER 

AFTER=YES 

WRITE, AFTER, EOF 

AFTER=YES 

None 



WRITE, RZERO 

AFTER=YES 

None 

: ^ i 


— ^ 


^Discontinuous binary, where: 

rrrr is the 4-byte relative block number, 
ttt is the relative track number. 


is the absolute block number on the relative track. 
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Keyword Parameter IDLOC: 

IDLOC=SYmbol 

Specifies the field to which data management returns the relative disk address 
(ID) after the execution of a READ or WRITE macro, where symbol {\Bbe\) is the 
address of the field. Data management assumes that size and format of the field 
are the same as specified in the SEEKADR keyword parameter (15.6.23). Form in 
which ID is returned is governed by specification of RELATIVE keyword 
parameter (1 5.6.22); the block vyhose ID is returned is governed by the positional 
parameter used with the READ or WRITE macro. 


15.6.8. Specifying the Factor for Record Interlace (LACE) 

Supported for input and output files defined by the DTFSD, DTFDA, and DTFNI macros and 
for partitions defined by the DPCA declarative, the optional keyword parameter LACE 
allows you to specify the lace factor you need when you want to take advantage of record 
interlace operations. 

The record interlace feature of OS/3 data management is both a data mapping and a 
tuning technique for increasing your throughput when you are processing input or output 
disk files by permitting you to access successive blocks within a predetermined interval of 
time. If this interval, which depends upon your program, is less then the time the disk 
takes to complete a turn, you will retrieve more than one block per disk revolution. Record 
interlace thus reduces the effect of rotational delay on your overall disk processing time; 
you benefit most when you are processing files or partitions sequentially and least when 
you are processing randomly. 

This does not mean that the LACE keyword has no role in processing a direct access 
DTFDA or DTFNI file; the record interlace technique will never degrade random processing 
of such a file and is of use whenever sequential operations against the file are significant. 
For example, if you create a direct access file by a substantial sequential loading 
operation, using record interlace will make for a more efficient creation program. A 
massive update operation, using the READ,ID/WRITE,ID combination, might also be a 
recurring program in your application; this, too, could make advantageous use of record 
interlace. A third example of a use of record interlace that makes sense in a file organized 
for direct access is with a report-generating program in which random access is used to 
one or more points in the file, with sequential processing required thereafter for the 
reports. 

You must first physically arrange your blocks on disk using record interlace before you can 
achieve the increased processing speed that the technique offers you when you are 
reading from a laced input file; on the other hand, you are able to write your output file 
more rapidly by using record interlace. It is important to remember that, once you create a 
file with interlace, this physical characteristic remains with the file, and it must always 
thereafter be accessed by programs that specify the same lace factor you used to create it. 
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Figure 15 — 2 shows how record interlace works to your advantage. Assume that your 
input file contains ten 1024-byte blocks per track. If these are located on disk in physical 
sequential order, as shown in the lefthand portion of the figure, you would need 10 disk 
revolutions to retrieve all 10 blocks sequentially. (If the disk you are using has a rotation 
speed of 21.4 rns per revolution, for example, accessing the blocks in this way would take 
21 4 ms.) 

On the other hand, if you could space your blocks on the track so that the next one to be 
retrieved arrived under the disk head just as our I/O order to retrieve it took effect, you 
could save time — possibly enough time to retrieve more than one block per disk 
revolution. The physical interval between your blocks would need to be little more than the 
distance the disk rotates during the period of time it takes you to process each block and 
to issue a new I/O order. The components of this time slice are your processing overhead 
and the data management overhead involved in issuing your I/O order; your processing 
time overhead depends primarily on what your program does. When you use the record 
interlace technique, data management uses SAT (through which it physically accesses 
each disk subsystem) to establish the physical interval between your blocks and to arrange 
them on the track so that as many may be retrieved aS your program is capable of 
handling before the next access time comes. 



Figure 15 — 2. Reading a Sequential Disk File With and Without Record Interlace 
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The righthand portion of Figure 15—2 shows an arrangement of the same 10 blocks, 
using an interlace factor of 4. How the factor is derived from the estimated program time 
frame will be developed in what follows; note at this point that their physical arrangement 
allows all 10 to be retrieved before the completion of the fourth revolution of the disk — 
less than 85.6 ms, instead of 214 ms as before. Note also that f/iree blocks are skipped 
between successive accesses; the lace factor is always 1 more than the number of blodks 
skipped. 


To achieve this saving of processing time, you specify the lace factor to data management; 
calculating it is a simple 2-step procedure. You need only two figures: your block size and 
an estimate of the time interval between your I/O orders. ' 


The first step is to calculate the sector time; this is the number of milliseconds each block 
requires to pass under the disk head. Simply divide your block size, measured 1ri bytes, by 
256 bytes and multiply by a standard factor, 0.535 ms: 


user block size 
256 bytes 


X 0.535 ms = calculated sector time 


The second step yields the lace factor, which you will specify as a decimal integer with the 
LACE keyword parameter. First, you make an estimate of the time frame your program will 
need for processing between issuing your I/O orders. Then you divide the time frame by 
the calculated sector time, add 1, and round high to yield the lace factor, which is always 
a decimal integer: 


time frame ms 

calculated sector time ms 


+ 1 (rounded high) = lace factor 


Following the illustrated example, assume that you are using a 1024-byte block size; you 
calculate the sector time in milliseconds: 

^ 0-535 ms = 2.14 ms 

256 bytes 

Estimating that a 6.0 ms average time frame is required between accesses to your blocks, 
you then calculate the lace factor. 


6.0 ms 
2.14 ms 


— 29 "1“ T — 39 


When the time frame exceeds 21.4 ms, it should be divided by 21.4, and the remainder 
should be used as the time frame in the foregoing calculations. 

You may estimate the average time frame your program needs to process records between 
passes by using the GETIME macro of the OS/3 supervisor, described in the supervisor 
user guide, UP-8075 (current version). Or, arbitrarily specifying successively larger lace 
factors, and noting the running time for your program with each factor, you may pinpoint 
the optimum lace factor for this program: the one giving the sharpest decrease in running 
time, followed by a quick increase when the next higher factor is used. 
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Note that the average time frame will be different for every program accessing the laced 
file. If several programs at your installation are to use the same file but have different time 
frames, the file should be laced with a factor that is the best Compromise you can 
establish, taking into consideration the running times of the programs, the frequency with 
which they will access the file, and the relative importance of the programs to your 
installation. 

It is important to remember that all programs accessing the same laced file must specify in 
the DTF the actual lace factor used in constructing it; an erroneous specification will cause 
data management to reset the LACE specification to the value used when the file was 
created. The lace factor is recorded in the disk format 2 label {0.3.2), and it is one of the 
items listed by the system utility (SU) symbiont when you request a VTOC print. (The SU 
symbiont is documented in the system service programs (SSP) user guide, UP-8062 
(current version).) 

It may be evident to you that the standard factor 0.535 ms and the 256-byte divisor 
contained in the first formula do not apply to all disk subsystems supported by OS/3. This 
is true only in part: these figures actually derive from the operatonai characteristics of the 
8416 disk subsystem, which was selected quite arbitrarily to provide one set of standard 
factors for you to use in this calculation. Nevertheless, you use these same figures for 
whatever disk subsystem contains your file; OS/3 data management, through SAT, will 
adjust the lace factor automatically to the characteristics of the actual device in use. (As 
you know, you never specify the actual device to data management, but SAT’ and data 
management know the device type from OS/3 job control.) 

Whenever you specify the KEYLEN keyword parameter (15.6.14), you imply random 
processing, and the LACE keyvvord parameter is ignored if you specify both. 

Keyword Parameter LACE: 

LACE=n 

Specifies the lace factor, a decimal integer, for data management use in applying 
the record interlace technique to sequentially processed input or output files 
defined by the DTFSD, DTFDA, or DTFNI macro, or partitions defined by the 
DPCA declarative macro and processed sequentially. Is ignored when the 
KEYLEN keyword parameter is specified. 

15.6.9. Specifying Input/Output Buffer (I0AREA1) 

Each input or output disk file and partition must have at least one input/outpuf area 
reserved for its individual use. You define this area by specifying the I0AREA1 keyword 
parameter, which is required for files defined by the DTFSD, DTFDA, and DTFNI declarative 
macros and for file partitions defined by the DPGA macro. 

You define the length of the I/O area by means of the BLKSIZE keyword parameter 
(15.6.3); as is true throughout OS/3 data management, the I/O area must be half-word 
aligned. You must reserve an 8-byte area for data management use immediately preceding 
the I/O area for output files; these eight bytes are not included in the blocksize 
specification. (See Figure 15 — 1.) 
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In order to achieve device independence between sectorized and nonsectorized disks, you 
should reserve areas whose lengths are some multiple of 256 bytes for I/O areas. 
However, your BLKSIZE specification need not be a multiple of 256 bytes to maihtain 
device independence. 

Keyword Parameter IOAREA1: 

IOAREA1=symbol 

Specifies the location, half-word aligned, of the I/O area; required for files 
defined by the DTFSD, DTFDA, and DTFNI macros and for file partitions defined 
by the OPCA macro, where symbol (label) is the address of the I/O area. Length 
of I/O area is specified by BLKSIZE keyword parameter (15.6.3). 


15.6.10. Specifying a Secondary Input/Output Buffer (IOAREA2) 

You may improve your processing efficiency by specifying a secondary I/O area for 
standby processing; this allows you to overlap I/O operations with your record processing. 
You may optionally specify the IOAREA2 keyword parameter for DTFSD files and 
sequentially processed files and partitions defined by the DTFNI and DPCA macros; it is 
not supported by the DTFDA macro. 

Keyword Parameter IOAREA2: 

IOAREA2=symbol 

Specifies the location of an optional secondary I/O area for files defined by the 
DTFSD macro or sequentially processed files and partitions defined by the DTFNI 
and DPCA macros, where symbol (label) is the address of the secondary I/O 
area. If specified, the area is subject to the same considerations as noted for the 
area defined by the IOAREA1 keyword parameter (15.6.10). The IOAREA2 
keyword parameter is not supported for DTFDA files. 


15.6.11.. Specifying Index Register for Current Data Pointer (lOREG) 

When you need an index register to reference current data for your I/O processing, you 
specify the general register to be used for this purpose with the lOREG keyword 
parameter. General registers 2 through 1 2 are always available, but if you have specified 
the SAVAREA keyword parameter, general register 1 3 is also available (15.6.25). 

The lOREG keyword parameter is not supported for files defined by the DTFDA declarative 
macro. You should specify it for the following input or output files: 

■ DTFNI files and partitions processed randomly (using the READ or WRITE imperative 
macro), when you have specified two I/O buffers (15.6.11). 
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■ DTFNI files and partitions processed sequentially (using the GET or PUT macro) and 

files defined by the DTFSD macro when you have: 

— specified two I/O areas but no work area; or 

— specified no work area but have blocked records. 

Table 15^9 summarizes the use of an index register with the GET macro (15.7.12). 

When you do use a work area for sequential processing instead of an I/O area, you 
specify its address as an operand of each GET or PUT imperative macro you issue, and you 
indicate to data management that you are using a work area by specifying the WORKA 
keyword parameter in your DTF. You then do not specify the lOREG keyword parameter 
(See 15.6.34.) 

For input files, data management loads the index register with the address of the next 
available record or block. 

For output files, data management loads the index register with the address of the next 
available I/O area. 

When a file is opened, data management loads the index register with the current buffer 
address and, for a multipartitioned file defined by the DTFNI macro, sets partition 1 active. 
If you specify an lOREG keyword parameter for several partitions, the index register for 
partition 1 is loaded when the file is opened; only when you issue a SETP imperative 
macro to gain access Xo a subsequent partition does data management load the index 
register for that partition (15.7.4). 

Keyword Parameter lOREG: 

IOREG=(r) 

Specifies the general register to be used as an index register to reference current 
data for I/O operations, where r is the number of the general register and must 
be enclosed in parentheses. Registers 2 through 12 are available, and register 13 
is also available when you specify the SAVAREA keyword parameter. The lOREG 
keyword parameter may not be specified for DTFDA files, nor when you specify a 
work area with the WORKA keyword parameter; it is required for DTFNI files and 
partitions processed randomly with two I/O areas and for DTFSD files and DTFNI 
files and partitions processed sequentially when records are blocked or when you 
use two I/O areas. 


15.6.12. Specifying Address of Argument for Key Search (KEYARG) 

When you want to search your file for a block with a specific key (if, for example, you are 
issuing the block-level READ, KEY or WRITE,KEY imperative macro), you must provide data 
management with the search argument in a field in your program that you specify with 
the KEYARG keyword parameter. Data management uses the search argument to locate a 
block with an identical key. 
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You should also remember to specify the length of the key with the KEYLEN keyword 
parameter, described next (15.6.13). The READ,KEY and WRITE,KEY imperative macros are 
described in 15.7.14.2 and 15.7.11.5. 

Keyword Parameter KEYARG: 

KEYARG=SYmbol 

Specifies that a search is to be made for a block having a key identical to a 
search argument you provide to data management, where symbol (label) is the 
field in your program containing this argument. The KEYARG keyword parameter 
is not supported for DTFSD files; it is required for DTFDA files and randomly 
processed DTFNI files (and partitions defined by the DPCA macro) when 
READ, KEY or WRITE,KEY imperative macros will be issued. When you specify the 
KEYARG keyword parameter, you must also specify the length of the key, using 
the KEYLEN keyword parameter. 


15.6.13. Specifying the Length of Block Keys (KEYLEN) 

When you are referencing blocks by key, generating new blocks with keys, or reading both 
the key and data areas of your blocks, you must specify the length of the keys in your file 
with the KEYLEN keyyvord parameter. 

All keys in a DTFDA file or a single-partitioned DTFNI file rnust have the same length; 
however, each partition of a multipartitioned DTFNI file may have its own characteristic 
key length (which rnust remain the same for all blocks in the partition); you define this 
length separately with a KEYLEN keyword parameter in the DPCA declarative macro for 
each partition that does differ in length of keys from the basic file. The minimum key 
length for any file or partition is 3 bytes; the maximum is 255 bytes. No byte of any block's 
key may contain the hexadecimal value FF. 

It is important to specify the actual length of the key as it exists in all blocks of your disk 
file; otherwise, data management either truncates or pads out the key and sets the wrong 
length found flag (bit 5, byte 1) in fUenameC. (See Appendix B.) 

Another important point to remember has to do with sequentially processed DTFNI files: 
these also may have a key associated with each block of data. (See, for example. Figure 
15—1.) 

If yours do, you must remember to place the key at the beginning of the data block, before 
you issue a PUT imperative macro. Your PUT macro will then cause both the key and the 
data portion of the block to be written out to disk, and your subsequent GET macros will 
retrieve both the key and data. Data management will, as always, block and deblock your 
records automatically when you are processing DTFNI files sequentially (that is, via the 
GET and PUT macros). DTFSD files do not contain keyed blocks; DTFDA files may not be 
specified as having blocked records. 
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Keyword Parameter KEYLEN; 

KEYLEN=n 

Specifies the length of keys in DTFDA and DTFNI files and in file partitions 
defined by the DPCA macro, where n is the number of bytes in the keys. All keys 
in the same partition or the same nonpartitioned DTFNI or DTFDA file must have 
the same length; the key length may range from 3 byteS minimum to 255 bytes 
rriaximum. No byte of any key may contain the hexadecimal value FF. 

The KEYLEN keyword parameter is not supported for DTFSD files. 


15.6.14, Specifying Address of Your Label Processing Routine (LABADDR) 

As you know from 14.2.4, OS/3 data management gives you the option of having your 
own user header and trailer labels (UHL and UTL) on your nonindexed disk files. When you 
need to process your labels, you use the LABADDR keyword parameter to specify the 
address of your label processing routine. 

The LABADDR keyword parameter is supported for DTFSD, DTFDA, and DTFNI files; 
because user header and trailer labels are supported at the file level and not below, you 
do not specify the LABADDR keyword with the DPCA declarative macro (by which you 
define a file partition). 

When you choose to use your own headers and trailer labels, it is well to remember that 
they are written by data management on the first track of each volume of a DTFSD file 
(because only one volume is mounted at a time) and on the first track of the first volume 
only of a DTFDA of DTFNI file (because all volumes of these files are online for 
processing). 

In examining the DTF of a direct access file that contains user labels, do not be confused 
by the relative block addresses calculated by data management and stored in the DTF. 
These will appear to be inflated because data management adds to the relative disk 
address in question the number of data blocks that could have been contained by the user 
label track if it were used for data. (This is more fully explained in 15.6.24.) 

Another important point to femembef is that your label processing routine may comprise 
only BAL instructions and the LBRET imperative macro, described in 15.7.3. You may not 
issue any other file processing macro in your label routine; there is, for example, ho legal 
way to issue a macro to subsequently list your labels for inspection, via a printer file. They 
do show up, however, in a disk print of your file taken with the system utility (SU) 
symbiont if your specification to this utility includes head 00 of the volume, and the last 
one processed may also be seen in your I/O area in a program dump under the fight 
circumstances. 

A third point to keep in mind is that, whenever your LABADDR routine will be processing 
UTL wheh you issue the CLOSE imperative macro to the file, you must always specify the 
TRLBL keyword parameter in the DTF (15.6.28). 
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Your Standard UHLs and UTLs have a simple 80-byte format (14.2.4); this means that your 
I/O areas must always be at least 80 bytes long when you specify a LABADDR routine to 
process them. 

Keyword Parameter LABADDR: 

LABADDR— symbol 

Specifies the address of your routine for processing optional standard user 
header and trailer labels, where symbol (label) is the address. This keyword is 
supported for DTFSD, DTFDA, and DTFNI files. UHL and UTL are not supported at 
the partition level; therefore, the LABADDR keyword is not specified with the 
DPCA declarative macro. Your label processing routine may issue the LBRET 
imperative macro (15.7.3), but no other. If you will be processing UTL on closing 
the file, you must also specify the TRLBL keyword parameter in the DTF 
(15.6.28). 


15.6.15. Suppressing a File Lock (LOCK) 

For a description of the LOCK keyword parameter, see 11.4.11. 


15.6.16. Specifying an Optional Sequential File (OPTION) 

When you have a sequentially processed file that your program can sometimes do without 
— that you anticipate you will not invariably want to process every time you run — you 
may specify this fact with the OPTION keyword parameter. This keyword may be used for 
files defined by the DTFSD macro and for sequentially processed DTFNI files. Because all 
volumes of DTFDA or randomly processed DTFNI files are always online for processing, the 
OPTION keyword parameter is not used for these. 

When you use the OPTION keyword parameter, and data management detects that you 
have not allocated the file to a device (that is, you have not specified a job control DVC- 
LFD device assignment set for it), the first GET imperative macro transfers control to your 
end-of-file routine. This action maintains the continuity of your program, but it is up to you 
to close the optional file when you receive control (you specify the address of your end-of- 
file routine, which itself is optional, via the EOFADDR keyyvord parameter (15-6.4)). 

On the other hand, if you have not specified the OPTION keyvyord parameter for a file that 
you neglect to allocate to a device with job control statements, your EOFADDR routine 
does not receive control. Instead, data management either transfers control to your error 
routine (if you have coded one and supplied its address via the ERROR keyword parameter) 
or returns control to you inline. In any case, you may neither create records for the file nor 
obtain records from it even if it exists on disk. For output files, the PUT mechanism is 
disabled. 

You may not randomly process a file described as optional with this keyword parameter, 
which is reserved for sequentially processed files. If you issue a direct access file 
processing macro (READ or WRITE) to a file described by the OPTION keyword parameter, 
data management will transfer control either to your error routine or to your program 
inline, at the instruction next after the imperative macro, setting the invalid macro flag 
(byte 0, bit 6) in fUenameC. 
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Keyword Parameter OPTION: 

OPTION=YES 

Specifies that the sequentially processed file defined by this DTFSD or DTFNJ 
macro is an optional file: one that you anticipate will not invariably be present for 
every program execution. When specified for a file not allocated to a device by 
job control DVC-LFD device assignment set, transfers control to your EOFADDR 
routine on first issue of the GET macro. For sequential output files, the PUT 
mechanism is disabled. When specified for sequential files, issue of a direct 
access imperative macro (READ or WRITE) causes transfer of control to your 
error routine or to you inline. The OPTION keyword is not used with DTFDA files. 


15.6.17. Specifying Address of Partitions for DTFIMI Files (PCA) 

You must use the PCA keyword parameter in a DTFNI declarative macro to provide data 
management with the address of each partition of the file that has a separate identify (that 
is, each partition that is defined with a DPCA declarative macro — see 15.5.4). You need 
not use the PCA keyword parameter when the DTFNI file is not partitioned (15.5.3). 

Each DTFNI file may comprise seven partitions; descriptive information on the first 
partition is contained in the DTFNI declarative macro. The second partition through the 
seventh are described in separate DPCA declarative macros, which are limited to 
presenting those partition-level aspects in which the partition differs from the basic file. 
The labels of these DPCA macros are the partition names specified by the corresponding 
PCA keyword parameters of the DTFNI macro. 

Although you may subsequently access DTFNI file partitions in any order, when you are 
defining an output file you must specify the partitions in unbroken sequence in the DTFNI 
macro: you must specify the first partiton before the second, the second before the third, 
and so on. When you are defining an input file, you specify only those partitions you 
actually require for processing. (You will subsequently access these separately by issuing a 
SETP imperative macro, 15,7.4.) 

You should not confuse the PCA keyword parameter described here with the PCA 
declarative macroinstruction of the OS/3 supervisor. The PCA macro of the supervisor has 
a role analogous to that of the OS/3 data management DPCA declarative macro; see the 
supervisor user guide, UP-8075 (current version). 

Keyword Parameter PCA: 

PCA1=symbol,...,PCA7=symbol 

Specifies the address of each partition of a multipartitioned DTFNI file, where 
symbol (label) is the address. PCA2=syrnbol,...,PCA7=symbol define the labels of 
the corresponding DPCA macros. Partition 1 is contained in the table defined by 
the DTFNI macro, in which PCA1=symbol is required only for data management 
use in assigning the label to the partition table defined within the DTF. The PCA 
keyword is not used for nonpartitioned DTFNI files, nor for files defined by the 
DTFSD or DTFDA macros. Partitions must be specified in unbroken sequence. 
The symbolic address is used as the label of the corresponding DPCA declarative 
macro. 
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15.6.18. Specifying Issue of a READ, ID Macro (READID) 

When you intend to read a direct access file, locating each block by its relative disk 
address or ID, you will issue the READ,ID form of the READ imperative macro (15.7.14.1). 
Beforehand, however, you must inform data management that you will be doing so, by 
specifying the READID keyword parameter in the DTFDA or DTFNI declarative macro. (The 
READID keyword is not used with files defined by the DTFSD macro.) 

Keyword Parameter READID; 

READJD=YES 

Specifies to data management that you will issue a READ,ID imperative macro to 
the DTFDA or DTFNI file defined by this declarative macro. 

The READID keyword is not used for DTFSD files. 


15.6.19. Specifying Issue of a READ, KEY Macro (READKEY) 

When you intend to read a direct access file, locating each block by a search on key, you 
will issue the READ,KEY form of the READ imperative macro. Beforehand, you must 
inform data management that you will be doing so, by specifying the READKEY keyword 
parameter in the DTFDA or DTFNI declarative macro. The action of the READ.KEY 
imperative is explained in 15.7.14.2; you will need also to specify the following keyyyord 
parameters: 

SEEKADR (15.6.23) 

KEYARG (15.6.12) 

KEYLEN (15.6.13) 

Keyword Parameter READKEY: 

READKEY=YES 

Specifies to data management that you will issue a READ,KEY imperative macro 
to the DTFDA or DTFNI file defined by this declarative macro (15.7.14.2). This 
keyword is not used for DTFSD files. The SEEKADR, KEYARG, and KEYLEN 
keyword parameters are also required. 


15.6.20. Specifying Format of Records in Disk Files (RECFORM) 

The optional keyword parameter RECFORM is your means of specifying to data 
management the format of the records in your disk files. It is unnecessary to specify this 
keyword parameter if your records are fixed-length and unblocked: data management 
assumes that this is the desired format when you omit the RECFORM keyword from your 

dtf.' '■ ; ' * 

OS/3 data management supports four record formats for nonindexed disk files; Table 
15 — 6 shows which formats are used with which file type.' Note that undefined records are 
not supported. 
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Table 15^6. Record Formats for Nonindexed Disk Files 


Record 

Format 

Declarative Macro 

Specification 
for RECFORM 
Keyword Pararrieter 

DTFSD 

DTFDA 

DTFNI 

DPCA 

Fixed -length, unblocked 

X 


X 

X 

PtXUNB 

Fixed-length, blocked 

X 

,, — 

X 

X 

FIXBLK 

Variable-length, blocked 

X. 


X 

X 

' VARBLK 

Variable-length, unblocked 

X 

X 

X 

X 

VARUNB 


X — supported 

— = unsupported 

= assumed if not specified 


Keyword Parameter RECFORM: 

Optional for all files; specifies format of records. There are four specifications: 

' ‘ ■ - ■ ■ ■ 

Specifies that records are fixed-length and unblocked. Data management 
assumes this format if you omit the RECFORM keyword parameter from the DTF. 

RECFORM=FIXBLK 

Specifies that records are fixed-length and blocked. Not supported for DTFDA 
files. 

A maximum of 255 records per block is allowed. The number of records per block 
is saved in the format label in a 1 -byte field. Thus, if it exceeds 255, the value 
placed in the 1-byte field will be the actual number of records per block minus 
modulo 250. For example, if there are 300 records per block, the effective value 
placed in the format label will be 44. 

RECFORM=VARBLK 

Specifies that records are variable-length and blocked. Not supported for DTFDA 
files. 

RECFORM=VARUNB 

Specifies that records are variable-length and unblocked. Supported for DTFSD, 
DTFDA, DTFNI, and DPCA declarative macros 
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15.6.21. Specifying Size of Records in Blocked Disk Files (RECSiZE) 

When you have specified blocked records in your file, fixed-length, you may specify the 
number of bytes in a logical record to data management with the optional RECSIZE 
keyword parameter. This keyword may not be specified for files defined by the DTFDA 
declarative macro because OS/3 DAM does not provide for blocking or deblocking records. 

It is not necessary to specify the RECSIZE keyword parameter when your records are fixed- 
length, unblocked: data management assumes that the record size equals the length of the 
I/O area that you specify by your BLKSIZE keyword parameter (15.6.3) when your records 
are fixed-length, unblocked. Nor do you specify the RECSIZE keyword for files containing 
variable-length records, blocked or unblocked: here, data management expects to find the 
size of the record in the first two bytes of the RDW at the head of each variable-length 
record. A look at Figure 15—1 (15.6.3) will make these points dear. 

See the description of the BLKSIZE keyword parameter (15.6.3) for information regarding 
the maximum blocking factor for FIXBLK files. 

Keyword Parameter RECSIZE: 

RECSIZE=n 

Specifies the length of fixed-length logicsl records in blocked files, where n is the 
number of bytes in the record. Optional for files defined by DTFSD and DTFNI 
macro and for partitions defined by DPCA declarative macro. Not used for DTFDA 
files. 

Data management assumes that record size equals block size (BLKSIZE keyword 
parameter) for fixed-length, unblocked records and expects to find record size in 
RDW of variable-length records. 


15.6.22. Specifying the Form for Relative Addressing (RELATIVE) 

The nonindexed disk file processor system gives you the Choice of two forms for specifying 
the relative disk address (ID) of an individual block or record in a direct access file: relative 
record or relative track addressing. You specify the form that is to be used for data 
management with the RELATIVE keyword parameter of the DTFDA or DTFNI declarative 
macro. When you specify the relative disk address of a recorcj or block to data 
management, or when data management returns an ID to you in the course of processing, 
it is placed in this form on the appropriate 4-byte field in your program. The absolute disk 
identification address* is not used in the nonindexed processor system. 

By relative record address, you should understand a hexadecimal number, right-justified in 
its 4-byte field, that represents the sequential position of the block or record, relative to 
the beginning of the direct access file or partition. The number of the first record of a file 
or partition is 1. 


*The absolute disk identification address, an ID used in other data management systems, is a 5 -byte address containing the 
cylinder number, the head number, and the record number that define the physical location of a record on a disk. In OS/ 3 
data management, all disk record addressing in direct access files is relative and uses a 4-byte address in either of the 
formats described here. OS/3 ISAM uses a 5 -byte file-relative address (or record pointer): refer to Sections 10 and 11. 
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By relative track address, understand a 4-byte hexadecimal number, the first three bytes of 
which represent the track number on which the record or block is written, relative to the 
first track of records in the direct access file or partition. Track number begins with 001. 
The fourth byte of the relative track address represents the sequential number of the block 
or record on this relative track; block or record numbering begins with 1. 

For example, to specify record 7 on relative track 143 in a direct access file, if you have 
specified RE1_ATIVE=T in your DTF, this is what you would move into the 4-byte field in 
your program: 


Byte.; 


0 

1 

2 

3 

t 

t 

t 

r 

o 

o 

0| 0 

8 i F 

0 1 7 

1 1 1 

1 

1 

1 - 


U 


record 7 on 


relative track 143 


Assume, that this same file is laid out with eight blocks to a track, but that you have 
specified REI_ATIVE=R in the DTF. The sarhe record would be the 1143rd in the file, and 
you would specify its relative disk address this way in the 4-byte field: 

Byte: 0 1 2 3 ' 

r r r r 


— 1 — — 

0 1 0 

1 

0 1 

I 

H 

z 


v^-.: 





^ 

^ ^ ^ Y 


U relative record 1143 


Any relative disk addresses that you generate in your program for use with the data 
management imperative macros designed for random processing must be presented to 
data management in the appropriate one of these two forms, and you must inform data 
management as to which form to expect by specifying the RELATIVE keyword parameter. 

You may, at this point, be asking yourself when a relative disk address is the ID of a block, 
and when it is the ID of a record', you may also want to know how to decide between 
relative track or relative record addressing. These questions are taken up in the next few 
paragraphs, but a glance back at Figure 14—4 will suggest part of the answer: that a 
record has an ID only in the same sense that a record has a key. When it is in unblocked 
record format (fixed or variable in length), a record actually exists on disk in a block as 
shown in the figure, and the ID of the block and its key can both be considered to 
represent the only record in the block. 
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For example, when you are referring to your direct access records by key, using the block- 
level READ,KEY imperative macro for retrieving data from your file, you specify to data 
management the key of the block that contains the record or records you are after, placing 
it in the KEYARG field of your program (15.6.13). You must also specify a relative disk 
address to indicate to data management where in the file to start its search for the desired 
block, by moving it into the SEEKADR field of your program (15.6.24). This then, is the ID 
of the first block to be tested for a key that matches the content of your KEYARG field. You 
should consider it the ID of a record only if this record is in the unblocked format and the 
only record in the block — which it must be in a DTFDA file. 

Moreover, if you want to save the ID of the block that the READ,KEY macro retrieves for 
you (to use it, for example, in later processing of the file — perhaps in another program), 
then you must specify the ID LOG keyword parameter in your DTF, thus providing the label 
of a field to which data management makes a return: the relative disk address of the keyed 
block it has just retrieved. This is discussed further under the IDLOC keyword parameter 
(15.6.7), where Table 15—5 summarizes the ID returns made after execution of the 
various forms of the READ and WRITE imperative macros. Once the READ, KEY macro has 
read the block you want into main storage, you may access the desired record by your own 
deblocking code or by successive issues of the GET macro. For further details, refer to the 
READ, KEY macro description, 15.7.14.2. 

When you are retrieving data from your file with the READ,ID imperative macro, you must 
specify the ID of the recorcl you want retrieved by placing this, in the form you have 
specified with the RELATIVE keyword parameter, in the field defined by your SEEKADR 
keyword. Although data management reads in the entire block, including the key if the 
block has one, it points to the specified record by loading its displacement within the block 
in a field of your DTF designated as filenameD. The ID returned by data management to 
the IDLOC field of your program after the successful execution of the READ,ID macro is 
the relative disk address of the block that is physically the next in your file. Again, this ID 
is in the form you have specified with the RELATIVE keyword parameter; further details 
are documented under the READ, ID macro description, 15.7.14.1. 

The advantage of specifying the relative track form of record addressing in DTFDA files 
(RELATIVE=T) is that you can treat each track of your data as if it were a partition or a 
subfile (only DTFNI files may actually comprise partitions or subfiles (15.4, 15.5.3)). On the 
other hand, such use requires that you keep tight control over your data, knowing what 
goes where in each case, without the help of the DTFNI and DPCA file tables or the 
special imperative macros (NOTE, POINT, POINTS, SETP, and SETS) that cannot be issued 
to DTFDA files. 

An advantage of specifying relative record addressing (RELATIVE=R) is that you can stand 
off further removed from your file, without as much concern for its layout on disk, 
remaining independent, of all actual disk locations. 

The RELATIVE keyword is not specified for the DPCA declarative macro; when you are 
randomly processing a partition of a DTFNI file, data management uses the specification of 
the RELATIVE keyword you made in the DTFNI macro defining the file to which the 
partition belongs. 
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Keyword Parameter RELATIVE: 

For DTFDA files and randomly processed files defined by the DTFNI macro, specifies 
the method of relative addressing. Not: used for DTFSD files. For direct access file 
partitions, data management uses the specification in the DTFNI macro; the RELATIVE 
keyword is therefore not specifiable in the DPCA macro. 


RELATIVE=R 

Specifies re/af/ve recort/ addressing, in the form: 

rrrr 

where: 

rrrr 

Is a hexadecimal number, right-justified in a 4-byte field, that 
represents the number of the block or record to be accessed, relative to 
the first block or record in the file or partition. The number of the first 
block or record in a file or partition is 1. 

RELATIVE=T 

Specifies re/af/Ve tracAr addressing, in the form: 

tttr 

where: 

ttt 

Is a 3-byte hexadecimal number, relative to the first track in the file or 
partition, of the block on which the record or block occurs. Track 
numbering begins with 001. 


Is the sequential number of the record or block on this relative track; 
record numbering begins with 1. « 


15.6.23. Specifying a Save Area for Contents of General Registers (SAVAREA) 

Before you issue an imperative macro for processing any QS/3 data management file, you 
should generally first load general register 13 with the address of a 72-byte labeled save 
area — always aligned to a full-word boundary — in which data management will expect 
to save the contents of your registers. One purpose of the SAVAREA keyword parameter. is 
to make things easier for you if you are converting a program, written for use Under some 
other data management system, in which you have already used register 13 for some 
other purpose. 
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When you are converting such a program to run under OS/3 data management, you need 
not recode it to revise your use of register 13. You need only add to it a 72-byte labeled 
save area, aligned as described, and specify its address with the SAVAREA keyword 
parameter in the DTP for each file your program will process. (Although you will need to 
specify this keyword in each DTP, you need only one register save area for your program.) 

In writing a new program using OS/3 data management, you must make one choice or 
the other: load register 13 with the same area address before issuing macros, or specify 
the SAVAREA keyword. One advantage of using the SAVAREA keyword is that register 13 
then becomes available (along with register 2 through 12) for use in your program: as the 
lOREG or VARBLD register, for example. 

When it does not encounter the SAVAREA keyword in your DTP, data management will 
always assume that, before issuing an imperative macro to the file, you have preloaded 
register 13 with the address of a 72-byte save area, aligned on a full-word boundary. 

Keyword Parameter SAVAREA: 

SAVAREA=symbol 

Specifies the address of a 72-byte labeled save area for the contents of general 
registers, full-word aligned, where symbol (label) is the address. If used, must be 
specified in the DTP for each file your program will process; however, only one 
such save area is required per program. Not supported by DPCA declarative 
macro, as SAVAREA is a file-level parameter. 


15.6.24. Specifying Relative Disk Address for Random Processing (SEEKADR) 

The SEEKADR keyword parameter is mandatory for random processing; you must specify it 
for DTPDA files and for randomly processed files defined by the DTPNI declarative macro. 
Its purpose is to specify the 4-byte field in your program into which you load the relative 
disk address you will use for directly accessing a block or updating it, for initiating a key 
search, and for controlling the movement of the disk head. There are therefore three basic 
ways you must use the SEEKADR keyword parameter: with the READ,ID and WRITE,ID 
macros; with the READ, KEY and WRITE,KEY macros; and with the CNTRL and 
WRITE,RZERO/WRITE,APTER macros. 

When you are issuing READ, ID and WRITE,ID macros to directly access blocks in a 
randomly processed file to retrieve and update them, you must load into the SEEKADR 
field of your program the relative disk address (ID) of the current block. 

On the other hand, when you are referencing your keyed blocks by key and therefore 
using the READ,KEY and WRITE,KEY macros, the address you must load into the 
SEEKADR field is the relative disk address at which data management is to start the key 
search. 
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The third required use of the SEEKADR keyword parameter is related to your uses of the 
WRITE,RZERO macro and the CNTRL macro. When you use the WRITE,RZERO and 
WRITE, AFTER macros to select and initialize a disk track, you must load, into the 
SEEKADR field of your program, the relative disk address to which data management is to 
reposition your output file for subsequent processing, initialized so as to write the first 
block on the new track with the WRITE,AFTER macro (15.7.11.2). Similarly, when you use 
the CNTRL macro to control disk head movement (either to return to the current track or to 
seek another track, 15.7.15), you must place the relative track address you want in the 
field specified by the SEEKADR keyword parameter. 

In certain circumstances (for example, when you want to use the ID returned by the 
WAITF macro that follows each READ or WRITE macro issued to automatically update the 
SEEKADR field for you), you may specify that the IDLOC and SEEKADR fields are 
physically one and the same area in main storage. Refer to 15.6.7, where the means and 
rationale for doing so are discussed in some detail. 

Data management does not require a special alignment of the IDLOC or SEEKADR field (as 
it does, for the I/O buffer and certain other areas). However, you may well need to align 
the SEEKADR field on a specific boundary if you are performing certain operations on it. 
For example, if you are controlling movement through your file by incrementing the 
relative track number (having specified RELATIVE=T), using, sa\/ an add immediate (Al) 
instruction, you should align the 4-byte SEEKADR field on an ot/t/ boundary so that the 
increment is added to byte 2 by this half-word-oriented instruction. 

Consider the following example, which presupposes relative track addressing in a direct 
access file named DAMFLE. You are stepping through the file, updating blocks on every 
third track. This is the content of your IDLOC field at a certain point, representing record 7 
on relative track 145: 

Byte: 0 12 3 

t t t r 

r r— 1 -i — -r f- 1 

0f0l0l0[9i1|0|7 
I — I — I — I — I i I i 

You have aligned your SEEKADR field (the label of which is SKADR) and defined it as a 4- 
byte constant with the following pair of BAL statements in your program, and you are 
moving the IDLOC contents to this field before each incrementation. 


LABEL 

AoperationA 


OPERAND 

A 

1 


10 


16 



A.L,I,q,NI|b,0,D 


0|C, , , 


C,L3,' 

iX|X|X, , 1 1 i 1 1 il l 1 1 

1 1 1 1 i 1 1 1 i [ 1 t i 1 

1 i 


P|A , , 


CL4' 

-Zi t. 1 

OiOoO' 1 1 

1^1 1 1 1 1 L_J 1 1 1 1 1 L_J 

i — \ L_i 1 j 1 1 1 1 11 1 1 


1. Assuming that the alignment of previously defined storage areas leaves the 
location counter at an even boundary, this statement forces odd alignment. No 
label is required, of course, except to document the point. 
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2. The label SKADR (which you have equated to the SEEKADR keyword parameter 
in the DTP defining the direct access file DAMFLE) is defined as a 4-byte 
character (not full-word) constant. 

At the appropriate point in your executable code, you issue the following pair of 
instructions, to increment relative track number by 2 and to write record 7 oh relative 
track 147. 


LABEL AOPERATIONA OPERAND A 

1 10 16 


r.w,c.R&M, , 


All. , , 


S^KtA|PjR|*t*t ^ 1^ |2| 1 1 I 1 1 1 [ 1 t 1 1 1 1 1 1 1 i_j — 1 — L_J — L_ 

1 I t I 1 1 1 


«/iR,T,T& 


1^1^ if i^i^i i t i i I 1 1 11 i 1 i j 1 1 1 — 1 — 1 — 1 — 1 — 1 — L_ 

■ 1 1 .. .1 1 1 1 i 


1 II 1 


1 1 1 ill 1 1 1 I 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 — 1 — L_J — ! — 1 — L_ 


The half word addressed by the Al instruction comprises bytes 1 and 2 of the 
SEEKADR field, SKADR. Byte 2 contains the least significant byte of the relative track 
number, ttt. . 

Other operations may require other alignment — but whatever you do to the contents 
of the SEEKADR field, remember that they must be in fixed-point binary format before 
you issue an imperative macro that uses the seek address: 

WRITE,RZERO 

WRITE,ID 

READ,ID 

READ,KEY 

CNTRL 

Remember also that the relative disk address must never have a negative or zero 
value. 

Before leaving the subject of relative track addressing, you should note that, when your 
DTFDA file contains optional user labels, data management reserves the entire first track 
on the first volume of your file for them. However, you must not include this user label 
track in your relative track count. The first of your data blocks is written on the first track 
after the label track, and this, then, is relative track 001. 

The same caution applies also to the DTFNI file containing user labels, but these files may 
also contain subfiles in each partition. When this is the case, data management reserves 
the first track after the user label track (or the first track of the file, in the absence of user 
labels) to maintain its subfile tables. Relative track 001, on which the first of your data 
lies, may then be actually the third track of the extent; it is still the first data track of your 
fife. 
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There are two reasons for keeping these points in mind. One is that, when you are using 
the system utility (SU) symbiont to obtain a print of a specific part of your disk file, and are 
specifying certain heads and cylinders to be listed, you must include the user label and 
subfile table tracks in your reckoning. There is no way to specify a relative track to the SU 
symbiont (which is documented in the system service program (SSP) user guide, UP-8062 
(current version)). 

Another reason to remember the user label and subfile table tracks in your calculations is 
that the length of these tracks (in terms of the number of your data blocks they could 
contairi if used for data) is included by data management in its calculation of the current 
relative block and certain other relative addresses that it maintains in the DTP file tables. 
You will eventually learn to read these fields in the DTP you see in a program dump, for 
they are often useful in debugging, and you will need to be prepared for an otherwise 
mystifying discrepancy. Por example, if each track in your data file can hold 10 blocks — 
and you have both user labels and subfile tables on disk — each relative block address 
contained in the DTP will appear to have been inflated, being 20 blocks higher than you 
expected. 

The form in which you load the relative disc address into the SEEKADR field is governed 
by your specification of the RELATIVE keyword parameter; see 15.6.22, where relative 
track and relative record addressing are discussed in detail. In no case may the ID be 
negative or zero. 

Keyword Parameter SEEKADR: 

SEEKADR=symbol 

Specifies the location in your program into which you load the relative disk 
address for use in processing direct access files with the READ,ID; READ,KEY; 
WRITE,ID; WRITE,RZERO; and CNTRL imperative macros. Required for DTPDA 
files and randomly processed files defined by the DTPNI macro. Porm in which 
address is loaded is governed by your specification of the RELATIVE keyword 
parameter. Relative disk address may not be negative or zero. 


15.6.25. Assigning Initial Disc Space to a File Partition (SIZE) 

When you are defining each partition of a DTPNI file, you may specify the percentage of 
the total file allocation that data management is to initially assign to the partitions, by 
using the SIZE keyword parameter. 

You indicate the initial disk space you require for each partition by specifying the SIZE 
keyword parameter in the DTPNI or DPGA declarative macro. 

It is not necessary to specify the SIZE keyword parameter in the DTPNI or DPCA macros if 
you want only 1 % of the total file allocation to be assigned initially to the first partition and 
to those partitions that you do not specify other percentages for. 
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As you know, you specify the total file space allocation to OS/3 job control when you 
initially allocate the file, using the fourth and fifth positional parameters on the EXT job 
control statement of your device assignment set. For subsequent automatic dynamic 
extension of a partition, you yvill use the UOS keyword parameter (15.6.30). 

Keyword Parameter SIZE: 

SIZE^Fn 

Specifies the percentage of total file allocation to be initially assigned by data 
management to the partition being defined by this DTFNI or DPCA declarative 
macro. Not used with nonpartitioned DTFNI files, nor with DTFSD or DTFDA files. 

If omitted from DTFNI macro, data management assumes that SIZE=1 had been 
specified and assigns 1 percent. If omitted from DPCA macro, data management 
makes a 1 percent allocation. 

15.6.26. Extending Key Search to Multiple Track (SRCHM) 

When you issue a READ, KEY imperative macro to a DTFDA or randomly processed DTFNI 
file, the search continues until the first block headed by a key that matches the content of 
your KEYARG field is found, or the end of the current track is reached, whichever occurs 
first. To search beyond the end of the current track to the end of the cylinder, you may 
specify the SRCHM keyword parameter in the DTF. 

Keyword Parameter SRCHM; 

SRCHM=YES 

Specifies that a search key issued to a DTFDA or randomly processed DTFNI file 
(READ,KEY) is to be extended beyond the current track to the end of the cylinder. 


15.6.27. Specifying Support of Subfiles in a Partition (SUBFILE) 

You may further subdivide each of the seven optional partitions of a DTFNI file into as 
many as 71 subfiles. These subfiles, which you will access serially for processing within 
the partition, via the SETS imperative macro (15.7.5), maintain the same characteristics as 
the partition. (You select the appropriate partition with the SETP macro (15.7.4).) 

Data management reserves one track of the first volume of the file on which to maintain 
subfile tables when subfiles are to be supported; to indicate to data management that it is 
to do so, you must specify the SUBFILE keyword parameter in the declarative macro that 
defines each separate partition containing subfiles; the DTFNI macro for the first partition, 
and the appropriate DPCA macros for the succeeding partitions. 

If you file does not contain optional user labels, data management writes the subfile tables 
on the first track; when you do have UHL/UTL, data management writes these on the first 
track, and the subfile tables go on the second track. Refer to 15.6.24 for a discussion of 
the effect the presence of these tracks have on positioning yourself in your file. Refer to 
15.7.5 for discussion of the contents of the subfile. 
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Keyword Parameter SUBFILE: 

SUBFILE=YES 

Specifies that data management is to support subfiles in the partition defined by 
this DTFNI or DPCA declarative macro. A maximum of 71 subfiles may be 
established in each partiton; you access these serially by issuing a SETS 
imperative macro to the file, having previously selected the correct partition with 
a SETP imperative macro. 


15.6.28. Specifying Processing of User Trailer Labels (TRLBL) 

As you recall, you may have optional standard user trailer labels (UTLs) in your nonindexed 
disk files. These are processed by your label routine (U\BADDR keyword parameter, 
15.6.15) and written by data management on the user label track when you issue the 
CLOSE imperative macro to the file. When you want to process your UTL on closing the 
file, you must specify the TRLBL keyword parameter beforehand in the DTF for the file; 
naturally, you must also provide data management with the address of your label 
processing routine by specifying the LABADDR keyword parameter. If you omit the TRLBL 
keyword parameter, your LABADDR routine does not receive control at file close, and your 
UTLs, consequently, are never processed. 

Keyword Parameter TRLBL: 

TRLBL=YES 

Specifies that you will process UTL when you issue the CLOSE imperative macro 
to the DTFSD, DTFDA, or DTFNI file defined by this DTF. You must also specify 
the LABADDR keyword parameter. 


15.6.29. Defining the Type of File (TYPEFLE) 

One of the most significant keyword parameters, used for DTFSD, DTFDA, and DTFNI files, 
is the TYPEFLE keyword parameter. It is important to you because with it you specify not 
only what type of optional header/trailer label processing you will perform on the file, but 
also what basic processing you will be performing on the data itself. It is also irhportant to 
note that, having defined a file for one mode of processing, you are generally restricted to 
that mode until you explicitly provide for a change in one of the ways pointed out in the 
following discussion. 

This is the format of the TYPEFLE keyword parameter: 


TYPEFLE= < OUTPUT 
ilNOUT 

If you omit specifying this keyword, data management assumes that TYPEFLE=INPUT has 
been specified. 
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The effect of the TYPEFLE keyword on header/trailer label processing is simply 
summarized: TYPEFLE=INPUT specifies that data management will read header/trailer 
labels for the file; TYPEFLE=OUTPUT specifies that it will write header/trailer labels. In 
both cases, these actions include readiipg, checking, and writing your optional UHL and 
UTL, which you generate and update with your LABADDR label processing routine. If you 
specify TYPEFLE=INPUT and. the LABADDR and JRLBL keyword parameters, data 
rnanagement assumes UHL and UTL exist. You rnay not specify TYPEFLEpINOUT for 
DTFDA files, but this specification for DTFSD or DTFNI files is what you use for label 
updating. 

The TYPEFLE keyword parameter controls only the mode of /aAe/ processing to be 
performed on files defined by the DTFDA macro; for DTFSD files and sequentially 
processed DTFNI files, however, it also constrains your processing of the data records in 
the file. When you specify TYPEFLE=IN PUT for one of these, you define a file that is to be 
read 0 / 7 /y. You may not issue an output function to it (that is, the PUT imperative macro) 
unless you have a/so specified UPDATE-YES in the DTF. (The UPDATE keyword parameter 
is described in 15.6.31.) Similarly, when you specify TYPEFLE=OUTPUT, you define s file 
that is to be written, and you may not issue an input function (the GET, imperative macro) 
to the file. Specifying TYPEFLE^INOUT defines a file that you may use either as an input 
or an output file, issuing the GET or PUT macro as required. 

After you have used a file as an output type, you must close the file and change its type to 
input before you reopen it. You alter the file type by issuing the SETF imperative macro to 
the file; this procedure is developed in 15.7.8. (The OPEN macro is described in 15.7.1; the 
CLOSE imperative in 15.7.2.) 

Keyword Parameter TYPEFLE: l 

TYPEFlE=lfSIPUT 

Specifies a read-only file; used with DTFSD, DTFDA, and DTFNI macros. Data 
management will read and check standard labelis for this file. You may not issue 
an output function to this file unless you have also specified UPDATE=YES in the 

DTF. Data management assumes you have specified TYPEFLE=INPUT when you 

omit the TYPEFLE keyword parameter. ' 

TYPEFLE-OUTPUT 

Specifies a file that is to be written; used with the DTFSD, DTFDA, and DTFNI 
macros. Data management vvill yyrite standard labels for this file. For DTFDA 
files, this keyword controls only the mode of label processing to be employed; for 
DTFSD files and sequentially processed DTFNI files, it also controls the mode of 
record processing you may use -within the file. You may not issue an input 
function to this file unless you close it, reset its file processing direction to input 
with the SETF imperative macro, and reopen the file. 

TYPEFLE=INOUT - 

Specifies a file that you may use for either input or output. Used with DTFSD and 
DTFNI files; not used with DTFDA files. - 5 ? 
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15.6.30. Specifying Dynamic Extension of a File Partition (UOS) 

You use the SIZE keyword parameter (15.6.25) to assign initial disc space to a partition of 
a DTFNI file, but when you anticipate a need to eMend a partition dynamicallv, you use the 
UOS keyword parameter. This keyword is specified only with the DPCA macro or with a 
DTFNI macro which defines the first (or only) partition of a nonindexed file. 

With the UOS keyword, you specify tp data rnanagement what percentage of iyour 
secondary allocation of disk space to the file it is to suballocate each time the partition 
requires additional space. From your acquaintance with OS/3 job control, recall that you 
specify the number of cylinders or blocks that is to constitute the secondary allocation of 
disk space fo a file with the third positional parameter on the EXT job control statement of 
your file's device assignment set. (To review this statement in detail, you should refer to 
the job control user guide, UP-8065 (current version).) 

When you have specified the UOS keyword parameter for the partition (and have not 
specified a zero increment in your EXT. job control statement), and the partition requires 
more space, data management will automatically suballocate to it the number of additional 
tracks that is equivaletit to the amount of storage t-specified by the UOS keyword. This 
amount is designated the unit of store- the same amount is used each time the partition 
needs extension. Data management keeps a record of .suballocation information developed 
for all partitions in the fprmat 2 label associated with the file (Appendix D). 

Data management learns of the need to extend a file partiton each time one of your output 
imperative macros (PUT or WRITE) references a block that lies beyond the current 
maximum relative block address data management maintains in the PCA table for the 
partition. Data management acts automatically to extend the partition, but there are 
several points you should keep in mind. 

One point is that you must have specified the UOS keyword parameter in the first place; if 
you omit it, no extension can be made. A second point 1s that file partitions will not be 
extended beyond the volumes on which the file resides. Furthermore, if, after extending 
your partition by one unit of store, data managemeht finds that the requested block still 
lies beyond the new maximum relative block address, it sets the invalid ID flag (byte 0, bit 
1) in /y/enameC and transfers control to your error routine (or to you inline if you have no 
error routine). Data management takes the same action if there is no space available on 
the disk to extend the partition or if you have not specified the UOS keyword. Finally, a 
unit of store specification greater than 100% is not valid. 

Keyword Parameter UOS: 

UOS=n 

Specifies, as the unit of store, the percentage of secondary disk storage 
allocation for the file that data management is to suballocate to the partition 
being defined each time it requires more space. The value of n, which is the 
specified percentage, may not exceed 100. Secondary storage allocation is 
specified in thq EXT job control statement in the device assignment set for the 
file. 
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Used with DPCA declarative macro op with DTFNI macro defining first (or only) 
partition of a nonindexed file. Not used with DTFDA or DTFSD macro. 

If omitted, or if a zero secondary storage allocation is specified in EXT job control 
statement, no extension will be made. 


15.6.31* Specifying Update Processing Mode for Sequential Files (UPDATE) 

The UPDATE keyword parameters is used with the DTFSD and DTFNI macros. 

You will recall from the discussion of the TYPEFLE keyword parameter that when you have 
i specified TYPEFLE=INPUT, you define a read-only file and may not issue an output 
imperative macro to it unless you have also specified UPDATE YES (15.6.29). 

When, therefore, you have an input file defined by a DTFSD macro, or an input file defined 
by the DTFNI macro that is to be processed sequentially and you want to update your data 
records, you specify UPDATE^YES to make this possible. Only then may you retrieve your 
records with the GET imperative macro and, modifying them if you need to, rewrite them 
to disc with the PUT macro. (The UPDATE=YES specification is also accepted in your DTF 
for sequentially processed files you have defined as TYPEFLE=INOUT, although you do not 
— ^ need to use it for this 2-way type of file.) Another point worth remembering is that the 

UPDATE keyword parameter, unlike the TYPEFLE keyword, has nothing to do with your 
mode of label processing; its use affects only your mode of data record processing in 
sequential input .files. 

Keyword Parameter UPDATE: , 

UPDATE=YES 

Used only with DTFSD macro or DTFNI macro defining sequentially processed 
files and only when yoii have specified TYPEFLE=iNPUT or TYPEFLE=INOUT for 
these files. When used, specifies that sequential output function (PUT macro) 
— ^ may be issued to update data records in file. Unrelated to label processing. 

If omitted from DTF for a sequentially processed input file (TYPEFLE=INPUT), you may 
not issue an output function to the file. 

15.6.32. Specifying Register for Residual Space, Variable Records (VARBLD) 

When you are outputting variable-length, blocked records to a sequentially processed disk 
file, and you are building these in an I/O area without a work area, you must specify the 
VARBLD keyword parameter. 

Data management uses the general register you specify with this keyword to inform you of 
the number of bytes of residual space remaining in the I/O area after the execution of 
each PUT macroinstruction you issue. Before you issue your next PUT macro, you must 
test whether there is enough space left to accommodate the next record. If there is not, 
you must issue a TRUNC macro to write out the current block. (These procedures are 
detailed in 15.7.9.4 and 15.7.10.) 
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The VARBLD keyword parameter is not supported by the DTFDA macro because the 
blocked record formats may not be specified for DTFDA files; you may specify the keyword 
for sequentially processed output files or partitions defined by the DTFSD, DTFNI, or DPCA 
declarative macros. 

Keyword Parameter VARBLD: 

VARBLD=(r) 

Specifies a general register into which data management loads the number of 
bytes remaining in the I/O area after each execution of a PUT macroinstruction 
to a sequentially processed output file containing blocked, variable-length 
records, where r is the number of the register and must be enclosed in 
parentheses. Supported for DTFSD, DTFNI, and DPCA macros; not supported for 
DTFDA macro. Value of r may range from 2 through 12, but register 13 may also 
be used if SAVAREA keyword has also been specified. 

When you are building variable-length blocked records in an I/O area for output to a 
sequentially processed file, vyithout a work area, you must access the VARBLD register to 
test whether enough space remains in the area for the next record before issuing your 
next PUT macro. You issue a TRUNC macro when it does not. See 15.7.9.4 and 15.7.10. 


15,6.33. Specifying Parity Check Verification of Output (VERIFY) 

When you want data management to make a parity check of your data records or blocks 
after it has written each of them to disk, you must specify the optional VERIFY keyword 
parameter. Verification necessarily increases execution time for the output commands 
involved (PUT or WRITE macroinstruction). If a parity check is conducted and reveals an 
error, data management normally sets the output parity check error flag (byte 2, bit 2) in 
filenameC and transfers control to your error routine, if you have specified one, or to you 
inline (Appendix B). 

You may specify the VERIFY keyword parameter with the DTFSD, DTFDA, and DTFNI 
macros; it is not supported by the DPCA macro. 

Keyword Parameter VERIFY: 

VERIFY^YES 

Specifies that data management is to conduct a parity check of output blocks or 
records after writing them to disk. Parity check verification necessarily increases 
execution time for PUT or WRITE macro. Optional for DTFSD, DTFDA, and DTFNI 
files; not supported for DPCA macro. 

If omitted, no verification is performed; however, data management may detect an 
output parity check error by other means. You may direct data management to take 
certain actions with the ERROPT keyword parameter (15.6.5). 
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15.6.34. Specifying Sequential Processing in a Work Area (WORKA) 

When you are going to process input or output records sequentially in a work area rather 
than in the I/O area, you indicate this to data management by specifying the WORKA 
keyword parameter in the DTP. This keyword is supported for the DTFSD declarative macro 
and for sequentially processed files or partitions defined by the DTFSD declarative macro 
and for sequentially processed files or partitions defined by the DTFNI or DPCA macro; it is 
not specified for the DTFDA macro. 

You specify the address of the work area in the second positional parameter of each PUT 
or GET macro you issue to the file (15.7.9 and 15.7.12). When you Use a work area and 
therefore specify the WORKA keyword, you must not specify the ibREG keyword 
parameter in your DTF (15.6.11). 

Keyword Parameter WORKA: 

WORKA=YES / 

Specifies to data management that you will be processing input or output records 
sequentially in a work areb and not in the I/O area. Supported for DTFSD rhacro 
and sequentially processed files or partitions defined by DTFNI or DPCA macros; 
not supported for DTFDA files. 

Do not specify lOREG keyword parameter when you specify the WORKA keyword. 

' Address of work area is specified vvith each issue of GET and PUT macro. 


15.6.35. Specifying Issue of WRITEJD Macro (WRITEID) 

When you are processing a DTFDA file or randomly processing a DTFNI file and vvill issue 
the WRITE,ID form of the WRITE imperative macro to locate an output block by means of 
its relative disk address or ID, you must notify data management by specifying the 
WRITEID keyword parameter in your DTF. (This use of the WRITE macro is detailed in 
15.7.11.4.) 

Keyword Parameter WRITEID: 

WRITEID=YES 

Specifies that you will issue a WRITE,ID macro to the randomly processed file 
defined by this DTFDA or DTFNI declarative macro to locate an output block by its 
relative disk address (ID). Not supported for DTFSD files. See 15.7.11.4 for the 
WRITE,ID macro. 
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15.6.36. Specifying Issue Of WRITE.KEY Macro (WRITEKEY) 

When you are pfocessing a DTFDA file or randomly processing a DTFNI file and wifi issue 
the WRITE.KEY form of the WRITE imperative macro to rewrite or update a block just read 
by the READ^KEY macro, you must notify data management by specifying the WRITEKEY 
keyword parameter in your DTF. (These uses of the WRITE and READ macros are detailed 
in 15.7.11.5 and 15.7.14.2.) - 

Keyword Parameter WRITEKEY; 

WRITEKEY=YES 

Specifies that you will issue a WRITE.KEY imperative macro to the randomly 
processed file defined by this DTFDA or DTFNI declarative macro to rewrite a 
block just retrieved by the READ.KEY macro. Not supported for DTFSD files. See 
15.7.11.5 for the WRITE.KEY macro; 15.7.14.2 for the READ.KEY macro. 


15.6.37. Nonstandard Forms of the Keyword Parameters 

In order to minimize any recoding you may need to revise programs previously prepared to 
run under other data management systems, OS/3 data management accepts certain 
variant spellings for the keyword parameters described in this section. The nonstandard 
forms of these keywords, listed alphabeticaljy, are as follows: 


Nonstandard 

Spelling 

OS/3 

Standard Form 

Nonstandard 

Spelling 

OS/3 

Standard Form 

AFTR 

AFTER 

RDID 

READID 

BKSZ 

BLKSIZE 

RDKY 

READKEY 

EOFA 

EOFADDR 

REL 

RELATIVE 

ERRO 

ERROPT 

SKAD 

SEEKADR 

IOA1 

lOAREAl 

SRCM 

SRCHM • 

IOA2 

IOAREA2 

TYPF 

TYPEFLE 

JORG 

lOREG 

UPDT 

UPDATE 

KARG 

KEYARG 

VBLD 

VARBLD 

KLEN 

KEYLEN 

VRFY 

VERIFY 

LEAD 

LABADDR 

WRID 

WRITEID 

RCFM 

RECFORM 

WRKY 

WRITEKEY 

RCSZ 

RECSIZE 

WORK 

WORKA 


Table 15 — 7 summarizes nonindexed file declarative macro keyword parameters. 
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Table 15—7. Summary of AH Declarative Macro Keyword Parameters Used With the Nonindexed File Processor System (Part 1 of 2} 


Keyword 

Keyword 

Parameter 

Specification 

ACCESS 

EXC 


EXCR 


SRD 


SRDO 


Declarative Macros 


DTFSD DTFDA DTFNI 


X 


AFTER 


BLKSIZE n 


EOFADDR symbol 



READKEY 

YES 

RECFORM 

iiilil 

VARUNB 

FIXBLK 

VARBLK 


Used to Specify or define 


ThisDTF: read/update/ add use . 
Other jobs: no access 


This DTF: read/update/add use 
Other jobs: read use 


This DTF: read use 

Other jobs: read/update/add use 


This DTF: read use 
Other jobs: read use 


Issue of WRITE. AFTER or WRITE, RZERO macro 


Length of I/O buffer 


Address of end-of-file/partition routine 


Availability of record in I/O area despite parity error 


Bypass input record or ignore output record despite 
parity error 


Address of user error routine 


Define field for next available record address 


Address of primary I/O buffer 


Address of secondary I/O buffer 


X 

I/O buffer index register 

X 

Address of field containing key search argument 

X 

Length of key 


Lace factor for record interlace operations 


Address of user header/trailer label processing routine 


Specifies that file lock is not to be set on a lockable file 
at OPEN 


Optional file for input 


Partition address, where n = 1— 7 


Issue of READ, I D macro 


Issue of READ, KEY macro 
Format of data records 


Record size 

Relative addressing method 
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Table 15—7. Summary of All Declarative Macro Keyword Parameters Used With the Nonindexed File Processor System (Part 2 of 2) 


Keyword 

Keyword 

Declarative Macros 

Used to Specify or define 

Parameter 

Specification 

DTFSD 

DTFDA 

DTFNI 

DPCA 

SAVAREA 

symbol 

X 

X 

X 


Address of register save area 

SEEKADR 

symbol 

- 

R 

R 

- 

Address of seek address field 

SIZE 

n 


- 

X 

X 

Percent of total file allocation to be initially 
assigned to partition 

SRCHM 

YES 

- 

X 

X 

~ 

Multi-track search for key 

SUBFILE 

YES 

- 

- 

X 

X 

Support of subfiles 

TRLBL 

YES 

X 

X 

X 


Support trailer labels 

TYPEFLE 


X 

X 

X 


Define file type and mode of label processing 


OUTPUT 

X 

X 

X 

- 



INOUT 

X 

~ 

X 

- 


UOS 

n 

- 

~ 

X 

X 

Secondary allocation 

UPDATE 

YES 

X 


X 

- 

Update of sequential input file 

VARBLD 

(r) 

X 

- 

X 

X 

Count of residual I/O buffer space for VARBLK file 

VERIFY 

YES 

X 

X 

X 

- 

Read/check of output records to be performed 

WORKA 

YES 

X 

- 

X 

X 

Sequential processing in work area 

WRITEID 

YES 

- 

X 

X 

- 

Issue of WRITE, 1 D macro 

WRITEKEY 

YES 

- 

X 

X 

“ 

Issue of WRITE, KEY macro 


LEGEND: 

X = Optional 

R = Required 

— = Not supported 

= Assumed specification if keyword not specified. 


15.7. IMPERATIVE MACROS FOR NONINDEXED DISK FILES 

You inform the nonindexed file processor system of the distinct operations that data 
management is to perform on your files and partitions by including the appropriate file 
processing imperative macroinstructions in your program. 

There are 18 of these imperative macros available to you for processing your nonindexed 
files and partitions; Table 15 — 8 summarizes their functions. 

The paragraphs following the table describe the imperative macros in detail; the macro 
descriptions are arranged in four groups, according to the file processing functions 
involved: 

■ Initialization and Termination Macros: 

OPEN 


CLOSE 
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LBRET 

SETP 7 ■ 

SETS - - ' ■ ' ■ . ; 

POINTS ' 

FEOV 

SETF 

■ Creation, Addition, and Updating Macros: 

PUT : 

TRUNC 

WRITE 

■ Retrieval Macros: 

. .GET . 

RELSE 

READ 

■ Validation and Positioning Macros: 

CNTRL 

WAITF , H 

NOTE.: , , .. 

POINT 

Before issuing an imperative macro to an OS/3 .data management file,, you must provide a 
72-byte save area, full-word aligned, into which data management expects to place the 
contents of your registers. You may load general register 13 in your program, or use the 
SAVAREA DTF keyword parameter to specify the address of the register save area. (See 
15.6.23.) 
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Table 15 — 8. Summary of Imperative Macroinstructions for Processing Nonindexed Disk Files 



Secondary 

Operands* 

May be issued to 


Macro 

DTFSD 

Files 

DTFDA 

Files 

DTFNI 

Files 

Remarks 

OPEN 


X 

X 

X 

File or partition initializatio^h 1 ^ 

close" 


X 

X 

X 

File or partition terrnination 

LBRET 

None 

X 

X 

X 

Creatmg, retrieving^ and updating standard J 
user header and trailer labels 

SETP 

partition-name 

- 


X 

Sefect partition for subsequent processing 

SETS 

subfile-number 

- 


^'.'-X: - 

Select subfile or terminate current subfile creation 

POINTS 


- 

- 

X 

Initialize to first block of file or partition 

REOV 

- 

X 

- 

X 

Terminate processing of current volume 

SETF 

INPUT 

'' ' ■ X ■ 

. .. . 

X 

Set processing direction for type INOUT file ^ 

r ■■ .... ^ 

OUTPUT ' 
UPDATE 





PUT 

workarea 

X 

“ 

X 

Record-level output, sequential mode 

TRUNC 


X 

- 

X 

Terminate output processing of current block 

WRITE 

ID 




^ Block-level output by relative address , , . 


KEY 


...... X . 

X 

Block-level output by direct write 5, 


RZERO 

- 

X 

X 

Track initialization 


AFTER 



X 

Write current block in next sequential position in file 


AFTER, EOF 

- 

X 

X 

Record end-of-dat ID in DTF and format 2 label 

Q^J 

workarea 

X 

- 

X 

Record-level retrieval, sequential mode 

RELSE 

- 

X 

“ 

X 

Terminate input processing of current block 

READ 

ID 

. - , 

x^. . \ 

X 

Block-level retrieval by relative address 


KEY 

- 

X 

X 

Block-level retrieval by key 

CNTRL . 

;'S.EEK 


X 

- -.Xj-. 

Seek to -current track or to track iridicated by SEEKADR 

WAITF 

“ ■ ' '' 


X ' 

X 

Wait on I/O completion; required after READ or WRITE 

NOTE 


- 

- 

X 

Access current relative block address 

POINT 

address-field 

- 

- 

X 

Position file to relative block address in address-field 


Except for the LBRET macro, filename is assumed for operand-1 ; operands listed are secondary. 
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OPEN 


15.7.1. Opening a Disk File (OPEN) 

You will use the OPEN imperative macro to open a disk file defined by the appropriate DTF 
macro instruction in order to initialize it (and its partitions, if any) before it may be 
accessed by the logical lOCS processor. The OPEN macro instruction calls the appropriate 
transient routines to perform the following functions: 

■ validating and completing the file or partition tables; - , 

■ validating or creating system standard labels; and 

■ reading or writing user standard header labels. 

If you define a DTFNI file to have more than one partition (by specifying two or more PCA 
keyword parameters and by coding the necessary DPCA declarative macros), you initialize 
all partitions by issuing an OPEN macro for the file. 

This is the forhrtat Of the OPEN macro: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

OPEN 

1 filename'-1 filename-n] ) 



<(1) > 



b 1 


Positional Parameter 1 : 
filename 

Is the label of one or more corresponding DTF declarative macroinstructions in 
your program. You may have as many as 16 files opened. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTF filetable. 
(You use (T) or 1 as the operand only when you have a single DTF.) 
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CLOSE 


15.7.2. Closing a Disk File (CLOSE) 

After you have completed your processing of a disk file, you must issue the CLOSE macro 
to check that all your I/O orders have actually been completed and to read or write the 
system standard and optional standard trailer labels; in other words, to terminate the file. 
Once you have terminated a file with the CLOSE macro (which calls a transient routine to 
perform all of these functions), you cannot access it again unless you issue another OPEN 
macro. An important point to note is that you do not terminate file partitions separately; 
once you have done with all the partitions of a file you intend to process, you terminate 
operations by issuing one CLOSE macro for the file that contains them. (For this reason, 
the partition name never appears as an operand of the CLOSE macro.) 

The format of the CLOSE macro is: 


LABEL 

A OP ERATION A 

OPERAND 

[name] 

CLOSE ^ 

^filename-1 [,...,fileharhe-n]'\ 

F 

l*ALL ; 


The three basic ways to code the CLOSE macro involve the use of symbolic addresses in 
the operand. 

Positional Parameter 1: 

filename 

Is the label of the DTF declarative macro in your program; there may be 1 or as 
many as 16 files named. 

(1) or 1 

Specifies that you have preloaded register 1 with the address of the DTF file 
table. You may use (1) or 1 when you have only one file to terminate. 

*ALL 

Specifies that all files currently open in the job step are to be closed. 
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LBRET 


15.7.3. Processing Optional User Labels (LBRET) 

You will. use the imperative macro LBRET in your label processing routine (whose symbolic 
address is specified to data management via the LABADDR keyword parameter of your 
DTP) to create^ retrieve, or retrieve and update optional user header dr trailer labels. Note 
that LBRET is the only data management macro your label processing routine may issue. 
The maximum number of each type of label your may process is eight. 

When your LABADDR routine receives control, data management will-have loaded general 
register 1 with the address of the I/O buffer for use In processing input and output UHLs 
and UTLs. You must always use register 1, even though you may have specified only One 
buffer with the IOAREA1 keyword; it is not possible to use a work area for processing user 
labels. 

Your LABADDR routine is accessed when the file is opened and again when it is closed; 
rejgister 0 contains the EBCDIC alphabetic character QJn its least significant byte when the 
file is opened and the character F when it is closed. Your LABADDR routine should be 
coded to access register 0 and to processtyour header labels when the register contains 0 
and your trailer labels when it contains F. 

Another point to remember is that user header/t'railer labels, if you have them at all, are 
maintained at the file level only; data management does not maintain them at the partition 
level. (For this reason, there is no LABADDR keyword parameter in the DPCA declarative 

macro^. ^ - -j- ■ ■ ■-. 

The format of the LBRET macro is as follows; 


LABEL 

A OPERATION A 

OPERAND 

[name] 

LBRET 




]2 > 



U) 


where: 

1 ^ . . .. :■ ^ ' , : ■ • 

Does not write or read a label; returns control to your program at the next 
instruction after the OPEN or CLOSE macroinstruction. 
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Writes a label to an output file or reads a label from an input file; then returns 
control inline to your program at the next instruction after the liBRET 2 
macroinstruction. ■ 


Writes back to disk the label just read and returns control to your program inline 
at the next instruction after the LBRET 3 macroinstruction. i 

TYPEFLE=INOUT must be specified in your DTP declarative macroinstruCtion, or the file 
processing direction reset for update processing with the SETF macroinstruction. 
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15.7.3.1. Creating Optional User Labels 

Your LABADDR label-creating routine delivers your standard user header or trailer labels 
to data management one at a time, up to the maximum of eight. Data management will 
write each label to the disk file. If you have specified LBRET 2, it will return control to your 
label routine after each label has been written, until the eighth label has been written to 
disk. Then data management will transfer control to you inline. If you are creating user 
labels, control returns to you at the instruction next after the OPEN macro call by which 
you initially opened the file for processing. If you are creating user trailer labels, of course, 
data management returns control to you inline at the instruction next after the CLOSE 
macro call by which you are terminating your processing of the file. (Remember that 
reading or writing optional user trailer labels is one of the functions performed by the 
CLOSE macro.) Remember also where labels are written: 

■ User header labels are written by the LBRET macro on the first track of each volume 
of a DTFSD file, and on the first track of the first volume of a DTFDA or DTFNI file. 
They are 80 bytes long; their simple format is shown in 14.2.4. 

■ User trailer labels are written on the first track of each volume of a DTFSD file and on 
the first track of the first volume of a DTFDA or DTFNI file, following your user header 
labels. Their format and content are similar to those of the user header label and are 
also shown in 14.2.4. 

When you have fewer than eight user labels of either type to create, you issue LBRET 1 
when you have created the last one. After it has written the last label to your disk file, 
data management will return control to your program at the instruction next inline after 
your OPEN macro call. 
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15.7.3.2. Retrieving or Updating User Labels 

If you need to retrieve your user labels for updating or other label processing, you will 
specify in the DTF the type of label processing you intend to perform (TYPEFLE=INPUT or 
TYPEFLE=INOUT), specify TRLBL=YES if you are going to process user trailer labels, 
specify the address of your label processing routine (LABADDR), and open the file with the 
OPEN imperative macro. (You do not use the UPDATE keyword parameter of the DTF; this 
is not related to label processing but affects data I/O.) 

When the file is opened, data management will deliver your user header and trailer labels, 
one at a time, to your LABADDR routine either until all existing user labels have been 
passed to you, or until you specify that you need no mote, by issuing LBRET T. 

Your label routine processes each label delivered by data management and then returns 
control to data management by issuing the LBRET macro with 1, 2,' or 3 for the positional 
parameter. 

If you want to terminate label processing short of the maximum (eight standard user labels 
of each type), you issue LBRET 1 when you need no more (this implies, of course, that you 
keep track). Data management then transfers control to you inlinb, to the instruction next 
after your OPEN macro call. 

When you are processing all your labels (but not updating them), you issue LBRET 2. Data 
management will retrieve the next label and pass it to your LABADDR routine. It will 
continue to do so until there are no more to process; then, after you have processed the 
last label, data management automatically transfers control to the next instruction after 
your OPEN macro call. 

When you are updating your user header and trailer labels, you issue LBRt 3 . Here, data 
management will update the label just read, writing the new label to disk in the place of 
the old. 
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SETP 


15.7.4. Accessing a Selected File Partition (SETP) 

When you open a multipartitioned DTFNI file for processing, the only one of its partitions 
that you may then access is PCAl, the partition defined in the DTF itself. All partitons of 
the file are initialized when you issue an OPEN macro for the file, but only partition 1 set 
active; you cannot access any partition other than this first one with the OPEN macro 
alone. To select another partition of the opened file, you need the SETP macro. 

The SETP macro acts to select the, new partition, but, it is important to remember that it 
positions you for processing this partition at its Qurrent position; that is, at the next 
accessible block after the point at which you were last processing. If you want to begin at, 
some other point, you will need to issue additonal macros, for example, SETS (15.7.5), 
POINTS (15.7,6), or POINT (15.7.1,8).^^^^^^^ ^ 

Once you have accessed a partition vvith the SETP macro, all subsequent processing 
continues on the selected partition until you issue another SETP macro. All other 
imperative macros with which you may process within a partition (POINT, POINTS, SETS, 
and NOTE) depend on you to select the proper partition before calling them. 

This is the format of the SETP macro; notice that it is the only imperative macro that may 
have a partition name in the operand- 


LABEL 

A OPERATION A 

OPERAND 

[name] 

SETP 

( filename I 

, ; ‘ ■■■ , i' . . 

1 ( partition name ) 



<(1) 




(l J 

^ (o ) 


Positional Parameter 1: 
filename 

Is the label of the DTFNI declarative macro that describes the already-opened file 
of which partition-name is part. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFNI file 
table. 
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Positional Parameter 2: 'J 

partition-name 

Is the label of the partition control appendage (PCA1 — 7) that denotes the 
partition you want to access. (This is, of course, the same thing as the label of 
the corresponding DPCA declarative macro for PCA2 — 7 and the label assigned 
to the partition defined by PCA1 within the DIFNI macro.) 

(0) or^o^' ; ’ . "T. ' 1 ^ - 

indicates that, you have preloaded register 0 vyith the address of the partition 
Table defined by the DTFN I keyvvord (fCAl — 7) that describes the partition you- 
want to access. ‘ , 

Each DTFNI file table maintains the address of the partition that is currently active; when 
you issue a SETP macro, data rnanagement modifies this current partition address to 
indicate which partition you have selected to be active for subsequent file accesses. (When 
you close the file, you have no further access to the file until you initialize it again yvith a 
subsequent OPEN macro, which once more sets PCA1 active.) 

If you have specified an index register (via the lOREG keyword parameter of your DTF), 
each SETP macro you issue wilf cause the index’fegister to be loaded for the partition you 
are accessing. (During the opening of a multipartjtioned file, only the index register for 
PCA1 will have been loaded.) 
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SETS 


15.7.5. Processing Subfiles within a Partition (SETS) . 

Within each partition of a DTFNI file, you may establish as many as 71 subfiles. Subfiles 
must be created sequentially, but you may access them at random for data retrieval. If you 
intend to use subfiles in the first partition (PCA1) of a DTFNI file, you specify the SUBFILE 
keyword parameter in the DTF; data management reserves one track of thefirst volume of 
the file for rrtaintenance of a subfile table. Sirhilarly, if you want subfiles supported for any 
of the subsequent partitions, you specify the SUBFILE keyword parameter in the DPCA 
declarative macros describing these partitions. 

Once you have selected the partition to be subdivided, the SETS imperative macro is the 
one that provides you with the ability to create and subsequently retrieve the data in the 
partition subfiles. This is its format: 


LABEL ^ “ 

A OPERATION A f 

OPERAND 

[name] 

SETS 

(■filename I | 

( subfilemo.) 



< (1) },< 

(0) [ 



ll ) ' 

lo ) 


Positional Parameter 1: 
filename 

Is the label of the DTFNI macroinstruction describing the file to which the 
subdivided partition belongs. 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the DTF file 
table. 

Positional Parameter 2: 
subfile-no 

Is the decimal integer number of the subfile (1 through 71) to be referenced. 
(0) or 0 

Indicates that register 0 has been preloaded with the subfile number. 
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The reason that the partition name does not appear in the operand is that the SETS macro 
expects that you have already selected the partition you want, by issuing an appropriate 
SETP macro before calling it. If you have not done so, or if the SETP macro you issue is for 
the wrong file or partition, data management sets the invalid subfile bit (byte 3, bit 3) in 
the error flag field of the DTFNI file table, referenced as filenameC (Appendix B). You 
should check this bit whenever you issue a SETS macroinstruction. 

What the SETS rriacro does is to maintain a partition-relative subfile table, on the track of 
the first volume of the file that you reserved by specifying SUBFILE keyvyord parameter in 
the DTFNI or DPCA macro. (This is either the first track on the volume or, when optional 
user labels are present, the first track after the user label track.) Data management uses 
this table to keep track, of the start of each subfile: the address of the record that starts it. 
No record is kept by data management of the end of a subfile; unless you keep track 
yourself of the record with which it ends, it is possible to process through a subfile to the 
end of the partition or logical EOF. 

The subfile table is not available for you to access, but you may examine it in a disk print 
taken with the system utility (SU) symbiont. To know its contents may help you visualize 
what the SETS macro is doing for you when you create or retrieve subfile records. There is 
one 6-byte entry in the table for each subfile, consisting of the relative block address of 
the record at the start of the subfile and, if the records are in blocked format, its 
displacement into the block. When you are creating a subfile, you issue a SETS macro to 
insert the address of the next available block or record as an entry in the subfile table. 
(Remember that you are creating subfiles sequentially, although you may retrieve the 
subfiles at random.) 

During retrieval, the SETS macro you issue moves the table entry for the subfile you have 
selected to the current relative address field of the DTFNI or DPCA file table; the file may 
then be processed between the limits of the current relative address of the start of the 
subfile and the logical end of the file dr partition. This selective positioning of a file for 
subfile processing is a useful ability to keep in mind. 

For creation of subfiles (output), the SETS macro must be issued following the output of 
the last record to each subfile. SETS for output indicates termination of the subfile. 

For retrieval of subfiles (input), the SETS macro should be issued prior to the first GET of a 
subfile record. SETS for input initializes processing to tHe start of a subfile. 
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15.7.6. Initializing Positidh of a File or Partition (POINTS) 

When you are processing within a file partition and want to get back to the start of it (that 
is, to resef the current relative block address trom its present value to the partition-relative, 
address of the first block of the same partition), you will use the POINTS macro that is 
designed to 'do just this. 

When you want to c/7a/7S'e partitions, you must first issue a SETP macro (15.7.4) to select 
the new partition, and then issue the POINTS macro to get to the beginning of that: 
POINTS initializes the reiative bldck address of the ct/rrem partition. " , 

This is the format of the POINTS imperative macro: 




label 

> A OPERATION A 

"OPERAND " ^ 

[name] ' 

POINTS ’ 

( filename ] " 



Positjonaj Parameter 1: , ;>l 

'filename ", ^ 

Is the label of the corresponding DTFNI , macroinstruction in your program. 

(1) or 1 

Indicates that register 1 has been, preloaded with the address of the DTFNI file 
. table. 


- LABEL « OPE'RANb A*' 

1 10 16^- ' . - v;''- ■ • • • . 


1 1 1 1 1 i 1 



5 

! 1 1 1 ! I*P ArET |C713| i 1 1 1 1 1 1 1 I ! 1 1 i 1 i 1 1 I 1 1 

1 1 1 i 1 i 1 


^SjjjH 



-J t 1 i L- L 1 

1 



7 

_J L_J 1 \ I L_J lJ 1 1 1 i Lj i 1 i 1 1 1 i 1 1 L_ 
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15.7.7. Forcing End-of-Volume Procedures (FEOV) 

When you are processing a DTFSD file for input or output, and want to discontinue short 
of the actual end of this volume and to begin processing the next, you issue the FEOV 
imperative macro. 

This macro initiates end-of-volume (EOV) procedures on the current volume, which -is 
closed just as if the actual EOV had been reached. Volume swapping is performed, and 
your next GET or PUT macroinstruction continues processing on the next sequential 
volume. The FEOV macro may be used only for DTFSD files; these have only one vOlume 
mounted at a time. It may not be used for sequentially processed files described by the 
declarative macro because all volumes are always online, and there is no "current 
volume" in the sense used here. . 

When you are processing sequential blocked input files and need to skip over the records 
remaining in a block in order to resume with the next block of the same volume, a 
different macro, RELSE, is available (15.7.13). 

This is the format of the FEOV macro: 


LABEL 

AOPERATIONA 

OPERAND 

[name] 

FEOV 

( filename ) 



<(1) \ 



(l ) * 


Positional Parameter 1; 
filename 

Is the label of the corresponding DTFSD maCroinstruction In the program. 

(1) or 1 

Indicates, that you have preloaded register 1 with the address of the DTFSD file 
table. 

Example; ' 


LABEL 

AoperationA 

OPERAND 

A 

1 


10 

16 


->JI L_J L_l i I 


riNiRI iL lEi s 1 \ 1 \ \ [ i 1 1 ! \ i 1 \ 1 1 \ \ 1 ! 1 1 1 i_ 


Treats the file described by the DTFSD macroinstruction, whose label is INFILE, as if 
logical end-of-volume address had been accessed. 
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15.7.8. Setting File Processing Mode (SETF) 

The SETF macroinstruction enables you to set the processing direction (change the type of 
file) for DTFSD files, or sequentially processed DTFNI files, described by the keyword 
parameter TYPEFLE=INOUT. You should not issue the SETF macro during your file 
processing; it should, instead, be issued between your terminating file processing (with the 
CLOSE macro) and your opening it again, or before the OPEN issued to the file at the start 
of your program. 

This is the format of the SETF macro:; 


LABEL 

AoperationA 

OPERAND 

[name] 

SETF 

C filename ] 

1, (INPUT ) 



](1) 

S < OUTPUT > 



(l J 

< (update) 


Positional Parameter 1: 

filename . 

Is the label of the DTFSD or DTFNI macroinstruction that defihes the INOUT file. 
(1) or 1 

Indicates that register 1 has been preloaded with the address of the DTFSD or 
DTFNI file table describing the INOUT file. 

Positional Parameter 2: 

INPUT 

Indicates that the INOUT file is to be set for input processing, without updating. 

OUTPUT 

Indicates that the INOUT file is to be set for output processing. 

UPDATE 

Indicates that the INOUT file is to be set for input processing, with updating. 
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15.7.9. Output of Sequential Disk Files (PUT) 

You will use the PUT imperative macro to create, extend, or update disk files processed 
sequentially. These are either files defined by the DTFSD declarative macroinstruction 
(15.5.1) or those files and partitions defined by the DTFNI and DPCA declarative macros 
(15.5.3 and 15.5.4). 

Essentially, the PUT macro handles record-level output for sequential files in either of two 
ways. It delivers an output record to data management in the current output area, if you 
are processing in IOAREA1 or IOAREA2. But, if you are building your output records in a 
work area (specifying WORKA=YES), the PUT macro delivers these to data management 
for writing to disk directly from there. Either way, the record is no longer available to you, 
once delivered. 

If your output records are unblocked, they are delivered singly to disk; if your records are 
to be blocked, data management handles blocking automatically for you from the work 
area. You must take care of blocking for variable-length blocks constructed in an I/O area, 
however, and you may optionally write out short blocks of fixed-length records. Both of 
these actions are easily accomplished: see 15.7.9.4 and the TRUNC imperative macro 
(15.7.10). 

When your output records are blocked, or when you have specified a standby I/O area 
(IOAREA2) but no work area, you must supply an index register via the lOREG keyword 
parameter of your DTF or DPCA macro so that data management has a place to put the 
starting address of the current record position in the output area (15.6.1 1). You do not do 
this when building records in a work area, because you specify its address every time you 
issue the PUT macro. And, if you are processing unblocked records in a single I/O area 
(IOAREA1), you may reference these directly by means of the name you have assigned to 
the area and do not need an index register. 

An important point to remember is that, after data management writes the current output 
data to disk from the output or work area, it does riot clear these areas. You must be 
careful either to clear the area yourself, or always to supply records — padded with blanks 
if necessary — which completely fill out the work area or I/O area. Otherwise, spurious 
characters left over from previous records may appear in your output data. When you are 
processing in a work area, it is freed for subsequent processing (but not cleared) each time 
data management moves an output record from there, into the I/O area for you. 

Sequentially processed DTFNI files with keys may also be easily output with the PUT 
macro; see 15.7.9.5. 
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This is the format of the PUT macro: 


LABEL 

AOPERATIONA 

OPERAND 

[name] 

PUT 

/filename:) 

( workarea) 




](1) > 





ll ) 

L (o 



Positional Parameter 1: 
fileriame 

Is the label of the corresponding DTFSD or DTFNI macroinstruction that defines 
the output file. 

(1] or 1 , 

Indicates that you have preloaded register 1 with the address of the DTF file 
table. . 

Positional Parameter 2: 
workarea 

Is the label of the work area from which the output record may be obtained. 
(0) or 0 

Indicates that register 0 has been prelbaded with the address of the work area. 

If omitted, indicates that you have chosea to reference the current record either by 
rfiearis or a register (lOREG keyword parameter) pr by directly accessing the data 
relative to the narne you have assigned to I OAR EAT. You may use the latter method 
only for unblocked records processed in a single I/O area. 

NOTE: 

When the work area is used, the keyword paranrieter WORi<A=YE^ must be present 
in the DTE stetement. 


15.7.9.1. Creating a Sequential Disk File 

The PUT macro gives you the ability td create a new disk file and then to process it 
sequentially: this amounts to using the disk file as a work file. You use the same DTF file 
table to describe the file when you createMt and when you process it; Such a file may be 
defined by a DTFSD or DTFNI declarative macro (15.5.1 or 15.5.3). The procedure is as 
follows: 

1. Define the file, specifying the DTF keyword parameter TYPEFLE=INOUT among the 
other parameters you need. 
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2. Open the file for output, using the OPEN macroinstruction (15.7.1); then create the 
file, using the PUT macro to write your records to disk. 

3. Close the file, using the CLOSE rnacroinstruction (15.7.2). 

4. Issuing the SETF rnacroinstruction (15.7.8), reset the file processing direction to 
INPUT or UPDATE. 

5. Reopen the file. ; ’ 

6. Retrieve your records sequentially, via the GET rnacroinstruction (15.7.12), or 
optionally, update them with pairs of GET and PUT macros (15.7.9). It is important to 
remember that when you update with the PUT macro, you may never change the 
record length. 

7. Close the file. 


The following coding example shows how you might do this for a file with the logical 
name INVNTRY. Once created as a TYPEFLE=INOUT file, the file is closed; after you reset 
the file processing direction to UPDATE, yoO reopen and update it by issuing paired GET 
and PUT macros to retrieve records and write them to disk. 

Example: 


LABEL AOPERATIONA OPERAND A 

1 10 16 


IiN,V,NTn2,V. 


DIT,R^T? 


1 1 * 1 I 1 ,J i 1 1 1 ! 1 f ! 1 t t 1 1 } 1 1 1 1 1 1 1 1 { I f 



1 11 1 


1 1*1 1 III 1 1 1 11 II ill j 1 i 1 II 1 1 II 1 j 1 . j 

-j.— i_i„j L_l 1 


-l-j J L__ 


1 1 ' I .L. 1 1 1 ! 1 1 1 1 1 1 1 1 1 i 1 1 i 1 1 i 1 i 1 1 i 1 1 



'T' , , , 


L-iEi ^CJ|TT ^ 1 1 i 1 1 1 i f 1 I 1 1 1 I i 1 1 i 

1 1 III 1 1 


— L-j-1 1 





— L-l- J : t, 


.....i. L*i r I 1 i .1 .1 1 1 1 i ! 1 1 1 r 1 1 1 1 1 1 i 1 1 1 1 ! ! 



I ( I 1 


i 1* 11 _i 1 J 111 1 1 i i ■ 1 1 1 1 1 1 ! 1 i 1 1 1 1 ! i I ( 

....... i 1 L_i 1 L__L_ 


a>fp.aNJi 


XifMiViNliT'iT^'Vf i i 1 1 1 ! I ! I 1 I 1 i 1 I 1 1 1 I j 1 I 1 I 

-J i .1 1 1 1 1 


_J 1 t_ 1 


1 1*11 1 1 I 1 1 1 ! ' I 111! til ! i 1 I 1 1 1 1 1 i 1 I 

1 ' 1 1 1 1 1 


1 1 11 


i 1 • 1 1 1 I r L 1 1 1 ■ 1 1 1 |. 1 1 ! f "1 Till It i 1 1 } 1 

— 1— 1 .J L_J L 1 


PlUT, , 


X^iNS/lNIi 1 IShVi 1 1 1 1 f 1 1 1 I 1 'i 1 1 1 1 1 1 } 1 1 I 1 1 1 

—L. 1 1 1 Ll L_ 


1 J 1 l__ 


I 1 * I 1 i 1 1 1 1 1 1 1 1 1 1 11 f : -1 1 [ 1 1 1 1 i 1 1 1 1 1 

— J 1 1 1 1 1 1 


! 1 1 I L_ 


L J L * 1 t 1 1 I 1 1 1 1 I 1 1 1 i 1 1 1 1 1 1 ^ 1 1 ! i 1 ’ I 1 1 1 

_J 1 1 1 1 i 1 


1 i 1 L_ 


1 1 I 1 f . 1 { 1 1 1 1 1 I 1 t 1 1 1 I ! i 1 t I 1 t 1 1 

— L,„l i„„„l 1 * i 


CiLiD^^E 


XiWv/iNi{T"ll2{Vi t 1 1 1 [ f 1 1 I 1 1 1 1 1 1 1 1 1 1 i .1 1 1 1 

-J L— L-.J Lj-,.1 


dl&T.F, 


XiN^V/ iNliTl R Vi 1 ^ 1 1 I { 1 1 1 f 1 1 I 1 I ! 1 1 i 1 

-.1 8 1 1 Lj L_ 

- 

^fREiN, 


IiNliViNlTTfRiVt 1 i 1 1' r 1 1 i ’i i i 1 i;. i i i 1 i i i i i i 
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LABEL AOPERATIONA OPERAND A 


1 10 16 


till [ 1 i 


6ienr, , 


1 1 1 1 11 (1 11 L_l ! \ 1 1 L_J l—i L 1 1 — L 

1 1 1 i ill 


1 1 •• 1 


i 1 1 1 1 1 1 1 i 1 1 1 -1 1 1 111! 1 1 i I i 1 1 — 1 1 i — 1 — L_ 

1 i i 1 ill 


1 1^1 i 


1 1 t 1 1 1 1 1 1 1 1 1 ‘ 1 1 1 -1-1 l' 1 i 1 1 t, l_l— i 1 1 -L- 

1 1 I 1 I 1 1 


1 i»i 1 


1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 ill! Lj 1 1 I 1 1 1 1 1 1 1— 

i 1 i 1 1 1 i 


PlU,T. , 


Ni’TI’Pi^ I 1 1 1 1 1 1 t 1 ■!_ 1 1 1 i 1 1 1 1 L—i 1 i__j 1 L- 

1 1 1 1 1 1 t 


CiLiPi^iE 


IiN1|\/MTTRiYi I 1 l__l 1 1 1 1 1 1 1 1 1 1 1 1 1 1 \ 1 — 1 — 1 — 1 — L_ 


1. Other DTF keyword parameters, including required keyyvords not pertinent to the 
example, are not shown. 

2. Must be INOUT file 

3. Other parameters are not shown. 

4. Creating file, using disk as work file 

5. Now reset file processing direction to update and reopen file 

6. Issuing paired GET/PUT macros to retrieve records, update them, and rewrite to 
disk. 

7. Terminate file; cannot be accessed until reopened. 


15.7.9.2. Updating and Extending an Existing Disk File Processed Sequentially 

The logical end of a disk file — the relative block number of the last data block — plus 1 is 
recorded by data management in the DTF and in the format 2 label of the file as its end- 
of-data (EOD) address. (See D.3.2.) In a DTFSD file, this address is also called the logical 
end-of-file (EOF) address. No EOF sentinel or other flag is recorded in the data area of the 
file to mark this point, and there is no data record in the block at the EOD address. 

When you are sequentially processing a nonindexed disk file in an update mode (that is, 
you have specified UPDATE=YES in the DTFSD or DTFNI declarative macro), you may 
extend the file beyond its current EOF record by the following procedure, which you will 
include in your end-of-file routine. (When you issue a GET macro and an end-of-file 
condition is detected, control returns to you at the address specified by your EOFADDR 
parameter in the DTF. You may not extend a file beyond its current volume by this means, 
but see 15.7.9.3.) 

1. Issuing a GET macro, you place the record to be added to the file in the I/O area 
(lOAREA 1 or 2) or in the work area you have specified. 

2. issue a PUT macro, which causes the new record to be added. 
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3. Issue another GET macro and follow it by a PUT macro; this will output the next 
record to be added to the file. 

4. Terminate the file by issuing a CLOSE macro when you have completed all your 
additions to it (15.7.2). 

An important point to remember is that you must have anticipated the eventual need to 
extend this file and provided for extension by the appropriate job control statements issued 
at the time you originally created it. Extension is done automatically for you by data 
management through the disk space management routines of the OS/3 supervisor; you 
never need to call the supervisor EXTEND macro in your program; 

Another point to remember is that you must not issue Two PUT macros in succession in 
the update mode; this will be flagged as an invalid macro sequence (byte 0, bit 6 of 
///e/7a/77eG (Appendix B)). 




15.7.9.3. Extending an Existing DTPS D Output File 

Extending a sequential file within your EOFADDR routine is discussed in 15.7.9.2. You 
have another means available for extending an existing sequential file: processing it in the 
output mode (that is, by specifying TYPEFLE=OUTPUT in the DTPS D declarative macro, or 
resetting the direction of file processing to OUTPUT with the SETF imperative macro 
(15.7,8)). This procedure also requires that you issue appropriate job control statements, 
which are discussed in what follows. 

First, the current last volume of the file is mounted; for a disk file described by the DTFSD 
declarative macro, this is always a specific volume because only one volume is mounted at 
a time. (All volumes of a DTFNI file^ processed sequentially or not, are always online.) 

When you issue an OPEN macro for the file, if you have specified the appropriate job 
control statements, data management will position the file to its current logical end-of-file 
(EOF) address. 

You then issue the PUT macros necessary to add records beyond the current logical EOF. 

If you need them, allocate additional disk volumes to the file, and you may continue to 
extend it beyond its current last volume to subsequent volumes. 

The OS/3 job control statements you need to specify to extend a sequential disk file by 
this method are discussed in detail in the job control user guide, UP-8065 (current 
version). Briefly, what you need in your device assignment set is an LFD statement that 
contains the logical name of your file (the name by which your program references it) and 
indicates by an EXTEND (third positional parameter) that the extend mode of processing is 
to take place: the sequential file will be extended by appending the new records to the 
present end of the file. 

It is important for you to remember that all LFD names within a job step must be unique; if 
more than one file is given in the same name, only the last one to be specified is available 
for any operation — including extension by this method. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 1 5-80 

BASIC DATA MANAGEMENT 


15.7.9.4. Output of Blocked Recbrds, Sequential Disk Files 

As you are forming variable-length records for output to a sequentially processed disk file 
via the PUT macro, you will be determining the length of each record and placing this 
information in the first two bytes of the 4-byte record descriptor word (RDW), at the head 
of each record (14.3.2). This information is contained within the record and is always in 
the I/O area whenever the record is. ' - : 

When you are outputting variable-length blocked records from an I/O area to disk and are 
not using a workarea, you must test whether the next record will fit into the remaining 
space in the I/O area before you issue the RUT macroinstructien for it. Data management 
informs you of the amount of space remaining in the I/O area after each variable-length 
record is moved in by a PUT macro; it does so by placing the number of bytes of residual 
space into the general register you have* specified (via the VARBLD keyword parameter of 
the DTFSD or DTFNI macro or the DPCA macro (11.6.34). If you find that the next record 
will fit, add it to the current block with the PUT macro. If you find that it will not, you 
instead issue a TRUNC macro to write out the current block to disk and free the entire I/O 
area for building the next (15.7.10). Data management will calculate the block size and 
will enter it into the first two bytes of the 4-byte block descriptor word (BDW), as explained 
in 14.3.2, before writing the block to disc. ’ 

On the other hand, when you are forming yotir variable-length bldcked records in a work 
area, each PUT macro you isSue causes data managethent to test whether the record it 
moves will fit into the I/O area. If it will, it is added to the bldck currently being built; if it 
will not fit, data management first writes out the current block and then starts a new block 
with the current record. 


15.7.9.5. Output df Sequential DTFNI Files With Keys 

Files defined by the DTFNI declarative macro and processed sequentially may have a key 
associated with each d/oc/: of data. Before you issue a PUT macro to output such a block 
to disk, you must place this key at the head of the block (just as you would before issuing 
a WRITE macro with an ID positional parameter for direct access method output of blocks 
with keys). When you issue the PUT macro, data management will write the key and data 
portion of the block to disc. Subsequent sequential retrieval of blocks having keys (via the 
GET macro) will, similarly, cause transfer of both the key and data. Remember that data 
management will perform the normal blocking and deblocking for DTFNI files processed 
sequentially. 

Another point to remember is that, when you are creating or updating nonindexed files 
with keys, using the PUT macro, you must specify the key length via the KEYLEN keyword 
parameter of the DTFNI or DPCA macroinstruction (15.6.1 3). 
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15.7.9.6. Optional Sequential Output Files 

When you have a program that you anticipate will not invariably be called on to process a 
particular sequential output disk file each time it is executed, you should designate this file 
as optional by specifying OPTION=YES in the DTFSD or DTFNI macro (15.6.16). On the 
occasions when you do not require the file to be Output from your program, you need 
merely omit the device assignment set of job control statements that usually allocate the 
file to a disk. When your program executes the OPEN macro for the optiohal file, the OPEN 
transient marks the file as optional, and it disables the PUT macro rhechanism so that no 
I/O is performed. 

You should not forget to specify the OPTION keyword parameter for an optional file: if you 
do forget, and the file has hot been allocated by job control when your program is 
executed, it is impossible to process the file. Data management will transfer control to the 
address of your error routine. 
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15.7.10. Output of Short Variable Blocks to Sequential Disk Files (TRUNC) 

The TRUNC imperative macro is used with sequentially processed, variable-length, output 
files, defined by the DTFSD or DTFNI macros, to enable you to write short blocks of output 
data to disk. Its use is mandatory with variable-length, blocked records that you build in 
the output I/O area. Its function is to notify data management that the block currently 
being built is to terminate and is to be written out to disk. Data management calculates 
the block size and inserts it in the first two bytes of the block descriptor word (BDW) 
before it writes the block to disk. 

When you have formed a variable-length record to be added to the block building in the 
I/O area, you must determine whether there is room for it in the remaining space in the 
I/O area before you issue the PUT macro. You compare the current record length, which 
you have placed in the first two bytes of its record descriptor word (RDW), with the 
number of bytes remaining in the I/O area. (Data management informs you of the space 
left in the I/O area by placing the number of bytes of residual space in the general 
register that you designated by specifying the VARBLD keyword parameter in the DTFSD, 
DTFNI, or DPCA macro (15.6.34); it updates this number each time a variable-length 
record is added to the current block by a PUT macro.) 

If the current record will fit in the space remaining, you will issue a PUT macro to add it to 
the current block. But if it will not, you issue a TRUNC macro to write the current block to 
disk and to free the I/O area for building the next block. A subsequent PUT macro will 
then start off the next block with the current record; the TRUNC macro resets the lOREG 
index register to point to the new current area address of the next available output I/O 
area. 

This is the format of the TRUNC macro; 


LABEL 

A OPERATION A 

OPERAND 

[name] 

TRUNC 

( filename ) 



](1) [ 



( 1 ) 


Positional Parameter 1; 
filename 

Is the label of the corresponding DTFSD or DTFNI macroinstruction in the 
program. 

(1) or 1 

Indicates that register 1 has been preloaded with the address of the DTF file 
table. 
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Example: 



Sends to the output device the short block of records accumulated by PUT 
macroinstructions since the last TRUNC.was issued or since a full block of records was 
sent automatically to the output device for the file described in the DTP macroinstruction 
whose label is OUTPUT. 
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15.7.11. Random Output of Records to Disk (WRITE) 

The WRITE imperative macro is a block-level output processing macro that, in its various 
forms and uses, provides you with the following capabilities with randomly processed disk 
files defined as output files by the DTFDA or DTFNI declarative macros, or as input/output- 
files by the DTFNI macro: 

■ creating a newly allocated file; 

■ updating a previously created file by rewriting blocks to their original locations; 

■ extending a file by generating data blocks in space newly allocated to it; 

■ overwriting unwanted data in an expired or newly allocated file; 

■ recording the logical end of a file or partition; and 

■ moving the disk access arm to a new track and ensuring that the new track is 
initialized. 

Three forms of the WRITE macro output a block from main storage to disk; the main 
storage address from which your data is written is contained in the location specified by 
the IOAREA1 keyword parameter of your DTF. Its input counterpart for disk files that may 
be processed randomly is the READ imperative macro, which is also a block-level 
processing macro (15.7.14). 

Because these two operate a block-level, you must control any record blocking and 
deblocking that may be necessary, as OS/3 data management handles this function 
automatically for you only for sequentially processed DTFSD and DTFNI files. 

For disk files you define with the DTFDA macro, of course, this is no problem, as only 
unblocked record format (fixed- or variable-length) may be specified for these files. For 
randomly processed DTFNI files, however, in which you may have blocked records, you will 
need to control their blocking and deblocking with the PUT and GET macros, used in 
conjunction with READ and the WRITE,KEY or WRITE,ID form of the WRITE command 
(15.7.11.4 and 15.7.11.5). 

In all uses, you must issue a WAITF imperative macro (15.7.16) after each READ or WRITE 
macro you issue, to ensure that the intended data transfer has taken place, before issuing 
another imperative macro. Remember also that none of your transferred records will be 
check-read for parity unless you specify the VERIFY=YES keyword parameter in your DTF 
macro; check reading necessarily increases the execution time for each WRITE operation 
(15.6.33). 



\-»r-o\-/v/o ricv. 


I 0-00 


orcnni wo/ o 

BASIC DATA MANAGEMENT 


Another DTF keyword parameter involved is IDLOC, which enables you to have the relative 
disk address (ID) of your block returned to a specified field. The form of the returned ID is 
governed by your specification of another DTF keyword parameter, RELATIVE, which you 
might also review (1 5.6.22). The uses of the IDLOC keyword parameter are explained in 
15.6.7 and further ..discussed in what follows. 
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15.7.11.1. Creating a Random Disk File by Sequential Load (WRITE, AFTER) 
This is one form of the WRITE command you may use to create a file: 


LABEL 

AOPERATIONA 

OPERAND 

[name] 

WRITE 

( filename') ,AFTER 



](1) [ 
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The second positional parameter, AFTER, specifies that the current block in main storage 
is to be written as the next sequential block on the current track and that the remainder of 
the track is to be cleared. If this current block, when written, occupies the last position on 
the track, data management sets the last block on track accessed bit (byte 0, bit 0) in 
filenameC after completion of the WAITF macro. (See Appendix B for the details on 
filenameC.) You should check this bit after each issue of the WAITF macro, and be 
prepared to move to another track if it is set, using, for example, the WRITE,RZERO form of 
the WRITE command (15.11.2) or the CNTRL imperative macro (15.7.15). 

You should review the AFTER keyword parameter of the DTFDA and DTFNI declarative 
macros; this parameter must be specified when you use the WRITE,AFTER form of the 
WRITE command and precludes your use of the WRITE, ID function (15.7.11.4). Data 
management does not automatically preformat the file at OPEN when AFTER=YES is 
specified. 

In the first positional parameter, filename represents the label of the DTFDA or DTFNI 
declarative macro; (1 ) ox 1 indicates that you have preloaded general register 1 with the 
address of the DTF file table. The first positional parameter is specified in the same way 
for all forms of the WRITE command and will not be discpssed further. 

If you want to store the relative disk address or ID of the next block in the file or partition 
you are processing, you would specify the IDLOC keyword parameter in the DTF (15.6.7). 
The form in which this ID is returned to you is governed by your specification of another 
keyword parameter, RELATIVE, which you should review (15.6.22). 

You have two basic ways of using the WRITE,AFTER imperative macro to create a new 
direct access disk file; a simple sequential load process that proceeds from the file start 
through all the tracks in succession, and another use, in conjunction with the 
WRITE,RZERO macro (15.7.11.12), which enables you to select the tracks to be filled in 
whatever order you choose. Because the WRITE,AFTER macro (having written a block to a 
file on a variable-sector 8411, 8414, 8424, 8425, 8430, or 8433 disk) then overwrites the 
remainder of the current track with binary O's, you may also use it (with or without the 
WRITE,RZERO macro) to expunge unwanted data from an existng variable-sector disk file. 
You cannot do this if the file resides on the fixed-sector 8416 disk in OS/3. 
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When you open a newly allocated direct access file the first time for output, the OPEN 
transient positions you automatically at the head of relative track 001. If you are going to 
use the WRITE,AFTER macro, you have specified the AFTER keyword, and no 
preformatting has been done (if the file is on a variable-sector disk). If you issue 
successive WRITE,AFTER imperatives, each followed by a WAITF macro (15.7.16), you 
effect a sequential loading of your file, in the simple order in which you present your 
blocks to data management. You do not use the SEEKADR field's contents to control this 
macro, for the WRITE,AFTER macro used this way automatically shifts from track to track 
and cylinder to cylinder sequentially. However, you must arrange to move the contents of 
the IDLOC field (to which the following WAITF macro returns the ID of the next block in 
physical sequence in the file) into the SEEKADR field in order for this method to work. 
(One easy way for bringing this about is to define the IDLOC and the SEEKADR fields as 
the same area in main storage, as described in 15.6.7.) The file-filling sequence continues 
until you reach logical end of volume and an error condition in fUenameC indicates that 
you have exhausted your file space, unless you have terminated loading sooner (as, for 
example, when reaching logical end of file (EOF) in your input file). You do not, in this 
method, need to test for setting of the last block on track accessed flag in filenameC 
because of the automatic movement to the head of the next track that data management 
performs. , 

You do need to keep your finger on track fill, however, when you use the WRITE,AFTER 
macro in the second method mentioned, for this controls your issue of the WRITE,RZERO 
macro to select the next track to be filled. 

You should note a few more points about this method. The first is the last block on track 
accessed flag is set by OS/3 after you have issued the WRITE,AFTER macro that writes 
the block in the last position of the current track; in some other data management 
systems, this flag is not set until you issue a macro to write the next block, which will not 
fit on the track. : 

Another point is that the setting of this flag must be tested for in your program inline 
because accessing the last block is not a condition that causes control to transfer to your 
error routine: if you test fHenameC for this flag only in your error routine, you will miss it. 
A third point is, that, although the WRITE,AFTER macro does not require a seek address to 
guide it, the WRITE,RZERO macro does; you must, therefore, arrange to increment your 
SEEKADR fields's contents to the new relative track address you want before you issue it. 
You will probably have specified re/af/Ve track addressing (RELATIVE=T) when you use this 
method for creating a file with WRITE,RZERO and WRITE,AFTER, but you may also use 
relative record addressing (RELATIVE=R), although this is harder to control. 

One final point is most important if your file resides on an 8416 disk. Because of the 
fixed-sector format of this disk in OS/3, the action of the WRITE,AFTER macro is 
significantly different from the foregoing description in that the macro, having written a 
block, does not set all fields to binary 0 in the remainder of the blocks on the track. On the 
8416 disk, moreover, there is no record 0 at the head of the track from which data 
management can be informed of the amount of unused space. For these reasons, you 
must always fill each 8416 disk track completely when you use the WRITE,AFTER macro. 
If you write only the one block at the head of the track, for example, and then pass on to 
another track, the residual data in the 39 remaining blocks is still there and may produce 
unpredictable results when your program encounters it in later retrieval operations. 
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15.7.11.2. Selecting and Initializing a New Track {WRITE,RZERO) 

The form of the WRITE command to use for moving the disk access arm to a new track, 
and ensuring that the new track is initialized is: < 


, LABEL 

A OPERATION A 

OPERANO- 

[name] 

WRITE 

f filename ), RZERO 





Here, the second positional parameter, RZERO, specifies that data management will 
position the file for subsecjuent processing at the relative track address you have preloaded 
into the field specified by the SEEKADR keyword parameter of your DTP (1 5.6.24). This 
means that you have selected a new track, or that the track specified is to be treated as a 
new track, and that writing will begin at the first record on this track. Note that this form 
of the WRITE command does not actually output a record: it merely repositions the file so 
that you may write the subsequent records beginning with the first record of a new track. 
For writing the next record, you must follow this form with the WRITEiAFTER form of the 
WRITE command, (15.7.11.1). 

Because the WRITE,AFTER macro clears the rest of the current track, this 
WRITE,RZERO/WRITE,AFTER combination is one you may use to create a new file or to 
overwrite (or erase data from) an expired or newly allocated file on a variable-seetor disk. 

If you want to store the relative disk address, or identifier (ID), of the nextblock in the file) 
or partition you are processing with the WR1TE,RZER0/WRITE,AFTER macros, you Would 
specify the IDLOC keyword parameter in the DTF (15.6.7). The form in Which this ID is 
returned to you is governed by your specification of another keVwofd'parameteri 
RELATIVE, which you should also review (1^6.22). No ID is'returned by the WAITF macro 
that follows the WRITE,RZERO macro; the contents of the IDLOC field are unchanged. 

Use of the WRITE,RZERO macroinstruction requires that you specify AFTER=YES in your 
DTF; because data management does not preformat the file on. a variable-sector disk When 
this keyword -is specified, you may not issue the WRITE,ID macroto it. . 
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15.7.11.3. Recording the Logical End-of-File (WRITE,AFTER,EOF) : 

This form of the WRITE macro may be used to record the logical end of data or end-of-file 
address in the DTF. Data management also records it in the disk format 2 label: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

WRITE 

( filename ) , AFTER, EOF 



](1) [ 
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The logical end-ofTfile (EOF) or end of partition is the relative disk address of the block one 
ZjeKonc/ the block (containing data) that is written the farthest or deepest into the file or 
partition. It is the address one block beyond the highest ^i/seof relative disk address, and 
there is no data that belongs tp your file there. Data managernent uses this address, 
which it also knows as the end-of-data' |D (EODID), to prevent your reading extraneops 
data outside of the limits of the current., partition or file space on disk, arid it records the. 
EODID..jn the disk format 2 label. (See D.3.2.) - , 

If you issue a READ,I[:) macro that references a block whose relative disk address exceeds 
the EOmp, data management sets the /nva/Zc/ /D flag (byte 0, bit 1) ip ///enameC, issues 
error rnessage pM24, a npl branches to your error routine. (See Appendix B.) You rpay, on , 
the Other hand, wr/te at or beyond the current logical end of file, if you,, have provided for 
file extension. , , 

Ybu should not need to issue the WRITE,AFTER,EOF macro in a new prograrri written in 
OS/3, because data management automatically keeps track of the progress your program 
is.^making as, it fills fhe file, and automatically repords, the EODID onfile cIpse. However, if 
you have a program coded for some other system where it was necessary for you to issue 
the macro, you need not remove your WRiTE,AFTER, EOF macro call frorn it. 

The WR!TE,AFTER,EO^^ macro does not output a block, nor does it makp an ID return rto 
ttie IDLOp field. It is however, necessary for you to place Jn the SEEKADR field the relative 
disk address of the block that data management is, to use in calculating and recording the 
EODID. Usually, this is the address of the block just written. 

Note, hovyever, that the jpart/t/o/? name is never used in the first positional parameter. If 
you need to know where the end of a subfile occprs within a partition, you must maintain 
ypur Own end-of-subfile data record; data management does not provide this serviceiTo 
you. On the contrary, it is possible to process through the , end of a subfile to the logical 
EpF or end of partition. , . , 

Remerpber to specify the keyword parameter AFTER in the DTF when you intend to Issue 
tlie WRITE,AFTER,EOF form of the WRITE macro (15.6.2); otherwise it will be flagged as 
ah invalid macro {b'^Xe 0. b\X Q 6i fUenameC). 
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15.7.11.4. Creating or Updating Blocks by Relative Disk Address (WRITE.ID) 

You may use the following form of the WRITE imperative macro for creating a direct 
access file or for updating an existing one on disk: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

WRITE 

(filename) , ID 



]{1) > 
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The second positional paraitietef, ID, specifies that a search is to be made in the output 
file for a bldOk whose relative disk address (ID) matches the content of the SEEKADR field 
in your program (l 5.6.13). The ID you present to data management in this field may not be 
negative or zero; it must be in the form you specify vyith the RELATIVE keyword parameter 
(15.6.22); If you issue the WRITEJD macro to process a file, you must specify thd WRITEID 
keyword parameter in the DTFDA or DTFNI dsclsrative macro defining the file (15.6.35); 
the AFTER keyword must not be specified (15.6.2). If the blocks ih your file are keyed, you 
must specify the length of these keys with the KEYLEN keyword parameter (15.6.13). 

Before you issue the WRITE,ID macro, you must ensure that the correct relative disk 
address is contained, as a fixed-point binary nurhber in thd form you have specified with 
the RELATIVE keyword, in the 4-byte SEEKADR field in your pfogranh. If you define the 
IDLOC and the SEEKADR fields to be the same physical area in main storage, data 
management is, in effect, providing a new relative disk address to your WRITE, ID macro 
automatically. (Refer to 15.6.7.) 

In addition to providing your WRITE,ID macro With the correct ID, you must have the new 
block already formed in the I/O area before you issue the macro. If your file contains keys, 
moreover, you rnust place the key of each block in the I/O area ahead of the record proper 
(or ahead of a string of blocked records), allowing for the block descriptor and record 
descriptor words (BDW and RDW) as appropriate. In executing the WRITE,ID macro, data 
management locates the relative disk address you have specified (if it can) and writes the 
entire block at the location, including its key if yours is a keyed file. 

Following your issue of the WRITE, ID macro — or of any form of the WRITE macro — you 
must issue a WAITF macro before issuing any other to the file. This is necessary to ensure 
that the intended I/O is completed. Among other things,’ the WAItF macro returns the 
relative disk address of the next block in physical sequence in the file to your IDLOC field, 
if you have specified this keyword, in the form you have specified with the RELATIVE 
keyword. If the relative disk address specified is not located, data management set the 
record not found flag (byte 1, bit 3) in filenameC, which you should test in your error 
routine when you are updating a file. If the block written by the WRITE,ID macro occupies , 
the last possible position on the current track, data management sets the Vast block on 
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track accessec/ flag (byte 0, bit 0) in filenameC, but, because this is notan error condition, 
control does not pass to your error routine. If you are controlling movement through your 
file by incrementing the relative track number when you reach the end of track, you must 
test for the setting of this flag inline. 

There are two ways to use the WRITE,ID macro to create a new direct access file: a simple 
file-filling operation that uses this macro alone, and an operation writing on specific tracks 
that you select and move to, via the CNTRL macro, followed by the WRITE, ID macro. 

When you open a new DTFDA or DTFNl file for the first time for output on a variable- 
sector disk,* unless you have specified AFTER=YES in the DTF (15.6.2), the OPEN 
transients preformat every track in the file, writing the count fields throughout at intervals 
corresponding to your specified block size, and then position you at the head of relative 
track 001, ready to write the first block. By providing your WRITE,ID macro with the 
relative disk address for the first block, and thereafter incrementing the contents of your 
SEEKADR field, you may fill your file at will, in any sequence oi relative track or relative 
record addresses. If you simply increment the relative record number in the SEEKADR 
field, for example (having specified RELATIVE=R), before each WRITE,ID macro issued, you 
achieve a file load in the simple sequential order in which you present your blocks. In this 
circumstance, you have no need to test for the last block on track accesset/ flag because 
data management automatically shifts you to the head of the next relative track. When you 
close the file, data management records the end-of-data ID in the DTF file table and in the 
disk format 2 label; you do not need to issue the WRITE,AFTER,EOF imperative macro for 
this.f On the other hand, if you need to structure the data in your direct access file in 
such a way that you must skip relative track 001 or certain other tracks during its initial 
loading, the first imperative macro to issue after opening the file might be the GNTRL 
macro (15.7.15), guided by a relative track address you have placed in the SEEKADR field 
to position you to the head of the first track you wanted to receive your data. After 
execution of the CNTRL macro, simply issue successive WRITE,ID macros, incrementing 
the record number in the SEEKADR field until end of track; then increment the relative 
track number before issuing the next CNTRL macro. (You cannot pair the WRITE,ID macro 
with the WRITE,RZERO macro for this mode of processing, because this macro also 
requires you to specify AFTER=YES in your DTF, and this is incompatible with using the 
WRITE, ID macro.) 

Updating an existing direct access file with the WRITE,ID macro is conceptually different 
from creating a new one, although the action of the macro is the same. One thing to keep 
in mind, however, is that the new block is written in the place of the old one on disk, and 
data management requires that it be the same length. New blocks written to an existing 
file must have the same length as existing blocks. The BLKSIZE specification is checked at 
file open time against the block size recorded in the disk format 1 label; if these are 
unequal, data management issues error message DM17 (INVALID BLOCK SIZE SPECIFIED) 
and branches to your error routine. (Refer to Appendix B.) 


*The variable-sector disks used with OS/3 data management are the SPERRY UNiVAC 8411. 8414, 8424, 8425, 8430, 
and 8433 Disk Subsystems. The SPERRY UNIVAC 8415, 8416, and 8418 Disk Subsystems are fixed-sector disks and 
are already preformatted at OPEN time. 

In fact, because this macro requires that you specify the AFTER keyword in your DTF, and you cannot issue the WRITE,! D macro if you 
do, you cannot use WRITE, AFTER,EOF. 
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If you knoiA/ the relative disk addresses of all the blocks that require updating, and you 
have the update information formatted to replace the entire block (including its key, if this 
is a keyed file), then you need not read your existing blocks intd main storage. You need 
merely issue successive WRITE,ID macros to update the file, providing the relative disk 
addresses in the order of the update information in your input file. 

On the other hand, if you must read the old blocks to determine whether dr where to 
update them, you either would issue the READ, ID macro, process each incoming block, 
and then issue the WRITE,ID macro to update each block that requires it, or you would 
issue the READ,KEY macro followed by the WRItE,KEY macro. Remerhber the difference 
between the IDs returned after execution of the two different READ rhacros, and plan your 
use of the IDLOC field contents accordingly (Table 15 — 5). To equate the IDLOC and 
SEEKADR fields in update mode is not good practice. 

Another point to keep in mind about updating a keyed file is that you must not only specify 
the length of keys with the KEYLEN keyword parameter in your DTP, but you must also 
provide a key for each updated block in ydur I/O area. Both the key and the data fields of 
the block on disk are updated when you specify this keyword. 

Data management does not provide you a direct means of changing only the key of a block 
on disk. You may do so with the WRITE,ID macro only by presenting data management 
with a block in main storage that contains’ a new key field and a data portion that is 
identical to that already on disk. Of course, this can be done by reading in the whole block 
in question and updating only the key field before copying it all back to disk with the 
WRITE,ID macro. (You must not attempt this with the READ,KEY/WRITE,KEY macros, 
because with this pair you should not change the key of a block before returning it to the 
disk file.) • ^ ' 

A massive update of a direct access file with the WRITE,ID macro may be made rhore 
efficierit if the update information 's presented in the physical order of the blocks that it is 
intended for on disk; this is especially true if the file has been created by using record • 
interlace and a LACE factor tailored to the updating program (15.6.8). Having a keyed file 
precludes this possibility, because you canriot create a keyed file without specifying the 
KEYLEN parameter, and you cannot use record interlace if you do. In deciding whether to 
lace a direct access file that does not contain keys, you need, of course, to consider the 
additional co§ts of sorting your input file before using it in your update program. 
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15.7.11.5. Rewriting Randpmly Retrieved Blocks to Disk (WRITE,KEY) 

When you want to effect a direct-access rewrite, or updating, of a block that you have just 
retrieved with the READ,KEY form of the READ command (15.7.14.2), you wiM use this 
form of the WRITE macro: 


LABEL 

A OPE RAT ION A 

OPERAND 

[name] 

WRITE 

( filename ) , KEY 



|(1) \ 



ll ) ■ . 


Here, the second positional parameter, KEY, specifies that the block just read by a 
READ,KEY macro is to be rewritten to its original location on disk. Both the key and the 
data field will be updated. Remember to specify WRITEKEY=YES in. your DTF (15.6:35). 
You should also remember that if the new block is longer than the old, the new block will 
be truncated; if the new block is shorter, data management will pad out the original field 
with binary zeros. In either case, the wrong length error flag (byte 1, bit 5) will be set in 
filenameC (Appendix B). You should check this bit after issuing the WAITF macro that 
must follow each WRITE, KEY macro. 

Another point to remember is that, because each block to be rewritten by the WRITE,KEY 
form must first be retrieved by the READ,KEY macro, consecutive issues of the WRITE,KEY 
form constitute ai sequence error and will be flagged as an invalid macro sequence \byXe 0, 
bit 6, of filenameC). 

Because the WRITE,KEY macro does hot conduct a search but relies on the search made 
by the preceding READ,KEY macro, it is not possible to add new records to a file with the 
WRITE,KEY macro alone. It is guided neither by the contents of the SEEKADR field nor by 
the contents of the KEYARG field. The only way the WRITE,KEY macro could be used to 
create a new file would be to originally create one whose keyed records contain blank or 
zero-filled data portions and then use the READ,KEY/WRITE,KEY combination to overwrite 
each null data portion with actual data. But this would be an inefficient and unnecessary 
way to go about creating a file. . 

If you want to store the ID of the block updated by the WRITE,KEY macro, you should 
specify the IDLOC keyword parameter in your DTF (1 5.6.7). The form in which this relative 
disk address is returned to you is governed by your specification of another DTF keyword 
parameter, RELATIVE, which is described in 15.6.22. 
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15.7.12. Retrieving Records From Sequentially Processed Disk Files (GET) 

You use the record-level GET imperative macro to obtain records of all types, one at a 
time, from DTFSD files or from sequentially processed DTFNI files, opened for input 
processing. Data management reads the records, automatically deblocks them if they are 
blocked, and delivers each unblocked or deblocked record to you. If you are processing in 
an I/O area, it places the records there, one at a time; if you are processing in a work 
area, it delivers the records there from the I/O area. 

When you use a work area, you must remember to specify WORKA=YES in the DTF 
declarative macro (15.6.35). Because you specify the address or label of the work area to 
be used each time you issue the GET macro, you may use more than one work area, and a 
different one each time. 

When your input records are blocked, and you have no work area, or if you provide two 
I/O areas, you must also provide an index register (using the lOREG keyword parameter of 
your DTF (15.6.11)), into which data management places the starting address (in the I/O 
area) of the next available record. An index register should not be used to keep track of the 
current work area, because you specify this with each GET macro; if you elect to use two 
or more work areas, it is important to use them consistently. 

This is the format of the GET macro: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

GET 

/ filename ) 

( workarea ") “ 




|(1) [ 

,1(0) V 




(1 ) 

L 1 0 j J 



Positional Parameter 1: ■ 

filename 

Specifies the label of the DTFSD or sequentially processed DTFNI declarative 
macroinstruction. 

(1)or1 

Indicates that you have preloaded register 1 with the address of the DTF file 
table. 
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Positional Parameter 2: 
workarea 

Is the label of an area into which data management moves the current record for 
you to process. (A different work area may be used for each GET macro.) 

(0) or 0 

’ Indicates that you have preloaded register 0 with the address of a work area. 

Omit Positional Parameter 2 when you do not use a work area. 

If you specify only one I/O area in your DTP, and your input records are not blocked, you 
may access the data directly in the I/O area (lOAREAl). Otherwise, you must specify an 
index register with the lOREG keyword parameter or use a work area. Table 15 — 9 shows 
the uses of an index register and work areas, and the actions taken by data management 
under the various combinations possible. 

Table 15 — 9. Use of lOREG Keyword Parameter for Processing Blocked or Unblocked Input Disk Files Sequentially with GET 
Macro > 


Number of 

I/O Areas 

Number of 

Work Areas 

Record 

Format 

lOREG 

Specification 

Required 

Data Management Action 

1 

2 

0 

>0 

Blocked 

Unblocked 







YES 

DMS uses lOREG to point to address of current record within the block contained 
in IOAREA1. 







NO 

DMS delivers each unblocked record directly to user in lOAREAl . 





' 


NO ' 

QMS deblocks in lOAREAl and delivers each deblocked record to workarea specified 
in positional parameter 2 of GET macro. r 







NO 

DMS delivers unblocked record from lOAREAl to workarea specified in GET macro. 







YES 

DMS deblocks in one lOAREA and delivers deblocked records to other lOAREA for user 

to process. 







YES 

DMS delivers unblocked record to lOAREA specified by lOREG. Alternate areas are 
available for overlap processing. 




: 



YES 

DMS deblocks in one lOAREA and delivers deblocked records to workarea specified by 

GET macro. Other areas are available for overlap processing. 





... 


YES 

DMS delivers unblocked record to workarea specified by GET macro, from lOAREA specified 
by lOREG. Alternates are available for overlap processing. 


When you are retrieving blocked input records with the GET macro, you may come to a 
point in the current block where you want to skip over the remaining records to process 
the first record of the succeeding block; the RELSE imperative macro is designed for this; 
see 15.7.13. 

You have a different imperative macro, FEOV, available if you want to discontinue 
processing the current volume of an input DTFSD file in order to begin processing the 
next. This macro may not be used with sequentially processed DTFNI files, however; see 
15.7.7. 
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15.7.13. Skipping Records in Sequentially Processed Input Blocks (RELSE) 

When you are processing blocked input records with the GET imperative macro from 
DTFSD files or sequentially processed DTFNI files, you may reach a point at which you 
want to skip over the remaining records in the current block and to commence processing 
with the first record of the succeeding block. To effect the skip, you issue the RELSE 
imperative macro; the next GET macro you issue makes the first record pf the next block 
available to you (15.7.12). , ■ 

The format of the RELSE macro is simply; 


LABEL 

A OPERATION A 

OPERAND 

[name] 

RELSE 

/ filename') 






ll ) 


Positional Parameter 1: 
filename 

Is the label in your program of the DTFSD or DTFNI declarative macro defining 
the file you are processing sequentially, 

(1) or 1 

Indicates that you have preloaded general register 1 with the address of the 
DTFSD or DTFNI file table. 

When you want to terminate processing the current volume of a sequentially processed 
input file defined by the DTFSD declarative macro in order to begin with the next volume, 
you will use the FEOV imperative macro (15.7.7). 
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15.7.14. Random Retrieval from Direct Access Files (READ) 

The READ imperative macro is a block-Jevel input processing macro that, in its two forms 
and variotis uses, provides yoci with the following capabilities for randomly processing disk 
files defined as input files by the DTFDA and DTFNI declarative macros, or as input/output 
files by the DTFNI macro: 

■ retrieving a block or record by means of its relative disk address (ID), which you 
specify; 

■ retrieving a block by searching for its key, to be matched with a key you specify (the 
search begins at an address that you also specify); and 

■ updating a previously created file. 

The READ macro causes a block to be retrieved from disk and to be read into main storage 
at an address specified by the I0AREA1 keyword parameter of your DTFDA or DTFNI 
declarative macro, when you specify only a single I/O area (15.6.10). On the other hand, 
when you are processing DTFNI files and have specified a second I/O area (I0AREA2; see 
1 5.6.1 1 ), the main storage address is contained in the index register you must specify with 
the lOREG keyword parameter (15.6.11). (The DTFDA declarative macro, as you know, 
does not support either the I0AREA2 or the lOREG keyword parameter.) 

Because the READ macro operates at block level, and OS/3 data management handles 
blocking and deblocking automatically only for sequentially processed files, you must 
control any deblocking necessary when you read blocked input files defined by the DTFNI 
macro. This deblocking you will take care of via the GET imperative macro (1 5.7.12), after 
the READ macro has placed a block into main storage from disk. As you know, you may 
not specify either of the blocked record formats for a DTFDA file. If your "unblocked" block 
in a DTFDA file actually contains more than one logical record, therefore, you must tend to 
the deblocking yourself. The GET macro is not supported for DTFDA files, however, and is 
flagged as invalid if issued to such a file. The best solution to this quandary is probably to 
avoid it by defining such a file with the DTFNI declarative macro in the first place. 

Another important point to remember is that, after each READ macro you issue, you must 
issue a WAITF imperative macro before you issue any other imperative (15.7.16). This is 
necessary, to ensure that the intended transfer of the block from disk to main storage has 
indeed taken place. 
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If you want data management to store the relative disk address (ID) of the block retrieved 
by the READ macro, or of the next block — the two forms of the macro make different 
returns — you would specify the IDLOC keyword parameter of the DTP declarative macro 
(15.6.7). The form in which the ID is returned to you is governed by your specificaton of 
another DTP keyword parameter, RELATIVE, which you might also review (15.6.24). The 
uses of the IDLOC keyword parameter are further developed in what follows. 

OS/3 data management supports the READ macro only for DTPNI files or for DTPDA files. 
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15.7.14.1. Random Retrieval of Records by Relative Disk Address (READ.ID) 

In order to use the READJD form of the READ macro to retrieve a specific record by its 
relative disk address, or ID, you have a number of keyword parameters in the DTFDA or 
DTFNI declarative macro to consider. First of all, recall the uses of the I0AREA1 and 
lOREG keyword parameters (the latter is used with the DTFNI macro only) to specify the 
main storage address into which the block that contains the record will be read (15.6.10 
and 15.6.11). You will also need to use the SEEKADR keyword parameter (15.6.26) to 
specify the 4-byte field in your program into which you will place the relative disk address 
of the record you want retrieved (which must always be greater than zero), and you must 
give notice to data management that you will be using the READ,)D form of the macro, by 
specifying the READ=YES keyword parameter in the DTF (15.6.18). Both the key of the 
block (if a key exists) and all data the block contains will always be read in. The form in 
which you provide the relative ID of the desired record must be the same as you specify 
with the RELATIVE keyword parameter. 


Further, if you need data management to return to you the ID of the next block in the file 
or partition after you issue the READ, ID form of the macro, you would specify the location 
to which the ID is to be returned by the IDLOC keyword parameter (15.6.7). Finally, recall 
that the form in which the ID is returned has been specified by means of the RELATIVE 
keyword parameter (1 5.6.22). 

When the logical record you want retrieved by ID from a DTFNI file lies within a block of 
records retrieved, data management reads the entire block into your I/O area. After your 
execution of the mandatory WAITF macro, data management returns the displacement of 
the desired record into the block (measured in hexadecimal bytes) to the DTF file table, 
right-justified in a 2-byte field designated as filenameD. You may address this field by 
concatenating the character "D” to your 7-character file name. To retrieve subsequent 
records contained in the same block, you may issue successive GET macros in the 2- 
parameter form to specify the work area into which data management is to move the 
current record (15.7.12). An important point here is that you must know the structure of 
your blocks: there is no end-of-block indication provided by data management to prevent 
you from going past the last record in a block you are processing in this way. A GET macro 
issued after you have processed the last record in a block causes the entire next block to 
be read in from the DTFNI file, and the first record from it to be moved to the specified 
work area. 

The format of the READ,ID form of the READ macro is: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

READ 

( filename 1 , ID 



^(1) [ 



( 1 ) 
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Ppsitional Parameter 1 : 
filename 

Is the label in your program of the DTFDA or DTFNI declarative macro that 
defiries the randomly processed file from which you are retrieving records. 

(1) or 1 

Indicates that you have prelpaded register 1 with the address of the DtF file 
table. 

Positional Parameter 2: 

_ ID ' ' ' 

Specifies that a search is to be made for a record with an ID matching the 
relative disk' address you have presented to data management, via the field 
specified in the SEEKAdR keyword parameter of the DTF macro, in the form you 
have specified with the RELATIVE keyword pafarheter. 
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15.7.14.2, Direct Retrieval and Updating of Input Blocks by Key (READ,KEY) 

You will use the READ,KEY form of the READ macro wheti you want to retrieve blocks by 
a search on key from input files defined by the DTFDA nnacro {15.5.2) or randorrily 
processed files defined by the DTFNI macro (15.5.3). It is this form of the REAP macro that 
is also used, in combination with the WRITE,KEY form of the WRITE macro, for updating a 
randomly processed disk file (15.7.1 1.5). 

You have a number Of points to consider when you are using the READ,KEY macro; these 
involve severaT keyword parameters in the DTF. First of all, in order that data mahagennient 
may set up the DTF file fable properly for this maCro, you must specify the READKEY 
keyword parameter. To guide the search, you must provide both a* search argurherTt and a 
starting point. With the KEYARG keyword, you specify] the key that is to be matched by the 
key of the block you want retrieved (15.6.12); with the relative disk address that you place 
in the 4-byte field, whose label you specify with the GEEKADR keyword (15.6.24), you 
supply the starting point of the search. As to its end point, if you want the search to 
continue past the end of the current track to the end Of the current cylinder, you specify 
the SRCHM keyword parameter; otherwise, the search ends at the end of the track 
(15.6.26). : ^ . 


Remember that the relative disk address you supply to data management must be in the 
form (relative track or relative record) that you selected when you specified the RELATIVE 
keyword parameter (15.6.22): the same form is used by data management when it makes 
the return of the relative disk address of the retrieved block to the 4-byte field whose label 
you specified with the IDLOC keyword (15.6.7). 

If the search is successful, data.rnanagement moves the entire block to your I/O buffer, 
including the key. Thus, the length of IOAREA1 (and of J,OAREA2, jif this is a DTFNI file and 
you have specified double-buffering) must accommodate the length of the key, as well as 
the length of your data record. If this is a DTFNI file containing variable-length blocked 
records, you have not only the KEYLEN specification and the block descriptor word (BDW) 
to keep in mind, but also the record descriptor words (RDWs) that precede each logical 
record. In a DTFDA file, you may not specify either of the blocked record formats, but a 
variable-length record in this type of file is also preceded by a BDW and an RDW, exagtly 
as the variable, unblocked record is in the DTFNI file. A glance back at Figure 14 — 4 in the 
preceding section will help you visualize what is in your I/O area when the READ,KEY 
macro completes a successful search. Note that both the BDW and each RDW are four 
bytes long. 
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The data portion of a fixed, unblocked record from a DTFDA or DTFNI file begins at a 
displacement into your I/O area that is equal to your KEYLEN specification; the same is 
true of the first of your fixed-length logical records in the blocked format in DTFNI files; the 
succeeding records begin at intervals equal to your RECSIZE specification (15.6.21). When 
you have variable, unblocked records in either file, the first (or only) data portion is found 
at a displacement that is eight bytes longer than your KEVlEN specification; the 
displacement of each succeeding variable record in a blocked DTFNI file may be calculated 
by adding in the contents of the first two bytes of the RDW for the record preceding it. 
Figure 14 — 4 shows these relationships, which you must use in accessing your logical 
records from a block retrieved by the READ,KEY macro after a successful search. 

If the search is unsuccessful, data management first sets the record not found (byte 1, 
bit 3) in /V/enameC and either the end of track (byte 1, bit 6) or both this flag and the end 
of cylinder flag (byte 1, bit 7), depending on whether or not you have specified 
SRCHM— YES in the DTF. Data Management then branches to your error routine (or 
returns control to you inline if you have no error routine specified). (Refer to Appendix B). 
Your error routine should check for these bits and provide action that is appropriate for 
your application; otherwise, if you accept error returns inline, you should test for these 
flags after each issue of the READ,KEY macro. 

The format of the REAp,KEY form of the READ rnaqro is: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

READ 

( filename ] , KEY 



1(1) \ 



\ 1 ) 


Here, the second positional parameter, KEY, specifies that data management will search 
for a block that has a key matching the one you have placed in the location in your 
program specified by the KEYARG keyword parameter. The search begins at the relative 
disk address you have placed in the location defined by the keyword parameter SEEKADR 
and continues to the end of the one track, unless you have specified the SRCHM keyword 
parameter. " 

The I/O area into which data is read will contain both the key and the data portions of the 
block read; data management moves the key to the I/O buffer. 
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15.7.15. Controlling Disk Head Movement to a Track (CNTRL) 

The CNTRL imperative macro gives you a means by which you may overlap disk head 
movement with the processing of your records. While it may be used when you are 
processing files defined by the DTFDA, DTPS D, or DTFNl macros, the CNTRL macro is 
perhaps most useful for achieving some iricrease in throughput when you are sequentially 
processing files on a shareable disk volume. (A shared volume is one that may , be 
accessed by more than one user program in a rriultiprograrnming environment at your 
installation. It is described in the device assignment set by a VOL job control statement 
which has “S” as its second positional parameter.) 

When you issue the CNTRL macro to a PTFSD file, data management issues a seek 
command that positions the disk head to the track you are currently processing. When you 
are processing a DTFDA or DTFNI file, on the other hand, you may issue the CNTRL macro 
to reposition the disk head to a new relative track address, which you place in the location 
specified by the SEEKADR keyword parameter of your DTF (15.6.26). 

When your program and another are sharing the same disk volume, issuing CNTRL may 
increase your throughput by positioning the disk head to the specified track while you are 
processing your records. Any CNTRL macro you issue to a blocked file is ignored, and data 
management will wait until the block is finished. (Of course, this feature protects you from 
interrupting your own block processing prematurely, as well.) 

When there is no problem of seek contention among programs (as when you are 
processing a nonshared volume), using the CNTRL macro may still increase your 
throughput and save you overall processing time. If you move the new current track 
address into the location specified by SEEKADR after successful completion of a READ or 
WRITE operation, for example, and then issue the CNTRL macro before you execute your 
other record processing instructions, the disk head is repositioned during the time you are 
processing, and data management can more promptly execute the next input or output 
imperative macro you issue. 

It should be clear from the foregoing discussion what the position of the WAITF macro 
must be that you will always issue after a READ or WRITE macro to randomly processed 
files (15.7.16): it must follow this macro and precede the CNTRL macro. To prevent you 
from repositioning the disk head before you learned of an incomplete input/output 
operation, data management will set the WAITF required flag (byte 0, bit 7 of filenameC) 
after determining that you have failed to issue the WAITF macro before executing the 
CNTRL imperative macro after a READ or WRITE macro. (The WAITF macro is not required 
after the CNTRL macro; the CNTRL macro makes no return to the IDLOC field of your 
program.) 
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This is the format of the CNTRL macro used for processing all nonindexed disk files: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

CNTRL 

/ filename ) , SEEK 



fd) \ 


... ■ ; /d. 



The second positional parahieter, SEEK, is a/wa/s required; it specifies that data 
management will issue a seek command to the disk head, positioning it for DTESD files to 
the current track or, for DTFDA or DTFNI files, to the relative track address contained in 
the 4-byte Ibcafibh whose label you have specified With the ^SEEKADFt keyword, parameter. 
(The address at this location should be given in the form Ott, where ff is the relative track 
number and 0 is binary 0; it must be left-justified in the SEEKADR field, and you must 
have specified RELATIVE=T in the DTF for the file.) In the first positional parameter, 
filename is the label in your program for the DTFSD, DtFDA, or DTFNI declarative macro 
defining the file; ///or / indicates that you have pfeloaded register 1 with the address of 
this DTF file table. 
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15.7.16. Waiting on Completion of I/O to Reindom Disk Files (WAltF) 

When you are randomly processing input or output disk files defined by the DTFDA or 
DTFNi declarative macros, using the WAltF macro is a compulsory safety rheasure fp 
ensure that the data transfer initiated by a READ or WRltE macro is completed before you 
issue another imperative. You must iesue thre WAITF macro following each READ macro 
(15.7.14) or WRITE macro (15.7.11)' you execute, before you may isSue a CNtRL macro or 
another READ or WRITE macro for the same file or partition. The WAITF macro is not 
required follovvi rig the CNTRL macro. 

When data rifle nagement detects that you have omitted this mandatory macro, it sets the 
WAITF required error flag (byte 0, bit 1 oi fitenameC), and transfers control to your error 
routine, if you have specified one, or to you inline. " 

The WAITF macro itself acts to check the completion of the data transfer you intended, 
and to set the appropriate status dr error bits in the status code fields oi fUenarheC. These 
bits you must always check after the execution of the WAITF macro — it is pointiessTo 
anticipate the execution of the WAITF macro by checking filenameC immediately after you 
issue the READ or WRITE macro, although perfectly legitimate to check it when you are 
processing sequentially with the PUT macro and GET macro. (You do not use the WAITF 
macro with these sequential input/output processing imperatives.) 

The WAITF macro is not involved in the parity checking of output records; this is 
performed as a separate operation by data "nriariagement 'only when you Specify the 
optional VERIFY keyword parameter in your DTF (15.6.32). 

The format of the WAITF macro is simply: 


LABEL 

A OPERATION A 

OPERAND 

[name] 

WAITF 

( filename V 



" \py ‘v 





As elsewhere, filename is the label in your program of the DTFDA or randomly processed 
DTFNI declarative macro; (1) or 1 indicates that you have previously loaded general 
register 1 with the address of the corresponding DTF file table. 
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15.7.17. Accessing the Current Relative Block Address (NOTE) 

The NOTE macro, which you may use only with DTFNI files, is one of the extended 
capabilities OS/3 data management provides for processing nonindexed disk files. You 
may uSe it, yvhether you are processing DTFNI files randomly or sequentially, to access the 
relative address of the current block or record. The NOTE macro is used in conjunction 
with the PQINT macro (15.7.18), where a coding example is given. 

When you are processing sequentially, after issuing a GET or PUT macro, you use the 
NOTE macro to access the relative address of the current block and the displacement of 
the current record within this block. Because the addresses it returns axe partition-relative, 
the NOTE macro relies upon your having selected the partition previously by issuing the 
SETP macro (15.7.4) and, if you are working within a subfile of this partition, having 
positioned yourself to this with the SETS macro (15.7.5). 

For sequentially processed DTFNI files, the NOTE macro returns the address to a 6-byte 
field of the DTF file tabje in discontinuous binary in the form: 

Obbbdd ^ 

where: 

Obbb 

Is the number of the current block, relative to the first block in the file, 0 being 
binary 0. 


dd 

Is the displacement, measured in hexadecimal bytes, of the current record within 
that block. 

For randomly processed DTFNI files, you issue the NOTE macro following a READ or 
WRITE macro. The 6-byte address is in discontinuous binary, and the form of the address 
is governed by what you have specified for the RELATIVE keyword parameter in your DTF 
(15.6.22). If you have specified RELATiVE=R, the form is: 

rrrdd 

where: 

rrr 

Is the relative record address of the current block. 


dd 


Is binary 0. 
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If you have specified RELATIVE=T, on the other hand, the address returned is in the form: 
Ottrdd 

where: ; . . i 

Ottr 

Is the relative track address of the current block; that is, r is the number of the 
block on the relative track denoted by Off, 0 being binary 0. 

dd . ; : ■" 

Again, is binary 0. 

You need to use the SETP and SETS ijiacros for randomly processed files, also, as 
mentioned in the previous paragraph, to pre-position yourself to the correct subfile of the 
correct partition. 

The NOTE macro returns the address you have specified to a 6-byte field ip the DTFNI or 
D PC A file table that you address by concatenating the character "B" to your 7-character 
filename or partition name. It is important to remember that you must address this field as 
filenameB whether you are processing the first partition (PCA1) of a partitioned DTFNI file 
or are processing a nonpartitioned file. It is only when you are working in the other 
partitions (PCA2 through PCA7), that you address this field as partitionnameB. 

This is the form of the NOTE macro:, . T 


LABEL 

A OPERATIONA 

OPERSAND 

[name] 

NOTE 

/ filename ’ 



\ \ 



(1 ) 


Positional Parameter 1: , 

filename * 

Is the label in your program of the corresponding DTFNI macroinstruction. The 
partition name is never used. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFNI file 
table. 

Remember that all returned addresses are partition-relative, you must issue the 
appropriate SETP/SETS macros before issuing the NOTE macro (15.7.4 and 15.7.5). 
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15.7.18. Positioning a File or Partition to a Relative Block Address (POINT) 

The , POINT imperative macro is your means of randomly positioning a sequeritially 
processed DtFNI file or partition to a relative block’address. This address rhay be obtained, 
for example, via the NOTE macro just described (15.7.17). Like NOTE, the POINT macro is 
a useful extension of capabilities (OS/3 data management provides for processing your 
DTFNI files; it is not supported for files you define by the DJFDA or DTFSD macros. 
Another similarity to the NOTE macro is that the POINT macro also relies on you to have 
selected your partition via the SETP macro (15.7.4) before you issue it- A third similarity is 
that the fdrfh'bf the fel^iye block address used by the POINT macro is the same form the 
NOTE macro uses. ' t . . 

When you igsue the POINT macro for a sequentially processed DTFNI file, data 
management mocliffes the current partition-relative block address and block displacement 
that it maintairis in the DTF file table (or in the dPCA partition table; if you are proceSsihg 
in a partition); you'are subsequently processing from the new address. 

An important point to remember is that the POINT itiacro is effective only so long as you 
continue to use the GET and PUT macros in yduf subsequent processing of the'lile or 
partition. If you subsequently issue a READ or WRITE macro, (yvhigh would be quite 
legitimate, for these are DTFNI files), these macros cause the current partition-relative 
block address to be modified by the relative track or record address you will have supplied 
to data management in the; area specified by the SEEKADR. keyyygrd pararneter of your 
DTF (1 5.6.24). There is no error indication returned to you when this occursryoti must rely 
upon yourself to keep this point in miod. / ; y sy.; 

This is the format of the POINT macro; 


LABEL 

A OPERATION A 

OPERAND 

[name] 

POINT 

( filename) 

, ( address-field ) 



-■ . . .p. ^ . 


|(0) 




i 1 ) 

io , j 



Positional Parameter I; ,, , . , , 

filename 

Is the label iri your program, of the corresponding DTFNI rpacroinstruction.,,. 

(1) or’r '■ ' ‘ ■■■ ■ ' 

Indicates that you have preloaded register 1 with the address of the DTFNI file 
table. 
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Positonal Parameter 2: 


address-field - 

is the label of a 6-byte field (Obbbdd) in your program containing the relative 
block address and displacement of the record within the block. The relative block 
address portion (Obbb) is_ right-justified in the first four bytes, and the record 
displacement (dd) is right-] ustified in the second tvvo. , 

(0) or 0 

Indicates that you have preloaded register 0 with the address of the 6-byte 
address field. : 


Remembef that, when you are processing within a partition, or a subfile of a partition, you 
must have preselected these by issuihg the appropriate SETP and SETS macros (15:7.4 
and 15.7.5). For this reason, the partition name is never used as an operand of the POINT 
macro. ‘ : , • . ^ 

The coding example that follows shows the use of a NOTE macro to access the current 
relative address of a sequentially processed output ' file, FILET, whenever a record 
containing a desired value, 'VALU', in its first four positions is encountered. This address 
is then used by a POINT macro in a selective input or updating of FILET, in whgt amounts 
to random processing in a sequential file. FILE2 is used as an index to FILE1 for this 
processing. ' • ■ 

Example: , , : ; , ^ ' '..j, v 


LABEL AOPERATIONA OPERAND A 

1 10 10 „ , . , . ,, , , , 


6n",Ep.i 1 , . 


OlFiEiK 


1 1 1^ iPiXiL iQZfi ! f I i I I i t 1 I I I 1 ! I f t I 1 i 

1 1 ] 1 1 i 1 


_l . 1 * 1 1 


- I . .1 1 1 1 1 1 1 1 1 i I i i 1 i 1 1 1 I 1 1 1 1 i 1 t 1 i i i 

--l-J L_J Lj L_ 


1 1*1 1 


1 1 1 _.L [ 1 1 1 1 1 1 I f I 1 I 1 1 1 1 1 I 1 ! 1 I 1 1 i 1 1 



1 1 *1 1 


I I M 1 i 1 1 1 1 1 ! ( 1 1 I I I L 1 p‘*'r 1 * \ - \ r 1 1 1 * 1 1 

©lUiTi lilt 


Plcf.T, 1 


RliLiBi 1 1.^ I 1 1 1 i 1 i 1 ! I t 1 1 1 i 1 I ! 1 1 1 

-.-i 1 J L-J L i, 


C..J.L^i 1 


WiC)jT2*i(^Ai 1 i f 1 -J 1 . t 1 I l i 1 1; ii:. ! 1 i ; 1 t 

- 1 i 1 1 1 I 1 


1 


i 1 1 j"! 1 1 1 ! II 1 1 1 r'l ( -1 1.3' 1 i 1 1 1 

_J I 1 l-i 1 1 


Nlfi>iTiEi 


1 1 i ! 1 1 I 1 I 1 1 1 I 1 1 1 I 1 ! f 1 f 1 t 1 i 1 



LIA, , , 


Q>jiPiCiL-l6 1 iBi 1 j I 1 1 1 1 I 1 I 1 1 ! 1 1 ! . 1 1 t 1 1 1 i 

J f 1 1 1 I 1 


Roj. 1 


PiEiLiE|2p| ^ iC lOiJl 1 1 1 ! 1 1 1 1 1 1 1 1 1 1 i 1 1 ! 1 1 1 1 



Bl 1 v 1 


^i^JiTl 1 1 11 ! 1 1 1 1 11 I' l !' 1 '1 1' j-^'i i i 1 ' i i 1 ‘\" \ 1 

1 r 1 ill! 


. 1 1* 1 _i 


1 1 1 1 1 1 ! 1 1 1 1 1 t I 1 1 1 1 1 i I ! I 1 1 I 1 f t i ! 

-J 1 till! 


1 ' 
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BASIC DATA MANAGEMENT 



1. FILE1 and FILE2, both DTFNI files, are opened for sequential output processing. 


2. Record output to FILE! is tested for desired value, 'VALU'. , 

3. NOTE macro is issued when 'VALU' found; relative address is returned to 
filenameB. 

4. Relative address found by NOTE is output to FILE2, which will serve as an index 

in STEP2. , 

5. FILET is reopened for updating; FILE2 for input processing (assume file 
processing directions have been reset). 

6. Record retrieved from FILE2 is the address of a record in FILEl containing 
'VALU'. ‘ 

7. POINT macro is issued to position FILEl to address obtained in 6. 

8. Sequential processing continues in FILEl from position set in 7. 

9. Definition of the desired value, normally located outside of executable code. 
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15.8. ERROR AND EXCEPTION HANDLING 

15.8.1. FilenameC 

When certain errors or exceptions to file processing performance are detected by OS/3 
data management, it will make appropriate entries in specific fields of the DTF file table, 
which your program may address in order to learn of these conditions and take the proper 
course of action on regaining control. One such field is filenameC (in the nonindexed file 
processor system a 4-byte field), which you may access by concatenating the character 
"C" to your 7-character logical filename. 

A point to remember when you are processing the partitions of a DTFNI file is that, just as 
your ERROR routine is a file-relative specification and belongs in your DTFNI declarative 
macro (not in the DPCA declarative macro defining the partition), you do not have a field 
for error flags in the partition control appendage established in the DPCA macro. That is, 
there is no "partition-nameC"; error and status flags set during processing of partitions 
are set in the field of the DTFNI file table and are accessed, therefore, as filenameC. 

Most of the error and status flags have already been discussed in preceding paragraphs; 
refer to Table B — 3 for the meanings of the bits in filenameC of the DTFSD, DTFDA, and 
DTFNI filetables that are set to binary 1 by OS/3 data management for certain error and 
exception conditions. 

Not all of the status flags represent conditions causing transfer of control to your error 
routine. Some of these must be tested for inline in your program if you want to act upon 
them. 
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16 . System Resource Control 


16.1. DEVICE ALLOCATION AND FILE ASSIGNMENT 

In OS/3, the supervisor and job control have the essential responsibility for reserving 
main storage and allocating peripheral devices for jobs that appear in the control stream 
and make their needs known through job control statements following the JOB statement. 
Of these statements, DVC, VOL, EXT, LBL, and LFD are essential for providing information 
relating to your files. With proper use of these statements you may reserve peripheral 
devices and identify and assign to your program the files you have on them or will place 
on them. 


16.1.1. Use of Job Control Statements 

Every file that you intend to reference in your program must be represented in the job 
control stream by a set of control statements, called the device assignment set, which 
contains at least a DVC statement followed by an LFD statement. Between these basic two, 
you will need to insert as many as six other statements for your magnetic tape and disk 
files: the VOL, EXT, LBL, LCB, VFB, and DD statements. The device assignment set specifies 
the relationships between your files or volumes and the peripheral devices; there is one set 
for each file. Following is a short summary of the functions of these statements; all are 
described in the job control user guide, UP-8065 (current version): 

■ The DVC statement assigns peripheral devices to your job. 

■ The VOL statement specifies the magnetic tape or disk file volumes to be accessed by 

the job. 

■ The EXT statement establishes new disk files or extends existing files on disk. 

■ The LCB statement specifies and loads to the printer a unique load code buffer that 

overrides the LCB set at SYSGEN time. 

■ The VFB statement specifies and loads a unique vertical format buffer that overrides 
the VFB set at SYSGEN time. 

■ The DD statement modifies fields within the DTF file table at run time and avoids 
recompiling DTF's when changes in DTF specifications are required. 
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■ The LBL statement supplies label information for magnetic tape or disk files. 

■ The LFD statement identifies the file control block for each file used in your job. 

Card and paper tape files use only the DVC and LFD statements and optionally the DD 
statement. The printer always uses the DVC and LFD statements and optionally the LCB, 
VFB, and DD statements. 


16.1.2. Sample Device Assignment Set 

Following is an example of a set of control statements that you would use for reserving 
space for a sequential disk file that is to be created: 


LABEL AOPERATIONA OPERAND A 

1 10 16 
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This device assignment set will cause modification of the volume table of contents (VTOC) 
of disk pack 124365 to show that a sequential file called 'INVENTORY MASTER FILE' 
exists, and that the space reserved for it occupies a specific position on the pack. OS/3 job 
control will also note that your program will address this file as 'INVNTRY' (its logical 
name), and that space for one extent entry in the prologue area will suffice. To start with, 
the file will be assigned 10 cylinders of contiguous space. When this space is exhausted, 
you desire automatic extension, five cylinders at a time. 

When space for only one extent in the prologue area is specified, no dynamic extension 
can take place. 

For a program that will subsequently operate on this file, you would use the same set of 
job control statements, except that you would omit the EXT statement. If you want to 
recreate a file (for example, if an error occurred during your first attempt to create it), you 
may use the INIT positional parameter of the LFD statement. This parameter has the same 
effect as scratching the file and reallocating it to the same area as it previously occupied 
on disk. 


16.1.3. Job Control Deallocation Statement (SCR) 

The OS/3 job control language also provides an SCR statement that you may use to 
deallocate (scratch) a file from a disk pack. When you use this statement, you must use an 
LED name that is the same as the one you have used for the file in a preceding valid 
device assignment set (DVC-LFD). The SCR statement will deallocate the file and its 
extents before the program named in the next EXEC statement in the control stream is 
executed; therefore, you may use it to free disk space needed for a subsequent job or job 
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step. (The disk space management facilities of the OS/3 supervisor also include an 
imperative macro, SCRTCH, that provides similar functions and- is used for dynamic 
deallocation (16.3).) 


16.1.4. Using the File Lock Feature 

% 

The OS/3 file lock feature allows you to control the sharability of a file while you are 
using it. Sharability control only applies to lockable files. To use the file lock feature, 
proceed as follows: 

■ Step 1 

At system generation, you specify the FILELOCK parameter to indicate which files are 
lockable. 

■ Step 2 

In your file definition (within your BAL program) and in the device assignment set for 
the file (regardless of the program type), you specify your read/write requirements 
and indicate whether other jobs or tasks within a job can share the file. 

In the following paragraphs we will describe how tojndicate which files can be locked and 
how to set the various degrees of sharability. 


16.1.4.1. Indicating Which Files are Lockable 

You indicate which files are lockable by using the FILELOCK parameter in the SUPGEN 
section of the parameter processor at system generation time. 

If you choose FiLELOCK=NO or omit the parameter, only the system files prefixed with 
$Y$ are lockable. No user files can be locked. 

If you Choose FILELOCK=YES, all system files (prefixed with $Y$) and all files prefixed 
with $LOK01 -$LOK99 are lockable. 

If you choose FILELOCK=SHARE, all files are lockable. 


16.1.4.2. Setting File Locks for Data Files in BAL Programs 

After you specify which files are lockable, you specify the degree of Sharability for each of 
these files. 

If you choose FILELOCK=YES at system generation time, you Can lock any file whose 
filename you prefixed with $LOK01-$LOK99 in the // LBL job control statement in the 
device assignment set. If you do nothing more, any prefixed file will be exclusively locked 
when it is opened during the execution of your program. You have exclusive use of the 
file. You can read, update, and add to the file. No other user can open the file until you 
close it. 
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If you choose FILELOCK^SHARE at system generation time, you can lock all of your files. 
If you do nothing moire, each file will be exclusively locked when it is opened during the 
execution of your program. You have exclusive use of the file. You can read, update, and 
add to the file. No other user can access the file until you close it. 

In both cases (FILELOCK=YES or FILELOCK=SHARE specified at system generation), you 
can override this lock by specifying one of the options of the ACCESS parameter or by 
specifying the LOCKING parameter in the DTF macroinstruction for a file. (See 1 1.4.1 and 
11.4.11.) 

You can also override this lock at program execution time in two ways. The first way is to 
include a // DD job control statement that specifies one of the ACCESS parameter options 
in your device assignment set. The second is to prefix the filename with an asterisk (*) in the 
// LFD job control statement in the device assignment set. This will cause a read-only lock 
to be applied to the file; that is, you can only read from the file and all other users can only 
read from the file. 

NOTE: 

To set file locks on SAT files, see the supervisor user guide. UP-8075 (current version). 


16.1.4.3. Setting File Locks for Data Files in Non-BAL Programs 

After you specify which files are lockable, you specify the degree of sharability for each of 
these files. 

If you choose FILELOCK=YES at system generation time, you can lock any file whose 
filename is prefixed with $LOK01 -$LOK99 in the // LBL job control statement in the device 
assignment set. If you do nothing more, any prefixed file will be exclusively locked when it is 
opened in your program. You have exclusive use of the file. You can read, update, or add to 
the file. No other user can access the file until you close it. 

If you choose FILELOCK=SHARE at system generation time, you can lock all of your files. 
If you do nothing more, each file will be exclusively locked when it is opened in your 
program. You have exclusive use of the file. You can read, update, or add to the file. No 
other user can access the file until you close it. 

In both cases (FILELOCK=YES or FILELOCK=SHARE specified at system generation) you 
can override this lock at program execution time. There are two ways to do this. The first 
way is to include a // DD job control statement that specifies one of the ACCESS parameter 
options in the device assignment set. The second is to prefix the filename with an asterisk (* 
) in the // LFD job control statement in the device assignment set. This will cause a read- 
only lock to be applied to the file; that is, you can only read from the file and all other users 
can only read from the file. 
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16.1.4.4. File Lock Feature Summarv 

Table 16-1 summarizes the data management file lock feature. Remember, before using 
this feature, you indicated which files are lockable at system generation time through the 
FILELOCK keyword parameter. Once again, the available options are: 

■ FILELOCK=NO indicates that only the system files prefixed with $Y$ are lockable. No 
user files can be locked. 

■ FILELOCK=YES indicates that all system files (prefixed with $Y$) and all files prefixed 
with $LOK01-$LOK99 are lockable. 

■ FILELOCK=SHARE indicates that all files are lockable. 


Table 16 — 1 . File Lock Summary 


LOCK Keyword 

Action 

ACCESS Keyword 

Action 

LOCK=NO©not 

specified 

This DTP: read use/ 
update use/add use 
Other jobs: no 
access 

ACCESS=EXC © 

This DTP: read use/ 
update use/add use 

Other jobs: no 
access 

LOCK=NO© 

This DTE: read use 
Other jobs: read 
use 

ACCESS==EXCR 

This DTP: read use/ 
update use/add use 

Other jobs: read 
use (ACCESS=SRD 
specified for other jobs) 



ACCESS=SRDO ® 

This DTP: read use 

Other jobs: read 
use (ACCESS=SRD 
or SRDO specified for 
other jobs) 



ACCESS=SRD 

This DTP: read use 

Other jobs: read 
use/update use/ 
add use {ACCESS=EXCR, 
SRD, or SRDO specified 
for other jobs) 


NOTES: 


(T) LOCK— NO not specified and ACCESS=EXC are functionally equivalent. 

(2) LOCKfNO and ACCESS=SRDO are functionally equivalent. 
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Remember, files are locked based upon the physical file name or $LOKnn prefix for the 
name that you specified in the // LBL job control statement of the device assignment set. 
The volume serial number is not used. Since this is the case, you should use a unique 
physical file name or $LOKnn prefix to differentiate between unrelated files or file sets on 
different volumes. 

If you specify the same physical file name or $LOKnn prefix for unrelated files, you risk 
having files locked out unnecessarily when the ACCESS options are not compatible. For 
example, assume that files A and B are unrelated and are on different volumes. Also 
assume that these files have the same physical file name on the // LBL job control 
statement in their respective device assignment sets. If file A is lockable and has been 
opened for exclusive use with JOB1, no other job can open file B because its physical file 
name has already been locked to JOBl even though file A is an unrelated/different file. 
Using unique file names prevents this from happening. 
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16.2. RENAMING A DISK FILE (RENAME) 

Neither OS/3 job control nor data management provides a means for renaming an existing 
disk file. If you need to change the name of one of your files (as recorded in the 44-byte 
file ID field of the format 1 label on disk), you must do it dynamically within your program, 
using the RENAME imperative macroinstruction provided by the disk space management 
facilities of the OS/3 supervisor. Note that you should not issue the RENAME macro to a 
file that is currrently open. 

Function; 

The disk space management macro RENAME allows you to rename any disk file but a 
system file. By specifying the new 44-byte file identifier you want used, the 7-byte 
logical file name, and the volume sequence number of the volume on which the file 
resides, you cause the new file identifier to replace the old file ID in the format 1 
label of the VTOC. (The 7-byte logical file name is the same as that appearing as the 
first operand of an LFD job control statement for the file and in the label field of the 
corresponding data management DTF declarative macro.) 

Format: 


LABEL 

A OPE RAT ION A 

OPERAND 

[name] 

RENAME 

(param-listt (error-addr 1 [,vol-seq-no] 

1(1) / /_ 


Positional Parameter 1: 
pa ram-list 

Specifies the address of a parameter list containing a 7-byte filename (as listed 
on the LFD job control statement and in the label field of the corresponding DTF 
macro) and a 44-byte new file identifier. The parameter list is a 52-byte 
character string, the first eight bytes of which contain the LFD-name of the file, 
left -justified; the last 44 bytes contain the new file ID, also left-justified. 


( 1 ) 

Indicates that register 1 has been preloaded with the address of the parameter 
list. 

Positional Parameter 2: 
error-addr 

Symbolic address to which control is transferred if an error is encountered. 


(r) 


Indicates that a register (2 through 12) has been preloaded with the error 
address. 
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Positional Parameter 3: 
vol-seq-no 

Specifies the volume of a multivolume file to be renamed. 
If omitted, the value 1 is assumed. 

Examples: 
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16.3. DYNAMIC DEALLOCATION OF A DISK FILE (SCRTCH) 

Function: 

The disk space management macro SCRTCH enables you to deallocate any disk file 
but a system file, making the space available for future use. After validating your 
request, the SCRTCH macro removes the definition of the space or extents from the 
format 1 or format 3 labels and updates the format 5 label in the VTGC. The extent of 
the newly available freed space is inserted in the correct position in the format 5 
record, where available extents are described in ascending sequence of relative track 
addresses. If you deallocate your file, the SCRTCH macro deletes all format 1, 2, and 
3 labels from the VTOC and replaces them with format 0 labels. Note that you should 
not issue the SCRTCH macro to a file that is currently open. 

Three basic deallocation (scratch) functions are available to you: 

■ deallocation of files by prefix; 

■ deallocation of files by expiration date; and 

■ complete deallocation of a file by file ID. 

To deallocate files by prefix, you place a 4-byte prefix in bytes 76 — 79 of the file 
control block (FCB) of the file in main storage and specify the PREFIX parameter; the 
SCRTCH macro searches the VTOC for files with file ID fields beginning with these 
four characters and deallocates each one matched. The prefix may not include the 
characters $Y$, so that it is not possible to you to scratch system files by mistake. But 
by this macro you may deallocate all your temporary work files with one call on OS/3 
disk space management. 

To deallocate expired files, you specify the ALL parameter and include the expiration 
date in the 3-byte expiration date field of the FCB; the SCRTCH macro compares this 
with the expiration date in each format 1 label in the VTOC and deallocates all files 
with earlier expiration dates. 

To deallocate an entire file by the 44-byte file ID that is contained in the FCB, you 
either omit the second positional parameter altogether, or specify (0) and preload bits 
0 through 7 of general register 0 with the hexadecimal code 00. 
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Format: 



Positional Parameter 1: , 

FCB-name 

Specifies the symbolic address of the FCB in main storage. 



Bytes Contents . _ 

0 — 5 Volume serial number (VSN) of disk pack on which files to be 

deallocated reside 

6— n 0/76 of the foMowing: , 

■ 4-byte prefix (may not contain $Y$); requires specification of 
PREFIX in positional parameter 2 

■ 3-byte expiration date, in discontinuous binary in the form 
YDD (year, day, day), where Y ranges from 0 to 99 and DD 
ranges from 1 to 366; requires specification of ALL in 
positional parameter 2 

■ 44-byte file identification name; requires omission of 
positional parameter 2 

( 1 ) 

Indicates that you have preloaded general register 1 with the symbolic address of 

the FCB in main storage. 
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Positional Parameter 2: 


( 0 ) 

Indicates that you have preloaded register 0 with a hexadecimal function code 
specifying the scratch operation desired, as follows: 

Function Code Interpretation 


00 Scratch entire file. 

82 Scratch all files of the volume whose expiration date is 

exceeded by the content of the 3-byte expiration-date field of 
the FCB. 


83 Scratch all files that have the 4-byte prefix contained in bytes 

76—79 of the FCB. 

ALL 

Specifies that ail files of the specified volume with expired dates will be 
deallocated. 


PREFIX 

Specifies that all files of the specified volume whose file IDs begin with the 4- 
byte prefix placed in bytes 76 — 79 of the FCB are to be deallocated. 

If positional parameter 2 is omitted, the file specified by the 44-byte file ID in the FCB 
is scratched. 

Positional Parameter 3: 

error-addr 

Specifies the symbolic address of your error routine, to which control will be 
transferred if an error is encountered. 

(r) 

Indicates that you have preloaded the specified register with the address of your 
error routine. Register 0 and 1 cannot be specified. 
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Examples: 


LABEL 

1 

AoperationA 

10 

OPERAND A 

16 

1 1 1 1 1 1 I 



a 
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_ 
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1. This macro deallocates all files whose expiration dates are exceeded by the 
contents of the 3-byte expiration date field of the FCB whose symbolic address is 
MYFLE. Your error routines' symbolic address is ERRXT. 

2. This macro scratches the file whose 44-byte file ID is contained in the FCB 
whose symbolic address is TRIFLE. You have preloaded general register 10 with 
the address of your error routine. 


16.4. DISK SPACE MANAGEMENT AND THE VTOC 

We have discussed two disk space management routines that update the VTOC of a disk 
pack for you. All together, there are five OS/3 disk space management routines providing 
vital services for maintaining a correct VTOC on every disk pack. Two of these transients 
(ALLOC and EXTEND) you will not use directly because they are invoked automatically for 
you, when you need them, by OS/3 data management or job control; they are therefore 
not documented here but in the supervisor user guide, UP-8075 (current version). 

Because the disk space management routines provide efficient, completely automatic 
space accounting and maintenance, they relieve you of the burden of keeping precise track 
of the contents of your disk files. An understanding of the structure of the VTOC and the 
format of its label records is not essential to you as a data management user; however. 
Appendix D describes the VTOC in full detail for your information, and the disk space 
management macro OBTAIN is available for the rare occasions you will have to examine it 
from a program. 
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OBTAIN 

16.4.1. Retrieving VTOC Information (OBTAIN) 

Function: 

The disk space management macro OBTAIN returns to you either the disk address or 
the contents of a specified VTOC format label record for a specified disk volume. You 
must specify a return buffer of a size appropriate for the information you want 
retrieved. 

Format: 


LABEL 

A OPERATION A 

OPERAND 


OBTAIN 

J param-list) ferror-addr ) [ ,vol-seq-no] 

1(1) / L'M'-) /. 


Positional Parameter 1: 
param-list 

Is the address of a 12-byte parameter list containing the following: 

Bytes 0 — 7 7-byte logical filename (as listed in the LFD Job control statement) 

Byte 8 Hexadecimal code of the retrieval function to be performed on the 

VTOC of the disk volume whose volume sequence number is 
specified by positional parameter 3 

Code Function 

00 Return VOL1 disk address 

01 Return format 1 disk address 

02 Return format 2 disk address 

03 Return format 3 disk address 

04 Return format 4 disk address 

05 Return format 5 disk address 

06 Return format 6 disk address 

80 Return contents of VOL1 label 
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Code 

81 

82 

83 

84 

85 

86 
87 


Function ' i 

Return contents of format 1 label 

Return contents of format 2 label 

Return contents of format 3 label c 

Return contents of format 4 label 

Return contents of format 5 label 

Return contents of format 6 label 

Return contents of the label record that is located at the 
disk address that has been preloaded into the first work 
of the return buffer. ^ 


Bytes 9 — 1 Return buffer address. Specifies the address in main storage of a 
return buffer. The OBTAIN macro places the disk address or the 
* contents of the specified format label in the return buffer specified 

by this field. All disk addresses returned by the OBTAIN macro are 
stored in bytes 0 through 3 of this buffer, in the form 0 ccc hh rr, 
in discontinuous binary. If yOii specify function code 87, you must 
store the disk address of the format label you want retrieved in the 
same location in this buffer, in the same form ahd format. 


The size of your return buffer must be four bytes when you request 
the return of an’ address, 84 bytes when you request the fcontents 
of the VOL1 label, and 140 bytes when you request the, contents of 
a disk format label record. 


( 1 ) 

Indicates that you have preloaded register 1 with the address of the parameter 
list. 

Positional Parameter 2: 
error-addr 

Symbolic address of your error routine, to which control is transferred when an 
error is encountered. 


Indicates that you have preloaded the specified register with the address of your 
error routine. Registers 0 and 1 may not be specified. 
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Positional Parameter 3: 
vol-seq-no 

Specifies the volume sequence number of that volume of a multivolume file from 
which you want to retrieve VTOC information. 

If omitted, a value of 1 is assumed. 

Examples: 


LABEL AoPERATIONA OPERAND A 


1 10 16 


...ill, 


fi>fB,T,A,X 

hJ 

1 Cl 1 1^ 1 ^1^1^ 1 y 11 1 1 1 1 111 1 1 1 ! 1 1 1 ! 1 1 1 l_ 

. . . . 1 . . 


1 . . 1 


1 1 11 1 1 1 1 1 1 1 1 1 i 1 1 1 1 1 1 1 \ i 1 1 — 1 — 1 — 1 — 1 — 1 — 1_ 

, i 1 i i 1 i i 



N 

rRiGC.i2?l\/i&© 1 1^ 1 i 1 1 1 1 i i 1 i I 1 i 1 1 


1. You have preloaded register 1 with the address of your parameter list and 
register 4 with the address of your error routine; you are retrieving information 
from the VTOC of the second volume of a multivolume file. 

2, This example is seeking information from the VTOC of the first volume of a 
multivoiume file; the error routine and parameter list are specified by their 
symbolic addresses, ERRRTN and RECOVER!, respectively. 


16.4.1.1. Retrieving Specific Format Label Items 

Once you have retrieved the desired format label with the OBTAIN macro, you may 
address a specific field by its individual label; these labels are shown in Appendix D. 



PART 5. 


PAPER TAPE FILES 
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17. Paper Tape Data Management 


17.1. GENERAL 

This section describes OS/3 paper tape data management, a system that provides the 
basic assembly language (BAL) prograrnmer with access at the logical-record level to the 
SPERRY UNIVAC 0920 Paper Tape Subsystem. The pperational characteristics of the latter 
are outlined in Table A — 6; for further information, however, refer to the 0920 paper tape 
subsystem programmer reference, UP-7998 (current version). 

After a brief discussion of the hardware and paper tape itself, this section describes the 
effects of various character and record types on the modes of processing paper tape files 
and gives an overview of programming with paper tape data management. Following this 
overview, the four file processing imperative functions OPEN, CLOSE, GET, and PUT are 
explained, with a description of the means available to you as a BAL programmer in OS/3 
for including the paper tape data management processing modules with your own code. 

The matter of defining a paper tape file to data management, using the keyword 
parameters of the DTFPT declarative macro to specify its characteristics and your 
requirements for processing it, is then presented in full detail, with a number of simple 
coding examples to clarify the use bffshift code scan tables and translation tables. The 
discussion of file definition closes with a description of data management error processing 
for paper tape files and the use of sCan 'and translation tables when processing paper 
tapes in ASCII (American National Stahdard Code for Information Interchange). 

This section concludes with a few notes on the compatibility of OS/3 with the paper tape 
data management of other operating systems. 


17.2. HARDWARE AND PAPER TAPE CONSIDERATIONS 

The data management paper tape system in OS/3 is designed to be used with the 0920 
paper tape subsystem, which can be configured as a paper tape reader, a paper tape 
punch, or a combined reader and punch. 

It is important to-note that, when the subsystem is being used as a combined reader and 
punch, there are two separate paper tape paths;- Whereas reading and punching can take 
place at the same time in such a subsystem, they cannot take place in one pass on the 
same tape. Two different passes are necessary to read and punch on the same piece of 
paper tape, and in OS/3 the tape must be defined with a separate DTF for each such pass: 
once as an input file, once for output, using different file names. In addition, you require 
separate job control device assignment sets (of DVC-LFD statements). 
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As a reader, the 0920 paper tape subsystem can handle three different widths of tape: 
11/16, 7/8, and 1 inch. The subsystem can punch two widths: 11/16 and 1 inch. As to 
the number of tracks, or levels of tape characters, the subsystem can read or punch 5- 
level tape on thfe l 1/1 6-inch width and from 5 through 8 levels on the 1-inch width. 

The subsystem runs in two reading and punching modes: binary and character. In the 
binary mode, which is used only with 8-level (1-inch) tapes, there is a fixed, direct 
correspondence between bits in main storage and holes punched on the tape, that cannot 
be altered by rewiring the program connector board (17.2.1). 

In the character mode (also called standard, or nonbinary, mode) from 5- to 7-level tapes 
are read and punched; an even or odd parity signal may be punched on the tape and 
checked during reading. It is not transferred to main storage, but, if a parity error is 
detected (this is always done by the hardware), the most significant bit of the byte in main 
storage representing the character is set to 1. 

In addition, you may set up the program connector board to allow detection of a stop 
character (often called the "wired stop character” because of the clip-on wires used), as 
well as a delete character. 


17.2.1. The Program Connector Board 

For control, the 0920 paper tape subsystem uses the program connector, a printed circuit 
patch card which you set up with clip-on wires for the specific tape you are reading or 
punching. You will have much need oTthe program connector for processing in character 
mode, but it is bypassed completely for processing in binary mode; A short summary to 
highlight the procedure for wiring the program connector follows; for full details, consult 
the 0920 paper tape subsystem programmer reference, UP-7998 (current version). 


17.2.1.1. Wiring the Program Connector for the Tape Punch 

There are eight punch actuator circuits, each connected to a pin on the program connector 
board. In addition, there is a pin on the board for each of the seven least significant bits of 
a byte in main storage, and two pins that generate odd or even parity signals, based on 
the content of all eight bits of the hyte in main storage. You connect the actuator pins to 
the main storage bit pins by the clip-on wires; any actuator pin can be connected to any 
bit pin. You can connect either parity signal pin (the odd or the even) to one of the actuator 
pins, or you can ground the unused actuator pins together so that nothing is punched in 
their tracks. 


17.2.1.2. Wiring the Program Connector for the Tape Reader 

A pin on the program connector is connected to each of the eight photodiodes in the read 
station of the device; there are also pins for each of the seven least significant bits of a 
byte in main storage, and two pins connected to reader circuits for checking odd or even 
parity. / 
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You connect seven of the photodiode pins to any of the seven bit pins; any of the bit pins 
can be grounded so that the associated bit in main storage is always zero. You may also 
connect one of the two parity-check circuit pins to any one of the photodiode pins, or the 
parity-check pins can be so connected that no parity checking is done. 

The reader section of the program connector also allows you to specify one delete 
character eud one Stop character for detection by the hardware when it is reading in 
character mode; however, in the binary mode, it cannot detect these characters. Therefore, 
if you need to delete characters from your input records in binary mode, or if your 
application requires additional delete characters, remember that you must specify these as 
software deletes in your program, using thfe' SCAN keyword parameter of the DTFPT 
declarative macro (17.5.3.1). 


17.2.2. Paper Tape Leader 

If the optional tape spooler is used with the 0920 paper tape subsystem, a tape leader at 
least three feet long must precede the first data character to be read on the tape. In the 
binary mode, the leader must consist only of null characters; in the character mode, you 
may use either null or delete characters. If the reader spooler is not used, the paper tape 
leader may be as short as two inches. 


17.2.3. Paper Tape Trailer 

' • ■ - - • , ■ ' ■ u'- - ' ■ 

When you are using the 0920 paper tape subsystem, you receive an indication of broken 
tape if there are data characters under the read photodiodes when the end-of -tape switch 
is activated. A false indication of broken tape, therefore, results when the end of an 
unbroken tape goes by while the last of the data characters- are still being read. To prevent 
this false error indication from being given> you must follow the last data character on an 
input tape with a tape trailer at least 12 inches (120 characters) long; there must be 
nondata characters. In the binary mode, the trailer must consist only of null characters; in 
the character mode, you may use null or delete characters. 

Figure 17—1 is a schematic diagram of a paper tape file with its leader and trailer. 


LEGEND: ' - 'V: ' ' ■, ^ ^ ■ 

L Tape leader. Immediately precedes the first data character on papier tape and comprises only null characters in binary 
mode; may comprise null or delete characters in character (standard) mode. Must be at least three feet (360 
characters) long if the optional tape spooler is used on 0920 paper tape subsystem; otherwise heeds to be no more 
than two inches (20 characters) long. 

T Tape trailer. Immediately follows the last data character on paper tape; must be at least 12 inches (120 characters) 
long to prevent false error indication of broken tape. Comprises only null characters in binary mode; may comprise null 
or delete characters in character mode. 

D Data file. In character mode, the format of data records may be either fixed, unblocked or undefined (that is, records 
are of various lengths). The only record format used in binary is fixed, unblocked. 




Figure 17—1. Tape Leader, Paper Tape Data File, and Tape Trailer 
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17,3. CHARACTER AND RECORD TYPES ON PAPER TAPE 

Before looking into the way your data is organized on punched paper tape and appears to 
data management and to your program, consider the uses of several character types 
already mentioned, but not explainted so far: the null character, the delete character, and 
the end-of-record stop. These are part of a class of characters, selected by convention or 
arbitarily from among all the possible patterns that may be punched in one character’s 
space on tape, different from the rest only in that they are not used to represent data. 
They are sometimes ca\\e6 control characters, but, on the other hand, they may represent 
the absence of data or serve as information separators or dalimiters to forrnat your data. 
They may serve merely to fill space on tape ss a tape leader as. trailer. One of them may 
be used to obliterate unwanted or erroneous data characters or other nondata characters. 
Characters from this class may indeed be used to control communications or devices 
(here, for example, the 0920 paper tape subsystem itself), and the term control characters 
is then appropriate. 

An important realization is that each tape code you must assign to one of these characters 
reduces by one the subset of possibilities you may use to represent your data. When you 
are processing in character, or standard, mode, however, this limitation is not as serious 
as it may seem: data management's letter/figure shifting capability allows you to 
represent more than one set of charcters in the same set of hole patterns punched on 
tape. 


17.3.1. Null, Delete, and Stop Characters 
■ Null Character r ^ 

The null character is represented on tape by the absence of any punches in the 
information levels (tracks); only the feed (or sprocket) hole is punched. To punch the 
tape code for the null character, you place' the hexadecimal value 00 ^ a standard 
convention in both ASCII and EBCDIC processing — in your I/O area; You may use 
the null character (or the delete) in the paper tape leader ar\d. trailer \NheT\ you are 
processing in character mode (MODE=STD), but you must use only the null for these 
purposes in binary mode (17.2.2, 17,2.3). Similarly, you must use only the null 
character to represent the optional interrecord gap in binary processing, although the 
delete character may be used instead, in character mode (17.3.4). 

When you start to read paper tape, the subsystem feeds tape until it comes to the 
first character that is not a null (or a delete); it then, beginning with this character, 
starts to transfer characters into hnain storage. For this rbason, you must never use 
the null as the first character of the first record on a tape; if you do, all subsequent 
record lengths are off by one byte. In binary mode, once the transfer of data has 
begun, all subsequent null characters are read into main storage, as binary O’s 
(hexadecimal 00), and, whatever these represent in your input file, you must program 
to desi with them. In character mode, oh the other hand (MODE=STD), nulls are 
never transferred into main storage. 
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■ Delete Characters 

You may represent a deletie character on tape by any of the hole patterns available for 
you to punch, although the standard ASCII delete character is a punch in each of the 
seven data tracks (17. 5. TO). The practice of punching a hole in each track b'r data 
level to represent a ddlete character facilitates one of the main uses Of the character: 
to cancel dr obliterate unwanted data in a record. There are, however, two types of 
thesk the "hardware" delete and the "software" delete. * 


In character mode only {MODE=STD), by wiring the prograrri connectof-^board, you 
can cause the hardware itsielf to recognize one of the incoming tape codes as a 
character to be deleted, which it does not transfer to main storage. It skips this 
character, without leaving a spaCe in its place> and goes on to read in the next data 
character. This is called the "wired" or "hardware" delete; but- such a chSracter 
cannot be used in binary rhode. 

To prevent a character you want treated as a delete from being read into main 
storage in binary mode, you must so designate it in' a scan table that you specify to 
data managehient via the SCAN keyword parameter of the DTFPT declarative macro 
that defines the file (T7.5.3iT). You may specify more than one delSte character this 
Way — these are- called "softvvare" deletes; because the data management software 
takes care Of them — in Aof/? binary and character modes. c . - 

A major use of the delete characfer, as suggested, is to obliterate unwanted 
characters from your paper tape file when -these are identified in later processing, 
once the file is created. However (with one exception), you must take pains never to 
include the delete character in your output data when you are creating a paper tape 
file; it is punched into the tape by other means. Because of this use in cancelling out 
any tape code, the delete is often called a "fub-out" character. 

The exceptiori to the general rule of always excluding the delete character from 
appearance among the data characters in your output is its use as the record gap 
character when you are punching a tape (17.3.4). 

The other uses of the delete, to constitute the paper tape leader and trailer, or the 
interrecord gap (the record gap character) in standard rnode, have already been 
referred to. In these uses, it is important' to remember that the delete character must 
be the hardware 6e\e\e, to be wired for input files via the program connector board, 
and not one of the Software deletes designated in a SCAN table. You may place the 
hexadecimal code for the hardware delete in your I/O area as many times as you 
want it punched in the header or trailer, or you may form these, file-delimiting 
character strings by splicing alrdady' punched strips of tape onto’ the ends of the file 
after it is punched without them. " " / . 
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■ Stop Character 

Undefined records, used; only when you are processing in character mode 
(MODE=STD), require some means of delimitation, as they vary in length. For this, 
you use an end-of-record stop character at the low-order end of the record; it is 
placed there automatically by data management when you are punching an output 
file. It is read into your I/O area from an input file, and marks the farthest point into 
your I/O area you should attempt, to reach in processing your data. You specify to 
data management what it is to use for this character on an output file by means of 
the EORCHAR keyword parameter of the DTFPT declarative macro defining the file 
(17.5.6); for an input file, you must specify the end-of-record stop to the 0920 paper 
tape subsystem itself by wiring the program connector board (17.2.1.2). When the 
subsystem encounters this character opi reading an undefined record in character 
mode, it automatically stops tape motion. Remember that in binary mode the 
subsystem cannot be wired to recognize a stop character. The end-of-record stop 
character may not be used in OS/3 as the record gap character. 

The use of an end-of-record stop character affects the length of your I/O buffers and 
work areas in character mode (MODE=STD); these effects are discussed in detail in 
r 17=5 1.3, 17,5.1 4, and 17.5.1.6. Figure I?-— 2 shows the relatipnship of record length 
to the block size specification for an undefined record of the maximum size in a file. 
Note the position of the stop character in some of the subsequent figures, also. 


LEGEND: 


UNDEFINED RECORD (USED IN CHARACTER (STANDARD) MODE ONLY) 



E End-of-record character, a “wired stop'' character placed by data management as a delimiter at the end of each 
undefined (variable-length) record. Specified by the. EORCHAR keyword of a DTFPT declarative macro defining an 
output paper tape fije; set for input files with clip-on wires in the reader section of the program connector. 

D Length of data record, AAfhich may not exceed 4094 bytes. For output files, you load this length into the register 
specified with the RECSIZE keyword of the DTFPT macro. For input files, data management loads the RECSIZE register 
with the length of each record it reads in. 

I Assuming that D is the length of the longest data record in the paper tape file, then I as depicted here equals the 
BLKSIZE specification, which may not exceed 4095 bytes, The BLKSIZE specification is the size of the largest logical 
record to be processed and always includes 1 byte for the EORCHAR stop character that follows the data in an 
undefined record. 


Figure 17—2. Undefined Paper Tape Record of Maximum Size for the Fite: 

Relationship of Record Length to BLKSiZE Specification 


17.3.2, Letter and Figure Shift Characters 

Only when you are processing in character mode (M0DE=STD) may you use the 
letter/figure shifting capability that data management offers to permit you to represent 
more characters than you have unique hole patterns available in the number of data levels 
or tracks in your tape. 
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Setting aside a few of the hole patterns for the null charatiter, one or more deletes, and (if 
you have undefined records in your file), the end-of-record stop, you can nearly double the 
number of characters IhRt the remaining hole patterns represent if you select two more to 
be shift codes and then assign two meanings to each of the patterns that this leaves you: 
one meaning when it follows the one shift code on tape, one when it follows the other. 

The conventions in OS/3 data management are that one of these shift codes is the letter 
shift character, all hole patterns following it on tape being translated as "letters", and that 
the other is the figure shift character, all tape codes that follow it being translated as 
"figures"; Another convention is that, on opening an input file, data management expects 
that the first record of the file begins with a "figure" unless the first character of the 
record is the letter shift code. Data management inserts all shift codes automatically as it 
punches your output records into paper tape files, and it deletes them automatically, 
translating the intervening data as required, as it reads input records from tape. 

To represent the letter shift and the figure shift codes, you may select any of the codes 
that you can punch into the tape at your disposal — except for the null, deletes, and end- 
of-record stop. Figure 17 — 3 shows the appearance of an undefined output record, 
comprising both "figures” and "letters", as it would appear in the I/O area after you had 
formed it there for punching by data management, and as the record would look after it 
was punched as the first record on tape. Notice that the letter shift code has been added 
automatically by data managemeht as the first character of the punched record. 

UNDEFINED OUTPUT RECORD, LESS THAN MAXIMUM SIZE FOR FILE, AS IT APPEARS IN I/O AREA 


BLKSIZE specification 

Record size 



Data moved by user to output area when he is 
forming records to be punched on tape 


LEGEND: 



"Letters": 8-bit configurations user has designated to be translated by the content of his LSCAN and TRANS tables 
"Figures": 8-bit patterns user has designated to be translated by the content of his FSCAN and TRANS tables 



End-of-record stop character, placed in I/O area by data management; specified by EORCHAR keyword 


Residual data in I/O area, not processed 


Figure 17 — 3. Undefined Output Record for Standard Mode Paper File in I/O Area 
and as Punched on Tape (Part 1 of 2) 
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AND AS IT APPEARS PUNCHED AS THE FIRST RECORD ON A PAPER TAPE FILE 



LEGEND: 



Letter shift code (LSC), punched by data management, the OS/3 convehtion is that the first character in the first 
record on tape is either a "figure" or the letter shift code. ^ ^ " 

Tape codes to be translated on input as representing '^letters", because they follow LSC and precede FSC 
Tape codes to be translated on input as representing "figures", because they follow FSC and precede LSC 


Figure shift code (FSC), neyer the first character of the first record on tape 


End-of-record delimiter, a character specified by the EORCHAR keyword of the DTFPT macro. On input, when this 
character is encountered, tape motion stops. The 0920 paper tape subsystem can be wired to recognize this character 
only in standard mode. 

Paper tape leader 


Figure 17—3. Undefined Output Record for Standard Mode Paper Fife in I/O Area 
and as Punched on Tape (Part 2 of 2) 


Figure 17 — 4 shows the relations of an undefined input record's length and contents to 
the I/O and work areas-(and to .the specified block size); notice that the bytes in the data 
area beyond the end-of-record stop character are not zeroed or otherwise processed by 
data management; you should avoid running into them in your processing. 

The means for designating the shift codes, for designating which characters are "figures" 
and which "letters", and for translating these are described in full elsewhere (17.5,3, 
17.5.3.1, and 17.5.5, for example) under the DTFPT macro keyword parameters used for 
the purpose. See also Figure 17-^10, in 17.5.1.5. 
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BLKSIZE specification . 


(for largest undefined 
record, including 
1 byte for EORCH AR) 


IOAREA1 


(as read into I/O area originally) 






letters 



figures 


letters 



III/// 

/ / / / / / 
III 4 // 
III/ // 

I I f i / / 


I I/O or WORK 
/ AREA 

// 

f 

// 

/ 


T 

■ 

letters 





■ 


// 


// 


/ 


^7 

/ y Bytes beyond 

/ / the feORCHAR (stop) 

. 'V V . character are not 

/ / zeroed or otherwise 

/ / processed by data management. 

■ / /" 

/ / 


figures , 


letters 



(As made available to user after (SET instruction in I/O area or work area,) with shift and delete c^iaracters removed and data translated 


Record length loaded into RECSIZE 
J " register excludes 
the EORCHAR (stop character) 
that delimits each undefined record 
on tape and in I/O and work areas. 


EORCHAR (stop cha radter) 


Lettershift character 


Figure shift character' 


Bytes beyond the EORCHAR (stop) character. These are not zeroed or otherwise processed by data management and 
should not be accessed by the user. -i 


Figure 1 7 — 4. Relationships of Record Length, Work Area Length, and f/0 Area Length to BLKS/ZE Specification 

and Content of RECSIZE Register for an Undefined Record Input from iPsper Tape with Shifted Codes 
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17.3.3. Record Formats in Paper Tape Files 

In defining OS/3 paper tape files, one of two record formats may be specified, depending 
on processing mode. When you are processing in binary mode, the only format you may 
specify is the fixed, unblocked format, but when you are processing in character mode 
{MODE=STD), you may specify either this or the undefined record format. You use the 
RECFORM keyword of the DTFPT declarative macro, discussed in detail in 17.5.1.2, for 
specifying the format of records in your file. The two processing modes are described in 
fully in 17.5.2. 

The reason that the undefined format may not be specified in binary mode is that there is 
no way the paper tape subsystem, when operating in binary, can be made to recognize the 
end-of-record stop character that delimits the undefined record (17.3.1), yet this 
recognition is essential for input processing. 

The fixed, unblocked record may vary in length from 1 to 4095 bytes. If you are used to 
processing records that are considerably smaller than 4095 bytes in your applications, you 
may wonder whether it is possible to block them in OS/3. Paper tape data management 
does not offer facilities for blocking and unblocking records, and this is the reason you 
may not specify a blocked format in your DTF; however, because a record is simply what 
you tell data management it is, your file may indeed consist of blocked records. The only 
point is that your program must deal with the blocking and deblocking that is necessary, 
without the assist that data management offers in the magnetic tape and some of the disk 
access methods. 

In character processing mode (MODE=STD), fixed, unblocked records may contain shifted 
characters and shift codes (they may not in binary mode), and when they do, moreover, 
you should note that they will seldom be all of one size when punched on paper tape. 
Rgure 17 — 5, contained in a following paragraph (17.3.4), illustrates this point. Although 
fixed, unblocked records may not be shifted in binary mode, they may be translated. 

The undefined record is simply one that may be of any length up through 4094 bytes; its 
maximum length is one byte less than the limit for the fixed-length record because of the 
need for the end-of-record stop character just described (17.3.1). The actual length of 
individual undefined records may vary from record to record; it is marked by the delimiting 
stop character and referred to in the general register designated for record size (17.5.1.6). 
It, too, may actually contain blocked records, but there is no way to specify this fact to data 
management, which has no facilities for blocking or deblocking. You must do this yourself. 

Figures 17—5, 17 — 6, and 17 — 7, presented in the following paragraph, show the 
appearance of records of each format on tape and in the data area. These records are 
followed by an interrecord gap. 


17.3.4. Interrecord Gaps in paper Tape Files 

Data management does not provide automatic facilities for punching a string of nondata 
characters (null or delete characters, for example) after each output record to serve as an 
interrecord gap. Yet a gap so constituted, especially if it contained a fixed number of these 
characters, might facilitate error recovery and would serve to distinguish records on tape. 
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If you want to create an interrecord gap for these reasons, you need only to place the 
number of null or delete characters that you have decided to use at the end of each record 
in the output of work area. There are a few considerations to keep in mind, however; 
these affect both your block size specification and (for undefined records only) the value 
placed in the general register used to refer to logical record length. 

With output files in both binary and standard modes, a byte for every character to be 
punched at the end of a record as part of an interrecord gap must be included in your 
calculation of block size, which you specify with the BLKSIZE keyword parameter of the 
DTFPT declarative macro (17.5.1.3). Furthermore, if your records are undefined, your block 
size must still allow one byte more for the end-of-record stop character, which data 
management inserts in the I/O buffer as a delimiter after the last record gap character 
you place there. Therefore, the overall length of data-record-plus record-gap that you form 
must be at least one byte shy of your BLKSIZE specification. You also count the bytes for 
the record gap characters at the end of undefined records in the record length that you 
load into the general register that you must use to refer to record size (the RECSIZE 
register, 17.5.1.6). Refer to Figure 17 — 5. 


• -r- . ^ 


data 

• • • • • 

1 


< IRG ► 



data 


|4 



♦—IRG ► 



data 



^ IRG ► 


Output File 


Undefined record, of maximum size for its file 
(standard mode only). 


Undefined record, of less than maximum size for 
Its file (standard mode only). 


Fixed, unblocked record, either processing 
mode. 



End-of-record stop character, punched by data management 


Bytes in I/O area beyond end-of-record stop, not processed by data management nor to be accessed by user 


IRG Length of interrecord gap, characters supplied by user 


Figure 17 — 5. Undefined and Fixed, Unblocked Records Followed by Interrecord Gaps 
in Output Paper Tape File, Either Processing Mode 
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With Input files processed in character mode (MODE— STD), nulls of deletes at the end of 
each record are hot included in your BLKSIZE’ Specification, because they are not 
transferred into main storage. For the sarfie reason- data management does not include 
the bytes for the record gap characters in the* record length it loads for undefined records 
into the RECSIZE register. A standard fhodfe output file cdntainihg interrecord gaps would 
therefore require a smaller BLKSIZE specification when it is read in than it needed when 
piinched. Refer to Figure 17 — 6. 
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E 
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Content of I/O area when the same undefined 
record is read in in character mode 
(MObE = STp) 


^ ..... ^ 
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Fixed, unblocked record as punched on tape 
with interrecord gap 


Block size on input »■ ' 


data 


Content of I/O area when the same fixed, 
unblocked record is read in in character mode 
(MODE = STD) ^ 


LEGEND: 


IRG Length of interrecord gap, characters supplied by user when files were created. Punched on tape, but not transferred to main 
storage on input in character mode (MOf E = STD) 




End-of-record stop character, punched by data management 


Figure 17—6. Undefined and Fixed, Unblocked Records Followed by Interrecord Gaps 
in Input Paper Tape Files, Standard Processing Mode 
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For input files processed in binary mode, on the other hand, the situation is different. 
Because the record gap characters are transferred into main Storage (as nulls, 
hexadecimal 00) at the end of each record, you must include the fixed number of bytes for 
calculating block size, as well as programming appropriately to account for their presence. 
A binary mode file containing interrecord gaps would have the same BLKSIZE specification 
for input processing as it had vvhen punched. Refer to Figure 17— 7. 


^ Block size when created — ^ 




data 




^ IRG ► 

data 





Input Rie 

Fixed, unblocked record as punched on tape In 
binary mode with interrecord gap 


Same record in I/O area when read in in binary 
mode 


LEGEND: 


IRG Length of interrecord gap. Characters supplied by user when file was created. In binary mode, these characters are 
read into main storage as input and must be included in BLKSIZE specification and in reserving main storage for I/O 
area. 

Figure 77—7. Fixed, Unblocked Becord Followed by Interrecord Gap in Input Paper Tape Fife, Binary Processing Mode 


It might occur to you that, when you are processing output files in character mode 
(MODE=STD), you could punch a string of end-of ^record stop Characters, instead of nulls 
or deletes, as an interrecord gap between undefined records. Although you could punch a 
series of these characters, when your file is read in, the device would stop tape motion at 
each of the end-of-record characters, and could not be made to skip over them. Other 
paper tape systems you are familiar with may allow consecutive end-of-record characters, 
without intervening data, to be punched in output tapes and skipped over on input — 
OS/3 does not provide the facility to skip these on input. 

Figures 17 — 8 and 17 — 9 depict shifted undefined records and shifted fixed, unblocked 
records as they exist on tape and appear in your work area when processed in character 
mode {MODE=STD). 
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, - record 1 • i . , recQrd 2 

Shifted, undefined records, each followed , by a user-supplied interrecord gap as they appear on tape 



record 1 


The first undefined record as made available to user in work area by GET macro. 


LEGEND: 

Bytes in work area beyond end-of-record stop character, not to be accessed by user 


Figure shift character inserted and deleted by data management. Precedes each string of figures except those 
beginning first record or tape 


Letter shift character inserted and deleted by data management. Precedes each string of letters in every record on 
tape : 


End-of-record stop character, delimiter for each undefined record. Specified for input file by wiring program 
connectors board 


IRG Interrecord gap, characters supplied by user. Not transferred to main storage in chanacter mode (MODE—STD). 
NOTE: 

The record length placed by data management in the REGSIZE register does not include the end-of-record stop? character — 
even though this character is read into I/O area and is moved with the record into the work area. 

Figure 77—8. Shifted, Undefined Records as They Appear on Paper Tape and in User Work Area: 

Input File, Character Mode (MODE=STD} 
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IRG ^ 


IRG 


m 

figures 

L 

S 

c 

letters 

F 

S 

C 


• • • • • 

L 

S 

c 

* all letters 


ail letters 



V 'V ^ ^ 

Record 1 . ' Record 2 ’ , Records 


figures 

letters 

figs 


letters 


letters 




^ input BLKSIZE ► 



and size of each work area— smaller than output 
blocksize by the fixed number of record gap 
characters punched between records 


LEGEND: 



Letter shift code, inserted and deleted by data management 


Figure shift code, inserted and deleted by data management 


IRG Interrecord gap, a fixed number of characters supplied by user on output but not transferred on input in character 
mode 

NOTES: 

1. Record 1, including its interrecord gap, is two bytes larger than specified by the BLKSIZE keyword at output because of 
the shift codes required after the first and second fields and inserted there by data management. 

2. Record 2, likewise, is one byte larger than the output BLKSIZE specification {which must include the fixed number of 
record gap characters you supply for each record), because of the letter shift code required. This record begins with a 
letter, and the preceding record ended in a figure. 

3. Record 3 is exactly the length specified by the BLKSIZE keyword at output. No shift code is required: the record 
contains only letters, and the preceding record ended with a letter. 


Figure 17 — 9. Shifted, Fixed, Unblocked Records on Paper Tape and in Work Areas: 

Input File, Character Mode (MODE=STD) 


17.4. PROCESSING PAPER TAPE FILES 

The procedures in processing paper tape files are simply summarized. Before creating your 
program, you obviously will know what form of tape you are going to read or punch, 
whether it is to be in binary or character mode, whether it is to be translated into or from 
the standard EBCDIC, and whether it is to contain shifted characters or rely on only one, 
unique use of the codes available to you. Once these points have been determined by the 
nature of your application, you will take the following steps to use the paper tape data 
management system: 

■ You define each of your paper tape files, using the keyword parameters of the DTFPT 
declarative macro to specify your requirements. 

■ Before reading or punching any data from or to any paper tape file, you issue an 
OPEN imperative macro to initialize the file. 
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■ At this point in your program, you may issue the GET imperative macro to read data 
from the file, or the PUT macro to punch data into the tape. Note that you cannot 
issue both macros to the same file in any One pass. 

■ After all data has been punched onto a tape, or read from it, you issue a CLOSE 
imperative macro to terminate your processing of it. 

At program execution time, you must do the following: 

■ Provide proper device assignement and logical file definition for each file, through job 
control DVC and LFD statements. 

■ Ensure that the program connector in the 0920 paper tape subsystem is properly set 
up. 

■ Ensure that the proper paper tape is mounted and that the device is online. 

The following paragraphs describe the four imperative macros you may issue to a paper 

tape file; OPEN, CLOSE, GET, and PUT. , 
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17.4.1. Initializing a Paper Tape File (OPEN) i 

Before issuing any of the other imperative macros to it, you rnust issLie an OPEN 
imperative macro to the paper tape file to be processed. The trarisients and overlays called 
as a result link your file to the device you have assighed through job control and perform 
other file initialization procedures. “ - ^ 

For an input file, for example, that contains letter/figure shift codes, the OPEN prbcessihg 
initializes the file so that the first record on tape is read in the figures mode. If the first 
record on a paper tape actually begins with letters, therefore, a letter shift code rhust be 
the first character punched on tape, or the record will be misread. This code is inserted 
automatically. fpr tapes punched by 05/3., .. . . 

Format: -J' r 


LABEL 

A OPE RATI ON A 

OPERAND 

[symbol] 

OPEN 

(filename-1 [,...,filename-n]'i 



|(1) i 



ll ) 


Positional Parameter 1: : - v 

filename 

Is the label in your program of the DTFPT declarative macro defining the,, paper 
tape file to be initialized. You may initialize as many as 16 daja management 
files with one OPEN macro call; they need not all be paper tape files. 

(1) or 1 

Indicates that you have preloaded general register 1 with the address of the 
DTFPT declarative, rnacrp. You use this form on|y when you have a single file to 
initialize. 


Examples: 


LABEL AOPERATIONA OPERAND A 

1 10 16 


P.0.0, 1, 1 , , 




DMPT|,,DM?T|2 , , , , 

1 1 i I 1 # 1 1 1 1 I 1 1 1 I I 1 1 1 f i 1 ! 1 1 1 1 i 1 [ 1 I 1 

—J 1 i 1 1 L- I 


_1 L_J L_ 


1 1 1 1 i i t t ! i 1 i 1 1 1 t 1 t 1 1 1 1 1 1 i 1 i t t 1 t i 

- 1 I 1 ( 1 1 1 


1 1 1 1 


1 1 i 1 i i 1 1 1 i I 1 1 1 i 1 1 1 1 1 I 1 1 1 1 1 1 ! 1 1 1 1 

_J L...,J 1 1 1 1 


L|A, , , 


^ I *1^1^^ 1*^1 *^i i i 1 1 1 1 1 i t 1 i 1 i I 1 1 1 1 i [ 1 1 1 1. 1 

i i \ i 1 t 1 




i — 1 — 1 — 1 — I — 1 — ! — \ — 1 — \ — \ — lJ t 1 III! 1 1 I 1 I 1 1 1 1 


1. Opens paper tape files DMPT1 and DMPT2 

2. Opens the paper tape file DMPT7 
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17.4.2. Terminating Paper Tape File Processing (CLOSE) 

When .you have completed processing your paper tape file, you must issue the CLOSE 
imperative macro before taking any action to terminate the job (such as issuing supervisor 
macros EOJ, CANCEL, DUMP, etc). Transients called by the CLOSE macro ascertain 
whether all I/O operations have been completed, process errors on the final I/O 
operations, and so forth. If you require further processing on the paper tape file, you must 
reopen it with the OPEN macro. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[symbol] 

CLOSE 


filename-1 [,...,filename-n] 
(1) 

1 

^*ALL ^ 

► 



Positional Parameter 1: 
filename 

Is the label in your program of the DTFPT declarative macro defining the paper 
tape file whose processing is to be terminated. You may close as many as 1 6 
data management files with one CLOSE macro call; they need not all be paper 
tape files. 

(1) or 1 

Indicates that you have preloaded general register 1 with the address of the 
DTFPT declarative macro. You use this form only when you have a single file to 
terminate. 

*ALL 

Specifies that all files currently open in the job step are to be closed. 
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1. Closes the files labeled DMPTI and DMPT2 

2. Closes the file labeled EX1 
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17.4.37 Reading a Logical Record ffpm Paper Tape (GET) i 

Ypu issue the GET imperative macro to an input file to make a logical record available to 
you either in a work area or in an I/O area. In executing a GET macro, before data 
rrianagemerit makes an input record available tojypu in an I/O anpa or moves it from there 
to your work area, it has removed all shift or delete characters from the record and has 
translated all data that requires translation. ^ ^ 


If you want to use a work area for processing input records, you must specify the WORKA 
keyword parameter in the DTFPT declarative macro defining the file and must also specify 
the address of the work area with each issue of the GET macro. If you do not specify the 
WORKA keyword, you must access each record in an I/O area. And, if you have specified 
two I/O areas but no work area, you must use an I/O register to access the record 
(17.5.1.4). 

When your record is an undefined record (RECFORM=UNDEF), the end-of-record character 
appears in the data area at the end of the record; furthermore, any unused bytes in the 
area beyond this stop character are not zeroed or otherwise processed by data 
management (refer back to Figures 17 — 3 and 17 — 4, for example). If you wish, you may 
specify a record size register when you are reading undefined records. Data management 
then loads this register with the length of the record, as it appears in the data area minus 
shift and delete characters; this length does not include the end-of-record stop character. 

Format: 


LABEL 

A OPERATION A 

OPERAND 

[symbol] 

GET 

/filename \ 

!r’ 1 

, / workarea 

jr !_ 


Positional Parameter 1: 
filename 

Is the label in your program of the DTFPT declarative macro defining the input 
paper tape file from which you are reading a record. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFPT file 
table. 

Positional Parameter 2: 
workarea 

Is the symbolic address (label) of your work area. You may change this label from 
one GET macro to another. 
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(0) or 0 

Indicates that you have preloaded register 0 with the address of a work area. 
Examples; 


LABEL AoPERATIONA OPERAND A 

1 10 16 


1 1 1 1 1 1 1 


gej, , 


1 1 1 i 1 1 1 1 1 1 1 1 1 1 ! 1 I 1 ! 1 1 i 1 1 1 j i 1 ’ 

^■1 1 1 i 1 1 


G|E,T, , 


PiyiPT2|,WKI 1 1 * , , 1 

1111 1^11 -1 i 1 1 1 1 1 1 1 1 1 til 1 1 . 1 i i ! 1 ■ ! * 1 1 i 

I 1 1 I i 1 1 


1 1 I 1 


11 III I 1 III 1 1 1 1 1 1 t 1 1 1 1 1: 1 |V| 1 1 1 ill I 

ao,o^, 1 , , 


L|A , , 


.Q 1 1 1 1 i 1 1 1 1 1 1 1 1 1 1 1 i 1 1 1 f 1 j 1 1 1 I 

-,i i i 1 1 1 1 


GiE.T , 


1. 1, 1, 1 — L i 1 1 1 i 1 1 1 1 1 1 1 1 1 1 1 1 1 


1. Read a record from paper tape file labeled DMPT1 and leave the record in an I/O 
area. .... . , . , . ’ / 


2. Read a record from paper tape file Jabeled DMPT2 and move the record to the 
work area labeled WK1 . 

3. Read a record from paper tape file labeled PMPT3 and move the record to the 
work area labeled WK5. 
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PUT 


17.4.4. Punching a Logical Record into Paper Tape (PUT) 

Having provided the data for an output, record in an !./0 area or work area, you issue the 
PUT imperative macro to punch it as a logical record into paper tape. If you are using 3 
work area, you must specify the WORKA keyword in the DTFPT declarative macro that 
defines your output file, and you must specify the address of a work area with each PUT 
macro you issue. The work area may differ from macro to macro. 

Data management moves the output record from the work area to the output area and, 
before punching the record on tape, inserts letter and figure shift characters and 
translates data as necessary. If this is the first record on the tape, and if it begins with a 
letter, data management automatically punches the letter shift character as the first 
character of the record. If the record format is undefined, data management punches the 
end-of-record stop character at the end of each record. You will have specified the shift 
characters with the LSCAN and FSCAN keywords, and the end-of-record character with 
the EORCHAR keyword, when you defined the file with the DTFPF declarative macro. 

To punch out undefined records, you must also have specified a record size register, using 
the RECSIZE keyword in the DTF, and, determining the Idngth of each record, you must 
load this length into the register before you issue each PUT macro. The number you load 
into the RECSIZE register is the number of bytes of data in the record; it does not include 
bytes for the end-of-record stop character nor for the shift characters, which data 
management inserts. 

Format: 


LABEL 

A OPE RATI ON A 

OPERAND 

[symbol] 

PUT 

/filename^ 

Ir’ ! 

, f workarea^ 

! 


Positional Parameter 1: 
filename 

Is the label in your program of the DTFPT declarative macro that defines the 
output paper tape file. 

(1) or 1 

Indicates that you have preloaded register 1 with the address of the DTFPT file 
table. 

Positional Parameter 2; 
workarea 

Is the label in your program of the work area from which you want the output 
record moved. 
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(0) or 0 

Indicates that you have preloaded register 0 with the address of the work area 
from which you want the record moved. 


Examples: 


LABEL AOPERATIONA OPERAND A 

f 10 16 

^^.5.0, 0| . , 


w, , 


FX7 

1 1 1 11 1 1 1 i _i J i i 1 1 1 1 1 1 1 1 1 1 1 1 1 1 i i 1 

1 1 t 1 i 1 t 


PiU J, , 


JWPT3i.»»,k,a, , ; , , , , , , , , : , , , , , , . , 1 , , 

J 1 1 1 J 1 1 


1 1 1 


1 1 1 1 1 1 1 1 1 1 i 1 ! 1 1 i 1 i 1 1 1 1 1 1 1 1 i 1 1 1 1 t 

1 1 1 1 1 11 


lEMH 

1 


IHHHH 


PiUT , 

_ 

P^^P^Tj8i||(P|) , 1 ^ ^ ^ 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 


1. Punch a record which the user has placed in an I/O area, into the paper tape file 

whose label is EX7. . 

2. Move the record that the user has placed in the vyork area labeled WKA to an 
I/O area and punch it into the paper. tape file whose label is DMPT8. 


3. 


Same as 2. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


17-24 


DTFPT 


17.5. DEFINING PAPER TAPE FILES (DTFPT) 

You define your paper tape files to data management by issuing a DTFPT declarative 
macro for each file you will process in your BAL program, using its keyword parameters to 
describe the file. The DTFPT macro does not generate executable code (and therefore 
should not be issued in the midst of executable instructions or imperative macros); it does 
generate a file table to contain data about the file and the results of processing. 

When your program is assembled, the assembler expands your DTFPT declarative macro 
into a 215-byte file table, which it uses in a number Of ways to control file processing and 
to record certain results. 

As you execute each imperative macro to process your file, for example, data management 
places an informative reply, indicating normal completion of I/O or exceptional conditions 
(including unrecoverable error) in a program-addressable field of the DTF file table called 
filenameC. Your use of this field is explained under the ERROR keyword parameter 
(17.5.9), as is the use of another field, filenameD, to access a record containing a parity 
error. 

Following is a format delination of the DTFPT declarative macro, showing the required and 
optional keyword parameters you will use to define your file and to indicate to data 
management some of your file processing requirements. Notice that the keywords are 
listed here in alphabetic order; however, you may issue them in any convenient order, 
separating them with commas. 



UP-8068 Rev. 4 


SPERRY UNIVAC 0S/?3 
BASIC DATA MANAGEMENT 


17-25 c 


Format: 


LABEL 


A OPE RATION A 


OPERAND 


filename 


DTFPT 


BLKSIZE=n 
[vE0.FADDR=symboH 
[,EORCHAR=Texpression] 
[;ER:ROR“symbol] 
[,FSCAN=symbol] 
[.FTRANS=syiilbbl] 
,IOAREA1=symbol 
[,IOAREA2=symbol] 
LlOREG=(r)] 
[,LSCAN=symbdl] ' 
,LTRANS=symbol] 

:,OVBLKSZ=n] 
,OPTION=YES] . r 


LRECSIZE=(r)] 
t,SAVAREA=symbol] 
[,SCAN=symbol] . 
[,TRANS=symbol] 

!,TYPEFLE=l^fc' \ 
^output/ 

>ORKA=YES] 




A comma is shown preceding every keyword but the first, to remind you that all keVwords 
coded in a string must be separated by commas. However, a comma must not be coded in 
column 16 of a continuation line, nor follow the last of the string. Refer to the preface of 
this manual for OS/3 format statement conventions and to 1.6.3 for rules on continuation. 

The symbolic label of the DTFPT declarative macro (filename), required for all DTFPT files, 
is the logical name by which you address^the file in yOur BAL program, it may contain ho 
more than seven alphanumeric characters, the first of' which must be alphabetic. 
Restricting filename to seven ^characters allows data management to generate Symbols, 
such as ///enameC, which you may reference in each DTF file table by concatenating a 
letter to the file name. You specify this file name to the imperative macroinstructionsiyou 
issue to process your file, and it is this name also that you use in the job control logical 
file definition (LFD) statement with which you allocate the file. 
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Notice that there are two keyword parameters (BLKSIZE and IOAREA1) that you must 
always specify in every DTFPT macro. Others are required under certain circumstances, 
and some are entirely up to you. 

Notice also that the completion of many of the keyword parameters is symbol, 
representing the fact that with sym/jo/ you specify the symbolic address of the subroutine, 
translation table, scan table, or I/O buffer the keyword stands for. In expanding your 
DTFPT declarative macro, the assembler generates an EXTRN pseudo-op for each symbolic 
label the macro contains; this means that the corresponding subroutine or table tieed not 
be assembled with the DTFPT macro, but, when it is more convenient or advantageous for 
you to do so, may be assembled separately. 

These are the keywords in point: 


Keyword 

Subsection 

EOFADDR 

17.5.4 

ERROR 

17.5.9 

FSCAN 

17.5.5 

FTRANS 

17.5.3 

IOAREA1 

17.5.1.4 

IOAREA2 

17.5.1.4 

LSCAN 

17.5.3 

LTRANS 

17.5.3 

SAVAREA 

17.5.8 

SCAN 

17.5.3 

TRANS 

17.5.3.1 


Table 17 — 1, following the DTFPT format delineation, summarizes the rules for specifying 
the keywords. The keywords are discussed, in full detail, in the subsequent paragraphs. 
Information on acceptable variations of some of the keywords is given in 17.6, which 
discusses the compatibility of OS/3 with certain other data management systems for 
paper tape. 
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Table 17—1. Summary of DTFPT Keyword Parameters (Part 1 of 2 j 





UteWith 

File Type 

EXTRN 

Use With 
lYocessing 

Use With 

Use 

Without 

Do 

not 

for 

Keyword 






Mode 


Shifted 


Details 

Completion 

Remarks 

INPUT 

OUTPUT 


BINARY 

STD 

Codes 

With 

BLKSI2E* 


Required for all files. Specifies maximum length, 
in bytes, of largest logical record; n is a decimal 
number in the range 1 through 4095 

R 

R 

- 

R 

R 

- 


- 

133.1.3 

EOFADDR 

symbol 

Specifies label of user's end-of-tape processing 
routine; required for all input fifes. 

R 

No 

Yes 


- 




13.5.4 

EORCHAR 

expression 

Required for output files with undefined records; 
specifies end-of-record stop character (delimiter) 

No 

R 

No 

No 

R 

- 

_ 

RECFORM= 

FIXUNB, 

MODE=BINARY 

13.5.6 

ERROR 

symbol 

Specifies label of user's error routine. If not 
specified, errors return inline 

0 

0 

Tes 

0 

O 

- 

- 

- 

13.5.9 

FSCAN 

symbol 

Required, with LSCAN keyword, to specify label 
of user's figure scan table for punching files with ^ 
shifted codes 

No 

0 

Yes 

No 

p 

R 

No 

MODE=BINARY 

13.5,5 

FTRANS 

symbol 

Required, with LTRANS and SCAN, to specify 
label of user's figure translation table for 
processing a shifted input file 

6 

No 

Yes 

No 

0 ' . 

R 

No 

TRANS, 

MODE=BINARY 

13.5.3 

iOAREAl 

symbol 

Required for all files; specifies label of primary 

I/O buffer 

R 

R 

Yes 

R 

R 

- 



13.5,1.4 

!OAREA2 

symbol 

Specifies label of optional secondary I/O buffer. 
Requires specification of lOREG if work area 
processing is not specified (WORKA keyword! 

0 

0 

Yes 

0 

0 

' ■ .. - 

" ' ~ ' ■ ; 

r ' ■ ■■ 

13.5.1.4 

lOREG 

(rj 

Specifies, in mandatory parentheses, the number 
of the general register to be used as i/O.index 
register. Required when IOAREA2 keyword is 
specified, but work area processing is not 
(WORKA keyword) ■ ' 

0 

0 


0 

0 



WORKA 

13.5.1.4 

L5CAN 

symbol 

Require, with FSCAN keyword, to specify 
label of user's letter scan table to punch fdes 
with shifted codes 

.. No 

0 

, Yes 

No » 

q 

, R 

’ Nd 

" MODE-BINARY 

13.5.3 

LTRANS 

symbol 

Required, with FTRANS and SCAN keywords, . 
to specify the label of the user’s letter transla- 
tion table for an input file with shifted codes 

0 

No 

Yes 

No 

q 

R 

No 

% . 

. TRANS. 
MODE=BINARY 

. ' ■iq,s.3 , ’ 

MODE 

BINARY 

Required to specify binary processing mode 

0 

0 

- 

R 

No 

No 


RECFORM=UNDEF 

13.^2, 

13.5.2.1 


STO 

Specifies character (nonbinary) processing 
nwde 

o 

0 

~ 

No 

0 

Yes 

Yes 

- 

13.5.2, 

13.5.2.2 

OPTION 

YES 

Specifies optional file processing 

0 

0 


,0 

0 

i- ' ■ ? 

; ■. ' ■ 


.1 13.5,7 

OVBLKSZ 


Specifies use and length of oversized I/O 
buffers for processing fixed, unblocked 
records containing shifted codes: n is a 
decimal number ranging from 2 through 

4095 and must be at least one byte larger 
than the BLKSIZE specification. 

o 

0 


No 

0 

O 

No 

RECFORM=UNDEF, 

MODE=BIN^ARY 

13.5.1.5 

RECFORM* 

WXUNiBt 

Specifies fixed, unblocked record format 

0 

0 


R 

0 

Yes 

Yes 

- 

,13.5,1.2 


UNDEF 

Specifies undefined record format (varying 
length). Records require delimiter (end-of- 
record stop). Output files require 

RECSIZE register. ■ 

0 

0 


No 

0 

Yes 

Yes 

MODE-BINARY 

13.5.1.2 . 

RECSIZE 

iri 

Specifies, in mandatory parentheses, the 
number of the general register to be used 
to refer to length of undefined records. 

Required for output files; optional for 
input. 

0 

R 


No 

R . 

Yes 

•Yes , 

RECFORM-; 

FIXUNB, 

fsflODE-BINARY 

13.5.1.6 

SAVAREA 

symbol 

Specifies label of 72-byte storage area, 
fuiiword-aligned, in which data manage- 
ment saves contents of user’s general 
registers during execution of imperative 
macros. If not specified, data management 
expects save area address in register 1 3. 

0 

0 

Yes 

0 

0 




13.5.8 

SCAN 

symbol 

Specifies label of user's input file shift 
code scan table. Required for input files 
with shifted codes (MODE=STD); 

FTRANS and LTRANS keywords must 
also be specified. Optional for software 
character deletion in binary mode. 

Optional, with TRANS keyword, for 
character deletion in either mode 

0 

No 

Yes 

0 

0 

R" 

Ves 


13.5.3.. 

13.5.3.1 

TRANS 

symbol 

Specifies label of user’s translation table, 
for any file but a shifted input file 

0 

' 0- v 

Yes 

0 1 ■ 

q 

Yes 

.y-Yes' 

FTRANS, 

LTRANS 

13.5.3.1, 

13.5.3.2, 
13.5.5 
13.5.10 

TYPEFLE 


Specifies an input file-read only 

R 

No 

- 

0 

0 

Yes 

Yes 

- 

13.5.1.1 


OUTPUT 

Required to specify an output file- 
punch only 

No 

R 

- 

0 

0 

Yes 

^ Yes* 

- 

135.1.1 

WORKA 

YES 

Specifies double buffering via work' areas, 
which user must specify with each GET 
or PUT macro. Ignored if lOREG keyword 
is specified 

0 

b; '1 : : 


0 

0 

'..Yes ^ - 

,/ Yes 

lOREG 

13.5.1.4 


Parameter may be changed on DD job control statement 
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Table 17—% Summary mI DTFPX Keyword Parameters (Part 2 of 2) 


LEGEND: 

R Required to be specified, explicitly of by default 
d Specification is optional. 


Default value assumed by data management if keyword is not specified 
Not pertinent 


NOTE: . 

A "yes'' entry in the column headed "EXTRN" indicates that the assembler generates an EXTRN pseudo-op for the symbolic label 
specified. This means that your coding that defines the subroutine, table, or main storage area in point may be assembled 
separately from your DTFPT macro. You will need an ENTRY for each EXTRN. 


17.5.1. Basic DTFPT Keyword Parameters 

The following subparagraphs explain several basic keyword parameters that you use to 
indicate to data management how to set up the file table according to certain of the 
fundamentals of your processing. With these keywords, you establish whether your file is 
an input or an output file, what the record format is, what the record and block sizes are, 
whether you are using oversized buffers, and which, if either, of the double-buffering 
options you are using. 


17.5.1 


. 1 . 


Specifying File Type (TYPEFLE) 


Data management provides two types of paper tape file: input and output; the combined 
file is not supported. The input file allows the use of the GET imperative macro to read 
data from a paper tape (17.4.3) and requires you to code a routine for end-of-tape 
processing (17.5.4). An output file allows the use of the PUT macro to punch data on a 
paper tape (17-4.4). |f your 0920 paper tape subsystem is configured with both a punch 
and a reader, simultaneous reading and punching are possible, but bn different pieces of 
tape; each of these requires separate definition with a DTFPT declarative macro and 
allocation with its own DVC — LFD job control device assignment set. You should use a 
different file name for each DTF. 


Keyword Parameter TYPEFLE: 

TYPEFLE=»NPUT 

Indicates that this DTFPT macro defines an input paper tape file, one that you 
want to read. You must specify the label of an end-of-tape processing routine for 
every input file, EOFADDR keyword parameter (17.5.4). 

TYPEFLE=OUTPUT 

Must be specified to define an output paper tape file, one that you want 
punched. 

If you omit the TYPEFLE keyword, data management generates an input file table by 
default; EOFADDR keyword must still be specified. 
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17.5.1.2. Specifying Record Format (RECFORM) 

In the OS/3 paper tape data management system, you have but two record formats: 
undefined (that is, records of various lengths) and fixed-length, unblocked, in the standard 
(character) processing mode, you may use either format, but only fixed, unblocked records 
may be processed in binary. 

The reason for this is that, in the binary processing mode, the 0920 paper tape subsystem 
cannot be made to recognize the end-of-record stop character used as a delimiter to mark 
the ends of undefined records, which vary in length from record to record. Input paper 
tape processing of records with varying lengths depends on the recognition of the 
delimiter to stop tape motion automatically when a record has been read. 

For processing output files with undefined records, you must specify both an end-of-recofd 
stop character with the EORCHAR keyW0rd'( 17:5.6), and a general’ register to be used for 
referring to record size (the RECSIZE register, 17.5.1.6). Before you issue the PUT 
imperative macro to punch an undefined record, you determine its length and place this 
number in the two least significant bytes of the. RECSIZE register. The length is measured 
in bytes and does not include the byte for the EORCHAR stop character. The number must 
be positive and in the range 1 through 4094. When you issue the PUT macro, data 
management places the stop character at the end of each undefined record in the I/O 
area before punching the whole contents into the tape. 

When you are processing an input file containing undefined records, your use of the 
RECSIZE register is optional; if you specify it, data management loads it with the length of 
each record read in; again, this length does not include the EORCHAR stop character. You 
must wire the program connector of the 0920 paper tape subsystem to recognize the end- 
of-record stop character that is punched in the tape (17.2.1.2). 

Keyword Parameter RECFORM: 

REeFORM=flmi|« 

Specifies that the record format is fixed and unblocked. Only this format may be 
used in binary mode. You specify record length with the BLKSIZE keyword. 

RECFORM=UNDEF 

Specifies that record length varies from record to record and that records are 
delimited by a wired stop character (EORCHAR keyword). Length of each record 
is defined via the RECSIZE register. This record format is not valid for binary 
mode; if so specified, a diagnostic appears in the DTFPT macro expansion in your 
assembly listing, and RECF0RM= ^HMB is assumed. 

If the RECFORM keyword is omitted, data management assumes that the record 
format is fixed, unblocked. 


17.5.1.3. Specifying Block Size (BLKSIZE) / c 

The maximum number of bytes that data management Can transfer between paper tape 
and main storage in one access is 4095 bytes. (If you are familiar with OS/4 data 
management, you will recognize this figure as the maximum block size 1h that system as 
well.) , ■' - ’■ '' > 
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The maximum block size limits the length of your logical records. For the undefined record 
{RECFORM=UNDEF, 17.5.1.2), because the EORCHAR stop character must be included in 
the specified block size, the longest logical record is 4094 bytes. When you are processing 
undefined records, your I/O buffers and work areas must be at least as long as the 
number of bytes specified as the block size. 

When you are processing fixed, unblocked records, which do not end in a stop character, 
your block size specification is the maximum length of a logical record and, because it is 
the number of bytes moved to or from a work area, each work area must be at least as 
long as the specified block size. 

For neither record format does the specified block size need to account for the presence of 
shift characters, which data management inserts and deletes. When you are processing 
fixed, unblocked records, however, with shifted codes, you may specify that your I/O areas 
are larger than specified block size, using the OVBLKSZ keyword (17.5.1.5). When you do 
this, you must also reserve at least as many bytes of storage for each I/O area as you 
specified with the OVBLKSZ keyword, but you need not reserve more for each work area 
than you specified with the BLKSIZE keyword. Do not specify the OVBLKSZ keyword 
unless your fixed, unblocked records contain shifted characters. 

With output tapes, additional bytes for any characters to be punched at the end of a record 
to serve as an interrecord gap (17.3.4) must be included in your BLKSIZE specification. 
With character mode input files (MODE=STD), however, nulls or delete characters at the 
end of each record are not transferred into main storage and must not be included in the 
BLKSIZE specification. The situation with binary mode input files is the same as for output 
files: because record gap characters are transferred into main storage (nulls as 
hexadecimal 00), you must include them in calculating block size, as well as programming 
as necessary to deal with them. 

When you issue the OPEN imperative macro for a paper tape file, the OPEN transients 
check your BLKSIZE specification for validity. If there is no specification, or if the number 
of bytes specified is other than 1 to 4095 bytes, the file is not marked open, and you may 
not process it. Refer to 17.5.9 for the resulting data management error processing. 

Keyword Parameter BLKSIZE: 

BLKSIZE=n 

Required for all input and Output paper tape files. Specifies the length of the 
largest logical record to be processed, where n, a decimal number ranging from 1 
through 4095, is the measure of this length in bytes. 

If omitted, an error message appears in the DTFPT expansion in your assembly listing; 
the file cannot be opened for processing. 

17.5.1.4. Specifying Buffers, Work Areas, and Double-Buffering (iOAREAl, 
IOAREA2, lOREG, WORKA) 

You must always specify at least one I/O buffer for each paper tape file, using the 
IOAREAl keyvyord parameter of the DTFPT declarative macro. When you specify only one, 
however, and do not use a work area, you have ho means of overlapping I/O operations 
with your processing: each I/O operation must be completed before data management can 
return control to your program. (The reason for this is to prevent your inadvertently 
changing the data in your buffer before the I/O operation is completed.) 
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To increase your throughput over what this situation affords, data management offers two 
methods of double-buffering: specifying a secondary I/O buffer and an index register to 
point to the current one (with the IOAREA2 and lOREG keywords), or using one of more 
work areas for processing while your I/O takes place from or to the IOAREA1 buffer. With 
either of these mutually exclusive alternatives, you benefit. Double-buffering allows data 
management to initiate an I/O operation and to return to you /before it is completed. While 
the I/O proceeds in one area (don’t change the data in this onel), you may process in 
another. This overlapping of I/O and processing obviously speeds up the execution of your 
program. 

No additional throughput is gained, however, if ,you specify a secondary J/O buffer and use 
work areas at the same time. Although OS/3 allows this combination of areas, it does not 
allow both double-buffering methods at once. - 

If you are going to use work area double-buffering, you must inform data management of 
this by specifying the WORKA keyword in the DTFPT macro (the specification is 
WORKA=YES), and you must then specify the address of a work area in the second 
operand ofr each PUT or GET macro you issue (17.4.3, 17.4.4). You may use a different 
work area each time. For an output file, data management moves your data from the work 
area to the I/O area before initiating an I/O operation to the punch. For input files, data 
management moves the data from the I/O area to the work area before making it available 
to you. Each work area you use (and there is no limit set by data management on their 
number) must be of a length of least equal to the number of bytes you specified with the 
BLKSIZE keyword (17.5.1.3). The reason for this is that data management always moves to 
or from a work area exactly this number of bytes. " • 

If, on the other hand, you choose the IOAREA1/IOAREA2 form of double-buffering, and 
therefore do not want data management to move records to and from your work areas, you 
must establish an I/O register to keep track of the current buffer, using the lOREG 
keyword parameter. For an output file, data management's OPEN processing sets up the 
specified lOREG register to point to the address of one of the I/O areas; it changes this 
address to that of the other buffer after each output operation. Before you issue a PUT 
macro, therefore, you must move the data you want punched to the current I/O buffer, 
using the lOREG register to access the record. For input processing, after each GET macro 
you issue, the lOREG register points to the I/O buffer that contains the requested data 
just read from paper tape. You must use the lOREG register to access it. 

When your DTFPT declarative macro is expanded, the assembler generates EXTRN pseudo- 
ops for the symbols you have equated to the IOAREA1 and IOAREA2 keyword parameters; 
therefore the coding that defines these storage areas may be assembled separately from 
the coding containing themacro. JOAREA2, if spec if ied^ must be of the same size as 
IOAREA1. , I - 

The length of the I/O buffers, defined by DS or DC statements somewhere in your BAL 
program, should be at least the number of bytes you have specified with the BLKSIZE 
keyword of this DTFPT declarative macro (17.5.1.3). It must be . great enough to contain the 
longest of your undefined records, including the end-of-recprd stop character (EORCHAR 
keyword, 17.5.6), but not including shift characters. Buffer length should also be no less 
than the BLKSIZE specification for fixed, unblocked records without shifted codes. When, 
however, your fixed, unblocked records do contain shifted codes, you may specify that your 
I/O buffers are larger than your block size specification, via the OVBLKSZ keyword 
(17.5.1.5); when you do this, the storage areas you define for IOAREA1 and IOAREA2 
must not be less than your OVBLKSZ specification indicates. 
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Keyword Parameter lOAREAl: ; v 

IOAREA1— symbol 

Required for air paper tape files, to specify the symbolic address of the main 
storage area reserved for use as the primary I/O buffer for the paper tape file 
defined by this DTFPT declarative macro. The length of the buffer is defined 
elsewhere with a DS or DC statement. It must not be less than the OVBLKSZ 
specification; if the OVBLKSZ keyword is not specified, buffer length must not be 
less than the BLKSIZE specification. 

If omitted, data management'Will not open the file defined by this DTFPT declarative 
macro, and an error message appears in your assembly listing. Refer to 17.5.9 for the 
resulting data management error processing. 

Keyword Parameter IOAREA2: r ’ 

IOAREA2=symbol 

Specifies the symbolic address of a secondary I/O buffer; optional for all paper 
tape files. Length of .IOAREA2 buffer must Ije the same as IOAREA1, and is 
subject to thei same considerations. When the IOAREA2 keyword is specified, 
unless you specify work area processing via the WORKA keyword, you must also 
specify a general register to reference the current I/O buffer, using the lOREG 
keyword. 

Keyword Parameter lOREG: 

IOREG={r) 

Specifies the general register that is to be used to reference the current I/O area 
* when both the IOAREA1 and I0AREA2 keywords are specified for double- 
buffering, and work area processing is not specified with the WORKA keyword. 
The completion, /, must be enclosed in parentheses; it represents the number of 
the general register used. Registers 2 through 12 are always available for use; if 
you specify the SAVAREA keyword (17.5.8), register 13 is also available. If you 
s specify the lOREG keyword, you should not also specify the WORKA keyword; if 
you specify both, an error flag appears in the DTFPT expansion, and the WORKA 
keyword is ignored. 

Keyword Parameter WORKA: ' ' - 

WORKA=YES 

Specifies that data management Is to provide double-buffering via the lOAREAl 
buffer and a user-specified work area. Data management moves an input record 
from the I/O area to the work area you specify as the second operand of the GET 
macro. It moves an output record from the work area you specify with the PUT 
macro to the lOAREAl buffer. The length of each work area is defined with a DS 
or DC statement elsewhere in your BAL program; each must have a length at 
least equar to the nurriber of bytes specified by your BLKSIZE keyword. 
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If you specify the WORKA keyword, you must not also specify thd iOREG 
keyword. If you specify both, an error flag appears in the DTFPT expansion in 
your assembly listing, and the WORKA keyword is ignored. The work area 
processing described cannot take place in this event, nor when the WOPKA 
keyword is omitted. 

17.5.1.5. Specifying Oversized Buffers (OVBLKSZ) : < 

To obtain more efficient processing of input or output files containing fixed, unblocked 
records that are letter/figure shifted, you may define I/O buffers in your program that are 
larger than your BLKSIZE specification. Recall that your specified blo c k size equals the 
length of your logical record when you have specified RECFORM=ii SM l. but that this' 
length does not allow for the insertion of the shift codes by data management (17-5.1.3). 
When you are using oversized buffers, you must notify data management that you are 
doing so by specifying the OVBLKSZ keyword, which indicates atcthe same time how long 
your oversized buffers are. 

What this does for you in pracessing input files is to allow data management to read in 
more characters than your fixed record length calls for. Data management removes shift 
codes iand delete characters from this larger block until the "compressed" record Thus 
formed in the buffer does equal your specificatiQn. (It has also translated the characters 
between the shift codes with the specified FTRANS and LTRANS translation tables.) If data 
management cannot create a record equal in length to your BLKSIZE specification from 
the data in the buffer, it reads in more. When it has thus created a record of this size, data 
management either leaves this record in the i/O buffer and returns to you, or it moves the 
record to your work area before returning to you. If you have defined I/O buffers large 
enough, this mode of processing reduces the overall number of I/O operations required to 
process your file. Figure 17— 10 depicts the relationship of the various specifications. 



WORK AREA 


■ • »' ■ ■ ■ — — — - BLKSIZE specif (ration ' "v . " j. "" ' " '‘' H , 

Figure 17—10. Relationships of Logical Record Length, Work Area Length, and I/O Buffer Length to 
the BLKSIZE and OVBLKSZ Specifications for a Fixed^ Unblocked Record Input 
from Paper Tape with Shifted Codes (Part 1 of 2) 
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LEGEND: 


Figure shift character 


Letter shift character 


Bytes in I/O area not to be processed by user 
NOTES: ^ ^ 

1' The upper diagram depicts the record as originally read into the oyersized I/O buffer; it contains untranslated tape 
codes and letter/figure shift codes. The hardware delete character has not been transferred to main storage, and data 
management has removed all software deletes before translation.* / 

2. The center diagram shows the record as data management makes it available to you, left-justified, in the I/O buffer; 

the letter and figure shift codes have been removed and intervening data translated into EBCDIC. Notice the bytes in 
the oversized buffer extending beyond your BLKSIZE specification: these are extraneous to your logical record, and you 
should not access them. ^ » 

3. The low/er diagram shows the record moved into your work area, the length of which should be no less than your 
BLKSIZE specifiction. The record is left-justified in the work area, also. 

frigure 17—10. Relationships of Logical Record Length, Work Area Length, and I/O Buffer Length to 
the BLKSIZE and OVBLKSZ Specifications for a Fixed, Unblocked Record Input 
from Paper Tape with Shifted Codes (Part 2 of 2) 

For output files, the reverse takes place. Specifying tfie OVBLKSZ keyword allows data 
management more room to insert the required shift codes into the fixed-length record you 
have supplied. It continues doing so until the oversized buffer is filled, when it writes out 
the buffer contents to be punched on tape. If necessary, data management issues 
additional I/O orders until the complete logical record you provided has been punched. 

Your OVBLKSZ specification must not exceed 4095 bytes and must always be at least one 
byte more than your BLKSIZE speeification. When you use the OVBLKSZ keyword, you 
must still reserve storage fOr your I/O buffers in your program; data management cannot 
issue the necessary define storage {DS) or define constant (ZiC) instructions for you. 
(Recall that you may assemble this part of your coding separately from your DTFPT 
declarative macro if you want to). The I/O buffers must be defined to include as many 
bytes as you have specified with the OVBLKSZ keyword; however, if you have specified 
work area processing, you need not reserve storage for any work area that exceeds your 
BLKSIZE specification; this is because the number of bytes that data management moves 
to or from your work areas is always equal to the block size. 

How do you calculate the extra space you need? If you know your data well, and your 
logical records follow a definite pattern, there is no great difficulty in establishing the 
number of additional characters to allow for the shift codes your records require. 
Statistical sampling of your records, when you do not know their composition well, may 
help you estimate the space you need. 
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The worst case, of course, occurs when there is an exact alternation: every letter being 
followed by a figure, every figure by a letter. This situation doubles the length of your 
logical record. The best case occurs when only one shift code is required per record. Do 
not discount the possibility of timing several test runs, with an adequate sampling of data, 
using successively larger OVBLKSZ specifications until you are reasonably certain that you 
have the best trade-off of main storage space for increased processing speed in your 
application. Nor should you forget that your use of delete codes must also be taken into 
account. 

If you specify the OVBLKSZ keyword, but do not specify the WORKA keyword, do not 
access data in the I/O buffers at a displacement greater than your BLKSIZE specification. 
A glance back at Figure 17 — 10 shows the possibility of accessing extraneous data if you 
do. 

If you do not specify the OVBLKSZ keyword with fixed, unblocked records that contain shift 
codes, your records are processed in the I/O buffers within areas that are limited in their 
length to the BLKSIZE specification. Reserving larger buffer space is then without useful 
effect. 

Keyword Parameter OVBLKSZ: 

OVBLKSZ=n 

Specifies processing input or output records in Oversized I/O buffers, when 
buffers greater than your BLKSIZE specification are defined to increase 
processing efficiency of fixed, unblocked records containing shifted data. Here, n 
is the decimal number of bytes used for buffer length; n must be at least one 
byte greater than your BLKSIZE specification, but may not exceed 4095 bytes. 

When you specify the OVBLKSZ keyword, you must define I/O buffers that have 
a length at least equal to rr, buffer length greater than n is unused. Work areas, 
if specified, need be no longer than your BLKSIZE specification. 

The OVBLKSZ keyword may not be used if RECFORM=FIXUNB is not specified, 
explicitly or by default, or if records do not contain shifted data. 

If omitted, records are processed in the I/O buffers within areas limited in length to 
your BLKSIZE specification. 


17.5.1.6. Specifying Register for Record Size (RECSIZE) 

When you are processing an output file containing undefined records, you must specify a 
general register in which you will place the length of each record before you issue the 
PUT imperative macro. The use of a record size register is optional for input processing of 
undefined records; if you specify such a register, data management places in it the length 
of the logical record that is available to you in the I/O buffer or in your work area before 
returning to you from its execution of your GET macro. 
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The record size placed by you; or data management in this register is a fixed-point binary 
number, measuring the length of the record in bytes; it may range from 1 to 4094 bytes. 
This length does not include extra bytes for the end-of-record stop character (17.5.6) nor 
the shift. codes, if any, that data management inserts. However, for output undefined 
records, you must include extra bytes for any characters you want punched at the end of 
the record to serve as an interrecord gap (17.3.4). Data management, does not include 
record gap characters in the input record length it loads into the register. 

The record size register is specified with the RECSIZE keyword and is used only in 
character mode (MODE— STD) for undefined records. Files processed in binary mode may 
not contain undefined records. 

Keyword Parameter RECSIZE; 


REGSIZE=(r) 

Specifies the number of the general register that is to be used to refer to the size 
of undefined records, where r is the register number andmust be coded in 
parentheses. General registers 2 through 12 are available for this use, as is 
register 13 when you have also specified the SAVAREA keyword. 

The RECSIZE keyword is specified only when processing is in character mode 
(MODE=STD) and records are undefined (RECFORM^UNDEF). It is required for 
output processing; before issuing each PUT macro, you must place the length of 
the undefined record in the RECSIZE register. Use is optional for input 
processing; data management loads the RECSIZE register before returning to you 
frorn each GET macro. 


17.5.2. Specifying File Processing Mode (MODE) 

The 0920 paper tape subsystem itself operates in either of two modes: binary or 
nonbinary. The nonbinary mode of the hardware (for which the term character mode, used 
in this, manual, is probably more descriptive) is the standard mode of operating the 
hardware in OS/3 data management. 


17.5.2.1. Highlights of Binary Mode Processing (MODE=BINARY) 

The binary mode is designed for use only with 1-inch, 8-level paper tape. In this mode, 
each of the eight bits of a byte in main storage that represents e character corresponds to 
a hole position on the tape. This correspondence is fixed within the hardware, and you 
cannot use the program connector board to change it — as you can for character mode; 

In binary mode, because you cannot wire the beard so that the subsystem can recognize 
the stop character that delimits undefined records (thus permitting an automatic stop Of 
tape motion when the hardware has read in a full record), you are limited to fixed, 
unblocked record format. Another way in which the binary mode differs from character 
mode is that figure and letter shifting is possible only for character mode; you have no 
need of the keyword parameters used to specify shift codes in character mode, nor 
concern for the effects of these extraneous characters on the sizes of your buffers and 
work areas. 
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Just as the subsystem cannot recognize the stop character in binary mode, so also it 
cannot recognize a delete (or "rub-out") character. Data management, however, provides 
you the means for specifying what characters you want to use as deletes; this is the SCAN 
keyword parameter of the DTFPT declarative macro. When you have used this to specify 
one or more delete characters for an input file, each record is scanned as it is read in, and 
any such characters are deleted. As the characters are removed, the record is 
"compressed", and data management reads more characters from tape, if necessary, until 
the record of the fixed length you have specified is in your buffer. (For further detail, see 
the SCAN keyword (17.5.3).) 

Although you cannot use shifted codes in binary mode, you may indeed specify that your 
data is to be translated. Data management translates your input or output data according 
to the table you provide in your program (or assemble separately), specifying its symbolic 
address via the TRANS keyboard parameter (17.5.3.2). 

As to null characters in binary mode, once your input file has been read past the tape 
leader (which must contain only null characters: 17.2.2), any null characters encountered 
after the first non-null are transferred to main storage. If, for example, you are using nulls 
to denote an interrecord gap (17.3.4), these will appear in your I/O area or work area at 
the end of each record (recall that you must include them in calculating your BLKSIZE 
specification); your program must provide for any action that may be necessary. Similarly, 
because the null characters you must use for your paper tape trailer in binary mode 
(17.2.3) are also transferred to main storage, you must do what is necessary in your 
program to deal with them. 

Finally, binary mode differs from character mode in that parity checking is not possible.You 
can neither punch a parity channel on tape nor check parity on an input tape with the 
hardware. On the contrary, the program connedtor board on the 0920 paper tape 
subsystem is completely bypassed when you are processing in binary mode. 

Keyword Parameter MODE: 

MODE=BIIMARY 

Specifies that the input or output file defined by this DTFPT declarative macro is 
to be processed in binary mode. Record format must be fixed, unblocked. Data 
may be translated on input or output, but not shifted. On input files, all null 
characters occurring after the first non-null on the tape are transferred to main 
storage. 

If the MODE keyword is omitted, data management assumes has been 

specified (17.5.2.2). 


17.5.2.2. Highlights of the Character Mode (MODE=STD) 

The character (nonbinary, or standard) mode of paper tape data management is intended 
for use with 5- through 7-level tapes in 11/16, 7/8, and 1-inch widths. The 7/8-inch 
width is limited to read-only processing. 
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in the character mode of processing, you may specify either the fixed, unblocked record 
format, or the variable-length, undefined format (17.5.1.2). For input files with undefined 
records, you must wire the program connector board to specify the endrof-record delimiter, 
and you may specify a record size register,, into which data management loads the length 
of each record it reads in (17.5.1.6). For output files containing undefined records, the 
RECSIZE register is not optional; you must specify it and load it yourself with record length 
before you issue the PUT imperative macro to punch each record intb the tape. You must 
also specify the end-of-record delimiter (using the EORCHAR keyword), which data 
management places at the end of each undefined record to cause tape motion to stop 
when this character is encountered after reading the record (17.5.6). 

To allow more characters to be encoded on paper tape than would otherwise be possible 
with fewer than eight levels or tracks, data management provides a letter- and figure- 
shifting capability, described in detail With the keyword parameters that implement it 
(FSCAN, LSCAN, FTRANS, LTRANS, and SCAN in 17.5.3 and 17.5.5). Data management 
handles insertion of shift characters on output and deletes shift codes on input, translating 
intervening data. You specify the shift codes, which may be any of the codes that you can 
punch on tape with the number of levels (tracks) in use. 

Through the TRANS keyword parameter (17.5.3.1 and 17.5.3.2), the character mode is 
provided with a translation capability that you may use for any but an input file with 
shifted codes. For the latter, a translation capability is provided through the SCAN, 
FTRANS, and LTRANS keywords (17.5.3). For output files with shifted codes, translation is 
performed after inserting shift codes; the shift characters themselves are not translated. 

When you are processing in character mode, you may wire the program connector board 
so that the hardware recognizes one delete character in input files. If you need more than 
one delete character, you may specify the remainder of them with the SCAN keyword 
(17.5.3.1), and data management takes care of deleting these. Or you may specify all your 
deletes with the SCAN table and not have a hardware delete. 

Parity signal generation and checking are both facilitated in the character mode of 
processing. You may wire the program connector board in the 0920 paper tape subsystem 
to punch an odd or even parity track on an output tape, or to check a parity track, again 
odd or even, that has been punched into an input tape. You may connect any photocell or 
punch actuator to any memory bit, except the most significant bit, of a byte in main 
storage. The parity signals are generated within the subsystem; when you are punching, 
the parity signal generated is based on all eight bits of the byte in main storage, even 
though fewer than seven tracks are actually being punched in the paper tape. 

When the hardware detects an odd or even parity error on a character of an input record, 
the most significant bit of the byte in main storage that represents the character is set to 
binary 1, and data management performs the error processing detailed in 17.5.9. 
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Keyword Parameter MODE: 


MODE= 



Specifies that the input or output file defined by this DTFPT declarative macro is 
to be processed in the standard, nonbinary (character) mode. You can read and 
punch tapes with from five to seven data levels and may use either fixed, 
unblocked or undefined record format. You may suppress parity signal punching 
or checking or use the hardware to punch an odd or even parity signal on output 
tape or check parity on an input tape: In character mode, you may wire the 
program connector board so that the hardware recognizes one delete character 
and the ehd-of-record stop character. Null or delete characters in this mode are 
never transferred to main storage. Data may be translated on input or output and 
may contain shifted codes. ’ 


17.5.3. Letter/Figure Shifting and Translation, Input Files in Character Mode (SCAN, 
LTRANS, FTRANS) 

The letter/figure shifting capability that data management provides you for use in 
character mode processing (MODE=STD) allows more data and control characters to be 
represented by the hole patterns you can punch in tape than would be possible without it. 

Consider the 5-level paper tape which can offer only 2^ distinct combinations of punches 
in its five tracks. These 32 hole patterns are enough to cover one case of the alphabet, but 
not the 10 numbers in addition — and this leaves out a null, a delete, and any other 
characters you might need. 

If you assign two of the 32 hole patterns to the null and delete characters however, and 
two of the remaining 30 to shift codes (one the "letter shift", the other the "figure shift"), 
you have 28 patterns left for representing data. (Shift codes may be any of the 32.) But 
these 28 hole patterns can now represent 56 characters, if you establish that each pattern 
represents one character when it follows the letter shift code on a tape, but a second 
character when it follows the figure shift. This is exactly what you do with the SCAN, 
FTRANS, and LTRANS keywords in your DTFPT macro, with which you specify scan and 
translation tables for shifted input files. You can then handle one case of the alphabet, 10 
numerals, and 20 other characters as well. You may place codes representing a/jy symbols 
in e/f/ter table; it makes .no difference to data management. 

One reason this is possible is that, although data is encoded on tape in a 5-hole system, 
you are representing it in main storage in an 8-bit system. One convention in OS/3 is 
data management’s assumption that the first record on every paper tape begins with a 
"figure": one of the 28 characters that you have decided may be represented by the hole 
patterns that follow the figure shift code on paper tape. However, if your first record 
actually begins with a "letter" (one of the other 28 characters that the same set of hole 
patterns may stand for), the letter shift code must be the first non-null character on the 
tape. Data management automatically punches this on output tapes for you. 

Another circumstance making character shifting and translation easier in OS/3 is that 
data management implements these with the BAL translate (TR) instruction and translate 
and test (TRT) instruction. Both of these rely on the ordering of the 256 configurations 
possible in an 8-bit system that is shown in the EBCDIC columns of Table C — 1, and your 
scan and translation tables should be based on the same order of character positions. 
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For paper tape input files with shifted codes, in character mode, data management deletes 
the shift codes it encounters in input records and translates the data between them. (For 
output files, data management inserts the shift codes; this is described in 17.5.5.) The 
shift codes you use are entirely up to you; you may select any of the hole patterns that 
may be contained in the number of levels in the tape you are using. 

When you have specified the fixed, unblocked record format (RECFORM=RIXittNIB) for a 
file containing shift codes, note that your records on paper tape are not actually fixed in 
length. Usually, each has been made longer by the insertion of one or more shift codes 
and thus exceeds the fixed length your record had when you provided it to data 
management to be punched. (For an illustration of this, refer back to Figure 17—5.) 

When you are processing fixed, unblocked records with shifted characters, however, you 
can make for more efficient processing by reserving storage areas for I/O buffers that are 
somewhat larger than the fixed length you provide to data management with your 
specification of the BLKSIZE keyword parameter; When you do so for an input file, data 
management is able to read in more characters at a time; the delete and shift characters 
are removed, shifted characters are translated as required (and additional tape reads 
performed, if necessary), until the number of data characters in the buffer equals your 
BLKSIZE specification. Then the data is made available to you in the buffer, or moved to 
your work area. To specify this procedure, which speeds up processing by permitting fewer 
I/O operations to be issued by data management, you specify the OVBLKSZ keyword in 
your DTFPT macro (17.5.1.5). > • 

Keyword Parameter SCAN: 

SCAN=SYmbol 

Specifies the symboliG' address of your input file shift code scan table. Required 
in character mode (MODE=STD) for input files with shift codes; the FTRANS and 
LTRANS keywords must also be specified whenever the SCAN table specifies 
which are the shift codes. 

An optional use of the SCAN table in character mode is to specify one or more 
delete characters (instead of or in addition to the one delete character you rhay 
specify by wiring the program connector board, which you then do not include in 
the SCAN table). When-you use the SCAN table for deletion only, you do not 
specify the FTRANS or LTRANS keyword; but you may specify the TRANS 
keyword (17.5.3.1 ). 
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The SCAN table, whose address is specified by symiio/, need be only as long as 
the number of paper tape codes in the set to be read. It contains a 1-byte entry 
for each of these; all are hexadecimal 00 except those used to specify the figure 
shift character, the letter shift character, and the "software" delete characters (if 
any — there rnay be one, none, or many). The, honzefo-entfies inthe SCAN table 
are;. . . ■ ■ : - : . ■ '■ .c; ^ 

Hexadecimal ? .s . , 

Code Use ; 


04 Defines the figure shift character; is placed in the byte 

position of the table that corresponds to the figure shift 
■ code >• .•■r, .■ . -■ 

08 Defines the letter shift character; is placed in the table in 

the byte corresponding to the letter shift code 

OC Indicates a character to be deleted by. data management. 

(This "software" delete is in addition to or instead of the 
"hardware" delete character that may be specified by 
wiring on the program connector bOard)^*-There may be 
many software delete characters specified in the SCAN 
table; you may specify deletes with er without the use of 
s' - a hardware delete character. - - 

Refer to the coding example that follows the descriptions of the FTRANS and 
LTRANS keywords for an explanation of the SCAN table. See also 17.5.3.1 for a 
description of the use of the SCAN 'keyword to delete characters frorh records 
processed in binary mode (MODE~BINARY). . t s 

Keyword Parameter FTRANS: ; . r / 

FTRANS— symbol i- •-> 

Specifies the symbolic address of your input file figure translation table; required 
(with the SCAN and LTRANS keywords) to process input files in the character 
mode:(MODE=STO) that contain shifted characters. The label of the translation 
table \s symbol. rr: \ v- v , ; ; . • s 

The translation table specifies the correspondence between a character that is 
punched after the 7/^i/re s/7//if character on tape and the 8-bit code that data 
management is to place in your data area. Each position in the table corresponds 
to a different hole pattern on the tap^ beginning with hexadecimal 00 (null, 
which is never transferred into main storage, but simply marks the first position 
in the table) and extending through hexadecimal IF, 3F, or 7F, depending on the 
level of tape you are using. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


17-42 


The FTRANS table contains a 1-byte entry for each paper tape hole-pattern in the 
set to be read; all entries are hexadecimal 00 except those in the positions for 
the hole patterns that may follow the figure shift character on tape. The 1-byte 
entries for these hole-patterns may be the hexadecimal digits for the 10 EBCDIC 
numeral graphics (FI, F2, and so on); on the other hand, they may also be any 
codes of your choosing: alphabet, punctuation, ASCII numerals, or whatever you 
have decided will be "figures”. (In the coding example that follows the 
description of the LTRANS keyword, the codes are hexadecimal FI, F2, etc, for 
the EBCDIC numerics.) 

The FTRANS keyword should be specified only for files processed in character 
mode (MODE=STD); it is ignored if you specify it for binary mode. You must not 
specify it with the TRANS keyword; if you do, both FTRANS and TRANS are 
ignored. In either case, a diagnostic message appears in the DTFPT macro 
expansion in your assembly listing. 

The assembler generates an EXTRN pseudo-op code for symbol, which allows 
you to assemble your figure translation table separately from the DTF if you 
want. 

Keyword Parameter LTRANS: 

LTRANS=symbol 

Specifies the symbolic address of your input file letter translation table; required 
(with the SCAN and FTRANS keywords) to process input files in the character 
mode (MODE=STD) with shifted characters. 

The translation table, whose label is symbol, contains a 1-byte entry for each 
paper tape code in the set to be read; all are hexadecimal 00 except those used 
to specify which tape codes follow the letter shift character on tape and therefore 
are to be translated as "letters." The 1-byte entries for these tape codes may be 
the hexadecimal digits for the EBCDIC graphics desired (see Table C — 1) or, as a 
matter of convenience, their character representation. On the other hand, they 
may be anything you want to designate as "letters." 

-'I ■ ' ■■ : ' 

The LTRANS keyword should be specified only for files processed in character 
mode (MODE=STD); it is ignored if you specify it for binary mode. You must not 
specify it with the TRANS keyword; if you do, both LTRANS and TRANS are 
ignored (as well as SCAN and FTRANS, if these are specified). In either case, an 
error message appears in the DTFPT macro expansion in your assembly listing. 

The assembler generates an EXTRN pseudo-op code for symbol', therefore, you 
may assemble the letter translation table separately from the DTF if you have 
reason to. : 

The following coding example illustrates how you might devise scan and letter/figure 
translation tables for an input file contained on 5-track paper tape, which provides only 32 
possible hole patterns. The entirely arbitrary example assumes that you have decided on 
the following correspondences to the paper tape codes, represented by their hexadecimal 
positions, 00 through 1 F: 
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Hexadecimal Code 
00 

01 through 1C 
ID 
IE 
IF 

01 through 09 
11 


Character 

null 

"letters” (A-Z) 
letter shift code 
figure shift code 
delete 

"figures" (1 through 9) 
"figure” (0) 


Having decided that you need only one delete character, you take care of it by wiring the 
program connector board, and therefore do not specify it as a software delete in the SCAN 
table. 


Example: 


AoperationA 

10 16 


gv^.P.TAiP,l, 


DTiFiPiT 



—1—1 — L_J 1 1 l_ 


1 til 



i i i 1 1 1 1 


-J-M 1 ■ 



-1 111 1 i 1 


-L.L.1. 1 



1 1 1 1 1 1 1 


till 





ill. 


• ^ 

_1 1 L_J 1 1 1 


-1 til 



—1—1 1 1 1 l t 




ft ' " ■ ' 

SCAM, II , , 


DlSi 1 i_ 



» 1 1 1 1 1 1 


DiCi 1 1 



_J 1 1 1 1 » 1 


DiCi j L_ 


XiL.i2i 1 1 i 1 t 1 1 1 I 1 1 1 1 i I i ! 1 1 i 1 1 i I 1 1 1 i 1 i 1 i 1 1 t 1 1 1 1 

_J 1 l_J { t 1 


DiCi 1 L_ 



-J — 1 1 1 l—l L_ 


_L._T . . 



F.TRAN/iSl, 


DiSi 1 1 


0i0iLp3t2.i 1 1 i 1 1 1 1 1 1 1 1 1 i 1 i 1 1 1 I 1 1 1 t 1 1 1 1 I 1 1 1 1 1 i 1 1 1 1 1 1 1 1 

1 » 1 1 1 1 1 


DiCi 1 ! 



1111 { 1 1 


DlCi 1 1 


XiL^i iFi 1 jFi2iri3!Fi4-iFt5if“i6iPi7iPi8!Fi^t t i i t i i i i i i i ■ i i . i i 1 . i t i i . i 

1111 L. L-.l 


DiCi 1 1 


X)L.i7i lOiOi 1 1 1 1 I i 1 i i r 1 1 t 1 i 1 I 1 ! 1 I 1 t I 1 1 1 1 1 1 1 1 1 1 I 1 1 1 1 1 1 

1 1 I 1 1 1 1 

: 

DC, , , 


)CiLi 1 1 iFiOi 1 i I 1 i 1 1 I 1 i 1 i i 1 1 1 1 I 1 t 1 f 1 1 ! f i 1 1 1 1 1 i 1 1 i 1 I j t I 

-i: 1 11 1 1. 1 

n 

DiCi 1 i_ 


XiLi 1 l^”l lOiOi i 1 1 1 1 1 1 1 1 i 1 t I 1 t 1 1 1 1 1 t i 1 1 1 1 i !' I 1 1 1 1, 1 1 t 1 1 { 1 

1 1 1 1 1 1 1 


i 1 1 1 


-.-1-. 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 i 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 

L.T,R,AMlS,l , 


Dl^l I L_ 


OiCiLj3i21i ) I 1 I ' I I ) I I i ! I I I 1 t I I I I t I I I I i I I i 1 I I I I I I I I i I I i 

-1 1 1... 1 1 1— I... 


DiC, , , 


XlL_l i l lOiOi 1 1 1 1 1 1 1 1 1 ! 1 1 1 1 i t 1 ! I f 1 1 1 ! i I f 1 1 r ! 1 1 i ! ! t 1 1 1 1 

1 i 1 1 1 i i 


DiCi 1 1 


Cil-iliOi u^iBiCiDiFiFi^iHiX iJi i t i i I i t i t i i i i i 1 > i i t i i i i i 1 i i i i i i i 

1 i 1 1 1 J L_ 


DiCi I L_ 


CiLi i iOi ikiLiMiNi^DiFiQi'RiStTi i i i i i i i i i i i i i i 1 i t * i ! • t i . 1 i i t i i i i 

1 1 1 i 1 i i 


DiC 1 1 


CiCiiSi iUIN/iWXiY t2i . 1 1 i 1 1 1 i 1 1 ! 1 1 1 1 1 1 1 1 t 1 1 1 I j i I 1 1 1 1 1 1 1 1 1 1 1 

1 1 t 1 1 i 1 


DiC 1 1 


XlL^lSl lOlQl 1 1 1 1 ! 1 i t I i 1 I i ! 1 i 1 ! 1 1 1 1 ! ! 1 1 I 1 1 ! i i 1 I i ! i 1 1 1 1 

111! 1 L—l— 


1 1 1 1 


i 1 1 — l—J — LJ — 1 — 1 — L_J — l__l — !_! — L_J — L_J Lj 1 — 1 — 1 — 1 1_J 1 1 1 1 J 1 l_i 1 I ! 1 1 ! 1 1 lJ l_l 


COMMENTS 
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NOTES: 

1. This is part of the DTFPT declarative macro defining an input paper tape file, 
PAPTAP1. Note that it is processed in character mode; letter/figure shifting is 
possible only in this mode. Keywords not relevant to the example are not shown. 

2. SCANl is the label of the shift code scan. table; you assign a 32-byte length 

attribute to this symbol because there are 32 possible codes on a 5-level paper 

tape. You have equated this symbol to the SCAN keyword in the DTP. 

3. You have placed the hexadecimal code 08 in the 30th byte position in the table; 

this corresponds to the position of the letter shift code, ID. In the next byte of 

the table, corresponding to I E; you place the hexadecimal code 04 to designate 
IE as the figure shift code. All other positions in the SCAN table contain the 
hexadecimal code 00; you have omitted the Code OC because you have no need 
for a software delete. 

c 4. RTRANS1 is the label of the figure translation table; like the SCAN table, it is 32 
bytes long. You have equated this symbol to the FTRANS keyword in the DTF. 

5. Having assigned the 1-byte hexadecimal entry 00 to the first byte of the talDle (to 
take care of the null character assignment), you then assign the entries FI, F2, 

■ and SO on, to the next hine* byteS. This .takes care of the EBCDIC nurherial 

graphics 1. through 9. = ^ - ^ ^ / 

6 Assigning hexadecimal 00 to the next; seven bytes, you assign the entry FO to the 
next byte. Thus the numeral zero is represented oh tape by the punch pattern 
corresponding to the hexadecimal position I t, When '1 1 follows the figure shift 
- code, IE. As indicated by the assignment of hexadecimal 00-to the t4 remaining 
bytes of the table, there are no further characters torbe represented by tape 
codes that follow the figure shift code. . . 

7. LTRANSt, equated to the LTRANS keyword in the DTF,; is the label of the letter 
translation table for this input paper tape file; it also has a length attribute of 32 
bytes. 

. ■ ■ , . ' . ^ ^ 

8. Again, the first byte of the table is assigned the entry pOI 6 because this position 
is for the null character. To the next 10 positions, yqu assign the first 10 letters 
of the alphabet, declaring the' string is a IrO-byte character constant for 
convenience of documentation. 

9. The next 10 being assigned in the same way, you conclude ypur assignment of 

the 28 available "letter'' characters with eight more. The 7th is the period (.), and 

the 8th is the blank, to be represented on tape by the pattern in hexadecimal 
position 1C. The translation table concludes witb hexadecimal 00 being assigned 
to the last three bytes; these three bytes (1 D, I E, and I F) have h,een dedicated to 
the letter shift code, the figure shift code, and the "hardware" delete character. 
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The foregoing example assumes that you have not wired the program connector board in 
order to change the correspondence between hole patterns on paper tape and those data 
management encounters in main storage. As you know, you may connect any bit in main 
storage to any hole position on tape; whatever you do has a definite effect on the layout 
and content of your FTRANS and LTRANS tables and how the characters on tape are 
ultimately represented in your buffer. 

Another point to be made is that the codes corresponding to shift and delete characters 
are not translated by either the FTRANS or the LTRANS table. The entries in these tables 
corresponding to the shift and delete codes may be hexadecimal 00 or any code: they are 
simply used to fill out the table completely. - 


17,5.3.1. Character Deletion, Input Files, in Binary or Character Mode 
{SCAN, TR AIMS) 

As previously noted (1 7,5,3), an optional use of the .SCAN keyword parameter is to specify 
a SCAN table that is dedicated to assigning one or more software delete charaqters^ to be 
removed by data management from records read in from input paper tape files in character 
mode (MODE=STD). These software deletes are usually in addition to the hardware delete 
that you specify with the wired program connector board; however, you may specify all of 
your deletes in the SCAN table. When you dedicate the SCAN table to character deletion 
alone, you do not specify the FTRANS and LTRANS keywords, but you may specify the 
TRANS keyword parameter. - n 

In addition to this use, you may specify the, SCAN keyword parameter in the DTFPT 
declarative macro, not only for a file processed in the character mode {MpDE^^STPi bpt 
also for one processed in binary (MpDE^BINARY). Doing so is the only means data 
management provides you for automatically deleting characters from records in binary 
input files; as you will recall^ you cannot useTheiprogram connector board for specifying a 
wired or hardware delete when you are processing in binary mode (17 2.1.2). 

When the SCAN table is used only to, specify software delete characters, there are only 
two hexadecimal codes that may be uspd for entries: one is OC, which you place in each 
byte position that represents a character to be deleted. The other, hexadecimal entry, GO, 
you place in all the other bytes; these represent characters not to be deleted. The length of 
the table must eqiial the number of possible hole patterns that can be punched in the 
number of tracks or levels in your paper tape: 32 bytes for a S-leyel tape, 64 for a 6-level 
tape, 128 for a 7-level tape, and 256 bytes for the 8-level tape that is used in binary mode. 
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In the following coding example, the programmer has specified a 256-byte SCAN table, the 
last six positions of which are assigned to delete characters. 

Example: 


LABEL 

1 

AoperationA 

10 

OPERAND A 

16 

S.C,AM,BlIN. 


DiS, , , 


QiC»L2.i5l6t i i 1 1 1 1 i t _L_J L_J lJ 1 — L-J — ^ — 1. — L_L_J — 1 1 1- 

1 1 1 1 III 


DiO. , 1 


XiL^lSlOl^iOiOl 1 1 1 I 1 i J L-_J 1 1 l—J 1 L_J 1 i -L-J ^ 1— i~ 

1 1 1 I 1 i 1 


DiCLi 1 1 


feiXi iDtCi 1 1 1 1 1 I 1 1 1 1 J 1 1 1 Lj — L_J — ^ — Lj — \ — 1 — 1 — 1 — L 

1 1 1 1 1 1 i 


1 . . , 


1 1 1 1 1 1 1 1 1 { 1 i 1 1 1 1 J 1 — 1 — 1 — \ — 1 — 1 — i — 1 — ^ — ! — 1 — 1 — 1 — 

» 1 i 1 1 J,.J— 


1 i t i- 


1 1 1 1 1 1 1 1 1 1 1 1 1 i -1 1 1 J 1 — L-J — L-J — 1—1 — 1 — 1 — 1 — 1 — 1 — L- 


When your data in an input paper tape file requires translation before you process it (if, for 
example, it is encoded in ASCII), but also contains characters to be deleted, you may have 
data managerhent delete them befote translation by specifying both the SCAN and the 
TRANS keywords in the DTP. You may do so for both binary and character mode 
processing, but must not specify the FTRANS or LTRANS keyword. 

In this use, the SCAN table you provide may contain only the hexadecimal code OC, 
entered for each character to be deleted before translation, and the hexadecimal Code 00, 
entered in the position for each code that is to be translated. In the TRANS table (an 
example of coding a TRANS table is given in 17.5.3.2), you may enter arbitrary filler codes 
in positions corresponding to the characters that the SCAN table causes to be deleted, 
because you will ndt see any translations for these in your I/O or work areas. 

17.5.3.2. Translation for Input Files without Shifted Codes (TRANS) 

You may use the TRANS keyword parameter to specify a translation table for any type of 
file except an input file With Shifted characters. For the limited translation function 
provided for files of every kind, via the FTRANS, LTRANS, and SCAN keywords, see 17.5.3. 
For the use of the TRANS keyword for output paper tape files, see 17.5.5. 

The TRANS table that you code for an input i\\e without shifted characters is a simple 
table, not exceeding 256 bytes in length, prepared in the form required for the BAL 
translate iJ'R) instruction. Essentially, it is a string of 1 -byte (8-bit) codes that data 
management is to substitute in your I/O or work area for the codes originally read in. The 
number of codes in the string, then, equals the number of unique codes you expect to read 
from paper tape, less the software and hardware delete characters, which of course are 
never presented for translation. 

When your input paper tape file is a binary file (MODE=BINARY), the 8-bit codes originally 
read in are the directly corresponding images of the hole patterns punched in the tape. For 
input files processed in character mode (MODE=STD), the 8-bit configuraitons originally 
placed in the I/O area are those that result from your wiring of the program connector 
board. In either case, data management uses these as indexes to your TRANS table, 
adding their individual values to the address of the table, and the 8-bit code found at each 
table location thus reached is transferred to the data area to replace the one originally 
encountered. 
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The following coding example shows how you might devise a TRANS table for an ihput 
paper tape file (without shifting) processed on 6-level tape in character mode. Assume 
that, of the 64 original tape codes, 26 represent uppercase alphabet, 26 the lowercase, 10 
the numerals, and 2 the null and the delete. You now want to replace the lowercase 
letters with uppercase for your processing. 

This is the original assignment of tape codes, which extend from hexadecimal 00 through 
3F: 

Hexadecimal Code Character 
00 null 

01 — 1A uppercase alphabet, A-Z 

IB — - 34 lowercase alphabet, a-z 

35 -T- 3E numerals, 0-9 

3F delete 

Assume that the delete character is taken care of by wiring the program connector board 
(thus making it a hardware delete); this leaves 63 characters to be translated. 


Example: 
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NOTES: 

1. Assigns a 63-byte length attribute to the symbol TRANSLC, which is equated to 
the TRANS keyword parameter in the DTFPT declarative macro that defines the 
input paper tape file to be translated. 

2. The null character, hexadecimal 00, is unchanged, but ah entry for it is 
necessary in your TRANS table. 

3-5. Likewise, the meanings originally assigned to the next 26 codes are uhchanged; 
you still want the tape codes 01 through 1A to be translated as uppercase 
alphabet, A-Z. But note that you must confirm this by including the same 
information in your TRANS table as applied when the paper tape file was 
punched on tape. 

6-8. Here is the only new information your TRANS table contains: the next 26 tape 
codes (hexadecimal IB through 34) are now to be translated into the EBCDIC 
uppercase characters, from the lowercase characters that they represent in the 
records on tape. 

9. The last 10 codes covered by this table are unchanged; they represent still the 
numerals 0 through 9. There is no entry for the 64th tape code, as it is the 
hardware delete character that your program will never see in the I/O area. 

For further details on the preparation of translation tables to be used for the BAL translate 
(TR) instruction, refer to the assembler user guide, UP-8061 (current version). 

Keyword Parameter TRANS; 

TRANS=symbol 

Specifies the symbolic address of your translation table for input or output files, 
where symbol is the label of your table. May be used for all paper tape files 
except input files that contain shifted characters. 

■ '■ ■ ■ '"S’ ^ ■■ ' • 

The translation table you code is in the form required for the BAL translate {IH) 
instruction. Data management generates an EXTRN pseudo-op for syrn/io/, so 
that you may assemble your table separately from the DTFPT declarative macro. 

You must not specify the TRANS keyvvord when you specify the LTRANS or 
FTRANS keywords (or both). If you do so, an error message appears in the DTF 
expansion in your assembly listing, and data managernent ignores the following 
keywords: TRANS, FTRANS, LTRANS, AND SCAN (if the latter is specified). 

You may specify the TRANS keyword with the SCAN keyword for input files in 
binary or character mode, using the SCAN keyword to delete characters that are 
not to be translated (17.5.3.1). 

When you use the TRANS keyword to translate output files with shifted codes, 
the shift codes are not translated (17.5.5). For translating input files with shifted 
codes, use the FTRANS and LTRANS keywords (17.5.3). 
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17.5.4. Specifying the End-of-Tape Routine for Input Files (EOFADDR) 

For every input paper tape file, you must code a routine to handle the end-of-tape 
condition. Yqu must, also use the EOFADDR -keyword, parameter in the DTFPT declarative 
macro defining each iriput file to specify the label of this..r.o^ to data managernent, 
which branches to it automatically whenever end-of-tape is sensed, and when you issue a 
GET imperative macro to an optional input file, haying specified the OPTION keyword 
under conditions described in 17,5.7. You need not fssemble . your end-of-tape routine 
with the DTF, however; Jn expanding your DTP coding, the assernbler generates an EXTRN 
pseudo-op code for the label of this routine, and you may therefore assemble it separately. 

If you have only one strip of tape to read, your end-of-tape routine may simply terminate 
file processing by issuing the CbOSE imperative maerOj as you must dp this whenever you 
have completed all processing (17.4.2). On the other hand, if you need to-read a number of 
strips of tape, you must anticipate that data management branches to your routine at the 
end of each of them, andjthat the paper tape subsystern itself goes into the, stop state. If 
you want to return to a routine which has been reading and processing tapes, you have 
only to branch to the address contained in register 14, as .this,register holds the address of 
the next instruction after the last GET macro you issued. However, if ypu want to issue 
any imperative macros in your end-of-tape routine before you use this return address, you 
rnust remernber to, store and restore the contents of register 14 to preserve the return 
address ;it contained at the entry, of your routine. 

Remember that, in order for, you to read the next tape, the operator must load it into the 
reader and press the RUN switch on the device. But, if a GET macro is issued to read the 
first record on the neyyly inserted tape before the operator can press the pUN switch, the 
physical IOCS issues . him. an operator message at the system console (DEVICE xxx STOP 
STATE RU?) to vyhich he must reply "R" to read. (The reply "U". results in data 
management error processing, 17.5,9.) To avoid having the operator go from the, reader to 
the console to read every tape,, you could program into your end-pf-tape routine, a tima 
delay long enough to allow him to mount a tape. 


Recall that, in order to, prevent a false end-of-tape (condition being signalled before the last 
data character 's read from .paper tape, you must provide a 12^ineh paper tape trailer 

(17.2.3).^:,,, : ,, ' ' ■ , _ ; 

keyword Pararpeter EOFADDR; > . .. . . . ^ 

EOFADDR=symbol 

Required for all input files to specify the label of your routine for handling the 
end-pf-tape condition, where vs this ; label. The assembler generates an 

EXTRN for label, so that your end-pf-tape rputine may be assembled separately. 
You must close the paper tape file when all prpcessing is completed. . 

If ypu omit the EOFADDR keyword frpm -thp; DTFPT macrp for an input file (or if a valid 
. - EOFADDR routine is not present on fife OPEN), data management does not open the 
file, but issues error message DM61, sets the DTF error flag (bit (0) and error detected 
in OPEN flag (bit 4) in fUenameC, and branches to your error routine. See 17.5.9. 
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17.5.5. Translation and Letter/Figure Shifting. Output Files (FSCAN, 

LSCAN, TRANS) 

Three additional keyword parameters may come into play in your DTP when you have 

output files with shifted codes to produce in character mode (MODE=STD): 

■ FSCAN (required), which specifies the label of your figure scan table for this output 
file. Data management uses the table to ascertain which code it is to punch on tape 
as the letter shift code, and to select out of your output data the groups of charcters 
for translation as "figures". 

■ LSCAN (also required), which specifies the label of your letter scan table, used by 
data managernent in the same way to identify the %ure shift code and the groups of 
"letters" in your output data. 

■ TRANS (optional), which specifies the label of the translation table you have coded. 
This table assigns, to each of the characters that will appear in your output data, one 
of the hexadecimal tape codes that can be punched in the number of character levels 
existing in your tape. 

The FSCAN and LSCAN tables are, in a way, reciprocals in that, with the FSCAN table, you 
specify the letter shift code (which must be nonzero), by placing it in each position that 
corresponds to a "letter", and indicate, by placing hexadecimal 00 in all the other 
positions of the table, which 8-bit configurations in your output data are to be treated as 
"figures" by data management. With the LSCAN table, you specify the figure shift code 
(also nonzero) in each position corresponding to a "figure" and indicate, by hexadecimal 
00 in their positions, those configurations that are to be treated as "letters." These two 
scan tables, between them, must provide a 1-byte entry for every 8-bit pattern that you 
may place in an I/O or work area to be punched on tape. Both scan tables are prepared in 
the format expected as operand 2 of the BAL translate and test {TRT) instruction. 

If you specify the TRANS keyword, you code the TRANS table in the format expected by 
the BAL translate (TR) instruction, assigning a hexadecimal tape code to each of the 256 
possible 8-blt patterns that may appear in your output. To all remaining 8-bit 
configurations, which are not to be presented in your output data (this includes the 
EORCHAR stop character and the two shift codes which data management punches but 
never translates), you could assign the same tape code. This code may be the one that you 
will insert in your TRANS table to represent the nonprinting EBCDIC graphic character 
(opposite hexadecimal 40 in Table C — 1), but you could use some other code. 

The TRANS keyword is not required to produce output files with letter/figure shifting, but 
its use is a great convenience, especially with 5-level tape. If you do not use a TRANS 
table, you must vvork entirely with the data characters that you can punch directly on tape. 
This means that, with a 5-level tape code, you can have only the hexadecimal codes 01 
through IF in your data buffers. On the other hand, using a TRANS table allows you to 
work in a more convenient code — EBCDIC is only one example — and still use 5-level 
tape. 
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For full details on the preparation of tables to be used as operands of the BAL translate 
(TR) and translate and test (TRT) instructions, refer to the assembler user guide, UP-8061 
(current version), but first consider the two following coding examples, which are based on 
these assumptions: 

■ Your output tape has five levels, offering 32 hole patterns; these patterns are to be 
represented in your translation and scan tables, and on the program connector board, 
by the hexadecimal codes 00 through IF. 

■ You have 37 EBCDIC characters for which you will present 8-bit codes in your output 
data. These are the 26 uppercase alphabet characters (A-Z), plus the nonprinting 
space character (these will constitute your "letters”) and the 10 numerals (0-9) (these 
will constitute your "figures"). 

■ You will use the hexadecimal tape code 00 to represent the null character, IB for the 
end-of-record stop character, 1 C for the nonprinting space character, 1 D for the letter 
shift code, IE for the figure shift code, and IF for the delete character. 

Although you may not expect to output any delete characters when you create your paper 
tape file, you probably intend to use them in routine processing of the file, and therefore 
must provide room for at least one delete character in your initial assignment of codes. 
(Later for input processing, you may specify one delete with the program connector board 
or one or more with the SCAN keyword parameter.) 

You must specify the end-of-record stop character with the EORCHAR keyword of the DTF 
for this output file; data management automatically punches this after the last data 
character in each undefined record (17.5.6). 

Thus, the following correspondences will be used: 


■ Letters: 

Graphic 

Symbol 

Hexadecimal 
Representation 
in I/O Area 

Hexadecimal 

Tape Code, After the 
Letter Shift Code, ID 

A 

Cl 

01 

B 

C2 

02 

C 

C3 

03 

D 

C4 

04 

E 

C5 

05 

F 

C6 

06 

G 

C7 

07 
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Hexadecimal Hexadecimal 

Graphic Representation Tape Code, After the 

Symbol in I/O Area Letter Shift Code, ID 


H 

C8 

08 

■I .v:.. 

C9 

09 

J 

D1 

OA 

K 

D2 

OB 

L 

D3 

OC 

M 

D4 

OD 

N 

05 

OE 

O:'' 

D6 

OF 

P 

D7 

10 

Q 

D8 

11 

R 

D9 

12 

S 

E2 

13 

T 

E3 

14 

U 

E4 

15 

V 

E5 

16 

W 

E6 

t7 

X 

E7 

18 

Y 

E8 

19 

Z 

E9 

1A 

SP 

40 

1C 
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c 


Figures: 



Graphic 

Symbol 

Hexadecimal 
Representation 
in the I/O Area 

Hexadecimal 

Tape Code, After the 
Figure Shift Code, IE 

0 

FO 

10 

1 

FI 

01 

2 

F2 

02 

3 

F3 

03 

4 

F4 

04 

5 

F5 

05 

6 

F6 

06 

7 

F7 

07 

9 

F8 

08 

9 

F9 

09 


In this example, any 8-bit configurations other than these that you present in the I/O area 
are to be punched as the nonprinting SP character: that is, following the letter shift code, 
as 1C. Taking its cue from the result 6f using the FSCAN table on yoUr data, data 
management inserts the letter shift code automatically. 

The end-of-record stop character, IB, does not require either shift code; you must always 
be sure that neither it, nor the code 1C, nor either of the shift codes, ever appears in your 
output data for translation. 

The first of the coding examples discusses your DTFPT declarative macro and your TRANS 
table; the second is devoted to your FSCAN and LSCAN tables. 

Example; 



(cont) 
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Example (cont): 


label AoperatjonA operand a comments 

1 10 18 

72 

80 



piS . . 



, 1 1 1 1 1 1 1 



hr. . . 



1 1 1 I > 1 — L_ 



hr . . . 



1 1 1 L-J I— 






_J 1_J 1 t_l 1— 



DiCi . 1 



„■ 1 , 1 1 1 1, 1 > 



D\C, . , 



1 1 I 1 1 1 1 



Dir. . . 

' 1 1 i3i 1 1^1 1 iSi 1 (At 1 i7i 1 i8i 1 i9i 1 lAi 1 1 1 1 1 1 1 1 1 I 1 1 1 1 is 1 1 i 1 1 1 J i_i — i_j_j — 1 — 1 — 1 — 1 — 1 — 1 — L_ 


_L-I. .1 t 



PiT.. . . 

_ ^iVJ -■ 1 ■* 1 1 iCi 1 1 1 1 1 1 1 1 ( 1 1 1 1 t 1 1 1 1 1 1 1 1 I 1 1 1 t 1 1 1 1 L_j — 1 — 1 — I — l_J — 1—1 — L-lJ — 1 .. 





. . 

)^iLil i^li* il lOiO.I .^i2i)3.0l4^0l5AGlOl7lO,8Dfl^ i i . . i i i i . i • i i i 1 i i-i i .1 t i t i r, * i— 


_J 1 1 1 L_1 — 1— 



rjiCi 1 1 

_ fiXiLi 1 1 * i 1 iCi * I 1 1 1 1 1 1 1 1 r 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 < 1 1 1 t 1 » 1- -.1 1 1 1 1 1 i 





,, 1 1 1 1-. - 

_ 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 1 ( 1 1 1 1 1 1 ( 1 111 1 ! 1 t 1 1 — ! — 1 — 1 — 1 — 1 — i — i — ^ — 1 — 1 — 1 — 1 — 1 — 1 — 1 — 1 — L- < — 1 — 1 — 1— 

- 



NOTES: 

1. This is part of your DTFPT declarative macro for the output paper tape file 

PAPTAP2, which is to be processed in character mode (MODE=STD). As 
PAPTAP2 contains records in undefined record format, you must specify the end- 
of-record stop character, which data management punches automatically after 
each record on tape, with the EORCHAR keyword parameter (17.5.6); this is the 
hexadecimal code IB. The required BLKSIZE, IOAREA1, and RECSIZE 
specifications, as well as other keyword parameters not relevant to this example, 
are not shown. 

2. You assign a length attribute of 256 bytes to the symbol TRANS2, thus 

embracing the following define constant (DC) statements. You have equated 

TRANS2 to the TRANS keyword parameter in your DTP; thus the DC statements 
constitute your translation table for the paper tape file PAPTAP?. It covers the 
256 positions of Table C — 1. - ^ 

3. To the first 193 positions of Table C— 1 (decimal 0 through 192), you assign the 
tape hexadecimal code 1C. Note that the nonprinting EBCDIC space character 
(hexadecimal 40) is embedded in this 193-byte string; because it is, the effect of 
your specification is that any of the first 193 EBCDIC characters (if they appear in 
your output data) are to be represented on tape by the hole-pattern chosen to 
represent the space. 

4. To the next nine positions in the TRANS table (those corresponding in Table C — 1 
to the EBCDIC graphics for the alphabetic characters A through I), you assign the 
tape codes 01, 02, and so forth, through 09. 

5. The next seven positions are not used, and any 8-bit configurations frorri this 
part of the table will be represented on tape by the space code, 1C. 

6. To the next string of nine alphabetic characters (J through R),. you assign the 
tape codes OA, OB, and so forth, through 12. 

7. Eight unused positions follow these. 
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8. The last eight alphabetic characters, S through Z, are assigned the tape codes 13 
through 1 A. Tape codes IB and 1C already have their assignments; codes ID 
and IE will be assigned with the FSCAN and LSCAN tables, as described in the 
next coding example. You have determined that the tape code IF is to represent 
one delete character, but, because you will not use it in this output file and 
because (like ID and IE) it is not to be translated, you do not include a 
translation for it in the TRANS table. 

9. The next six table positions are also assigned the space code, 1C. 

10. To represent the 10 EBCDIC numerics in your output data, you assign the 10 
tape codes shown here. These are the second assignments for the tape codes in 
question, which have these meanings when they follow the figure shift code on 
tape, and the previously assigned ones when they follow the letter shift code. 

1 1 . The last six positions of Table C— 1 are provided for by assigning the space code, 

1C. ^ - 


The second coding example discusses the figure and letter scan tables you prepare for the 
same file. Remember that you need not assemble them, nor the translation table, with the 
DTF because an EXTRN pseudo-op is generated for the label of each of them. 

Example: 



LABEL 

1 

AoperationA 

10 

OPERAND 

16 

72 

80 

1. 

FiSiCtAiMl^t t 


DtSi 1 1 


OiGiL^iSiGt t 1 1 1 1 1 1 I I i I I I 


1 1. t 1 i i 1 

z. 

1 t t 1 1 1 1 


DiCi 1 f 


2^i7iYiL^il I I i lOi I I I I I I r I r I I 


i 1 1 1 1 1 1 

3. 

i 1 1 t 1 1 1 


DiG 1 1 


KiLi 1 1 ' lOjOi I I I I I I I I I I t I I 


1 1 1 t i i i 

4. 

— 1 1 L_J L-l 1 


DiG 1 1 


Eil iZyiLilt'il Dr'i 'i I I • I 


i i i 1 1 1 1 

5. 

1 1 1 1 1 1 1 




XiL*! I i^i lOiOi I I I I I I I I I I I I 


1 1 1 1 1 1 1 


■-1. 1 t i Li i 


L 1 1 1 


I I i I i I I I l‘ I t t I I I till 


1 1 i 1 1 1 1 


L,S,C.A.Ni2. . 


DjSi 1 1 


0GiL.i2i!5i^i I I I I I t i I I till 


1 1 1 1 1 I 1 

7. 

— 1 1 .1 1 1 1 1 


Dibi , , 


Xil iQiQi I I I I I I i I I I I _ 


1 1 1 i 1 1 i 

8. 

1 1 t i l 1 L_ 


ac, -, , 


I iOiXiL.1 I I t 1 iEj I 1 1 1 1 1 1 ill 1 


i 1 I 1 1 I 1 

8 

I J 1 1 1 1 1 


DiC, , , 


XiLifei lOiOt 1 i 1 1 1 1 1 I 1 1 1 1 1 


till III 


_J J Lj 1 



Li.i r 1 

_ 

1 j 1 1 1 1 1 1 1 1 1 1 1 1 1 i 1 1 1 


1 1 1 1 1 1 1 


NOTES: 

1. You assign a length attribute pf 256 bytes to the symbolic address FSCAN 2, the 
symbol you equated to the FSCAN keyword parameter in the DTF. This attribute 
embraces the four DC staterpents following it, and these constitute your figure 
scan table for the output file PAPTAP2, 

2. The first 27 bytes of the figure scan table, covered by this define constant (DC) 
statement, contain the 1-byte hexadecimal entry ID, which, solely because it is a 
nonzero entry, specifies to data management that the code ID is the letter shift 
code. It must appear in each byte position of the scan table that represents a 
"letter”. 
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Because the first 27 positions of Table C—l; do not correspond to any EBCDIC 
graphics, letters or otherwise, it may occur to you to question why the FSCAN 
table shows these as letter positions. The reason is that they are all to be 
represented on tape by the same code> 1C, which you have also assigned to the 
nonprint SP character in your TRANS table. Because you have Included the SP 
character among your "letters", its code, 1C, must follow the letter shift code on 
tape. ' . 

Other than the letter shift code, the only entry that you use in the figure scan 
table is hexadecimal 00; this code must be entered in every byte position that 
does / 7 of represent a '"letter". Not all of these will necessarily be "figures", of 
course, but all of the figure codes will be In this subset. 

3. In the next byte, you insert the hexadecimal code QO to indicate to data 
management that the corresponding tape code, hexadecimal IB, is not a "letter". 
(It is also not a "figure"; recall that IB is specified to data management, via the 
EORCHAR keyword in your DTP, as the end-of-record stop character. This has no 
translation, requires no shift code, and should never occur in your output data for 
translation.) 

4. The next 212 bytes also contain the letter shift code, ID, specifying that the tape 

codes in these positions represent "letters". These include not only your 26 
EBCDIC alphabetic symbols, but also 185 substitutions of this graphic for every: 
other character in this set of 212, all of which must occur on tape after the letter 
Shift code. , , 

5. The hexadecimar code 00 in each of the last 1 6 bytes of the fig 

shows that these do not represent"letters". Recall that only the first TO of these 
are actually to be translated as "figures". ' ‘ 

When your output data is exarninecj and tested by data management, character 
by character, your data serves, esseritially; as operand 1, and the FSCAN table as 
operand 2, of the fra/7s/afe and test (TRT)..;instruction. . 

So long as any of the 8-bit configurations in decimal positions 240 through 255 
of Table C — 1 is encountered in your putput data, or the one in decimal position 
27 (this one should never be there, as it is equated to I B); the result byte that 
data rnanagement locates in the FSCAN table is hexadecimal 00. Scanning may 
continue, and these configurations are selected out for -translation vvith your 
TRANS table (shovvh in the preceding coding example) and the translate (TR) 
instruction. 

The first nonzero result byte that data management encounters in your FSCAN 
table stops the scanning process; the letter shift code ID (never translated) is 
placed by data management |n the I/O area aftet the last figure translation, and 
then scanning resumes ^ but this time data management uses your LSCAN 
table in the same way to select the 8-bit configuration, or group of 
configurations, to submit for translation by your Trans table. 
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6. You assign a 256-byte length attribute to the symbol LSCAN2, which you have 

equated to the LSCAN keyword in the DTF. This length embraces the subsequent 
DC statements, which constitute your letter scan fa6/e' for the output file 
PAPTAP2;: - -r. :■ ^ ■ 

7. In each of the first 240 bytes of the scan table, you enter the hexadecimal value 
00. When these result bytes are tested by data management, using the TRT 

. Ki instruction, the all-zero pattern each contains allows the scanning and the 
translation processes to continue, with your TRANS table and the TR instruction. 

^ These 240 bytes include both shift codes, the delete, and the end-of-record stop; 

except for these (which should never appear in your output data fOr translation), 
the 240 bytes represent "letters", and therefore their translations should follow 
the lettdr shift code data management has already punched into the tape. Recall, 
hbwever, that rhost of these translations are the "dead-end" substitutions of the 
space character code, 1G, for everything but the 26 alphabetic characters and the 
space itself. 

8. You enter the figure shift code, IE, into each of the next 10 bytes (decimal 
positions 240 through 249 in Table C — 1) to designate these positions as 
"figures". Because I E is a nonzero entry In a letter scan table, data management 
immediately recognizes it as the figure shift code. When any of these 10 bytes is 

i encountered in this LSCAN table by data management's use of the TRT 
instruction on a byte of your output data, the scanning process Stops. Data 
management first punches the figure shift code on tape, then punches the 
f correct translation, and, having shifted from this sCan table back to the FSCAN 
table, resumes scanning with it. 

9. The last six bytes Pf, the LSCAN table contain hexadecimal 00; the "dead-end" 
translation process continues if any of these bytes is reached by data 
management. 

Keyword Parameter FSCAN: 

' FSCAN=symbor 

Specifies the label Of a -figure scan table for an output paper tape file processed 
in character mode (MODE=^n|^), where symPo/ is the label. The table, which 
may be assembled separately from the DTF, is prepared in the form required for 
operand 2 of the BAL translate and test (TRT) instruction; it must contain a 1- 
byte entry for each 8-b1t cohfiguratidh that you might place In dn I/O or work 
area to be punched on tape. Entries in the FSCAN table corresponding to 
"letters" must Gontdin the nonzero hexadecimal code for the letter shift 
‘charaeter;allothersmustcontainhexadecimalbO.- 

The FSCAN keyword must be specified with the LSCAN ke^ord, to produce 
output files With shifted ‘codes in character mode (lVlODE=^H). If only one of 
these two keywords is specified, a diagnostic message appears in the DTF 
assembly listing, and the specification is ignored. If specified when processing is 
in binary mode (MODE=BINARY), a diagnostic appears in the DTF assembly 
listing, and the specification is ignored. 
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Keyword Parameter LSCAN: 

LSCAN=symbol 

Specifies the label of a letter scan table for an output paper tape file processed in 
character mode (MODE=^Hj). where symbol is the label. The table, which may 
be assembled separately from the DTP, is prepared in the form required for 
operand 2 of the BAL fra/7s/afe and test (TRT) instruction; it must contain a 1- 
byte entry for each 8-bit configuration that you might place in an I/O or work 
area to be punched on tape. Entries in the LSCAN table corresponding to 
"figures" must contain the nonzero hexadecimal code for the figure shift 
character; all other must contain hexadecimal 00. 

To produce output files with shifted codes in character mode (MODE=||©), you 
must specify both the LSCAN keyword and the FSCAN keyword. Refer to the 
foregoing paragraph for the effect of misspecifying these keywords. 

Keyword Parameter TRANS: 

TRAIMS=symbol 

Specifies the label of a translation table you have coded for any paper tape file 
but an input file with shifted codes, where symbol is the label. The TRANS table 
may be assembled separately from the DTP and is coded in the form required for 
operand 2 of the BAL translate (TR) instruction. 

When the TRANS table is used for output files with shifted characters, the shift 
codes are not translated, but punched automatically by data management. 

Refer to 17.5.3 for details on the use of the TRANS keyword with input files. 


17.5.5.1. Translation for Unshifted Output Piles, Either Mode (TRANS) 

When your output file does not contain shifted characters, but merely requires translation 
from the EBCDIC character data in your I/O or work area to the hexadecimal tape codes 
you can punch in the levels or tracks that exjst in your tape, your task is simpler. You 
specify the TRANS keyword in the otp and prepare a translation table that is limited to the 
EBCDIC codes you will use. 

Consider the following example, which assumes a 5-level paper tape and records that 
contain only the 26 EBCDIC uppercase alphabet, the space, and three punctuation marks: 
the period and the left and right parentheses. You will not punch out a delete character in 
creating this output file, but will reserve one tape code* hexadecimal IP, for punching into 
the tape by other means as a rub-out character and possible specification later as a 
hardware or software delete when you read this file in future input processing. Por the 
null character, you set aside the hexadecimal tape code 00, as before. Your 32 available 
hexadecimal tape codes extend from 00 through IP; you need only the first 234 decimal 
positions of Table C — 1 to cover the EBCDIC characters through Z. 
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NOTES: 


1. You assign a 234-byte length attribute to the symbol TRANSOUT, which is 
equated to the TRANS keyword in your DTP (not shown). This length attribute 
covers the 1 3 subsequent DC statements, which constitute your translation table. 

2. You insert the hexadecimal tape code 00 in the first byte of your TRANS table. 
This is unnecessary for an output file (because this code represents the null 
character, which you do not expect to include in an output record), unless you 
iritehd to place a certain (fixed) number of null characters at the end of each 
record in your output to indicate an interrecord gap (17.3.4). If you are not using 
the null character in this way, you would include this byte with the next 74; 

3. To the next 74 bytes, yOu assign the hexadecimal code 01. Note that the EBCDIC 
space character SP is included in the string: this code, then,' represents the 
space and is also assigned to all EBCDIC characters not used. 

4. The device constant (DC) statement assigns your next tape code, hexadecimal 02, 
to the EBCDIC period. 

5. The EBCDIC jess-than character is assigned the same nonprint code, 
hexadecimal 01, as the other characters to be skipped. 

( 6. the left parenthesis is assigned the hexadecimal tape code 03. 

7. Fifteen more EBCDIC codes, unused, are assigned the nonprint code 01. 
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8. Here, the right parenthesis is assigned hexadecimal 04. 

9. Ninety-nirie more EBCDIC’ codes! through the left brace, are skipped. 

10. To the next nirie bytes, represehting the EBCDIC alphabetic. Characters A through 
I, are assigned the hexadecimal tape codes 05; 06, and so on^ througif Ob' 

1 1. The seven subsequent EBCDIC characters, through the right brace, are assigned 

hexadecimal Ol. , ! ” ; 

12. These nine tape codes cover the alphabet characters J thfough R. . 

13. Eight more skips. • 

14. The last of the EBCDIC uppercase alphabet, S‘ through Z, are assigned your 

remaining hexadecimal tape codes,! 17 through. IE — leaving only hexadecirhal 
IF, for future use when a delete charactef is needed. . 

17.5.6. .Specifying, the End-of-Rec6rd Stop Character for Ootput Files (EORCHAR) 

when you are processing in character mode (MODE=^tb) and your file contains records 
with varying lengths (RECFORM=UNbEF), you have need of a Character to delimit these 
records. With output files, you must specify this character with the EORCHAR keyword for 
data management to punch at the end of each undefined record when you issue the PUT 
macro; recall that you must also designate one general register into which you load the 
length of each undefined record before you issue the macro (the RECSIZE register, 
17-5.1.6K ^ 

The end-of-record stop character pauses tape motion to stop automatically when this 
character is encountered while ah input file containing undefined records is being read. 
Recah that, for input processing, you must specify this character by wiring the program 
cpnnectbr board (17.2. 1.2). ' 

For output processing, the character you specify with the EORCHAR keyword may be 
represented by any of the tape codes you may puriich in the number of tracks on your tape; 
however, you should not use the null character, nor, in fact, any of the codes to which you 
have assigned a special meaning (such as the delete, or one of the shift codes). The 
EORCHAR stop character must be excluded from translation tables, as it. has no 
translation, and it must be independent of shift statue; therefore", it rnust also lie outside 
the range of "figures" and "letters" designateci by your scan , tables. In fact, you must take 
pains to exclude the EORCHAR stop from your own output. 

For an output file, data management automatically inserts the EORCHAFi stop character in 
your I/O area before it writes the buffer contents out to the punch; your BLKSIZE 
specification must always include one extra byte for it. When an undefined record is 
transferred to your I/O area from an input file, the EORCHAR stop-character,cp.mes with 
it, and the buffer space you reserve must accommodate this byte; however, the record 
length that data manaQoment places in your optipnal RECSIZE register does nof include 
the EORCHAR byte. Figures 17--2, 17—3, and 17^ — 4, in 17.3, illustrate these points. 
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Keyword Parameter EORCHAR: q < ' ; 

EORCHAR=dxpression ^ 

Specifies the end-of-record stop character used to delimit each undefined record; 
required for output files processed in character mode (MODE=STD) when 
RECF0RM=UNDEF is specified. Here, express/on is either an expression of self- 
defining terms or a symbol that is equated to an expression Of self -defining 
terms. 

Data management places the character defined with the EORGHAR keyword at 
the end of each undefined output record; it is the stop character punched on tape 
to delimit each undefined record. 

Examples: 



NOTES: 

1. Specifies that the hexadecimal tape code 03 is to bd punched by data 
management as the end-df-record stop character to delimit each undefined 

■ ' record on tape. ' ' • 

2. Specifies that the end-of-record stop character to be punched by data 

* rriahagament as a delimiter after each undefined record on tape is the Idgical 

product (AND) of the EBCDIC character P and the hexadecimal value OF (this 
workd' out to be hexadecimal 07). * 

3. Specifies that the end-of-record stop character is the expression of self-defining 
terms equated elsewhere in your program to the symbbi CHAREX. The egt/afe 
(EQU) directive for the symbol CHAREX, represented by the last line of coding in 
example 3, makes this example exactly the equivalent of example 1. 

Notice two points about this way of specifying the EORCHAR keyvyord: the coding 
that cbritains the e( 7 £yafe'(EQU) directive rhust be placed outside the' DTFPT call 
itself, but it must be assembled with the coding that Cbntalhs the DTFPt call. The 
assembler does not generate an EXTRN for expression. 
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17.5.7. Specifying Optional File Processing (OPTION) 

Optional file processing for paper tape input or output files is rnuch the same as for 
punched card files, described in Section 3. As with cards, an "optional" paper tape file is 
one that your program will not invariably punch or read every time it is executed; you 
notify data management that this is the case by specifying the OPTION keyword parameter 
in the DTF defining the file. The specification js simply OPTION=YES. 

If you have specified the keyword, there are two circumstances that result in optional file 
processing by data management: 

■ You have specified the OPT positional parameter fn the job control DVC statement in 
the device assignment set for the file, and the device is not available at execution 
time; or 

■ You have not provided a device assignment set (job control DVC and LFD statements) 
for the file. 

For details on these job control statements, refer to the job control user guide, UP-8065 
(current version). 

This is what optional file processing of a paper tPpe file involves: 

■ If the file is an input file, the first GET imperative hnbcro you issue to it results in an 
immediate branch to your mandatory end-of-tape routine, the label of which you must 
specify with the EOFADDR keyword (17.5.4). No I/O is performed; you must close the 
file, using the CLOSE macro (17.4.2). 

■ If it is an output file, the first PUT macro you issue results in an immediate return to 
your program, at the first instruction after the PUT macro. No I/O orders are issued 
by data management, if you have specified the lOREG or RECSIZE registers, data 
management sets these up so that you may process in exactly the same manner as if 
you were actually punching a paper tape. Again, you must close the file. 

If you have not specified the OPTION keyword parameter, and one of the foregoing 
circumstances occurs, the paper tape file is not opened by data management and may not 
be processed. In the error processing that ensues, data management takes the following 
actions: 

■ Sets the error in OPf/V flag, bit A of filenameC 

■ Issues error message DM21 to the log: "INVALID OR MISSING DEVICE 
ASSIGNMENT". 

■ Branches to your, error routine or, if none is specified, returns to you inline, at the 
first instruction after the OPEN macro you issued to the file. 
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If you do not code an error routine but take an inline return, then all GET or PUT 
imperative macros that your program issues to the file result in further data management 
error processing, as follows: 

■ Data management sets the invalid imperative macro flag, bit 6 of filenameC; and 

■ Issues error message DM13 to the log: "ATTEMPTED ACCESS TO AN UNOPENED 
FILE". 

These actions result for every issue of GET or PUT to the file. Because the file has not 
been opened, you need not issue the CLOSE imperative macro to the file. For further 
details on fUenameC and other aspects of data management's error processing, refer to 
the ERROR keyword, 17.5.9. 

Keyword Parameter OPTION: 

OPTION=YES 

Specifies that the input or output paper tape file defined by this DTFPT 
declarative macro is an "optional" file and is not required to be processed every 
time the program is executed. Data management performs optional file 
processing if this keyword is specified and either no device is assigned to the file, 
or you have specified the OPT positional parameter in the DVC job control 
statement for the file and no device is available at execution time. 

, If you omit the OPTION keyword parameter and one of the foregoing conditions exists, 
data management does not open the file, and you may not process it. Data 
management error processing results. 


17-5. 8. Providing a General Register Save Area (SAVAREA) 

In common with the other OS/3 data management systems, paper tape data management 
requires a 72-byte area in main storage, aligned on a fullword boundary, in which to store 
your general registers while it is processing. 

You must align and reserve storage for this area within your program, but you have two 
ways of providing its address to data management: loading its address into general 
register 13 before entering any data management imperative, or specifying the label of the 
area via the SAVAREA keyword in your DTF. You need only one general register save area 
per program, but if you specify the SAVAREA keyword in one DTF, you should specify it in 
all.* 


*lt is possible to write a valid program in which you preload register 13 with the address of a save area before you issue any 
imperative macros to a file whose DTF does not contain the SAVAREA keyword, and also, omitting the preload of register 
13, issue imperatives to another file whose DTF does contain the SAVAREA keyword. The program could work; the trick 
might be (in a large program processing numerous files) to be sure which file required which coding. You could not open all 
files with the same OPEN macro, for example, in such a program, nor terminate them all with one CLOSE — and you might 
be hampered in your use of register 13 for the 10 REG or RECSIZE register. 
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When you specify the label of the general register save area with this keyword, you free 
register 13 for your own use and may, for example, use it for your lOREG or RECSIZE 
register (17.5.1.4 or 17.5.1.6); otherwise, only registers 2 through 12 are yours. Refer to 
1.4 for the content and layout of the save area, which is useful to examine in program 
dumps or snaps. Note that register 13 is not included/ however: if you want to see its 
contents in a snap, you must provide and load a specific storage area for them. 

If the SAVAREA keyword is not present in the DTFPT declarative macro, data management 
assumes that you have preloaded register 13 with the address of a fullword-aligned, 72- 
byte general register save area before you issue any imperatives. If you have a BAL 
program, therefore, written for some other data management system (such as the 
9200/9300) in which you are using register 13 for your own purposes, you may easily 
convert it to run under OS/3. You need merely add a 72-byte register save area, fulivvord 
aligned, to your program and specify its label to data management with the SAVAREA 
keyword. 

Because the assembler, in expanding your DTFPT declarative macro, generates an EXTRN 
pseudo-op for each symbolic label specified via the keywords inUhe DTF, you may 
assemble the coding by which you define the register save area separately from the coding 
in which you define the file. i:; " 

Keyword Parameter SAVAREA: ; 

S AVAR EA=symbol 

Specifies the label of an area defined in main storage, fullword aligned and 72 
bytes in length, in which data management stores the contents of your user 
general registers while it is processing, where symAo/ is the label. 

Only one such area is required per program, but if you specify the SAVAREA 
keyword in one DTF, yoU'^hbuld specify it in the DTF for every file your program 
accesses. 

■ If the SAVAREA keyword is omitted, data management expects that, before you issue 
any imperative macro to a file, you have preloaded register 13 with the address of a 
72-byte storage area, fullword aligned, in which it saves the contents of your general 
registers. 

If you specify the SAVAREA keyword, registet 13 is available for your own uses; 
however, its contents are not included in the general register save area for inspection 
in a snap dr dump of your program. Refer to 1.4 for the layout and content of this 
area. 
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17.5.9. Data Management Error Processing, Paper Tape Files (ERROR) 

When data management detects an error (hardware, software, or logical), it sets one or 
more bits in the error flag byte of your DTF file table, issues the appropriate numbered 
data management error message to the log; and branches to your error routine. If you 
have not coded a routine for error processing and specified its label to data management 
with the ERROR keyword parameter, control returns to you at the normal inline return 
point: the next instruction after the imperative macro just issued. This is the point to 
which data management would have transferred control if no error had occurred. 

When data management branches to your error routine, register 1 4 contains the address 
of the normal return point, to which you may branch, after you have completed error 
processing, to resume processing your file. Hovyever, if you intend to issue GET of PUT 
imperative macros in ypur error routine, you must first store the contents of register 14 
and then, having issued all your imperatives, restore register 14 to its initial value before 
you branch back to your program. 

The error flag byte is decimal byte 50 in the file table generated by the assembler in its 
expansion of your DTFPT declarative macro; the assembler also generates an EXTRN 
pseudo-op for this byte, assigning it a label that is formed by concatenating the EBCDIC 
character "C" to your 7-byte logical file name — which is why it is called //yenameC. If you 
want to examine it to see what bits were set, you can easily locate //7e/7a/77eC in a dump of 
your program area, because its address is contained in the allocation map and definitions 
dictionary produced by the linkajge editor, or you can include filenameC in a snap taken by 
your error routine; however, it is more useful to access it dynamically. You may do so 
inline or from your error routine, using the label of the error flag byte as the first operand 
of a BAL test under mask (TM) instruction, for example, to determine which bits were set 
so that you may take appropriate action. 

Each of the eight bits in filenameC has a special significance when set to binary 1 as an 
error flag; Table 17^2 summarizes these meanings. The Subsequent paragraphs discuss 
the errors represented in more detail, with actions you should consider taking in your error 
routine or elsewhere. 
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Table 1 7—2. Significance of Bits in FilenameC, Paper Tape Files 


Bit 

Hexadecimal 

if Set Alone 

Binary if 

Set Alone 

Significance for DTFPT File 

Other 

Bits 

Set 0 

Data Management Error Messages 

Issued to Log 

0 

80 _ 

@ 

1000 0000 

DTF error 

B 

DM61: INVALID DTF FIELD, PARAMETER, 

OR PARAMETER COMBINATION 

■ 

40 

0100 0000 

Wrong length error 

- 

DM25: WRONG LENGTH ERROR 

DETECTED 

2 

20 

0010 0000 

Unique (parity) error 


(None) 

3 

1 10 

0001 0000 

Unrecoverable error 

■@ 

DM23: UNRECOVERABLE I/O ERROR 

DETECTED 

4 

08 

0000 1000 

Error detected in OPEN 

- 

(None) 

5 

04 

0000 0100 

Error detected in CLOSE 

- 

(None) 

6 

02 

0000 0010 

Invalid imperative macro 

- 

DM13: ATTEMPTED ACCESS TO AN 

UNOPENED FILE, or: 

- 

DM14: INVALID IMPERATIVE MACRO/ 

MACRO SEQUENCE 

1 

Q1 

0000 0001 , 

Invalid record size 

. A 

DM17: INVALID BLOCKSIZE SPECIFIED, 

or: 


DM18: RECORD SIZE INVALID 


NOTES: 


The "Other Bits Set" column shows only those bits invariably set by data management. Others may also be set, for example, to 
indicate which errors are detected during OPEN or CLOSE processing. 

Bit 4 is aivyays set when bit 0 is set. The resulting binary configuration of fHenameCxs 1000 1000, and the byte then contains the 
hexadecimal value 88. 

When bit 4 is set with bit 7, the resulting binary configuration is 0000 1001, and filenameC contains the hexadecimal value 09. 

When an unrecoverable error is detected during OPEN processing, bit 4 is also set with bit 3, and filenameC contains the 
hexadecimal value 18. When detected during CLOSE processing, bit 5 is also set with bit 3; filenameC contains hexadecimal 14. 


© 

© 

© 

© 


■ DTP error (bit 0) 

This bit is set by the OPEN transient overlay to indicate that a serious error has been 
detected in your DTP. Data management also issues error message DM61. The error 
detected in OPEN flag (bit 4) will also be set to binary 1. Your file is not marked open 
and cannot be processed. 

The DTE error bit is set when you have not properly specified the BLKSIZE keyword 
parameter (17.5.1.3), have omitted the EOFADDR keyword for an input file (17.5.4), 
have omitted the IOAREA1 keyword (17.5.1.4), or have specified an invalid address in 
the DTP (that is, some label or symbolic address specified in your DTP is an invalid 
address — in this case one that is not within your job region). 

You should check your DTP assembly listing for error flag messages and your linkage 
editor map for unresolved EXTRN symbols. 
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■ Wrong length error (b\X T) ^ ' 

This bit is set for input files with undefined (variable length) records; it indicates that 
data management has filled the I/O buffer with the number of bytes specified by your 
BLKSIZE specification (shift codes having been removed), but that the hardware has 
not detected the wired end-of-record stop character that delimits each undefined 
record. 

The wrong length error flag is also set for fixed, unblocked, input files if the last record 
on the tape is not a full-sized record (that is, the number of bytes of data yielded by 
the final record, stripped of shift characters and deletes, must equal your BLKSIZE 
specification, or you will receive a wrong length error indication). 

Data management issues error message DM25 in either case. You may either stop 
processing and close your file, or process the ass urned partial record and then, 
issuing another GET macro, branch to. the normal return point to continue processing 
(remembering to store and restore register 14 as required). 

■ Unique (parity) error (b\X 2) 

When a parity error is? detected in reading an input paper tape, the physical IOCS 
issues a standard message to the operator, describing and locating the error. The 
operator is able to move the paper tape back to the beginning of the record and to 
retry the command; if the retry is successful, data management does not perform the 
error processing set forth here. If the retry effort fails, however, you may have 
recourse to further recovery attempts, as follows. 

The unique (parity) error bit is set only for input files, processed in character mode 
(MODE=STD); the file must have been created with a parity track punched on the 
tape, and the paper tape subsystem must have been set up (using the program 
connector board) to check the parity track for odd or even parity. 

Set to binary 1, this bit indicates detection of a parity error in one or more characters 
on tape. Furthermore, each character on which a parity error has been detected has 
its most significant bit set to binary 1 in main storage. Your options depend on 
whether your data contains shifted codes. 

For files with unshifted data, you have three courses open to you in your error 
routine: 

— You may stop processing records and close the file. 

— You may continue processing the record by branching to the normal return point, 
at the address contained in register 14. 

— You may store register 14 and issue another GET macro to skip the record 
containing bad parity and read in the next. If the next record is free of parity 
errors, you can restore register 14 and branch to the normal return point to 
resume the processing that was interrupted by the initial detection of parity 
error. On the other hand, of course, errors detected in the execution of your 
second GET macro will result in another branch to your error routine. 
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When parity errors are detected on files with shifted characters, however^ your 
recovery action is somewhat different. Data management does not perform shift 
processing oh the record, but leaves it in the I/O area. (Even though you may have 
specified work area processing, the record is; hot moved to your work area.) Its shift 
codes are not removed, hor the software deletes ^ nor are the intervening characters 
translated. Unless you want to stop processing and close the file, you must deal with 
the erroneous record in your error routine; to skip this record is risky at best, because 
the shift status is likely to be masked by the parity error, and your subsequent records 
cannot be assured of being processed correctly. 

If you have specified an I/O index register with the lOREG keyword (17.5.1 .4), you 
can locate the error record by referring to this register. On the other hand, if you have 
specified more than one I/O buffer but do not have an lOREG register, you may refer 
ta the address of the error record that is contained in filenameD, a 4-byte field, 
fullword aligned, and addressed by concatenating the EBCDIC character "D" to your 
7-byte file -name. Do not modify, the contents of filenameD. 

After locating each character of the record that has a parity error and resetting its 
most significant bit to binary 0, you may perform the eharacter shifting, in your error 
routine, removing the shift codes and translating the characters between them as 
required. You should compress the record and leave it left -justified in the I/O area, 
or, if you have specified work area processing, you must yourself move the record to 
your work area. (17.5. 1r4): • » . 

You will use your SCAN table as operand 2 of the BAL tra/7s/afe and fesf (TRT) 
instruction, and your FTRANS and LTRANS tables as operand 2 of the translate (TR) 
instruction; refer to 17.5.3 for details on the use of these tables and instructions by 
> data management. Remember also to take care of removing any of the software 
delete characters you may encounter in your error record. 

■ Unrecoverable error (b\X 3) 

This bit, when set to binary 1, indicates that an unrecoverable hardware or software 
error has been detected. In most instances, the physical IGCS issues a message to 
.the operator, such as "DEVICE XXX STOP STATE RU?/. This message indicates that 
the paper tape subsystem is in the stop state. If the operator replies "U" to this 
message, data management branches to your error routine with the unrecoverable 
e/Tor bit set and issues error messges DM23 to the log. Under certain conditions, the 
error detected in OPEN or error detected in CLOSE bit (4 or 5) may also be set. 

■ Error detected in OPEN (bit 4) 

This bit is set when any errors are detected during the processing performed by the 
OPEN transients (17.4.1). The file is not opened, and you may not issue any 
imperative macros to process it. In your error routine, you should not attempt any 
further processing of the file and should terminate your program. It is not necessary 
- to issue a CLOSE macro to the file. 
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Other bits may be set with this bit to indicate which error was detected. For example, 
if you have an invalid DTF, this is detected during OPEN processing, and both bit 0 
and bit 4 are set; data management issues error message DM6T. Or, if- your 
specification of the BLKSIZE or OVBLKSZ keyword is not a positive decimal number in 
the range 1 through 4095 (or the OVBLKSZ specification does not exceed block size), 
the OPEN transient issues error message DMT7, INVALID BLOGKSIZE SPECIFIED, 
and sets both bit 7 and bit 4. Again, if the error detected by the OPEN transient is 
unrecoverable, data management issues error message DM23 and sets both bit 3 and 
bit 4. Finally, for the circumstances under which the error in OPEN bit is set for an 
optional file, refer to the OPTION keyword, 17.5.7. c 

If you have not coded and specified the ERROR routine, but accept, error returns 
inline, data management expects that you will check for errors and deal with them 
inline. When you do not do so, therefore, each imperative macro your program issues 
to process an unopened file results in further data management error processing. This 
includes setting the /nva//ld /mperaf/Ve /waero flag (bit 6). 

■ Error detected in CLOSE (h\X b) 

This bit is set when errors are detected during the processing performed by the 
CLOSE transients (17.4.2). Other bits may also be set to indicate which error Was 
■ detected: for example, bit 3 if the error is unrecoverable. 

' . r'-. ' 

CLOSE processing is completed, and you may reopen the file. 

• Invalid imperative macro {b\X E) 

This bit is set to indicate that you have issued an inappropriate imperative macro to 
process your file (for example, the GET macro -to an output file> or a CNTRL macro, 
which does not exist in OS/3 paper tape data management). In this circumstance, 
data management also issues error message DM14, ''INVALID MACRO/MACRO 
SEQUENCE”, to the log. / . - 

This bit is also set if you issue any imperative macro except OPEN to an unopened file 
-^ including one that could not be opened because of an invalid DTF or because of 
some other error detected during yojur OPEN processing. In this case; data 
management issues error message DM13, "ATTEMPTED ACCESS TO AN UNOPENED 

.FILE'/ - ^ .. ^ ' 'i' .. 

■ Invalid record size (bit 7) 

This bit is set only when you are processing an output paper tape file that contains 
undefined records (RECFORM=UNDEF); it indicates that the number you have placed 
in the mandatory RECSIZE register (17.5.1.6) is negative, zero, or larger than your 
BLKSIZE speeification minus one byte (BLKSIZE-1). Data management does notipunch 
the record on tape. If this bit is set, data management also issues error message 
DM18, "RECORD SIZE INVALID". Your error routine should cease processing and 
close the file. 
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17.5.10. Processing ASCII Paper Tapes (SCAN, TRANS) 

In OS/3, neither the physical IOCS nor paper tape data management provides automatic 
translation facilities. How data comes in from paper tape and is represented in main 
storage (and vice versa) are determined solely by the way you set up your program 
connector board and by the hole patterns on the tape. A hole on the paper tape always 
corresponds to some bit in main storage. 

On the other hand, translation of data, via translation tables that you supply, is always 
possible for every type of file, be it input or output, binary or nonbinary, with or without 
shifted characters. If you need to read a paper tape that has been punched in ASCII, or to 
punch ASCII characters on tape, you must provide the proper translation tables in your 
program. 

The ASCII code is specified in American National Standard Code for Information 
Interchange, X3.4—1968, and is a 128-character, 7-bit code. Another standard, American 
National Standard Perforated Tape Code for Information Interchange, X3.30—1971, 
specifies the representation of ASCII in perforated tape. The perforations are arranged in 
eight longitudinal tracks, one for each of the seven information levels, and one for parity. 
The bits of ASCII are assigned to specific tracks, and the ASCII character represented by 
each 8-bit pattern is related to its corresponding column and row position in ASCII. The 
parity bit is always recorded on the number 8 track, and provides an even number of holes 
for each character. 

Figure 17 — 1 1, adapted from a figure in the standard, depicts a portion of an 8-track paper 
tape on which have been punched a number of ASCII null characters (NUL — no punches 
except the feed, or sprocket hole), the 10 ASCII numerical characters, and the ASCII delete 
character (DEL). The rectangles above the diagram of the tape itself relate the standard 
hole patterns punched in the tape to the ASCII character positions in the columns and 
rows of the standard: the ASCII DEL character, for example, occupies column 7, row 15; 
the ASCII numeral 9 occupies column 3, row 9. (There is not shown in these rectangles 
the column/row position (0/0) that is occupied by the ASCII null character, NUL, because 
there are seven of these punched in the tape in the figure.) 

The following example, showing how you might code a translation table and a scan table 
to read an ASCII paper tape in OS/3, using data management, assumes that: 

■ Your ASCII input file is processed in binary mode, and the contents of its records are 
limited to the ten ASCII numerical characters and the ASCII space character. 

■ These eleven ASCII characters are to be translated into the corresponding EBCDIC 
characters for your processing in OS/3. 

■ The tape also contains the ASCII NUL character and the standard delete character, 
- DEL. (Recall that in binary mode, you must specify this as a "software delete".) 
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The hexadecimal representations in main storage of the 13 codes punched on the 
ASCII tape are the following: 


Hexadecimal 

ASCII Chi 

00 

NUL 

20 

SP 

30 

0 

31 

1 

32 

2 

33 

3 

34 

4 

35 

5 

36 

6 

37 

7 

38 

8 

39 

9 

7F 

DEL 


Column: 

Row: 




3 



0 

1 

23 4-5 6 7 

IT 

9 


ASCII numerical 

characters » 01 23456789 


b1 

b2 

b3 

FEED 

b4 

b5 

b6 

b7 

CHECK 






• • 
• • 




• • 


DEL ASCI I delete 

character 

1 


2 

3 

FEED 

4 

5 

6 

7 

8 


ASCII bit number 


Paper tape track number 


Figure 17 — 1 1 . Portion of ASCII Punched Paper Tape, Showing Correspondence 
Between Hole Patterns and the Bits of the ASCII Code 






UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


17-72 


Example: 


LABEL AOPERATIONA OPERAND A COMMENTS 

1 10 16 72 80 

LNAfSifiTiI, 


QT.F.RT 


"nViREjFtLE- "iLNiPil 1 i i * i < i t i * i i i i i i i i i ^ i i i j i..j i lj -i. i i... j. J— 





I . . 1 



X 

I-..J 1 1 — L - 



till 


TiRiANiSi- iTiRAJvliSiCIiL.i . i i i i * * r s i . i i i i ! s i i i » ! i • i i i i i ! t ! i i i 

)L 

t 1 L„.1.....1_JL-JL- 



I . 1 t 




_J_J_J ! — 



1 . . 1 



X 

1 I 1 1 



1 • > < 




1 ■ 1 I t > 1 

T.RAMSir,T,T 


DiS . . 




t J ■ J 1... 1 1 -1- 







1 1 { 



DiCi . 1 


)^iLi 1 1 * iM’lQ ^ ! ! t I 1 ! i 1 i t 1 t ! ! 1 < t 1 1 1 i 1 1 1 1 1 J 1 i f 1 1 — 1 — lJ LJ 









J 1 { 1 1 1 1 



. 1 


.1 lOi iF.OiF*. ( i i i i i i i. i . 1 .. i 1 1 1 i 1 1 .1 i..j — 1 — i — 1 — 1 — s — i — 1 — 1 — 1 — l_l_ 


...J 1 1 L-1- 



DiTl 1 1 


iO/}. * • 1 1 . * , i 1 . i t i 1 1 1 ! r 1 ! i i i 1 1 i i. 1 1 1... 1 1. 





1 . 


, , , , 1 , • , , , 1 , , .1 1 1 1 1 1 I 1 1 1 1 1 ! 1 1 1 1 1 i i i .J L-l-1-j i J- i—j — L-i-J-i 1 1 1 1 i— 1. 1 t .1 


1 t 1 I 1 t 1 



1 i* t I 




1 t 1 1 i-1 -J— 



1 1*1 1 


J ^ . , , 1 , , . . , . . 1 . , . . 1 . 1 . . . . ! 


1 1 1 t 1 1 1 



Di5i 1 1 


OiCiLj { 1 1 1 ! 1 1 1 1 1 1 1 1 t 1 1 1 i 1 1 1 1 1 1 i 1 r 1 1 _J 1 L_j 1 — l_J — L_J — 1 — ! — 1 — L_l — 1 — 1 — 1 — 1 — 1 — uJ_ 


1 1 1 1 1 1 > 



DiC. 1 1 


/li 1 1 iZ7l ' lOiOi \ 1 . , , . 1 > r . 1 1 I p i . 1 1 t 1 1 1 1 i ! 1 1 1 


1 1 1. -i.- 



DiC, 1 1 




1--1- J 1 L,-J. -1— 





1 1 1 1 1 1 1 1 ■ 1 1 i i 1 I i 1 1 r L-J— i L-l-J U*J 1 1 Lj L_L_J-J i L_J E-J—L-J » — < 1 < ‘ ■ L 

— 

> 1 1 1 L..-t.-L. 


NOTES: 


1. This is part of your DTFPT declarative macro, defining an input paper tape file, 
INASCII, processed in binary mode. Required keyword parameters not relevant to 
the example are not shown. 

2. This is the define storage (DS) statement, coded elsewhere in your program, by 
which you assign a 127-byte length attribute to the symbol TRANSCII. Because 
you have equated this symbol to the TRANS keyword parameter in your DTP, 
data management recognizes the following define constant (DC) statements as 
constituting your translation table for this file. The table need not be 128 bytes 
long, even though this is the length of the ASCII code, because the 128th 
character (hexadecimal 7F) is the standard ASCII delete, which you must specify 
as a "software delete" to data management, via the SCAN table. Data 
management will delete this character before translation. 

3. In the the first 32 byte positions of your translation table, you insert the 
hexadecimal value 00. This is the common code for both the EBCDIC and the 
ASCII null characters, but note that this statement also substitutes the EBCDIC 
null for each aIcII character in the remaining 31 of the first 32 positions in 
Table C— 1. None of these is expected in your input data, and you have no 
translations for them. You might instead have substituted the EBCDIC space — 
but not the delete, because deletion precedes translation. 

4. You substitute the hexadecimal value 40, which represents the EBCDIC space, 
for the ASCII space characters, occupying decimal position 32 (hexadecimal 20) 
in Table C— 1. 

5. The next 15 bytes of your TRANS table are also filled with the hexadecimal value 
00, nullifying any unexpected ASCII mayefick codes between the SP character 
and the first of the ASCII numerals. 
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6. Here you substitute ten EBCDIC hexadecimaf values^ FO, FT, F2, and so on, for 

the hexadecimal values expected in your input data for the ten ASCII numeral 

cbaracters. r , • , 

7. The, remainder of the ASCII codes should not appear in your input data and are' 

hence nullified — except 7F, the standard ASCII delete, which you provide for in 

the following scan table. 

8. This define storage (DS) statement assigns a 1 28-byte length attribute to the 
symbol DEL7F, which you have equated to the SCAN keyword parameter In your 
DTF. Data management recognizes the next two DC statements as your SCAN 
table for the input file INASCII. This table must be 128 bytes long to include all 
128 characters of ASCII. 

9. You insert the hexadecimal value 00 in the first 127 bytes of this table. Here, 
this Value has nothing to do with the ASCII NUC eharacter: it ensures that a zero 
result-byte is encountered by data management when any of the hexadecimal 
values In the first 127 positions of Table C—1 is, read in your input data, and the 
data is submitted to the BAL translate and test (TRT) instruction. Any of these 
127 characters occurring in your input data is eligible for translation, using your 
table TRANSCII. 

10. This statement inserts the hexadecimal value OC in the. 128th byte of your scan 
table.;, When the standard ASCII delete character,- hexadecimal 7F, is encountered 
In your data, the result-byte data management accesses in the scan table 
contains this nonzero value. The character 7F is therefore not translated; instead, 
data management deletes it before testing your next byte of input data and thus 
"compresses" your record, r , 


17.6. COMPARISON OF OS/3 WITH OTHER PAPER TAPE SYSTEMS 

The OS/3 paper tape data management system is comparable with the paper tape 
systems in SPERRY UNIVAC Operating System/4 (OS/4) data management, SPERRY 
UNIVAC 9200/9300 Series Operating System lOCSi and the IBM System/360 Disk 
Operating System (DOS). The following paragraphs discuss areas of compatibility. 

1 7.6. 1 i Gornpatibility with OS/4 

OS/3 paper tape data management is compatible with the OS/4 paper tape system 
documented in the OS/4 data management system programmer reference, UP-7629 
(current version). The maximum block sizes of the two systems are the same: 4095 bytes. 
The OS/4 ERRO keyword parameter is accepted by OS/3, but it is not implemented. All 
OS/4 keyword spellings are accepted as alternates by the OS/3 DTFPT declarative macro. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


17-74 


17.6.2. Compatibility with the 9200/9300 Series 

All 9200/9300 Series DTFPT keywords, as documented in the operating system IOCS 
programmer reference, UP-7526 (current version), are accepted by the OS/3 DTFPT 
declarative macro. Of these, the following are accepted but not implemented, the 
remainder are implemented: 

ATTN 

CHNL 

DEVA 

FIGS 

LTRS 

Moreover, you should note that the 9200/9300 Series letter/figure shifting capability is 
not supported for input files by OS/3. To run 9200/9300 Series paper tape programs that 
process input files with shifted characters, you should remove the FIGS and LTRS 
keywords from the DTFPT declarative macro call, substituting the FTRANS, LTRANS, and 
SCAN keyword parameters and providing the necessary figure and letter translation tables 
and scan table elsewhere in your program. 

Another point of difference is maximum block size. OS/3 allows 4095 bytes; the 
9200/9300 Series allows only 256. Paper tape files created under the 9200/9300 paper 
tape data management system may be processed under OS/3; whether these should be 
restructured, or existing programs modified to exploit OS/3's 4095-byte maximum block 
size, are matters of judging the trade-offs between increased throughput and the 
programming effort involved. 

A fourth point of difference is that OS/3 has no combined paper tape file capability. To 
punch a paper tape and then read the tape for error checking in OS/3, you should code 
two DTFPT declarative macros (one for input processing, one for output, using different file 
names) and should specify two separate job control DVC-LFD device assignment sets (one 
for each DTF). 


17.6.3. Compatibility with IBM System/360 DOS 

The OS/3 DTFPT declarative macro accepts all System/360 DTFPT keyword parameters 
documented in IBM Systems Reference Library: DOS Supervisor and I/O Macros, Twelfth 
Edition (February 1972), Order No. GC24-5037-11. Of these keywords, the following are 
accepted but not implemented in OS/3: 

DELCHAR 

DEVADDR 

DEVICE 

ERROPT 

MODNAME 

SEPASM 

WLRERR 
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A second point of difference is maximum block size. IBM System/360 DOS provides 
32,767 bytes; OS/3 allows 4095. Paper tape files containing fixed, unblocked records 
larger than 4095 bytes, or undefined records larger than 4094 bytes, must be restructured 
to be processed in OS/3, and existing programs exploiting the larger IBM maximum block 
size must be modified. 

A third point of difference is that, unlike IBM System/360 DOS, OS/3 paper tape data 
management does not provide for skipping over strings of consecutive end-of-record stop 
characters without intervening data when processing input files containing undefined 
records. 





PART 6. APPENDIXES 
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Appendix A. Functional Characteristics 

of Peripheral Devices 


The tables in this appendix summarize the functional characteristics of the peripheral 
hardware available in the SPERRY UNIVAC Series 90 Data Processing Systems that are 
relevant to OS/3 data management usage. 
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Table A—1. SPERRY UNIVAC Card Reader Subsystems Characteristics (Part 1 of 2) 


0717 Card Reader Subsystem 

Characteristic 

Description 

Card orientation 

(80-, 66-, and 51 -column cards) 

Face in, with column 1 leading, and row 9 down 

Card rate 

500 cpm (maximum) 

Read technique 

Dual redundant, solar cell technique using photo transistors. 
Column 0 amplifier checking 

Read modes 

Image mode: 160 six-bit characters per card 

Translate mode: 80 characters per card 

Available code: 8-bit EBCDIC 

Read station sensing 

Column by column 

Hopper capacity 

2400 cards 

Stacker capacity 

2000 cards 

0716 Card Reader Subsystem 

Card orientation 

(80-, 66-, and 51 -column cards) 

Face in, with column 1 leading and row 9 down 

Card rate 

1000 cpm 

Read technique 

Dual redundant, solar cell technique 
using photo transistors. 

Column 0 amplifier checking 

Read modes 

Image mode — 160 six-bit characters per card 

Translate mode — 80 characters per card 

Three available codes: 

■ 8-bit ASCII 

■ 8-bit EBCDIC (required) 

■ Compressed code 

Read station sensing 

Column by column 

Hopper capacity 

2400 cards 

Stacker capacity 

Normal (stacker 2) 

Reject (stacker 1 ) 

2000 cards 

2000 cards 

0719 Card Reader Subsystem 

Card orientation 

(80-, 66-, and 51 -column cards) 

Face down, column 1 to left and row 9 
facing away 

Card rate 

300 cpm 

Read technique 

Two columns of photosensitive sensors and 
light-emitting diodes 

Dual redundant. 

Column amplifier checking 
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Table A — 1. SPERRY UNIVAC Card Reader Subsystems Characteristics (Part 2 of 2} 


0719 Card Reader Subsystem _ : 

Characteristic 

Description 

Read modes 

Image mode: T 60 six-bit characters per card 

Translate '^ode; 80 characters per card 

Read station sensing 

Column by column 

Hopper capacity 

1000 cards 

Stacker capacity 

Normal 

Reject 

1 000 cards 


Table A—Z SPERRY UNIVAC Card Punch Subsystems Characteristics (Part 1 of 2) 


■ 0605 Card Punch Subsystem 

Characteristic 

Description 

Media 

80“Column cards 

Punch mode 

2-column serial 

Check mode 

Punch motion check 

Feed mode 

On demand r 

Punch rate 

75 cpm (full card) » - 

160 cpm (28 columns only) 

Input capacity 

700 cards 

Output capacity 

700 cards (primary stacker) ■ 

100 cards (reject stacker) 

Reading 

Optional ' * 

Read rate 

IBOcprh • 

Punch translation 
image mode 

Translate mode 

Available code: EBCDIC 

160 six-bit characters per card 

80 characters per card 

0604 Card Punch Subsystem 

Media 

80-column cards 

Punch mode 

Row 

Check mode 

Read of punched data 

Feed mode 

On demand 

Punch rate 

250 cpm 1 

Input hopper capacity 

1000 cards 
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Table A— 2. SPERR Y UNI VAC Card Punch Subsystems Characteristics (Part 2 of 2) 


0604 Card Punch Subsystem 

Characteristic 

Description 

Output stacker capacity 

1000 cards (normal and select stacker) 

Reading 

Optional 

Read rate 

250 cpm 

Punch translation 

Image mode 

Compressed mode 

160 six-bit characters per card 

80 characters per card 


* 


Table A— 3. SPERRY UNIVAC Printer Subsystems Characteristics (Part 1 of 5) 


0773 Printer Subsystem 

Characteristic 

Description 

Print speed 

110 to 680 1pm, depending on character contingencies: 


Available character sets 

Characters sets per band 

Nominal print rate (Ipm) 


48-character business 
63-character print 

48/ 16-character print 
85-character print 
128-character special 

96/ ( 1 6-1 6)-character 

ASCI! 

256-character special 

5 

4 

4 

3 (plus 1 character) 

2 

2 

1 

500 

400 

400/670 

310 

217 

217/500 

114 

Line advance 
timing 

8.75 ms for spacing 
first line; for 
skipping each 
subsequent line: 

3.33 ms at 6 Ipi 

2.50 ms at 8 Ipi 

8.75 ms for spacing 
first line; for 
skipping each 
subsequent line: 

2.22 ms at 6 Ipi 

1.67 ms at 8 Ipi 

8.75 ms for spacing 
first line; for 
skipping each 
subsequent line: 

1.67 ms at 6 Ipi 

1.25 ms at 8 Ipi 

Number of print 
positions 

120 print positions (columns) by standard printer; 132 or 144 columns 
by feature 

Form advance 

control 

Vertical format buffer 

Line advance 

rate 

Single space only, 22 inches/second 

Form dimensions 

3 to 18.75 inches wide 

1 to 24 inches long 

Character set 

Standard 48-character set. Any number of characters, up to 256, with 
options. 

Horizontal spacing 

10 characters per inch 

Vertical spacing 

6 or 8 lines per inch, operator-selectable 
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Table A~~3 \ SPERRY UNIS/AC Printer Subsystems Characteristics (Part 2 of 5} 


0770 Printer Subsystem 


Characteristic 

Description 

Print speed 

0770-00 

0770-02 

0770-04 


112 to 1435 Ipm, 

213 to 2320 Ipm, 

337 to 3000 Ipm, 


depending on character 

depending on character 

depending on character 


contingencies 

contingencies 

.n- - . : 

213 Ipm — 384 contiguous 

contingencies 


112 Ipm — 384 contiguous 

337 Ipm — 384 contiguous 


characters 

characters 

characters ~ ? 


800 Ipm — 48 contiguous 

1400 Ipm — 48 contiguous^ 

2000 Ipm — 48 contiguous 


characters 

characters 

characters 


1435 Ipm — 24 contiguous 

2320 Ipm — 24 contiguous 

3000 Ipm — 24 contiguous 


characters 

characters 

characters 

Line advance timing 

Advance and print 

Time in ms 



6 Ipi 

8 Ipi 


1 line 

120.0 

118.0 


2 lines 

127.6 

123.7 


3 lines 

135.2 

129.4 


n+1 line 

120+7.6n 

118+5.7n 

Number of print positions 

Full print width of 132 print positions placed anywhere on a 16.5- 
inch form. With 22-inch form, only central 13.2-inch portion can be 


used (160 print positions with feature). 


Form advance control 

Vertical format buffer 

Line advance rate 

50 ips 

75 ips 

100 ips 

Form dimensions 

Continuous forms with standard edge sprocket-holes from 4 to 22 inches 

In width. Carbons may be attached or unattached with multicopy forms to 
a maximum of six parts. Recommended pack thickness not to exceed .0155 


inch for high quality print. 



Character set 

Standard 48-character set. Any number of characters up to 384 with 


options. 



Horizontal spacing 

10 characters per inch 

Vertical spacing 

6 or 8 lines per inch, as determined by program 
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Table A^3. SPERRY UNIVAC Printer Subsystems Characterisfibs (Part 3 bf £) 


Characteristic 


Print speed 


Line advance 
timing 


0768/Print8r Subsystem 

Description 


0768-00 

0768-02 

0768-99 * 

900 through 1100 Ipm ^ 

' 840 through 2000 Ipm 

1200 through 1600 Ipm 


11.5 + 5.1 In— 1) ms — 6 lines ber inch 
1 1 .5 -I- 5.7 (n-1 ) ms - 8 lines per inch 
where: n = number of lines advanced 


Number of print positions 

132 character print positions including spaces 

Form advance control 

, Vertical format buffer and loop control; up to 132 lines per command 

Line ad va rice rate " * 

■-^25 ip^ ^ 1 ^ - 

Form dirtTensiohs 

4 to 2f2 inches wide . . . 

1 to 22finches long . . _ . j ; 

CharactWset 

0768—00 63 characters ~ ^ - . 

0768-02 94 characters - ^ 

0768—99 132 characters ; 

Horizontal spacing 

10 characters per inch ‘ “ * ' - . 

Vertical spacing 

6 to 8 iinesper inch \ 












UP-8068 Rev. 4 


SPERRY UNlVAGi OS/3 
BASIC DATA MANAGEMENT 


Table A — 3. SPERRY UN IV AC Printer Subsystems Characteristics (Part 4 of 5} 


0776 Printer Subsystem 


Characteristic 


Print speed 


Line advance timing 


Available 

character 

sets 


Character 
sets per 
band 


Description 

Nominal print rate (ipm) 


0776-00,01 

0776-02 

0776-03 

115 

. 150 

145 

225 

.290 

280 

325 

420 

400 

420 

540 

520 

600 

750 

730 

760 

940 

900 

1030 

1250* 

1220 

1090* 

1250* 

1250* 


^Fbr duty cycle reasons, maximum speed 
in Ipm is limited by a minimum time 
between consecutive line feeds: 55 ms 
for the 0776—00, 01 , and 48 ms for the 
0776-02,03. 

iFime in ms 


Advance andprint 




6Jpi 

6 Ipi 

1 line 

16 

14.2 

2 lines 

23.6 

19.9 

3 lines 

31.2 

25.6 

4 lines 

38.8 

'31.3 

5 lines 

46 A 


n+1 lines 

16+7.6n 

14:2+5.7n 


Number of print positions 

i136 brint positiOhs irrcludi ng^ spac^ 

Form advance control 

i 1 Vertical format bu^er ^ ^ i - - 

Line advance rate 

22 inches/second ' ‘ ^ ^ 

Form dimensions 

' 4 to 18.75 inches Wide ' ' 

1 to 24 inches long 

Character set 

Standard 48-character set. Any number of characters up to 

384 with options. 

Horizontal spacing 

10 characters per inch 

Vertical spacing 

6 or 8 lines per inch, as determined by program 
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Table A— 3. SPERRY UN IV AC Printer Subsystems Characteristics (Part 5 of 5) 


^ - 

^ 0778 Printer Subsystem 


Characteristic " 




DeMriptibh 

Print speed 

240 to 560 Ipm, depending oh character contingencies, at 6 lines per inch (Ipi) 
(2.36 lines per cm), and single line spacing. 


Available character sets 

Nominal print rate (Ipm) 

^ vv i : 




Basic Speed Upgrade 

00/01 ' 02/03 


48-character business 


300 510 


64-character print 


240 415 


48/ 1 6-character rpri nt* 


240/255 41 5/560 


128-character print 


1 20 240 

■ '■' '■■■ ■" ■ ^ ' 

335-character print* 


'i 

Line advance timing 
(in milliseconds) 

Nurhber 
of lines 

6 Ipi (2.36 Ipcm) 

8 Ipi (3.15 Ipcm) 


j ,, 

1 single 

35 ms 


35 ms 


double 

53 ms 


51 ms 


triple , 

61 ms 


57 ms 

i 

Number of print positions 

120 print positions (columns) per line; 136 columns by feature. 

Number of characters 

Standard 48- or te4rcharacter set, with five sets on a 240-charaeter 
band; or up to 256 characters with expanded character set control feature; 
48-character set band repeats five times resulting in 240 characters; 

64-character set band repeats four times resulting in 256 characters. ' 

Forms advance control 

Vertical format buffer / ^ 

Line advance rate 

Single space only, 22 inches (55.88 cm) per second (slew rate). ; 

Ribbon feed 

Bidirectional, self-reversing; ribbon removal without rewinding 

Ribbon type 

Fabric or plastic film 

Codes 

EBCDIC, ASCII, 

or any 8- bit code 


Form dimensions 

Continuous,single-part and multipart (up to six parts or up 
to 0.018 inch (0.457 mm) thick) with standard edge sprocket holes. Printer 
can also accept cohtihudusly sprocketed, T-part card stock forms of 
weights typically used for punch cards, postcards, or offset masters. Form 
widths from 4.0 inches (101.60 mm) to 18.75 inches (476.2 mm) and lengths 
up to 24 inches (609.6 mm) can be accommodated. Forms longer than 17 inches 
(431.8 mm) can be run with casework door open, but noise level increases with 
door open. 

Horizontal spacing 

10 charcters per inch (2.54 mm per print position) 

Vertical spacing 

6 Ipi (4.23 mm per line) or 8 Ipi (3.17 mm per line), 
operator-selectable. 


*The “16” array is commonly a numeric subset. Extra 16 arrays are included in the 96/16 — 16 arrangement to 
make up a total number of 256 characters in a band. 
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Table A — 6, SPERRY UNIVAC 0920 Paper Tape Subsystem Characteristics 


Characteristic 

Description 

Reader mounting 

Mounted on a 7- by 9-inch panel having a pin spindle 
for handling reels containing up to 50 feet of tape 
(for tape reader without an optional spooler) 

Tape read 

Unidirectional (right to left) 

Tape channel capacity 

Capable of reading 11 /16-inch, 7/8-inch, or 1-inch 
paper tape; 3-position tape guide available to adjust 
to tape width used 

Read speed 

300 characters per second at 10 characters per inch 

Type of tape 

All conventional perforated tapes with a light 
transmissivity of 40% or less 

Stop and start capacities 

Can stop on character or before next character; on start, 
unit reaches full speed within two characters 

Tape spooler 

Up to 5-inch reels can be used with the spooler to allow 
reeling of approximately 300 feet of paper tape 

Tape leader 

Approximately 3 feet of tape leader required when spooler 
mechanism is used 

Tape trailer 

A 1 2-inch trailer must be provided to prevent false broken 
tape indication 

Punch mounting 

Mounted within a 14- by 19-inch panel 

Tape channel capacity 

Handles paper tape width of 11/16 inch or 1 inch; five 
levels of tape characters with 1 1/1 6-inch paper tape 
being used; or 5, 6, 7, or 8 levels of tape characters 
with 1-inch paper tape In use. Tape guide adjusts to 
conform to paper tape width. 

Punch speed 

110 characters per second at 1 0 characters per inch 

Type of tape 

Oil base paper tape is provided. A compatible tape 
utilizing a paper-plastic-paper sandwich is also 
available. 

Stop and start capabilities 

Punching is performed one character at a time. Tape 
punch is capable of stopping and starting between 
characters. 

Tape feeding 

The tape punch handles a paper tape reel of 1000 
feet with sensing signals to indicate low paper 
tape supply. 
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Appendix B. Error and Exception Handling 


B.1. GENERAL 

All programs using the services of OS/3 data rfianagerhent execute imperative 
macroinstructions to obtain specific processing. OS/3 data management performs part of 
the desired data manipulation itself, but frequently calls on othbr OS/3 system programs 
(such as the physical IOCS or disk space management) to perform other parts of the task. 
Most of the time, the desired service is performed exactly as requested, and control is 
returned fo you inline with no need to issue rriessages to the system console or to the log. 
Sometimes, however, errors or exceptions to desired performance occur; these may be 
detected by data management or the other system programs at various points in 
processing. 

OS/3 data management is responsible for noting all errors and exceptions reported to it by 
the other system programs, as well as for testing, within itself, for other types of error or 
exceptions. When any such condition is detected, OS/3 data management will always: _ 

■ make appropriate entries in certain fields of the DTP file table, which your program 

may address in order to learn of exceptions and errors and take the proper course of 
action when control returns to you; - 

■ log and display messages that call for operator interventiori or are helpful in after-the- 
fact tracing of your program's action; 

■ branch to an error/exception routine in your program. 


B.2. RETURN OF CONTROL 

The design policy of OS/3 data management is never to terminate a user program. This 
means that data management will always return control to you after detecting an error or 
exception. If you provide the address of an error/exception routine in your DTP 
macroinstruction, data management returns control to this address for all conditions of ■ 
error or exception. If you do not provide this address, data management returns control to t 
you inline, at the next sequential instruction after the macro call. Retries by PIOCS have 
already been performed at this point in the processing. 
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B.2.1. Error Handling with ISAM 

When OS/3 ISAM detects certain logical errors, the processor sets a bit in the DTFIS table 
that prohibits further reference tp the file, pther than to;plose it. These logical errors (also 
Ifeted in table B — 3) are: 

■ Invalid macro sequence 

■ Invalid ID 

■ Invalid index search 

■ File space exhausted 


B.3. SYSTEM EFIROR MESSAGES , r ; nc < 

In OS/3,- system error messages are conteineci in a general .file of canned messages, 
which are listed or displayed under the control , of the OS/3 supervisor. When pS/3 data 
management detects a loggable error, it acts through a loggirig transierit rputine io provide 
the supervisor with the proper code for the specific rnessage tp bp loggpd, which the 
transiant translates from an, error code field in the DTF file table. This internal error codP’ 
rpay also be accessed by your program; it is placed Jn t>yte 56 of, the DTF file table by data 
rhanagement. c 

B.3.1. Data Management Error Messages / 

The error rriessagei issued by dS/3 data rflanagement are shown in Table B— 1, the first 
column of which lists the internal error code placed in byte 56 of every DTF file table 
/'f//ename£/ VVheh' these messages are printed or displayed, they will include, between the 
message number and the text, the 7-byte logical filename (LFD name) and the channel and 
device address which are maintained in the physical unit block (f*OB) on which the file in 
question is assigned. Table B— 1 also provides for each message an explanption of the 
probable cause of the error, a notation as to the data rnanggement module which issues it, 
and suggested actions by which you may recover from the error. Note, error messages 
relating to unit record also apply to the 8413 diskette. 



Table B—1, OS/ 3 Data Management Error Messages (Part 1 of 6) 
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Table B—1. OS/3 Data Management Error Messages (Part 2 of 6} 
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Table B~~1. OS/ 3 Data Management Error Messages (Part 3 of 6} 


UP-8068 Rev. 4 


SPERRY UNIVAG OS/3 
BASIG DATA MANAGEMENT 


B-5 





Table B—1. OS/ 3 Data Management Mrror Messages (Part 4 of 6) 
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Retry after mounting correct volume. 
Ignore the error condition. 

Cancel job. 

Unrecoverable; user error routine required. 
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Table B—1. OS/ 3 Data Management Error Messages (Part 6 of 6) 

LEGEND: 

Suggested actions 

B. Check your data and rerun the job. 

C. Control stream content should be checked. 

D. Checking of program dump is recommended. 

H. Program should handle this occurrence, proceeding or otherwise as programmed. 

L. Program logic should be checked. 

M. Maintenance check of disk pack check. 

0. Operator intervention is needed. See system messages operator/programmer reference, UP-8076 (current version). 

R. Reorganize file, getting more space or rebuilding index by new load. 

S. Program specifications to data management should be checked. 

'•i ; ' u- 

T. Program termination is recommended. 

V. VTOC should be printed out for check. 

W. Warning message. 

Y. Rerun when device is available. ■ 
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Table B—1A. Data Management Error Message Subcodes (Part T of 2) 


Associated Data 
Management 
Error Message 

Message 

Type 

Subcode* 

Explanation 

DM15 

01 

Invalid DTP address " ' 

02 

Invalid DTP type code 

03 

Invalid DTP partition control appendage (PCA) 

04 

Invalid DTP partition control appendage (PCA) address 

06 

Pile type code in DTP does not match type code in IOCS processor. 

DM16 

01 

Wrong key location . r 

02 

Invalid DTP address in partition control appendage (PCA) 

03 

Missing extent table entry for partition control appPhdage (PCA) ^ 

DM61 

01 

Single mount specification does not match specification used to create file. 

Single mount specifications do riot match between Pormat 2 label and DTP 

02 

Variable record specifications do not match between Pormat 2 label and DTP 

03 

Two I/O areas are not contiguous. 

Index buffer not contiguous with I/O area 1. 

I/O area 2 address not contiguous with I/O area 1 address. 

Index buffer not contiguous with I/O area 1 address. ^ 

04 

Index operations intended, but no index buffer or key argument specification 

Seek address not specified 

Key argument not specified 

Index buffer not specified 


05 

Keyt location does not match specification used to create file. 

Key location values do not match between Pormat 2 label and DTP 

Key location value less thari 4 with variable file 

Key specifications not zero after last valid key entry 

Key flag values do not match between Pormat 2 label and DTP. 

Key size does not equaL^original keysize used to create file. 

06 

Nonindexed output intended to an indexed file 

Indexed access intended to a nonindexed file * . , . , 

07 

No work area or I/O register specification 

I/O register specified incorrectly r ^ : 6 

Work area and I/O register specified together 
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Table iB-t-14} D^ta Management Error-iMessagp.: Subcodes (Part 2 of 2) 


^Associated Data 
Management 
Error Message 

Message 

Type 

Subcode* 

, , Explanation t ^ * 

DM61 (com) 

08 

Double buffering with update or random rmode^ * - 

Double buffering with input and add j J 

Double bufferingj with iindexed input 


09 

Variable build registeras^pecified incorrectly* T J ^ 


10 

Forward direction not/specified with output file i 

f 

11 

STD labels not specified with ASCII file / * 



When specifying ASCII, BbKSIZE mot greater than 9999 

" ' " ■"* ' 

12 

BKNQ^=^YES not specified with block numbered tape ; 


,13’ , f 

The reader does notohaye::thei ^6-column read feature 


■ : 

Block size and overflow percentage are too large for disk with low number of 
tracks/cylinders (8415) — 

! ' ' ' ' 

15 

Format other than fixed unblocked or variable unblocked* 


16 

I/O area 2 not specified with combined file 



Extend not allowed with combined file 

Multisector I/O invalid with combined file 

, $ 

17 

Block size or record size equals zero ~ ' 


18 

An address in the DTF is not within the bounds of the user program; 


19 

Invalid DTF, CR type not appropriate when Format 2 label active in multivolume 


20 

User specified seek address Is not word aligned or I/O area's are not half-word 
aligned * i ^ - 


21 

With 7 track and conyer|mn^ block/size not multiple of 3 


22 

Error while performing recovery of IRAM/MIRAM file ^ 


23 

Invalid specification in //DD jobiControl statement 


•When error condition occurs, the related subcode (in hexadecimal) is placed in byte 44 of the DTP file table. 


B.3.2. Disk Space Mainageitient Error _ ,r - 

The disk space management routines of the OS/3 supervisor do not generate error 
messages, but instead load a hexadecimarerror code into general register 0 for the error 
or exception conditions listed in TaTble 8-2.^ .first, cplumri Of this table contains the 
hexadecimal error code, which is loaded by disk space management into register 0, byte 3. 
This is followed by an interpretation of the error or exception condition and suggestions for 
recovery action. 
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Table B — 2. OS/3 Disk Space Management lError Codes 


Internal 

Hexadecimal 

Code 



Suggested 

Recovery 

Action 


Unrecoverable hardware I/O error on WRITE command; 
VTOC may be disturbed. 

Unrecoverable hardware I/O error on READ command; 
VTOC is disturbed. 


List and examine VTOC, 
using OBTAIN macro. Attempt 
to copy all files to another disc; 
then reprep the suspected defective 
disc. 


Unrecoverable hardware I/O error on READ command; 
VTOC not disturbed. 


.Same as error code 31 


Indicated device (PUB) either not allocated or nonexistent. 


Check the VOL job control statement 
and the volume sequence number 
of the disc volume. 


File ID error: 


For EXTEND, SCRTCH, REN/^ME, OBTAIN: the format 1 label 
record cannot be found on specified volun^. 

For ALLOC: a file with the same file ID already exists 

on this volume. .i s 


List VTOC and check all 
format 1 labels. Check also 
all parameters in the Job 
control device assignment set. 


No empty label records in VTOC. 


Eliminate unused files or expand VTOC 


36 No space available on this volume. 


37 No file control block (FCB| found for this internal filenanrie^ 
(LFD-name). 

38 For OBTAIN, the disk address specified is Invalid. 


For track aligned files, SCRTCH is Invalid. 


'$Y$’ is specified as first three characters of file ID to 
SCRTCH macro (PREFIX function). 


Eliminate unused files or change to a 
ndneontigudus request. 

Check LFD job control statement. . 


^ Provide.correct disk address 
and rerun. 

Use release that recognizes 
track aligned files. 

System files may not be 
deallocated with SCRTCH macro. 


$VT0C is named as. file to be scratched. 


A $ VTOC file cannot be 
scratched. , 


^ For RENAME, the file to.be renamed is hot a ? 
format label file. , 


Data set label. diskettes cannot 
be scratched. 


3A VTOC format error is detected. 


For diskette, check for duplicate 
or overlapping space or a 
duplicate name. 


Request for extension of file will exceed number of allowable 
extents (16 for all but split files, which are allowed 13). 


For disk, list VTOC and check 
format 4 label. 

Create a new file with a single 
extent large enough to 
accommodate the contents 
of the old file. 


Error detected In your parameter table. 


Review formats presented in 
this manual and in 
supervisor user guide, UP-8075 
(current version). 
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B.3.3, Disk File Extension Error Handling 

Three types of extend failures can occur, each associated with a data management error 
diagnostic: 

DM45 EXtENT TABLE EXHAUSTED 

No space exists in the logical extent table for additional space acquired by file 
extension. 

DM41 FILE SPACE EXHAUSTED ^ - 

No physical space exists for file extension. 

DM11 SPECIFIED NON-EXTENDABLE 

DTF specifies the file as ndnextendable by,:^ ^ 

— maintaining a secondary allocation iricrdmenf of zero (via the EXT card) 

— defining the secondary allocation percent (UOS) as zero 

— setting the nonextendable flag in the partition table flag byte. 

Errors occuring during file extend operations are always associated with inability to 
acquire output space for a buffer and consequent loss of output data. On extend failure 
errors, file extend procedures now minimize I dsis of Output data to one record. 

B.4. ERROR FLAGGING PROCEDURES 

All OS/3 data management pgorams set bits in a special field of the DTF file table to serve 
as error flags, providing you with particular information On the error. Disk and tape 
programs set the bits in this field and then call the logging transient (B.3); card and printer 
modules go directly to the , logging transient. When an error is detected during the 
execution of a data management transient routine, the logging transient Is called after the 
setting of the error flag bits is completed or bypassed. ' ' 
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B.4.1. FilenameC 

The error flag field of the DTF file table is designated filenameC; it may be accessed by 
your program through the test under mask instruction (TM), using for operand 1 your 7- 
byte logical filename, to which you have concatenated the letter C. Note that the size of 
filenameC varies with the type of file: for card and printer files, it is only one byte long; for 
tape and disk files, it is four bytes long. Table B-3 lists the significance of the bits that are 
set to binary 1 in filenameC for certain error and exception conditions. For information on 
paper tape error processing, refer to 17.5.9. 


Table B — 3. Significance of Bits iff fitehameC (Part 1 of 4} 


BYTE 0 


DTFMI 

DTFSD 




Bit 

DTFIR 

DTFDA 

DTFMT 

DTFPR 

DTFCD 


DTFIS 

DTFNI 




0 

Last block on 


Reserved 

Line truncated 

Record size 


track accessed 



(data too large) 

invalid 



— ———y 



(too large or 






too small) 

1 

Invalid ID 

V 

Reserved 

Invalid control 

Reserved 



f 


character 


2 

Invalid DTF 

Invalid 

Invalid 

Character mis- 

Validity check 



PCA/DTF 

DTF 

match 

(unique unit error) 

3 

Hardware 




k 


error 




r 

4 

Error found 




- - k 


in OPEN 




f 

5 

Error found 




k 


in CLOSE 




W 

6 

invalid macro 




■ i 


sequence 




f 

7 

Reserved 

(DTFSD: reserved) 

Reserved 

Record size 

Reserved 



WAITF 


invalid 




required 


(too small) 


















UP-8068 Rev. 4 SPERRY UNIVAC OS/3 

BASIC DATA MANAGEMENT 


Table B — 3. Significance of Bits in filenameC (Part 2 of 4} 


^ ‘ byte 1 • ■ " ^ 

Bit , 

PTFMr 

DtFIR 

DTFIS 

DTFSD 

DTFDA 

DTFISri 

■ , . T 

DTFMT 

0 

il/0 compileted 


-.k 

' ' ' ' ' ' ‘ " 

■ w 

1 

Unrecoverable 

error 


i 


r 

2 

Unique unit 

error 


k 

^ ■- - 

W 

3 

Record not 

found 


. Reserved 


4 

Unit exception 



k 



r 


yVrong length, found 

. Ij:™ ■ : 

Reserved 

f 

6 

End of track 


Reserved 

r 

7 

End of cylinder 

k 

Reserved 

■ f 


T^bie B~-~3. Significance of Bits in filenameC (Pan 3 of 4) 


BYTE 2 


Bit 

DTFIVII 

DTFIR 

DTFIS 

DTFSD 

DTFDA 

1 ’ DTFNI 

DTFMT 

■J'i 

0 

Command rejection 


... _k 


r 

1 

- Interveation. required 


k 


r 

2 

Output parity check 

... ... 

... 


..-f 

:c-r3 ' 

Equipment check, « , 


k 


^ r 

4 

Data check 




f 

5 

Overrun 


k 


r 

6 

STOP state 

► 

Word count 

= zero 

7 

Device check 

^ ► 

Data converter 

check 

|7-track only) 


B-14 
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Table B — 3. Significance of Bits in filenameC (Part 4 of 4) 


BYTES 


DTFMI 

DTFSD 


Bit 

DTFIR 

DTFDA 

DTFMT 


DTFIS 

DTFNI 


0 

Invalid record size 


- 4 



f 

1 

Logical end of file 




-k 


r 

2 

File space exhausted 


k 



f 

(DTFIS) 

Logical end of volume 
(DTFIR and DTFMI) 

3 

Processing inhibited 

Invalid subfile 

Wrong length error 

4 

invalid index 

Reserved 

Reserved 

5 

Sequence error 
(DTFIS and DTFIR 
only) 

i 

Reserved 

Reserved 

6 

Duplicate record 

Reserved 

Reserved 

7 

ADD rejected 
(DTFIS only) 

I 

Reserved 

j 

Reserved 


B.4.2. Other DTF Fields 

Certain of the OS/3 data management modules place, in other fields of the DTF file 
table than filenameC, additional information that is of value to you in monitoring the 
processing of your files. The details are documented for each specific use in the 
appropriate section of this manual; these fields are designated filenameA, filenameP, 
filenames, etc., and are addressed in the same manner as filenameC'. by concatenating 
the letter designation to your 7-byte logical filename. 
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Appendix C. Code Correspondences 


C.l. GENERAL 

This appendix presents a cross-reference table and figures useful to you for visualizing the 
correspondences among the following codes commonly used in data processing and in 
OS/3: 

■ Hollerith punched card^code 

■ EBCDIC (Extended Binary Cbded Decimal Interchange Code) 

■ ASCII (American National Standard Code forrlnformation Interchange) 

■ Binary bit-pattern (bit-configuration) 'representation for an 8-bit system. 

■ HexadecimaJ-representation ; 

■ Compressed code for punched cards ' 

■ Binary (image) mode for punched cards 


C.2. EBCDIC/ASCII/HOLLERITH CORRESPONDENCE 

Table C— 1 is a cross-reference table depicting the correspondences among the Hollerith 
punched card code, ASCII, and EBCDIC. The table is arranged in the sorting (or collating) 
sequence of the binary bit-patterns that have been assigned to the codes, with 0000 0000 
being the lowest value in the sequence and 1111 1111 the highest. 

Note that the column headed Decimal uses decimal numbers to represent the positions of 
the codes and bit patterns in this sequence, but counts the position of the lowest value as 
the 0th (zeroth) position rather than the first. Thus, the position of the highest value bit- 
pattern 1111 1111 is represented in the decimal column by 255, whereas it is actually the 
256th in the sequence. This scheme corresponds to the common convention for 
numbering bytes, in which the first byte of a group is byte 0, and is convenient when you 
are constructing a 256-byte translation table. (See the MODE keyword parameter of the 
DTFCD declarative macroinstruction (3.3).) 
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The column headed Decimal also represents the collating sequence for the EBCDIC 
graphic characters shown in the fourth column of the table; the fifth column, Hollerith 
Punched Card Code, contains the hole patterns assigned to these EBCDIC graphics. Empty 
space in the- fourthicojymn represent^ the^fjositiohs -pf the EBCDIC control characters; the 
EBCDIC space chafater is represented in the fourth column by the conventional notation 
SP at decimal position 64, and the corresponding card code is "no punches." 


«?) 


The ASCII graphic characters, listed in the sixth column of Table C — 1, are also in their 
collating sequence, and the hole patterns in the seventh column correspond to the ASCII 
graphics. The ASCII space character is represented by the notation SP in the sixth column 
at decimal position 32; the corresponding card code is, again, "no punches." The empty 
space in the sixth column represents the positions of the ASCII control characters. The 
shading in the ASCII graphic character column indicates where the 1 28-character ASCII 
code leaves off: there are no ASCII graphic or control characters that ddrrespohd to the bit 
patterns higher in collating sequence than 0111 1111 (the 128th in Table C — 1). 


> 5 -; , 


C.2.1. Hollerith Punched Card Code 


The standard Hollerith punched card code specifies 256 hole-piattems in: 12-row punched 
cards. Hole-patterns are assigned to the 128 characters of ASCII and to 128 additional 
characters for use in 8-bit coded systernsj-Thiase includef the EBCDIC set. Note that no 
sorting sequence is implied by the Hollerith code itself. 


C.2.2. EBCDIC v,-', , I “ 

EBCDIC is an extension of Hollerith coding practices., It GompriseSr256-character^^ each of 
which is represented by an 8-bit pattern. Table C— 1 shows the EBCDIC graphic characters 
only; the EBCDIC control characters are not indicatectfs 't i i r 


C.2.3. ASCII / 

ASCII comprises 128 coded charaptprs, each :represq|tted by, an 8-bit pattern, and Includes 
both control characters and graphic characters. Only the latter are shown in Table C — 1. 
.lASCIUs used for information interchange among data processing; comm unicatiori systems 
, and jsssociated equipment. . . . . ^ ; > > 
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Tabfe C~1. Cross-Reference Table: EBCDIC/ASCIt/Hollerhh (Part 1 of 5) 


EBCDIC 


Decimal 


0000 0000 
0000 0001 
0000 0010 
0000 001 1 
0000 0100 


0000 0101 
0000 0110 
0000 01 1 1 
0000 1000 
0000 1001 


0000 1010 
0000 1011 
0000 1100 
0000 1101 
0000 1110 


0000 Till 

0001 0000 
0001 0001 
0001 0010 
0001 001 1 


0001 0100 
0001 0101 
0001 0110 
i 0001 0111 
0001 1000 


0001 1001 
0001 1010 
0001 1011 
0001 1100 
0001 1101 


0001 1110 
0001 1111 
0010 0000 
0010 0001 
0010 0010 


0010 0011 
0010 0100 
0010 0101 
0010 0110 
0010 0111 


0010 1000 
0010 lOOl' 
0010 Ibid 
0010 1011 


PUlPMPIil 


45 

2D 

0010 not 

46 

2E 

0010 1110 

47 

2F 

0010 1111 

48 

30 

001 1 0000 

49 

31 

0011 0001 

50 

32 

ooil 0010 

51 

33 

001 1 001 1 

52 

34 

0011 0100 

53 

35 

0011 0101 

54 

36 

0011 oilo 


EBCDIC 

Graphic 

Character 


/Hollerith 
Punched Card 
" CdBe 


2-9-5 

2-9-6 

12-9-7 

12-9-8 

12-9-8-1 


12-9-8-2 

12-9-8-3 

12-9-8-4 

12-9-8-5 

12-9-8-6 


1 1 -9-7 
11-9-8 


11-9-8-1 

11-9-8-2 

11-9-8-3 

11-9-8-4 

11-9-8-5 


11-9-8-6 

11-9-8-7 

11-0-9-8-1 

0-9-1 

0-9-2 


0-9-6 

0-9-7 


0-9-8 

0-9-8-1 

0-9-8-2 

0-9-8-3 


ASCII 

ASCII 

Hollerith 

uiuqQraphic 

Punched Card 

Character 

? Code 


0-9-5 
12-9-8-3 
12-9-8-4 ^ 
12-9-8-5 
12-9-8-6 


12-9-8-7 
12-11-9-8-1 
11-9-1 
11-9-2 
1 1-9-3 


11-9-8-6 

11 - 9-8-7 
No punches 

12- 8-7 
8-7 


8-3 

11-8-3 

0-8-4 

12 
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Table C—1. Cross-Reference Table: EBCDIC/ASCII/Hollerith (Part 2 of 5j 


( 














0011 

0111 

0011 

HOOO 

0011 

1001 

0011 

1010 

0011 

1011 

0011 

1100 

0011 

1101 

0011 

1110 

0011 

1111 

01 00 0000 








01 00 0001 
0100 0010 
01 00 001 1 
0100 0100 
01 00 0101 


01000110 
01 00 dm 
0100 1000 
01 00 1001 
0100 1010 


dido 1011 
01001100 
0100 1101 
0100 1110 
0100 1111 


0101 0000 
0101 0001 
0101 0010 
0101 0011 
0101 0100 


0101 0101 
0101 0110 
0101 0111 
0101 1000 
0101 1001 


0101 1010 
0101 1011 
0101 lidd 
0101 1101 
0101 1110 


0101 1111 
0110 0000 
0110 0001 
0110 0010 
0110 0011 


EBCDIC 

Graphic 

Character 


64 

65 

66 

6? 

68 

OllOOlOd 
0110 0101 
0110 0110 
01100111 
0110 1000 

69 

0110 1001 

6A 

: 0110 1010 

6B 

,0110 1011 

6C 

rOIIO 1100 

6D 

0110 1101 


ASCII , Hollerith 

Graphic Punched Card 

Character Code 



12 - 11-1 

12-11-2 

12-11-3 

12-11-4 
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Table C^l. Cross-Reference Table: EBCDIC/ASCII/Hdllefith (Part 3 o/ 5/ ’ 



EBCDIC 


ASCII 


Hexa- 


EBCDIC 

Hollerith 


ASCII 

Hollerith 

Decimal 

deci- 

Binary 

Graphic 

Punched Card 


Graphic 

Punched Card 


mal * 


Character 

Code 


Character 

r " Code^ 

110 

6E 

0110 1110 

> ■ 

0-8-6 


. 

1241-5 

111 

6P 

01101111 

? . 

0-8-7 


■ ‘ : '"‘O • 

12-11-6 

112 

TO 

01 1 1 0000 


12-11-0 


P 

12-11-7 

113 

,71 

0111 0001 


12-11-0-9-1 . 


. q 

12-11-8 " 

114 

72 

0111 0010 


12-11-0-9-2 


r 

12-11-9 

1:15 

73 

01 1 1 001 1 


'12-11-0-9-3 


s '- ■' 

11-0-2 

116 

74 

01 1 1 0100 


: 12-11 -0-9-4 


t 

11-0-3; 

117 

75 

0111 0101 


,12-11-0-9-5 


u 

1V04 

118 

76 

0111 0110 


12-11-0-9-6 


V 

11-0-5 

ri9 

77 

0111 0111 


12-11-0-9-7 


w 

11-0-6 

120 

78 

01111 000 


12-11-0-9-8 


X 

11-0-7 

121 

79 

0111 1001 


8-1 


y , ■ 

11-0-8' 

122 

7A; 

0111 1010 


8-2 


. ; z . H 

11^0-9^ 

123 

7B 

0111 1011 

# 

8-3 


{ 

12-0 

124 

TC 

0111 1100 


8-4 

T" 

.M' 

12-11 

125 

7D 

0111 1101 


8-5 



11^ 

126 

7E 

0111 1110 

= ■ •*- E ^ ■ 

8-6 


/ , 

11-0-1 

127 

7F 

0111 1111 

”, ■■ f . 

8-7 



12-9-7 

128 

80 

1000 0000 

^ i ~ ' 

12-0-8-1 



11^0-9-8-1 

129 

81 

1000 obdi 

. a 

12-0-1 



0-9-1 

130 

82 

1000 0010 

b ' ;-r .. ■ 

12-0-2 



0-9-2 

1:31 

83 

1000 0011 

s c ^ • 

12-0-3 



0-9-3 s 

132 

84 i 

1000 0100 

d 

12-0-4 



0-9-4 ' 

133 

85 

1000 0101 

e- . ' ’ 

12-0-5 

i 


11>9-5' 

134 

86 

1000 0110 


12-0-6 

; 


12-9-6 

135 

87 

1000 0111 

g 

12-0-7 



11-9-7 

136 

88 

1000 1000 

; ^h : 

12-0-8 



0-9-8 

137 

89 

1000 1001 

i — ■ ' . 

12-0-9 



0-9^1 

138 

139 

< m 

CO CO 

1000 1010 : 
1000 1011 


12-0-8-2 

12-0-8-3 


^^8 

O-9.8-2: 

0-9^8-3 

140 

8C 

1000 1100 


12-0-8-4 




141 

8D 

1000 1101 


12-0-8-5 




142 

.8E 

1000 1110 

" ' i 

^20-8-6 




143 

8F 

1000 1111 


12-0-8-7 




144 

90 , 

1001 0000 

.... 

12-11-8-1 




145 

91 

1001 0001 




' 

9-1 

146 

92 

1001 0010 




11-9-8-2 

147 

93 

1001 0011 

1 


1 


9-3/ 

148 

94 

1001 0100 

m 




9-4 

149 

95 

1001 0101 

'n 

IglMH 



9-5 

150 

96 

1001 0110 

O j. 

12-11-6 



9-6 

151 

97 

1001 0111 

P 

12-11-7 



12-9-8 

152 

98 

1001 1000 

q 

12-11-8 



9-8; 

153 

.99 

1001 1001 

r . .5 , 

12-11-9 


9-8-1 

154 

9 A , 

1001 1010 


12-11-8-2 



9-8-2 

155 


1001 1011 


12-11-8-3 



9-a3 

156 


1001 1100 

■ C • 

12-11-8-4 



12-9-4 

157 

9D 

1001 1101 


12-11-8-5 



11-9r4 

158 

9E 

1001 1110 


12-11-8-6 



9-8-6 

159 

9F 

1001 1111 


12-11-8-7 



11-0-9-1 
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Table C—% Cross-Reference Table: EBCDIC/ASCII/ Hollerith (Part 4 of 5) 





EBCDIC 


■ 


ASCII 

% 

Hexa:; \ 


EBCDIC 

Hollerith 


ASCII 

Hollerith 

Decimal 

d^i- 

Binary 

» Graphicc " ■ 

Punched Card 


Graphic 

Punched Card 


mal 


Character 

Code 


Character 

• Code 

160 

AO 

1010 0000 


:111)M. ... 



12-0-9-1 . 

161 

A1 * 

loiooool 

• •. , 

11-01 


* 

12-0-9-2 

162 

A2 

1010 0010 

“ s ' 

i 11-0-2 


- 

12-0-9-3 

163 

A3 

1010 0011 

i t ■ ■ ■ O 

s 11-0-3 



12-0-9-4 

164 

A4 

10100100 

0 . ' 

11-0-4 



12-0-9-5 

165 

A5 

10100101 

: -S ^ 

11-0-5 



12-0-9-6 

166 

A6 

10100110 

\W 

11-0-6 



12-0-9-7 

167 

A7 

10100111 

: ' X ' • " ' ' 

11-0-7 



12-0-9-8 

168 

A8 

1010 1000 

y ' ' * ■ 

11-0-8 

1 


12-8-1 

169 

A9 

1010 1001 ‘ 


,11-0-9 


^ ' j 



12-11-9-1 

170 

£ AA 

1010 1010 


11-0-8-2 



1241-9:2 i. 

iff 

AB 

1010 1011 


11-0-8-3 


12-11-9-3 

172 

AC 

10101100 


11-0-8-4 


r.'" i 

12-11-9-4 

173 

AD 

1010 1101 , 


11-0-8-5 


.IK!' 

12-11-9-5 

174 

AEr 

1010 iiio ; 

i ' 

11-0-8-6 



12-11-9-6 

175 

176 

AF 

BO 

• 10101111 

1011 booo 

- ... 

1 1 - 0-8-7 - 

12- ii-o-8-i 


. - 

”tFr*K7- 

12-11-9-7 

12-11-9-8 

177 

B1 

1011 0001 


12-11-0-1 



11^-1 

178 

B2} 

10110010 ^ 


12-11-0-2 



11-0-9-2 

179 

B3 

10110011 ' 

: ^ • 

12-11-0-3 



11 ^-9-3 

180 

B4 

1011 0100 


12-11-0-4 



11-0-9-4 

181 

B5 

101 1 0101 

1 , , 

12-li-0-5 



11-6-9-5 

182 

B6 

10110110 


12-11-0-6 



11-0-9-6 

183 

B7 

' 1011 0111 ; 

5 -'-J 

12-11-0-7 



11-0-9-7 

184 

B8 r 

1011 1000 ‘ 


12-11-0-8 



1 1 -0-9-8 

185 

B9 

1011 1001 


12-11-0-9 


~Tw:w^ 

0-8-1 

186 

BA” 

1011 1010 1 

1 ■ '■ ■' 

12-11-0-8^2 


: ;vt s? 

12-1 1-0 

187 

BB 

1011 1011 ■ 


12-11-0-8-3 



12-11-0-9-1 * 

188 

BG : 

1011 1100 


i1 2-11 -0-8-4 



12-11-0-9-2 

189 

BD 

1011 1101 


12-11-0-8-5 



12-11-0-9-3 

190 

BE 

1011 1110 


12-11-0-8-6 


" 

12-11-0-9-4 

191 

BF 

1011 nil 


p 2-11 -0-8-7 


'v.-jKr;;;/; 

12-11-0-9-5 

192 

GO 

1100 0000 

{ 

12-0 


^ S: 

12-il -0-9-6 

193 

CT 

1100 0001 

A 

12-1 



12-11-0-9-7 ■ 

194 

C2 

1100 0010 ^ 

B 

12-2 


5 - > 

12-il -0-9-8 

195 

G8 

^1100 0011 , 

. c 

12-3 _ 



12-0-8-1 ! 

196 

C4 ^ 

V 1100 0100 5 

D 

12-4 


"■’"i ' ^ 

12-0-8-2 

197 

C5 

1100 0101 

E ’ 

12-5 


: ^ 1 : 
f'-'/V ^ 

12-0-8-3 

198 

C6 

; 1100 0110 1 

F ^ 

12-6 


12-0-8 A 

199 

Cl 

^1100 0111 

; G ‘ 

12-7 


jiy 

12-0-8-5 ‘ 

200 


1100 1000 

\ 

12-8 


; 

12-0-8-6 

201 

C9 

1 1100 1001 

1 ^ ' ■■■ ■ 

12-9 



12-0-8-7 

202 

CA 

j 1100 1010 


12-0-9-8-2 


* i ' ^ 

12-11-8-1 

203 

CB 

1100 1011 


12-0-9-8-3 



12-11-8-2 

204 

CC 

1100 1100 


12-0-9-8-4 



12-11-8-3 

205 

CD 

11001101 


12-0:9-8-5 



12-11-8-4 

206 

CB - 

1100 1110 


12-0-9-8-6 



12-11-8-5 

207 

CF 

11001111 


12-0-9-8-7 


: yy 

12-11-8-6 

208 

DO 

1101 0000 


11-0 



12-11-8-7 

209 

D1 

1101 0001 ^ 

j" . 

■ 11-1 


^ t 

11-0-8-1 

L 






-- - 
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Table C—1. Cross-Reference Table: EBCDIC/ASCII/Hofferlth (Part t of 


EBCDIC 


EBCDIC 
Graphic u 
Character 


Hollerith 
Punched Card 
Code 


1101 O^tl^ : 
1101 1000 
1101 1001 
1101 1010 
1101 1011 


1101 1100 
1101 1101 
1101 1110 . 
1101 1111 
1110 0000 


1110 0001 
11100010 
11100011 
11100100 
1110010T 


iiioonq 
;1/ljip01l| 
1110 1000 
11,10 1001 
1110 1010 


11101011 
1110 1100 
1110 1101 
1110 1110 
1110 1111 


1111 0000 

1111 0001 

1111 0010 

1111 0011 

1111 0100 , 


1411 0101. = 
1111 0110 
1111 0111 
1111 1000 
iih iQoin 


1111 1010 
nil 4011 
1111 1100 
1111 1101 , 
nil 1110. 
1111 1111 


11-7., n 
11-8 

11- 9 

12- 11-9-8-2 
12-11^9-8-3 


12-11-9-8-4 

12-11-9-8-5 

12-14-9-8-6 

12-11-9-8-7 

0-8-2'“^ 


11-0-9-n - . 
0-2 
0-3 
0-4 
0-5 


0-6 

^-0-7 

0-8 f 

n-oi9-8-2 


11-0-9-8-3 
11-0-9-8-4 
11-0^9-8-5 
11-0^9-8-6 - 
11-0-9-8-7 


0 

1 


12-11-0-9-8-2 
-12-11-0-9-8-3- 
121 1-0-9-8-4 
12-11-0-9-8-5 
1211-0-9-8-6 
12--1 40-9-8-7 


'Ascir"‘ ” ■ - 

ASCII 

4Graphic> 

Character 

HoHeritfi 

» Pur^hed Card ■ 
Code 



11-0-8-2 
t-..:1TtQ-8-3 . 

140-8-4 

11 -0-8-5. 

il-b-8-6 


11- 0-8-7-- 

12 - 11 - 0 - 8-1 
12 - 11 - 0-1 
12 - 11 - 0-2 
12-11-0-3 


12-11-0-4 

12-11-0-5 

12 - 11 - 0-6 

12-11-0-7 

12 - 11 - 0-8 


12-11-0-9 

12 - 11 - 0 - 8-2 

12-11-0-8-3 

12-140-8-4 

12-11-0-8-5 


12 - 11 - 0 - 8-6 

12-11-0-8-7 

12-0-9-8-2 

12-0-9-8-3 

12-0-9-8-4 


12-0-9-8-5 

12-0-9-8-6 

12-0-9-8-7 

12-11-9-8-2 

12-11-9-8-3 


12-11-9-8-4 

12-11-9-8-5 

12-11-9-8-6 

12-11-9-8-7 

140-9-8-2 


11-0-9-8-3 
11-0-9-8-4 
1 1 -0-9-8-5 
11-0-9-8-6 
11-0-9-8-7 


12-11-0-9-8-2 

12-11-0-9-8-3 

12-11-0-9-8-4 

12-11-0-9-8-5 

12-11-0-9-8-6 

12-11-0-9-8-7 
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C.3. OTHER PARD CODES 

Tvyo other punched card coding systems can be handled with OS/3 data management and 
air card reader and card punch subsystems in the SPERRY UNIVAG 90/30 System: the 
coin pressed code and the column binary, or image, code. 

C.3.1. Compressed Card Code 

Figure C— 1 indicates the construction of the compressed card code; each card column is 
represented by an 8-bit pattern in one byte of main storage. 


COLUMN PUNCH POSITIONS 



PUNCH POSITIONS 1 THROUGH 7 ARE INDICATED IN • 

BITS 1 through 3, ACCORDING TO THE, FOLLOWING TABLE; 


PUNCH ^ 

‘ ROWS 1 THRU 7 

BITS 

123 . 

^ V NONE 

000 ; 

. : ■ . 1 ‘ 

on 

; ^ ^ 1 2 , 

101 ‘ 

‘ ?3'" 

001 

"4 

010 

5 

100 

6 

111 

7 

110 


Figure C — 1. Compressed Card Code 
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C.3.2. Column Binary (Image) Code 

Figure C— 2 indicates the construction of this code. Note that each card column requires 
two bytes of main storage; an I/O area of 160 bytes is required for an 80-column card. 



NOTE: 

BITS 0 AND 1 ARE CLEARED TO ZEROS ON AN IMAGE READ. 


Figure C — 2. Column Binary (Image) Card Code 

C.4. DATA CONVERSION 

In OS/3 data management, there are five ways in which your data, held in main storage 
in 8-bit bytes, may be converted into hole-patterns in punched cards, and vice versa: 

■ Standard mode (EBCDIC) 

■ Standard mode (ASCII) 

■ Compressed code mode 

■ Binary (image) mode 

■ Translate mode for reading or punching 

In EBCDIC standard mode (MODE=STD), data in main storage in EBCDIC code is punched 
into cards in the Hollerith punched card code. Cards are read in Hollerith, and the data 
stored in EBCDIC. 
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In ASCII Standard mode (MODE=STD and ASCII=Y1S), data management translates data 
stored in the 8-bit ASCII code in main storage to EBCDIC, and then the cards are punched 
in Hollerith. The reverse process is used when cards are read, unless a hardware ASCII 
translate feature is available on the card reader, when data management omits the 
EBCDIC-to-ASCII translation. 

In the compressed code mode (MODE=CC), an 8-bit data byte is converted by data 
management into a single-column hole-pattern (Figure C — 1). 

In the binary or image mode (MODE=BINARY), there is a one-to-one correspondence 
between 12 data bytes in main storage (data is stored in the least significant six bits of 
two 8-bit bytes) and the 12 possible row punches in a card column (Figure C— 2). 

In the translate mode (MODE=TRANS), you make your own assignment of 8-bit patterns to 
the 256 hole-patterns listed under EBCDIC in Table C— 1, in the order these are shown in 
the table. 

The preceding considerations Should be of little concern to you because, with OS/3 data 
management, you can always use any mode with any peripheral equipment in your 
installation's configuration. 

The 96-column card format (as shown in Figure C — 3) hold 96 characters of data at six 
bits per character. The characters are arranged on the card as three rows of 32 characters 
each. The fact that each character can be represehted in six bits is the reason no binary 
read mode is provided. Depending upon the translate features in the hardware, and MODE 
keyword specification, each 6-hoie character on a card is transferred into the user's I/O 
area as an EBCDIC or ASCII 8-bit byte. 
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1234567890 

' J 3 « 5 « 7 • 9 to t2 t3 t* SS H 17 )i It 20 21 22 23 24 25 2f 27 21 2i 30 31 32 

ABCDEFGHIJKLMNOPQRSTUVWXYZ 

33 33 35 3C 37 3C 3t 30 31 32 33 34 35 4S 4? 4| 3) JO St 52 S3 54 15 SC 57 SC S9 CO St U i3 (4 

•5 SC S7 Cl M 70 71 72 73 73 75 78 77 78 7t CO tt C2 83 S3 85 Ci 87 88 82 80 it 52 93 M tS 58 


S7 it 99 too 101 tC2 103 t03 tOS 108 1C7 tOC 10* <10 ttt 112 Hi 113 US tts !!7 It* »• t20 I2t 122 123 123 IIS 128 127 128 

B I 

A • j 

6 • • I 

4 • • • • 1 ‘ 3 

2 • • • • 

q ' 5 2 ? 3 ? I T 8 f to It 12 13 U IS ti 17 18 ti 20 21 22 23 23 25 28 27 28 2* 30 3t 32 


mi 3^ cf 4^ ^ 47 3? 49 ^ SI ^ S3 sf 55 sf 57 sf 59 SO St S2 83 84 ^ 


• ••• •••• •••• 

• • •••• •• •• •••• 

85 68 H S8 ^ 70 ^ 72 73 76 78 ^ 80 82 (fli 84 ^ 88 sl^ 88 A »i 

DD 3700 


NUMERIC CHARACTERS 


1 2 3 4 5 6 7 8 9 0 


Zone 

Punches 

Digit 

Punches 









A 







8 8 




4 

4 

4 

4 




2 

2 


2 

2 



1 


1 

1 


1 

1 



(D ALPHABETIC CHARACTERS [a B C D E F G H 1 J | K L M N | O P|Q R S t| u| V W > 


Zone 

Punches 

Digit 

Punches 



SPEC! AL CHARACTERS 


Zone 

Punches 


Digit 

Punches 


Ul. I<l(hlihl$l 


BBBBBBBB BBB BBB 
A A A A A A A 

8 888888888 8 8 
4444 4444 

22 2222 22 
11 1 1 1 1 


/ & , %_>? 


A A A A A A A 

88888888888 8 
444 4 4444 

22 2222 22 
1 11 1 1 1 


Figure C — 3. 96~Column Card Punch Codes 


CD < 00 <» « 
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Appendix D. Labels for Disk Files 


D.1. GENERAL 

This appendix describes the system standard labels for disk files in OS/3 as well as the 
optional user standard labels that a rq supported by OS/3 data managernent for processing 
disk files described by the DTFSD, DtFNI, and DTFDA macros Note that OS/3 ISAM does 
not support user labels. for DTFIS files. (The user standard labels are describedjin D,4.) 

Because your files within a disk volume may be stored in various locations, a directory 
listing the addresses of the fragments of the files is required. This directory, called the 
volume table of contents (VTOC), arid your files within a disk volume require various 
standard labels in pred,efined formats to describe the properties of the files and the 
volumes on which they reside. , 

The system standard disk labels include the volume label (VOL1 label) and seven types of 
format labels. These labels may, according to their use, be separated into two distinct 
groups: 

■ Volume Information Group 
— VOLl label 

— Format 4 label 
— Format 5 label 
— Format 6 label 
— Format 0 label 

■ File Information Group 
— Format 1 label 

— Format 2 label 
— Format 3 label 

The VOLl label has a length of 84 bytes; all format labels are 140 bytes long. 
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D.2. VOLUME INFORMATION GROUP 

The volume information group, comprising the VOL1 label and the format 4, 5, 6, and 0 
"labels, identifies the volurne and defines the VTQC, the status of the VTOC, the available 
space within the volume, and the device-dependent characteristics of the volume on which 
the group resides. 

Standard linkages maintained within the group are shown in Figure D — 1. The VOL1 label, 
normally the first label in the group to be referenced, is written at cylinder 0, track 0, 
record 3 on each volume. The VOL1 label identifies the volume and contains a link to the 
format 4 label. The format 4 label defines the extent occupied by the VTOC and the device- 
independent characteristics of the volume; it also supplies a link to the first format 0 label. 

Each label in the VTOC that describes label records not in use is defined as a format 0 
label and is linked to the next available format 0. 

The format 4 label also supplies a link to the first format 6 label, which defines space 
available within the extent areas of files sharing extents (split cylinder allocation). If more 
format 6 labels are required, they are linked in the same manner as format 0 labels. The 
format 6 label and its link from the format 4 label will be present only if split-cylinder 
allocation has taken place. 

The first (dr only) format 5 label immediately follows the format 4 label, supplying an 
implied linkage. The format 5 label defines unused space on the volume in terms of full 
cylinders. Successive format 5 labels, if required, are linked one to another! The VTOC 
extent, as specified in the format 4 label, supplies an additional linkage because it is this 
area thatmust be searched in order to access the file information groups. 



Figure D — 1. VTOC Volume Information Labe! Group 
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D.2.1. V0L1 Label 

As each disk volume enters the system, it is given a unique identification code or volume 
serial number and the rudiments of a VTOC. The volume serial number and the address of 
the VTOC are placed in the VOL1 label. ' “ 

The VOL1 label, identified by a key field and label identification field containing"VOLr', is 
written by the disk initialization routine at cylinder 0, head 0, record 3. 

The VOL1 label is the standard volume label in the OS/3. All reference to the VTOC of a 
given volume is made by first obtaining the VOL1 label, verifying the volume serial 
number, and, because the location of the VTOC may vary from volume to volume, using 
the VTOC address contained in the VOL1 label to locate the VTOC itself. 

The format of the VOLT label is shown in .Figure D— 2; Table D— summarizes its 
contents. ^ 


BYTES 



Figure D—2. VTOC VOL1 Label 
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Table D—1. Contents of V0L1 Label 


Labe! 

Initialized 

by 

Bytes 

Code 

Description 

DL$VL 


0-3 

EBCDIC 

Key — contains VOL1. 

bL$VL1 


4-6 


Label identifier — VOL. 





Label number — always 1 . 

DL$VSN 


8-13 


Volume serial number — a unique code 
assigned to a disc pack when it enters 
the system. The same code should appear 
visually on the disc pack for operator 
identification. 

DL$VSB 

Disc prep 

14 

Binary 

Volume security — reserved for future use. 

DL$VTC 


15-24 

Discon- 

tinuous 

binary* 

VTOC address — This field is used to point 
to the format 4 label, which starts the 

VTOC. The address is in the form cchhr in 
bytes 15 through 19. Bytes 20 through 24 are 0. 



25-44 


Reserved 

DL$ONR 

Disc prep 

45-54 


Optional owner name and address code — 
an installation -supplied user identifier. 



55-83 

^■1 

Reserved 


* For discontinuous binary, each subfieid is treated as a distinct binary entity. In the notation cc/?/?r, each 
different letter represents a subfield. 


D.2.2. Disk Format 4 Label 

The format 4 label describes the VTOC itself and is the first record of the VTOC. An 
indicator in the format 4 label states whether the format 5 label contains valid 
information. In addition to describing the area occupied by the VTOC and its current 
status, the format 4 label contains information on all device-dependent characteristics of 
the volume on which it resides. 

The format 4 label is written by the disk initialization routine at the disk address specified 
in the VOL1 label. Only one format 4 label may exist on a given volume. 

The address of the first available label record (i.e., a format 0 label) is placed in the format 
4 label for use by OS/3 disk space management. An additional linkage is created and 
maintained by disk space management that specifies the first active format 6 label and is 
used only during split-cylinder allocation of data files. Figure D — 3 shows the format 4 
label; Table D — 2 summarizes its contents. 
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Figure D — 3. Disk Format 4 Label 
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Table D — 2. Contents of Disk Format 4 Label (Part 1 of 2) 


Label 

Initialized 

by 

— 

Bytes 

Code 

Description 

DL$KY4 

Disc prep 

0-43 

Hexadecimal 

key field — Each byte of this 
field contains 04^ g. 

DL$ID4 ” 

Disc prep 

44 

EBCDIC 

Format ID — always 4 for 
format 4 label. 

DL$LF4 

Space mgmt 

45-49 

Discontinuous 

binary 

Last active format 1 — the address, 
in the form CCHHR, used for a ^arch 
on filename. 

DL$AF4 

Disc prep 

50-51 

Binary 

Available file label records — 
number of unused records in the VTOC. 

DL$HA4 

Disc prep 

52-55 

Discontinuous 

binary 

Highest alternate track — address, in 
the form CCHH, of alternate tracks 
set aside in case of bad tracks. 

DL$AT4 

Disc prep 

56-57 

Binary 

Number of alternate tracks. 

DL$VI4 

Space mgmt 

58 


Reserved for VTOC indicators — 

Bit Contents Meaning 

0 1 A format 5 label, if 

present, contains 
invalid information. 

1—7 0 Unused 

DL$XC4 

Disc prep 

59 

Binary 

Number of extents — contains 01 to 
indicate the one extent in the VTOC. 


Disc prep 

60-61 


Reserved 

DL$DS4 

Disc prep 

62-65 


Device size — indicates the number of 
cylinders and the number of heads per 
cylinder on the device, in the form 

CCHH. 

DL$TL4 

Disc prep 

66-67 

! 

Track length — number of available 
bytes on a track exclusive of home 
address and record 0. 
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Tabfe D—2. Contents of Disk Format 4 Label (Part 2 of 2) 


Initialiffid 


Description 


DL$R04 


Disc prep 68—70 


Record overhead — ILK describes 
overhead bytes bn track, where 
I is for keyed record which Is 
not the last on track, L is for 
keyed record which is the last 
on track, and K is a decrement 
applied to records which have 
no key. 


DL$FG4 


Disc prep 71 


Meaning 

Reserved 

Device-dependent 

characteristics 


DL$T04 


Disc prep 72—73 


Tolerance — a device-dependent 
factor which is used to calculate 
effective record lengths for that 
device. 


DL$LT4 


Disc prep 74 


Labels per track — a device- 
dependent factor specifying the 
number of 140‘byte labels possible 
in a VTOC track. 


DL$BK4 


Disc prep 75 


Blocks per track — a device- 
dependent factor specifying the 
number of directory blocks of a 
partitioned file which can be 
written on a track. 


DL$F04 Disc prep 76—80 Discontinuous 

binary 


Format zero address in the form 
CCHHR — points to the first available 
format zero record in the VTOC. 


Reserved. 


DL$F64 


Space mgmt 100-104 


Format 6 address in the form 
CCHHR — points to the first 
format 6 label created by 
space management. 


DL$VX4 


Disc prep 105—114 


VTOC extent — describes the extent 
occupied by the VTOC itself. The 
format of this field is identical 
to the fields describing the extent 
in the format 1 and 3 labels. 


115-139 


Reserved. 
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D.2.3. Disk Format 5 Label 

The format 5 label is the second record in the VTOC and is used to maintain control of the 
available extents in the volume at any time. 

The format 5 label is initialized by the disk initialization routine and maintained by the disk 
space management routine. Each format 5 label may define up to 26 available extents. 
Format 5 labels may be linked together should more than one become necessary. Figure 
D — 4 shows the format 5 label; Table D — 3 summarizes its contents. 


BYTES 


key identification 


relative track gddress 


no. of cylinders in extent 


12 


16 


20 


no. of tracks in addition 


available extent 


available extent 


available extents 


44 


136 


format ID 


available extents 


format 5 pointer 


Figure D — 4. Disk Format 5 Label 
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Table D — 3. Contents of Disk Format 5 Label 


Label 

initialized 

by 

Bytes 

Code 

Description 

DL$ID5 

Disc prep 

0-3 

Hexadecimal 

Key identification — Each byte of this 
field contains 05,|g. 

DL$XT5 

Disc prep 

4-5 

Discontinuous 

binary 

Relative track address — start of extent. 

DL$XC5 

— 

Disc prep 

6-7 

Binary 

Number of cylinders in extent. 

DL$XE5 

Disc prep 

8 

Binary 

Number of tracks in extent in addition to 
the cylinders. 


Space mgmt 

9-13 


Available extent — describes another extent 
in fields with the same format as bytes 4 
through 8 above. 


Space mgmt 

14-43 


Six more available extents. 

DL$FI5 

Disc prep 

44 

EBCDIC 

Format ID — always 5, for format 5 label. 

DL$XS5 

Space mgmt 

45-134 


Eighteen more available extents. 

DL$CP5 

Space mgmt 

135-139 

Discontinuous 

binary 

Pointer — indicates the address of another 
format 5 label, in the form CCHHR. Binary 0 
if no further label. 


D.2.4. Disk Format 6 Label 

The format 6 label is used to control split-cylinder allocation. Each format 6 label contains 
a code that identifies all member files sharing the same extent area. Each member file is 
allocated from 1 to /? tracks within each cylinder allocated to the set, where n is the 
number of tracks per cylinder, minus one. Additionally, a head pool is maintained that 
specifies all tracks not currently allocated and available for use by new members of the 
same split-cylinder set. A format 6 label will be created for each split-cylinder set defined. 

The format 6 label is created and maintained by the disk space management routines. 
Each label contains the disk address of the format 3 label that defines the extents 
allocated to that split member set. The disk address of the first format 6 label is 
maintained in the format 4 label. If more than one format 6 label is required, they are 
linked together. 

Note that no extent information is maintained in the format 1 label of a split-cylinder file 
and that all members of a split-cylinder set share a common format 3 label. Figure D— 5 
shows the format 6 label; Table D— 4 summarizes its contents. 
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Hexadecimal 


135—139 Discontinuous 
binary 


Nine additional entries for low and 
high available head. 

Format 1 disc, address of primary 
member (CCRH) 

1.9 additional split set fornriat 1 
disc address entries in the same 
format as bytes 30-^33. 

Format 1 label disk addresses of up to 1 9 
additional members of the split-cylinder 
set in the same format as bytes 30—33 


Format identification X*F6'. 

Pointer to next format 6 label 
in the form CCHHR. 
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D.2.5. Disk Format 0 Label 

The format 0 label is used to identify label records in the \/TOC not currently in use 

Format 0 records are initialized by the disk initialization routine. The address of the first 
format 0 is placed in the format 4 label, and each format 0 label is linked to the next. The 
remainder of the label is filled with binary O's. Figure D — 6 shows the format 0 label; 
Table D— 5 summarizes its contents. 


BYTES 


pointer to next awilabie format 0 label 



Tabfe D — 5. Contents of Disk Format 0 Labe! 


Label 

initialized 

by 

Bytes 

Code 

Description 


Disc prep 

0-4 

Discontinuous 

binary 

Disc address in the form CCHHR of 
the next available format 0 label. 



5-139 

Binary zero 

Reserved. 
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D.3. FILE INFORMATION GROUP 

The file information group (Figure D— 7) is composed of the format 1, format 2, and format 

3 labels. The format 1 label is normally the first referenced label of the group. It is 
obtained by executing a key search for the file ID in the VTOC extent defined in the format 

4 label. 

The format 1 label defines the characteristics of the file and may define up to three 
extents occupied by the file. The format 1 label is linked to the format 2 label, which is 
used to further define the file. These two labels are present for each file in the volume. 

The format 3 label is used to define the extent area occupied by the file and is an optional 
label, except that it will exist for all files created by using split-cylinder allocation. For all 
other files, the format 3 label will exist only if the file occupies more than three separate 
extent areas. 


N0N:SPLIT FILES 


FORMAT 1 



OCCUPYING THREE 
EXTENTS OR LESS 



SPLIT-CYLINDER FILES 


OCCUPYING MORE THAN 
THREE SEPARATE EXTENTS 



Figure D — 7. Fife Information Group Label Chain 
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D.3.1. Disk Format 1 Label 

A format 1 label exists for each file in a volume. As many as three extents of a file may be 
described in the format 1 label, provided that the file is not a member of a split-cylinder 
set. 

The format 1 label is initialized by the disk space management routines. It is maintained by 
both the space management and data management routines. The format 1 label contains a 
pointer to the format 2 label. Figure D— 8 shows the format 1 label; Table D— 6 
summarizes its contents. 



Figure D — 8. Disk Format 1 Label 
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Table D — 6. Contents of Disk Format 1 Label (Part 1 of 5} 


Label 

Initialized 

■■.-■by 

Bytes 

Code 

Description 

DL$KEY1 

Space mgmt 

0-43 

EBCDIC 

File identifier — Each file must 
have a unique 1- to 44-byte name 
in this key field, the first six bytes 
of which may be a lock I D. A 
search of the VTOC is made on 
this name. 

DL$ID1 


44 

EBCDIC 

Format identifier — always 1 , for 
format 1 label. 

DL$FS1 

Data mgmt 

45-50 

EBCDIC 

File serial number— identifies the 
volume on which the file starts, is 
a 6-dlgit alphanumeric number, and 
is the same as the volume serial num- 
ber of the volume on which the file 
starts. The first volume of a file 
is defined by the first job control 

DVC statement in the device assign- 
ment set for the file. 

DL$VS1 


51-52 

Binary 

Volume sequence number — indicates the 
number of this volume relative to the 
first volurhe in the file. The first volume 
of a file is defined by the first job control 

DVC statement in the device assignment 
set for the file. 

DL$CD1 

Space mgmt 

53-55 

Discontinuous 

binary 

Creation date — format is YDD (year- 
day-day), where Y is 0 to 99, and DO 
is 1 to 366. 

DL$ED1 


56-58 

Discontinuous 

binary 

Expiration date — the date when the 
file may be deleted. Format is the 
same as the creation date. 

DL$XC1 


59 

Binary 

Extent count — specifies the number 
of extents currently constituting 
the file, or portions of it, on this 
volume. 

DL$OC1 

Space mgmt 

60 

Binary 

Option codes 

Bit Content Meaning 

0 1 Preformatted by VTOC 

1 1 Allocation by cylinder 

2 1 New file 

3 1 Partitions cylinder aligned 

4—7 Unused 
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Table D^6. Contents of Disk format 1 Label (Part 2 df 5) 


Label 

Initialized 

by 

Bytes 

Code 

Description 


Data mgmt 

61 

Binary 

PCA count — number of partitions 
which constitute the file. 

DL$FT1 

Data mgmt 

62 

Hexadecimal 

File type 






Hexadecimal 

Code 

Meaning 

- .%> ■ ^ 




20 

Sequential (DTFSD) 





40 

Direct access (DTF DA) 





60 

Nonindexed (DTFNI) 





80 

Indexed sequential (DTF IS) 





90 

IRAM (DTFIR) or 

MIRAM (DTFMI) 





02 

SAT(DTFPF) 





00 

Undefined 



63 

Hexadecimal 

File type 






Hexadecimal 

Code 

Meaning 



tt'/ 


oa ^ 

IRAM file, nonindexed 





11 

IRAM file, indexed 





80 

MIRAM file, IRAM 
characteristics 





CO 

MIRAM file, MIRAM 
characteristics 





NOTE: 






This byte is meaningless unless byte 62 * 
equals X'90'. 

DL$BL1 

' Data mgmt 

64-65 

■ 

Binary 

Reserved for PCA1 block length — 
size of fixed-length blocks or 
maximum size of variable-length 
blocks. 

DL$RL1 

Data mgmt 

66,67 

Binary 

Reserved for PCA1 record length — 
size of fixed-length records or 
maximum size of variable-length re- 
cords. 

DL$RF1 

Data mgmt 

68 

Binary 

Reserved for PCA1 record format 





Bit Content Meaning 





0,1 

Reserved 


2 


0 

1 


Records have no keys. 
Records have keys. 
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Table D— 6. Contents of Disk Format t Label (Part 3 of 5) 


Initialized 

by 


DL$DS1 


DL$KLr 


Data mgmt 69—73 


Data mgmt 


Discontinuous 

binary 


Discontinuous 

binary 


Description 


(Record format, cont) 

Bit Content Meaning 


3 1 Fixed-length blocked 

records 

4 1 Variable-length 

blocked records 

5 1 Fixed-length un- 

blocked records 

6 1 Variable-length 

unblocked records 

7 1 Records are inter- 

laced. 


Partition descriptor 2; block size, 

record size, and record format for partition 2. 


Partition descriptor 3. 


Data mgmt 

79-83 

Discontinuous 

binary 

Partition descriptor 4. 

Data mgmt 

84-88 

Discontinuous 

binary 

Partition descriptor 5. 

Data mgmt 

89-93 

Discontinuous 

binary 

Partition descriptor 6. 

Data mgmt 

94-98 

Discontinuous 

binary 

Partition descriptor 7. 

Space mgmt 

99 

Binary 

Data set indicators — reserved for 
future use. 

Data mgmt 

100-101 

Binary 

Key location — high order position 
of key field within each data record 
of an indexed-sequential file. 
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Table D — 6. Contents of Disk Format 1 Label (Part 4 of 5) 
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Table D—6. Contents of Disk Format 1 Label (Part 5 of 5) 


Label 

initialized 

by 

Bytes 

Code 

Description 

DL$XU1 


111-114 

Discontinuous 

binary 

Upper limit — the address specifying 
the end of the extent. In the form CCHH. 



115-124 


Second extent — same format as described 
for bytes 105 through 1 14. 



125-134 


Third extent — same format as second extent. 

DL$CP1 

Space mgmt 

135-139 

Discontinuous 

binary 

Continuation pointer — the address of a format 

2 label. The address Is in the form CCHHR. 


D.3.2. Disk Format 2 Label 

The format 2 label is used as an extension to the format 1 label to further describe the 
file. 

For nonindexed files (DTFSD, DTFDA, DTFNI), bytes 1 through 43 are used to carry 
partition information in a maximum of seven 6 -byte entries. For indexed ISAM files, bytes 
13 through 43 are used to carry index control information. For IRAM and MIRAM files, 
bytes 13 through 43 are used to carry index control and file characteristic information. For 
library files, bytes 32 through 47 are used to carry information on the library text and 
directory; bytes 13 through 31 contain binary zeros. 

The format 2 label is initialized by space management and maintained by data 
management. The label is aivvays present and is linked from the format 1 label. The link 
field in the format 2 label will point to a format 3 label, |f used. This pointer will be 
present for all split -cylinder files and for nonsplit-cylinder files requiring more than three 
extents. If it is not present, the field is filled with binary zeros. Figure D— 9 shows the 
format 2 label; Table D — 7 summarizes its contents. The format of the ISAM file 
information area is shown in Figure D — 10, and the contents of this area are listed in 
Table D — 8. The format of the IRAM/MIRAM file information area is shown in Figure 
D— 1 1, and the contents of this area are listed in Table D— 9. The format of the library file 
information area is shown in Figure D — 12, and the contents of this area are listed in 
Table D— 10. 




UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


D-19 


BYTES 

V 

0 

1 : 

2 

3 

0 

key ID 

nonindexed LBC 

key length or lace factor 

reserved 

4 

EOD ID 

nonindexed LBC 

8 

key length or lace factor 

reserved 

EOD ID 

12 

EOb lb 







(up to five additional partition descriptors) 






1 


40 






44 

reserved 

blocks/track, PCA1 

48 

PCA1ID 

relative track addr-1 * 

tracks 


0 2 

3 

15 

16 

31 

52 

PCA2ID 

relative track addr-2* 

tracks 


0 2 

3 

15 

16 

31 


V - 




A 


r 


128 

tracks per cylinder 

file low head no. 

132 

relative extent count 

flags 


136 

format 3 pointer 



*Thirteen bits can represent a maximum relative track address (RTA) of 8191 .jq (1 FFP.jg). To support the larger 8433 
disc, the high-order bit of the tracks field (bit 16) of the logical extent Is used to indicate that the RTA must be increased 
by a constant value of 8192^0. (See Table D— 7.) 


Figure D — 9. Disk Format 2 Label, Nonindexed Files (DTFSD, DTFDA, DTFNI) 



UP-8068 Rev. 4 


SPERRY UNIVAC Ob/3 
BASIC DATA MANAGEMENT 


u-zu 


\ 


13 . 14 15 


BYTES 


1 1 

\ 



disc address of last prime .. . 

16 

. - . data record, plus 1 

number of cylinders having 
overflow space full 

20 

current independent overflow address 

24 

prime data load count 

overflow record count 

28 

reserved 

disc address of last block level . . . 

32 

. . . index record, plus 1 

overflow retrieval count, except 
first of chain 

36 

reserved 

total count of prime data records 

40 

bytes of main storage required 
for top index 

number of records tagged 
for deletion 

44 

number of blocks per 
cylinder 



Figure D — 10. ISAM (DTFIS) File Information Area, Disk Format 2 Label 


BYTES 

\ 

1 

14 

1 

15 

key location for key 1 

key length for key 1 

16 

— 

used for IRAM processing 
key characteristic 
flag byte (MIRAM) 

descriptor for... 

20 

key 2 

descriptor for... 

24 

...key 3 

descriptor for... 

28 

...key 4 

descriptor for... 

32 

...key 5 

sector 

offset 

number of records... 

36 

...in file, plus 1 

record size 

fine-level index 
block size in 
sectors 

40 

number of index levels 

last fine-level index block 

^ 


NOTE: 


Descriptions that pertain to IRAM files also apply to MIRAM files with IRAM characteristics. 


f 


Figure D — 1 1. IRAM/MIRAM File Information Area, Disk Format 2 Label 
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BYTES 



NOTE: 

In the format 2 label for library files, byte 3 and bytes 13 — 27 are reserved and contain binary zero. 

Figure D — 12. Library File Information Area, Disk Format 2 Label 


Table D—7. Contents of Disk Format 2 Label (Part 1 of 3) 


Label 

Initialized 

by 

Bytes 

Code 

Description 

DL$SID2 

Space mgmt 

0 

Hexadecimal 

Key identification X'02' 

DL$SPC2 

Data mgmt 

1 


Nonindexed last block control — the number 
of logical records in the last block of the 
partition for fixed-length blocked files. 

DL$SLF2 


2 


Key length or lace factor. 

DL$SLA2 


3 


Reserved 

DL$SEP2 

Data mgmt 

4-6 

Binary 

End of data ID — relative block address plus 

1 of the last block written into the partition. 



7-12 


A 6-byte partition descriptor entry 
in the same form as bytes 1 —6. 


Data mgmt 

13-43 

Hexadecimal 

For nonindexed files, up to 5 
additional partition descriptors. 

For ISAM files, see index information 
area (Table D— 8 and Figure D— 10). 

For IRAM and MIRAM files, see 

IR AM/MIR AM information area 
(Table D— 9 and Figure D— 1 1 ). 

For library files, see library information 
area (Table D— 10 and Figure D— 12). 



44-45 


Unused (binary zero) for all but indexed files; 
reserved for indexed files. 
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Table D — 7. Contents of Disk Format 2 Label (Part 2 of 3) 


Labe! 

Initialized 

by 

Bytes 

Code 

Description 

DL$SBPT2 


46-47 


Blocks per track — the number of blocks per 
. track in the first or only partition of the file. 

DL$SXAR2 

Data mgmt 

48-127 

Discontinuous 

binary 

Logical extent table area — These entries are 

4 bytes in length and specify PCA ID in 3 
bits, starting relative track address in 13 bits, 
and number of tracks in that address. 

From one to twenty 4-byte logical extent 
entries may be placed in this 80-byte area. 

Each 4-byte entry has the following format: 

Bit Meaning 

0—2 The high-order three bits of the 

logical extent identify the parti- 
tion to which it is assigned. (This 
value may be from 1 to 7.) 

3-15 The next 13 bits indicate the relative 

track address of the logical extent. 

16—31. If the first bit (bit 16} of the track 
field is set on, a value of 8192 must 
be added to the relative track 
address to Indicate the relative 
' track address of the logical extent 

on the 8433 disc. The remaining 1 5 
bits indicate the number of tracks 
contained ip the extent. 

DL$TPC2 


128-t129 

Hexadecimal 

Tracks per cylinder for this file. 

DL$FLH2 


130-131 


File low head — the lowest head 
number in the assigned cylinders 
accessible for this file. 

DL$SXCT2 


132^133 


Number of relative extents contained 
-in this label. 

DL$SPL2. 

i 


134 


Flags. 

Bit Content Meaning 

0 A 

1 / 

2 ) Reserved 

3 1 

4 / 

5 1 Library lace adjustment, 

type 2 

6 1 Library lace aidiustment, 

type 3 

7 1 9400 SAT compatible 
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Table D — 7. Contents of Disk Format 2 Label (Part 3 of 3} 


Label 

Initialized 

by. 

Bytes 

Code 

Description 

DL$SCID2 

Space mgmt 

135-139 

Discontinuous 

binary 

The disc address, in the form CCA////?, 

of the format 3 label {if required) 

associated with this file. * 


Table D—8. Contents of Indexed File Information Area, Disk Format 2 Label 


Label 

Initialized 

by 

Bytes 

Code 

Description 

DL$PID2 

Data 

management 

13-17 

Discontinuous 

binary 

Disc address of last prime data record (plus 1 }, 
in the form rrrbb, where rrr = relative block 
address and bb = displacement within the 
block 

DL$NMA2 


18-19 

Hexadecimal 

Count of cylinders having overflow space 
filled 

DL$IOF2 


20-23 


Current address of independent overflow {rrr) 

DL$PDLC2 


24-25 

Discontinous 

binary 

Prime data load count 

DL$NM02 

Data 

management 

26-27 

Hexadecimal 

Count of the number of overflow records in 
the file 



28 

-.s'Li 

Reserved 

DL$BID2 


29-33 

Discontinuous 

biliary 

Disc address of last block level index record 
(plus 1), in the same form as bytes 13— 17 

DL$NMR2 


34-35 


Overflow chain retrieval count, not first 
of chain _ , , . 

- .. . 


36 


Reserved 

.DL$NMP2 


37-39 


Total count of number of prime data records 

PL$NMS2 

Data 

management 

40-41 

Hexadecimal 

Number of bytes required to hold top index 
in main storage 



42-43 


Number of records user has tagged for 
deletion 

- 


44-45 


Nurrrfaer of blocks per cylinder 
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Table D—9. Contents of IRAM/MIRAM Fife Information Area, Disk Format 2 Label 


Label 

Initialized 

by 

Bytes 

Code 

Description 

DL$XILOC 

Data mgmt 

13—14 

Hexadecimal 

Key location for key 1 



15 


Key length for key 1 



16 

Hexadecimal 

(IRAM) 

Used for IRAM file Index processing 




Binary 

(MIRAM) 

For MIRAM files, byte 16 contains key 1 
characteristics: 





Bit Content 
. 0 1 

Meaning 

Duplicates allowed 
for this key 






1 1 

Key change allowed 
for this key during 
during update 





2—4 

Unused 





*5 1 

Index- 0 rily records 
permitted in this file 





*6 1 

Variable-length 
record format 





*7 1 

Record control byte 
(rcb) present 



1 7—20 

Discontinuous 

binary 

Descriptor for key 2 (binary zeros for IRAM) 



21—24 


Descriptor for key 3 (binary zeros for IRAM) 



25—28 


Descriptor for key 4 (binary zeros for IRAM) 



29—32 


Descriptor for key 5 (binary zeros for IRAM) 

DL$MARSO 


33 

Hexadecimal 

Sector offset for files created with recovery 

DL$COUTR 


34—36 


Number of records in file (plus 1) 

DL$REC 


37—38 


Record size 

DL$CS1Z 


39 


Fine-level index block size in sectors 

DL$CLEV 


40 


Number of index levels 

DL$FAB 


41—43 


Relative block number of last block of the 
fine-level index 


*These bit positions are unused in the descriptors for keys 2 through 5. 
NOTE: 


Descriptions pertaining to IRAM files also apply to MIRAM files with IRAM characteristics. 
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Table D — 10. Contents of Library Information Area, Disk Format 2 Label 


Label 

Initiaiized 

by 

Bytes 

Code 

Description 

DL$DIRL2 

Data 

management 

28-31 


Hardware-adjusted lace factor for the directory 
partition 

DL$DIRF2 

Data 

management 

32-35 


Rotational adjustment for directory lace factor 

DL$TXTL2 

Data 

management 

36-39 


Hardware-adjusted lace factor for the library 
text partition 

DL$TXTF2 

Data 

management 

40-43 


Rotational adjustment factor for the library's 
text 

— 

Data 

management 

44-47 


Number of library blocks per track 


D.3.3. Disk Format 3 Label 

The format 3 label is used to maintain extent information for the file. For split-cylinder 
files, a format 3 label is always present. For files not using split-cylinder allocation, a 
format 3 label for the file will exist only when more than three extents are required. 

The format 3 label is initialized and maintained by the disk space management routines. 
The format 3 label, when required, will always be linked from a format 2 label. Figure 
D — 13 shows the format 3 label; Table D — 11 summarizes its contents. 
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Table D — 1 1 . Contents of Disk Format 3 Lately 


Label 

Initialized 

W 

Bytes 

Code 

» Description 

PL$ID3 

Space mgmt 

0-3 

Hexadecimal 

. Key identification — each byte < 

contains 03 .jg. _ ^ , 

DL$XT3 


4 

Hexadecimal 

Extent type indicator — 

Code Meaning 

00 No valid extent described 

01 Prime data area ' 

, DL$SN3 



Binary 

Extent sequence number — relative 
number of extents in this vplurne of 
the file. 

DL$XL3 


6-9 

Discontinuous 

binary 

Lower limit — starting track address 
of the extent, in the form CCHH. 

DL$XU3 


10-13 

Discontinuous 

binary 

Upper limit — terminating track 
address of the extent, in the form CCHH. 



14-23 


Extent 5 — same format as described 
for bytes 4 through 13 for this 
extent. 



24-43 


Extents 6 and 7. 

DL$FI3 


44 

EBCDIC 

Format identifier — always 3, for 
format 3 label. 

DL$XS3 


45-134 


Extents 8 through 16. 

DL$CP3 


135-139 

Discontinuous 
binary .. 

Pointer — address of ne^t format 3 
label; in the form CCHHR. Binary 0 
if no further label. 
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D.4. OPTIONAL USER STANDARD LABELS 

Optional user standard labels are records made available to you via your label processing 
routine (LABADDR) at the opening or closing of a disk volume. OS/3 data management 
supports user standard labels for your SAM and DAM disk files described by the DTFSD, 
DTFNI, and DTFDA declarative macroinstructions; it does not support them for your ISAM 
files, which are described by the DTFiS macro. 


D.4.1. User Header Labels 

If you require user header labels, these will be written on the first track of each volume of 
a DTFSD file and on the first track of the first volume of a DTFDA or DTFNI file. You may 
write a maximum of eight labels. Figure D — 14 shows the format of the 80-byte user 
header label; its contents are explained in the table below Figure D — 14. 


label ID 



Field 

Bytes 

Code 

Description 

Label ID 

0-3 

EBCDIC 

Contains 4-byte label 
identifier: UHL, followed 
by a label number which 
ranges from 1 through 8. 

Label data 

4-79 

User option 

Contains 76 bytes of user 
specified header label data. 



Figure D~ 

-14. Optional User Standard Header Label 
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D.4.2. User Trailer Labels 

If you need user trailer labels, these will be written on the first track of each volume of a 
DTFSD file and on the first track of the first volume of DTFDA or DTFNl files, following 
your user header labels. You may write a maximum of eight labels on DTFDA and DTFNl 
files, and eight labels per volume on DTFSD files. Figure D — 15 shows the format of the 
80-byte user trailer label; its contents are explained in the table below Figure D — 15. 



76 


Field Bytes Code Description 

Label ID 0—3 EBCDIC Contains 4-byte label 

identifier: UTL, 
followed by a label 
number which ranges 
from 1 through 8. 

Label data 4—79 User option Contains 76 bytes 

of user-specified 
trailer label data 


Figure D — 1 5. Optional User Standard Trailer Label 
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D.5. 8413 DISKETTE FILE LABEL 

Figure D— 16 illustrates the 8413 diskette file label format. Table D--^1 2 explam^^^^ 
corttents of each field in the diskette file label. , ^ , 



file identif ier 


not used 


block length 


beginning of extent (BOE) 


physical record 
length 


file creation date 


record length 


not used 


record attribute 


... .. .. 

end of extent (EOE) 

bypass ind. 

file security 

write protect 

multi-volume ind. 

volume sequence ho. 


record/block format 


exchange type ind. 


reserved 


verify/copy ind. 


file expiration date 


file org. 


end of data (EOD) 


reserved 


Figure D — 16. 8413 Diskette File Label Format 
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Table D— 12. Diskette File Label Description (Pan 1 of 2) 


Field 


Description 

label ID 

0—3 

Contains 4-byte label identifier HDR followed by the number 1 

Reserved • ^ 

- A . 

: Reserved f 

File identifier 

5^12 

Names user file and is from 1 to 8 characters. First character must 
be alphabetic and no blanks are allowed. Duplicate names on the 
same diskette are not allowed. 

i 

— 

13—21 

Not used 

Block length 

22—26 

Indicates the record size as follows: . 

Character Meaning 

A Record size will be obtained from the DTF 

1 — 128 Actual record size; for example, 80. *' 

Record attribute 

27 

Blank; indicates unblocked records 

Beginning of extent (BOE) 

28—32 

Identifies the ^address of the first sector of the file by cylinder 
number (pos. 28 — 29), head (pos. 30), and sector number (pos. 
31—32). 

Physical record length 

33 . 

' Indicates physical record length and is blank meaning 128 bytes per 
record. 

End of extent (EOE) ; : 

34—38 

M Indicates address of last sector reserved for this file end uses the 
same format as BOE. 

R ecord/block format 

- . 39 

This field must be blank. 

Bypass indicator 

- -40^ ' ■ • . 

Indicates a file to be skipped during exchange or copy operations 
when transmitting or transferring files on the volume. If position 40 
is blank, the file is transferred; if B, the file is not transferred. 

File security * 

41 

Blank indicates the file can be accessed. Nonblank indicates ^ 
restricted access. When honblank, the volume accessibility indicator i 
in the volume label {track 00, sector 07) must also be nonblank, j 

Write protect 

42 

Blank indicates both reading and writing allowed. P Indicates only , 
read activities allowed. ' * 

Exchange type indicator 

43 

Blank indicates file can be used for basic exchange. Nonblank 
indicates additional label checking -is needed to exchange the fllei 

Multivolume indicator 

44 

Character Meaning 

blank File on 1 diskette 

C File continued on next diskette 

L Last diskette on which file resides 

Volume sequence number 

45—46 

Indicates volume sequence number in multivolume set (01 — 99). 
Blanks indicate no volume sequence checking performed on this 
device. 

File creation date 

47—52 

Indicates the creation date of the file by year (YY), month (MM), and 
day (DD). Blanks indicate nonsignificance of creation date. 
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Table D~t 12. Diskette File Label Description (Part 2 of 2} 


Field 

Byte Position 

Description 

Record length 

53—56 

Defines record length. 

'&B6t) = record length equals block length (position 22) 

(This field is ignored because blank in position 43 means the same.) 

Offset to next record space 

57—61 

Not used 

Reserved 

62—65 

Reserved 

File expiration date 

66—71 

Contains date of deletion for a file. (Format is the same as creation 
date in position 47 — 52.) 

"bbbbbb — file date expired 

999999 = file date never expires 

Vefify/copy indicator 

72 

Character Meaning 

blank File is created 

V File is verified 

C File data successfully transferred to another medium 

File organization 1 

73 

If position 43 contains blank, this field must also contain blanks. 

End of data (EOD) 

74—78 

Identifies address of next unused sector within the file extent using 
BOE format. 

If EOD equals BOE, the extent contains a null file. 

— If EOD equals address of next block beyond file extent 
(unblocked records), entire extent was used. 

— If blocked records are used, EOD must be used with offset to 
next record space (position 57 — 61) to find the actual EOD. 

Reserved 

79 

Reserved 


80—127 

Padded vvith binary zeros 


cnOTE: 

ISAM does not support the 8413 diskette. 

f • . . . 
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Appendix E, 


Magnetic Tape Labeis 




E.r. OS/3 SYSTEM STANDARD LABELS FOR MAGNETIC TAPE 

This appendix describes the system standard labels for magnetic tape files and reels (or 
volumes) in OS/3. Section 8 describes magnetic tape SAM record formats, volume 
organization, and file conventions, Section 9 describes the functions and operations of 
magnetic tape SAM, including certain of the label-processing functions of transients 
entered by the OPEN and CLOSE imperative macros and the user's own special label 
processing routine (the address of which he. provides to tape SAM, by specifying the 
LABADDR keyword parameter in the DTFMT declarative macro defining any standard 
labeled magnetic tape file for which optional standard user header or trailer labels (UHL or 
UTL) are to be proicessed). The LBRET imperative macro (9.4.9) is issued in thg user's label 
routine to control returns to and from tape SAM- 

In OS/3 tape SAM, magnetic tapes may be labeled or unlabeled, and a labeled tape may 
contain either nonstandard or OS/3 system standard labels. Tape volumes have formats 
that may be specified as standard, nonstandard, or unlabeled, using the FILABL keyword of 
the DTFMT declarative macro (9.2.6. 1); unlabeled format is assumed if this keyword is npt 
specified. 


E.2. SYSTEM standard TAPE LABELS 

All standard tape labels, including optional UHL and UTL, are in blocks of 80 bytes. There 
are five tape label groups: three required, tvyo optional: 

■ Volume label group ' r 

■ File header label group , „ 

■ User header label group (optional) 

■ File trailer label group 

■ User trailer label group (optional) 
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E.2.1. Volume Label Group 

The volume label group comprises a single volume label, VOL1. The VOL1 label identifies 
the^ape reeLand its owner, and it is used to checK that the proper reel is mounted. (Refer 
to Table 9— 3) When a tape is first used at an installation, its volume serial number (VSN) 
and other volume information, as shown in Figure E — 1, are usually recorded on it 
magnetically with the TPREP utility routine, being specified to the routine with parameter 
cards. The volume serial number is also written on the exterior of the reel for visual 
identification to the operator. For a detailed description of TPREP, refer to the system 
service programs (SSP) user guide, UP-8062 (current version); note that you cannot use 
this routine to prep a magnetic tape volume dynamically, although you may prep as many 
as 36 volumes with it. 

As an alternative to using TPREP, if you want tape SAM to prep the volumes of a . standard 
labeled file dynamically, as a preliminary part of the job step in which you create the file, 
you specify the parameter (PREP) in the VOL job control statement of the file's device 
assignment set, also specifying a unique VSN; Data management then preps the volumes 
from ihfoThtation you supply on the associated VOL and LBL statements. This procedure is 
described in 9 3.3.3. ; 

When you issue an OPEN macro to ah output tape file, its open-and-reWind options are 
executed first (9.2.5.2 and 9. 2.5.3), and then the tape is chscked/to sSe if it is at the load 
poirft. If it is at the load point, data management reads the VOLI label (if it is not in the 
prep mode) and, cheeking the VSN, saves this for use in writing or reading the file header- 
labels (HDR1 and HDR2). It then positions your tape SO that the volume labels are not 
destroyed, and no further volume label processing is performed. 

If the output tape is not at the load poiht after the open-and-rewind options are executed, 
tape SAM assiimes that it is positioned between the two ending tapemarks of the 
previous file, or jUst prior to the HDR1 label of an existing file. In either case, ho volume 
label checking or creation is performed. 

For an input tape, the OPEN transient first executes the open-and-rewind options and then 
checks to see whether the tape is at the load point. If it is, the VOLI label is read and the 
VSN is used to check the file serial number in the appropriate file header or trailer label. 
The tape is then positioned to the proper file header or trailer label, as specified in the file 
sequence number field of the associated LBL job ’control statement (9.3;4),anrd no further 
volume label processing is performed. If the input tape is not at the load point after your 
open-and-rewind options are executed, tape SAM assumes that the tape is positioned 
between the two ending tape marks of a previously created file, or just prior to the HDR1 
label of an existing file. In either case, no further volume label processing is performed. 

When any volume label is encountered during the processing of a CLOSE mabroinstruction 
for an input tape (9.2.5.4, 9.4.2), if you have specified READ=BACK (9.2.5.1), the label is 
bypassed without processing. Figure E — 1 shows the format of the VOLI label; its fields 
are described in Table E — 1. 
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BYTES 



LEGEND: 



Generated by data managennent or reserved for system expansion. 


I I Written by data management from user-supplied < 


Figure E — 1. Tape Volume 1 (V0L1) Label Format for an EBCDIC Volume 
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Table E—1. Tape Volume 1 (V0L1) Label Format, Field Description for an EBCDIC Volume 


Field 

initialized By 

Bytes 

Code 

Description 

Label 

identifier 

Tape prep 

0-2 

EBCDIC 

Contains "VOL" to Indicate 
that this is a volume label 

Label number 

Tape prep 

3 

EBCDIC 

Always "1", for the initial 
volume label 

Volume serial 
number 

Tape prep 

4-9 

EBCDIC 

Unique identification number 
assigned to this volume by 
your installation. Tape SAM 
expects 1 to 6 alphanumeric 
characters, the first of which 
is alphabetic 

Volume 

security 

Data Mgt 

10 

EBCDIC 

Reserved for future use by 
installations requiring 
security at the reel level. 

Currently blank 

Reserved 


11-20 

EBCDIC 

Contains blanks (40^ g) 

Reserved 


21-30 

EBCDIC 

Contains blanks (40,jg) 

Reserved 


31-40 

EBCDIC 

Contains blanks (40,^ ^) 

Owner 

identification 

Tape prep 

41-50 

EBCDIC 

Unique identification of the 
owner of the reel : any 
combination of alphanu merles 

Reserved 


51-79 

EBCDIC 

Contains blanks (40,jg) 


E.2.2. File Header Label Group 

The file header label group comprises two labels, HDR1 and HDR2, described in the 
following subparagraphs. 


E.2.2.1^ First File Header Label {HDR1) 

The first file header label (HDR1), which identifies the file, is written at the beginning of 
each file. The HDRl label is required and has the fixed format shown in Figure E— 2; its 
fields are described in Table E— 2. All fields in the HDRl label may be specified in the job 
control stream. 
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Table E—2. First File Header Label (HDRIl Field Description 


Field 

Bytes 

De^rjption 

Label identifier 

0-2 

Contains "HDR" to indicate a file header label 

Label number 

3 

Always “V" 

File identifier 

4-20 

A 17-byte configuration that uniquely identifies 
the file. It may contain embedded blanks and is 
left-justified in the field if fewer than 17 bytes 
are specified. 

File serial number 

21-26 

The same as the VSN of the VOL1 label for the 
first reel of a file or a group of multifile reels 

Volume sequence 
number 

27-30 

The position of the current reel with respect 
to the first reel on which the file begins. 

File sequence number 

31-34 

The positioa of this file with respect to the 
first file in the group 

Generation number 

35-38 

The generation number of the file (0000-9999) 

Version number of 
generation 

39-40 

The version number of a particular generation 
of a file 

Creation date 

41-46 

The date on which the file was created, expressed 
in the form YYDDD and right-justified. The 
leftmost position is blank. 

Expiration date 

47-52 

The date the file may be written over or used 
as scratch, in the same form as the creation 
date 

File security indicator 

53 

Reserved for file security indicator. Indicates 
whether additional qualifications must be met 
before a user program may have access to the file. 

0 = No additional qualifications are required* 

1 = Additional qualifications are required. 

Unused 

54-59 

Unused field, containing EBCDIC O's 

‘ System code 

60-72 

Reserved for system code, the unique identification 
of the operating system that produced the file 

Reserved 

73-79 

Reserved field, containing blanks (40^ g). 
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For input tapes, all fields up to and including the system code field in the HDRT label are 
checked at file open against the values you specify in the LBL job control statement 
(9.3.4), unless you have specified read-backward processing (9L2.5.1). If you have specified 
READ=BAGK, tape SAM bypasses the H DR 1 labelWithout processing it. For mpltifile input 
volumes, you should specify the file sequence number in the LBL job control statement to 
ensure proper tape positioning. 

For output files, the tape must be positioned properly before you may open the files. On 
file open, the expiration date in the HDR1 label is checked against the current or actual 
calendar date to determine whether the associated file has expired. If it has not, data 
management issues error message DM57r and it is not possible to write to the file. You 
should mount the correct volume and rerun. 

If the file has expired, the tape is positioned so that the old HDR1 label is overwritten. The 
HDR1 label for the new file, set up from the values you specify in the LBL job control 
statement, is written on the tape. 


E.2.2.2. Sepond File Header Label (HDR2) 

The second file header label (HDR2) acts as an extension of the HDRT label and is 
required in standard labeled files. Unless the HDR2 label was created by OS/3, however, 
as indicated in the system code field of the HDR1 label, tape SAM ignores the HDR2 label 
on input tapes. Figure E— 3 shows the format of the HDR2 label; Table E — ^^3 describes its 
fields. 
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Table E—3. Second File Header Label (HDR2), Field Description 


Field 

Bytes 

Description 

Label identifier 

0-2 

Contains '*HDR*' to indicate a file header label 

Label number 

3 

Always "2” 

Record format character 

4 

Character Meaning 

D Variable-length, with length 

fields specified in decimal 

F Fixed-length 

U Undefined 

V Variable-length, with length 

fields specified in binary 

Block length 

5-9 

Five EBCDIC characters specifying the maximum 
number of characters per block 

Record length 

10-14 

Five EBCDIC characters specifying the record length for 
fixed-length records. For any other record format, this 
field contains O's. 

Reserved 

15-35 

Reserved for future system use 

Reserved 

36-79 

Reserved for future system use 


E.2.3. File Trailer Label Group 

The file trailer label group comprises either of two pairs of labels, depending on whether 
the reel contains an end-of-file or an end-ofTVolumei condition. In the first condition, the 
first label of the pair is the EOF1 label, in a format identical to the HDRl label; the second 
label is the EOF2 label. Its format is identical to the HDR2 label. In the end-of-volume 
condition, these labels are the EOV1 and EOV2 labels; again, the formats of these labels 
are identical to their counterparts in the file header label group, HDRl and HDR2. 

When you issue an OPEN macroinstruction to an input tape file, with READ=BACK 
specified in the DTFMT macroinstruction, the OPEN transient checks the fields in an EOF1 
and EOV1 label against the values you have specified in the LBL job control statement. 
This processing is similar to that of the HDRl label. 

Figure E — 4 illustrates the format of the EOF1 or EOV1 label; Table E — 4 summarizes the 
contents of its fields. Similarly, Figure E — 5 and Table E — 5 describe the EOF2 or EOV2 
label. 
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label Identifier 


file identifier 




file serial number 



. . .sequence number 



. . .sequence number 



. . .number 


1 

. . . number 

creation date 


expiration date 


block count 


system code 


generation 


reserved 


LEGEND: 

Generated by data management or reserved for system expansion 
[ [ Written by data management from user-supplied data 

Figure E — 4. Tape Fife EOF 1 and EOV1 Label Formats 
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Table E — 4. Tape File E0F1 and E0V1 Labels, Field Description 



Field 

Bytes 

Description 

Label identifier 

0-2 

indicates that this is a file trailer label; 
contains "EOF'" for an end-of-file label, 
or "EOV" for an end-of-volumb label 

Label number 


Always "1" 

File identifier 

4-20 

A 17-byte configuration that uniquely identifies 
the file. It may contain embedded blanks and is 
left.-justified in the field if fewer than 17 
bytes are specified. 

File serial number 

21-26 

The same as the VSN of the VOL1 label 
for the first reel of a file or a group of 
multifile reels 

Vblume sequence number 

27-30 

The position of the current reel with respect 
to the first reel on which the file begins. 

File sequence number 

31-34 

The position of this file with respect to the ^ 
first file in the group 

Generation number 

35-38 

The generation number of the file (0000—9999) 

; Version number of 
^neration 

39-40 

The version number of a particular generation 
of a file 

Creation date 

41-46 

The date on which the file was created, expressed 
in the form YYDDD and right-justified. The left- 
most position is blank. ■ 

Expiration date 

47-52 

The date the file may be written over or used as 
scratch, in the same form as the creation date 

File security indicator 

53 

Reserved for file security indicator, indicates 
whether additional qualifications must be met before 
a user program may have access to the file. 

0 = No additional qualifications are required. 

1 = Additional qualifications are required. 

Block count 

54-59 

In the first file trailer label, indicates the 
number of data blocks: either in this file of 
a multifile reel, or on the current reel of a 
multivolume file. Tape SAM checks the block 
count for input files or writes the count for. 
output files. 

System code 

«)-72 

Reserved for system code, the unique identification 
of the operating system that produced the file 

Reserved 

73-79 

Reserved field, containing blanks (40 .jg) 
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Table E~~5. Tape File E0F2 and E0V2 Labels, Field Description 


Field 

Bytes 

Description 

Label identifier 

0-2 

Indicates that this is a file trailer label; contains 
"EOF" for ah end-of-file label, or '*EOV" for 
an end-of-volume label 

Label number 

3 

Always “2’* 

Record format character 

4 

Character Meaning 

D . Variable-length, with length 

fields specified in decimal 

F Fixed-length 

U Undefined 

V Variable-length, with 

length fields specified in binary 

Block length 

5-9 

Five EBCDIC characters specifying the maximum 
number of characters per block 

Record length 

10-14 

Five EBCDIC characters specifying the record length 
for fixed-length records. For any other record 
format, this field contains O's. 

Reserved 

15-35 

Reserved for future system use 





Reserved 


36-79 


Reserved for future system use 
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E.2.4. Standard User Header and Trailer Labels 

In a standard labeled file, you may use only the standard UHL and UTL; within the OS/3 
tape SAME conventions, their use is entirely optional. You may have one or as many as 
eight UHL, or none at all; the same applies to optional UTL If you use them, they must be 
in the OS/3 standard 80-byte format and content as described in Figure E— 6 and Table 
E_6. Their position in a standard labeled tape volume is as prescribed in Section 8. 

When you have specified the block numbering option with the BKNO keyword parameter 
of your DTFMT declarative macro (9.2.3. 5), the system labels and your optional user labels 
may not be the standard length. Optional user labels in an EBCDIC input file must then be 
83 bytes long, and user labels in an ASCII input file 81 bytes long, to ensure correct 
processing. 



LEGEND: 


□ 


Written by user's LABADDR routine. 



Written by data management. (See note to Table E — 6.) 


Figure E--6. Optional User Header and Trailer Label Format ASCII and Standard Labeled EBCDIC Tape Files 


Table E-6. Optional User Header and Trailer Labels, Field Description for Standard Labeled Tape Files 


Field 

Bytes 

Description 

Label identifier 

0-2 

Contains "UHL" for user header label; "UTL" for 
user trailer label 

Label number 

3 

Ranges from 1 through 8 (See note.) 

Label data 

4-79 

Contains 76 bytes of user-specified information 


NOTE: 

For ASCII files, the label number is not written by data management; it is the user's responsibility. Also there is 
no limit on the range; the user may have any number of user labels he wants. 
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E.3. ASCII STANDARD MAGNETIC TAPE LABELS 

The figures and tables that follow describe the labels written (and expected to be read) by 
OS/3 magnetic tape SAM for ASCII files. Note the vety small differences for foregoing 
EBCDIC labels and these ASCII labels, which Conform to American Natidnai Standard 
Magnetic tape Labels for Information interchange, X3.27 — 1969. 

OS/3 magnetic tape SAM writes and processes the folldwing ASCII standard labels: 
VOL1, HDR1, HDR2, EOV1, EOV2, EOF1, and EOF2. Although data management also 
provides for input and output processing of optional UHLs and UTLs (their forrris are 
identical in ASCII to those described in E.2.4), it does not provide for processing optional 
user void me labels (UVLs) oh'output. If present on ASCII Input tapes, UVLs are accepted, 
but bypassed and ignored. 

For ASCII record formats and reel organizations, refer to Section 8. 

E.3.1. ASCII dharaCter Code and Processing ' " 

During' input and oUtput processing of ASCII magnetic tape files, OS/3 data management 
use's the character code specified by American National Standard Code for information 
Interchange, X3.4 — 1968, performing appropriate translations (EBCDIC to ASCII, or vice 
versa) so that your program always processes in EBCDIC. Refer to 9.2.7. 1 for details on 
specific or automatic inclusion of the OS/3 ASCII translation table module during link 
time. Appendix C provides a useful cross-reference table depicting the correspondence 
betvveen ASCII and EBCDIC. 

E.3.i.1. Output Processing of Labels in ASCII Magnetic Tape Files 

When you specify ASCII = YES in the DTFMT declarative macro defining an output 
magnetic tape file, OS/3 data management writes out all system labels in ASCII. Just as 
you must present your data to data management in EBCDIC (9.2.7. 1) so also must you 
present yOur optional UHL and UTL label data in EBCDIC. Data management translates 
these into ASCll before writing them out to tape. It is yoUT responsibility to write out the 
label number. 


E.3.1. 2. Input Processing of Labels in ASCII Magnetic Tape Files 

When reading input magnetic tape files coded in ASCII, OS/3 data management assumes 
that these comply fully with American National Stendard X3.27 — 7969, and that there is 
no mixture of character codes. Any exception may result in incorrect processing. Before 
passing your data and your optional UHLs or UTLs to you, data management translates 
these into the form it expects to receive before ouptut: your program receives data and 
labels in EBCDIC. 

E.3.2. OS/3 Processing of Certain Fields in ASCir Tape Labels 

The format and content of ASCII magnetic tape labels in OS/3 are depicted in Figures 
E— 7 through E— 11 end Table E— 7 through E— -11. These Subparagraphs describe the 
way OS/3 processes certain of the label fields; further notes appear in the tables. 
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E.3.2.1. Accessibility Field 

The accessibility field occurs in the VOL1, HDRl, EOFl, and EOV1 labels. During read- 
forward input, a "space" (2/0) encountered in this field of ibof/7 the VOLl and HDRl labels 
allows processing to continue, whereas a nonspace in either field causes the issuance of 
error message DM12 to the operator's console; processing may not continue unless the 
operator responds with the override option in effect at your installation. (For backward- 
read input, the procedure is identical, the fields interrogated being those in the EOV1 and 
EOFl, labels.) 

In OS/3, there is no option to write a nonspace character in the accessibility field of any 
system label on output ASCII tapes; data management always creates this field as 
"space". 

E.3.2.2. Label Standard Level Field 

The label standard level field occurs only in the VOL1 label. When writing output ASCII 
tapes, data management writes "1" in this field to indicate that the tape is in full 
compliance with American National Standard X3.27 — 1969. On input tapes, a "t" in this 
field ensures correct processing; tapes created under later versions of the staridard may 
also be accepted, but you cannot be assured of correct processing. 


E.3.2.3. Expiration Date Field , 

The expiration date field occurs in the HDRl, EOFl, and EOV1 labels. If you attempt to 
write over an unexpired file in an ASCII tape (one whose expiration date is later than 
today's date), data management issues error rnessage DM57 to the operator console. You 
will not be able ta continue processing unless the operator responds with the override 
option in effect at your installation. 

You should note that, in a multifile ASCII volume, if you give a file a later expiration date 
than you have given to the files that you have already recorded on the tape, this additional 
protection you intend is not effective. The expiration date of the first file on a volume is 
the latest date on which any part of the volume is protected from being overwritten. 


E.3.2.4. System Code 

In writing output tapes, data management writes "OS3", left-justified in the 13-byte 
system code field. The remainder of the field is filled with "spaces". The field is ignored on 
input. 


E.4. PADDING 

In other systems, provision has sometimes been made to allow label blocks to be extended 
in length to the nearest multiple of the computer's word length, any desired characters 
being used for padding. OS/3 does not provide for padding of labels (nor of data blocks; 
see Section 8). If the labels in your ASCII input files are not exactly 80 bytes in length, 
they cannot be processed properly by OS/3. (If BKNO=YES is specified, however, label 
length should be exactly 83 bytes.) 
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BYTE 


12 

16 

20 

24 

28 

32 

36 

40 

44 

48 

52 

56 

60 

64 

68 

72 

76 


volume serial 
number 


accessibility 


reserved for future 
standardization 


reserved for future standardization 


owner identification 


reserved for future 
standardization 


label standard 
level 


Figure E—7. Volume Header Label (VOL1) for an ASCII Magnetic Tape Volume 
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Table £ — 7. Volume Header Label (V0L1 1 Field Description for an ASCII Volume 


Field 

Bytes 

Description 

Label identifier 

0-2 

Must be “VOL” 

Label number 

3 

Must be "1” 

Volume serial number 

4-9 

Six “a” characters permanently assigned by the owner to 
identify this physical volume (that is, this reel of magnetic 
tape). (See Note 1.) 

Accessibility 

10 

An “a” character that indicates any restrictions on who 
may have access to the information in this volume. A ’ 

“space" means unlimited access; any other character 
means special handling, in the manner agreed upon 
between the interchange parties. (See Notes 1 and 2.) 

Reserved 

11-30 

Reserved for future standardization. Must be “spaces". 

(See Note 2.) 

Reserved 

31-36 

Reserved for future standardization. Must be "spaces". 

(See Note 2.) 

Owner identification 

„ 37-50 

Any "a“ characters, identifying the owner of the physical 
volume (See Note 1.) 

Reserved 

51-78 

Reserved for future standardization. Must be “spaces" 

(See Note 2.) 

Label standard level 

79 

“1 " means that the labels and data formats on this volume 
conform to the requirements of American National 

Standard X3.27— 1969. “Space" means that the labels 
and data formats on this volume require the agreement 
of the interchange parties. (See Note 2.) 


NOTES: 

1. An "'a” character is any of the characters occupying the center four columns of ASCII (American National Standard Code for 
Information Interchange) except position 5/15 and those positions where there is a provision for alternative graphic 
representation. 

2. “Space” is the normally nonprinting graphic character occupying position 2/0 of ASCII. 
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. set identification 

file ... 

. . .section number 

file../ 

. . . sequence nurhber 

gener- 

ation nurriber 

generation . . . 



i - * block count ; 


- system code 

~ ’ 


reserved for future 

- ■ — - 


standardization 



Figure E—8, First File Header Label (HDRI) for an ASCII Magnetic Tape Volume 
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Table E — 8. First File Header Label (HDR1), Field Description for an ASCII Volume (Part 1 of 2} 


Field 

Bytes 

Description 

Label Identifier 

0-2 

Must be ''HDR" 

Label number 

3 

Must be "1” 

File Identifier 

4-20 

Any “a” characters agreed on between originator and 
recipient . (See Note 1.) 

Set identification 

21-26 

Any *'a’' characters to identify the set of files of which 
this is one. This Identification must be the same for all 
files of a multifile set. (See Note 1.) 

File section number 

27-30 

The file section number of the first header label of each 
file is *'0001 This applies both to the first or only file 
on a volume and to subsequent files on a multifile 
volume. This field is incremented by one on each 
subsequent volume of the file. 

File sequence number 

31-34 

Four "n” characters denoting the sequence (that is, 

0001, 0002, etc) of files within the volume or set of 
volumes. In all the labels for a given file, this field will 
contain the same number. (See Note 3.) 

Generation number (optional) 

35-38 

Four '^n" characters denoting the current stage in the 
succession of one file generation by the next. When a 
file is first created, its generation number is 0001. (See 

Notes 3 and 4.) 

Generation version number (optional) 

39-40 

Two ''n" characters distinguishing successive iterations 
of the same generation. The generation version number 
of the first attempt to produce a file is 00. (See Notes 

Sand 4.) 

Creation date 

41-46 

A “space" followed by two “n" characters for the year, 
followed by three “n“ characters for the day (001 to 

366) within the year (See Notes 2 and 3.) 

Expiration date 

47-52 

Same format as creation date field. This file is regarded 
as “expired" when today's date is equal to, or later than, 
the date given in this field. When this condition is 
satisfied, the remainder of this volume may be overwritten. 

To be effective on multifile volumes, therefore, the 
expiration date of a file must be less than, or equal to, the 
expiration date of all previous files on the volume. 

Accessibility 

53 

An "a" character that indicates any restrictions on who 
may have access to the information in this file. A "space" 
means unlimited access; any other character means special 
handling, in a manner agreed upon between the interchange 
parties. 

Block count 

54-59 

Must be "zeros" 

System code (optional) 

60-72 

Thirteen "a" characters identifying the operating system 
that recorded this file. Output tapes written by OS/3 
tape SAM contain "OSS". 

Reserved 

73-79 

Reserved for future standardization; must contain "spaces" 


NOTES: 


1 . 


An “a” character is any of the characters occupying the center four columns of ASCII (depicted in American National Standard 
X3.4 — 1968), except for position 5/15 and those positions where there is provision for alternative graphic representation. 
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Table E—8. First File Header Label (HDRI), Field Description for an ASCII Volume (Part 2 of 2} 


2. A "space" is the normally nonprinting graphic character occupying position 2/0 in ASCII. 

3. An "n" character is any ASCII numeric digit, from 0 through 9. 

4. "Optional," when used to describe a field in these ASCII labels, means that the field may, but need not, contain the information 
described. If an optional field does not contain the designated information, it must contain "spaces". 


BYTE 



Figure E — 9. Second File Header Label (HDR2) for an ASCII Volume 
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Table E— 9 . Second File Header Label (HQR2T Field Description for an ASCII Volume 


Field 

Bytes 

De^rlption 

Label identifier 

0-2 

Mustbe^'HDR" 

Label number 

-r 3 

Mustbe^2'" ' 

Record format 

4 

Character Meaning 

F Fixed length 

D Variable, with the number of characters 

in the record specified in decimal 

V Variable, with the number of characters 

specified in binary. (See Note.): 

U Undefined 

Block length 

5-9 

Five characters specifying the maximum number of 

characters per block. (See Note 3, Table E— 8.) 

Record length 

10-14 

Five ''n" characters specifying: if "'record format" is F, 
record length; if D or V, maximum record length including 
any count fields; if U, then undefined. (See Note.) 

Reserved 

15-49 

Reserved for OS/3 use; currently "spaces" 

Buffer offset (optional) 

50-51 

Two "n" characters specifying the length in characters of 
any additional field inserted before a data block— for 
example, block length. This length is included in the block 
length. (See Notes Sand 4, Table E— 8.) 

Reserved 

52-79 

Reserved for future standardization; must contain "spaces". 
(See Note 2, Table E-8.) 



NOTE: 

OS/3 magnetic tape SAM does not support the ASCII “V-format” record. 
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^ label identifier 
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file . . . 
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reserved for future^ 
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Figure E^tO. First End-of-Fiie or End~of^Volume Label (EOFI/EOVI) for an ASCII Volume 
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Table E—10. First End-of-FHe or End-of-Volume Label (E0F1 /EOVI), Field Description for an ASCII Volume 



Generation number (optional) 


Generation version number (optional) 39—40 


Creation date 



Description 


Contains "EOF” if an end-of-file label; "EOV" for end-of- 
volume label 


Any "a" characters agreed on between originator and 
recipient (See Note Table E— 8.) 


Any "a" characters to identify the set of files of which 
this is one. This identification must be the same for all 
files of a multifile set. (See Note 1, Table E— 8.) 


The file section number of the first header label of each 
file is "0001 ". This applies both to the first or only file 
on a volume and to subsequent files on a multifile 
volume. This field is Incremented by one on each 
subsequent volu me of the file. 


Four "n" characters denoting the sequence (that is, 
0001, 0002, etc) of files within the volume or set of 
volumes. In all the labels for a given file, this field will 
contain the same number. (See Note 3, Table E— 8.) 


Four "n" characters denoting the current stage in the 
succession of one file generation by the next. When a 
file is first created, its generation number is 0001. 
(See Notes 3 and 4, Table E— 8.) 


Two "n" characters distinguishing successive iterations 
of the same generation. The generation version number 
of the first attempt to produce a file Is 00. (See Notes 
Sand 4, Table E— 8.) 


A "space" followed by two "n" characters for the year, 
followed by three "n" characters for the day (001 to 366) 
within the year. (See Notes 2 and 3, Table E— 8.) 


Same format as creation date field. This file is regarded 
as "expired” when today's date is equal to, or later than, 
the date given in this field. When this condition is 
satisfied, the remainder of this volume may be 
overwritten. To be effective on multifile volumes, 
therefore, the expiration date of a file must be less than, 
or equal to, the expiration date of all previous files on 
the volume. 


An "a" character that indicates any restrictions on who 
may have access to the information in this file. A "space" 
means unlimited access; any other character means special 
handling, in a manner agreed upon between the interchange 
parties. (See Notes 1 and 2, Table E— 8.) 


Number of data blocks in the file or volume 


Thirteen "a" characters Identifying the operating 
system that recorded this file. Output tapes written by 
OS/3 tape SAM coiitain "OS3". (See Note 1, Table E-8.) 


Reserved for future standardization; must be "spaces". 
(See Note 3, Table E— 8.) 
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record 

length 





reserved for operating 
systems 



Figure E—1 1. Second End-of-FHe or End-of-Volume Label {E0F2/E0\/2} for an ASCII Volume 
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Table £—11. Second End-of-FHe or End-of-Volume Label (EOF2/EOV2L Field Description for an ASCII Volume 


Field 

Bytes 

Description 

Label identifier 

0-2 

Contains “EOF" if an end-of-file label; "EOV" for end- 



of-volume 

Label number 

3 

Must be "2" 

Record format 

4 

Character Meaning 

F Fixed length 

D Variable, with the number of characters 

in the record specified in decimal 

V Variable, with the number of characters 

specified in binary. (See Note 1, Table E— 9.) 

U Undefined 

Block length 

5-9 

Five "n" characters specifying the maximum number of 
characters per block. (See Note 3, Table E— 8.) 

Record length 

10-14 

Five "n" characters specifying: if "record format" is F, 
record length; if D or V, maximum record length 
including any count fields; if U, then undefined. (See 

Note 1, Table E— 9.) 

Reserved 

15-49 

Reserved for OS/3 use; currently "spaces”. (See Note 2, 

Table E-8.) 

Buffer offset (optional) 

50-51 

Two "n" characters specifying the length in characters 
of any additional field inserted before a data block— for 
example, block length. This length is included in the 
block length. (See Notes 3 and 4, Table E— 8.) 

Reserved 

52-79 

Reserved for future standardization; must be "spaces". 

(See Note 2, Table E-8.) 
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Update A 


Appendix F. Consolidated Data Management 

Migration Considerations 




F.l. WHAT DO I HAVE TO DO TO MIGRATE TO CONSOLIDATED 
DATA MANAGEMENT? 

The answer is that the amount of effort varies with language of the program you want to 
migrate: that is, BAL, RPG II, 1968 American National Standard COBOL, 1974 American 
National Standard COBOL, or FORTRAN. 


F.2. MIGRATION REQUIREMENTS 

The migration requirements for programs written in the various programming languages 
are discussed in the paragraphs that follow. 


F.2.1. BAL Programs 

If your program is written in BAL, you must redefine your files. This means that you must 
replace all basic data management DTF declarative macroinstructions with the 
consolidated data management CDIB and RIB declarative macroinstructions. 

If you use disk files with your program, these must be converted (using data utilities) to 
MIRAM files before they can be used. 

You must replace all basic data management imperative macroinstructions with the 
appropriate consolidated data management imperative macroinstructions. These new 
imperative macroinstructions must be immediately followed by inline coding that checks 
the status of the operation being performed. This is necessary because consolidated data 
management always returns control inline. There is no provision made for contingency 
routine addresses such as EOFADDR and ERROR in the RIB macroinstruction. 

After you have modified your program, it must be reassembled and relinked before it can 
be executed. 

Note that if your program creates disk files, these files must be specified as MIRAM files 
in the job control stream used to execute the program. 
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F.2.1.1. OS/3 Sequential DTF Mode To GDI Macro Converter {DTFCDI301) 

You can reduce the amount of effort required to migrate a basic data management BAL 
program that processes sequential files (card, tape, printer, or SAM disk) to consolidated 
data management by using DTFCDI301. This converter processes basic data management 
BAL source program modules that you have previously written to a library file. It produces 
a consolidated data management source program module and a listing that shows the 
actions taken by the converter. The consolidated data management source program 
module is automatically written to the original library file unless you specify otherwise. 
Those statements that cannot be converted or that require your attention are indicated by 
diagnostic messages on the listing. As you can see, the converter can save you 
considerable time because you only have to change your program where indicated. 

After you have modified your program, it must be reassembled and relinked before it can 
be executed. 

The DTFCDI301 user guide, UA-0455 (current version) contains the detailed information 
you need to successfully use the converter. 


F.2.2. RPG II Programs 

An RPG II program does not require any modifications unless you want to want to use 
workstations. It must, however, be recompiled and relinked before you can execute it even 
if you did not modify it. 

If your program uses disk files, these must be converted (using data utilities) to MIRAM 
files. 

Note that if your program creates disk files, they must be specified as MIRAM files in the 
job control stream used to execute the program. 


F.2.3. 1968 American National Standard COBOL Programs 

Programs that are written in this language cannot be migrated to consolidated data 
management. They must first be converted to 1974 American National Standard COBOL. 


F.2.4. 1974 American National Standard COBOL Programs 

A program written in this language does not require any modification unless it uses disk 
files. It must, however, be recompiled and relinked before you execute it even if you did 
not modify it. 

If your program uses disk files, these must be converted (using data utilities) to MIRAM 
files before you can use them. 

Note that if your program creates disk files, they must be specified as MIRAM files in the 
job control stream used to execute the program. 



UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


F-3 

Update B 


F.2.5. FORTRAN Programs 

Your FORTRAN program does not have to be recompiled; however, you must update your 
unit definitions, reassemble them, and relink them with your program before you can 
execute it. 

If you want to use workstations, you must modify your FORTRAN source program and 
recompile it. You must also update your unit definitions and include unit definitions for the 
workstations. These unit definitions must be reassembled and relinked with your program 
before you can execute it. 

If your program uses disk files, these must be converted (using data utilities) to MIRAM 
files. 

Note that if your program creates disk files, they must be specified as MIRAM files in the 
job control stream used to execute the program. 
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Reference 

Page 

Term 

Reference 

Page 

c 



CNTRL macro 






device skip code table 

Table 7-4 

7-22 

Card codes 



DTFCD macro 

3.3 

3-3 

column binary 

C.3.2 

C— 9 

magnetic tape 

9.4.10 

9—62 


Fig. C-2 

C-9 

nonindexed disk 

15.7.15 

15-103 

compressed 

C.3.1 

C— 8 

printer 

7.4.3 

7—21 


Fig. C-1 

C-8 

punched card SAM 

3.4.4 

3-19 

data conversion 

C.4 

C-9 

using 

. 3.4.4.1 

3-20 

Hollerith 

C.2.1 

C-2 




96-column punch 

Fig. C-3 

C-11 

Code correspondences 






column binary 

C.3.2 

C-9 

Card files 

See punched 


Fig. C-2 

C-9 


card files. 


compressed card code 

C.3.1 

C-8 





Fig. C-1 

C— 8 

Card punch 



data conversion 

C.4 

C— 9 

card flow 

Fig. 3-1 

3-20 

description 

C.l 

C— 1 

characteristics 

Table A— 2 

A-3 

EBCDIC/ASCII/Hollerith 

C.2 

C-1 

codes, 96-column 

Fig. C— 3 

C-11 


Table C— 1 

C-3 

using CNTRL macro 

3.4.4. 1 

3—20 







Codes 



Card reader 



ASCII 

See ASCII. 


characteristics 

Table A-1 

A-2 

device-independent control 



See also punched card. 



character 

Table 7-1 

7-6 




device skip 

• Table 7— 4 

7-22 

Character deletion 

17.5.3.1 

17—45 

EBCDIC 

See EBCDIC. 





shift 

See shift codes. 

Character mismatches 

7.3 

7-13 







Combined files, diskette 



Character mode, paper tape files 



description 

4.2.3 

4-4 

character deletion, 



record processing 

5.2.3 

5-2 

input files 

17.5.3.1 

17—45 




description 

17.2 

17—1 

Compressed card code 




17.3.3 

17-10 

description 

C.3.1 

C— 8 

letter/figure shifting 




Fig. C-1 

C— 8 

and translation 

17.5.3 

17—39 

mode 

C.4 

C— 9 


17.5.5 

17-50 




specifying 

17.5.2.2 

17-37 

Consolidated data management 



See also paper tape files. 



description 

1.2 

1-1 




migration considerations 

Appendix F 


Characters, paper tape 






delete 

17.3.1 

17-5 

Control characters 



letter and figure shift 

17.3.2 

17—6 

device-independent 

Table 7—1 

7-6 

null 

17.3.1 

17-4 

overflow and home paper 

Table 7— 2 

7-8 

stop 

17.3.1 

17-6 

paper tape 

17.3 

17-4 

types 

17.3 

17-4 

printer (DTFPR macro) 

7,3 

7-5 

Checkpoint dumps, bypassing 

9.2.8.2 

9-29 

Current data pointer 

15.6.11 

15-34 

CLOSE macro 



Current I/O area 

13.4.11 

13—21 

diskette 

5.4.4 

5-12 


13B.5.9 

13B-15 

ISAM 

11.5.1.2 

11-25 




magnetic tape 

9.4.2 

9—48 

Current record pointer 

11.4.7 

11-13 

nonindexed disk 

15.7.2 

15-63 




paper tape 

17.4.2 

17-18 

Current relative block address 

15.7.17 

15-106 


17.5.9 

17—65 




printer 

7.4.5 

7—27 




punched card 

3.4.5 

3—24 
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Term 


Cylinder overflow 
area, providing 
control record 


Cylinders 

calculating space requirements 
formats, ISAM files 


D 

DAM files 

description 

disk 

Data 

conversion 

organization on typical 
peripheral devices 
partition, IRAM 
. structure 
utilities 

Data blocks 

format, ISAM 

See also blocks. 

Data management error messages 
description 
subcodes 

Data records, IRAM 

spanning disk sectors on 
. a fixed sector disk 
with and without 

DD job control statement 
use 

with DTFCD macro keyword 
parameters 

with DTFDA macro keyword 
parameters 

with DTFIR macro keyword 
, parameters 

with DTFIS macro keyword 
parameters 

with DTFMI macro keyword 
parameters 

with DTFMT macro keyword 
parameters 

with DTFNI and DPCA macro 
keyword parameters 
with DTFPR macro keyword 
parameters 
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Reference 

Page 

Term 

Reference 

Page 



with DTFPT macro keyword 



11.4.12 

11-17 

parameters 

Table 17—1 

17—27 

10.2 

10—3 

with DTFSD macro keyword 



Fig. 10-1 

10-4 

parameters 

table 15-1 

15—9 



Deallocation, dynamic 

16.3 

16—8 

10.2.2.1 

10-11 




Fig. 10-1 

10-4 

Deallocation statement (SCR) 

16,1.3 

16-2 



Declarative macroinstructions 





; description 

1.6.1 

1-12 



IRAM 

See DTFIR macro. 



ISAM 

See DTFIS macro. 



magnetic tape 

See DTFMT macro. 



MIRAM 

See DTFMI macro. 

1,5.2 

15.3 

1-10 

15-4 

nonindexed disk file 

15.5 

15-7 

paper tape 

See DTFPT macro. 

printer 

See DTFPR macro. 



punched card 

See DTFCD macro. 

C.4 

Fig. 1—1 

C-9 

Delete character 

17.2.1.2 

17.3.1 

17—3 

17—5 

1—4 


12.2.1 

1.3 

12-3 

1—4 

Deleting records 

See record deletion. 

1.7.5 

1-18 

Device allocation 

16J , 

16-1 

10.2.2 

Fig. 10— 4 

10-8 

10-9 

Device assignment set 
sample 

16.1.2 

16-2 

use of job control statements 

16.1.1 

16—1 

B.3.1 

B— 2 

Device-independent control 



Table B— 1 
Table B— lA 

B— 3 
B— 9 

character codes 

Table 7-1 

Table 7-4 

7—6 

7—22 

Device skip code table 



Direct access files 



Fig. 12-2 

12—5 

random retrieval 

15.7.14 

15-97 

Fig. 12-1 

12-4 

See also DAM files. 



16.1.1 

16-1 

Direct access method 

Direct IRAM files 

See DAM, 


Table 3-1 

3-13 

adding records 

13.1.2.3. 

13—7 

creating 

13.1.2.1 

13 — 5 

Table 15-2 , 

15-12 

deleting records 

13.1.2.5 

13—8 

description 

13.1 

13—1 

Table 13—1 

13-16 

extending 

13.1.2.2 

13-6 

processing 

i3:i.2 

13 — 5 

Table 11—3 

11-21 

reorganizing 

retrieving and updating 

13.1.2.6 

13—8 

Table 13B-1 

13B— 10 

records 

13.1.2.4 

13-7 

Table 9—1 

9—4 

Direct retrieval 

See READ, KEY 




macro. 


Table 15-3 

15—17 

Disk address, relative 

See relative 


Table 7-3 

7-14 


disk address. 
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Reference 

Page 

Disk file labels 


Diskette 



description 

D.l D-1 

characteristics 

Table A— 4 

A-9 

diskette 

D.5 D-30 

combined files 

4.2.3 

4—4 


Fig. D— 16 D— 30 

file label format 

D.5 

D— 30 


Table D-12 D-31 


Fig. D-16 

D— 30 

file information group 

See file information 


Table D-12 D— 31 


group labels. 

files 

1.3.3 

1-7 

optional user standard 

See standard 


42 

4-1 


labels, disk. 


Fig. 4-1 

4—2 

volume information group 

See volume informa- 

input files 

4.2.1 

4—3 


tion group labels. 

limitations 

5.2.6 

5—4 



output files 

4.2.2 

4—4 

Disk files 


record, formats 

4.3 

4—4 

access methods 

Section 15 


Fig. 4-2 

4-5 

assigning space to file 


SAM 

See SAM files, 

partition 

15.6.25 15-49 


diskette. 


creating by sequential load 

15.7.11.1 15-86 

using 

5.2.5 

5-3 

description 

1.3.6 1-8 




dynamic deallocation 


Double-buffering 

17.5.1.4 

17-30 

(SCRTCH) 

16.3 16—8 




extension error handling 

B.3.3 B— 12 

DPCA macro 



IRAM 

See IRAM. 

description 

15.4 

15—5 

ISAM 

See ISAM. 


15.5.4 

15-16 

labels 

See disk file 

format 

15.5.4 

15-16 


labels. 

keyword parameter summaries 

Table 15- 

3 15-17 

nonindexed 

See nonindexed 


Table 15- 

7 15-58 


disk files. 

keyword parameters 

15.6 

15-20 

renaming (RENAME) 

16.2 16-6 

nonstandard forms of keyword 



updating and extending 

15.7.9.2 15—78 

parameters 

15.6.37 

15—57 

See also sequential disk files. 







DTE error 

17.5.9 

17-65 

Disk head movement 

15.7.15 15-103 






DTE fields 



Disk prep routine 

1.7.1 1-15 

filenameC 

See, filenameC. 



other 

B.42 

B— 15 

Disk sectors 

12.2.2 12—3 






DTE forms 

1.6.1 

1—12 

Disk space management 





description 

1.7.3 1—17 

DTECD macro 



error codes 

B.3.2 B-10 

diskette 

5.3 

5-5 


Table B-2 B-11 

punched card SAM files 

3.3 

3—3 

OBTAIN macro 

16.4.1 16-12 




VTOC 

16.4 16-11 

DTEDA macro 





description 

15.2 

15—3 

Disk space requirements, estimating 



15.3 

15-4 

indexed IRAM file 

12.2.4 12-9 


15.5.2 

15—11 

indexed MIRAM file 

13A.2.5 13A-9 

format 

15.5.2 

15-11 

ISAM file 

10.2.2.1 10—11 

keyword parameter summaries 

Table 15- 

■2 15-12 

ISAM index area 

10.2.4 10—14 


Table 15- 

■7 15-58 

nonindexed IRAM file 

12.2.5 12-12 

keyword parameters 

15.6 

15-20 

noniridexed MIRAM file 

13A.2.6 13A-12 

nonstandard forms of 





keyword parameters 

15.6.37 

15-57 

Disk subsystem 





characteristics 

Table A-4 A-9 

DTEIR macro 



files 

See disk files. 

description 

13.3 

13—15 

flexibility 

1.5.6 1-11 

format 

13.3 

13—15 



keyword parameters 

13.4 

13—18 
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Page 

Term 

Reference 

Page 

DTFIR macro (cont) 






nonstandard forms of 



DTFSD macro 



keyword parameters 

13.4.26 

13-25 

description 

15.2 

15-3 

summary of keyword parameters 

Table 13- 

■1 13-16 


15.5.1 

15-8 




format 

15.5.1 

15-8 

DTFIS file table 



keyword parameter summaries 

Table 15-1 15-9 

filenameC 

11.6.1 

11—49 


Table 15-7 

15—58 

other addressable fields 

11.6.2 

11-49 

keyword parameters 

15.6 

15-20 


Table 11— 

-4 11—49 

nonstandard forms of key- 






word parameters 

15.6.37 

15-57 

DTFIS macro 






description 

11.3 

11-6 

DTFSD output file, extending 

15.7.9.3 

15—79 

format 

11.3 

11—7 




keyword parameter summary 

Table 11- 

-3 11-21 

Dumps, checkpoint 

9.2.8.2 

9—29 

keyword parameters 

11.4 

11—8 




nonstandard forms of key- 



DVC job control statement 

9.3.1 

9—31 

word parameters 

11.4.19 

11-20 


16.1.1 

16-1 

DTFMI macro 



Dynamic deallocation, disk 



description 

13B.4 

13B-8 

file (SCRTCH) 

16.3 

16-8 

format 

13B.4 

13B— 9 




keyword parameters 

13B.5 

13B-13 

Dynamic extension, file partition 

15.6.30 

15—53 

nonstandard forms of 






keyword parameters 

13B.5.24 

13B-20 

Dynamic tape prepping and recording 



summary of keyword parameters 

Table 13B 

-1 13B— 10 

density 

9.3.3.2 

9-34 

DTFMT macro 






description 

9.2 

9-1 




format 

9.2.1 

9-2 




keyword parameters 

Table 9- 

1 9-4 

E 



nonstandard forms of 






keyword parameters 

9.2.9 

9-29 

EBCDIC code correspondences 

C.2 

C-1 


Table 9- 

2 9-30 


Table C— 1 

C— 3 

DTFNI files, output 

15.7.9.5 

15-80 

EBCDIC record and block formats, 






magnetic tape 

8.2.5 

8—14 

DTFNI macro 




Fig. 8-11 

8—14 

description 

15.1 

15—2 





15.4 

15—5 

EBCDIC standard mode 

C.4 

C-9 


15.5.3 

15-14 




format 

15:5.3 

15—14 

EBCDIC volume organization, 



keyword parameter summaries 

Table 15- 

-3 15—17 

magnetic tape 




Table 15- 

-7 15—58 

file trailer label group 

E.2.3 

E— 9 

keyword parameters 

15.6 

15—20 

first file header label 



nonstandard forms of key- 



(HDRl) 

E.2.2.1 

E— 4 

word parameters 

15.6.37 

15-57 

multifile, end-of-file 

Fig. 8-2 

8-4 




multifile, end-of-volume 

Fig. 8-3 

8-5 

DTFPR macro 



nonstandard 

8.2.2 

8-2 

description 

7.3 

7-4 

second file header label 



parameter summary 

Table 7- 

-3 7—14 

(HDR2) 

E.2.2.2 

E-7 




single file 

Fig. 8-1 

8-3 

DTFPT macro 



standard 

8.2.1 

8-2 

basic parameters 

17.5.1 

17—28 


E.2.4 

E— 14 

description 

17.5 

17—24 

unlabeled 

8.2.3 

8—8 

file processing mode 

17.5.2 

17—36 


Fig. 8—6 

8—8 

format 

17.5 

17-25 

VOLl label format 

Fig. E-1 

E— 3 

summary of keyword parameters 

Table 17- 

-1 17—27 


Table E-1 

E— 4 
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Term 

Reference Page 

End-of-data (/*) job control statement 

2.3.2 2—3 

End-of-data processing 

magnetic tape 

9.2.2.5 9-12 

punched card 

3.3 3-5 

End-of-file 

condition, tape 

8.2.1 8-2 

Fig. 8-2 8-3 

input, address for routine 

15.6.4 15-25 

recording logical, disk 

15.7.11.3 15-89 

End-of-file handling routine, IRAM 

13.4.4 13-19 

End-of-file handling routine, MIRAM 

13B.5.3 13B-13 

End-of-file label 

end-of-volume coincidence 

8.2.4.1 8-9 

Fig. 8-10 8-13 

first 

See EOFl and 

EOVl labels. 

second 

See EOF2 and 

EOV2 labels. 

End-of-record stop character 

17.5.6 17—60 

End-of-tape routine, paper tape 

input files 

17.5.4 17-49 

End-of-volume condition 

8.2.1 8-2 

Fig. 8-3 8-5 

End-of-volume label 

end-of-file coincidence 

8.2.4. 1 8-9 

Fig. 8—10 8—13 

first 

See EOFl and 

EOVl labels. 

second 

See E0F2 and 

EOV2 labels. 

End-of-volume procedures, forcing 

See FEOV macro. 

ENDFL macro 

11.5.2.3 11-30 

EOFl and EOVl labels 

ASCII 

Fig. E-10 E-23 
Table E-10 E-24 

contents 

Table E— 4 E— 11 

description 

E.2.3 E— 9 

Fig. E-4 E-10 

EOF2 and E0V2 labels 

ASCII 

Fig. E-11 E-25 
Table E— 11 E— 26 

contents 

Table E— 5 E— 13 

description 

E.2.3 E— 9 

Fig. E— 5 E— 12 


Term 

Reference 

Page 

Error and exception handling 

card reader 

3.5 

3-25 

data management 

B.3.1 

B-2 

description 

B.l 

B-1 

disk file extension 

B.3.3 

B-12 

disk space management 

B.3.2 

B-10 

flagging procedures 

See flagging 


ISAM 

procedures. 

11.6 

11-49 


B.2.1 

B-2 

messages, system 

See system error 

nonindexed disk 

messages. 

15.8 

15-111 

printer 

7.6 

7-28 

return of control 

1.5.5 

1-11 


B.2 

B-1 

system error messages 

B.3 

B-2 

Error codes, disk space management 

B.3.2 

B-10 


Table B— 2 

B— 11 

Error handling routines 

card reader 

3.3 

3-6 

IRAM 

13.4.5 

13-19 

ISAM 

11.4.3 

11-10 

magnetic tape 

9.2.24 

9—12 

MIRAM 

13B.5.4 

13B-13 

nonindexed disk 

15.6.6 

15-26 

printer 

7.3 

7-8 

Error messages 

system 

See system error 

tape label processing 

messages. 

9.3.7 

9-43 

Error processing 

paper tape files 

17.5.9 

17-65 

See also error handling routines. 

Errors, parity 

See parity errors. 

ESETL macro 

11.5.5.4 

11-48 

Expiration date 

field, ASCII tape labels 

E.3.2.3 

E— 16 

SCRTCH macro 

16.3 

16-8 

EXT job control statement 

16.1.1 

16-1 

Extending existing disk files 

15.7.9.2 

15-78 


15.7.9.3 

15-79 

Extension, tape files 

9.3.6 

9-41 

Extension error handling, disk file 

B.3.3 

B-12 
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Reference 

Page 

F 

FEOV macro 

magnetic tape 

9.4.8 

9—59 

nonindexed disk 

15.7.7 

15-73 

Figure scan table 

17.5.5 

17-50 

Figure shift character 

17.3.2 

17-6 

Figure shifting and translation 

input files, character mode 

17.5.3 

17—39 

output files, character mode 

17.5.5 

17—50 

File accessing options 

11.4.1 

11—8 

File control block (FCB), SCRTCH 

macro 

16.3 

16-8 

File creation date 

9.3.4.4 

9—39 

File description labels, diskette 

4.2 

4-3 


D.5 

D-30 

File expiration date 

9.3.4.3 

9-38 

File header labels, tape 

first (HDRl) 

E.2.2.1 

E-4 

second (HDR2) 

E.2.2.2 

E— 7 

See also HDRl and HDR2 labels. 

File identifier 

9.3.4. 1 

9-36 

File information group labels, disk 

chain 

Fig. D-7 

D— 12 

description 

D.3 

D— 12 

format 1 

D.3.1 

D— 13 


Fig. D-8 

D— 13 


Table D-6 

D— 14 

format 2 

D.3.2 

D-18 


Table D— 7 

D-21 

format 3 

D.3.3 

D-25 


Fig. D-13 

D— 26 


Table D-11 

D-27 

File label information (LBL) statement 

9.3.4 

9-36 

File lock, suppressing 

IRAM 

13.4.15 

13—22 

ISAM 

11.4.11 

11—16 

nonindexed disk 

15.6.16 

15—38 

MIRAM 

13B.5.12 

13B-16 

File lock feature 

16.1.4 

16-3 


Table 16-1 

16-4a 


Term 

Reference 

Page V 

File organization 

IRAM 

12.2 

12-3 

ISAM 

10.2 

10-3 

magnetic tape 

8.2 

8-1 

MIRAM 

13A.2 

13A-3 

nonindexed disk 

14.2 

14-2 

File partitions 

assigning initial disk space 

15.6.25 

15-49 

dynamic extension 

15.6.30 

15-53 

indexed ISAM 

10.2 

10-3 


Fig. 10-1 

10-4 

initializing position 

15.7.6 

15-72 

IRAM 

12.2 

12-3 


12.2.3 

12-6 


Fig. 12—5 

12-7 

nonindexed disk 

14.2.1 

14-3 

positioning to relative 
block address 

15.7.18 

15-108 

selected, accessing 

15.7.4 

15-68 

specifying address for 

DTFNI files 

15.6.17 

15-39 

subfile processing 

15.6.27 

15-50 


15.7.5 

15—70 

File processing 



mode, changing for an I/O 
tape file 

9.4.5 

9-54 

mode, setting (SETF macro) 

15.7.8 

15-74 

optional 

See optional file 

specifying with one volume 
online at a time 

processing. 

13.4.24 

13—24 


13B.5.22 

13B-19 

TYPEFLE keyword 

3.3 

3-10 


9.2.2.3 

9-11 

utility 

1.7.5 

1-18 

File protection 

1.7.3 

1-17 

File recovery support 

IRAM files 

13.5.1 

13-26 

MIRAM files 

13B.6.1 

13B-21 

File sequence number 

9.3.4.5 

9-39 

File serial numbers, checking 

9.3.4.2 

9-36 

File sharability 

11.4.1 

11-8 


16.1.4 

16-3 


Tale 16-1 

16-4a 
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File trailer label group 



Fixed-length records 



description 

E.2.3 

E— 9 

diskette 

4.3.1 

4-4 

EOFl and EOVl field 



ISAM 

10.2.1 

10-5 

descriptions 

Table E— 4 

E-11 


Fig. 10—2 

10-6 

EOFl and EOVl formats 

Fig. E-4 

E-10 

keyed, nonindexed disk files 

Fig. 14-4 

14-12 

E0F2 and E0V2 field 



nonindexed disk files 

14.3.1 

14-7 

descriptions 

Table E— 5 

E— 13 


Fig. 14-2 

14-8 

E0F2 and E0V2 formats 

Fig. E-5 

E— 12 

See also record formats. 



File type specification (TYPEFLE) 



Fixed, unblocked records 



IRAM 

13.4.21 

13-23 

(paper tape) 



ISAM 

11.4.15 

11-18 

followed by interrecord gaps 

Fig. 17-5 

17-10 

magnetic tape 

9.2.2.3 

9-11 


Fig. 17-6 

17-11 

paper tape 

17.5.1.1 

17—28 


Fig. 17-7 

17-13 

punched card 

3.3 

3-10 

format 

17.3.3 

17-10 




shifted, work areas 

Fig. 17-9 

17-15 

Filename-addressable fields, DTFIS 






file table 

Table 11—4 11-49 

Flagging procedures, error 






description 

B.4 

B-12 

FilenameC 



filenameC 

B.4.1 

B-13 

card reader 

3.5.1 

3-25 

other DTF fields 

B.4.2 

B-15 

description 

B.4.1 

B— 13 




ISAM 

11.6.1 

11-49 

Format labels, retrieving specific items 

16.4.1.1 

16-14 

magnetic tape files 

9.2 

9-2 




nonindexed 

15.8.1 

15-111 

Format 0 label, disk 



paper tape files 

17.5.9 

17—65 

contents 

Table D-5 

D-11 


Table 17—2 17—66 

description 

D.2.5 

D-11 

printer 

7.5.1 

7-28 


Fig. D-6 

D-11 

significance of bits 

Table B-3 

B-13 

Format 1 label, disk 



Files 



contents 

Table D-6 

D-14 

ASAM 

10.3 

10-18 

description 

D.3.1 

D-13 

assigning 

16.1 

16-1 


Fig. D-8 

D-13 

DAM 

See DAM files. 




disk 

See disk files. 

Format 2 label, disk 



diskette 

See diskette files. 

contents 

Table D-7 

D-21 

IRAM 

See IRAM files. 

description 

D.3.2 

D-18 

ISAM 

See ISAM files. 

IRAM/MIRAM information area 

Fig. D-11 

D-20 

magnetic tape 

See magnetic tape 


Table D— 9 

D-24 


files. 


ISAM file information area 

Fig. D-10 

D-20 

MIRAM 

See MIRAM 



Table D-8 

D-23 


files. 


library file information area 

Fig. D— 12 

D-21 

multivolume 

See multivolume 


Table D— 10 D-25 


files. 


nonindexed files 

Fig. D— 9 

D-19 

nonindexed disk 

See nonindexed 




disk files. 


Format 3 label, disk 



optional 

See optional 


contents 

Table D-11 D-27 


file processing. 

description 

D.3.3 

D-25 

paper tape 

See paper tape 


Fig. D-13 

D-26 


files. 





printer 

See printer files. 

Format 4 label, disk 



punched card 

See punched card 

contents 

Table D-2 

D-6 


files. 


description 

D.2.2 

D-4 

SAM 

See SAM files. 

1 

Fig. D-3 

D-5 
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Format 5 label, disk 



HDR2 label 



contents 

Table D-3 

D— 9 

ASCII volume 

Fig. E— 9 

E— 21 

description 

D.2.3 

D— 8 

contents 

Table E-3 

E-9 


Fig. D-4 

D-8 

description 

E.2.2.2 

E— 7 





Fig. E-3 

E-8 

Format 6 label, disk 



field description, ASCII 



contents 

Table D— 4 

D— 10 

volume 

Table E-9 

E— 22 

description 

D.2.4 

D-9 





Fig. D-5 

D— 10 

Header labels 






file 

See file header 

Forms, printer 

See printer forms. 


labels. 





user 

See user header 

Forms overflow 




labels. 


code, DTFPR macro 

7.3 

7-11 

volume 

See VOLl label. 

print action (PRTOV macro) 

7.4.4 

7—24 




VFB statement 

6.4.4.2 

6—9 

Hole-count errors, DTFCD macro 

3.3 

3 — 5 

Forms advance 

7.3 

7-10 

Hollerith code 






ASCII/EBCDIC/Hollerith 






correspondences 

C.2 

C-1 





Table C— 1 

C— 3 

G 



description 

C.2.1 

C-2 

Gangpunch— -reproduce 

1.7.5 

1-18 

Home paper control character codes 

Table 7—2 

7-8 

Gaps, interrecord 

See interrecord 

Home paper position, VFB statement 

6.4.4.1 

6-9 


gaps. 





General registers 

See save area 





specification. 





Generation number, file 

9.3.4.6 

9—39 




GET macro 






diskette 

5.4.2 

5-8 




ISAM 

11.5.5.2 

11-44 




magnetic tape 

9.4.4 

9-52 

1 



nonindexed disk 

15.7.12 

15-94 




overlap mode 

3.3 

3-8 

Image mode 

C.4 

C-9 

paper tape 

17.4.3 

17—20 




punched card 

3.4.2 

3—15 

Imperative macroinstructions 



use of lOREG keyword, processing 



description 

1.6.2 

1-14 

input disk files sequentially 

Table 15-9 15—95 

diskette 

5.4 

5-6 




indexed ISAM 

11.2.1 

11-2 





Table 11- 

1 11-3 




invalid 

17.5.9 

17-65 

H 



ISAM files 

11.5 

11-23 




ISAM files without index 



Hardware constraints 

1.5.6 

1-11 

structure 

11.2.2 

11—3 





Table 11- 

•2 11-4 

HDRl label 



magnetic tape 

9.4 

9-43 

ASCII volume 

Fig. E-8 

E-19 

nonindexed disk 

15.7 

15-59 

contents 

Table E-2 

E— 6 


Table 15- 

•8 15-61 

description 

E.2.2.1 

E— 4 

paper tape 

17.4 

17 — 15 


Fig. E-2 

E— 5 

printer 

7.4. 

7 — 15 

field description, ASCII volume 

Table E— 8 

E— 20 

punched card 

3.4 

3-13 
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INDAREA 



processing 

13B.3 

13B— 5 

buffer 

10.2.5 

10-16 

reorganizing 

13B.3.6 

13B-8 

table in main storage 

Fig. 10-8 

10-17 

retrieving and updating records 

13B.3.3 

13B-7 

Index area length, IRAM 



Indexed random access method 

See IRAM. 


(INDS keyword) 

13.4.7 

13-20 







Indexed sequential access method 

, See ISAM. 


Index area length, MIRAM 






(INDS keyword) 

13B.5.6 

13B-14 

Input blocks, updating 

' See updating 





input blocks. 


Index blocks, IRAM 






coarse- and mid-level 

Fig. 12-4 

12-6 

Input files 



fine-level, three sectors 

Fig. 12-3 

12-5 

diskette 

■ 4.2.1 

4-3 

naming main storage location 

13.4.6 

13—20 

label processing, ASCII tape 

E.3.1.2 

E-15 




paper tape ; 

See paper tape files. 

Index blocks, ISAM 



punched card SAM 

3.2.1 . 

3-1 

calculating space 

10.2.4 

10-14 

tape, specifying direction 

9.2.5. 1 

9-22 

describing in main storage 

’11.4.4 

11-11 

TYPE keyword 

13.4.21 

13-23 

description 

10.2 

10-3 





10.2.3 

10—12 

Input/output, multisector 

5.2.4 

5-3 

format 

Fig. 10-6 

10—12 




loading top index into 



Input/output buffers (areas) 



main storage 

10.2.5 

10-16 

card reader 

3.3 

3-6 




IRAM 

13.4.9 

13-20 

Index partition, IRAM 

12.2.2 

12—3 


13.4.10 

13-21 


12:2.3 

12-6 


13.4.11 

13-21 


Fig. 12-5 

12-7 

ISAM 

11.4.6 

11-12 




loading top index in main 



Index registers 

See register 


storage 

1 10.2.5; 

10-16 


specification. 


magnetic tape ' . 

9.2.2.1 

9-10 





9.2.3.1 

9—13 

Index structure 



nonindexed disk 

15.6.9 

15-33 

IRAM 

12.2.3 

12—6 


15.6.10 

15-34 

ISAM, eliminating 



paper tape 

17.5.1.4 

17-30 

(INDEXED keyword) 

11.4.5 

11—12 


Fig. 17— 4 

17—9 

MIRAM 

13A.2;3 . 

13A-7 

printer . 

7.3 . 

7—8 

Indexed IRAM files 



Input record processing 



adding records during retrieval, 



diskette SAM files 

5.2;1 , 

5-1 

index active 

13.2.4 

13-12 

IRAM files 

13.4.25 

13-24 

creating v 

13.2.1 

13-10 




deleting records 

13.2.6 

13-14 

Interlace, record 

15.6.8 

15-30 

extending 

13.2.2 

13-11 




processing 

13.2 

13-9 

Interrecord gaps, paper tape files 



reorganizing 

13.2.7 

13-14 

description 

17.3.4 

17-10 

retrieval and update, index 



input, binary mode 

Fig. 17-7 

17-13 

inactive 

13.2.5 

13-13 

input, standard mode 

, Fig. 17-6 

17-12 

retrieving and updating, 



output, either mode 

Fig. 17-5 

17-11 

index active 

13.2.3 

13-11 







IRAM files 



Indexed ISAM files 

11.2.1 

11-2 

adding records, input 

13.4.2 

13-19 




buffer size 

13.4.3 

13-19 

Indexed MIRAM files 



defining (DTFIR macro) 

13.3 

13-15 

adding records during retrieval 

13B.3.4 

13B-8 

direct 

See direct IRAM 

creating 

13B.3.1 

13B-6 


tiles. 


deleting records 

13B.3.5 

13B-8 

end-of-file handling routine 

13.4.4 

13-19 

extending 

13B.3.2 

13B— 6 

error routines 

13.4.5 

13-19 
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IRAM files (corit) 



ISAM files 



file accessing options 

13.4;l 

13—18 

addressable fields in DTFIS file 



file type ' 

13.4.21 

13-23 

table 

11.6.2. 

11—49 

index area length 

13.4.7 

13—20 


Table 11-4 11—49 

indexed 

See indexed IRAM 

ASAM files 

10.3 

10-18 


files. 


ASAM record formats 

10.3.1 

10-22 

input or output record < 



current record pointer 

11.4.7 

11—13 

processing, work area 

13.4.25 

13—24 

cylinder overflow 

11.4.12 

11-17 

I/O area .identification 

13.4.9 

13-20 

data blocks 

10.2.2 

10-8 


13.4.10 

13—21 


11.4.2 

11-9 

key lengths 

13.4.13 

13-21 

defining (DTFIS macro) 

11.3 

11-6 

key retrieval 

13.4.12 

13-21 

deleting records 

11.2.3 

11-4 

locating relative disk 



description : \ 

1.5.1 

1-10 

address 

13.4.19 

13—23 


10.1 

10-1 

naming location for index blocks 

13.4.6 

13-20 

error exit 

11.4.3 

11-10 

number of bytes preceding keys * 

13.4.14 

13-22 

file accessing options 

11.4.1 

11.-8 

' optional files 

13.4.17 

13—22 

filenameC 

11.6.1 

11-49 

pointing to current I/O area 

13.4.11 

13-21 

functions and operation 

. 11.1 ; 

11—1 

processing, nonindexed 

13.1 

13-1 

imperative macro instructions 

1L5 

11—23 

processing, one volume online 



index area in main storage 

11.4.4 

11—11 

at a time 

13.4.24 

13-24 

index area space requirements 

10.2.4 

10—14 

processing by key 

13.4.8 

13-20 

index blocks 

. 10.2.3 

10-12 

record length 

13.4.18 

13-23 

index structure 

ll.i2 

11-3 

retrieval and lead modules 

13.4.16 

13—22 


11.4.5 

11-12 

sequential 

See sequential 

indexed, processing 

Jll.2.1 

11-2 


IRAM files. 


initializing (OPEN macro) 

11.5.1.1 

11—24 

suppressing file lock 

13.4.15 

13-22 

inserting new records 

11.5.3 

11—31 

updating records 

13.4.22 

13-24 

I/O buffers 

11.4.6 

11—12 

verifying ascending record key 



loading and extending 

11.5.2 

11—26 

order during file creation 

13.4.20 

13-23 

loading top index 

10.2.5 

10-16 

verifying output records 

13.4.23 

13-24 


Fig. 10—8 

10-17 




multivolume 

10;4 

10—22 

IRAM formats and file conventions 



organization 

10.2 

10—3 

coarse- or mid-level index sector 

Fig. 12—4 

12—6 

parity check 

11.4.17 

11—19 

concepts 

12.1.1 

12—1 

random processing 

11.5,4 

11-35 

data partition 

12.2.1 

12—3 

record formats 

10.2.1 

10-5 

data records spanning disk sectors 



record keys 

11.4.10 

11-15 

on fixed sector disk 

Fig. 12-2 

12-5 

record size and format 

11.4.13 

11—17 

‘ data records with and without keys 

Fig; 12— 1 

12-4 

record work areas 

11,418 

11-19 

description 

12.1 

12-1 

retrieval search argument 

11,49 

11—14 

entries in index partition 

12.2.2 

12-3 

sample load program 

11,7,1 

11—50 

estimating disk space 

12.2.4 

12-9 

save area 

11.4,14 

11—18 


12.2.5 

12-12 

sequential processing 

11:5,5 

11—40 

file organization 

12.2 

12-3 

space requirements 

10,2,2,1 

10—11 

fine-level index block of 



* : structure 

Fig, 10-7 

10-13 

three sectors 

Fig. 12-3 

12-5 

suppressing file lock 

11,4,11 

11-16 

index structure 

12.2.3 

12-6 

terminating (CLOSE macro) 

11,5,1,2 

11-25 

■ search of 4-level index 

Fig. 12-6 

12—8 

type of retrieval 

11,4.15 

11-18 

ISAM error handling 

B.2.1 

B-2 




ISAM file Information area, disk 






format 2 label 

D.3.2 

D— 18 





Fig. D— 10 

D— 20 





Table D— 8 

D-23 
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j 



L 



Job control functions 

1.7.2 

1—16 

Label processing routine 

15.6.14 

15-37 





D.4 

D— 28 

job control statements 






assigning tape device (DVC) 

9.3.1 

9-31 

, Label standard level field, ASCII 



defining your logical file (LFD) 

9.3.2 

9—32 

tape labels 

E.3.2.2 

E— 16 

end-of-data (/*) 

2.3.2 

2-3 




magnetic tape files 

9.3 

9-31 

Labels 



sample programs 

3.7 

3-25 

disk files 

See disk file labels. 

SCR - 

16.1.3 

16-2 

EBCDIC 

See EBCDIC volume 

specifying tape file label 




organization. 


information (LBL) 

9.3.4 

9-36 

format 

See format labels. 

specifying tape volume 

' 


LBL statement 

See LBL job con- 

information (VOL) 

9.3.3 

9-33 


trol statement 

start-of-data (/$) 

2.3.1 

2—3 

magnetic tape 

See magnetic tape 

use 

16.1.1 

16—1 


labels. 





processing 

See LBRET macro. 




standard 

See standard labels. 




user 

See user labels. 




Lace factor 

15.6.8 

15-30 




LBL job control statement 






checking volume and file 






serial numbers 

9.3.4.2 

9-36 




description 

9.3.4 

9—36 

... : ^ — 




16.1.1 

16-1 




effects on OPEN transient 

Table 9-3 

9-37 




file creation date 

9.3.4.4 

9-39 




file expiration date 

9.3.43 

9-38 

K 



file generation and version numbers 

9.3.4.6 

9-39 



file identifier 

9.3.4. 1 

9-36 




file sequence number 

9.3.4.5 

9-39 

Key fields, nonindexed files 

14.3.3 

14—10 





Fig. 14-4 

14—12 

LBRET macro 






magnetic tape 

9.4.9 

9-60 

Key search 



nonindexed disk 

15.7.3 

15-64 

assigning to multiple tracks 

15.6.26 

15—50 




ISAM 

11.4.9 

11—14 

LCB job control statement 

16.1.1 

16-1 

nonindexed disk 

15.6.12 

15—35 







LCB statement specification 



Keys 



description 

6.4.2 

6-7 

direct retrieval and updating 



0768 printer 

6.4.2.3 

6-8 

of input blocks 

15.7.14.2 

15-101 

0770 and 0776 printers 

6.4.2.2 

6-8 

IRAM data records 

Fig. 12-1 

12—4 

0773 and 0778 printers 

6.4.2. 1 

6-8 

IRAM processing 

13.4.8 

13—20 




ISAM files 

10.1 

10-1 

Leader, paper tape 

17.2.2 

17-3 

length of block, nonindexed 






’ disk files 

15.6.13 

15-36 

Letter scan table 

17.5.5 

17-50 

lengths, IRAM 

13.4.13 

13—21 




number of bytes preceding, IRAM 

13.4.14 

13—22 

Letter shift character 

17.3.2 

17-6 

output of sequential DTFNl files _ 

15.7.9.5 

15—80 




record, length and location 

11.4.10 

11—15 

Letter shifting and translation 



record, verifying ascending order 



input files, character mode 

17.5.3 

17—39 

during file creation 

13.4.20 

13—23 

output files, character mode 

17.5.5 

17—50 

, retrieval, IRAM 

,13.4.12 

13-21 
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LFD job control statement 

9.3.2 

9-32 

Magnetic tape files 




16.1.1 

16-1 

description 

1.3.5 

1-7 




extending 

9.3.6 

9^41 

Library file information area, 



imperative macros 

9.4 

9—43 

disk format 2 label 

D.3.2 

D— 18 

labels 

See magnetic 


Fig. 0-12 

D— 21 


tape labels. 





multivolume - 

9.3.5 

9—40 

Lines 



organization 

Fig. 1-2 

1-8 

skipping and spacing 

6.1 

6—1 

record and block formats 

: 8.2.5 

8—14 

truncation 

7.5.2 

7-28 


Fig. 8-11 

8-14 




volume and file organization 

See magnetic 

Linkage editor, description 

1.7.4 

1—17 


tape volume and 





file organization. 

Load code buffer 



See also SAM files, magnetic tape. 



definition 

6.1 

6-1 




interchangeability 

6.4.1 

6—7 

Magnetic tape labels 



LCB statement specification 

6.4.2 

6-7 

ASCII 

See ASCII 






standard magnetic 

Load program, sample ISAM 

11.7.1 

11-50 


tape labels. 





effects of VOL and LBL 



Load sequence 



statements on OPEN transient 

Table 9—3 

9-38 

initiating (SETFL macro) 

11.5.2.1 

11—27 

error messages 

9.3.7 

9—43 

terminating (ENDFL macro) 

11.5.2.3 

11—30 

header, eliminating tape mark 

9.2.6.2 

9-24 




LBL statement 

9.3.4 

9-36 

Logical end-of*file, recording 

15:7.11.3 

15-89 

OS/3 system standard 

See system 






standard tape labels. 

Logical file definition (LFD) 

9.3.2 

9-32 

padding 

E.4 

E-16 




processing (LBRET macro) 

9.4.9 

9-60 

Logical records 



special handling 

9.2.6.3 

9—24 

ISAM data blocks 

Fig. 10—4 

10—9 

specifying type 

9.2.6. 1 

9—23 

ISAM files 

10.1 

10-1 





10.2.1 

10—5 

Magnetic tape prep routine 

1.7.1 

1-15 

punching, paper tape 

17.4.4 

17-22 




reading 

See GET macro. 

Magnetic tape volume and file 






organization 






ASCII standard record and 






block formats 

8.2.5 

8-14 




description 

8.2 

8-1 




EBCDIC nonstandard 

8.2.2 

8-2 




EBCDIC standard 

8.2.1 

8—2 




EBCDIC unlabeled 

8.2.3 

8—8 




Messages, error 






See error messages. 






Ml RAM files 






buffer size 

138.5.2 

13B-13 




defining (DTFMI macro) 

13B.4 

13B-8 

M 



end-of-file handling routine 

13B.5.3 

13B-13 




error routine 

13B.5.4 

13B-13 

Macroinstructions 



file accessing options 

13B.5.1 

13B-13 

assembler rules for operand 



index area length 

13B.5.6 

13B— 14 

field 

1.6.3 

1-14 

I/O area identification (data buffer) ‘ 

13B.5.7 

13B-14 

declarative 

See declarative 


13B.5.8 

13B-15 


macroinstructions. 

key lengths ' 

13B.5J1 

13B— 16 

imperative 

See imperative 

locating relative disk address ' 

13B.5.20 

13B— 19 


macroinstructions. 

naming index area 

13B.5:5 

13B-14 
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Page 

MIRAM files (cont) 



Multivolume sets, ASCII label 



number of bytes preceding keys 
optional* files 

13B.5.11 

13B.5.14 

13B-16 

13B-17 

configuration 

end-of-file and end-of-volume 

Fig. 8— lb 

8-13 

pointing to^ current I/O area 


coincidence 

(data buffer) 

13B.5.9 

13B-15 

multifile 

Fig. 8—9 

8—12 

processing mode 
processing one volume online 

13B.5.i3 

13B-16 

single-file, single-volume 

Fig. 8—7 

8—10 

at a time 

13B.5.22 

13B-19 




processing type of operations 

13B.5.15 

13B-17 




record control byte 

13B.5.16 

13B— 17 




record format 

13B.5.16 

13B-17 




record length 

13B.5.18 

13B— 18 




record processing, work area 

13B.5.23 

13B— 20 


. r , j ■ 


suppressing file lock 

13B.5.12 

13B-16 

N 

, i •’ - 


verifying output records 

13B.5.2.1 

13B— 19 



MIRAM formate and file conventions 



Nonindexed disk files 



coarse- or mid-level index block 

Fig. 13A-4 

13A-7 

access methods 

15.1 

15-1 

concepts 

13A.1.1 

13A-2 

accessing options 

15.6.1 

15-21 

data partition 

13A.2.1 

13A-3 

address for routine on end-of-input 



data record formats 

Fig. 13A-1 

13A-4 

file or partition 

15.6.4 

15-25 

data record slots spanning 



assigning initial disk space to 



physical block or sector boundaries 

Fig. 13A-2 

13A-5 

file partition 

15.6.25 

15-49 

entries in index partition 

13A.2.2 

13A-6 

block keys, length 

15.6.13 

15-36 

estimating disk space 

13A.2.5 

13A-9 

block size 

15:6.3 

15-22 


13A.2.6 

13A-12 

closing (CLOSE macro) 

15.7.2 

15-63 

file organization 

13A.2 

13A-3 

current relative block address, ^ 





accessing (NOTE macro) 

15.7.17 

15—106 

Modes 



declarative macros 

15:5 

15-7 

data conversion, cards 

C.4 

C-9 

defining (DTFNI macro) 

15.5.3 

15-14 

paper tape 

17.2 

17-1 

defining type 

15.6.29 

15—51 

17.5.2 

17-36 

description 

14.1 

14—1 

punched cards 

3.3 

3-7 

direct access, defining (DTFDA 





macro) 

15.5.2 

15-11 

Multifile sets, ASCII labels 



disk head movement to track 



multivolume 

Fig. 8-9 

8-12 

controlling (CNTRL macro) 

15.7.15 

15-103 


Fig. 8-10 

8-13 

dynamic extension of file 



single-volume 

Fig. 8-8 

8-11 

partition 

end-of-volume procedures, forcing 

15.6.30 

15-53 

Multifile volumes, reel organization 


■ 

(FEOV macro) 

15.7.7 

15-73 

EBCDIC nonstandard 

Fig. 8-5 

8-7 

: error and exception handling 

15.8 

15-111 

EBCDIC standard labeled tape, 



error processing 

15.6.6 

15-26 

end-of-file condition 

Fig. 8-2 

8-4 

file lock, suppressing 

15.6.15 

15-38 

EBCDIC standard labeled tape, 



fixed-length records 

14.3.1 

14-7 

end-of'Volume condition 

Fig. 8-3 

8-5 


Fig. 14-2 

14-8 



format 2 labels 

D.3.2 

D-18 

Multisector I/O, diskette 

5.2.4 

5-3 


Fig. D— 9 

D-19 




- imperative macros 

15.7 

15-59 

Multivolume files 




Table 15- 

8 15-61 

indexed IRAM 

13.2 

13—9 

index register, current data pointer 

15.6.11 

15-34 


13.2.3 

13-11 

initializing position of file or 



ISAM 

10.4 

10-22 

partition 

15.7.6: 

15—72 

nonindexed disk 

14.2 

14-2 

I/O buffers 

15.6.9 

15-33 

tape SAM 

9.2.10 

9-30 

IRAM 

12.2.5 

12-12 

9.3.5 

9-40 


13.1. 

13-1 


UP-8068 Rev. 4 


SPERRY UNIVAC OS/3 
BASIC DATA MANAGEMENT 


Index 16 


Term Reference Page 

Nonindexed disk files (cont) 


key search 

15.6.12 

15-35 

keyword parameter summary 

Table 15- 

7 15—58 

label processing routine address 

15.6.26 

15-50 


15.6.13 

15-36 

labels 

See disk 
file labels. 


opening (OPEN macro) 

15.7.1 

15-62 

optional files 

15.6.16 

15-38 

optional key fields 

14.3.3 

14—10 


Fig. 14—4 

14—12 

optional standard user labels 
optional user labels, processing 

14.2.4 

14-5 

(LBRET macro) 

15.7.3 

15-64 

OS/3 DAM 

15.3 

15—4 

OS/3 nonindexed file access method 

15.4 

15—5 

OS/3 SAM 

15.2 

15—3 

output (PUT macro) 
output, short variable blocks 

15.7.9 

15—75 

(TRUNC macro) 

15.7.10 

15-82 

parity check of output 

15.6.33 

15-55 

parity errors 

partition control appendage 

15.6.5 

15-26 

(DPCA macro) 

15.5.4 

15—16 

partitioning 

14.2.1 

14—3 

partitions for DTFN I files 
positioning file or partition to 
relative block address 

15.6.17 

15—39 

(POINT macro) 

processing mode, setting (SETF 

15.7.18 

15—108 

macro) 

15.7.8 

15-74 

random output of records 



(WRITE macro) 
random retrieval from direct 

15.7.11 

15—84 

access files (READ macro) 

15:7.14 

15-97 

READ, ID macro 

15.6.18 

15-40 

READ, KEY macro 

15.6.19 

15-40 

record formats 

14.3 

14-6 


15.6.20 

15-40 


Fig. 15-1 

15-24 


Table 15- 

6 15-41 

record interlace factor 

15.6.8 

15-30 

record size 

15.6.21 

15-42 

records, retrieving (GET macro) 

15.7.12 

15-94 

records, skipping (RELSE macro) 

15.7.13 

15—96 

register for residual space 

15.6.32 

15-54 

relative addressing 

15.6.22 

15-42 

relative disk address 

15.6.7 

15-28 


15.6.24 

15—46 

save area for general registers' 
selected file partition, accessing 

15.6.23 

15—45 

(SETP macro) 

15.7.4 

15—68 

sequential, defining (DTFSD macro) 

15.5.1 

15—8 

sequential processing in a work area 

15.6.34 

15—56 

subfiles in partitions 

14.2.2 

14-3 


15.6.27 

15-50 


15.7.5 

15-70 


Term 

Reference 

Page 

system standard labels 

14.2.3 

14-4 

update processing mode 

15.6.31 

15-54 

user: trailer label processing 

15.6.28 

15-51 

variable-length records 

14.3.3 

14-8 


Fig. 14-3 

14-9 

waiting for I/O completion 

(WAITF macro) 

15.7.16 

15-105 

WRITE, AFTER and WRITE, RZERO 

macro issue 

15.6.2 

15—21 

WRITE, ID macro 

15.6.35 

15-56 

WRITE, KEY macro 

15.6.36 , 

15-57 

Nonindexed file processor system 

15,1 

15-1 

Nonstandard volume organization. 



EBCDIC 

See EBCDIC 



nonstandard volume 
organization. 

NOTE macro 

45.7,17 

15-106 

Null character 

17.3.1 

17-4 


o 

OBTAIN macro 


description 

retrieving specific format 

16.4.1 

16—12 

Jabei items 

16.4.1.1 

16-14 

OPEN macro 

diskette 

effects of VOL and LBL statements 

5.4.1 

5-7 

on OPEN transient 

Table 9—3 

9-38 

ISAM 

11.5.1.1 

11-24 

magnetic tape 

9.4.1 

9-46 

nonindexed disk 

15.7.1 

15-62 

paper tape 

17.4.1 

17-17 


17.5.9 

17-68 

printer 

7.4.1 

7-16 

punched card 

3.4.1 

3-14 

Operand field, assembler rules 

1.6.3 

1-14 

Operator communications 

1.7.3 

1-17 
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area, ISAM files 

10.1 

10-2 

Optional file processing 




11.4. 12 ■ : 

11-17 

IRAM 

13.4.17 

13-22 

control character codes 

Table 7^2 

7—8 

magnetic tape 

9.2.8. 1 

9-28 

! - forms 

See forms 


MIRAM 

13B.5.14 

13B-17 


overflow.' 


nonindexed disk 

15.6.16 

15-38 




paper tape 

17.5.7 

17-62 

Overlap mode 

3.3 

3-8 

printer 

7.3 

7-10 




punched card 

3:3 

3-7 

Oversized buffers 

17.5.1.5 

17-33 

sequential output, nonindexed disk 

15.7.9:6 

15-81 




Optional user labels, disk 






nonindexed disk 

14.2.4 

14-5 




processing 

15.7.3 

15-64 




standard 

D.4 

D-28 




standard header 

0.4.1 

D-28 





Fig. D-14 

D-28 




standard trailer 

D.4.2 ■ ■ 

D-29 





Fig. D-15 

D-29 




Optional user labels, tape 

E.2.4 

E— 14 




OS/3 DAM 

15.3 

15-4 




OS/3 processing, ASCII tape labels 

E.3.2 

E-15 




OS/3 SAM ^ 

15.2 

15—3 




OS/4 paper tape system, compatibility 






with OS/3 

17.6.1 

17-73 


' 1.: 


Output files 




■■ , 


blocked records, sequential disk 

15.7.9.4 

15-80 




diskette 

4.2.2 

4-4 




extending existing DTFSD 

15:7.9.3' 

15—79 

p 



label processing, ASCII tape 

E.3.1.1 

E-15' 




paper tape 

See paper 

’ i ; 

Padding 

E.4 

E-16 


tape files. 





punched card SAM 

3.2.2 

3-2 

Paper advance 

6.1 

6-1 

sequential DTFNI with keys 

15.7.9.5 

15-80 







Paper tape data management 



Output records 


i 

ASCII processing 

17.5.10 

17—70 

diskette SAM files 

5.2.2 

5-2 

character and record types 

17.3 

17-4 

parity check, ISAM files 

11.4.17 

11-19 

comparison of OS/3 with other 



processing in a work area, IRAM 

13.4.25 

13-24 

systems 

17.6 : 

17—73 

random, to disk 

15.7.11 

15—84 

compatibility with IBM System/ 



undefined, standard mode paper tape 



360 DOS 

17.6.3 

17-74 

file 

Fig. 17-3 

17-7 ‘ 

compatibility with OS/4 

17.6.1 

17-73 

verifying, IRAM 

13.4.23 

13-24 

: compatibility with 9200/9300 

17.6.2 

17-74 

verifying, MIRAM 

13B.5.21 

13B-i9 

considerations 

17.2 

17-1 

See also PUT macro. 



defining files (DTFPT macro) 

17.5 

17—24 




description 

17.1 

17-1 

Overflow 



processing files 

17.4 

17—15 

adding new record in existing 



program connector board 

17.2.1 

17—2 

file 

11.5.3.1 

11-32 

See also paper tape files. 




11.5.3.2 

11-34 
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Term 


Paper tape files 

ASCII processing 
block size 

buffers and work areas 
closing (CLOSE macro) 
defining (DTFPT macro) 
description 

end-of-record stop character, 
output 

error processing 
initializing (OPEN macro) 
input, end-of-tape routine 
input — fixed, unblocked records 
input — shifted, fixed, unblocked 
records 

input — shifted, undefined records 
input — undefined and fixed, 
unblocked records 
interrecord gaps 
leader and trailer 
letter/figure shifting and 
translation, input 
letter/figure shifting and 
translation, output 
optional file processing 
output — undefined and fixed, 
unblocked records 
oversized buffers 
processing 

processing mode specification 
punching logical record 
(PUT macro) 
reading logical record 
(GET macro) 

record format specification 

record formats 

record size specification 

save area 

type specification 

Paper tape leader 


Paper tape loop, 0768 printer 

Paper tape records 
fixed, unblocked 

formats 

undefined 

See also paper tape files. 
Paper tape subsystem characteristics 
Paper tape trailer 


Reference 

Page 

Term 

Reference 

Page 



Parity check 



17.5.10 

17.5.1.3 

17-70 

17-29 

output functions, ISAM 
verification of output, 
nonindexed disk 

11.4.16 

15.6.33 

11-19 

15-55 

17.5.1.4 

17—30 

17.4.2 

17—18 

Parity errors 

magnetic tape 



17.5 

1.3.7 

17-24 

1—9 

9.2.3, 4 

9-14 

paper tape 

17.5.9 

17-65 

17.5.6 

17-60 

sequential disk files 

15.6.5 

15-26 

17.5.9 

17.4.1 

17—65 

17-17 

Partition control appendage 

See PPCA macro. 

17.5.4 

Fig. 17-7 

17-49 

17-13 

Partitions 

See file 


• . 

partitions., 


Fig. 17-9 
Fig. 17-8 

17-15 

17-14 

Peripheral devices 
allocation 

See device 


Fig. 17-6 
17.3.4 

17-12 

17-10 

functional characteristics 

allocation. 
Appendix A 


Fig. 17-1 

17-3 

PIOCS 

1.7.3 

1-17 

17.5.3 

17-39 

POINT macro 

15.7.18 

15-108 

17.5.5 

17.5.7 

17-50 

17-62 

Pointers 

current record, ISAM 

11.4.7 

11-13 

Fig. 17-5 

17-11 

current I/O area, IRAM 

13.4.11 

13-21 

17.5.1.5 

17.4 

17-33 

17—15 

POINTS macro 

15.7.6 

15-72 

17.5.2 

17-36 

Prime data blocks 

10.1 

10—2 

17.4.4 

17-22 


10.2 . 

10-3 

17.4.3 

17-20 

Print line, truncation ; > 

7.5.2 

7-28 

17.5.1.2 

17.3.3 

17.5.1.6 

17-29 

17-10 

17-35 

Print overflow action 
(PRTOV macro) 

7.4.4 

7-24 

17.5.8 

17-63 




17.5.1.1 

17-28' 




17.2.2 : 

17-3 




Fig. 17-1 

17-3 




6.4.4.4 

6-10 




See fixed, 





unblocked records. 




17.3.3 

17-10 




See undefined 




records. 





Table A-6 

A-11 




17.2.3 

17—3 




Fig. 17-1 

17-3 
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Printer files 



PUT macro 



description 

1.3.4 

1-7 

diskette 

5.4.3 

5-10 

organization 

6.2 

6-2 

ISAM 

11.5.5.3 

11-46 

printer forms 

6.2.3 

6-4 

magnetic tape 

9.4.3 

9-50 

record formats 

6.3 

6-5 

nonindexed disk 

15.7.9 

15-75 

SAM 

See SAM files, 

overlap mode 

3.3 

3-8 


printer. 


paper tape 

17.4.4 

17—22 

tabular data 

6.2.2 

6-4 

printer 

7.4.2 

7-18 

text 

6.2.1 

6—3 

punched card 

3.4.3 

3-17 

Printer forms 






control (CNTRL macro) 

7.4.3 

7-21 




description 

6.2.3 

6-4 




sample printout 

Fig. 6-3 

6-4 




special 

6.4.4.3 

6-10 




Printer subsystems 






, characteristics 

Table A-3 

A— 4 




files 

See printer files. 




0768 

6.1.3 

6-2 




0770 

6.1.2 

6-2 




0773 

6.1.1 

6-2 



■ . 

0776 

6.1.4 

6-2 




0778 

6.1.5 

6-2 




Program connector board 






description 

17.2.L. 

17-2 

R 



wiring for tape punch 

17.2.1:1 

17-2 




wiring for tape reader 

17.2.1.2 

17-2 

Random disk files 






creating by sequential load 

15.7.11.1: 

15-86 

Programming 

114 

1-9 

waiting on completion of I/O 

15.7.16 

15-105 

Programs, sample 

See sample 


Random output 

See WRITE macro. 


programs. 


Random processing 



Punch 



ISAM files 

11.5.4: 

11-35 

card 

See card punch. 

relative disk address 

15.6.24 

15-46 

tape i i 

See tape punch. 







Random retrieval 



Punched card files 



direct access files 

■15.7.14 

15-97 

combined • 

2.2.3 

2-3 

IRAM files 

13.2.3 

13-11 

description 

1.3.2 

1-7 

records by relative disk address 

15.7.14.1 

15-99 

file organization 

2.2 

2-1 

rewriting blocks 

15.7.11.5 

15-93 

input 

2.2.1 

2-2 

^ See also record retrieval. 



output 

':2.2.2 

■2-3 




record format 

Fig. 2-2 

2-2 

READ, ID macro 



SAM 

See SAM files, 

ISAM 

11.5.4.1 

11-36 


punched card. 

nonindexed disk 

15.6:18 

15-40 

structure 

Fig. 2-1 

2-2 

READ, KEY macro 

15.7.14.1 

15-99 




ISAM 

11.5.4.1 

11-36 




nonindexed disk 

15.6.19 

15-40 





15.7.14.2 

15-101 




Read lock 

16.1.4 

16—4 
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READ macro 

15.7.14 

T5— 97 

Record retrieval 






adding records, IRAM 

13.2.4 

13-12 

Record deletion 



direct access files (READ macro) 

15.7.14 

15-97 

direct IRAM files 

13.1.2.5 

13—8 

direct IRAM files 

13.1.2.4 

13-7 

indexed IRAM files 

13.2.6 , 

13—14 

indexed IRAM files 

13.2.3 

13-11 

ISAM files ‘ 

11.2.3 

11-4 


13.2.5 

13-13 

sequential IRAM files 

13.1.1.5, 

13—5 


13.4.16 

13—22 




initializing (SETL macro) 

11.5.5.1 

11—41 

Record descriptor word (RDW) 

14.3.2 

14-8 

READ, ID macro 

SEE READ, 

ID 


15.7.9.4 

15—80 


macro. 





READ, KEY macro 

See READ, 

KEY 

Record format specification (RECFORM) 




macro. 


ISAM 

11.4.13 

11-17 

search argument 

11.4.9 

11-14 

magnetic tape 

9.2.4. 1 

9-17 

sequential IRAM files 

13.1.1.4 

13-3 

nonindexed disk 

5.6.20 

15—40 

sequentially processed disk files 

15.7.12 

15—94 


Table 15- 

6 15—41 

specifying type, ISAM 

11.4.15 

11—18 

paper tape 

17.5.1.2 

17—29 

terminating (ESETL macro) 

11.5.5.4 

11—48 

printer 

7.3 

7—12 

with update 

13.2.5 

13-13 

punched card 

3.3 

3-9 

See also GET macro. 



Record formats 



Record size, invalid 

17.5.9 

17-65 

card punch records 

2.3.3 

2-4 





Fig. 2-3 

2-4 

Record size specification 



diskette 

4.3 

4—4 

(RECSIZE and RCSZ) 




Fig. 4-2 

4-5 

IRAM 

13.4.18 

13-23 

end-of’data job control statement 

2.3.2 

2-3 

ISAM 

11.4.13 

11-17 

fixed-length 

See fixed-length 

magnetic tape 

9.2.4.2 

9-18 


records. 


nonsequential disk 

15.6.21 

15—42 

fixed-length unblocked, 



paper tape 

^ 17.5.1.6 

17-35 

Input and combined card files ^ 

Fig. 2^2 

2—2 

printer 

7.3 

7-12 

I/O area contents, nonindexed 



punched card; 

3.3 

3-9 

disk files 

Fig. 15-1 

15-24 




ISAM 

10.2.1 

10-5 

Record transfer, ensuring completion 



magnetic tape 

8.2.5 

8-14 

. (WAITF macro) 

11.5.3.3 

11-35 


Fig. 8—11 

8—14 




nonindexed disk files 

14.3 

14-6 

Record types, paper tape 

17.3 

17—4 

paper tape 

-17.3.3 

17—10 




printer 

6.3 

6-5 

Recording density, specifying 

9.3.3.2 

9-34 


Fig. 6-4 

6-6 




start'Of"data job control statement 

2.3.1 

2-3 

Records 



variable-length 

See variable^length 

chaining, ISAM file 

10.2.2 

10-10 


records. 



Fig. 10-5 

10-10 



1 

deleting 

See record 


Record interlace factor 

15.6.8 

15-30 


deletion. 





direct IRAM files 

See direct 


Record keys 

See keys. 



IRAM files. 





fixed-length 

See fixed-length 

Record printer, current 

11.4.7 

11-13 


records. 





IRAM 

Fig. 12^1 

12-4 

Record processing, diskette SAM 




Fig. 12-2 

12—5 

files 


' i> ; 

logical 

See logical 


combined 

5.2.3 

5—2 


records. 


input 

5.2.1 

5—1 

paper tape 

See paper 


output 

5.2.2 

5—2 


tape records. 




retrieving 

See record 






retrieval. 
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Records (cont) 



sequential disk files, 



output 

15.7.9.4 

15-80 

sequential IRAM files 

See sequential 


IRAM files. 


skipping 

See RELSE 



macro. 


updating 

See updating 


records. 


variable-length 

See variable-length 


records. 


Reel organization 



EBCDIC nonstandard volumes 

Fig. 8—4 

8-6 


Fig. 8-5 

8-7 

EBCDIC standard volumes 

Fig. 8-1 

8—3 


Fig. 8-2 

8-4 


Fig. 8-3 

8-5 

EBCDIC unlabeled volumes 

Fig. 8-6 

8-8 

Register save area 

See save area. 

Register specification 



ISAM 

11.4.7 

11-13 

magnetic tape 

9.2.3.2 

9-13 

nonindexed disk 

15.6.11 

15-34 

printer 

7.3 

7-9 

punched card 

3.3 . 

3-6 

Registers 



save area 

See save areas. 

specifying for residual space 

15.6.32 

15—54 

Relative block address 



accessing current 

15.7.17 

15-106 

positioning a file or 



partition 

15.7.18 

15-108 

Relative disk address 



creating and updating blocks 

15.7.11.4 

15-90 

IRAM 

13.4.19 

13-23 

nonindexed disk 

15.6.7 

15-28 


15.6.22 

15-42 

random processing 

15.6.24 

15-46 

random retrieval 

15.7.14.1 

15-99 

returned after READ or 



WRITE macro 

Table 15— 

5 15-29 

Relative MIRAM files 



creating 

13B.2.7 

13B-4 

deleting records 

13B.2.10 

13B-5 

extending 

13B.2.8 

13B-4 

processing 

13B.2 

13B-1 

reorganizing 

13B.2.11 

13B-5 

retrieving and updating records 

13B.2.9 

13B-4 


Term 

Reference 

Page 

RELSE macro 

magnetic tape 

9.4.7 

9-58 

nonindexed disk 

15.7.13 

15-96 

RENAME macro 

16.2 

16-6 

Residual space, variable records 

15.6.32 

15-54 

Resource control 

See system 



resource control. 

Rewinding 



at close 

9.2.5.4 

9-23 

at open 

9.2.53 

9-23 

options 

9.2.5.2 

9-22 

Rewriting randomly retrieved 

blocks to disk 

15.7.11.5 

15-93 


S 


SAM files, disk 

15.2 

15-3 

SAM files, diskette 

closing (CLOSE macro) 

5.4.4 

5-12 

defining (DTFCD macro] 

5.3 

5-5 

input record processing 

5.2.1 

5-1 

opening (OPEN macro) 

5.4.r 

5-7 

output record processing 
retrieve next logical record 

5.2.2 

5-2 

(GET macro) 

5.4.2. 

5-8 

writing (PUT macro) 

5.4.3 

5-10 
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Reference 

Page 

Term 

Reference 

Page C 

SAM files, magnetic tape 



SAM files, printer 

„■ 


ASCII processing 

9.2.7 

9—27 

closing (CLOSE macro) 

7.4.5 

7-27 

block numbers 

9.2.3.5 

9-15 

control printer forms 



checkpoint dumps, bypassing 

9.2.8.2 

9-29 

(CNTRL macro) 

7.4.3 

7-21 

closing (CLOSE macro) 

9.4.2 

9—48 

defining (DTFPR macro) 

7.3 

7-4 

defining (DTFMT macro) 

9.2 

9—1 

device-independent control 




9.2.1 

9-2 

character codes 

Table 7-1 

7-6 

delivering next logical record 



error and exception handling 

7.6 

7-28 

(PUT macro) 

9.4.3 

9-50 

functional description 

7.2 

7-1 

description 

9.1 

9-1 

- opening (OPEN macro) 

7.4.2 

7-16 

eliminating tape mark 

9.2.6.2 

9—24 

output a record (PUT macro) 

7.4.2 

7-18 

end-of-data processing, input 



print overflow action 



file 

9.2.2.5 

9-12 

(PRTOV macro) 

7.4.4 

7—24 

end-of-volume procedures, forcing 



sample program 

7.6 

7—28 

(FEOV macro) 

9.4.8 

9-59 

typical operating sequence 

7.2 

7-2 

error messages 

9.3.7 

9-43 




error processing 

9.2.2.4 

9-12 

SAM files, punched card 



extending 

9.3.6 

9-41 

closing (CLOSE macro) 

3.4.5 

3-24 

file processing mode, changing 



controlling stacker selection 



(SETF macro) 

9.4.5 

9-54 

(CNTRL macro) 

3.4.4 

3-19 

general rewind options 

9.2.5.2 

9—22 

defining (DTFCD macro) 

3.3 

3-3 

imperative macros 

9.4 

9-43 

description 

1.5.2 

1—10 


Table 9-4 

9-44 

error and exception handling 

3.6 

3—25 

index register 

9.2.3.2 

9-13 

input 

3.2.1 

3-1 

initiating processing (OPEN macro) 

9.4.1 

9—46 

opening (OPEN macro) 

3.4.1 

3-14 

input file direction 

9.2.5.1 

9-22 

output 

3.2.2 

3-2 ( ' 

I/O buffers 

9.2.2.1 

9-10 

output a record (PUT macro) 

3.4.3 

3—17 


9.2.2.2 

9-10 

retrieving next logical record 



job control statements 

See job control 

(GET macro) 

3.4.2 

3-15 


statements. 


sample programs 

3.7 

3-25 

label processing 

9.2.6 

9—23 




multivolume 

9.2.10 

9-30 

Sample programs 




9.3.5 

9-40 

printer 

7.6 

7-28 

optional, specifying 

9.2.8. 1 

9-28 

punched card 

3.6 

3-25 

parity errors 

9.2.3.4 

9-14 




processing in a work area 

9.2.3.3 

9-14 

Save area specification 



reading next record (GET macro) 

9.4.4 

9-52 

ISAM 

11.4.14 

11-18 

record format 

9.2.4 

9-17 

magnetic tape 

9.2.2.6 

9-13 


9.2.4. 1 

9-17 

nonindexed disk 

15.6.23 

15-45 

record size 

9.2.4.2 

9-18 

paper tape 

17.5.8 

17-63 

register save area 

9.2.2.6 

9-13 

printer 

7.3 

7-12 

rewinding 

9.2.5.3 

9-23 

punched card 

3.3 

3—10 


9.2.5.4 

9-23 




secondary I/O buffer 

9.2.3.1 

9-13 

Scan tables, letter/figure 

17.5.5 

17-50 

short output blocks, writing 






(TRUNC macro) 

9.4.6 

9-56 

SCR job control statement 

16.1.3 

16-2 

skipping to next input block 






(RELSE macro) 

9.4:7 

9-58 

Scratch volume 

9.3.3.3 

9-36 

tape movement 

9.^5 

9-21 




tape unit functions, controlling 



SCRTCH macro 

16.3 

16-8 

(CNTRL macro) 

9.4.10 

9-62 




type of processing 

9.2.2.3 

9-11 

Search 



type of tape labels 

9.2.6. 1 

9-23 

key, address of argument 

15.6.12 

15-35 

user tape labels, processing 



- 4-level IRAM index 

Fig. 12-6 

12-8 

(LBRET macro) 

9.4.9 

9-60 



I- 

variable records, blocking 

9.2.4.3 

9-19 

Search-by-key function 

10.1 

10-1 
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Reference 

Page 

Search*on>key function 

11.4.9 

11-14 

Sectors, disk 

12.2.2 

12-3 

Sequence check 

13.4.20 

13-23 

Sequential access method 

See SAM. 


Sequential-by-key retrieval sequence 

13.2.3 

13-11 


13B.2.4 

13B-3 

Sequential disk files 

creating 

15.7.9.1 

15-76 

extending existing DTFSD 

15.7.9.3 

15-79 

optional 

15.6.16 

15-38 

output of blocked records 

15.7.9.4 

15-80 

output of DTFNI with keys 

15.7.9.5 

15-80 

parity errors 

15.6.5 

15-26 

reading, with and without 

record interlace 

Fig. 15—2 

15-31 

reserving space 

16.1.2 

16—2 

retrieving records (SET macro) 

15.7.12 

15-94 

update processing mode 

15.6.31 

15-54 

updating and extending 

15.7.9.2 

15—78 

See also disk files. 

Sequential IRAM files 

adding records 

13.1.1.3 

13-3 

creating 

13.1.1.1 

13-2 

deleting records 

13.1.1.5 

13-5 

extending 

13.1.1.2 

13-3 

nonindexed 

13.1 

13-1 

processing 

13.1.1 

13-2 

reorganizing 

13.1.1.6 

13-5 

retrieving and updating records 

13.1.1.4 

13-3 

Sequential ISAM files 

11.5.5 

11-40 

Sequential load 

15.7.11.1 

15-86 

Sequential MIRAM files 

adding records 

13B.2.3 

13B-3 

creating 

13B.2.1 

13B-2 

deleting records 

13B.2.5 

13B-3 

extending 

13B.2.2 

13B-2 

processing 

13B.2 

13B-1 

reorganizing 

13B.2.6 

13B-3 

retrieving and updating records 

13B.2.4 

13B-3 

Sequential processing, work area 

See work area 


specifications. 

Set file load 

See SETFL 
macro. 


SETF macro 

9.4.5 

9-54 


15.7.8 

15-74 


Term 

Reference 

Page 

SETFL macro 

11.5.2.1 

11-27 

SETL macro 

11.5.5.1 

11-42 

SETP macro 

15.7.4 

15-68 

SETS macro 

15.7.5 

15-70 

Shared data management modules 

1.5.7 

1-12 

Shift characters 

17.3.2 

17-6 

Shift codes 

paper tape record 

Fig. 17—4 

17-9 

translation for input files 

17.5.3.2 

17-46 

translation for output files 

17.5.5 

17-50 

Shifted, fixed, unblocked records 

Fig. 17-9 

17-15 

Shifted, undefined records 

Fig. 17—8 

17—14 

Short variable blocks, output 

magnetic tape 

9.4.6 

9-56 

nonindexed disk 

15.7.10 

15-82 

Skip codes, device 

Table 7-4 

7-22 

Skipping records 

See RELSE 
macro. 


Software, related OS/3 

1.7 

1-15 

Space requirements 

See disk space 


requirements, 

estimating. 

Special forms 

6.4.4.3 

6-10 

Stacker selection 

3.4.4 

3-19 

Standard labels, disk 

header 

D.4.1 

D-28 


Fig. D-14 

D-28 

optional user 

14.2.4 

14-5 


15.7.3 

15-64 


0.4 

D— 28 

system, nonindexed files 

14.2.3 

14-4 

trailer 

D.4.2 

D-29 


Fig. D-15 

D-29 

Standard labels, tape 

ASCII 

See ASCII 
standard 
magnetic 
tape labels. 


system 

See system 
standard 
tape labels. 
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Page 

Standard modes, data conversion 

C.4 

C-10 

System standard tape labels 






description 

E.1 

E-1 

Standard volume organization 

See volume 


file header label group 

E.2.2 

E— 4 


organization. 


file trailer label group 

E.2.3 

E-9 




user header and trailer 

E.2.4 

E-14 

Start-of-data {/$) job control 



volume label group 

E.2.1 

E-2 

statement 

2.3.1 

2-3 




Stop character 






description 

17.2.1.2 

17-3 





17.3.1 

17—6 




specifying end-of-record, output 






files 

17.5.6 

17-60 




Stub card read feature 

3.3 

3-10 




Subfiles 



T 



DTFNI partitions 

14.2.2 

14-3 




processing in partition 

15.7.5 

15—70 

Tabular data 



support in partition 

15.6.27 

15-50 

printer files 

6.2.2 

6—4 




sample printout 

Fig. 6-2 

6-4 

Supervisor 

1.7.3 

1—17 







Tape files 



System access technique 

1.7.3 

1—17 

magnetic tape 

See magnetic 





tape files. 


System code field 



paper tape 

See paper 


description 

E.3.2.4 

E-16 


tape files. 


file header labels 

E.2.2.1 

E-4 





E.2.2.2 

E-7 

Tape labels 

See magnetic 





tape labels. 


System error messages 






data management 

B.3.1 

B-2 

Tape mark, eliminating 

9.2.6.2 

9-24 


Table B— 1 

B-3 




description 

B.3 

B— 2 

Tape punch, wiring program 



disk space management 

B.3.2 

B-10 

connector 

17.2.1.1 

17-2 


Table B-2 

B-11 







Tape reader, wiring program 



System macro library 

7.2 

7-1 

connector 

17.2.1.2 

17-2 

System resource control 



Tape volume 1 label 

See VOLl 


device allocation and file 




label, tape. 


assignment 

16.1 

16-1 




disk space management and 



Text 



the VTOC 

16.4 

16-11 

output example 

Fig. 6-1 

6—3 

dynamic deallocation of disk 



printer files 

'6.2.1 

6-3 

file (SCRTCH) 

16.3 

16-8 




file lock feature 

16.1.4 

16-2 

Timer services 

1.7.3 

1-17 


Table 16-1 16-4a 




renaming disk file (RENAME) 

16.2 

16-6 

Tracks 



retrieving VTOC information 



extending key search 

15.6.26 

15-50 

(OBTAIN) 

16.4.1 

16-12 

new, selecting and initializing 

15.7.11.2 

15—88 

sample device assignment set 

16.1.2 

16-2 




use of job control statements 

16.1.1 

16-1 

Trailer, paper tape 

17.2.3 

17—3 




Trailer labels 

See user 






trailer labels. 
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Page 

Term 

Reference 

Page 

Transient scheduling 

1.7.3 

1-17 

Unique (parity) error 

17.5.9 

17—67 

, Translate rriode 

C.4 

C-10 

UNISERVO subsystems, characteristics 

Table A— 5 

A— 10 

Translation, paper tape files 



Unlabeled volume organization, 



input fii^s, character mode 

17.5.3 

17-39 

EBCDIC , 

8.2.3 

8-8 

input files without shifted 






codes : 

17.5.3.2 

17-46 

Unrecoverable error 

17.5.9 

17-68 

output files 

17.5.5 

17-50 




unshifted .output files, either 



Unshifted files 

17.5.5.1 

17-58 

mode 

17.5.5.1 

17-58 







Update functions, forestalling 

11.4.16 

11-19 

Translation table address 

3.3 

3-6 







Update processing mode 

15.6.31 

15-54 

TRUNC macro 






magnetic tape 

9.4.6 

9-56 : 

Updating disk files a 

15.7.9.2 

15-78 

nonindexed disk 

15.7.10^ 

15-82 







Updating input blocks 



Truncation, print line 

7.5.2 

7-28 

by key 

15.7.14.2 

15-101 




by relative disk address 

15.7.11.4 

15-90 

Type of file, specifying 

See file type i i 




' 

specification. 


Updating records 






direct IRAM files 

13.1.24 

13-7 




indexed IRAM files 

13.2.3 

13-11 




ISAM, UPDT macro 

1L5,4.3 ; 

11—40 




ISAM file, random processing 

11.5.4.2 

11-38 

, 



sequential IRAM files 

13.1.1,4 : 

13-3 

..-A 



UPDT keyword, DTFIR macro 

13.4.22 

13-24 




UPDT macro 

11.5.4.3 

11-40 


, AH ' . 


User header labels 






eliminating tape mark 

9.2.6.2 

9-24 


’•■V. 


nonstandard, tape 

8.2.2 . . 

8—2 




standard, disk 

14.2.4.1 

14-3 





D.4.1 

D-28 




standard, tape 

8.2,1 

8-2 




- .' a ' ‘ A,;:'- , 

.E.2.4 

E-14 

'■■■ r.:. v ■ ; . ■ . ■ 



User interface: 

1.6 . 

1-12 

- u 




- 





User labels, disk 



Unblocked records, paper tape 

See fixed, 


creating 

.15.7.3.1 . 

15-66 


unblocked records. 

processing 

15.7.3 ; 

15-64 




receiving ;or updating 

15.7.3.2 

15-67 

Undefined records, paper tape 



See also optional user labels, disk 

■ > 


followed by Interrecord gaps 

Fig. 17-5 

17-11 





Fig. 17-6 

17-12 

User labels, tape ;j 

i E.2.4 . 

E-14 

formats 

17,3.3 

17—10 




input, length relationships to 



User trailer labels 



^ BLKSIZE, and content of RECSIZE 



nonindexed disk 

15.6:28 

15-51 

.register 

Fig. 17-4 

17-9 

nonstandard, tape 

8.2.2 

8-2 

output, standard mode 

Fig. 17^3 

17-8 

standard, disk 

14.2.4.2 

14-6 

record length and BLKSIZE 




D.4.2 

D-29 

relationship 

Fig. 17-2 

17-6 

standard, tape 

8.2.1 

8-2 

shifted, user work area 

Fig. 17-8 

17-14 


E.2,4 

E-14 
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Page 

V 



format 5 

D.2.3 

D-8 





Fig. D— 4 

D-8 

Validity check errors 

3:3 

3-4 


Table D— 3 

D-9 




format 6 

D.2.4 

D-9 

Variable-length records 




Fjg. D-5 

D-10 

ASCII 

9.2.7.3 

9-28 


Table D— 4 

D-10 

blocking in I/O area 

9.2.4.3 

9-19 

VOLl 

D.Zl 

D-3 

diskette 

4.3.2 

4-4 


Fig. D-2 

D-3 

ISAM 

10.2.1 

10-5 


Table D-1 

D— 4 

keyed, nonindexed disk files 

Fig. 14-4 

14 -12 

VTOC 

Fig. D-1 

D-2 

nonindexed disk files 

14.3.2 

14-8 





Fig. 14-^3 

14-9 

Volume label group, magnetic tape 

E.2.1 

E-2 

output of blocked records, 






sequential disk files 

15.7.9.4 

15-80 

Volume organization 



output of short blocks 

See TRUNC macro. 

disk 

D.2 

D-2 

specifying register for residual space 

15.6.32 

15-54 

diskette 

Fig. 4-1 

4-2 

See also record formats. 



EBCDIC, magnetic tape 

See EBCDIC volume 





organization. 


Variable sector support 






IRAM fileg 

13.5.2 

13-27 

Volume serial number 



MIRAM files 

13B.6.2 

13B-21 

checking 

9.3.42 ' 

9—36 




inhibiting checking 

9.3.3.1 

9—34 

Version number, file 

9.3.46 

9—39 

SCRTCH macro 

16.3 

16-9 




volume label group, tape 

E.2.1 

E-2 

Vertical format buffer 






definition 

6.1 

6-1 

Volume table of contents (VTOC) 



interchangeability 

6.4.3 

6-9 

ISAM files 

10.1 

10-2 

VFB statement specification 

6.4.4 

6-9 

SCRTCH macro 

16.3 

16-8 


Table 6-1 

6-11 

disk space management 

16.4 

16-11 

See also VFB statement 



retrieving information (OBTAIN) 

16.4.1 

16-12 




volume labels, disk 

See volume 


VFB job control statement 

16.1.1 

16-1 


information group 





labels. 


VFB statement specification 



file labels, disk 

See file information 

description 

6.4.4 ■' 

6-9 


group labels. 


Table 6—1 

6-11 




example 

6.4.4.5 

6-12 

Volumes 



forms overflow position 

6.4.4.2 

6-9 

definition 

1.3.1 

1-6 

home paper position 

6.4.4. 1 

6-9 

file processing, one volume online 

13.4.13 

13—21 

paper tape loop 

6.4.4.4 

6—10 

multifile 

See multifile volumes. 

special forms 

6.4.4.3 

6—10 

scratch 

9.3.3.3 

9-36 




specification statement (VOL) 

9.3.3 

9-33 

VOL job control statement 






description 

9.3:3 

9-33 

VOLl label, disk 




16.1.1 

16-1 

contents 

Fig. D-1 

D-4 

effects on OPEN transient 

Table 9—3 

9-38 

description 

D:2 

D-2 





D:^.l 

D-3 

Volume information group labels, disk 

\ / U ‘ 



Fig. D-2 

D-3 

description 

D.l 

D-1 

VOLl label, tape 




D.2 

D-2 

ASCII 

Fig. E-7 

E-17 

formate 

D.2.5. 

D-11 


’ Table E-^7 

E-18 


Fig. D-6 

D-11 
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Table E— 1 

E-4 


Table D— 5 

D-11 

description 
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E— 2 

format 4 
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E— 3 
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Reference 
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Reference 

Page 

VSN 


See volume serial 

Work areas, paper tape 





number. 


record lengths 

Fig. 17-4 

17-9 





shifted, fixed, unblocked records, 



VTOC 


See volume table 

input file 

Fig. 17-9 

17-15 



of contents. 


shifted, undefined records, input file 

Fig. 17-8 

17-14 





specifying 

17.5.1.4 

17-32 





WRITE, AFER, EOF macro 

15.7.11.3 

15-89 





WRITE, ARER macro 

15.6.2 

15-21 






15.7.11.1 

15-86 





WRITE, ID macro 

15.6.35 

15-56 






15.7.11.4 

15-90 





WRITE, KEY macro 







description 

15.7.11.5 

15-93 


w 



ISAM 

11.5.4.2 

11—38 





nonindexed disk 

15.6.36 

15-57 

WAITF macro 







ISAM 


11.5.3.3 

11-35 

WRITE, NEWKEY macro 

11.5.2.2 

11-28 

nonindexed disk 


15.7.16 

15-105 


11.5.3.1 

11-32 

Work area specifications 




WRITE, RZERO macro 

15.6.2 

15-21 

IRAM 


13.4.25 

13-24 


15.7.11.2 

15—88 

ISAM 


11.4.18 

11-19 




magnetic tape 


9.2.3.3 

9-14 

Write lock 

16.1.4 

16-3 

nonindexed disk 


15.6.34 

15-56 




paper tape 


17.5.1.4 

17—31 

WRITE macro 

15.7.11 

15—84 

printer 

, 

7.3 

7—13 




punched card 


3.3 

3-11 

Wrong length error 

17.5.9 

17-67 



Cut along line. 
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